1999 chrysler sebring speaker wire diagrams

One of the most time consuming tasks with installing a car stereo, car radio, car speakers, car
amplifier, car navigation or any mobile electronics is identifying the correct wires for a Chrysler
Sebring. The Modified Life staff has put their heads together to create an invaluable resource
containing free car stereo wiring diagram, free car wiring diagram and free radio wiring diagram.
Use of the wiring information is at your own risk. Always verify all wires, wire colors and
diagrams before applying any information found here to your Chrysler Sebring. Mike, double
check ALL your fuses using an Automotive Fuse Tester because certain vehicles may have a
wire tied into another circuit not labeled as car radio. You may have additional fuse boxes by
the driver side of the dash, passenger side of the dash, driver kick panel, passenger kick panel,
under the steering column or under the hood. If all of your fuses are good, your Chrysler
Sebring factory amplifier if equipped may be faulty. We suggest you take your car to an
experienced audio installer and have them troubleshoot your problem. Hope this helps. Good
luck with your Chrysler Sebring radio troubleshooting. I have a Chrysler Sebring radio which
indicates it on, even putting in a cassette tape shows the tape running, but no sound comes out
of the speakers? Your email address will not be published. Skip to content. Leave a Comment
Cancel Reply Your email address will not be published. Follow Us. Copyright by ModifiedLife.
Chrysler - Jeep, Renault. Chrysler - PUA. Car stereo wiring diagrams car radio wiring car radio
wiring colors car radio wire car radio connections wiring diagram car radio wire colours. How to
install car radio autoradio wiring harness stereo installation. How to install car radio wires. Car
radio install car wiring diagrams wiring harness pinout connector diagram. Car stereo radio
wiring diagram. How to wire a car radio wiring diagram for car stereo. Car stereo wiring diagram
radio installation head unit. Car radio wire colors car audio wiring free radio wiring diagrams.
Radio diagram wiring car radio car radio wiring diagrams. Free car radio wires stock diagram.
Car radio wiring colour codes car radio speakers. Free Download. Circuit Diagram. Car Stereo
Wiring. Car Manuals. Service Manual. Chrysler Car Radio Stereo Audio Wiring Diagram
Autoradio connector wire installation schematic schema esquema de conexiones stecker
konektor connecteur cable shema car stereo harness wire speaker pinout connectors power
how to install. D54 20WT. X 20DG. Car radio. Model autoradio. IC Amplifier. CD changer. X24C00
smd. ST24C smd. DGF DAGF D AGF TAH x 2. TA x 2. TDAAQ x 2. TDAJ x 2. MB90FA S smd. ZH
Is there a work around. I've been noticing a few amps on ebay but the 10 digit part number is
different and the is the same. Sounds like the original amp increases the output when the top is
down. Replace it with a regular amp and turn up the volume knob when the top is down. Some
of the numbers were superceeded or different lot numbers, and or made for specific trim levels
based on the ohm resistance of speakers as the higher trim levels had upgraded speakers thats
the difference will work car to car. Ive had 4 jxis plus the 98 i own now i proloined my current
infinity amp out of an 01 limited and it works fine. I dont post untrue comments or things that
are not fact. Oh the top when full open or closed, mearly cuts the volume to remind you full
open or closed. N0X3N answered 11 months ago. I think this may be connected to an issue I'm
having. My amp has been fully submerged probably several times the top leaks bad so when I'm
driving the radio randomly cuts then only the small speakers on the dash work. That's just what
you notice first. Ohh and as of recently Everytime I put the key in the car alarm goes off and I
don't know how to make it stop so I had to cut the horn and pull the headlight relays out. I read
the schematic and noticed 2 wires off the C1 connector to the amp labeled c I had a chrysler
sebring and im trying to find the amp can anyone help me. I have a different car. Content
submitted by Users is not endorsed by CarGurus, does not express the opinions of CarGurus,
and should not be considered reviewed, screened, or approved by CarGurus. Please refer to
CarGurus Terms of Use. Content will be removed if CarGurus becomes aware that it violates our
policies. Report Follow. Mark helpful. Your Answer:. Upload Photo Photo optional. Related
Questions. Start a new Chrysler Sebring question. Sell Your Car Yourself With a simple, secure
transaction. Get Started. Search Chrysler Sebring Questions. CarGurus Experts. Know more,
shop wisely Search. Related Models For Sale. Used Cars for Sale. Automotive wiring in a
Chrysler Sebring Convertible vehicles are becoming increasing more difficult to identify due to
the installation of more advanced factory oem electronics. One of the most time consuming
tasks with installing an after market car stereo, car radio, satellite radio, xm radio, car speakers,
tweeters, car subwoofer, crossovers, audio equalizer, car amplifier, mobile amp, car amplifier,
mp3 player, ipod or any car audio electronics is identifying the correct color car audio wires for
your Chrysler Sebring Convertible headlight bulb size you need for your low beam or high beam
and save time. Also, find your other car light bulb sizes including your fog light, reverse light,
turn signal, brake light and more. The Modified Life staff has taken all its Chrysler Sebring
Convertible car radio wiring diagrams, Chrysler Sebring Convertible car audio wiring diagrams,
Chrysler Sebring Convertible car stereo wiring diagrams, Chrysler Sebring Convertible car radio
wiring schematics, Chrysler Sebring Convertible car wiring diagrams and cataloged them online

for use by our visitors for free. Our automotive wiring diagrams allow you to enjoy your new
mobile electronics rather than spend countless hours trying to figure out which wires goes to
which Chrysler Sebring Convertible part or component. Use of the Chrysler Sebring Convertible
wiring information is at your own risk. Always verify all wires, wire colors and diagrams before
applying any information found here to your Chrysler Sebring Convertible. If you would like to
help the Modified Life community by adding any missing information or adding a new car audio
wire diagram to our resource, please feel free to post it at the bottom of this page. I have a
chrysler sebring JXI and I installed an after market radio and I can not get the front speakers to
work. I saw that there was an extra connection from the original head unit that I believe is for the
amplifier. Is there any way around this or maybe a way that i can still use the front speakers with
the stock amplifier and aftermarket head unit? For some reason when I turn my headlighs on
the passenger side Front and rear speakers cut out. As soon as I turn them off the speakers
start working again. Does anyone know why this might be happening? Your email address will
not be published. Skip to content. Adding More Information If you would like to help the
Modified Life community by adding any missing information or adding a new car audio wire
diagram to our resource, please feel free to post it at the bottom of this page. Leave a Comment
Cancel Reply Your email address will not be published. Follow Us. Copyright by ModifiedLife.
All wiring diagrams posted on the site are collected from free sources and are intended solely
for informational purposes. Chrysler Wiring Diagrams. Chrysler Voyager 2. EWD Chrysler
Voyager from of release. Scheme of connections of the generator engine 2,2. Diagram of
generator connections engine 2. Wiring diagram of the generator engine 2,6. Scheme of
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locking Cruise control system Audio system. Toggle Navigation Factory Chrysler Parts.
Categories About Us. Select a Vehicle. Search Go. Chrysler Sebring. You can edit the name of
your vehicle by clicking the pencil icon on the right. Something went wrong. Please try again.
Select Your Vehicle Below:. VIN Go. No vehicles found. Select your vehicle below:. Your Cart.
Continue Shopping View Cart. Tabbing past or clicking of this link will close the Cart. Some
restrictions apply. Home Chrysler Sebring. OEM Chrysler parts are manufactured by Chrysler to
maximize the performance of Chrysler Sebring vehicles and provide the certainty that the repair
will be done right the first time. Parts that fit. Parts that perform. Select a Chrysler Sebring Year.
We are your source for Factory Chrysler Parts. Genuine Chrysler parts are the smart choice for
repair, maintenance, or upgrade of your Chrysler Sebring. When you choose OEM parts for your
vehicle, you're choosing to maintain the quality and reliability of your vehicle, ensuring peak
performance mile after mile. Our extensive inventory of parts is maintained by the experienced
professionals who know your vehicle best, so you can trust that you're getting the right parts
every time with Factory Chrysler Parts. As a leading Chrysler parts provider online, we set
ourselves apart from the crowd with our excellent customer service, which you can reach by
phone or email. Get the right parts for the right price, right when you want them, with our
simple, graphical parts catalog and fast shipping. If you have any questions about parts, fitment
or shipping, just ask. Our experienced staff of parts specialists is standing by to help. Exterior
Accessories. Interior Accessories. Make yourself comfortable. But as the driver, the majority of
your enjoyment takes place in the interior cabin. Factory Chrysler Parts. Average 4. Legal
Policies Data Requests. Links My Information Testimonials. While every reasonable effort is
made to ensure the accuracy of this data, we are not responsible for any errors or omissions
contained on these pages. Please verify any information in question with a sales representative.
Quick Links. See also: Owner's Manual. Table of Contents. Automobile Chrysler Sebring User
Manual 76 pages. This manual has been prepared with the assistance of service and

engineering specialists to acquaint you with Engine exhaust, some of its constituents, and
certain the operation and maintenance of your new vehicle. It is vehicle components contain or
emit chemicals supplemented by a Warranty Information Booklet and known to the State of
California to cause cancer and various customer oriented documents. If you do not read this
entire manual you may miss important information. An unlocked car is an invitation to thieves.
Always remove the key from the ignition, lock the doors, and close the windows when leaving
the vehicle unat- tended. Use of these systems Automatic Transaxle Ignition Interlock System
may result in vehicle starting problems and loss of This system prevents the key from being
removed unless If the Theft Alarm Light remains On during Customer Key Programming vehicle
operation, it indicates a fault in the system You can program new keys to the system if you have
two electronics. Press this switch to lock or unlock the doors. If the door lock plunger is down
when you shut the door, the door will lock. Depress the power door lock switch to lock the
doors. Close all doors and place the key in the ignition. Press and hold the Lock button on the
transmitter. Press and release the Lock and Unlock buttons simul- 2. Closeness to a radio
transmitter such as a radio station taneously, followed by a press and release of ANY button
tower, airport transmitter, and some mobile or CB radios. Remove and replace the batteries.
Avoid touching the To set the alarm: new batteries with your fingers. Skin oils may cause 1.
Remove the keys from the ignition switch and get out battery deterioration. Vehicles with
manual transmissions must have Security System Manual Override The system will not arm if
you lock the doors using the the ignition ON and be at 0 mph for the switch to work. Wind
buffeting can be described as the perception of pressure on the ears or a helicopter type sound
in the In a collision, you and your passengers can suffer ears. The seat belt latch plate is on the
back of your seat. Slide the latch 1. Enter the vehicle and close the door. Sit back and plate up
the webbing as far as necessary to allow the belt adjust the front seat. Like the front airbags,
abled or disabled by your authorized dealer or by the pretensioners are single use items. Turn
off the engine. A single chime will sound to Seat Belt Extender signify that you have
successfully completed the pro- If a seat belt is too short, even when fully extended and
gramming. You may damage the airbags and you could be injured because the airbags are not
there to protect you. The airbags 8 seconds when the ignition is first turned on, then quickly
deflate while helping to restrain the then turns the light off. Symbol shown to the left. Install
your able for some time. For some older child restraints, many child seat as per child seat
manufacturer recommenda- child restraint manufacturers offer add-on tether strap tions. You
will first loosen the adjusters on the lower straps and Again, carefully follow the installation
instructions that on the tether strap so that you can more easily attach the were provided with
the child restraint system. The passenger seat belts are equipped with cinching latch To attach
a child restraint tether strap: plates which are designed to keep the lap portion tight around the
child restraint so that it is not necessary to use Drive moderately during the first miles km.
Adjust the Defrosters heating or cooling system to force outside air into the Check operation by
selecting the defrost mode and place vehicle. Set the blower at high speed. Release the top
from the windshield header by pulling and holding the switch in the second detent position will
both latch handles rearward until the latch hooks are free. Kneel on the rear seat and tuck the
rear edge and side in the closed position, there are two ways to install the edges of the top
cover under the black molding near the convertible top cover. Insert both tabs located on the
front of the top cover in 3. Snap the top cover flaps to the inner trim panel snaps. The side of the
seat back cushion hides the snap. Press down on the forward portion of the top cover to
Installation From Outside The Vehicle engage the hook and loop fasteners. Start on one side of
the vehicle and tuck as much of the top cover as possible under the black molding. Snap the
top cover flap to the inner trim panel snap. Tuck the top cover tab closest to you into the space
The side of the seat back cushion hides the snap. Snap the remaining top cover flap to the inner
trim 6. Press down on the forward portion of the top cover to panel snap. Top Cover Removal
Unsnap the snaps and disengage the hook and loop fasteners, slide the tabs from the rear seat
and then from the rear of the top storage area. The bottom of the console bin also has built in
holders for compact discs or cassette tapes. The power outlet is also mounted inside the center
console if equipped. Push in the button Adjust the mirror to center on the view through the rear
on the face of the mirror to activate the dimming feature. To use Manual Front Seat Adjustments
the mirror, rotate the sun visor down and swing the mirror cover upward. The recliner control is
on the side of the seat. The power seat switches are on the outboard side of the seat, near the
floor. Use the forward switch to move the Do not place any article under a power seat as it may
front of the seat cushion up and down. First pull the event of impact from the rear. Adjust the
restraints so the hood release lever located under the left side of the that the upper edge is as
high as practical. Use a firm downward push at the center of the hood to ensure that both
latches engage. The lights can also be turned on with the doors closed by means of switches

located on the front of the rearview mirror. Turn the panel dimmer switch fully Interior light
Defeat OFF clockwise to prevent the lights from coming on when a Rotate the dimmer control to
the ex- door is opened. Turning The Multi-Function lever controls the operation of the the
dimmer control to the full up position also turns on headlights, turn signals, headlight beam
select switch, the courtesy lights. The headlight switch must be used for Pull the turn signal
lever towards you to switch the normal night time driving. Turn the lever to the delay position,
then select the delay interval. The trans- three remote controls hand held transmitters that operaxle will upshift into fourth gear when the road flattens ate devices such as garage door
openers, motorized A moving garage door can cause injury to people and Vehicle exhaust
contains carbon monoxide, a danger- pets in the path of the door. People or pets could be ous
gas. Choose one of the three Universal Transceiver buttons 5. The indicator light in the
Universal Transceiver will to program. Place the hand held controller one to three begin to flash,
first slowly and then rapidly. The rapid inches from the Universal Transceiver while keeping its
flashing indicates successful programming. Press and hold the Universal Transceiver button to
be entry gates, require you to press and release the hand reprogrammed. This device may not
cause harmful interference. Fuel Gauge Control indicator. This is to prevent overheating of the
When the ignition key is in the ON position, the brake system and is a normal condition. Before
reaching the red area over 6, rpm , ease means that the vehicle is experiencing a problem with
up on the accelerator to prevent engine over speed. See your local authorized dealer. You can
also turn the Temperature control to severe catalytic converter damage. If before and after the
service so that the correct mileage can the light does not come on, have the system checked be
determined. The warning light should be checked frequently to assure This can be determined
using the procedure shown in that it is operating properly. Turn the ignition key to the Section
7. Theft Alarm Light â€” If Equipped The light in the instrument cluster will flash rapidly for 15
seconds. If the compass does not appear accurate, repeat the calibration procedure in another
area. Press the top of the Classical Classicl button to seek up and the bottom to seek down. The
PTY icon will then turn off. The repeating the above procedure with this exception: Press
operating mode will be displayed next to the station the SET button twice and SET 2 will show in
the display frequency. The following will This radio is compatible with a remote mounted CD be
displayed in this order: After three seconds, the changer available through Mopar Accessories.
Press the top of the Tone Controlsâ€¦As illustrated. The bass the SET button twice and SET 2
will show in the display band is on the left, and the treble band is on the right. Skipping will not
damage the disc or when a problem is detected with the CD player. The bass window. Press the
bottom of the button to return to the position and the volume control ON before the CD player
beginning of the current selection, or return to the will operate. Your radio has been designed to
display certain messages when a problem is detected with the CD player. Press the bottom of
the button once to return Press the top of the Seek button once to move to the next to the
beginning of the current track. CD, Etc. A loose tape should not be inserted into the radio.
Maintain your cassette tape player. The head and capstan The button in the center of the left
hand switch will cause shaft in the cassette player can pick up dirt or tape the CD changer to
play the next available disc. Try a known good disc before considering disc player service. The
0 temperature, amount, and direction of air circulating Setting represents OFF and the 4 Setthroughout the vehicle. The through the instrument panel vents. These outlets can be adjusted
to side window demist outlets. Use this mode direct air flow. Each later activation will allow 10
clear windows under these conditions. Leaves collected in the air-intake plenum may reduce air
flow and plug the plenum water drains. Apply the brakes before shifting to any driving gear. Do
not attempt to push or tow your vehicle to get it started. Vehicles equipped with an automatic
trans- axle cannot be started this way. Unburned fuel could enter the catalytic converter and
once the engine has started, ignite and damage the converter and vehicle. Remember to
disconnect the cord before driving. Unintended movement of a vehicle could injure those in and
near the vehicle. As with all vehicles, Damage to the volt AC electrical cord could you should
never exit a vehicle while the engine is cause electrocution. The transaxle electronics are self
calibrat- convenience. This range should be used for most city and highway driving. It provides
smoothest up shifts and down shifts Your vehicle could move and injure you and others if and
best fuel economy. This Proper downshifting will improve fuel economy and is normal and not
harmful to the transaxle. In the event power assist is lost for performance under most braking
conditions. Tires designed to this standard have Tire Markings the tire size molded into the
sidewall beginning with the section width. The letter P is absent from this tire size designation.
If the TIN is not found on however the date code may only be on one side. This placard tells you
important information about the, 1 number of people that can be carried in the vehicle 2 the total
weight your vehicle can carry 3 the tire size designed for your vehicle Information placard and
the Vehicle Loading section of 4. Overloading of your tire is dangerous. Use tires of the

Improperly inflated tires are dangerous and can recommended load capacity for your vehicle.
Never cause accidents. Economyâ€” Improper inflation pressures can cause uneven wear
patterns to develop across the tire tread. These abnormal wear patterns will reduce tread life
resulting in a need for earlier tire replacement. Underinflation also increases tire rolling
resistance and results in higher fuel consumption. Consult your authorized tire dealer for radial
tire repairs. High speed driving with your vehicle under maxi- mum load is dangerous. The
added strain on your Compact Spare Tire â€” They should be inspected regularly for replaced.
Some combina- may result in false speedometer and odometer read- tions of unapproved tires
and wheels may change ings. More frequent rotation is permis- manual gear shifting capability
to provide you with more sible if desired. Use of these blends may result in starting and
driveability It is even more important to look for gasolines without problems and may damage
critical fuel system com- MMT in Canada because MMT can be used at higher Page Flexible Fuel
- 2. Transmission Only Ethanol vapors are extremely flammable and could E General
Information cause serious personal injury. Never have any smok- The information in this
section is for Flexible Fuel ve- ing materials lit in or near the vehicle when remov- hicles only.
Always be sure ule B in the maintenance schedule section of this manual. NOTE: With extended
use, the flasher may wear down your battery. A hot engine cooling system is dangerous. You or
others could be badly burned by steam or boiling coolant. Place the gear selector in PARK.
Block wheel diagonally op- posite flat tire. Remove the spare tire, scissors jack and lug wrench
from stowage. Loosen, To avoid possible personal injury, handle the wheel but do not remove,
the wheel nuts by turning them covers with care to avoid contact with the metal
counterclockwise one turn while the wheel is still on the Raising the vehicle higher than
necessary can make A loose tire or jack thrown forward in a collision or the vehicle less stable.
It could slip off the jack and hard stop could endanger the occupants of the ve- hurt someone
near it. Do not permit vehicles to touch each other as this Do not connect the cable to the
negative post of the could establish a ground connection and person discharged battery. The
resulting electrical spark injury could result. Any procedure other than above could result in:
Battery fluid is a corrosive acid solution; do not allow battery fluid to contact eyes, skin or
clothing. Page 2. In some localities, it may be a legal requirement to pass 3. Do only that service
work for which engine oil must be maintained, at the correct level. Check you have the
knowledge and the proper equipment. The catalytic converter requires the use of unleaded fuel
only. Leaded gasoline will destroy the effectiveness of the A hot exhaust system can start a fire
if you park over catalyst as an emission control device. Remote battery terminals are located
Engine Timing Belt in the engine compartment for jump starting. Battery posts, terminals and
related accessories con- It is essential when replacing the cables on the tain lead and lead
compounds. Wash hands after battery that the positive cable is attached to the handling.
Battery fluid is a corrosive acid solution positive post and the negative cable is attached to the
and can burn or even blind you. Fabric front fascia Power Steering Fluid Check protectors may
reduce air flow to the condenser, reducing Checking the power steering fluid level at a defined
air conditioning performance. Prior to the appli- cation of any lubricant, the parts concerned
should be wiped clean to remove dust and grit; The following body mechanisms should be
inspected and, if necessary, all pivot and sliding contact areas of External Lock Cylinders these
components should be lubricated with the lubricant Lubricate the external lock cylinders twice a
year, prefer Fill the mild non abrasive cleaner. Commercially available windshield washer
solvents Exhaust gases can injure or kill. They contain carbon are flammable. They could ignite
and burn you. Care monoxide CO which is colorless and odorless. Inspection Check the front of
the radiator for any accumulation of bugs, leaves, etc. At the intervals shown on the
Maintenance Schedules, the system should be drained, flushed and refilled. The Failure to use
the proper antifreeze could cause first change should not be required until 5 years or radiator
plugging and engine overheating. The cap must be fully tightened to prevent loss of coolant,
and to insure that coolant will return to the Be sure to use only the cooling system pressure cap
radiator from the coolant reserve tank. This is normal. If the coolant level is hard to If an
examination of your engine compartment shows no see, jostling the coolant bottle will make it
easier to see. Other designs may Brakes result in unsatisfactory cooling performance, poor gas
In order to assure brake system performance, all brake mileage, and increased emissions.
Suggested service intervals can be found in section 8. The fluid level in the master cylinder
should be checked when performing under hood services, or immediately if Insure nylon tubing
in these areas has not melted or the brake system warning lamp shows system failure.
Operation with mance. Take care never to scratch resistance built into your vehicle. The cost of
such repairs is Never use scouring pads, steel wool or a bristle brush. You should not increase
the gloss level, especially on top Never use polishes, oils, cleaning fluids, solvents, of the
instrument panel top surface. The lenses in front of the instruments in this vehicle are molded

in clear plastic. When cleaning the lenses, care To minimize the possibility of scratching the
lenses and must be taken to avoid scratching the plastic. Careful vacuuming of the top before
washing is helpful Regular washing of the top will enhance its life and in removing dust and
other foreign particles. Wash in appearance, and make successive cleanings easier. Headlight
Bulb Replacement 1. Open the hood and remove the two headlight mount- ing screws. Gently
pry the headlight assembly away from the fender as shown in the picture. This will free the ball
stud from its retainer in the fender. Pull the headlight assem- bly away from the vehicle.
Reinsert the bulb and socket assembly and turn the 2. Gently pry the headlight assembly away
from the retaining ring clockwise to secure the bulb. Turn the bulb socket counterclockwise and
remove the Fog Light Bulb Replacement bulb and socket assembly. Remove the screw securing
the light assembly to the front fascia. Pull the bulb out of the socket, replace the bulb, and
reinstall the bulb and socket to the headlight assembly. Turn the bulb and socket assembly
counterclockwise Rear Light Bulb Replacement to remove it from the housing. Open the trunk
and pull the trunk liner away to expose the wiring connector and light housing plastic retainers.
Locate both small slots on the outboard side of the license lamp. Using a small screwdriver,
remove the entire housing. Turn the bulb socket counterclockwise to remove it from the
housing. Pull the bulb out of the socket. Metric factory. The factory setting was made at a no
load setting. Fuel Approximate A great increase in weight will change the aiming and it 2. Refer
to oil viscosity chart for correct SAE grade. Where time and mileage are listed, follow the
interval that occurs first. Change vices. Inspect the air cleaner filter and replace if necessary.
Inspect the air cleaner filter and replace if re- quired. Inspect and check tension for power
steering belt 2. Inspect the air cleaner filter and replace if required. You can be badly injured
working on or around a motor vehicle. Do only that service work for which you have the
knowledge and the right equipment. If you have any doubt about your ability to perform a
service job, take your vehicle to a competent me- chanic. Customer Center service manager
first. Most matters can be resolved with P. Box this process. You can also Mopar fluids,
lubricants, parts, and accessories are obtain other information about motor vehicle safety from
available from your dealer. They will help you keep your the Hotline. Page Chrysler group
vehicles. Included are maintaining, servicing and repairing DaimlerChrysler starting, operating,
emergency and maintenance pro- Corporation vehicles. A complete working knowledge Grades
B and A represent The temperature grade is established for a tire that is higher levels of
performance on the laboratory test wheel properly inflated and not overloaded. Print page 1
Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Table of Contents. Be assured that it represents
precision nicians and genuine MOPAR parts, and cares about workmanship, distinctive styling,
and high quality - all your satisfaction. If you do not read this entire manual, you may miss
important information. Any modifications or alterations to this vehicle could seriously affect its
roadworthiness and safety and may lead to an accident resulting in serious injury or death.
These numbers can be used to order duplicate keys from your authorized dealer. If a
malfunction occurs, the system will trap the key in the ignition switch lock cylinder to warn you
that this safety feature is inop- erable. If the light remains on after the The Sentry Key
Immobilizer System prevents unautho- bulb check, it indicates that there is a problem with the
rized vehicle operation by disabling the engine. This procedure consists of pro- gramming a
blank key to the vehicle electronics. A blank Replacement Keys key is one which has never
been programmed. Insert the second valid key into the ignition switch. Repeat this procedure to
program up to eight keys. If you Turn the ignition switch to the ON position within do not have a
programmed Sentry Key contact your 15 seconds. Remove the keys from the ignition switch
and get out for unauthorized entry and ignition switch for unautho- of the vehicle. Pressing the
trunk button will not disarm opened or the ignition switch is turned ON, the the Vehicle Security
Alarm. Release both buttons at the same time. See Remove and replace the battery. Avoid
touching the If your RKE transmitter fails to operate from a normal new battery with your
fingers. Skin oils may cause distance, check for these two conditions. An unlocked vehicle is an
invitation to thieves. Always remove the key from the ignition and lock all of the doors when
leaving the vehicle unattended. Power Door Locks A door lock switch is located on the driver
and passenger door panel. Insert the tip of the ignition key or similar flat-bladed object into the
lock and rotate approxi- Child Protection Door Lock System Rear Doors mately one-quarter turn
to the lock or unlock position as Avoid trapping anyone in a vehicle in a collision. Remember
that the rear doors can only be opened from the outside when the child protection locks are
engaged. Never leave children in a vehicle, with the keys in For vehicles not equipped with the
Electronic Vehicle the ignition switch. Lift the window switch to the second detent, release, and
the window will go up automatically. When the window is almost closed, there is no anti-pinch
protection. To pressure on the ears or a helicopter-type sound in the disable the window

controls on the other doors, press the ears. To unlatch the trunk lid from outside the vehicle,
press and release the TRUNK button on the RKE transmitter Do not allow children to have
access to the trunk, two times. However, in a collision the belt will lock and on short trips.
Someone on the road may be a poor driver reduce your risk of striking the inside of the vehicle
or and cause a collision that includes you. Continued seat, next to your arm. The lap portion
could ride too high on your body, possibly causing internal injuries. Always buckle your belt
into the buckle nearest you. To release the belt, push the red button on the buckle. The belt will
automatically retract to its stowed position. Position the latch plate as close as possible to the
anchor point. At about 6 to 12 in 15 to 30 cm above the latch plate, grasp and twist the belt
webbing degrees to create a fold that begins immediately above the latch plate. Buckle the
combination lap and shoulder belt. The head restraint will be equipped with pretensioning
devices that are designed to split in two halves, with the front half being soft foam remove slack
from the seat belt in the event of a collision. Grasp the deployed AHR from the rear seat. Pull
down then rearward towards the rear of the vehicle then down to engage the locking
mechanism. The ing BeltAlert. Using a seat belt extender when not needed can increase the risk
of injury in a collision. Only use when the lap belt is not long enough when it is worn low and
snug, and in the recommended seating positions. This allows the airbag to have different rates
of inflation that are based on the severity and type of collision. Each airbag features inflated
chambers placed adjacent to the head of each outboard occupant that reduce the potential for
side-impact head injuries. Do not lean the Customer Center. Phone numbers are provided
against the door or window. Light in the instrument panel for approxi- mately six to eight
seconds for a self-check Ignoring the Airbag Warning Light in your instru- when the ignition is
first turned on. The their full size. The airbags fully inflate in about 50 to 70 inflating side airbag
exits through the seat seam into the milliseconds. The airbag inflates in about 30 ms Enhanced
Accident Response System about one-quarter of the time that it takes to blink your In the event
of an impact causing airbag deployment, if eyes with enough force to injure you if you are not
belted the communication network remains intact, and the and seated properly, or if items are
positioned in the area These airborne particles may irritate collisions. This does not mean
something is wrong with the skin, eyes, nose, or throat. If you have skin or eye the airbag
system. See your authorized dealer if the inflate for your protection in a collision. Page 69
Chrysler Group LLC, such investigations may be re- hicle, or crash, will be treated
confidentially. Confidential quested by customers, insurance carriers, government data will not
be disclosed by Chrysler Group LLC to any officials, and professional crash researchers, such
as those third party except when: associated with universities, and with hospital and insurance organizations. Requested by police under a legal warrant. United States and all Canadian
provinces require that small children ride in proper restraint systems. This is the 4. Otherwise
required by law. It is recommended for children who weigh up enough for an adult safety belt.
LATCH-compatible child seats having flexible, webbing- mounted lower attachments. Child
seats with fixed lower When your child restraint is not in use, secure it in attachments must be
installed in the outboard positions the vehicle with the seat belt or remove it from the only. In
fact, many child restraint manufacturers will passenger carrying vehicles over a period of years,
child provide add-on tether strap kits for some of their older restraint systems having
attachments for those anchor- products. If the buckled seat belt interferes with the child child
restraint and attach the tether strap to the anchor- restraint installation, instead of tucking the
seat belt age, being careful to route the tether strap to provide the behind the child restraint,
route the seat belt through most direct path between the anchor and the child Route the tether
strap to provide the most direct path for the strap between the anchor and the child seat. Rotate
the cover over the anchor directly behind the your vehicle is equipped with adjustable rear head
seat where you are placing the child restraint. DO NOT use the recirculation mode. You should
be able to Seat Belts feel the air directed against the windshield. See your Inspect the belt
system periodically, checking for cuts, authorized dealer for service if your defroster is frays,
and loose parts. Al- Pedals that cannot move freely can cause loss of ways properly reinstall
and secure floor mats that vehicle control and increase the risk of serious per- have been
removed for cleaning. Tires Fluid Leaks Examine tires for excessive tread wear and uneven
wear Check area under vehicle after overnight parking for fuel, patterns. Adjust the mirror to
center on the view through the rear window. Headlight glare can be reduced by moving the
small control under the mirror to the night position toward the rear of the vehicle. This mirror
will automatically adjust for headlight glare from vehicles behind you. Push in the button on the
face To avoid damage to the mirror during cleaning, never of the mirror to activate the dimming
feature. When finished, Outside Mirror â€” Driver Side return the knob to the center Off position
to guard Adjust the outside mirror to center on the adjacent lane of against accidentally moving
a mirror position. To use side of your vehicle in the part of the mirror closest to the the mirror,

lower the sun visor and rotate the mirror vehicle. The manual seat adjustment bar is at the front
of the seat, near the floor. Pull the bar upward to move the seat Adjusting a seat while the
vehicle is moving is forward or rearward. To recline, lean forward slightly before lifting the lever,
then lean back to the desired position and release the lever. Lean forward and lift the lever to
return the seatback to its normal position. Use the bottom switch to move the seat up, down,
forward, rearward, or to tilt the seat. To tilt the head restraint closer to the back of your head,
pull outward on the bottom of the head restraint. Push rearward on the bottom of the head
restraint to move the head restraint away from your head. The switches for the heated seats are
located in the center console above the climate controls. The rear cargo area of the vehicle with
the rear Folding Rear Seat Armrest seatbacks in the locked-up or folded down position should
not be used as a play area by children. Pull the hood release lever located under the left side of
the instrument panel. Hood Safety Catch Use the hood prop rod to secure the hood in the open
position. To prevent possible damage, do not slam the hood to close it. Use a firm downward
push at the center of the hood to ensure that both latches engage. Be sure the hood is fully
latched before driving your vehicle. The multifunction lever is located on Turn the end of the
multifunction lever to the first detent the left side of the steering column. If this occurs, wait 30
seconds for the next flash-to-pass operation. Fog Lights â€” Each light can be turned on by
pressing the barrel. Press the barrel a second time to turn the light off. Both of these lights can
swivel so that the light can be aimed at a specific spot, if desired. To restore interior light
operation, either turn the Rotate the end of the lever to the LO position for ignition switch ON or
cycle the light switch. The wipers will resume operation when then turn the end of the lever to
select the desired delay you turn the ignition switch to the ON position again. Sudden loss of
visibility through the windshield could lead to an accident. To tilt the steering column, move the
steering upward or downward. It also allows you to lengthen or wheel upward or downward as
desired. It is button. The name and color of the button may vary by NOT the button normally
used to open and close the manufacturer. Activation will now occur for the nals to time-out or
quit after several seconds of trans- trained device i. The indica- Troubleshooting Tips tor light
will flash slowly and then rapidly when fully If you are having trouble programming HomeLink ,
here trained. Operation is subject to the following reading lights. Occupants, particularly unatopen automatically from any position. Wind Buffeting Closing Sunroof â€” This power outlet is
powered directly from the knob and battery power available at all times. Items plugged into
element must be used. For vehicles equipped with the heated and cooled cupholder, locate the
cup holder ash receiver in the forward cupholder. The optional ash receiver also comes with a
cigar lighter. You may use the power outlet, located in the instrument panel below the climate
control knobs, or in the bottom of the console compartment, for this cigar lighter. To access the
sunglass holder, lower the sun visor. Small items such as toll tickets can be stored between the
two straps, while sunglasses or other items can be stored above the two straps. The seatbacks
fold down easily by pulling rear seatbacks in the locked-up or folded down nylon tabs between
the seatbacks and the bolsters. Put heavier objects as low and as far forward as possible. Place
as much cargo as possible in front of the rear axle. Too much weight or improperly placed
weight over or behind the rear axle can cause the rear of the vehicle to sway. The first storage
bin can be used to hold smaller items. Rear Window Defroster Failure to follow these cautions
can cause damage to The rear window defroster button is located on the the heating elements:
climate control Mode knob. You can also turn the Temperature control to maximum heat, the
Mode control to Floor and 1. Temperature Gauge the Fan control to High. This allows the heater
core to act The temperature gauge shows engine coolant tempera- as a supplement to the
radiator and aids in removing heat ture. Refer to Tachometer driven. If your odometer needs to
be repaired or serviced, The silver area of the scale shows the permissible engine the repair
technician should leave the odometer reading revolutions-per-minute RPM x for each gear
range. Trip Odometer button on the instrument cluster. If the light does not come on, have the
This light monitors the ABS. This light will system inspected by an authorized dealer. When the
equipment tires and wheels. A malfunctioning catalytic converter, as referenced Certain
conditions such as a loose or missing gas cap, above, can reach higher temperatures than in
normal poor fuel quality, etc. When the appropriate conditions exist, the EVIC displays the
following messages. To compensate for the differences, the variance should be set for the zone
where the vehicle is driven, per the zone map. Once properly set, the compass will automatically
compensate for the differences and provide the most accurate compass head- ing. Press and
release the STEP button to display the follow- 4. To set the analog clock, located at the top
center of the instrument panel, press and hold the button in until the setting is correct. Press
and hold the TIME button until the hours blink. The radio will return a Radio Text control knob to
the right or left to increase or decrease the message broadcast from an FM station FM mode
only. You can select a language not listed by scrolling Selecting this item will allow the user to

choose the down and selecting other. If a button is not When this is set to On and a DVD video
is inserted, it will selected within five seconds after pressing the SET but- bypass the DVD menu
screen and automatically play the ton, the station will continue to play but will not be movie. In
Multisession discs may contain combinations of normal addition, variable bit rates VBR are also
supported. ID3 version 2 is not increase with more files and folders supported by the radios.
Proceed as follows to change the 1. Touch the screen where the time is displayed. To move the
hour forward, touch the screen where the 2. Press the right switch position to operate the radio.
This feature plays the selections on the Level 1 and Level 2 and includes the Joliet extension.
The time of day will display for five seconds when ignition is OFF. SCROLL control knob to the
right or left to adjust the sound level from the right or left side speakers. The stations stored in
SET 2 memory can be selected by recordable compact discs CD-R , rewritable compact
pressing the pushbutton twice. Buttons 1 - 6 The symbol SET 1 will now show in the display
window. Try a known good disc before considering disc player service. These outlets can be
adjusted to direct airflow. This setting works best in cold or snowy conditions that require extra
heat to The center instrument panel outlets can be NOTE A light will illuminate when the Air
Conditioning System is engaged. Rotating the dial left into the blue area of the scale indicates
cooler temperatures while rotating right into the red area indicates warmer tem However, must
be protected with a high-quality antifreeze coolant under certain conditions, while in Automatic
Mode, to provide proper corrosion protection and to protect the system is blowing air out the
defrost vents. The Mix windshield, is free of obstructions such as leaves. Continued matically
when the engine is running. This should clear any excess fuel in case the If the engine fails to
start after you have followed the engine is flooded. Connect the cord to a standard Volt AC
electrical outlet with a Damage to the transmission may occur if the follow- grounded, three-wire
extension cord. Leaving brake. Engine may be headwinds, or while towing heavy trailers. The
transmission recommended that you visit a dealer at your earliest remains in second gear third
gear for sixâ€”speed despite possible convenience. Moving the shift lever to the left - triggers a
downshift conditions. This noise should be considered normal, and it The standard power
steering system will give you good does not in any way damage the steering system. With a
clean cloth, wipe any spilled fluid from all pated. If vehicle speed is detected, a chime will sound
to alert the driver. Fully release the parking brake before attempting to move the vehicle. Always
apply the parking injury. Continued wheel lock-up and avoid skidding on slippery surfaces.
However, the conventional brake properly. The Anti-Lock Brake System contains sophisticated
electronic equipment that may be susceptible to Anti-Lock Brake System ABS interference
caused by improperly installed or high This system aids the driver in maintaining vehicle
control output radio transmitting equipment. For example, if the 3. Apply the parking brake. It
vent the natural laws of physics from acting on the should go out with the engine running. The
size designation for LT-Metric design standards. If the TIN is not found on however, the date
code may only be on one side. Cold Tire Pressure Cold tire inflation pressure is defined as the
tire pressure after the vehicle has not been driven for at least 3 hours, or driven less than 1 mile
1. Subtract the combined weight of the driver and pas- 6. Consult this manual to determine how
this reduces the available 4. Overloading of your tires is dangerous. Use tires of the cause
accidents. Keep this in mind when checking tire pressure inside a garage, especially in After
inspecting or adjusting the tire pressure, al- the winter. Where speed limits or condi- tions are
such that the vehicle can be driven at high Combining radial ply tires with other types of tires
speeds, maintaining correct tire inflation pressure is very on your vehicle will cause your
vehicle to handle Temporary use spare tires are for emergency use only. Fast spinning tires can
be dangerous. Forces gener- ated by excessive wheel speeds may cause tire dam- age or
failure. A tire could explode and injure some- one. They should be inspected regularly for wear
and correct cold tire inflation pressure. Some combinations failure and loss of vehicle control.
Tires on the front and rear axles of vehicles operate at different loads and perform different
steering, driving, Damage to the vehicle may result if tire chains are and braking functions. For
these reasons, they wear at used. This means that when the outside temperature decreases, the
tire pressure will decrease. Tire pressure should always be set based on cold inflation tire
pressure. The compact spare tire if so equipped does not have when the fault condition no
longer exists. A system fault a tire pressure monitoring sensor. The compact spare tire if so
equipped does not have seconds and then display dashes - - in place of the a tire pressure
monitoring sensor. Therefore, the TPMS pressure value. Oxygen- define fuel properties
necessary to deliver enhanced ates are required in some areas of the country during the
emissions, engine performance, and durability for your Gasoline contain effective detergent
additives. Use of additional blended with MMT provides no performance advantage detergents
or other additives is not needed under normal beyond gasoline of the same octane number
without If you notice a pungent burning odor or Follow the precautions below to prevent carbon

some light smoke, your engine may be out of tune monoxide poisoning Page Flexible Fuel 2.
Have the exhaust system inspected hicles only. These vehicles can be identified by a unique
every time the vehicle is raised. Only vehicles with the E85 fuel filler door label can operate on
Only vehicles with the E85 fuel filler door label can E Always be sure that your vehicle is
serviced with correct ethanol com- The gas cap is behind the fuel filler door, on the left rear
patible parts. The frontal area is the maximum height multiplied by the maximum width of the
front of a trailer. It is important that you do not exceed the maximum front or rear GAWR. A
dangerous driving condition Weight-Carrying Hitch can result if either rating is exceeded.
Trailer Hitch Industry the maximum trailer weight a given trailer hitch class can Standards tow
and should be used to assist you in selecting the Class I - Light Duty 2, lbs kg correct trailer
hitch for your intended towing condition. Maximum Trailer Weight Ratings Max. GTW Max.
Trailer Tongue Wt. Frontal Area Gross Trailer Wt. See Note 1 2. Towing a trailer with a larger
than recommended frontal area could cause the engine to overheat or cause severe engine
damage under extreme condi- tions. Also, additional To promote proper break-in of your new
vehicle drive- factory-installed options, or authorized dealer-installed train components the
following guidelines are recom- options, must be considered as part of the total load on
mended: your vehicle. Always connect the chains to Follow these guidelines to make your
trailer towing the frame or hook retainers of the vehicle hitch. Continued before towing a trailer.
Trailer tongue weight rating for the trailer hitch tion on tread wear indicators and for proper
inspection utilized This requirement may limit the ability to procedure. When towing a trailer
equipped with a hydraulic surge actuated brake system, an electronic hydraulic brake lines.
Page Behind Motorhome, Etc. Page Engine Oil Overheating 2. The Spare Tire Removal Lift up
the load floor cover and remove the hold down. Block both the front and rear of the wheel
diagonally opposite the jacking 1. Park the vehicle on a firm, level surface. Avoid ice or position.
For example, if changing the slippery areas. Loosen, but do not remove, the wheel nuts by
turning with two attachment points. When the jack is partially them to the left one turn while the
wheel is still on the expanded, the tension between the two attachment ground. Turn the jack
screw to the left until the jack can be placed under the jacking location. Once the jack is
positioned, turn the jack screw to the right until the jack head is properly engaged with the lift
area closest to the wheel to be changed. Raising the vehicle higher than necessary can make To
avoid possible personal injury, handle the wheel the vehicle less stable. It could slip off the jack
and covers with care to avoid contact with any sharp hurt someone near it. If your vehicle has a
discharged battery it can be jump- started using a set of jumper cables and a battery in A loose
tire or jack thrown forward in a collision or another vehicle or by using a portable battery
booster hard stop could endanger the occupants of the ve- pack. Do not attempt jump-starting if
the battery is frozen. It could rupture or explode and cause personal injury. Preparations for
Jump-Start The battery in your vehicle is located between the left front headlight assembly and
the left front wheel splash shield. Do not allow vehicles to touch each other as this 2. Start the
engine in the vehicle that has the booster Page Engine Compartment - 2. Page Engine
Compartment - 3. If the problem system may not be ready if your vehicle was recently persists,
the message will appear the next time the serviced, recently had a dead battery or a battery
replace- vehicle is started. Page Maintenance Procedures Immediately have potential
malfunctions examined by an authorized Chrysler Group LLC dealership or qualified repair
center. Continued before starting the engine after it has sat overnight. Page Do not overfill the
engine. Overfilling the engine mends engine oils that are API Certified and meet the will cause
oil aeration, which can lead to loss of oil requirements of Chrysler Material Standard MS This
could damage your engine. Do not use chemical flushes in your engine oil as the chemicals can
damage your engine. Only high quality filters should be used to assure most efficient service.
Do not allow battery fluid battery that the positive cable is attached to the to contact your eyes,
skin, or clothing. This service should approved by the manufacturer for your air condi- include
cleaning of the condenser fins and a performance tioning system. Perform the following
procedure to re- carbon HFC that is endorsed by the Environmental place the filter: Protection
Agency and is an ozone-saving product. Disengage the two retaining tabs that secure the filter
7. When installing the filter cover, make sure the retaining tabs fully engage the cover. This
wear. Prior to the application of any lubricant, the parts will remove accumulations of salt,
waxes, or road film concerned should be wiped clean to remove dust and and help reduce
streaking and smearing. Leaded gasoline will destroy the odorless. Breathing it can make you
unconscious effectiveness of the catalyst as an emissions con- and can eventually poison you.
To prevent reducing this extended mainte- antifreeze solution. The use of lower quality water
nance period, it is important that you use the same will reduce the amount of corrosion
protection in the engine coolant antifreeze throughout the life of your engine cooling system. If
your vehicle is possibly an accident. Brake seal components could has been in a tightly closed

container. Hot fluid cannot be held Use the following procedure to check the automatic
comfortably between the fingertips. Do not use chemical flushes in your transmission as the
chemicals can damage your transmission compo- What Causes Corrosion? The cost of such
repairs is All wheels and wheel trim, especially aluminum and considered the responsibility of
the owner. To Cleaner or equivalent to a clean, damp cloth and remove road dirt, wash with a
mild soap solution fol- remove the stain. Armor All. Do not use volatile solvents for cleaning
purposes. Many are potentially flammable, and if used in Cleaning Leather Upholstery closed
areas they may cause respiratory harm. When cleaning the lenses, care Dry with a soft tissue.
This center contains cartridge fuses and mini fuses. A label that identifies each component may
be printed on the inside of the cover. Failure to 40 Amp Module â€” H11 module aside prior to
replacing the low beam headlamp High Beam Headlamp. Rotate bulb and connector one-quarter
turn and pull 4. Pull the bulb out of the socket and replace the bulb. If the bulb comes in contact
with any oily surface, clean the bulb with rubbing alcohol. Remove the bulb from the connector
socket and install the replacement bulb. Raise and prop open the hood. Install the bulb and
connector assembly into the 2. Remove the bulb from the connector socket and install
counterclockwise and remove it from the fog lamp hous- the replacement bulb. Do not touch the
new bulb with your fingers. Oil contamination will severely shorten bulb life. The turn signal,
Lamp brake and taillamps are located in the rear corner body 1. Remove the two plastic wing
nuts from the taillamp 4. Grasp the taillamp housing and pull it firmly outward while pushing
gently on the studs from inside to disen- 1 â€” Install the bulb and connector assembly into the
taillamp housing and rotate the connector one-quarter turn clockwise to lock it in place.
Reinstall the taillamp housing. Changing the
auto quest turn in
2009 toyota camry torque specs
pollak 7 pin trailer wiring diagram
Backup Lamp 1. Open the trunk. Install the bulb and connector assembly into the housing and
rotate the connector one-quarter turn clock- wise to lock it in place. License Plate Lamp 1. Open
the trunk lid. Refer to your engine oil filler cap for gines correct SAE grade. Most matters can be
re- P. Box 21â€” solved with this process. Auburn Hills, MI â€” Phone: â€” Page Warranty
Information See the Warranty Information Booklet, located on the has also made a major
investment in facilities, tools, and DVD, for the terms and provisions of Chrysler Group training
to assure that you are absolutely delighted with LLC warranties applicable to this vehicle and
market. For example, a tire graded would wear one and one-half times as well on the
government course as a tire graded Visit us on the Worldwide Web at This manual is also
suitable for: Sebring Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

