2000 mustang serpentine belt

The serpentine belt on the Ford Mustang with a V-6 engine is used to drive many of the
accessory devices in your vehicle. The belt does not need replacement as often as some of the
parts in your Mustang, but it will eventually wear down. If you inspect the serpentine belt and
discover cracks or breaks, you should replace it with a new belt. Open the hood of the Mustang
and locate the serpentine belt. The belt wraps around seven different pulleys, including the
crankshaft, water pump, air conditioning condenser, alternator and the power steering pump.
The two additional pulleys are the tensioner and the idler. Take note of how the belt is routed.
The replacement belt must sit the same way on all of the pulleys. A belt diagram is located
under the hood to help you figure out the routing. A link to the diagram is also provided in the
Resources section. Note that the correct diagram for the Mustang V6 engine is the 15th picture
on the page. Place the mm wrench on the bolt in the middle of the tensioner pulley and rotate
the tensioner to the left to loosen the belt. Do not release the tensioner as it will snap back into
place, causing damage to the pulley. Remove the belt from one of the pulleys and slowly move
the tensioner back to its original position. Take the belt off of the other pulleys and remove it
from the engine compartment. Wrap the replacement belt around all of the pulleys except the
tensioner. Use the belt diagram as a routing guide. The belt sits in the middle of the pulley
groove when correctly installed. Move the tensioner to the left, slip the belt over the tensioner
pulley and gently rotate it back into position. The belt will tighten over all of the pulleys when
the tensioner is moved back in place. William Pullman is a freelance writer from New Jersey. He
has written for a variety of online and offline media publications, including "The Daily Journal,"
"Ocular Surgery News," "Endocrine Today," radio, blogs and other various Internet platforms.
Step 1 Open the hood of the Mustang and locate the serpentine belt. Step 2 Take note of how
the belt is routed. Step 3 Place the mm wrench on the bolt in the middle of the tensioner pulley
and rotate the tensioner to the left to loosen the belt. Step 4 Remove the belt from one of the
pulleys and slowly move the tensioner back to its original position. Step 5 Take the belt off of
the other pulleys and remove it from the engine compartment. Step 6 Wrap the replacement belt
around all of the pulleys except the tensioner. Step 7 Move the tensioner to the left, slip the belt
over the tensioner pulley and gently rotate it back into position. Check all of the pulleys to
ensure the belt is properly placed. Prevent injury by allowing the engine to cool off before
replacing the serpentine belt. Click to see full answer Keeping this in consideration, can you
drive without a serpentine belt? As you can see, driving without a serpentine belt is not an
option, at least not for very long. Subsequently, question is, how can you tell if a belt tensioner
is bad? Some of the more common symptoms of a failing or bad belt tensioner include the
following. Squeaking or Grinding Noise. Unusual Belt Wear. Failure of the Belt-driven
Accessories to Operate. Bleeding Rust and Presence of Cracks. Excessive Wear of Pulley
Bearing. Visible Signs of Pulley Wear. You are only required to loosen the bolt that goes behind
the PS pump. This will move the tensioner pulley. You will then slide the default belt off and
replace with the right one. This process should not take you more than 30 minutes. A serpentine
belt does more work than a timing belt. Timing belts synchronize the movement of the
crankshaft and the camshaft while the serpentine belt transmits mechanical power which drives
the air conditioner, water pump, alternator, etc. A timing belt needs more work to be replaced
because it is covered. Grinding or squeaking noise from the belts or tensioner. If the tensioner
is loose the belts may squeak or squeal, especially when the engine is first started. It is also
possible for the tensioner pulley or bearing to wear out, in which case the vehicle will produce a
grinding noise from the pulley. If a belt starts slipping, the tensioner should always be checked
to see if it is functioning properly. With the belt off, visually inspect the tensioner for any cracks
or signs of metal-to-metal contact between the tensioner arm and the spring case. Then spin the
tensioner pulley manually. Estimate does not include taxes and fees. When would you like to
drop off your car? Idler pulleys are engine pulleys that are responsible for guiding and
tensioning the engine drive belts. The engine drive belts are routed in a specific manner around
the various engine accessories, such as the alternator, water pump, power steering pump, and
AC compressor. Inspecting your vehicle's belts and hoses and having them replaced before
they fail can prevent inconvenient breakdowns and costly repairs. To help, Jiffy Lube offers
engine services with serpentine belt replacement that includes the following: A visual
inspection of the serpentine belt. A broken serpentine belt leads to a sudden loss of power
assist for the steering system, where the steering wheel all-of- a -sudden becomes very hard to
turn. A broken serpentine belt stops the water pump from circulating coolant antifreeze through
the cooling system, and the engine can overheat - anywhere! The most serious failure is when
the serpentine belt breaks completely. This is usually the result of a belt in poor condition, or a
problem with one of the accessory components being driven by the belt. A failed bearing in a
pulley being driven by the serpentine belt will also cause the belt to break. If you can't get the
belt on, without the tensioner even being in the vehicle, then make sure your belt routing is

correct. A serpentine belt replacement is an essential part of routine auto maintenance, but it
doesn't have to be difficult. Get the parts you need from AutoZone. Serpentine belt replacement
is easy because today's automatic drive belt tensioners eliminate the need to loosen bolts or
pry components into position for retensioning. Just rotate the tensioner, remove the old belt
and install a new one. The serpentine belt is relatively easy to replace. There will be a main
tensioner pulley that maintains proper tension loading, or tightness, of the belt. The pulley is
generally set apart and looks like an idler pulley; the pulley not connected to anything, doesn't
drive anything. How do you change a serpentine belt on a Ford Mustang? Category: automotive
auto repair. Open the hood of the Mustang and locate the serpentine belt. Take note of how the
belt is routed. Place the mm wrench on the bolt in the middle of the tensioner pulley and rotate
the tensioner to the left to loosen the belt. What does a bad tensioner pulley sound like? How do
you test a serpentine belt tensioner? How much is a serpentine belt tensioner? What does the
idler pulley do? What is a gatorback belt? Does Jiffy Lube change serpentine belts? How long
can a car run without serpentine belt? What happens if your serpentine belt breaks while
driving? What causes a serpentine belt to break? Why can't I get my serpentine belt back on?
Does AutoZone replace serpentine belts? Can I replace serpentine belt myself? How hard is it to
replace serpentine belt? Similar Asks. Popular Asks. The 3. After , the four-cylinder engine was
dropped from the Mustang line and the 3. The serpentine belt on your 3. Keeping your belt in
good condition and replacing it when needed will insure you will not be stranded by a broken
belt in the future. Open the hood. Locate the serpentine belt-routing sticker affixed to the
radiator cross-member ahead of the engine fan. Make a note of how your belt is routed if your
sticker is missing. Play close attention to whether the front smooth or the back ribbed side of
the belt rides on each pulley in the engine bay, as this will quicken the installation of the new
belt. Locate the serpentine-belt tensioner at the top of the engine, which has a black pulley run
by the serpentine belt and is mounted to a cast-aluminum base. Rotate the wrench or breaker
bar handle in a counterclockwise direction to release the belt tension. Be careful, as the
tensioner is under great spring pressure. Slip the belt off the idler pulley, which is at the
top-center of the engine. Slowly let the spring tension raise the ratchet or breaker-bar handle.
Do not let go of the handle quickly, as it will snap back. Remove the ratchet or breaker bar once
the tension has been released. Slip the belt off the remaining pulleys and work it up and out of
the engine bay. Slip a new belt over all of the pulleys by using the belt-routing sticker or the
notes you made earlier. Leave the belt off the idler pulley at the top of the engine. Release the
belt tension by inserting the ratchet or breaker bar into the tensioner and rotating the handle
counterclockwise. Slip the belt over the idler pulley while holding the handle down. Release the
handle slowly until the belt is under tension. Remove the ratchet or breaker bar and close the
hood. How to Install a Serpentine Belt on a 3. Step 1 Open the hood. Step 2 Locate the
serpentine-belt tensioner at the top of the engine, which has a black pulley run by the
serpentine belt and is mounted to a cast-aluminum base. Step 4 Rotate the wrench or breaker
bar handle in a counterclockwise direction to release the belt tension. Step 5 Slip the belt off the
idler pulley, which is at the top-center of the engine. Step 6 Slip the belt off the remaining
pulleys and work it up and out of the engine bay. Step 7 Slip a new belt over all of the pulleys by
using the belt-routing sticker or the notes you made earlier. References Dayco: Mustang 3. We
are an online based store that sells suspension parts, lifts, shocks of various manufacturers at
affordable prices and fast shipping. If you have a question about a certain product, order that
you placed, stock or fitment you can contact us and we will try to get an answer for you as soon
as possible. Our customer support is always ready to help you! Thousands of positive
feedbacks guaranty our quality. We provide limited warranty for each brand of product we sell.
Most of the brand products offer limited lifetime warranty. If you have a warranty issue please
contact us in order to get it processed. Typically we charge for a replacement shock to be
shipped out and once you install it and ship them bad shock bad and if we find it to be defective
we issue a refund for the replacement shock that was sent. Minor oil leak in the shock is usually
not considered a warranty issue. We will not give a refund on any parts that have not been
pre-approved. RA must be requested up to 30 days after the item is delivered. Any RA requested
after the 30 day cutoff will be declined. Item cannot be installed or attempted to be installed, and
must be returned in perfect sellable condition in order to receive the full credit. Item must be
received by us up to 30 days after the RMA is requested. Customer is responsible for all
shipping charges associated with the returned item. Products damaged during the return ship
process back to the shipping warehouse are the full responsibility of the customer and the
shipping company in which the customer chooses. International PayPal transactions will be
accepted with enough proof of legitimacy of the buyer. All gift cards issued by a major Credit
Card Company must be registered to your actual shipping address or our system will not accept
them. Please make sure your current billing address is current with your Credit Card Company

or bank prior to ordering with us. If your current credit card billing address does not match the
address you used to place the order on our website or over the phone, a pending transaction
may be posted to your account until your credit card company or bank has been notified of the
declined transaction. The pending transaction may take business days to be posted back to
your account. We try our best to ship orders within 24 hours. Average transit days within USA:
business days. You may even pick up from a stocking warehouse if that warehouse permits us
to do so. We will make no guarantees on delivery date or shipping date regardless of shipping
method selected. All shipping times do not include the day of the shipment, holidays, or
weekends. Some or all packages we ship may require a signature at the time of delivery. FedEx
will make 3 attempts to deliver your package. If on the 3rd attempt no one is available to sign for
the package, it will be returned to us. You will be responsible for all return shipping to us and
any charges to re-ship the package back to you. Shipments to apo or fpo addresses will have to
be coordinated beforehand in order to calculate total shipping. We do take international orders
and ship them from a separate warehouse which might take additional days to ship. Gates for
Ford Mustang V-8 5. By purchasing this item you verify that you have read and agree to all of
out terms and conditions of sale. Have you just installed a new supercharger or idler pulley on
your Cobra and need a new belt? Check out our belt guide for the right info! Read more:
mustang , 94 04 mustang , supercharger , tech. Ford Mustang - 00 - 01 - 02 - 03 - Upload your
own picture of the Mustang Serpentine Drive Belt - 94" Upload a Photo. Replace your Mustang's
serpentine belt with a brand new factory style belt! Add to Wishlist. What's in the Box 1
Serpentine Belt. Details Product Description Mustang Serpentine Belt Eliminate belt slap and
belt noise with a new serpentine belt! A defective drive belt can cause loss of power and cause
accessories to fail prematurely. Each serpentine belt is constructed from high-quality flexible
rubber and designed to meet strict OE standards for increased operational life. Improve the
overall function of your Mustang's accessory drive with a new serpentine belt! Product Notes
Replacement is recommended every 20, miles. An improperly functioning Mustang serpentine
belt can cause premature accessory failure and should be inspected for any signs of cracking
or uneven wear regularly. Loosen adjustment and pivot bolts on accessories as required and
remove the old belt. Install the new serpentine belt, assuring that the belt makes proper contact
with the pulley grooves. Tighten adjustment and pivot bolts and verify your new serpentine belt
tension meets the specs required for your Mustang. Run the engine for ten minutes for proper
seating and operation of the new belt. Shut off engine and verify tension is still within the
recommended specs for your Mustang. Related Articles. Customer Photos 0 Upload a Photo.
Vehicle Applications Ford Mustang - 00 - 01 - 02 - 03 - Upload your own picture of the Mustang
Serpentine Drive Belt - 94" Please make sure to hold your device horizontally like a camera
rather than vertical like a phone. By uploading an image, you agree to give LMR. Shopping for a
different vehicle? To make sure this part fit your vehicle Check The Fit. Click on a vehicle from
your garage or select a new vehicle to check the fitment for the part below. You have no
vehicles in your online garage. As you search, vehicles will automatically be added to your
garage. Get started by selecting a vehicle. Request Quote. New products purchased from our
store are covered by a manufacturer warranty. For other parts, we provide a limited warranty of
90 days from the date received by the original purchaser or installer, unless otherwise specified,
which covers the replacement of a defective part s. The warranty applies only to parts
replacement with same or better quality. For such cases, a full refund will be issued to the
original purchaser. A refund or an exchange of a defective part will be processed only if it is
accompanied by the original sales invoice. All items must be in their original condition and
must not be damaged due to incorrect installation upon return. The warranty is limited only to
the original purchaser and is non-transferable. All items are given a limited days warranty
period by the manufacturer. The manufacturer will allow the parts to be covered by their
warranty provided that the part was not modified by the buyer. Products damaged as a result of
abuse, misuse, improper repairs or maintenance, improper installation, alteration, or
modification will not be covered by the warranty. The warranty does not cover airfreight
charges, labor expenses, towing expenses, or rental car expenses resulting from installation
errors. Return shipping is the responsibility of the buyer. We will not reimburse any return
shipping charges incurred. All returned items must have the RA Return Authorization number
written outside the shipping box prior to return. The RA N
wiring diagram kawasaki bayou 4 wheeler
94 bmw 325i engine
1967 mustang gauge
umbers can be obtained by creating a return from within your account. Returned items without
RA numbers will not be accepted. Our liability does not cover lost or stolen packages mailed

back by the customer containing the parts being claimed under warranty. Therefore, the claim
must be coordinated and processed through the shipping company by the customer. This part
fits vehicles with your year, make and model. Please click the Fitment tab below and confirm
your engine, chassis and transmission. This part may not fit your vehicle! To make sure this
part does fit your vehicle Check The Fit. Choose Vehicle. Show Parts. Prev Next. Availability:
Call for Availability. Height: 0. Warranty Information New products purchased from our store are
covered by a manufacturer warranty. Under NO circumstances will our liability exceed the
amount of the original sale. Can't find what you are looking for? Try searching by one of these
methods below. By using this website, you accept our use of cookies.

