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Access all the resources you need on the go. Learn More. Join the Dodge Brand in celebrating
freedom a few days early with the reveal of more heart-pounding power and excitement than
ever before. Get to know the full capabilities of your vehicle and how to keep it running strong
with your online vehicle resource center. Don't have your vehicle added? Add it now to start
exploring. Look up everything you need to know about your vehicle, all in one place. Browsing
for information is a breeze with easy-to-follow categories that show you how to make the most
of your driving experience. Discover the capabilities, safety and security features and
technologies your vehicle has to offer, presented in video format. Learn the basics of caring for
your vehicle or explore more advanced options anytime, with videos on demand. Who better to
protect your vehicle than the company who built your vehicle? Have peace of mind knowing
your vehicle is being serviced by factory-trained technicians using certified Mopar parts. Tech
Authority has all the resources you need, from service bulletins to wiring schematics, parts
identification and more. Select a vehicle to explore. Sign in or create an account to receive
access to even more exciting content. July 2 Let Freedom Rev Join the Dodge Brand in
celebrating freedom a few days early with the reveal of more heart-pounding power and
excitement than ever before. Enter the search text. Your Vehicle Resources. Vehicle Information
at Your Fingertips Get to know the full capabilities of your vehicle and how to keep it running
strong with your online vehicle resource center. Select a Vehicle. Manuals and Guides.
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Authority. Do-It-Yourself Resources. View all fca brands chrysler. Your preferred dealer has
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Policy. See our Privacy Policy and User Agreement for details. Published on Nov 15, It is this
level of detail, along with hundreds of photos and illustrations, that guide the reader through
each service and repair procedure. Complete download comes in pdf format which can work
under all PC based windows operating system and Mac also, All pages are printable. Using this
repair manual is an inexpensive way to keep your vehicle working properly. SlideShare Explore
Search You. Submit Search. Home Explore. Successfully reported this slideshow. We use your
LinkedIn profile and activity data to personalize ads and to show you more relevant ads. You
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Published in: Automotive. Full Name Comment goes here. Are you sure you want to Yes No.
Mohammad Al-Bayati. Mario Tremblay. No Downloads. Views Total views. Actions Shares. No
notes for slide. When it is necessary to contact the manufacturer regarding service or warranty,
the information on the Vehicle Safety Certification Label would be required. The VIN consists of
17 characters in a combination of letters and numbers that provide spe- cific information about
the vehicle. To protect the consumer from theft and possible fraud the manufacturer is required
to include a Check Digit at the ninth position of the Vehicle Identification Number. The check
digit is used by the manufacturer and government agencies to verify the authenticity of the
vehicle and official documentation. The formula to use the check digit is not released to the
general public. Chrysler permanently attaches the label in the engine compartment. It cannot be
removed without defacing information and destroying the label. All hoses must be connected
and routed according to the label. There are seven lines of information on the body code plate.
Lines 4, 5, 6, and 7 are not used to define service information. Information reads from left to
right, starting with line 3 in the center of the plate to line 1 at the bottom of the plate. When two
plates are required, the last code space on the first plate will indicate CTD When a second plate
is required, the first four spaces of each line will not be used due to overlap of the plates. The
symbols correspond to the controls and displays that are located on the instrument panel. The
higher the grade number, the greater the bolt strength. Identification is determined by the line
marks on the top of each bolt head. The actual bolt strength grade corresponds to the number
of line marks plus 2. The most commonly used metric bolt strength classes are 9. The metric
strength class identification number is imprinted on the head of the bolt. The higher the class
number, the greater the bolt strength. Some metric nuts are imprinted with a single-digit
strength class on the nut face. Figure art, specifications and torque references in this Service
Manual are identified in metric and SAE format. During any maintenance or repair procedures, it
is important to salvage all fasteners nuts, bolts, etc. If the fastener is not salvageable, a fastener
of equivalent specification must be used. The following chart will assist in converting metric
units to equivalent English and SAE units, or vise versa. Also, use the chart to convert between
millimeters mm and inches in. Refer to the Standard Torque Specifica- tions Chart for torque
references not listed in the individual torque charts. The symbols correspond to the controls
and dis- plays that are located on the instrument panel. To protect the consumer from theft and

possible fraud the manufacturer is required to include a Check Digit at the ninth position of the
Vehicle Iden- tification Number. The check digit is used by the manufacturer and government
agencies to verify the authenticity of the vehicle and official documenta- tion. Turbo Diesel 9
Check Digit See explanation in this section. Automatic Transaxle - Service Fill 3. Power Steering
1. Engine oils also have multiple viscosities. These are specified with a dual SAE vis- cosity
grade which indicates the cold-to-hot tempera- ture viscosity range. Daim- lerChrysler only
recommends multiple grade engine oils. Refer to Group 9, Engine for gasoline engine oil
specification. These engine oils are preferred for use in Flexible Fuel engines. In addition, API
classification defines the lubricants usage. At the bottom NLGI sym- bol is the usage and
quality identification letters. The letter following the usage letter indicates the quality of the
lubricant. The following symbols indi- cate the highest quality. Mopar pro- vides the best
engineered products for servicing DaimlerChrysler Corporation vehicles. When replacing coolant the complete system flush must be performed before using the replacement coolant. This
sec- tion only covers those subjects that are unique to these vehicles. Please refer to the other
sections of this manual for information on features that are common between Flexible Fuel and
gasoline only powered vehicles. Never have any smoking materials lit in or near the vehi- cle
when removing the fuel filler tube cap gas cap or filling the tank. Do not use E as a cleaning
agent and never use it near an open flame. For best results, a refueling pattern that alternates
between E and unleaded gasoline should be avoided. Use only engine oils with multi- ple
viscosities such as 5W or 10W These are specified with a dual SAE viscosity grade which indicates the cold-to-hot temperature viscosity range. Select an engine oil that is best suited to your
par- ticular temperature range and variation Fig. The identifying notations are located on the
label of engine oil plastic bottles and the top of engine oil cans Fig. This symbol on the front of
an oil container means that the oil has been certified by the American Petro- leum Institute API
to meet all the lubrication requirements specified by DaimlerChrysler. These engine oils may be
satisfactory if they meet the DaimlerChrysler Stan- dard. Filling the transaxle accommodates the
differential as well. Substitute fluids can induce torque converter clutch shudder. The ATF is
dyed red so it can be identified from other fluids used in the vehicle such as engine oil or
antifreeze. The red color is not permanent and is not an indicator of fluid condition. As the
vehicle is driven, the ATF will begin to look darker in color and may eventually become brown.
This is normal. Exceptions to this policy are the use of special dyes to aid in detecting fluid
leaks. These additives and others also claim to improve converter clutch operation and inhibit
overheating, oxidation, varnish, and sludge. These claims have not been sup- ported to the
satisfaction of DaimlerChrysler and these additives must not be used. The use of premium
gasoline is not recommended. The use of premium gasoline will provide no benefit over high
quality reg- ular gasoline, and in some circumstances may result in poorer performance. Light
spark knock at low engine speeds is not harmful to your engine. However, continued heavy
spark knock at high speeds can cause damage and immediate service is required. Engine
damage result- ing from operation with a heavy spark knock may not be covered by the new
vehicle warranty. Poor quality gasoline can cause problems such as hard starting, stalling and
hesitations. If you experi- ence these symptoms, try another brand of gasoline before
considering service for the vehicle. Over 40 auto manufacturers world-wide have issued and
endorsed consistent gasoline specifications the Worldwide Fuel Charter, WWFC to define fuel
properties necessary to deliver enhanced emissions, performance and durability for your
vehicle. We rec- ommend the use of gasolines that meet the WWFC specifications if they are
available. Reformulated gasoline contain oxygen- ates, and are specifically blended to reduce
vehicle emissions and improve air quality. We strongly supports the use of reformulated gasoline. Properly blended reformulated gasoline will provide excellent performance and durability
for the engine and fuel system components. Oxygenates are required in some areas of the
country during the winter months to reduce carbon monoxide emissions. Fuels blended with
these oxygenates may be used in your vehicle. Gasoline containing methanol may damage
critical fuel system components. Gasoline blended with MMT reduce spark plug life and reduce
emission system performance in some vehicles. We recommend that gasolines free of MMT be
used in your vehicle. MMT is prohibited in Federal and California refor- mulated gasoline. If such
fuels are not available in states adopting California emission standards, your vehicles will
operate satis- factorily on fuels meeting federal specifications, but emission control system
performance may be adversely affected. We recommend that you try a dif- ferent brand of
unleaded gasoline having lower sulfur to determine if the problem is fuel related prior to
returning your vehicle to an authorized dealer for service. Use of additional detergents or other
additives is not needed under normal conditions. Using leaded gasoline can impair engine
perfor- mance, damage the emission control system, and could result in loss of warranty
coverage. If you notice a pungent burning odor or some light smoke, your engine may be out of

tune or malfunctioning and may require immediate service. Contact your dealer for service
assistance. If spark knock persists, lighten the load, or engine piston damage may result. Most
of these products contain high concentrations of methanol. Fuel system damage or vehicle
perfor- mance problems resulting from the use of such fuels or additives is not the
responsibility of Daimler- Chrysler Corporation and may not be covered under the new vehicle
warranty. NOTE: Intentional tampering with emissions control systems can result in civil
penalties being assessed against you. The cooling system is designed around the coolant. The
coolant must accept heat from engine metal, in the cylinder head area near the exhaust valves
and engine block. The use of aluminum cylinder blocks, cylinder heads, and water pumps
requires special corrosion protection. If it loses color or becomes contaminated, drain, flush,
and replace with fresh properly mixed coolant solution. Doing so will reduce the corrosion
protection and may result in premature water pump seal failure. If non-HOAT coolant is
introduced into the cooling system in an emergency, it should be replaced with the specified
coolant as soon as possible. Only lubricants bearing designations defined by the following
organization should be used to service a Chrysler Corporation vehicle. These are specified with
a dual SAE viscosity grade which indicates the cold-to-hot temperature viscosity range.
DaimlerChrysler Corporation only recommends multiple grade engine oils. At the bottom NLGI
symbol is the usage and quality identification letters. First is Schedule â€” A. Second is
Schedule â€” B. Add fluid as required. These, and all other maintenance services included in
this manual, should be done to provide the best vehicle performance and reliability. More
frequent mainte- nance may be needed for vehicles in severe operating conditions such as
dusty areas and very short trip driving. This maintenance is not required if the belt was
previously replaced. Not required if previously changed. Not required if replaced at 75,, 90, or ,
miles. NOTE: Inspection and service should also be per- formed anytime a malfunction is
observed or sus- pected. Retain all receipts. Replace as necessary. See the note at the end of
Schedule â€” B. This maintenance is not required if belt was previously replaced. Per- form
these services if vehicle usually operates under these conditions. This main- tenance is not
required if belt was previously replaced. Inspection and service should also be performed
anytime a malfunction is observed or suspected. This main- tenance is not required if the belt
was previously replaced. Perform these services if vehicle usually operate under these conditions. CAUTION: Do not position hoisting device on any suspension component, including the
front suspen- sion crossmember, the rear leaf springs, and the rear axle. Do not hoist on the
front and rear bumpers, the lower liftgate crossmember, the lower radiator crossmember, the
down standing flanges on the sill or the front engine mount. The hoisting points are identified
by S. The front hoisting points are at the bottom of the font rail below the hoisting symbol
approximately mm behind the front suspension crossmember. When using outboard lift hoists,
verify that the hoist lift pads have been properly adjusted to eliminate con- tact between the
hoist arm and the down standing flange on the sill. The rear hoisting points are the leaf spring
front mounting brackets. The hoist pad must be positioned to pick up the flanges on the
bracket, not the leaf spring. When servicing the leaf springs or the leaf spring mounting
brackets, special provisions are required to support the rear of the vehicle. Place a soft pad
between the hoist and the painted surface on the sill to avoid scratching the fin- ish. Turn off all
accessories, set the parking brake, place the automatic transmission in PARK or the manual
Fig. Turn off all accesso- ries. BLACK clamp to neg- ative terminal -. DO NOT allow clamps at
opposite end of cables to touch, electrical arc will result. Review all warnings in this procedure.
If engine does not start within 15 sec- onds, stop cranking engine and allow starter to cool 15
minutes , before cranking again. Disconnect RED cable clamp from battery positive terminal.
CAUTION: Do not damage brake lines, exhaust sys- tem, shock absorbers, sway bars, or any
other under vehicle components when attaching towing device to vehicle. Do not secure vehicle
to towing device by the use of front or rear suspension or steering components. Remove or
secure loose or protruding objects from a damaged vehicle before towing. Refer to state and
local rules and regulations before towing a vehicle. Do not allow weight of towed vehicle to bear
on lower fascia, air dams, or spoilers. When using a wheel lift towing device, be sure the
disabled vehicle has at least mm 4 in. If minimum ground clearance cannot be reached, use a
towing dolly. If a flat bed device is used, the approach angle should not exceed 15 degrees. A
towed vehicle should be raised until the lifted wheels are a minimum mm 4 in. Be sure there is
at least mm 4 in. If necessary, remove the wheels from the lifted end of the vehicle and lower the
vehicle closer to the ground, to increase the ground clearance at the rear of the vehicle. Install
lug nuts on wheel attaching studs to retain brake drums or rotors. The steering col- umn must
be unlocked and gear selector in neutral. The steering column must be unlocked and gear
selector in neutral. The vehicle can be tied to a flat bed device using the two pair of front slots
on the bottom surface of the rails, behind the front wheels. The two pair of rear slots on the

bottom of the rail between the bumper extension bolts and on the bottom of the rail just
rearward of the jounce bumper. Vehicles equipped with a rear sway bar have brackets at this
location. Use towing dollies at unlifted end of vehicle. Fuel Tank Diesel 75 L 20 gal. Manual
Transaxle T 5-speed 2. AWD Rear Carrier 0. Only lubricants bearing designations defined by the
following organization should be used. The identifying notations are located on the front label
of engine oil plastic bottles and the top of engine oil cans Fig. Use Mopar or an equivalent oil
meeting the specification MS In addition, API classification defines the lubri- cants usage. Consult the appropriate sections in this manual for the correct application of these lubricants. If it
loses color or becomes contaminated, drain, flush, and replace with fresh properly mixed
coolant solu- tion. Use good quality diesel fuel from a reputable sup- plier. For most year-round
service, number 2 diesel fuel meeting ASTM specification D will provide good performance. This
will provide better protection from fuel gelling or wax plugging of the fuel filters. Diesel fuel is
seldom completely free of water. If you buy good quality fuel and follow the cold weather advice
above, fuel conditioners should not be required in your vehicle. Standard engine oil
identification notations have been adopted to aid in the proper selection of engine oil. The
identifying notations are located on the label of engine oil plastic bottles and the top of engine
oil cans. SAE 15Wâ€”40 specifies a multiple viscosity engine oil. When choosing an engine oil,
consider the range of temperatures the vehicle will be operated in before the next oil change.
For diesel engines, refer to Fig. It is a schedule for vehi- cles that are operated under the
conditions listed at the beginning of the schedule. Use the schedule that best describes the
driving conditions. Where time and mileage are listed, follow the interval that occurs first. You
just clipped your first slide! Clipping is a handy way to collect important slides you want to go
back to later. Now customize the name of a clipboard to store your clips. Visibility Others can
see my Clipboard. Cancel Save. Quick Links. See also: Owner's Manual , User Manual. Table of
Contents. If you do not read this entire manual, you may miss important information. Any
modifications or alterations to this vehicle could seriously affect its roadworthiness and safety
and may lead to an accident resulting in serious injury or death. You can insert the double-sided
integrated key into the igni- tion switch with either side up. The valet key allows for entry into
the vehicle should the battery in the vehicle or the Fob go dead. Do not press the accelerator.
Leaving position and release it as soon as the starter engages. Either of these condi- rized
vehicle operation by disabling the engine. The tions will result in the engine being shut off after
two 2 system does not need to be armed or activated. Cell phones, pagers, or other RF location.
This number is required for dealer replacement electronics will not cause interference with this
system. Duplication of Fobs may be performed at an authorized dealer or by using the
Customer Key Pro- All of the Fobs provided with your new vehicle have gramming procedure.
After ten seconds, a chime have all remaining keys erased from the systems will sound and the
Vehicle Security Alarm Indicator memory. The engine will run only if a valid FOB indicate that
the alarm is being set. Release both buttons. Operation is subject to the battery. Remove and
replace the batteries. Avoid touching the new batteries with your fingers. Skin oils may cause
battery deterioration. If you touch a battery, clean it with rubbing alcohol. Reposition the access
door panel over the battery opening and snap into place. The vehicle is also allowed a maximum
of one failed start, where the remote start sequence was initiated but the engine stopped
cranking without starting. After either of these conditions, or if the Vehicle Theft Alarm is
alarming, or if the PANIC button was pressed, the vehicle must be reset by inserting a valid key
into the ignition Enter your vehicle and close all doors. Fasten your seat belt Fastening the seat
belt will If you press the power door lock switch while the sliding cancel any chiming that may
confuse you during this door is open, the sliding door will lock. If a chime is not heard, program
mode was canceled The Unlock Doors Automatically on Exit feature can be before the feature
could be disabled. If necessary, repeat enabled or disabled by performing the following procethe above procedure. To reactivate this feature, repeat the above steps. If a chime is not heard,
program mode was canceled Power Vent Windows â€” If Equipped before the feature could be
changed. To reactivate ing the bar switch just below the power window the auto-up feature,
perform the following steps after switches. The Second Row passengers may operate the
sliding door switches will operate only when the ignition switch is in window by a single switch
on each door handle assem This latch will keep your outside. NOTE: When the child lock
system is engaged, the door can be opened only by using the outside door handle even though
the inside door lock is in the unlocked position. During power operation, personal injury or
cargo damage may occur. Ensure the liftgate travel path is clear. Make sure the liftgate is closed
and latched before driving away. In an accident, serious injury could result if the seat storage
bin covers are not properly latched. The storage bin cover must lay flat and latched to avoid
being gouged by the front seat track which has minimal clearance. Push the strap into the latch
mechanism until it engages around the latch post. Some of the worst injuries happen when

people are thrown In a collision, you and your passengers can suffer from the vehicle. Seat
inside or outside of a vehicle. In a collision, people belts are designed to go around the large
bones of riding in these areas are more likely to be seri- your body. Enter the vehicle and close
the door. Sit back and adjust the seat. The seat belt latch plate is near the seatback of the front
seats and next to your arm in the rear seats. Grasp the latch plate and pull out the belt. To
remove slack in the lap belt portion, pull up on the shoulder belt. To release the belt, push the
red button on the buckle. Pull this strap down and secure it to the latch plate of the The belt will
automatically retract to its stowed position. When you release the 2. Grasp the shoulder portion
and pull downward until anchorage, try to move it up or down to make sure that the entire belt is
extracted. The seat belt still must be unbuckled for more than 10 seconds and the vehicle worn
snugly and positioned properly. Using a seat belt extender when not needed can The front
airbags have a multistage inflator design. This increase the risk of injury in a collision. Front
Passenger Airbag Special Features A new active venting front-passenger airbag is designed to
reduce the risk of occupants who may be out of position by the use of active vents positioned
on each side of the airbag. Along Infants in rear facing child restraints should NEVER ride with
seat belts and pretensioners, front airbags work with in the front seat of a vehicle with a
passenger front airbag. The driver and front passenger seats should be severe injuries in a
collision. The airbags work moved back as far as practical to allow the front airbags with your
seat belt to restrain you properly. The ORC is part of a Federally regulated safety system
required for this vehicle. This the vehicle communication network intact, and the does not mean
something is wrong with the airbag power intact, the Enhanced Accident Response System The
particles are a normal by-product of the process that generates the nontoxic gas used for airbag
Deployed airbags and seat belt pretensioners cannot inflation. Do not attempt to modify any
part of your advanced airbag system. Refer to the label You will want to have the airbags ready
to located on the inside of the fuse block cover for the inflate for your protection in a collision.
Under certain circumstances, EDR data may not be accessing the electronic data stored, unless
ordered to recorded e. Requested by police under a legal warrant. Otherwise required by law.
Two types In a collision, an unrestrained child, even a tiny baby, of child restraints can be used
rearward-facing: infant can become a missile inside the vehicle. An incorrectly anchored tether
strap could lead to increased head motion and possible injury to the child. Use only the anchor
positions directly behind the child seat to secure a child restraint top tether strap. Route the
tether strap over the head rest. Ensure that should ride properly buckled in the passenger seat
the child restraint tether strap is centered on the head with the seat adjusted to the rear most
position. Wide open throttle acceleration in low gear can be The vehicle tether anchor is
designed to be used with a detrimental and should be avoided. The Vehicle Tires Fluid Leaks
Examine tires for excessive tread wear and uneven wear Check area under vehicle after
overnight parking for fuel, patterns. The mirror should be adjusted Adjust the mirror to center
on the view through the rear while set in the day position toward windshield. To avoid damage
to the mirror during cleaning, never spray any cleaning solution directly onto the mirror. Apply
the solution onto a clean cloth and wipe the mirror clean. Press the power fold button to fold in
the mirrors. Press the button again to unfold the mirrors. Vehicles and other objects seen in a
passenger side convex mirror will look smaller and farther away than they really are. Press the
switch to the L or R for Left or Right mirror selection. The system is available in you may not be
able to use any UConnect features. English, Spanish, or French languages as equipped. Refer
to your cellular service provider or the phone manufacturer for details. You can select to use a
lower priority cellular phone at any time refer to Advanced Phone ber and then dial. The number
will appear in the Connectivity. This will allow may appear in the display of certain radios.
Phonebook Delete. Check with NOTE: The UConnect system compatible phones in your cellular
service provider for the features that you market today do not support rejecting an incoming
call have. UConnect system to the mobile phone. Adjust the seat only while the vehicle is
parked. Adjusting a seat while the vehicle is moving is dangerous. The sudden movement of the
seat could cause you to lose control. The seat belt might not be properly adjusted and you
could be injured. Do not place any article under a power seat or impede its ability to move as it
may cause damage to the seat controls. The controls for front heated seats are located on the
center instrument panel area. Persons who are unable to feel pain to the skin because of
advanced age, chronic illness, diabetes, spinal cord injury, medication, alcohol use, exhaustion or other physical condition must exercise care Do not ride with the seatback reclined so
that the shoulder belt is no longer resting against your chest. In a collision you could slide
under the seat belt and be seriously or fatally injured. Use the recliner only when the vehicle is
parked. To Fold Second Row Seats 1. Pull up on the seatback recliner lever located on the
outboard side of the seat and fold the seatback down. To assure the seatback is latched in the
folded position, additional downward pressure on the seatback may be required when folding.

NOTE: The storage bin cover must be locked and flat to avoid damage from contact with the
front seat tracks, which have minimal clearance to the cover. Slide the storage bin locking
mechanism to the Locked position and then pull up on the storage bin latch to open the cover.
Pull up on the handle to lift the seat out of the storage bin and push the seat rearward to latch
the seat anchors. Rollers integrated into the seat frame ease removal through the rear. Floor
storage compartments are still available with the bench seat. When the system detects an
obstacle, the motors will stop and reverse the motion for a brief period. Should this occur,
remove the obstacle and repress the button again, for the desired position. Pull up on the assist
strap to lift the seat out of the 1. To avoid serious injury or death, never operate the vehicle with
occupants in the third row seat, while in the tailgate mode. Equipped 1. To install the table
follow these steps: Table and Leg Storage 3. Obtain the pole and table top by loosening the
hook and loop straps. Note: You will hear an audible click when the table latch engages the
pole. Failure to comply with the following conditions could result in serious injury or even
death. While pulling on the latch, pull upward to remove the table top from the pole. Locate the
release latch on the underside of the table top. The floor supports the partial weight of the
bagged goods. Turn on the radio and set the radio station presets up to 10 AM and 10 FM
stations can be set. Insert the ignition key and turn the ignition switch to To recall the memory
settings for driver one, press the ON position. Turn the ignition switch to the OFF position and
remove the key. NOTE: Once programmed, all transmitters linked to memory can be easily
enabled or disabled at one time. Lower the hood until it is open approximately 12 inches 30 cm
and then drop it. This should secure both latches. Never drive your vehicle unless the hood is
fully closed, with both latches engaged. This also turns on all rotating the dimmer control for
the instrument panel lighting. The inte- OFF based on ambient light levels. To turn the system
rior lights will remain off when the ON, turn the headlight switch to the extreme counter- doors
or liftgate are open. The headlight switch must be used for normal night time driving. Pressing
the switch con- trol knob in a second time, will turn the Halo lights off. Flash to Pass Optical
Horn You can signal another vehicle with your headlights by lightly pulling the multifunction
lever fully toward your- self. Mist â€” Press the end of the Multifunction Lever lever to select the
desired delay interval. The delay can be inward to the first detent and release to clear the windregulated from a maximum of about 20 seconds between shield. Pulling Sudden loss of visibility
through the windshield back to the neutral position returns to low beam head- could lead to an
accident. Release the lever to lock the wheel firmly in place. Always System should only be
used as a parking aid and check carefully behind your vehicle, and be sure to check for
pedestrians, animals, other vehicles, ob- is unable to recognize every obstacle, including This
system aids the driver in maintaining vehicle control Speed Control can be dangerous where
the system under adverse braking conditions. Your vehicle could hydraulic brake pressure to
prevent wheel lock-up and go too fast for the conditions, and you could lose help avoid
skidding on slippery surfaces during braking. If wheel spin is detected, brake natural laws of
physics from acting on the vehicle, pressure is applied to the slipping wheel s and engine nor
can it increase the traction afforded by prevailing power is reduced to provide enhanced
acceleration and The BAS Brake Assist System cannot prevent the natu- system detects an
emergency braking situation by sens- ral laws of physics from acting on the vehicle, nor can ing
the rate and amount of brake application and then it increase the traction afforded by prevailing
road When ERM determines that the rate tions and driving conditions, influence the chance of
change of the steering wheel angle and vehicles speed that wheel lift or rollover may occur. ESP
should only be turned off for specific reasons as noted below. ESP Electronic Stability Program
cannot prevent the natural laws of physics from acting on the vehicle, Partial Off nor can it
increase the traction afforded by prevailing Premium front overhead models feature a green
LED focused light that illuminates the instrument panel cup holders, two swiveling LED lamps,
flip-down sunglass storage, conversation mirror, optional power sliding door switches and an
optional power Press the lens to turn these lights on standard dome light has two buttons.
Press a second time to turn the lights off. Press the door latch to open the compartment. The
door will slowly rotate to an open position. NOTE: The front overhead console used with factory
sunroof incorporates a sunroof switch. In a collision, you or others in your vehicle could be
Your motorized door or gate will open and close injured if the storage bins are not properly
latched to while you are training the Universal Transceiver. Do the Overhead Rail System.
Vehicle exhaust contains carbon monoxide, a danger- 1. Do not run your vehicle in the garage
while 2. Return to the vehicle and press the programmed HomeLink button twice holding the
button for 2 sec- onds each time. If the device is plugged in and activates, programming is
complete. If the device does not activate, press the button a third time for 2 seconds to
complete the training. To operate, simply press and release the programmed HomeLink button.
Activation will now occur for the It may be helpful to unplug the device during the cycling

trained device i. The sunroof will close fully and stop automatically. If the buffeting occurs Auto
Sunroof Express with Antiâ€”Pinch Protection with the sunroof open, adjust the sunroof
opening to During express closing, anytime an obstacle that restricts minimize the buffeting or
open any window. To the left of the instrument panel cup holder are two 12 volt power outlets.
The circuit breaker also status indicator turns ON. The status indicator of the AC supplies
power to the outlet in the removable floor power inverter indicates whether the inverter is
produc- console, when in the front position. Continue pulling the sun screen until the tab is near
the top of the window. Sun Screen Extended To lower the sun screen, gently lift the tab upwards
to disengage the hooks and feed the screen back into the base sill. Two cup holders in the
center front instrument panel, four in the floor consoles and 3 located in the third row quarter
trim panel. One bottle There are two consoles available: Basic and Premium holder on both
front and side sliding doors. Each holder Basic Console Features accommodates up to 20 oz.
The cup holders will also accommodate large size cups and 20 oz. Position 3 shows the top
portion of the console in a rearward position. This is accomplished by lifting the upper most
latch at the front of the console. Again, lifting second latch handle at the front of top storage
area. To open the upper compartment 1 press in on the latch 2. To open the lower compartment
4 , pull out on the release handle 3. Both interior front door panels have multiple pockets for
storage. The overhead storage system comes in several options. In a collision, you or others in
your vehicle could be injured if the storage bins are not properly latched to the Overhead Rail
System. Open the console lid and remove the storage tray. Pull up on the release handle located
inside the floor console, and slide the console rearward to disengage from the floor. In an
accident, serious injury could result if the removable floor console is not properly installed.
Always be sure the removable floor console is fully latched. Rear Compartment Storage Bins
Your vehicle is equipped with open storage areas located in each rear trim panel. This line
indicates how far rearward and third row seating positions. The NOTE: To help control wind
noise when installing the load must not exceed 68 kg lbs , and should be cross bars make sure
that the arrows marked on the front Improperly secured loads can fly off the tion. If the leveled
vehicle is not moved for approximately 15 hours, the leveling system will bleed itself down. The
vehicle must be driven to reset the system. Fuel Gauge Driving with a hot engine cooling
system could The pointer shows the level of fuel in the fuel tank when damage your vehicle. If
temperature gauge reads the ignition switch is in the ON position. Speedometer 7. Anti-Lock
Light Indicates vehicle speed. This light monitors the Anti-Lock Brake Sys- tem. The light will
turn on when the ignition 5. Turn Signal Indicators switch is turned to the ON position and may
The arrow will flash with the exterior turn signal stay on for as long as four seconds. Brake
System Warning Light If brake failure is indicated, immediate repair is neces- This light
monitors various brake functions, sary. If the brake light turns on, it may indicate that the
parking brake is applied, that Driving a vehicle with the brake light on is danger- the brake fluid
level is low, or that there is a problem with The light should illuminate for approxi- NOTE: You
must apply the brakes before shifting from mately two seconds. The light should then turn off
unless Park. The engine oil change display resets approximately 2 seconds. Malfunction
Indicator Light start the vehicle, the oil change indicator system did not This light is part of an
onboard diagnostic system reset. If necessary repeat this procedure. Engine Temperature
Warning Light require towing. The light will come on when the ignition This light warns of an
overheated engine condi- is first turned on and remain on briefly as a bulb check. Seat Belt
Reminder Light during starting, stays on, or turns on while driving, have When the ignition
switch is first turned ON, this the system inspected by an authorized dealer as soon as light will
turn on for 5 to 8 seconds as a bulb check. Trip Functions: AVG. The Compass Mini Trip
Computer features a driver- Compass Mini Trip Computer Reset Button interactive display
displays information on outside tem- perature, compass direction, and trip information. This is
where the compass sensor is located. They mainly affect the wave amplitude, tions, interference
that consists of amplitude variations and thus remain a part of the AM reception. They can be
filtered out, leaving the reception relatively clear, interfere very little with the frequency
variations that which is the major feature of FM radio. Holding either button will bypass If
Equipped stations without stopping until you release it. The minutes will begin to Pressing the
rewind or fast forward button causes the blink. Turn the TUNE control Selecting this item will
allow the user to choose a default knob to adjust the hours and then press and turn the audio
language effective only if language supported by TUNE control knob to adjust the minutes.
Also, the defaults are effective only if the disc supports the Selecting this item will allow the
user to limit maximum customer-preferred settings. To create a time priority mode. No function.
Use of this copyright protection technology must be authorized by Macrovision, and is intended
for home and other limited viewing uses only unless otherwise authorized by Macrovision. Turn
the TUNE control knob to the causes the tuner to search for the next frequency in the right or

left to increase or decrease the Treble tones. The SET Button â€” If the CD is not removed, the
radio will reinsert the CD but will not play it. To move the minute forward, touch the screen
where 3. Turn on the system. NOTE: The sales code is located on the lower right side 2. Touch
the screen where the time is displayed. The time zone selection menu will appear on time data
being transmitted by the GPS satellites. The the screen. When this feature is on, a check mark
will appear in 4. The Using this feature, clock setting menu will appear on the screen. Turning it
counterclockwise backward by one click Once in the UCI iPod mode, the iPod audio track if
during the first 2 seconds of the track will jump to the During shuffle on and shuffle off modes
of the iPod. Press the right switch to seek up and the left switch to seek down. This condition
may be lessened or eliminated by relocating the cellular phone antenna. This condition is not
harmful to the radio. These outlets can be adjusted to direct air window demist outlets. This
setting works best in flow. For maximum recirculation of the air inside defogging, select the
Outside Air position. When the rear temperature Headliner Mode knob reaches the full hot
position, all of the air will be Air comes from the outlets in the headliner. Each of delivered from
the floor outlets. The system automatically adjusts features. Air comes from the floor outlets. A
slight amount of Each of these outlets can be individually adjusted to air is directed through the
defrost and side window direct the flow of air. Push the button a second time to turn off the tor
to manually activate or deactivate the air recirculation icon in the display and allow outside air
conditioning system. The system automatically adjusts 3. Auto Mode Interior air enters the Rear
Automatic Temperature The rear system automatically maintains the correct Control System
through an intake grille located in mode and comfort level desired by the rear seat occu- the
passenger side trim panel behind the third seat. Air comes from the outlets in the headliner.
Each of Use of the air Recirculation mode during winter months these outlets can be
individually adjusted to direct is not recommended because it may cause window the flow of air.
Leaves collected in the air intake may reduce airflow and if they enter the plenum they could
plug the water drains. Leaving present, instruct all other occupants to buckle their seat children
in a vehicle unattended is dangerous for a belts. The brake pedal must be position before you
can start the engine. Depress the depressed to shift out of Park P. If Damage to the
transmission may occur if the follow- your foot is not firmly on the brake pedal, the vehicle ing
precautions are not observed: could accelerate quickly forward or in reverse. The engine can be
started and For electrical system malfunctions, there is an override stopped but the key cannot
be removed until you obtain for the interlock system. In order to override this system, service.
Supplements the parking brake by locking the transmis- sion. The engine can be started in this
range. Never In the event that the problem has been momentary, the attempt to use PARK while
vehicle is in motion. Park position. If the indicator light flashes during accel- This system
monitors the amount of wheel spin of each of eration, ease up on the accelerator and apply as
little the driven wheels. The standard power steering system will give you good vehicle
response and increased ease of maneuverability Continued operation with reduced power
steering in tight spaces. The system will provide mechanical assist could pose a safety risk to
yourself and others. Tires designed to this standard have Tire Markings the tire size molded into
the sidewall beginning with the section width. The letter P is absent from this tire size
designation. Look for the TIN on the outboard side of black sidewall tires as mounted The TIN
may be found on one or both sides of the tire; on the vehicle. Tire and Loading Information This
placard tells you important information about the: 1 number of people that can be carried in the
vehicle You the weight referenced here. Determine the combined weight of luggage and cargo
NOTE: The following table shows examples on how to being loaded on the vehicle. Overloading
of your tires is dangerous. Use tires of the accidents. Economyâ€” maximum loaded vehicle
condition. Do not make a visual judgement Check tire pressures more often if subject to a wide
range when determining proper inflation. Radial tires may look of outdoor temperatures, as tire
pressures vary with properly inflated even when they are under inflated. Where speed limits or
condi- tions are such that the vehicle can be driven at high Combining radial ply tires with other
types of tires speeds, maintaining correct tire inflation pressure is very on your vehicle will
cause your vehicle to handle It is engineered to be used on your style wheel is designed
specifically for the compact spare. Installation of this limited use spare When stuck in mud,
sand, snow, or ice conditions, do not tire affects vehicle handling. The tires on your new vehicle
provide a balance of many characteristics. They should be inspected regularly for Tires and
spare tire should be replaced after six years, wear and correct cold tire inflation pressure. The
manu- regardless of the remaining tread. Some combinations may result in false speedometer
and odometer of unapproved tires and wheels may change sus- readings. Vibration may be a
result of tire and wheel out-of- balance. Proper balancing will reduce vibration and To avoid
damage to your vehicle or tires, observe the follow- avoid tire cupping and spotty wear. More
frequent rotation is permis- based on the vehicle recommended cold placard pressure sible if

desired. The TPMS has been optimized for the original After inspecting or adjusting the tire
pressure always equipment tires and wheels. TPMS pressures have reinstall the valve stem cap.
This will prevent mois- been established for the tire size equipped on your ture and dirt from
entering the valve stem, which vehicle. If you install the compact spare tire in place of a road of
dashes. A system fault can occur by any of the tire that has a pressure below the low-pressure
warning following scenarios: limit, upon the next ignition key cycle, the TPMS Telltale Light will
remain ON, a chime will sound, and the EVIC Once you repair or replace the original road tire,
and reinstall it on the vehicle in place of the compact spare, including interference that may
cause undesired op- the TPMS will update automatically. Page Fuel Requirements - 4. However,
continued heavy spark knock at gasolines, and in some circumstances may result in high
speeds can cause damage and immediate service is poorer performance. Use of these blends
may result in starting Reformulated gasolines contain oxygenates, and are spe- and driveability
problems and may damage critical cifically blended to reduce vehicle emissions and im Fuel
system damage or vehicle performance problems Carbon monoxide CO in exhaust gases is
deadly. Fuel Filler Cap Gas Cap Damage to the fuel system or emission control sys- As a
reminder, a fuel icon with an arrow tem could result from using an improper fuel tank indicating
which side of the vehicle the fuel filler tube cap gas cap. You tank filled. Page Flexible Fuel - 3.
See your authorized dealer service center as soon as possible. See Section 7 of this manual for
more information. Ethanol vapors are extremely flammable and could cause serious personal
injury. Never have any smok- ing materials lit in or near the vehicle when remov- ing the fuel
filler tube cap gas cap or filling the tank. E and Gasoline Vehicles When you do switch fuels, it is
recommended that: FFV vehicles operated on E85 require specially formu- lated engine oils.
This is the cold tire inflation pressure for your vehicle for all loading conditions up to full
GAWR. Because the front wheels drive and steer the vehicle, it is important that you do not
exceed the maximum Curb Weight front or rear GAWR. The recom- and recommendations in
this manual concerning ve- mended way to measure GTW is to put your fully loaded hicles used
for trailer towing. The trailer sway control is a telescoping link that can be installed between the
hitch receiver and the trailer tongue It is important that you do not exceed the maximum that
typically provides adjustable friction associated with front or rear GAWR. A weight-distributing
system works by applying lever- age through spring load bars. Trailer Tow Prep Package. See
your dealer for package Class I - Light Duty 2, lbs kg content. GTW Gross Max. Tongue Wt.
Rating Trailer Wt. Always connect the chains to the frame or hook retainers of the vehicle hitch.
Cross the Improper towing can lead to an injury accident. Use a factory approved trailer harness
and connector. NOTE: Do not cut or splice wiring into the vehicles wiring harness. The electrical
connections are all complete to the vehicle but you must mate the harness to a trailer
connector. When the Hazard Warn- the instrument panel above the radio. In any of the following
situations, you can reduce the potential for overheating by taking the appropriate ac- Driving
with a hot cooling system could damage tion. A hot engine cooling system is dangerous. You
may want to call a service center if your The vehicle could slip off the jack and fall on you. Pull
far enough off the road to avoid the danger of being hit when Carefully follow these tire
changing warnings to help prevent operating the jack or changing the wheel. Spare Tire
Stowage Turn the two cover latches to release the cover. Loosen but do not remove the wheel
lug nuts by turning them to the left one turn while the wheel is still on the ground. Getting under
a jacked-up vehicle is dangerous. The vehicle could slip off the jack and fall on you. You could
be crushed. These locations are on the sill flange of the remove the wheel spacer by squeezing
the two retaining body and consist of a pair of down-standing tabs. Do not pry the wheel cover
off. Then pull the wheel off the hub. Do not attempt to raise the vehicle by jacking on locations
other than those indicated in step 5. Lower the jack to its fully closed position. A loose deflated
flat tire thrown forward in a collision or hard stop could injure the occupants in A loose tire or
jack thrown forward in a collision or the vehicle. The compact spare tire cover assembly must
be used when the compact spare tire is stored. Vehicles equipped with an automatic
transmission cannot be 2. Do not permit vehicles to touch each other as this Do not connect the
cable to the negative post of the could establish a ground connection and personal discharge
battery. The resulting electrical spark could injury could result. Any procedure other than above
could result in: 1. It with sling type towing equipment. Damage to the can also damage the tires.
Page 3. The MIL will not flash at all and will remain fully you can use prior to going to the test
station. Damage or failures motor vehicle. Only do service work for which you caused by the
use of non-Mopar parts for maintenance have the knowledge and the proper equipment. Engine
Oil Checking Oil Level To assure proper engine lubrication, the engine oil must be maintained at
the correct level. Check the oil level at regular intervals, such as every fuel stop. Care should be
taken in disposing of used engine oil and oil filters from your vehicle. The catalytic converter
requires the use of unleaded fuel only. Leaded gasoline will destroy the effectiveness of the

Damage to the catalytic converter can result if your catalyst as an emission control device. This
service should approved by the manufacturer for your air condi- include cleaning of the
condenser fins and a system tioning system. Perform the following procedure to re- bon HFC
that is endorsed by the Environmental Pro- place the filter: tection Agency and is an
ozone-saving product. Disengage the two retaining tabs that secure the filter 7. When installing
the filter cover, make sure the retaining tabs fully engage the cover. With a clean cloth, wipe any
spilled fluid from all service interval is not required. The fluid should only be surfaces. Your
vehicle has constant velocity universal joints. Peri- Particular attention should also be given to
hood latching odic lubrication of these joints is not required. However, components to insure
proper function. Keep the blade rubber out of contact with petroleum products such as engine
oil, gasoline, etc. Commercially available windshield washer solvents are flammable. They could
ignite and burn you. Care Windshield and Rear Window Washers must be exercised when filling
or working around The fluid reservoir for the windshield washers and the The best protection
against carbon monoxide entry into the vehicle body is a properly maintained engine exhaust
Exhaust gases can injure or kill. They contain carbon system. Breathing it can make you
unconscious and can Whenever a change is noticed in the sound of the exhaust eventually
poison you. Do coolant recovery bottle. If antifreeze needs to be not overfill. If replacement is
ever necessary, install plings to make sure they are secure and no leaks are ONLY the correct
type thermostat. Particular attention system components should be inspected periodically.
Inspect hydraulic brake hoses for surface when performing underhood services, or immediately
if cracking, scuffing, or worn spots. Use The 6 speed automatic transaxle AutoStick has no only
manufacturers recommended transaxle fluid, refer dipstick and is dealer serviced only. Wipe the
dipstick clean and reinsert until seated. The vehicle must be on level ground. Your dealer has
touch up paint to match the open. Small particles of dirt Instrument Panel Cover can act as an
abrasive and damage the leather upholstery The instrument panel cover has a low glare surface,
and should be removed promptly with a damp cloth. Do not spray cleaner directly on the mirror.
Shake the excess lukewarm water. Do not remove the belts from the car to water from the liner
and dry the outer surfaces with a wash them. Failure to do so may allow water to get into the
Integrated Power Module, and possibly result in a electrical system failure. It is a LED lamp. To
ment instructions. All of the interior bulbs are glass wedge base or glass cartridge types. Oil
cutout is limited. We recommend you access the lights by contamination will severely shorten
bulb life. If the turning the steering wheel to allow access and remove bulb comes in contact
with an oily surface, clean the the inner fender shield. Raise the liftgate. Replace the bulb,
reinstall the socket, and reattach the dislodging them separately. Metric Fuel approximate All
Engines Use only recom- mended brake fluids. You can be badly injured working on or around a
motor vehicle. Do only that service work for which you have the knowledge and the right
equipment. If you have any doubt about your ability to perform a service job, take your vehicle
to a competent mechanic. We strongly recommend service advisor know. They know you and
your vehicle best, and are most concerned that you get prompt and high quality service. Page
Warranty Information U. Mopar fluids, lubricants, parts, and accessories are available from your
dealer. They will help you keep your Engine exhaust, some of its constituents, and certain
vehicle operating at its best. This manual is also suitable for: Caravan Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. If you have a Dodge Caravan then you should
also get a Dodge Caravan Repair Manual so that you can manage and repair your vehicle on
your own. The manual is available as a PDF that you can download on any of your device and
access on the go. This means you will be able to view it no matter where you are. It works
perfectly on laptops, tablets, iPads and desktop devices as well and contains a lot of
information regarding Dodge Caravan minivan. The manual is written with today's users in mind
and caters to different models of the vehicle. However, unlike the book, this one is digital and
hence easier to carry. You do not have to worry about the pages being torn or the file being lost
as it remains safe on the device. Whether you are in an emergency or need to perform timely
maintenance, the Dodge Caravan Repair Manual will come in handy. It defines different
procedures in simple language making it easier for all kinds of users to perform the required
task. The manual covers different systems, from ABS to transmission to headlights to engine
rebuild. It contains step-by-step procedures and detailed guides on identifying and solving
problems. In fact, it is also valuable for professionals as it contains not only basic informati
yamaha fuel management gauge
2000 ford pickup
2013 lexus es 350 manual
on but also complex procedures. You can refer to the Dodge Caravan Repair Manual if you ever

get stuck in the middle of a job. With this repair manual by your side, you will not have to wait
for a mechanic to take care of things. You will be able to take the matter in your own hands and
repair minor and major problems. Order your own Dodge Caravan Repair Manual today and
enjoy all the perks it has to offer. This investment will help you ensure your Dodge Caravan
remains in good shape. Does this online repair manual cover the 2. I am referring to the Dodge
Caravan. I need servicing data on hydraulic lifters. Yes, the manual covers the 2. Yes it covers
hydraulic lifters description, operation, removal, installation and specifications. The manual is 2,
pages. Does the Dodge Grand Caravan manual cover with both the SE mini passenger van and
the sport mini 4-door? They came with 3. Your email address will not be published. Leave a
Reply Cancel reply Your email address will not be published.

