2002 cadillac escalade manual

Four generations of the Cadillac Escalade were produced. The 1 st generation â€” was designed
by Wayne Cheery; the 2 nd generation â€” was designed by Wayne Cheery, the 3 rd generation
â€” , and the 4 th generation â€” present whose exterior was designed by Bob Boniface. The
Cadillac Escalade models include the 1 st generation â€” , the 2 nd generation â€” , the 3 rd
generation â€” and the 4 th generation â€” present. Cadillac Escalade owners reported the
following common problems:. As you can probably tell from the name OwnerManual. We spend
our time colecting up some of the rarest owner manuals around in an attempt to make them as
easily findable as possible. If you are searching for an owner manual for a Toyota Prius or
Honda Accord then you have come to the right place. Your Email required. Please tick here to
subscribe newsletter. Jump To Year. Choose Year Major models operated The Cadillac Escalade
models include the 1 st generation â€” , the 2 nd generation â€” , the 3 rd generation â€” and
the 4 th generation â€” present. About Us As you can probably tell from the name
OwnerManual. Popular Manuals Honda Accord Hybrid. Sign Up to Download Manual. Your
Name Your Email required Please tick here to subscribe newsletter. The release of the model of
the platform GMT was carried out from to and the machine was equipped with gasoline engines
with a working volume of 5. Release of the model of the platform GMT is made since , equipped
with a gasoline engine with a displacement of 6. The most useful technical information on the
Cadillac Escalade edition is filled with the most up-to-date information on the repair,
diagnostics and adjustment of the components of the engine systems start and charge,
lubrication, cooling, fuel injection system, cylinder shut-off system, valve timing change ,
recommendations and adjustment tips and the repair of automatic transmission, the system of
all-wheel drive Part Time, Full Time , the elements of the braking system, including the anti-lock
braking system ABS , the electronic brake force distribution EBD Cadillac Escaleid TCS ,
Vehicle Stability Control VSES , Suspension including the ESC system, Automatic Body
Alignment System ALC , steering. Also, the book will help to select competently parts Cadillac
Escalade. Also here is important information on the recommended lubricants and working fluids
and the catalog numbers required by the user for the maintenance of the Cadillac Escalade.
Find a service center Cadillac outside the boundaries of major cities will not be easy and it is
well known to every owner of this brand. And if you consider the specifics of the interests of the
owners of Cadillac Escalade â€” in addition to the fact that this magnificent car is also an
excellent SUV â€” you can imagine the corners in which they can throw the desire for
adventure. But the sign of every misfortune is that it happens in those moments when you do
not think about it at all. And if it happens in the wilderness, where to rely on an outsider, so
even professional help does not have to? Just for a similar incident and it is definitely reinsured
and carry such a repair, written by real professionals of their business, the Talmud with them.
At the beginning of this book is an instruction manual for Cadillac Escalade. Voluminous
information about the necessary regular maintenance of Cadillac Eskalade, diagnostic trouble
codes, color schemes of electrical connections wiring diagrams of the machine and
descriptions of electrical equipment checks of models of various options for the platforms GMT
and GMT are placed in separate chapters of the proposed technical repair. This service manual
always helps all those who already owns the Cadillac Escalade car or think about its purchase
in the near future, the mechanics of auto centers, employees of the maintenance stations, repair
shops, roadside car service stations and all other technical professionals who practice
comprehensive repair of this class of equipment. Your email address will not be published. This
site uses Akismet to reduce spam. Learn how your comment data is processed. If you have any
questions, please contact with us. Necessary cookies are absolutely essential for the website to
function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Cadillac Escalade. Related Posts. Cadillac repair manual. Leave
a Reply Cancel reply Your email address will not be published. Contact Contact Us. This
website uses cookies to improve your experience. We'll assume you're ok with this, but you can
opt-out if you wish. Accept Read More. Close Privacy Overview This website uses cookies to
improve your experience while you navigate through the website. Out of these, the cookies that
are categorized as necessary are stored on your browser as they are essential for the working
of basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. Skip to main content. Email to friends Share on Facebook - opens in a new

window or tab Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a
new window or tab. Add to Watchlist. People who viewed this item also viewed. Showing Slide 1
of 1 - Carousel. Check if this part fits your vehicle. Contact the seller. Picture Information.
Mouse over to Zoom - Click to enlarge. Get the item you ordered or get your money back. Learn
more - eBay Money Back Guarantee - opens in new window or tab. Seller information drew
Contact seller. See other items More See all. Item Information Condition:. Sign in to check out
Check out as guest. Make Offer. Resume making your offer , if the page does not update
immediately. Add to Watchlist Remove from watch list. Watch list is full. Longtime Member. Fast
and safe Shipping. This amount is subject to change until you make payment. For additional
information, see the Global Shipping Program terms and conditions - opens in a new window or
tab. Item location:. Saint Petersburg, Florida, United States. Ships to:. United States and many
other countries See details. For additional information, see the Global Shipping Program terms
and conditions - opens in a new window or tab This amount includes applicable customs duties,
taxes, brokerage and other fees. Estimated between Thu. Delivery times may vary, especially
during peak periods. Any international shipping and import charges are paid in part to Pitney
Bowes Inc. Learn More - opens in a new window or tab International shipping and import
charges paid to Pitney Bowes Inc. Learn More - opens in a new window or tab Any international
shipping and import charges are paid in part to Pitney Bowes Inc. Learn More - opens in a new
window or tab Any international shipping is paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab. Related sponsored items. Showing Slide 1 of 2 - Carousel.
Report item - opens in a new window or tab. This translation tool is for your convenience only.
The accuracy and accessibility of the resulting translation is not guaranteed. Note: The
accuracy and accessibility of the resulting translation is not guaranteed. Seller assumes all
responsibility for this listing. Shipping and handling. This item will ship to Ukraine , but the
seller has not specified shipping options. Contact the seller - opens in a new window or tab and
request a shipping method to your location. Shipping cost cannot be calculated. Please enter a
valid ZIP Code. No additional import charges at delivery! This item will be shipped through the
Global Shipping Program and includes international tracking. Learn more - opens in a new
window or tab. There are 1 items available. Please enter a number less than or equal to 1. Select
a valid country. Please enter 5 or 9 numbers for the ZIP Code. Domestic handling time. Taxes
may be applicable at checkout. Learn more. Return policy. No returns or exchanges, but item is
covered by the eBay Money Back Guarantee - opens in a new window or tab. Payment details.
Payment methods. This is a private listing and your identity will not be disclosed to anyone
except the seller. Back to home page Return to top. Back to home page. Listed in category:.
Email to friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in
a new window or tab Share on Pinterest - opens in a new window or tab Add to Watchlist. Image
not available Photos not available for this variation. All questions welcome. International
Priority Shipping. Quick Links. Table of Contents. If you do this, it will help you learn about the
features and controls for your vehicle. In the notice area, we tell you about something that can
damage your vehicle. Many times, this damage would not be covered by your warranty, and it
could be costly. You can also learn about some things you should not do with air bags and
safety belts. It also tells you about reclining front seatbacks and head restraints. Power Seats
Horizontal Control: Raise or lower the front of the seat cushion by raising or lowering the
forward edge of the how to adjust control. You can increase or decrease lumbar support in an
area of the lower seatback with the lumber controls. To increase support, press and hold the
front of the control. Page 17 In addition, you can also store the seat exit position for driver 1 and
driver 2. The memory function does not store the lumbar or the side wing positions. To store
your memory seat and mirror positions, do the following: 1. You can program both of your
keyless entry transmitters to work the settings you have chosen for driver 1 or driver 2. Page
Head Restraints Head Restraints Slide the head restraint up or down so that the top of the
restraint is closest to the top of your head. This position reduces the chance of a neck injury in
a crash. The head restraints tilt forward and rearward also. The rear seat head restraints in your
vehicle are adjustable. To recline the seatback, do the following: 1. Pull the lever located at the
base of the seat cushion forward. Release the lever to lock the seatback where you want it. Page
21 3. Pull up on the strap loop located at the rear of the seat cushion and pull the seat cushion
up. Then fold it forward. Pull the seatback forward and fold it down until it is flat. Page 22 Rear
Seat Second Row Armrest The second row seat has a center fold down armrest which contains
a storage compartment. To release the armrest, locate the loop attached to the armrest and then
pull it up and then down. Within the storage compartment of the armrest you will find two sets
of earbud headphones which can be used for the rear seat audio. Pull up on the release lever,
labeled 1, located on the rear of the seatback and push the seatback forward. Returning the Seat
s to an Upright Position To return the seatback to an upright position, do the following: 1. Page

24 Tilting the Third Row Seat 1. Fold the seatbacks forward using the instructions listed
previously. Unlatch the seat from the floor by pulling up on the lever labeled 2, located on the
rear of the seat. Lift the rear of the seat up off of the floor and push it forward until it locks into
place. Page 25 3. Let go of lever 3 and pull the seat completely down. Push down on the seat
firmly. Try pulling it up to be sure it is locked into place. Pull up on the release lever labeled 1
and then pull up on the seatback or the assist strap located on the outboard Page 26 3. To
unlatch the rear of the seat from the floor, pull up on the release lever labeled 2, at the rear of
the seat, and lift the rear of the seat up off of the floor. Squeeze the release handle while pulling
the seat out. People in the vehicle could be injured. Be sure to lock the seat into place properly
when installing it. To put a seat back in do the following: 1. The ignition must be in RUN for this
feature to operate. To activate the heated seats, press the button once for the HI heat setting.
Press the button again for the LO heat setting. In a collision, people riding in these areas are
more likely to be seriously injured or killed. Do not allow people to ride in any area of your
vehicle that is not equipped with seats and safety belts. Put someone on it. Take the simplest
vehicle. Page 31 Get it up to speed. Then stop the vehicle. The person keeps going until
stopped by something. In a real vehicle, it could be the windshield Page 32 or the instrument
panel With safety belts, you slow down as the vehicle does. You get more time to stop. You stop
over more distance, and your strongest bones take the forces. Be aware that there are special
things to know about safety belts and children. And there are different rules for smaller children
and babies. Page 35 5. To make the lap part tight, pull down on the buckle The lap part of the
belt should be worn low and snug end of the belt as you pull up on the shoulder belt. In a crash,
this applies force to the strong pelvic bones. The shoulder belt is too loose. In a crash, you
would move forward too much, which could increase injury. The shoulder belt should fit against
your body. The belt is buckled in the wrong place. In a crash, the belt would go up over your
abdomen. The belt forces would be there, not at the pelvic bones. The shoulder belt is worn
under the arm. It should be worn over the shoulder at all times. In a crash, your body would
move too far forward, which would increase the chance of head and neck injury. The belt is
twisted across the body. If a belt is twisted, make it straight so it can work properly, or ask your
dealer to fix it. The belt should go back out of the way. Before you close the door, be sure the
belt is out of the way. If you slam the door on it, you can damage both the belt and your vehicle.
For pregnant women, as for anyone, the key to making safety belts effective is wearing them
properly. Wearing your safety belt during a crash helps reduce your chance of hitting things
inside the vehicle or being ejected from it. Safety belts help keep you in position for air bag
inflation before and during a crash. CAUTION: If something is between an occupant and an air
bag, the bag might not inflate properly or it might force the object into that person causing
severe injury or even death. Page 46 When should an air bag inflate? Page 47 What makes an air
bag inflate? In an impact of sufficient severity, the air bag sensing system detects that the
vehicle is in a crash. For both frontal and side impact air bags, the sensing system triggers a
release of gas from the inflator, which inflates the air bag. This dust could cause breathing
problems for people with a history of asthma or other breathing trouble. To avoid this, everyone
in the vehicle should get out as soon as it is safe to do so. There are parts of the air bag
systems in several places around your vehicle. Your dealer and the service manual have
information about servicing your vehicle and the air bag systems. Accident statistics show that
unbelted people in the rear seat are hurt more often in crashes than those who are wearing
safety belts. Make sure the release button on the buckle is positioned so you would be able to
unbuckle the safety belt quickly if you ever had to. To unlatch the belt, just push the button on
the buckle. Page 53 2. Place the guide over the belt and insert the two edges 3. Be sure that the
belt is not twisted and it lies flat. The guide must be on top of the belt. Make sure that the
shoulder belt crosses the shoulder. To remove and store the comfort guides, squeeze the belt
edges together so that you can take them out of the guides. To make the belt longer, tilt the
latch plate and pull it along the belt. Page Children To make the belt shorter, pull its free end as
shown until the belt is snug. Buckle, position and release it the same way as the lap part of a lap
shoulder belt. During a crash a baby will become so heavy it is not possible to hold it. Air bags
plus lap shoulder belts offer outstanding protection for adults and older children, but not for
young children and infants. Page Restraint Systems For Children Restraint Systems for
Children An infant car bed A , a special bed made for use in a motor vehicle, is an infant
restraint system designed to restrain or position a child on a continuous flat surface. Page 62
How do child restraints work? A child restraint system is any device designed for use in a motor
vehicle to restrain, seat, or position children. A built in child restraint system is a permanent
part of the motor vehicle. Page Where To Put The Restraint Where to Put the Restraint Accident
statistics show that children are safer if they are restrained in the rear rather than the front seat.
General Motors, therefore, recommends that child restraints be secured in a rear seat including

an infant riding in a rear facing infant seat, a child riding in a forward For it to work, a top strap
must be properly anchored to the vehicle. If the child restraint does not have a top strap, one
can be obtained, in kit form, for many child restraints. Page 65 An anchor loop bracket for a top
strap is located at the bottom rear of the seat cushion for each seating position in the second
row. Page 66 In order to use the system, you need either a forward facing child restraint that has
attaching points B at its base and a top tether anchor C , or a rear facing child restraint that has
attaching points B , as shown here. In a crash, the child could be seriously injured or killed.
Find the anchors for the seating position you want to use, where the bottom of the seatback
meets the back of the seat cushion. Put the child restraint on the seat. Page 69 3. Buckle the
belt. Make sure the release button is 4. Pull the rest of the shoulder belt all the way out of
positioned so you would be able to unbuckle the the retractor to set the lock. Page 70 5. To
tighten the belt, feed the shoulder belt back into the retractor while you push down on the child
restraint. Be sure to follow the instructions that came with the child restraint. Secure the child in
the child restraint when and as the instructions say. See the earlier part about the top strap if
the child restraint has one. Page 72 4. Make sure the release button is positioned so you would
be able to unbuckle the safety belt quickly if you ever had to. To tighten the belt, pull its free end
while you push down on the child restraint. Never put a rear facing child restraint in this seat.
Page 74 3. The child restraint instructions will show you how. Page 75 6. You may find it helpful
to use your knee to push down on the child restraint as you tighten the belt. If you have the
choice, a child should sit next to a window so the child can wear a lap get the additional
restraint a shoulder belt can provide. If possible, an older child should wear a Here two children
are wearing the same belt. In a crash, the two children can be crushed together and seriously
injured. A belt must be used by only one person at a time. Here a child is sitting in a seat that
has a shoulder belt, but the shoulder part is behind the child. If the child wears the belt in this
way, in a crash the child might slide under the belt. When you go in to order it, take the heaviest
coat you will wear, so the extender will be long enough for you. Page 80 Section 2 Features and
Controls Here you can learn about the many standard and optional features on your vehicle,
and information on starting, shifting and braking. Also explained are the instrument panel and
the warning systems that tell you if everything is working properly and what to do if you have a
problem. A child can be overcome by the extreme heat and can suffer permanent injuries or
even death from heat stroke. Never leave a child alone in a vehicle, especially with the windows
closed in warm or hot weather. Page Power Windows Power Windows The power window
controls are located on the side of both front doors and the rear doors. A child or others could
be badly injured or even killed. They could operate the power windows or other controls or even
make the vehicle move. Page 84 If you ever lose your keys, your dealer will be able to assist you
with obtaining replacements. In an emergency contact roadside assistance. Your vehicle also
has a key that locks and unlocks the Passengers especially children easily open the doors and
fall out of a moving vehicle. On the passenger side of the liftgate opening trim there is a power
lock switch which Page Keyless Entry System Lockout Prevention This feature protects you
from locking your key in the vehicle when the key is in the ignition and a door is open.
Operation is subject to the following two conditions: 1 this device may not cause interference,
and 2 this device must accept any interference received, including interference that may cause
undesired operation of the device. Changes or modifications to this system by other than an
authorized service facility could void authorization to use this equipment. Page Battery
Replacement Remote Panic Alarm When the button with the horn symbol on the keyless entry
transmitter is pressed, the horn will sound and the headlamps and taillamps will flash for up to
30 seconds. This can be turned off by pressing the horn button again, waiting for 30 seconds, or
starting the vehicle. Page 90 To replace the battery in the keyless entry transmitter: 1. Insert a
thin coin in the slot between the covers of the transmitter housing near the key ring hole.
Remove the bottom by twisting the coin. It can cause unconsciousness and even death. If you
must drive with the liftgate or liftglass open or if electrical wiring or other cable connections
must pass through the seal between the body and the liftgate or liftglass Page 92 Theft Vehicle
theft is big business, especially in some cities. Although your vehicle has a number of theft
features, we know that nothing we put on it can make it impossible to steal. However, there are
ways you can help. Page 93 Content Theft Deterrent Your vehicle is equipped with a content
theft alarm system. This message reminds you to activate the theft system. See your dealer for
service. In an emergency, call the Cadillac Roadside Service Center. Turn the key only with your
hand. Using a tool to force it could break the key or the ignition switch. And the excessive heat
can damage your starter motor. Wait about 15 seconds between each try to help avoid draining
your battery or damaging your starter. Usually, the coolant heater should be plugged in a
minimum of four hours prior to starting your vehicle. Your vehicle is equipped with an
automatic transmission and features an electronic shift position indicator within the instrument

panel cluster. This might happen if you were stuck in very deep sand or mud or were up against
a solid object. You could damage your transmission. Page Parking Brake Parking Brake To set
the parking brake, hold the regular brake pedal down with your right foot. Push down the
parking brake pedal with your left foot. If the ignition is on, the brake system warning light will
flash. Your vehicle can roll. If you have left the engine running, the vehicle can move suddenly.
Page Move the lever up as far as it will go. Turn the ignition key to LOCK. Remove the key and
take it with you. But if you ever have to, here are some things to know. Page Tilt Wheel Autoride
The Autoride feature provides superior vehicle ride and handling under a variety of passenger
and loading conditions. To turn off the chime, move the turn signal lever to the off position.
Page Windshield Washer Windshield Washer There is a paddle marked with the windshield
washer symbol at the top of the multifunction lever. To spray washer fluid on the windshield,
push the paddle. The wipers will clear the window and then either stop or return to your preset
speed. This can really help on long trips. You could be startled and even lose control. Keep the
cruise control switch off until you want to use cruise control. Press the SET button at the end of
the lever, then release the button and the accelerator pedal. Turn the knob clockwise to the
parking lamps symbol to manually turn on the following: Parking Lamps Sidemarker Lamps
Taillamps License Plate Lamps Instrument Panel Lights Turn the knob clockwise to the master
lamps symbol to turn on all the lamps listed as well as the headlamps. Page Automatic
Headlamp System Automatic Headlamp System When it is dark enough outside, your automatic
headlamp system will turn on your headlamps at the normal brightness along with other lamps
such as the taillamps, sidemarker, parking lamps and the instrument panel lights. The radio
lights will also be dim. Your vehicle is equipped with a headlamp off delay, which will keep the
headlamps on for a short time after the ignition is turned to OFF. To disable the chime, turn the
thumbwheel all the way down. In the automatic mode, the headlamps turn off once the ignition
key is in OFF. When it begins to get dark, the automatic headlamp system will switch from DRL
to the headlamps or the last chosen headlamp setting that was used. The fog lamp button is
located on the left side of the instrument panel. Press the button to turn the fog lamps on while
the headlamps are on. Page Illuminated Entry Illuminated Entry Your vehicle is equipped with an
illuminated entry feature. Page Dome Lamps Dome Lamps The dome lamps will come on when
you open a door and will slowly dim to off when all doors are closed. You can also turn the
dome lamps on by turning the thumbwheel, located next to the headlamp and parking lamp
knob, all the way up. Page The mirror also includes a display of both the compass and the
temperature in the upper right corner of the mirror face. Page Compass Operation With the
ignition on, the compass will show two character boxes. The mirror will display the compass
heading. When cleaning the mirror, use a paper towel or similar material dampened with glass
cleaner. Do not spray glass cleaner directly on the mirror as that may cause the liquid cleaner to
enter the mirror housing. Page To adjust for compass variance do the following: 1. Use the
COMP button located at the bottom of the mirror. Press and hold the COMP button for three
seconds until a zone number appears in the display. Find your current location and variance
zone number on the following zone map. Page When you operate the rear window defogger, it
also warms both outside mirrors to help clear them of fog or ice. The mirrors can also be
programmed for personalization. This feature can be helpful when taking your vehicle through a
car wash or through narrow spaces. To fold the mirrors in, press the button located to the left of
the steering wheel on the instrument panel. Center Console Storage Area Your vehicle has a
console compartment between the bucket seats. To open it, insert the console key into the lock
and unlock the center console. Page Center Console Storage Area Access Door If you ever drop
something between the cupholder door and the center console area you can easily remove it by
following these steps: 1. Open the center console storage area by pressing the button on the
side of the console lid. To open the compartment, pull the latch to access. You or others could
be injured. If you remove the cover, always store it outside of the vehicle. When you put it back,
always be sure that it is securely reattached. Page Convenience Net To put the shade in the
vehicle, do the following: 1. Make sure the shade slot in the holder faces rearward with the
round surface facing down. When you carry large things, never let them hang over the rear or
the sides of your vehicle. Load your cargo so that it rests on the slats and does not scratch or
damage the vehicle. Press the raised area on the access door to use the ashtray. NOTICE: If you
store paper or other things that burn in your ashtrays, they could be set on fire by cigarettes or
other smoking materials. Page Accessory Power Outlets Accessory Power Outlets With
accessory power outlets you can plug in auxiliary electrical equipment such as a cellular
telephone or CB radio. Your vehicle is equipped with many accessory power outlets. One outlet
is located in the center console. Press the button on the side of the console door to access the
outlet. Locate the adjust button on the lower left corner of the clock. Push and hold the button
to spin the clock hands. Release the button before you get to the desired time. Page OnStar

System If Equipped OnStar is a vehicle communications system that offers a variety of services
and provides a hands communication link between you and the OnStar Center. A service
subscription agreement and fee are required in order to receive OnStar service. Services are
available 24 hours a day, 7 days a week. Page Volume Control: You can control the volume of
the OnStar System using either the volume control knob on the radio or using the steering
wheel controls, if equipped. Telltale Light: This light will indicate the status of the system. A
solid green light will come on when you start the vehicle to let you know that the system is on
and is ready to make or receive calls. Requires activation and an additional fee. Accident Assist:
An advisor can provide step guidance following an accident. Page subject to limitations caused
by atmospheric conditions, such as severe weather or topographical conditions, such as
mountainous terrain; subject to cellular carrier equipment limitations. Global positioning
capabilities used to deliver OnStar service will not be available if satellite signals are
obstructed. Page Homelink Transmitter The sunroof is also equipped with a sunshade which
you can pull forward to block sun rays. If a hand, arm, or other object is blocking the sunroof
glass panel as it is closing, the glass panel will stop at the obstruction. This includes any
garage door opener model manufactured before April 1, Be sure that people and objects are
clear of the garage door you are programming. If you have completed this programming
already, you now need to train the garage door opener motor head unit to recognize HomeLink.
Page Canadian Programming Canadian Programming Canadian Owners: During programming,
the hand held transmitter may automatically stop transmitting after two seconds. In this case,
you should press and hold the HomeLink button see Steps 2 and 3 under Programming the
HomeLink Transmitter while you press and repress cycle your hand every two seconds until
HomeLink is trained. Page The main components of your instrument panel are the following: A.
Dome Lamp Override Button B. Headlamp and Parking Lamp Controls C. Air Outlets D. Folding
Mirrors Button E. Instrument Panel Cluster H. Shift Lever I. Canada similar. Your instrument
panel cluster is designed to let you know at a glance how your vehicle is running. Your
odometer shows how far your vehicle has been driven, in either miles used in the United States
or kilometers used in Canada. Page Safety Belt Reminder Light When one of the warning lights
comes on and stays on when you are driving, or when one of the gages shows there may be a
problem, check the section that tells you what to do about it. Waiting to do repairs can be costly
dangerous. The air bags in your vehicle may not inflate in a crash, or they could even inflate
without a crash. To help avoid injury to yourself or others, have your vehicle serviced right
away if the air bag readiness light stays on after you start your vehicle. Page Brake System
Warning Light Readings in the low warning zone may occur when a large number of electrical
accessories are operating in the vehicle and the engine is left at an idle for an extended period.
This condition is normal since the charging system is not able to provide full power at engine
idle. You may notice that the pedal is harder to push. Or, the pedal may go closer to the floor. It
may take longer to stop. If the light is still on, have the vehicle towed for service. It also
provides an indicator of how hard your vehicle is working. Pull the vehicle off the roadway when
it is safe to do so. You may feel or hear the system working or notice a lack of accelerator
response, but this is normal. To turn the system back on, press the button again; Page This
system is called OBD II On Board Diagnostics Second Generation and is intended to assure that
emissions are at acceptable levels for the life of the vehicle, helping to produce a cleaner
environment. Page This light should come on, as a check to show you it is working, when the
ignition is on and the engine is not running. This light will also come on during a malfunction in
one of two ways: Light Flashing A misfire condition has been Page Have you recently changed
brands of fuel? If so, be sure to fuel your vehicle with quality fuel. Poor fuel quality will cause
your engine not to run as efficiently as designed. You may notice this as stalling after start you
put the vehicle into gear, misfiring, hesitation on acceleration or stumbling on acceleration.
Page Oil Pressure Gage Oil Pressure Gage United States The oil pressure gage shows the
engine oil pressure in psi pounds per square inch when the engine is running. Canadian
vehicles indicate pressure in kPa kilopascals. Oil pressure may vary with engine speed, outside
temperature and oil viscosity, but readings above the low pressure zone indicate the normal
operating range. Page Message Center Here are some situations you may experience with your
fuel gage. None of these indicate a problem with the fuel gage. At the gas station, the fuel pump
shuts off before the gage reads full. It takes a little more or less fuel to fill up than the fuel gage
indicated. If the transmission fluid temperature becomes high, the message center will display
this message. When the transmission enters the protection mode, you may notice a change in
the transmission shifting patterns. If this warning message is displayed, pull the vehicle off the
roadway when it is safe to do so. The engine may overheat. Once oil is added, it may need time
to drain and settle in the engine before this message will turn off. The message is only
displayed for 15 seconds at the start of each ignition cycle. When you change the engine oil, be

sure to reset the Engine Oil Life System. Refer to the fuel gage for a better indication of the
amount of fuel remaining in the fuel tank. This stability enhancement system activates when the
computer senses that your vehicle is just starting to spin, as it might if you hit a patch of ice or
other slippery spot on the road. There are three conditions that can cause this message to
appear. One condition is overheating, which could occur if the stability enhancement system
activates continuously for an extended period of time. Page Trip Each press of the TRIP button
will change the display between personal trip computer, business trip computer, timer, vehicle
history, annual mileage and a blank display. Page Annual Mileage The annual mileage displayed
is the mileage accumulated since the annual mileage was reset. Pressing the arrow button will
display the ratio of personal trip computer mileage to annual mileage as a percent. Disabled:
Doors do not unlock automatically. Page Seat and Mirror Recall Remote: When the remote
keyless entry transmitters are programmed for each driver driver 1 or 2 , pressing the UNLOCK
button on the transmitters will move the seat and mirrors to the stored memory position for the
driver associated with that particular transmitter driver 1 or 2. Page Language English: All
information displayed in English. French: All information displayed in French. Spanish: All
information displayed in Spanish. Arabic: All information displayed in Arabic. Display Units
English: Units displayed in English units. Metric: Units displayed in metric units. Page URPA
can detect objects 3 inches 7. In order for the rear sensors to recognize an object, it must be
within operating range. Be sure to read about the particular systems supplied with your vehicle.
To manually increase airflow, move the knob clockwise. To manually decrease airflow, move it
counterclockwise. OFF: If the knob is in OFF, outside air will still enter the vehicle, and will be
directed based on the position of the mode knob. Page Mode Knob Automatic Operation The
right knob on the control panel allows you to choose the direction of air delivery. When the
system is set in AUTO mode, sensors will control the air delivery mode. Air will come primarily
from the floor or instrument panel outlets, with some air directed to the windshield to prevent
fogging. Page Mode Knob Manual Operation The right knob on the control panel allows you to
choose the direction of air delivery. You can choose to set the climate control system
operations yourself, or let the system work for you by placing the system in AUTO mode. Page
Pressing the recirculation button will cancel outside air operation. To return to normal system
operation and to prevent stale passenger compartment air, be sure to return to the outside air
position. Recirculation will not be available in floor, blend or defrost modes. The climate control
has three knobs. To adjust the airflow speed, turn the fan knob located on the left side of the
control panel to the desired setting. Page Air Conditioning Air Conditioning On hot days, open
the windows long enough to let hot air inside escape. This reduces the time it takes for your
vehicle to cool down. Then keep your windows closed for the air conditioner to work its best.
Page Defogging And Defrosting Defogging and Defrosting On cool, humid days, use defog to
keep the windshield and side windows clear. Use defrost to remove fog or ice from the
windshield in extremely humid or cold conditions. Use defrost with the temperature knob
toward the red area and the fan control turned all the way to the right. Page Ventilation System
Ventilation System For mild outside temperatures when little heating or cooling is needed, use
outside air to direct outside air through your vehicle. Air will flow through the instrument panel
outlets. With the side windows closed, air will flow into the front air inlet grilles, through the
vehicle, and out of the air exhaust valves. Page Audio Systems Ventilation Tips Keep the hood
and front air inlet free of ice, snow or any other obstruction such as leaves. The heater and
defroster will work far better, reducing the chance of fogging the inside of your windows. When
you enter a vehicle in cold weather, turn the fan knob all the way to the right for a few moments
before driving. It is equipped with ten Bose high performance speakers, an Acoustimass bass
module and a seven channel Bose amplifier. Please see your dealer for details. The display will
show your selection. TUNE: Press this knob lightly so it extends. Turn it to choose radio
stations. Turn the knob clockwise to increase bass and counterclockwise to decrease bass.
TREB: Press lightly on this knob to release it from its stored position. Turn the knob clockwise
to increase treble and counterclockwise to decrease treble. A minimum three blank gap is
required for the player to stop at the beginning of the selection. The tape direction arrow will
blink during the SEEK operation. The sound will mute while searching for the next selection. To
activate the bypass feature, perform the following steps: 1. Page For example, rear seat
passengers may listen to a cassette tape through headphones while the driver listens to the
radio through the front speakers. The rear seat passengers have control of the volume for each
set of headphones. Be aware that the front seat audio controls always have priority over the
RSA controls. Turn the knob clockwise to increase volume and counterclockwise to decrease
volume. Page You must load CDs with the label side up. If you do not, the player will
automatically eject the CDs. To load a CD perform the following steps: 1. Press the LOAD
button. Available positions will blink amber. Page There are two ways to play a CD. Perform one

of the following: Press the desired numbered button with a green indicator light on the CD
changer. The CD changer will go to its last played position. The CD should play when the road
gets smoother. A CD is upside down. It is dirty, scratched or wet. It is very humid. Page 6. Press
the SEEK right pointing arrow button again to make the last two digits agree with your code.
Press the SEEK left pointing arrow button to make the first one or two digits agree with your
code. Press AM FM after you have confirmed that the code matches the secret code you have
written down. Page Audio Steering Wheel Control 4. Press the SEEK right pointing arrow button
and will appear on the display. Page Understanding Radio Reception If a cassette tape or
compact disc is playing, the player will advance with the up arrow and reverse with the down
arrow. MUTE: Press this button to silence the system. Press it again to turn on the sound.
Increase volume slowly until you hear comfortably and clearly. Page When using a scrubbing
action, non cassette, it is normal for the cassette to eject because your unit is equipped with a
cut tape detection feature and a cleaning cassette may appear as a broken tape. To prevent the
cleaning cassette from being ejected, use the following steps: 1. Store them in their original
cases or other protective cases and away from direct sunlight and dust. If the surface of a disc
is soiled, dampen a clean, soft cloth in a mild, neutral detergent solution and clean it, wiping
from the center to the edge. Please start with a very important safety device in your vehicle:
Buckle up. Page Drunken Driving Drunken Driving Death and injury associated with drinking
and driving is a national tragedy. Alcohol affects four things that anyone needs to drive a
vehicle: Judgment Muscular Coordination Vision A person who consumes food just before or
during drinking will have a somewhat lower BAC level. Page The body takes about an hour to
rid itself of the alcohol in one drink. No amount of coffee or number of cold showers will speed
that up. A person with even a moderate BAC might not be able to react quickly enough to avoid
the collision. They are the brakes, the steering and the accelerator. All three systems have to do
their work at the places where the tires meet the road. Some people drive in spurts heavy
acceleration followed by heavy braking rather than keeping pace with traffic. This is a mistake.
Your brakes may not have time to cool between hard stops. Your brakes will wear out much
faster if you do a lot of heavy braking. Suddenly an animal jumps out in front of you. You slam
on the brakes and continue braking. A computer senses that wheels are slowing down. If one of
the wheels is about to stop rolling, the computer will separately work the brakes at each front
wheel and at both rear wheels. Page If your vehicle is in cruise control when the TCS begins to
limit wheel spin, the cruise control will automatically disengage. When road conditions allow
you to safely use it again, you may re engage the cruise control. You can turn the system back
on at any time by pressing the button again. If desired, you can change the TCS automatic
engagement feature so that the system will not come on automatically when the engine is
started. When road conditions allow you to safely use it again, you may reengage the cruise
control. The Stabilitrak button, located to the right steering wheel, on the Page Steering In
Emergencies Steering in Emergencies There are times when steering can be more effective than
braking. For example, you come over a hill and find a truck stopped in your lane, or a car
suddenly pulls out from nowhere, or a child darts out from between parked cars and stops right
in front of you. If the level of the shoulder is only slightly below the pavement, recovery should
be fairly easy. Ease off the accelerator and then, if there is nothing in the way, steer so that your
vehicle straddles the edge of the pavement. Keep trying to steer and constantly seek an escape
route or area of less danger. Page Operating Your All Wheel Vehicle Off Paved Roads Many of
the same design features that help make your vehicle responsive on paved roads during poor
weather conditions features like the locking rear axle and wheel drive help make it much better
suited for road use than a conventional passenger car. Page Environmental Concerns Index.
Environmental Concerns road driving can provide wholesome and satisfying recreation.
However, it also raises environmental concerns. Cadillac recognizes these concerns and urges
every off roader to follow these basic rules for protecting the environment: Always use
established trails, roads and areas that have been specially set aside for public off recreational
driving; Know the terrain and plan your route. You are much less likely to get bad surprises. Get
accurate maps of trails and terrain. Try to learn of any blocked or closed roads. Page Scanning
The Terrain Scanning the Terrain road driving can take you over many different kinds of terrain.
You need to be familiar with the terrain and its many different features. Here are some things to
consider. Surface Conditions. Off roading can take you over hard packed dirt, gravel, rocks,
grass, sand, mud, snow or ice. Page Driving Uphill Once you decide you can safely drive up the
hill, you need to take some special steps. Use a low gear and get a firm grip on the steering
wheel. Get a smooth start up the hill and try to maintain your speed. If this happens, there are
some things you should do, and there are some things you must not do. What should I do?
Leave the vehicle and go get some help. Exit on the uphill side and stay clear of the path the
vehicle would take if it rolled downhill. Page Are there some things I should not do when driving

down a hill? These are important because if you ignore them you could lose control and have a
serious accident. When driving downhill, avoid turns that take you across the incline of the hill.
If this happens, you have to decide whether to try to drive across the incline. Here are some
things to consider: A hill that can be driven straight up or down may be too steep to drive
across. If you feel your vehicle starting to slide sideways, turn downhill. This should help
straighten out the vehicle and prevent the side slipping. At fast speeds, water splashes on your
ignition system and your vehicle can stall. Stalling can also occur if you get your tailpipe under
water. One reason is that some drivers are likely to be impaired by alcohol or drugs, with night
vision problems, or by fatigue. Here are some tips on night driving. Drive defensively. It can take
a second or two, or even several seconds, for your eyes to readjust to the dark. Page The
heavier the rain, the harder it is to see. Even if your windshield wiper blades are in good shape,
a heavy rain can make it harder to see road signs and traffic signals, pavement markings, the
edge of the road and even people walking. So much water can build up under your tires that
they can actually ride on the water. When your vehicle is hydroplaning, it has little or no contact
with the road. If you try to drive through flowing water, as you might at a low water crossing,
your vehicle can be carried away. As little as six inches of flowing water can carry away a
smaller vehicle. Page City Driving One of the biggest problems with city streets is the amount of
traffic on them. Here are ways to increase your safety in city driving: Know the best way to get
to where you are going. Page Freeway Driving Freeway Driving Mile for mile, freeways also
called thruways, parkways, expressways, turnpikes or superhighways are the safest of all
roads. But they have their own special rules. The most important advice on freeway driving is:
Keep up with traffic and keep to the right. Drive at the same speed most of the other drivers are
driving. Or is it just plain falling asleep at the wheel? Call it highway hypnosis, lack of
awareness, or whatever. There is something about an easy stretch of road with the same
scenery, along with the hum of the tires on the road, the drone of the engine, and the rush of the
wind against the vehicle that can make you sleepy. Page Winter Driving Here are some tips for
winter driving: Have your vehicle in good shape for winter. You may want to put winter
emergency supplies in your vehicle. Include an ice scraper, a small brush or broom, a supply of
windshield washer fluid, a rag, some winter outer clothing, a small shovel, a flashlight, a red
cloth and reflective warning triangles. However, if there is snow or ice between your tires and
the road, you can have a very slippery situation. Put on extra clothing or wrap a blanket around
you. If you have no blankets or extra clothing, make body insulators from newspapers, burlap
bags, rags, floor mats anything you can wrap around yourself or tuck under your clothing to
keep warm. Page Recreational Vehicle Towing Then, shut the engine off and close the window
almost all the way to preserve the heat. Start the engine again and repeat this only when you
feel really uncomfortable from the cold. But do it as little as possible. Preserve the fuel as long
as you can. Two transmissions have no provisions for internal lubrication while being towed. To
properly tow these vehicles, they should be placed on a platform trailer with all four wheels off
the ground. The label shows the size of your original tires and the inflation pressures needed to
obtain the gross weight capacity of your vehicle. Page Your warranty does not cover parts or
components that fail because of overloading. The label will help you decide how much cargo
and installed equipment your truck can carry. Using heavier suspension components to get
added durability might not change your weight ratings. Ask your dealer to help you load your
vehicle the right way. This type of level control is fully automatic and will provide a better
leveled riding position as well as better handling under a variety of passenger and loading
conditions. To pull a trailer correctly, follow the advice in this part, and see your dealer for
important information about towing a trailer with your vehicle. It depends on how you plan to
use your rig. For example, speed, altitude, road grades, outside temperature and how much
your vehicle is used to pull a trailer are all important. And, it can also depend on any special
equipment that you have on your vehicle. Do not exceed the maximum allowable tongue weight
for your vehicle. Page Safety Chains Safety Chains You should always attach chains between
your vehicle and your trailer. Cross the safety chains under the tongue of the trailer to help
prevent the tongue from contacting the road if it becomes separated from the hitch. Instructions
about safety chains may be provided by the hitch manufacturer or by the trailer manufacturer. It
can cause unconsciousness or death. Page Following Distance Following Distance Stay at least
twice as far behind the vehicle ahead as you would when driving your vehicle without a trailer.
This can help you avoid situations that require heavy braking and sudden turns. When towing a
trailer, the arrows on your instrument panel will flash for turns even if the bulbs on the trailer
are burned out. If something goes wrong, your rig could start to move. People can be injured,
and both your vehicle and the trailer can be damaged. This harness with a seven heavy duty
trailer connector is attached to a bracket on the platform hitch. The harness is for an electric
trailer brake controller and includes a trailer battery feed fuse. This harness and fuse should be

installed by your dealer or a qualified service center. Four Wire Trailer Harness Adapter Connect
the adapter with the tab arrow pointing towards to the top. They also let police know you have a
problem. Your front and rear turn signal lamps will flash on and off. The hazard warning flasher
button is located on the top of the steering column. Page Jump Starting Jump Starting If your
battery has run down, you may want to use another vehicle and some jumper cables to start
your vehicle. But please use the following steps to do it safely. They can be dangerous
because: They contain acid that can burn you. Page 1. Check the other vehicle. It must have a
12 battery with a negative ground system. Page 4. You should always use these remote
terminals instead of the terminals on your battery. Keep your hands away from moving parts
once the engine is running. If they do, you could get a shock. The vehicles could be damaged
too. Page 8. Now connect the black negative cable to the negative terminal of the good battery.
Use a remote negative if the vehicle has one. The other end of the negative go to the dead
battery. Page Jumper Cable Removal A. To disconnect the jumper cables from both vehicles do
the following: 1. Page Towing Your Vehicle Towing Your Vehicle Consult your dealer or a
professional towing service if you need to have your vehicle towed. Stay away from the engine
if you see or hear steam coming from it. Just turn it off and get everyone away from the vehicle
until it cools down. Sometimes the engine can get a little too hot when you: Climb a long hill on
a hot day. Stop after high speed driving. Coolant Surge Tank B. If you do, you can be burned. If
you run the engine, it could lose all coolant. That could cause an engine fire, and you could be
burned. Plain water, or some other liquid such as alcohol, can boil before the proper coolant
mixture will. Page Your vehicle may be equipped with one of the two caps shown. You can
remove the coolant surge tank pressure cap when the cooling system, including the coolant
surge tank pressure cap and upper radiator hose, is no longer hot. Turn the pressure cap slowly
counterclockwise left about one full turn. Page 2. Then keep turning the pressure cap slowly,
and 3. Then fill the coolant surge tank with the proper remove it. With the coolant surge tank
pressure cap off, 5. Then replace the pressure cap. Be sure the pressure start the engine and let
it run until you can feel the cap is hand tight. Watch out for the engine cooling fan. When the
clutch is engaged, the fan spins faster to provide more air to cool the engine. In most everyday
driving conditions, the fan is spinning slower and the clutch is not fully engaged. Turn on your
hazard warning flashers. The vehicle can slip off the jack and roll over you or other people. Tool
Kit with Jack B. Page A. Hoist Assembly G. Tire Retainer B. Wheel Wrench H. Hoist Cable C.
Jack Handle I. Hoist Lock Extensions J. Hoist Shaft D. Hoist Shaft Access Hole E. Valve Stem, K.
Spare Tire Page Follow these instructions to lower the spare tire: 1. If the vehicle is equipped
with a hoist lock I , open the spare tire lock cover on the bumper and use the ignition key to
remove the lock. Assemble the wheel wrench B and the two jack handle extensions C as shown.
Page Attach the wheel wrench to the jack handle extensions as needed. Attach the jack handle
to the jack. Page Removing Flat Tire And Installing Spare Tire To remove the center cap place
the chisel end of the wheel wrench in the slot on the wheel and gently pry out. Turn the wheel
wrench counterclockwise to loosen the wheel nuts. Position the jack under the vehicle. If the
flat tire is on the front of the vehicle, position the jack on the frame behind the flat tire. If the flat
tire is on the rear of the vehicle, use the jacking pad provided on the rear axle. Page Front
Position 3. Make sure the jack head is positioned so that the rear axle is resting securely
between the grooves that are on the jack head. Turn the wheel wrench clockwise to raise the
vehicle. Rear Position Raise the vehicle far enough off the ground so there is enough room for
the spare tire to fit back underneath the rear of the vehicle. Remove all the wheel nuts and take
off the flat tire. Remove any rust or dirt from the wheel bolts, mounting surfaces and spare
wheel. If you do, the nuts might come loose. Your wheel could fall off, causing a serious
accident. After mounting the spare, put the wheel nuts back on with the rounded end of the nuts
toward the wheel. Page 7. Turn the wheel wrench counterclockwise to lower the vehicle. Lower
the jack completely. Rear Position 8. Tighten the nuts firmly in a crisscross sequence as shown
by turning the wheel wrench clockwise. To avoid expensive brake repairs, evenly tighten the
wheel nuts in the proper sequence and to the proper torque specification. When you reinstall
the full size wheel and tire, you must also reinstall the center cap. Page Store the tire under the
rear of the vehicle in the spare tire carrier. To store the tire do the following: 1. Put the tire on
the ground at the rear of the vehicle with the valve stem pointed upward. Hoist Assembly E.
Valve Stem, Pointed Up B. Wheel Wrench F. Flat or Spare Tire C. Jack Handle Extensions G. Tire
Retainer D. Hoist Shaft H. Page Rear Access Panel A. Speaker D. Retaining Hook B. Bottle Jack
E. Wheel Blocks C. Wing Nut F. Cover Panel 1. That will clear the area around your front wheels.
Always pull the vehicle straight out. Never pull on the hooks at a sideways angle. The hooks
could break off and you or others could be injured from the chain or cable snapping back. Page
Section 6 Service and Appearance Care Here you will find information about the care of your
vehicle. This section begins with service and fuel information, and then it shows how to check

important fluid and lubricant levels. There is also technical information about your vehicle, and
a part devoted to its appearance care. Be sure you have sufficient knowledge, experience, the
proper replacement parts and tools before you attempt any vehicle maintenance task. Gasolines
meeting these specifications could provide improved driveability and emission control system
performance compared to other gasolines. Page Fuels In Foreign Countries Additives Some
gasolines that are not reformulated for low emissions may contain an octane enhancing
additive called methylcyclopentadienyl manganese tricarbonyl MMT ; ask the attendant where
you buy gasoline whether the fuel contains MMT. General Motors does not recommend the use
of such gasolines. Fuels containing MMT can reduce the life of spark plugs and the
performance of the emission control system may be affected. It burns violently, and that can
cause very bad injuries. Keep sparks, flames and smoking materials away from gasoline. While
refueling, hang the fuel cap by the tether using the hook located on the inside of the filler door.
Gasoline can spray out on you if you open the fuel cap too quickly. This spray can happen if
your tank is nearly full, and is more likely in hot weather. Static electricity discharge from the
container can ignite the gasoline vapor. You can be badly burned and your vehicle damaged if
this occurs. Page Hood Release Hood Release To open the hood, first pull the handle inside the
vehicle located under and to the left of the steering wheel. Then go to the front of the vehicle
and pull up on the secondary hood release located near the center of the grill. Page Engine Oil
A. Coolant Surge Tank C. Air Filter Restriction Indicator D. Engine Oil Fill E. Engine Oil Dipstick
F. Automatic Transmission Dipstick G. Fan H. In order to get an accurate reading, the oil must
be warm and the vehicle must be on level ground. The engine oil dipstick has a yellow loop
handle and is located in the engine compartment on the But you must use the right kind. This
part explains what kind of oil to use. Do not use any oil which does not carry this starburst
symbol. These numbers on an oil container show its viscosity, or thickness. Turn the ignition
key to RUN with the engine off. Fully press and release the accelerator pedal three times within
five seconds. The air filter restriction indicator is located on the air cleaner cover. Care should
be taken to dislodge as little dirt as possible. To replace the passenger compartment air filter do
the following: 1. Remove the bolts on the access panel and set the panel aside. Page Automatic
Transmission Fluid Automatic Transmission Fluid When to Check and Change A good time to
check your automatic transmission fluid level is when the engine oil is changed. Change both
the fluid and filter every 50, miles 83 km if the vehicle is mainly driven under one or more of
these conditions: In heavy city traffic where the outside temperature regularly reaches Page
Wait at least 30 minutes before checking the transmission fluid level if you have been driving:
When outside temperatures are above 90 At high speed for quite a while. In heavy traffic
especially in hot weather. While pulling a trailer. To get the right reading, the fluid should be at
normal operating temperature, which is C to Page How To Add Fluid 3. If the fluid level is in the
acceptable range, push the dipstick back in all the way; then flip the handle down to lock the
dipstick in place. How to Add Fluid Refer to the Maintenance Schedule to determine what kind
of transmission fluid to use. Add enough lubricant to raise the level to the bottom of the filler
plug hole. Page How to Check Lubricant To get an accurate reading, the vehicle should be on a
level surface. This coolant is designed to remain in your vehicle for 5 years or , miles km ,
whichever occurs first, if you add only COOL R extended life coolant. CAUTION: Turning the
surge tank pressure cap when the engine and radiator are hot can allow steam and scalding
liquids to blow out and burn you badly. Coolant contains ethylene glycol, and it will burn if the
engine parts are hot enough. Page Windshield Washer Fluid When to Check Power Steering
Fluid It is not necessary to regularly check power steering fluid unless you suspect there is a
leak in the system or you hear an unusual noise. A fluid loss in this system could indicate a
problem. Have the system inspected and repaired. Open the cap with the washer symbol on it.
Add washer fluid until the tank is full. There are only two reasons why the brake fluid level in the
reservoir might go down. The first is that the brake fluid goes down to an acceptable level
during normal brake lining wear. Page Checking Brake Fluid You can check the brake fluid
without taking off the cap. Just look at the brake fluid reservoir. The fluid level should be above
MIN. Page Brake Adjustment Brake linings should always be replaced as complete axle sets.
This will help keep your battery from running down. Page Headlamps A. Low Beam Headlamp B.
Daytime Running Lamp C. Sidemarker Lamp D. High Beam Headlamp E. Front Turn Signal Lamp
1. Open the hood of the vehicle. Pry up the eight fastener plugs on the radiator cover with a
screwdriver and pull the fasteners out. Remove the horizontal pin from the headlamp assembly
by lifting the end of the pin upward until it unsnaps and then pulling it toward the center of the
vehicle. Remove the vertical pin from the headlamp assembly by turning the end of the pin away
from you until it unsnaps and then pulling it upward 6. Remove the rubber, circular cap of the
affected bulb from the headlamp assembly. Turn the bulb connector counterclockwise and
remove it with the old bulb from the headlamp assembly. Unplug the electrical connector from

the old bulb. Page Headlamp Aiming Your vehicle has a visual optical headlamp aiming system
equipped with horizontal aim indicators. The aim has been preset at the factory and should
need no further adjustment. Page The vehicle should not have any snow, ice or mud attached to
it. The vehicle should be fully assembled and all other work stopped while headlamp aiming is
being done. The vehicle should be normally loaded with a full tank of fuel and one person or lbs.
Once the horizontal aim is adjusted, then adjust the vertical aim. Adjusting the vertical aim first
will result in an incorrect headlamp aim. Page 3. At the wall or other flat surface, measure from
the ground upward the recorded distance from Step 2 and draw or tape a horizontal line the
width of the vehicle. Measure the distance from the ground to the aim dot on each low beam
lamp. Turn on the low beam headlamps and place a piece of cardboard or equivalent in front of
the headlamp not being aimed. This should allow only the beam of light from the headlamp
being aimed to be seen on the flat surface. Remove the headlamp assembly as described
previously. Remove the rubber, circular shaped bulb cap for the affected bulb from the
headlamp assembly. Page Taillamps A. Turn Signal B. Stop C. Back D. Sidemarker Lamp 1. Use
a screwdriver to remove the two screws from the lamp assembly. Remove the lamp assembly.
Press the release tab and turn the bulb socket Tail Lamp counterclockwise to remove it from the
taillamp Tail Lamp housing. Page Windshield Wiper Blade Replacement Windshield Wiper Blade
Replacement Windshield wiper blades should be inspected at least twice a year for wear and
cracking. Page Tires Your new vehicle comes with high a leading tire manufacturer. If you ever
have questions about your tire warranty and where to obtain service, see your Cadillac
Warranty booklet for details. Any time you notice unusual wear, rotate your tires as soon as
possible and check wheel alignment. Also check for damaged tires or wheels. The wheel could
come off and cause an accident. When you change a wheel, remove any rust or dirt from places
where the wheel attaches to the vehicle. When you get new tires, get ones with that same TPC
Spec number. Page Uniform Tire Quality Grading Uniform Tire Quality Grading Quality grades
can be found where applicable on the tire sidewall between tread shoulder and maximum
section width. Sustained high temperature can cause the material of the tire to degenerate and
reduce tire life, and excessive temperature can lead to sudden tire failure. Page Wheel
Replacement Wheel Replacement Replace any wheel that is bent, cracked, or badly rusted or
corroded. If wheel nuts keep coming loose, the wheel, wheel bolts and wheel nuts should be
replaced. If the wheel leaks air, replace it except some aluminum wheels, which can sometimes
be repaired. It could fail suddenly and cause an accident. If you have to replace a wheel, use a
new GM original equipment wheel. Some are toxic. Others can burst into flame if you strike a
match or get them on a hot part of the vehicle. Some are dangerous if you breathe their fumes in
a closed space. A soft brush may be used if stains are stubborn. If a ring forms on fabric after
spot cleaning, clean the entire area immediately or it will set. Cleaning Vinyl Use warm water
and a clean cloth. If you do, it may severely weaken them. In a crash, they might not be able to
provide adequate protection. Clean safety belts only with mild soap and lukewarm water. Page
Cleaning The Outside Of Your Vehicle Cleaning the Outside of the Windshield, Backglass and
Wiper Blades If the windshield is not clear after using the windshield washer, or if the wiper
blade chatters when running, wax, sap or other material may be on the blade or windshield.
Clean the outside of the windshield with a full glass cleaning liquid. Rinse with clean water.
After rinsing thoroughly, dry with a soft clean towel. A wax may then be applied. The surface of
these wheels is similar to the painted surface of your vehicle. Page Chemical Paint Spotting
Although no defect in the paint job causes this, Cadillac will repair, at no charge to the owner,
the surfaces of new vehicles damaged by this fallout condition within 12 months or 12, miles 20
km of purchase, whichever occurs first. You can see it if you look through the windshield from
outside your vehicle. Some add on electrical equipment can keep other components from
working as they should. Pull off the cover to access the fuse block. You can remove fuses with
a fuse extractor which is mounted to the fuse block access door. Page Center Instrument Panel
Fuse Block The center instrument panel utility block is located underneath the instrument
panel, to the left of the steering column. Page See refrigerant charge label under the hood for
charge capacity information and requirements. Page Normal Maintenance Replacement Parts
Normal Maintenance Replacement Parts Replacement part numbers listed in this section are
based on the latest information available at the time of printing, and are subject to change. If a
part listed in this manual is not the same as the part used in your vehicle when it was built, or if
you have any questions, please contact your GM dealer. Page Section 7 Maintenance Schedule
This section covers the maintenance required for your vehicle. Your vehicle needs these
services to retain its safety, dependability and emission control performance. The Plan
supplements your new vehicle warranties. See your Warranty and Owner Assistance booklet or
your dealer for details. Introduction Your Vehicle and the Environment Proper vehicle
maintenance not only helps to keep your vehicle in good working condition, but also helps the

environment. You may drive very short distances only a few times a week. Or you may drive
long distances all the time in very hot, dusty weather. Page Scheduled Maintenance Scheduled
Maintenance The services shown in this schedule up to , miles km should be performed after ,
miles km at the same intervals. The services shown at , miles km should be performed at the
same interval after , miles km. Reset the system. The system will show you when to change the
oil 3, miles 5 km and 10, miles 16 km since your last oil change. Page Scheduled Maintenance
Check constant velocity joints and axle seals for leaking. Rotate tires. Page Scheduled
Maintenance 30, Miles 50 km Replace passenger compartment air filter. If you drive regularly
under dusty conditions, the filter may require replacement more often. Page Scheduled
Maintenance 45, Miles 75 km Replace passenger compartment air filter. An Emission Control
Service. See footnote Inspect Evaporative Control System. Check all fuel and vapor lines and
hoses for proper hook up, routing and condition. Check that the purge valve works properly, if
equipped. Page At Least Twice A Year Part B: Owner Checks and Services Listed in this part are
owner checks and services which should be performed at the intervals specified to help ensure
the safety, dependability and emission control performance of your vehicle. Be sure any
necessary repairs are completed at once. Whenever any fluids or lubricants are added to your
vehicle, make sure they are the proper ones, as shown in Part D. Page Also look for any opened
or broken air bag coverings, and have them repaired or replaced. The air bag system does not
need regular maintenance. Wiper Blade Check Inspect wiper blades for wear or cracking.
Replace blade inserts that appear worn or damaged or that streak or miss areas of the
windshield. If it does, you or others could be injured. Follow the steps below. Before you start,
be sure you have enough room around the vehicle. The key should come out only in LOCK.
Page Exhaust System Inspection Part C: Periodic Maintenance Inspections Listed in this part
are inspections and services which should be performed at least twice a year for instance, each
spring and fall. A fluid loss could indicate a problem; check and have it repaired, if needed.
Check vent hose at transfer case for kinks and proper installation. Page Part D: Recommended
Fluids and Lubricants Fluids and lubricants identified below by name, part number or
specification may be obtained from your dealer. Two Wheel Drive with Auto. Page Maintenance
Record Part E: Maintenance Record After the scheduled services are performed, record the
date, odometer reading and who performed the service in the boxes provided after the
maintenance interval. Also, you should retain all maintenance receipts. Your owner information
portfolio is a convenient place to store them. Page Section 8 Customer Assistance Information
Here you will find out how to contact Cadillac if you need assistance. This section also tells you
how to obtain service publications and how to report any safety defects. Sometimes, however,
despite the best intentions of all concerned, misunderstandings can occur. Page Customer
Assistance Offices Customer Assistance Offices Cadillac encourages customers to call the
toll-free number for assistance. It provides every Cadillac owner with the advantage of
contacting a Cadillac advisor and, where available, a Cadillac trained dealer Page Roadside
Service Availability , 24 hours a day, days a year. This service is provided at no charge for any
warranty covered situation and for a nominal charge if the Cadillac is no longer under warranty.
Roadside Service is available only in the United States and Canada. Cadillac Owner Privileges
Any customer who has access to a TTY or a conventional teletypewriter can communicate with
Cadillac by dialing from the United States or Canada daily, 24 hours. Page Courtesy
Transportation Transportation Options Warranty service can generally be completed while you
wait. However, if you are unable to wait Cadillac helps minimize your inconvenience by
providing several transportation options. Depending on the circumstances, Please consult your
dealer for details. General Motors reserves the right to unilaterally modify, change or
discontinue Courtesy Transportation at any time and to resolve all questions of claim eligibility
pursuant to the terms and conditions described herein Box Detroit, MI This manual is also
suitable for: Escalade. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Quick Links.
Table of Contents. Automobile Cadillac Escalade Owner's Manual pages. Customer Assistance
Information This section tells you how to contact Cadillac for assistance and how to get service
and owner publications. If you do this, it will help you learn about the features and These mean
there is something that could hurt controls for your vehicle. Page 5: Vehicle Symbols Vehicle
Damage Warnings Vehicle Symbols Also, in this book you will find these notices: Your vehicle
may be equipped with components and labels that use symbols instead of text. Symbols, used
on your vehicle, are shown along with the text NOTICE: describing the operation or information
relating to a specific component, control, message, gage or indicator. Page 6 These are some
examples of vehicle symbols you may find on your vehicle You can also learn about some
things you should not do with air bags and safety belts. This section tells you about the seats
how to adjust To learn how to adjust the vertical control for the them, and fold them up and

down. The seat and mirror positions can be personalized for both driver 1 and driver 2. Driver 1
or driver 2 corresponds to the memory buttons labeled 1 and 2 on the control. Page 10 To recall
memory seat and mirror positions, make sure To store the seat exit position for driver 1 or
driver 2, your vehicle is in PARK P , then press the 1 or 2 button do the following: of the memory
control. You will hear a chime ring one 1. Vertical Control: You can use the vertical control to
Sitting in a reclined position when your vehicle is adjust the angle of the seatback. Move the
reclining in motion can be dangerous. Page Head Restraints Head Restraints Pull straight up on
the head restraint to raise it and push it down to lower it. The front head restraints can also be
tilted forward in addition to being slid up or down. To tilt either of the front head restraints do
the following: Pull the head restraint toward you until you hear a click. Page Rear Seats Rear
Seats 2. This way, midgate. That could cause injury to the person sitting there. Always press
rearward on the seatback to be sure it is locked. It also tells you some things you should not do
with safety belts. It is extremely dangerous to ride in a cargo area, inside or outside of a vehicle.
When you ride in or on anything, you go as fast as it goes. Page 18 Put someone on it. Get it up
to speed. Then stop the vehicle. Page 19 The person keeps going until stopped by something. In
a real vehicle, it could be the windshield Lap-Shoulder Belt The driver has a lap shoulder belt.
Close and lock the door. Adjust the seat so you can sit up straight. Page 23 5. To make the lap
part tight, pull down on the buckle The lap part of the belt should be worn low and snug end of
the belt as you pull up on the shoulder belt. In a crash, this applies force to the strong pelvic
bones. In a crash, you would move forward too much, which could increase injury. The shoulder
belt should fit against your body. The shoulder belt is too loose. In a crash, the belt would go up
over your abdomen. The belt forces would be there, not at the pelvic bones. This could cause
serious internal injuries. The belt would be much too high. In a crash, you can slide under the
belt. The belt force would then be applied at the abdomen, not at the pelvic bones, and that
could cause serious or fatal injuries. In a crash, your body would move too far forward, which
would increase the chance of head and neck injury. If a belt is twisted, make it straight so it can
work properly, or ask your dealer to fix it. To unlatch the belt, just push the button on the
buckle. The belt should go back out of the way. Page Right Front Passenger Position The best
way to protect the fetus is to protect Frontal air bags are designed to help reduce the risk the
mother. When a safety belt is worn properly, of injury from the force of an inflating frontal air
bag. Anyone who is up against, or very close to, any air bag when it inflates can be seriously
injured or killed. Air bags plus lap shoulder belts offer the best protection for adults, but not for
young children and infants. Page 34 CAUTION: If something is between an occupant and an air
bag, the bag might not inflate properly or it might force the object into that person causing
severe injury or even death. The path of an inflating air bag must be kept clear. Page 35 When
should an air bag inflate? Page 36 How does an air bag restrain? What will you see after an air
bag inflates? In moderate to severe frontal or near frontal collisions, After an air bag inflates, it
quickly deflates, so quickly even belted occupants can contact the steering wheel that some
people may not even realize the air bag or the instrument panel. Additional windshield breakage
may also occur from the right front passenger air bag. There are parts of the air bag systems in
several places If I add a push bumper or bicycle rack to the around your vehicle. Accident
statistics show that unbelted people in the rear seat are hurt more often in crashes than those
who are wearing safety belts. Make sure the release button on the buckle is positioned so you
would be able to unbuckle the safety belt quickly if you ever had to. The lap part of the belt
should be worn low and snug on the hips, just touching the thighs. In a crash, you would move
forward too have outgrown booster seats and for small adults. Place the guide over the belt and
insert the two edges of the belt into the slots of the guide. Remove the guide from the storage
clip on the side of the rear seatback. Page 43 3. Be sure that the belt is not twisted and it lies
flat. Buckle, position and release the safety belt as The guide must be on top of the belt. Make
sure that the shoulder belt crosses the shoulder. To make the belt longer, tilt the latch plate and
pull it along the belt. Page Children Children Everyone in a vehicle needs protection! This
includes infants and all other children. Neither the distance traveled nor the age and size of the
traveler changes the need, for everyone, to use safety restraints. In fact, the law in every state in
the United States and in every Canadian province says children up to some age must be
restrained while in a vehicle. A baby should be secured in an appropriate restraint. Page 47
What are the different types of add child restraints? Page Restraint Systems For Children
Restraint Systems for Children A rear facing infant seat B provides restraint with the seating
surface against the back of the infant. The harness system holds the infant in place and, in a An
infant car bed A , a special bed made for use in a motor vehicle, is an infant restraint system
designed to crash, acts to keep the infant positioned in the restraint. Page 51 How do child
restraints work? A shelf or armrest type shield has use in a motor vehicle to restrain, seat, or
position straps that are attached to a wide, shelf like shield You may secure a forward facing

child restraint General Motors, therefore, recommends that child in the right front seat, but
before you do, always restraints be secured in a rear seat including an infant move the front
passenger seat as far back as it For it to work, a top strap must be properly anchored to the
vehicle. Some top strap equipped child restraints are designed for use with or without the top
strap being anchored. Be sure to use an anchor point located on the have to fold the rear
seatback s. Page 55 3. Buckle the belt. Make sure the release button is 4. Pull the rest of the
shoulder belt all the way out of positioned so you would be able to unbuckle the the retractor to
set the lock. Page 56 5. To tighten the belt, feed the shoulder belt back into the retractor while
you push down on the child restraint. Be sure to follow the instructions that came with the child
restraint. Secure the child in the child restraint when and as the instructions say. See the earlier
part about the top strap if the child restraint has one. Page 58 4. Make sure the release button is
positioned so you would be able to unbuckle the safety belt quickly if you ever had to. To
tighten the belt, pull its free end while you push down on the child restraint. Page Front Seat
Position Securing a Child Restraint in the Right Although a rear seat is a safer place, you can
secure a forward facing child restraint in the right front seat. Page 60 4. Make sure the release
button is 5. Page 61 6. You may find it helpful to use your knee to push down on the child
restraint as you tighten the belt. If possible, an older child should wear a shoulder belt and get
the additional restraint a shoulder belt can provide. The shoulder belt should not cross the face
or neck. The lap belt should fit snugly below the hips, just touching the top of the thighs. Here
two children are wearing the same belt. In a crash, the two children can be crushed together and
seriously injured. A belt must be used by only one person at a time. What if a child is wearing a
lap shoulder belt, but the child is so small that the shoulder belt is Here a child is sitting in a
seat that has a shoulder belt, but the shoulder part is behind the child. If the child wears the belt
in this way, in a crash the child might slide under the belt. After a Crash After a very minor
collision, nothing may be necessary. But if the belts were stretched, as they would be if worn
during a more severe crash, then you need new parts. Page 67 Section 2 Features and Controls
Here you can learn about the many standard and optional features on your vehicle, and
information on starting, shifting and braking. Also explained are the instrument panel and the
warning systems that tell you if everything is working properly and what to do if you have a
problem. A child can be overcome by the extreme heat and can suffer permanent injuries or
even death from heat stroke. Never leave a child alone in a vehicle, especially with the windows
closed in warm or hot weather. Press and hold the rear of the power window switch marked
AUTO for one second to activate the express down mode. A child or others could be badly
injured or even killed. They could operate the power windows or other controls or even make
the vehicle move. Page 71 In an emergency contact Cadillac Roadside Service. See storage
boxes. If you ever lock your keys in your vehicle, you may be To unlock the door from the
outside, use the keyless entry system or the key. Operating the power locks may interact with
the theft deterrent system. Page Keyless Entry System Child Security Locks The rear doors on
your vehicle cannot be opened from the inside when this feature is in use. Page 75 Changes or
modifications to this system by other than an Operation authorized service facility could void
authorization to UNLOCK: Pressing this button once will unlock the use this equipment. The
parking lamps will flash and the At times you may notice a decrease in range. This is interior
lights will come on. Page Battery Replacement Matching Transmitter s to Your Vehicle Battery
Replacement Each remote keyless entry transmitter is coded to Under normal use, the battery in
your remote keyless prevent another transmitter from unlocking your vehicle. Page 77 To
replace the battery in the keyless entry transmitter, Midgate do the following: CAUTION: It can
be dangerous to drive with the cargo area covered and the tailgate and midgate open because
carbon monoxide CO gas can come into your vehicle. It can cause unconsciousness and even
death. Page 78 Midgate Operation Your vehicle is equipped with a Midgate and a removable rear
glass panel. The following are the main components of the Midgate system: A. Latch Levers E.
People in the vehicle could be injured. Whenever you store the rear glass in the vehicle, always
be sure that it is stored securely in the rear glass storage pocket. Page 80 3. While holding the
rear glass in place, press the 4. With the rear glass tilted toward you, lift it out from glass catch
release button and pull the top of the the lower window frame channel. Use the grab rear glass
toward you using the grab handle s B handles to assist you in removing the rear glass. Page 81
6. Turn both glass lock knobs D , located at both top corners of the storage pocket, to the
locked position. You may need to push the corner of the rear glass to 5. Load the rear glass in
its storage pocket in the allow the lock knob to engage more easily. Page 82 Once both glass
lock knobs are in the locked position, the rear glass is securely stored. Push both latch levers A
up to the locked position. You should hear a click when each latch lever locks correctly. Rear
seats can be returned to the normal position when the rear glass is out and stored properly in
the storage pocket. Page 83 Reinstalling the Rear Glass To reinstall the rear glass, do the

following: 1. Squeeze and pull down the latch levers A , located near the upper corners of the
rear glass, so they unlatch. With the rear glass tilted at an angle, place the bottom edge in the
lower channel of the window frame. Page 84 Be sure to align the rear glass side side using the
alignment arrows G as shown in the picture. Apply a firm downward pressure and then push the
rear glass flat against the window frame. Use the 6. Use one hand to push the rear glass flat
against the grab handles at the top of the rear glass to assist you. Page 85 Lowering the
Midgate The Midgate can be lowered to allow the cargo area of your vehicle to extend into the
cab. The rear glass can be either installed in its normal position, or it can be removed and
stored in the rear glass storage pocket. To lower the Midgate, do the following: 1. Lower the
Midgate until it is flat. Standing outside of the vehicle, place one hand against the crossbar so
the Midgate does not fall forward unexpectedly. Turn the Midgate handle clockwise and pull the
Midgate toward you. Page 87 Raising the Midgate To return the Midgate to its normal position,
raise the Midgate up with a firm swinging motion this will help to ensure that the Midgate closes
with enough force to engage the latches until it latches into place securely. If the rear glass is
removed and you would like to put it back, do so using the instructions given previously. Page
Tailgate Removal Tailgate Tailgate Removal The tailgate on your vehicle can be removed to
allow for different loading situations. Although the tailgate can be removed without assistance,
you may want someone to assist you with the removal to avoid possible damage to the vehicle.
Page 89 Theft Vehicle theft is big business, especially in some cities. Although your vehicle has
a number of theft deterrent features, we know that nothing we put on it can make it impossible
to steal. However, there are ways you can help. Remember to keep your valuables out of sight.
Put them in a storage area, or take them with you. Page Testing The Alarm If a door is opened
without the key or the remote keyless Testing the Alarm entry transmitter, the alarm will go off.
See your dealer time you get new brake linings. You will only You can use your key to turn your
ignition switch to be able to remove your key when the ignition is turned five different positions.
When the engine starts, let Your vehicle is equipped with a Retained Accessory go of the key.
The idle speed will go down as your Power RAP feature which will allow certain features engine
gets warm. Before starting the engine, be sure to unplug and store the cord as it was before to
keep it away from 1. Turn off the engine. You can use it on very steep hills, or in deep snow or
mud. Page Parking Brake Parking Brake To release the parking brake, hold the regular brake
pedal down. Pull the bottom edge of the lever, located To set the parking brake, hold the regular
brake pedal above the parking brake pedal, marked BRAKE down with your right foot. Your
vehicle can roll. If you have left the engine running, the vehicle can move suddenly. Your
vehicle could move suddenly if the shift lever is not fully in PARK P with the parking brake
firmly set. And, if you leave the vehicle with the engine running, it could overheat and even
catch fire. You must fully apply your regular vehicle may put too much force on the parking
pawl in brakes before you can shift from PARK P when the the transmission. It can cause
unconsciousness and death. You might have exhaust coming in if: Your exhaust system
sounds strange or different. But if you It can be dangerous to get out of your vehicle if ever
have to, here are some things to know. It works like a passenger and loading conditions. You
can raise it to the highest level to give your legs more room when you enter and exit the vehicle.
For high speed wiping, This feature allows you to use your high beam turn the band further, to
HI. To stop the wipers, move headlamps to signal a driver in front of you that you the band to
the OFF position. You could be startled and even lose control. Keep the The CRUISE light on the
instrument panel will cruise control switch off until you want to use illuminate when the cruise
control is engaged. Page Resuming a Set Speed Increasing Speed While Using Cruise Control
Suppose you set your cruise control at a desired speed There are two ways to go to a higher
speed: and then you apply the brake. This, of course, Use the accelerator pedal to get to the
higher speed. Page Reducing Speed While Using Cruise Control Using Cruise Control on Hills
Press and hold the SET button at the end of the lever How well your cruise control will work on
hills depends until you reach the lower speed you want, then upon your speed, load and the
steepness of the hills. The control has three positions: Off : Turn the control to this symbol to
turn off your lamps and put the system into automatic headlamp mode. Parking Lamps : Turn
the control to the parking lamps symbol to manually turn on the following Page Automatic
Headlamp System Automatic Headlamp System As with any vehicle, you should turn on the
regular headlamp system when you need it. When it is dark enough outside, your automatic You
may be able to turn off your automatic headlamp headlamp system will turn on your headlamps
at the system. Press the button again to turn them off. An indicator light will Your vehicle has
fog lamps. You can use them for better glow near the button when the fog lamps are on. Page
Cargo Lamps Cargo Lamps Interior Lamps You can use the cargo lamps if you need more light
in Instrument Panel Brightness Control the cargo area of your vehicle or in the Top The
instrument panel intensity control is located to the Storage units. The lamps can be adjusted to

point in the direction you want. Your vehicle also has reading lamps for the rear passenger
locations. To turn a lamp on or off, press the button located next to the lamp. Electrochromic
Inside Rearview Mirror You can also turn the dome lamps on by turning the with Compass and
Temperature Display thumbwheel, located next to the exterior lamps control, When on, an
electrochromic mirror automatically dims all the way up. Pressing the TEMP button once briefly,
will bottom of the mirror, turns the electrochromic mirror toggle the temperature reading on and
off. To alternate on and off. After five seconds, the display does not show a When the ignition
and the compass feature are on, compass heading N for North, for example , there the compass
will show two character boxes for may be a strong magnetic field interfering with the Page
Compass Variance The mirror is set in zone eight upon leaving the factory. It will be necessary
to adjust the compass to compensate for compass variance if you live outside zone eight.
Under certain circumstances, as during a long distance cross country trip, it will be necessary
to adjust for compass variance. This feature is controlled using the on and off settings found on
the electrochromic mirror. Page Curb View Assist Mirrors Adjusting the Tilt Angle of the Mirrors
Adjust the tilt angle for each outside mirror by doing Your vehicle is equipped with the curb
view assist the following: mirror feature. For this function to work, it must be enabled in the SIC.
A convex The outside rearview mirrors have a defrost mode. Page Storage Compartments
Storage Compartments Glove Box To open your glove box, pull the lever upward and pull the
door downward. Center Console Storage Area Your vehicle has a console compartment
between the bucket seats. To open it, insert the console key into the lock and unlock the
console if it is locked. To lower the armrest, pull the loop at the top of the The cupholders are
located in the center console for the armrest up and then out. You or others could be injured. If
you remove the cover, always store it in its proper position in the cargo panel storage bag with
the bag securely attached to the cargo tie downs. Exceeding the weight limit can damage the
cargo covers. Your vehicle is equipped with a three piece cargo cover system. Page 2. Remove
cargo panel 3 by pulling the left and right 4. Remove cargo panel 2 in the same way and set
cargo panel latches, located on the bottom of each it aside. To store the panels, do the
following: 5. Remove cargo panel 1, but notice that there are four latches to release two left side
latches and two right Page 1. Secure the storage bag in the cargo storage area by attaching the
four clips on the cargo bag to the tie down locations on either side of the storage area. It is very
important that you use the storage bag to restrain the cargo panels during driving. Page 3. Store
cargo panel 2 by loading the cargo panel with latches down and facing inboard side of panel
with latches would be facing you as you load the panel. Starting with cargo panel 1 the panel
with four latches , load the cargo panel with latches at the top of the bag and facing outboard
side of panel with no latches should be facing you as you load the panel. Page 4. Store cargo
panel 3 by loading the cargo panel with 6. Snug both straps on the bag by pulling on the free
latches at the top of the bag and facing outboard end of the straps. Page Reinstalling the Cargo
Cover Panels You only need to reinstall as many cargo panels as you wish. Remove the cargo
panel s from the storage bag. You can either leave the bag attached to the side of the cargo area
while it is not in use, or you can store it outside of the vehicle. Page Left Side Shown, Right Side
Similar Push the panel forward until it is snug against the Midgate and then let the back of the
panel down being sure that the alignment pegs align with the 3. Push both left latches away
from you to lock the latches remember that there are two latches on each receivers see arrow.
Install cargo cover 2 next. Place the latches in the open unlocked position. Place the cargo
cover panel on the cargo area rails while holding the back of the cargo panel up. Push the
latches away from you start with the left latch to lock the panel in place. Page Left Side Shown,
Right Side Similar Push the panel forward until it is snug against the other panel and then let
the back of the panel down being sure that the alignment pegs align with the 7. Page
All-Weather Cargo Area Your vehicle has the ability to operate in many different configurations
cargo panels on or off, Midgate up or down, rear glass in or out , allowing the cargo and
passenger area to be open to the environment. To allow the vehicle to operate in these
configurations, it is equipped with many different features to help it resist the elements and
protect cargo inside the cargo area. Page Maintenance and Cleaning The top drain grates are
located near the rear glass on both sides of the vehicle. You may need to clean the To ensure
that the water management system performs grates and drains if there seems to be blockage.
But first properly, be sure that the Midgate, tailgate and cover you will have to remove the drain
grates by pulling them system are fully closed and that each element of the Page To replace the
drain grate do the following: Side Rail Channels The side rail channels are located on top of
both sides of the cargo area. You may want to flush them out with clean water if you notice any
debris collecting inside of them. Lower the Midgate. The Midgate drain grate is located near the
base of 2. Pull up on the rear side opposite the Midgate of the Midgate the Midgate side facing
outside. You will the drain grate. These drains should be cleaned periodically to There are eight

cargo tie downs in the rear cargo area. Be sure the cargo is properly loaded. The luggage carrier
has slats and siderails attached to If small heavy objects are placed on the roof cut a the roof
and crossrails which can be moved back and Then place your fingertip in the indentation and
pry the ashtray out. If items are loaded on the roof of the vehicle, care should be taken not to
block or damage the CHMSL unit. You can also swing them out to help block glare at the front
and side windows. Illuminated Visor Vanity Mirrors Pull the sunvisor down and lift the mirror
cover to turn on the lamps. Page Analog Clock When adding an electrical accessory or an
electrical Analog Clock component to your vehicle, be sure to follow the instructions included
with it. To adjust the clock, do the following: Certain power accessory plugs may not be
compatible to the accessory power outlets and could result in blown vehicle or adapter fuses.
Upon receiving the call, an advisor at the center will locate your vehicle and assess the
situation. If necessary, the advisor will alert the nearest emergency service provider.
Communication Button: Press this button at the end of a call. If the connection your vehicle
stolen. You will be required to provide Complete limitations can be found on the subscriber
your security information. An advisor will send a services agreement. The In order to provide
you with excellent service, calls with advisor can delay unlocking your vehicle. Page Sunroof If
Equipped The sunroof is also equipped with a sunshade which you can pull forward to block
sun rays. If a hand, arm, or other object is blocking the sunroof glass panel as it is closing, the
glass panel will stop at the obstruction. This includes any garage door opener model
manufactured before April 1, Be sure that people and objects are clear of the garage door you
are programming. Page Canadian Programming 2. Press the Learn or Smart button on the
garage Canadian Programming door opener motor head unit. An indicator light will Canadian
Owners: During programming, the begin to flash when the motor head unit enters the hand held
transmitter may automatically stop training mode. The indicator light will come two outside
buttons until the indicator light begins to on while the signal is being transmitted. Page The
main components of your instrument panel are the following: A. Dome Override Button N. Fog
Lamps Button B. Exterior Lamps Control O. Audio Steering Wheel Controls C. Air Outlets P.
Folding Mirrors Button Q. Page Instrument Panel Cluster Instrument Panel Cluster Your
instrument panel cluster is designed to let you know at a glance how your vehicle is running.
Page Speedometer And Odometer Speedometer and Odometer Engine Hour Meter Display The
odometer can also display the number of hours the Your speedometer lets you see your speed
in both engine has run. Page Safety Belt Reminder Light Warning Lights, Gages and When one
of the warning lights comes on and stays on when you are driving, or when one of the gages
shows Indicators there may be a problem, check the section that tells you what to do about it.
This part describes the warning lights and gages on your Waiting to do repairs can be costly
and even If the air bag readiness light stays on after you The light tells you if there is an
electrical problem. Page Voltmeter When the engine is running, the gage shows the condition of
the charging system. Readings between the low and high warning zones indicate the normal
operating range. Readings in the low warning zone may occur when a large number of electrical
accessories are operating in the vehicle and the engine is left at an idle for an extended period.
Page Transmission Temperature Gage Transmission Temperature Gage When your ignition is
on, the gage shows the temperature of the transmission fluid. Dealer or qualified service center
diagnosis and service may be required. Modifications made to the engine, transmission,
exhaust, intake or fuel system of your vehicle or If the Light Is Flashing the replacement of the
original tires with other The following may prevent more serious damage to You may be able to
correct the emission system If so, be sure to fuel your vehicle with quality fuel. Poor fuel quality
will cause your engine not to run as efficiently as designed. Failure to pass this inspection
could prevent you from getting a vehicle registration. Here are some things you need to know in
order to help your vehicle pass an inspection: Your vehicle will not pass this inspection if the
Page A reading in the low pressure zone may be caused by a Cruise Light dangerously low oil
level or some other problem causing low oil pressure. Check your oil as soon as possible. Page
Fuel Gage Fuel Gage The gage will first indicate empty before you are out of fuel, and you
should get more fuel as soon as possible. Here are some situations you may experience with
your fuel gage. None of these indicate a problem with the fuel gage. Page Message Center
Message Center Battery Message The message center is located on the left side of the If this
message is displayed instrument panel cluster. It gives you important safety when the engine is
running, and maintenance facts. Hot outside air temperatures If the transmission fluid
temperature becomes high, Hauling a large or heavy load the message center will Low
transmission fluid level Service Center. The engine may overheat. The message windshield
washer fluid. Page Menu You can just let the SIC exit the personalization mode on its own by
waiting approximately Press the MENU button to choose a feature you would 15 seconds
without touching any buttons. Page Seat and Mirror Recall Exit Position of Seat Remote: When

the remote keyless entry transmitters Enabled: Removing the key from the ignition will are
programmed for each driver driver 1 or 2 , move the seat to the stored driver 1 or 2 exit position.
English: Units displayed in English units. Lamps: Headlamps and park lamps will cycle on
Metric: Units displayed in metric units. Press and hold the MENU button. After two seconds,
Ultrasonic Rear Parking Assist can help you to the display will begin cycling through the
languages determine how close an object is to your rear bumper at one second intervals. Page
How The System Works 10 inches If the URPA system is not functioning properly, the display
will flash red, indicating that there is a problem. So be sure to keep your rear bumper free of
mud, dirt, The light will also flash red while driving if any of the snow, ice and slush or materials
such as paint or the following conditions exist Be sure to read about the particular systems
supplied with your vehicle. Manual operation is also available. Temperature Knob The middle
knob on the control panel lets you select the desired air temperature in your vehicle. Page Mode
Knob Manual Operation Floor : This mode directs most of the airflow The right knob on the
control panel allows you to through the floor outlets and some air through the choose the
direction of air delivery. Recirculation will not be available in this mode. Page Mode Buttons To
help reduce window fogging, recirculation will not be available in floor, blend or defrost modes.
Outside air : Press this button to use outside air. If the recirculation button is pressed in these
modes, Using outside air will limit stale air odors and help to the LED indicator for recirculation
will flash three times prevent excessively humid interior air from wet boots indicating that
forced outside air is activated and that Page Mode Knobs Automatic Operation With the
automatic mode, the air conditioning compressor automatically cycles when needed to cool the
air. In cold When the system is set in AUTO mode, sensors will weather, when the system
senses the need for heat, the control the air delivery mode. Page Air Conditioning Air
Conditioning Heating On hot days, open the windows long enough to let hot The heater works
best if you keep your windows closed air inside escape. This reduces the time it takes for your
while using it. On cold days, when using manual mode, vehicle to cool down. For best results,
clear the window of as much On cool, humid days, use defog to keep the windshield snow or ice
as possible first. Page Ventilation System Ventilation System The two outlets, located on the
rear of the center console, can also be closed. Turn the thumbwheel to the Your vehicle has air
outlets left to shut off air flow or to the right to allow air flow. Page Audio Systems Ventilation
Tips Audio Systems Keep the hood and front air inlet free of ice, snow or Your audio system
has been designed to operate easily any other obstruction such as leaves. The heater and give
years of listening pleasure. You will get the and defroster will work far better, reducing the most
enjoyment out of it if you acquaint yourself with it chance of fogging the inside of your
windows. VOL Volume : Turn this knob clockwise to increase volume. Turn it counterclockwise
to decrease volume. The knob is capable of being turned continuously. Page Finding a Station
Press P. SCAN again or one of the pushbuttons to stop scanning and listen to a specific preset
station. If one of and FM2. Turn the Your tape player is built to work best with tapes that are
knob clockwise to increase bass and counterclockwise to up to 30 to 45 minutes long on each
side. Tapes longer decrease bass. A minimum three second blank gap is as the PREV
pushbutton and pressing the right arrow required for the player to stop at the beginning of the
works the same as the NEXT pushbutton. Page Cassette Tape Messages CD Adapter Kits If an
error occurs while trying to play a cassette tape, It is possible to use a portable CD player
adapter kit it could be for one of the following reasons: with your cassette tape player after
activating the bypass feature on your tape player. Press it again to turn the RSA display off.
Page While listening to a cassette tape, press the up arrow to VOL Volume : Press this knob
lightly so it extends. Press the down arrow Turn the knob clockwise to increase volume and to
go back to the previous selection. The SEEK button is counterclockwise to decrease volume. To
load a CD, perform the following steps: 1. Press the LOAD button. Available positions will blink
amber. The compact disc changer plays up to six standard size 2. Perform one of the following:
1. Press and hold the LOAD button. The first CD will Press the desired numbered button with a
green be loaded into the lowest numbered empty position. It works by using a secret code to
disable all radio 2. Page Unlocking the Theft Deterrent Feature After a Disabling the Theft
Deterrent Feature Power Loss Enter your secret code as follows; pause no more than 15
seconds between steps: Enter your secret code as follows; pause no more than 15 seconds
between steps: 1. If a cassette tape or compact disc is playing, the player PROG Program :
Press will advance with the up arrow and reverse with the Adjust the volume control to the
lowest setting. Increase volume slowly until you hear comfortably The range for most AM
stations is greater than for FM, and clearly. Page Care Of Your Cassette Tape Player Care of
Your Cassette Tape Player When cleaning the cassette tape player with the recommended non
abrasive cleaning cassette, it is A tape player that is not cleaned regularly can cause possible
that the cassette may eject, because the cut tape reduced sound quality, ruined cassettes or a

damaged detection feature on your radio may recognize it as a mechanism. The radio will The
use of CD lens cleaner discs is not advised, due to display to show the indicator was reset.
Anticipate what they might do. Be ready for their mistakes. Rear end collisions are about the
most preventable of accidents. Page Drunken Driving Drunken Driving Many adults by some
estimates, nearly half the adult population choose never to drink alcohol, so they Death and
injury associated with drinking and driving is never drive after drinking. For example, a lb. Page
Control Of A Vehicle Control of a Vehicle Braking You have three systems that make your
vehicle go where Braking action involves perception time and you want it to go. They are the
brakes, the steering and reaction time. All three systems have to do their work First, you have to
decide to push on the brake pedal. ABS is an braking rather than keeping pace with traffic. Page
A computer senses that wheels are slowing down. If one of the wheels is about to stop rolling,
the computer will separately work the brakes at each front wheel and at both rear wheels. The
anti lock system can change the brake pressure faster than any driver could. Page Stabilitrak
System As you brake, your computer keeps receiving updates on Stabilitrak System wheel
speed and controls braking pressure accordingly. Page Steering The Stabilitrak system
automatically comes on Steering whenever you start your vehicle. Power Steering The
Stabilitrak switch, If you lose power steering assist because the engine located to the right of
stops or the system is not functioning, you can steer the steering wheel, but it will take much
more effort. Page Steering In Emergencies Steering in Emergencies There are times when
steering can be more effective than braking. For example, you come over a hill and find a truck
stopped in your lane, or a car suddenly pulls out from nowhere, or a child darts out from
between parked cars and stops right in front of you. For one start your left lane change signal
before moving out thing, following too closely reduces your area of of the right lane to pass. If
you start steering quickly enough, when the three control systems brakes, steering and your
vehicle may straighten out. There are no road signs. Surfaces can be slippery, rough, uphill or
downhill. Unsecured cargo on the load floor can be tossed about when driving over rough The
heaviest things should be on the load floor and terrain. Page Environmental Concerns Never
park your vehicle over dry grass or other recreation. However, it also raises environmental
combustible materials that could catch fire from the concerns. Page Scanning The Terrain
Scanning the Terrain When you drive over obstacles or rough terrain, keep a firm grip on the
steering wheel. Ruts, troughs or other road driving can take you over many different kinds
surface features can jerk the wheel out of your hands of terrain. Page Driving Uphill Ease up on
your speed as you approach the top of the hill. Once you decide you can safely drive up the hill,
Attach a flag to the vehicle to make you more visible you need to take some special steps. Page
What should I do if my vehicle stalls, or is about Here are some things you must not do if you
stall, or are about to stall, when going up a hill. Page Driving Downhill Are there some things I
should not do when driving down a hill? These are important because if you How steep is the
downhill? Will I be able to maintain ignore them you could lose control and have vehicle
control? If you drive across a rock with Sooner or later, an off road trail will probably go across
the uphill wheels, or if the downhill wheels drop into the incline of a hill. What should I do? If
you feel your vehicle starting to slide sideways, turn downhill. This should help straighten out
the vehicle and prevent the side slipping. But heavy rain can mean flash flooding, and flood
waters demand extreme caution. Driving through rushing water can be dangerous. Deep water
can sweep your vehicle downstream Find out how deep the water is before you drive through
and you and your passengers could drown. These accumulations can be a fire hazard. After
operation in mud or sand, have the brake linings cleaned and checked. These substances can
cause glazing and uneven braking. Page Here are some tips on night driving. Your eyes will
have less trouble adjusting to night. Drive defensively. Adjust your inside rearview mirror to
reduce You can be temporarily blinded by approaching the glare from headlamps behind you.
The surface may get wet suddenly when your reflexes are tuned for driving on dry pavement.
You could lose control of the vehicle. After driving through a large puddle of water or a car
wash, apply your brake pedal lightly until your brakes work normally. Hydroplaning usually
happens at higher speeds. Page City Driving City Driving Here are ways to increase your safety
in city driving: Know the best way to get to where you are going. Get a city map and plan your
trip into an unknown part of the city just as you would for a cross country trip. Page Freeway
Driving Freeway Driving The most important advice on freeway driving is: Keep up with traffic
and keep to the right. Drive at the same speed most of the other drivers are driving. Too fast or
slow driving breaks a smooth traffic flow. Treat the left lane on a freeway as a passing lane. Are
all windows clean inside and outside? Or is it just plain falling asleep at the wheel? Call it
highway hypnosis, lack of awareness, or whatever. Page Know how to go uphill. You may want
to shift down to a lower gear. Page Winter Driving Winter Driving Here are some tips for winter
driving: Have your vehicle in good shape for winter. You may want to put winter emergency

supplies in your vehicle. Include an ice scraper, a small brush or broom, a supply of windshield
washer fluid, a rag, some winter outer clothing, a small shovel, a flashlight, a red cloth and
reflective warning triangles. But wet Most of the time, those places where your tires meet the ice
can be even more trouble because it may offer the road probably have good traction. Put on
extra clothing or wrap a blanket around you. If you have no blankets or extra clothing, make
body insulators from newspapers, burlap bags, rags, floor mats anything you can wrap around
yourself or Page Run your engine only as long as you must. This saves fuel. That is, push the
accelerator slightly. This uses less fuel for the heat that you get and it Snow can trap exhaust
gases under your vehicle. Page Recreational Vehicle Towing Recreational Vehicle Towing
Loading Your Vehicle Recreational vehicle towing means towing your vehicle behind another
vehicle such as behind a motorhome. To find out the actual loads on your front and rear axles,
you need to go to a weigh Do not load your vehicle any heavier than the station and weigh your
vehicle. Page Automatic Level Control Truck Camper Loading Information Automatic Level
Control Your vehicle was neither designed nor intended to carry The automatic level control
rear suspension comes as a slide in type camper. This helps your engine and other parts of
your vehicle wear in at the There are many different laws, including speed limit heavier loads.
Vehicle How heavy can a trailer safely be? AWD 6. It depends on how you plan to use your rig.
For example, 3 kg 6 kg speed, altitude, road grades, outside temperature and If your trailer
weighs more than 2, lbs. Apply your regular brakes and hold the pedal down CAUTION: while
you: start your engine, You really should not park your vehicle, with a shift into a gear, and
trailer attached, on a hill. This harness is included with the trailer wiring package. The harness
is for an electric trailer brake controller and includes a trailer battery feed fuse. Page Hazard
Warning Flashers Hazard Warning Flashers The hazard warning flasher button is located at the
top of the steering column. Press the button to make your front and rear turn signal lamps flash
on and off. To turn off the flashers, press the button until the first click and release. Set one up
at the side of the road about Ignoring these steps could result in costly feet m behind your
vehicle. Get the vehicles close enough so the jumper cables 3. Turn off the ignition on both
vehicles. If they are, it could cause a ground lighter or accessory power outlets. People have
been hurt doing this, badly. Keep your hands away from moving parts and some have been
blinded. Use a flashlight if once the engine is running. Page 6. Connect the red 8. Page 9.
Connect the other end of Now start the vehicle with the good battery and the negative cable at
run the engine for awhile. Try to start the vehicle that had the dead battery. Page To disconnect
the jumper cables from both vehicles do the following: 1. Disconnect the black negative cable
from the vehicle that had the dead battery. Disconnect the black negative cable from the vehicle
with the good battery. Stay away from the engine if you see or hear steam coming from it. Just
turn it off and get everyone away from the vehicle until it cools down. Turn on your heater to full
hot at the highest fan If your engine catches fire because you keep speed and open the window
as necessary. Plain water, or some other liquid such as alcohol, can boil before the proper
coolant mixture will. So use the recommended coolant. Coolant contains ethylene glycol and it
will burn if the engine parts are hot 1. Then keep turning the pressure cap slowly, and 3. Then
fill the coolant surge tank with the proper remove it. With the coolant surge tank pressure cap
off, start the 5. Then replace the pressure cap. Be sure the pressure engine and let it run until
you can feel the upper cap is hand tight and fully seated. Watch out for the engine cooling fan. If
air goes provide more air to cool the engine. Turn on your hazard warning flashers. The vehicle
can slip off the jack and roll over you or other people. To remove the jack and wheel blocks, do
the following: 2. Remove the wheel blocks by turning the wing nut counterclockwise. Page
Follow these instructions to lower the spare tire: 3. Insert the hoist end open end F of the 1.
Your vehicle is equipped with a hoist lock J. Page 5. The wheel wrench has Use the following
pictures and instructions to remove a hook that allows you the flat tire and raise the vehicle.
When the tire has been lowered, tilt the retainer D at the end of the cable so it can be Attach the
wheel wrench to the jack handle 2. Turn the wheel wrench clockwise to raise the jack
extensions as needed. Attach the jack handle lift head to the lifting point. Page Spare Tire
Removing the Flat Tire and Installing the Spare Tire To remove the center cap, place the chisel
end of the wheel wrench in the slot on the wheel and gently pry out. Use the wheel wrench to
loosen all the wheel nuts. Turn the wheel wrench counterclockwise to loosen the wheel nuts. If
the vehicle slips off the jack, you could be badly injured or killed. Never get under a vehicle
when it is supported only by a jack. Position the jack under the vehicle. Rear Tire Flat: For a rear
flat, use the jacking pad provided on the rear axle. Rear Position Turn the wheel wrench
clockwise to raise the vehicle. Raise the vehicle far enough off the ground so that Front Position
the flat tire clears the ground when it is removed and so that the spare tire will also clear the
ground when it Rust or dirt on the wheel, or on the parts to which it is fastened, can make the
wheel nuts become loose after a time. The wheel could come off and cause an accident. After

mounting the 6. Turn the wheel wrench spare, put the wheel counterclockwise to nuts back on
with the lower the vehicle. Tighten each wheel nut by hand. Then use the wheel wrench to
tighten the wheel nuts until the wheel is held against To avoid wheel nuts can cause the wheel
to become loose expensive brake repairs, evenly tighten the wheel and even come off. This
could lead to an accident. In a sudden stop or collision, loose equipment could strike someone.
Store all these in the proper place. Put the tire on the ground at the rear of the vehicle with the
valve stem pointed upward. Tilt the retainer D downward and through the wheel opening. Make
sure the retainer is fully seated across the underside of the wheel. Insert the hoist end F
through the hole G in the rear bumper and into the hoist shaft. Raise the tire partway upward.
Make sure the retainer is seated in the wheel opening. Raise the tire fully against the underside
of the vehicle. A spare tire may lose air over time, so check its inflation In order to free your
vehicle when it is stuck, you will pressure regularly. If you spin the wheels too fast while
shifting your transmission back and forth, you can destroy your transmission. Always pull the
vehicle straight out. Never pull on the hooks at a sideways angle. The hooks could break off and
you or others could be injured from the chain or cable snapping back. Page Section 6 Service
and Appearance Care Here you will find information about the care of your vehicle. This section
begins with service and fuel information, and then it shows how to check important fluid and
lubricant levels. There is also technical information about your vehicle, and a part devoted to its
appearance care. It tells you much be happy with it. This may cause wind noise and affect
windshield washer performance. Check with damaged if you try to do service work on a your
dealer before adding equipment to the outside of vehicle without knowing enough about it. Page
Fuels In Foreign Countries Additives NOTICE: Some gasolines that are not reformulated for low
emissions may contain an octane enhancing additive Your vehicle was not designed for fuel
that called methylcyclopentadienyl manganese tricarbonyl contains methanol. It burns violently,
and that can cause very bad injuries. Keep sparks, flames and smoking materials away from
gasoline. While refueling, hang the fuel cap by the tether using the hook located on the inside of
the filler door. Page When you put the fuel cap back on, turn it to the right clockwise until you
hear a clicking sound. The diagnostic system can determine if the fuel cap has been left off or
improperly If you get gasoline on yourself and then installed. Static electricity discharge from
the start a fire. These include liquids like fuel, oil, container can ignite the gasoline vapor. Pull
the handle located inside the vehicle to the lower left of the steering wheel. Then go to the front
of the vehicle and pull up on the secondary hood release, located near the center of the grill. V8
engine you will see the following: Page Engine Oil A. Engine Oil Fill Cap it means you need to
check E. Engine Oil Dipstick your engine oil level right away. But you must use the right kind.
This part explains what kind of oil to use. Do not use any oil which does not carry this starburst
symbol. These numbers on an Your vehicle has a computer system that lets you know oil
container show its viscosity, or thickness. Anytime unhealthy for your skin and could even
cause cancer. The air cleaner not only cleans the air, it stops flame if the engine backfires.
Install the new filter by reversing the steps listed previously. Be sure to follow any instructions
that The filter is located under the instrument panel below may be included in the replacement
filter package. Refer to the Maintenance Schedule to determine To replace the passenger
compartment air filter do the when to replace the passenger compartment air filter. Page How
To Check How to Check Wait at least 30 minutes before checking the transmission fluid level if
you have been driving: Because this operation can be a little difficult, you may When outside
temperatures are above 90 F 32 choose to have this done at the dealership service department.
Page Checking the Fluid Level Then, without shutting off the engine, follow these steps:
Prepare your vehicle as follows: Park your vehicle on a level place. Keep the engine running.
With your foot on the brake pedal, move the shift lever through each gear range, pausing for
about three seconds in each range. Add only enough fluid to reach the proper level. Refer to the
Maintenance Schedule to determine how What to Use often to check the lubricant. Page How to
Check Lubricant If the level is below the bottom of the filler plug hole, you may need to add
some lubricant. This coolant is designed When adding coolant, it is important that you to
remain in your vehicle for 5 years or , miles COOL R silicate use only DEX free coolant. If you
use this coolant mixture, you engine could overheat and be badly damaged. Never turn the
surge tank pressure cap even a little A fluid loss in this system could indicate a problem. Add
washer fluid until the tank is full. If you will be operating your vehicle in an area where the
temperature When using concentrated washer fluid, may fall below freezing, use a fluid that has
sufficient Page Brake Fluid Brakes There are only two reasons why the brake fluid level in the
reservoir might go down. The first is that the brake fluid Brake Fluid goes down to an
acceptable level during normal brake lining wear. When new linings are put in, the fluid level
goes back up. The fluid will burn if the engine is hot enough. You or others could be burned,
and your vehicle could be damaged. Add brake fluid only when work is done on the brake

hydraulic system. Use new brake fluid from a sealed container only. Page Brake Wear Brake
Wear Some driving conditions or climates may cause a brake squeal when the brakes are first
applied or lightly Your vehicle has four wheel disc brakes. This does not mean something is
wrong with your brakes. Disc brake pads have built in wear indicators that make a high pitched
warning sound when the brake Page Bulb Replacement Bulb Replacement Headlamps For any
bulb changing procedure not listed in this section, contact your dealer. Open the hood of the
vehicle. Remove the bolt on the grille located near the hood latch assembly. Pry up the eight
fastener plugs on the radiator cover and pull the fasteners out. Lift off the radiator cover. Pull
the top left and right corners of the grill out so 6. Remove the horizontal pin from the headlamp
the clips release. Then pull the grill out and up. Page Remove the rubber, circular shaped bulb
cap of the affected bulb from the headlamp assembly. Turn the bulb connector
counterclockwise and remove it with the old bulb from the headlamp 7. Remove the vertical pin
from the headlamp assembly assembly. Reconnect the electrical connector to the lower
Headlamp Aiming corner of the headlamp assembly. Your vehicle has a visual optical headlamp
aiming system equipped with horizontal aim indicators. The aim has been preset at the factory
and should need no further adjustment. This is true even though Page If your vehicle is
damaged in an accident, the headlamp The vehicle should be properly prepared as follows: aim
may be affected. Aim adjustment to the low beam The vehicle should be placed so the
headlamps are may be necessary if it is difficult to see lane markers 25 ft. Page The headlamp
aiming devices are under the hood near Headlamp Horizontal Aiming the headlamps. Turn the
horizontal aiming screw A until the indicator B is lined up with zero. Once the horizontal aim is
adjusted, then adjust the vertical aim. Page Headlamp Vertical Aiming 1. Find the aim dot on the
lens of the low beam lamps. Adjusting the vertical aim first will result in an incorrect headlamp
aim. At the wall or other flat surface, measure from the NOTICE: ground upward the recorded
distance from Step 2 and draw or tape a horizontal line the width of the vehicle. Do not cover a
headlamp to improve beam off when aiming. Turn the vertical aiming screw V until the Front
Turn Signal, Sidemarker and headlamp beam is aimed to the horizontal tape line. Daytime
Running Lamps The top edge of the cut off should be positioned at the bottom edge of the
horizontal tape line. It is recommended that this component be replaced as a 2. Remove the
rubber, circular shaped bulb cap for the unit by your dealer. Taillamps 3. Remove the two
screws 3. Press the release tab and from the lamp assembly. Pull the bulb straight out from the
socket. Press a new bulb into the socket, insert it into the 2. Page Windshield Wiper Blade
Replacement Windshield Wiper Blade Replacement Windshield wiper blades should be
inspected at least twice a year for wear and cracking. Replacement blades come in different
types and are removed in different ways. Page Underinflated tires pose the same danger about
your tire warranty and where to obtain service, as overloaded tires. The resulting accident see
your Cadillac Warranty booklet for details. Check all tires frequently to maintain the
recommended pressure. Any time you notice unusual wear, rotate your tires as soon as
possible and check After the tires have been rotated, adjust the front and rear wheel alignment.
Using tires of different sizes may also cause The tires installed on your vehicle when it was new
had a damage to your vehicle. Page Uniform Tire Quality Grading Uniform Tire Quality Grading
Treadwear The treadwear grade is a comparative rating based on Quality grades can be found
where applicable on the the wear rate of the tire when tested under controlled tire sidewall
between tread shoulder and maximum conditions on a specified government test course. Page
Each new wheel should have the same load carrying NOTICE: capacity, diameter, width, offset
and be mounted the same way as the one it replaces. The wrong wheel can also cause problems
with If you need to replace any of your wheels, wheel bolts or wheel nuts, replace them only
with new GM original bearing life, brake cooling, speedometer or equipment parts. Some are
toxic. Some are dangerous if you breathe their fumes in a closed space. Here are some cleaning
tips: In many uses, these will damage your vehicle: Always read the instructions on the cleaner
label. Alcohol Clean up stains as soon as you can before they set. Page Cleaning Leather
Cleaning Leather Cleaning Wood Panels Use a soft cloth with lukewarm water and a mild soap
or Use a clean cloth moistened in warm, soapy water saddle soap and wipe dry with a soft cloth.
Then, let the use mild dish washing soap. Dry the wood leather dry naturally. Page Cleaning
Glass Surfaces Cleaning Glass Surfaces Clean the outside of the windshield with a full strength
glass cleaning liquid. The windshield is clean if beads Glass should be cleaned often. GM Glass
Cleaner or do not form when you rinse it with water. Page Cleaning Aluminum Wheels Exterior
painted surfaces are subject to aging, weather The surface of these wheels is similar to the
painted and chemical fallout that can take their toll over a period surface of your vehicle. You
can help to keep the paint finish looking chemicals, abrasive polishes, abrasive cleaners,
cleaners new by keeping your vehicle garaged or covered with acid or abrasive cleaning
brushes on them because Page Chemical Paint Spotting Minor chips and scratches can be

repaired with touch Although no defect in the paint job causes this, Cadillac materials available
from your dealer or other service will repair, at no charge to the owner, the surfaces of outlets.
This code will help you identify your engine, specifications and replacement parts. When the
current load is too heavy, the circuit breaker opens and closes, protecting the circuit until the
problem is fixed or goes away. Pull off the cover to access the fuse block. You can remove
fuses with a fuse extractor which is mounted to the fuse block access door. All capacities are
Filter Capacity. Page Section 7 Maintenance Schedule This section covers the maintenance
required for your vehicle. Your vehicle needs these services to retain its safety, dependability
and emission control performance. Page Your Vehicle And The Environment Introduction Your
Vehicle and the Environment Proper vehicle maintenance not only helps to keep your vehicle in
good working condition, but also helps the environment. All recommended maintenance
procedures are important. Improper vehicle maintenance can even affect the quality of the air
we breathe. Improper fluid levels or the wrong tire inflation can increase the level of emissions
from your vehicle. It also explains This maintenance schedule is divided into five parts: what
you can easily do to help keep your vehicle in good condition. Page Using Your Maintenance
Schedule Part A: Scheduled This part tells you the maintenance services you should have done
and when you should schedule them. Page Scheduled Maintenance Scheduled Maintenance
The services shown in this schedule up to , miles Footnotes km should be repeated after , miles
The U. Environmental Protection Agency or the km at the same intervals for the life of California
Air Resources Board has determined that this vehicle. Page Scheduled Maintenance Engine Oil
and Chassis Lubrication It is possible that, if you are driving under the best conditions, the oil
life system may not indicate that an Scheduled Maintenance oil change is necessary for over a
year. However, your Change engine oil and filter as indicated by the engine oil and filter must be
changed at least once a year GM Oil Life System t or every 12 months, Page Scheduled
Maintenance Rotate tires. Check constant velocity joints and axle seals for leaking. Page At
Least Twice A Year At Least Twice a Year Spare Tire Check At least twice a year, after the
monthly inflation check Restraint System Check of the spare tire determines that the spare is
inflated to Make sure the safety belt reminder light and all your the correct tire inflation
pressure, make sure that the belts, buckles, latch plates, retractors and anchorages are spare
tire is stored securely. Apply silicone grease with a clean cloth. During very cold, damp weather
more Lubricate the key lock cylinders with the lubricant specified in Part D. If it does, you or
others could be move suddenly. Page Ignition Transmission Lock Check Park on a fairly steep
hill, with the vehicle facing downhill. Keeping your foot on the regular brake, While parked, and
with the parking brake set, try to turn set the parking brake. Page Exhaust System Inspection
Part C: Periodic Steering and Suspension Inspection Maintenance Inspections Inspect the front
and rear suspension and steering system for damaged, loose or missing parts, signs of Listed
in this part are inspections and services which wear or lack of lubrication. Inspect the power
steering should be performed at least twice a year for instance, lines and hoses for proper hook
up, binding, leaks, Every 12 months or at engine oil change intervals, Engine Cooling System
Inspection check front axle and transfer case and add lubricant when necessary. Specification
Page Maintenance Record Part E: Maintenance Record After the scheduled services are
performed, record the date, odometer reading and who performed the service in the boxes
provided after the maintenance interval. Also, you should retain all maintenance receipts. Your
owner information portfolio is a convenient place to store them. Page Section 8 Customer
Assistance Information Here you will find out how to contact Cadillac if you need assistance.
This section also tells you how to obtain service publications and how to report any safety
defects. Customer Satisfaction Procedure Courtesy Transportation Page Customer Satisfaction
Procedure STEP TWO -- If after contacting a member of dealership management, it appears your
concern cannot be resolved by the dealership without further help, contact the Cadillac
Customer Assistance Center, 24 hours a day, by calling Any TTY user can communicate
generally be heard within 40 days. Page Customer Assistance Offices Cadillac e
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ncourages customers to call the toll-free Customer Communication Centre, number for
assistance. It provides every Cadillac This program, available to owner with the advantage of
contacting a Cadillac qualified applicants, can Battery Jump Starting Any customer who has
access to a TTY or a conventional teletypewriter can communicate with Cadillac by dialing from
the United States or Canada daily, 24 hours. Several transportation Warranty service can
generally be completed while you options are available when warranty repairs are wait.
However, if you are unable to wait Cadillac helps required. This will reduce your inconvenience

during minimize your inconvenience by providing several warranty repairs. Please consult If
you believe that your vehicle has a defect which your dealer for details. Box This manual is also
suitable for: escalade ext. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

