2003 gmc safari

Popular searches. My notifications My Account. More about the Safari. Overview Overview Most
Popular. Rwd 3dr Minivan 4. Starting MSRP. Drivetrain Drivetrain Drive type Rear wheel drive
Transmission 4-speed automatic. Fuel tank capacity 27 gal. Engine Engine Torque lb-ft rpm
Base engine size 4. Safety Safety 2 rear headrests yes electronic brakeforce distribution yes
4-wheel ABS yes Rear door child safety locks yes daytime running lights yes engine
immobilizer yes child seat anchors yes Rear height adjustable headrests yes Front and rear
ventilated disc brakes yes 2 front headrests yes dusk sensing headlamps yes Rear center lap
belt yes. Power Feature Power Feature 1 one-touch power windows yes Power mirrors yes
Heated mirrors yes power door locks yes. Instrumentation Instrumentation clock yes. Front leg
room Rear hip Room Rear leg room Rear shoulder room Dimensions Dimensions Front track
Maximum cargo capacity Curb weight lbs. Gross weight lbs. Cargo capacity, all seats in place
Maximum payload lbs. Length Maximum towing capacity lbs. Ground clearance 6. Height 75 in.
Wheel base Width Rear track Sponsored cars related to the Safari. Suspension Suspension
front independent suspension yes solid live axle rear suspension yes short and long arm front
suspension yes. Warranty Warranty Basic 3 yr. Drivetrain 3 yr. Rust 6 yr. Roadside 3 yr.
Inventory See Safari Inventory. Sign Up. Neutral Pewter. See Safari Inventory. The engine really
performs. I get great gas mileage. The spacious back allows me to let down the seats for
hauling large items. Plenty of sunshine through all the spacious windows, the van goes
anywhere and everywhere with ease. It is simple to drive and handles well. It's a comfortable
van doesn't get too good of gas mileage around 15 miles in the city and it has an overheating
problem that pretty much happens in all the Small Chevy made vans. It is a very bug van and we
take the back seats out in order to transport our things or we use it for hauling things even
mattresses which fit perfectly in the back I love this can it is very easy to drive plus great in gas.
My vehicle was not listed. I checked the box next to my vehicle is not listed and it kept saying
please provide an answer. This needs to be fixed on this survey. No longer in business, the van
was kept for personal use. It is roomy, was even used once to camp in. Change Year. Owner
Reviews See below. For Sale Near Me. Owner Reviews. Filter by: Rating. Comfort Reviews. Fuel
Economy Reviews. Problems Reviews. YF7 Upfitter. Search by keyword. Most Helpful. Most
Recent. Highest Rating. Lowest Rating. Danny M wrote on July 15, Leonard G wrote on
November 22, Shajuan M wrote on November 22, Janice E wrote on November 22, Debbie B
wrote on October 23, Continue to Overview. A majority of all used US imports have either been
in accidents, been stolen, been flooded, salvaged and rebuilt and shipped to Europe or are
subject to open recalls. For 30 years, CARFAX has been collecting data on US vehicles from
thousands of sources and has helped millions of used car shoppers reduce their risk of getting
stuck with a vehicle that has costly hidden problems. For more than 30 years, CARFAX has
been helping millions of used car shoppers make better purchase decisions and avoid
expensive hidden problems. In addition, CARFAX has helped used car dealers around the world
to build trust with their customers and sell their American cars with confidence. With more than
14 billion records, CARFAX has built up its database with the help of its partners and sources,
including government offices, law enforcement agencies, service and repair shops, car
dealerships, insurance companies and many more. In addition to publicly available information,
CARFAX has collected information from many independent reliable sources. Thanks for the
service, the price was absolutely worth. Immediately to the Internet, paid with credit card and in
10 minutes I had the report. Vehicle imported from California to Lithuania. For some weeks
"Babs" is now with us and we have a lot of fun with the car. Buying Used American Cars?
Search by VIN. Instant Access. We offer you unique vehicle history to help you make better
purchase decisions. Trusted by millions of users. Worldwide market leader. The most popular
blog articles How to detect mileage rollback? Mileage rollback is one of the most occurring
types of fraud in the selling process of used cars. However, there are ways to detect mileage
fraud. Even though odometer fraud is difficult to detect for the untrained eye, it is not an
impossible task. Import a car from the USA. There are a few advantages to buying a American
used car. Check the Service History of a Car. How important is the service history of a car?
CARFAX takes a look at these questions and explains the importance of the service history of a
car, as well as where you can find the complete history of service records. Make a VIN Search.
Quick Links Download this manual. Table of Contents. General motors company envoy
automobile owner manual pages. If you sell the vehicle, please leave this manual in it so the
new owner can use it. Page 4 Safety Warnings and Symbols You will find a number of safety
cautions in this book. These mean there is something -. Page 5 Vehicle Damage Warnings Also,
in this book you will find these notices: Notice: These mean there is something that could
damage your vehicle. A notice will tell you about something that can damage your vehicle. Many
times, this damage would not be covered by your warranty, and it could be costly. Power Seat
Manual Lumbar Rear Seats Rear Seat Operation Bench Seat Bucket Seats Page 10 Power Seat If

your vehicle has this feature, there will be controls located on the inboard side the driver's seat.
To raise or lower the front of the seat cushion, raise or lower the lever located toward the front
of the vehicle. To raise or lower the rear of the seat cushion, raise or lower the lever located
toward the rear To move the entire seat backwards, forward, or up or Page 11 Reclining
Seatbacks There is a lever located on the inside of the seat to adjust the seatback. You can
adjust the seatback by lifting the lever and leaning back. Release the lever to lock the seatback
where you want it. Pull up on the lever, lean forward and the seatback will go to an upright
position. Page 12 Sitting in a reclined position when your vehicle is in motion can be
dangerous. Instead, it will be in front of you. Page 13 Seatback Latches The seatback lever is
located on the right rear of your seat. To fold your non-touring bench seatback forward, pull up
on the latch release lever while pulling the seatback toward the rear of the vehicle. Page 17 3. To
raise the seatback, do the following: 3. Unlock the seatback latch by pulling up on the latch
release lever at the right rear of the seat, while pushing down on the upper edge of the
seatback. Move the seatback into the upright position. Make sure the seatback is locked when it
is back in the upright position. Page 18 Bench Seat Each bench seat can carry up to three
passengers. They can also be removed to increase storage space. Only the rear bench seat can
be adiusted forward or rearward using the lever at the front of the seat. Move the seat
adjustment lever located at the front of the seat toward the Page 19 If your vehicle has the
optional touring package, your vehicle will have a center console. To raise or lower the center
console, press the button located between the beverage holders. Sit in the center seating
position only when the console is in an upright and locked position. It also tells you some
things you should not do with safety belts. Page 21 Take the simplest vehicle. Page 23 The
person keeps going until stopped by something. In a real vehicle, it could be the windshield
Page 24 or the safety belts! With safety belts, you slow down as the vehicle does. You get more
time to stop. You stop over more distance, and your strongest bones take the forces. Page 26 3.
Pick up the latch plate and pull the belt across you. Push the latch plate into the buckle until it
clicks. Pull up on the latch plate to make sure it is secure. Page 27 Shoulder Belt Height
Adjuster Before you begin to drive, move the shoulder belt adjuster to the height that is right for
you. You can move the adjuster up just by pushing up on the shoulder belt guide. The shoulder
belt is too loose. You can be seriously hurt if your shoulder belt is too forward too much, which
could increase injury. The shoulder belt should fit against your body. Page 29 What's wrong
with this? The belt is buckled in the wrong place. In a crash, the belt would go up over your
abdomen. The belt forces would be there, not at the pelvic bones. The belt is over an armrest.
You can be seriously injured if your belt goes over an armrest like this. The belt would be much
too high. In a crash, you can slide under the belt. The belt force would then be applied at the
abdomen, not at the pelvic bones, and that could cause serious or fatal injuries. Page 31 What's
wrong with this? The shoulder belt is worn under the arm. It should be worn over the shoulder
at all times. In a crash, your body would move too far forward, which would increase the chance
of head and neck injury. The belt is twisted across the body. You can be seriously injured by a
twisted belt. If a belt is twisted, make it straight so it can work properly, or ask your dealer to fix
it. The belt should go back out of the way. Before you close the door, be sure the belt is out of
the way. If you slam the door on it, you can damage both the belt and your vehicle. For pregnant
women, as for anyone, the key to making safety belts effective is wearing them properly. Page
35 When you sit in a center seating position, you have a lap safety belt, which has no retractor.
To make the belt longer, tilt the latch plate and pull To make the belt shorter, pull its free end as
shown until the belt is snug. Accident statistics show that unbelted people in the rear seat are
hurt more often crashes than those who are wearing safety belts. Page 37 If the belt stops
before it reaches the buckle, tilt the latch plate and keep pulling until you can buckle it. If the
belt is long enough, see Safety Belt Extender page Page 38 The lap part of the belt should be
worn low and snug on the hips, just touching the thighs. And you'd be less likely to slide under
the lap belt. This feature will provide added safety belt comfort for older children who have
outgrown booster seats and for small adults. Page 40 3. Be sure that the belt is not twisted and
it lies flat. Then, place the guide over the belt, and insert the The elastic cord must be under the
belt and the two edges of the belt into the slots of the guide. Page Safety Belt Extender 4.
Buckle, position and release the safety belt as described in Rear Seat Passengers on page Make
sure that the shoulder belt crosses the shoulder. To remove and store the comfort guides,
squeeze the belt edges together so that you can take them out of the guides. If you have the
choice, a child should sit next to a window so the child can wear a lap-shoulder belt and get the
additional restraint a shoulder belt can provide. What is the proper way to wear safety belts? If
possible, an older child should wear a lap-shoulder belt and get the additional restraint Page 43
Never do this. Here two children are wearing the same belt. A belt must be used by only one
person at a time. Page 44 Never do this. Here a child is sitting in a seat that has a lap-shoulder

belt, but the shoulder part is behind the child. If the child wears the belt in this way, in a crash
the child might slide under the belt. This includes infants and all other children. In fact, the law
in every state in the United States and in every Canadian province says children up to some age
must be restrained while in a vehicle. A baby should be secured in an appropriate restraint.
Page 47 What are the different types of add-on child restraints? Page 48 The body stru,.. Page
49 neec omplete support, including support for the head and neck. Page 50 People should never
hold a baby in their arms while riding in a vehicle. Page Child Restraint Systems Child Restraint
Systems An infant car bed A , a special bed made for use in a motor vehicle, is an infant
restraint system designed to restrain or position a child on a continuous flat surface. Some
booster seats have a shoulder belt positioner, and some high-back booster seats have a
five-point harness. Page 53 How do child restraints work? A child restraint system is any device
designed for use in a motor vehicle to restrain, seat, or position children. A built-in child
restraint system is a permanent part of the motor vehicle. General Motors, therefore,
recommends that child restraints be secured in a rear seat including an infant riding in a
rear-facing infant seat, a child riding in a forward-facing child seat and an older child riding in a
booster seat. Page 56 In Canada, the law requires that forward-facing child restraints have a top
strap, and that the strap be anchored. In the United States, some child restraints also have a top
strap. If your child restraint has a top strap, it should be anchored. Anchor the top strap to one
of the following anchor points. Anchor the top strap through the two slots. Cargo Van Models If
your vehicle is a passenger van with rear seats, it is Page 58 Passenger Van Bench Seat Second
row The third row has one anchor for the passenger side outboard position only. It has two sets
of anchors A in the second row of seats. In a seven passenger van, the anchors are located in
each of the bucket seats in the second row. In a crash, the child could be seriously injured or
killed. Find the anchors for the seating position you want to use, where the bottom of the
seatback meets the back of the seat cushion. Put the child restraint on the seat. See Top Strap
on page if the child restraint has one. Be sure to follow the instructions that came with the child
restraint. Secure the child in the child restraint when and as the instructions say. Page 63 4.
Buckle the belt. Make sure the release button is positioned so you would be able to unbuckle
the safety belt quickly if you ever had to. You'll be using the lap belt. Page 65 3. The child
restraint instructions will show you how. Your vehicle has a front passenger air bag. Never put a
rear facing child restraint in this s A child in a rear-facing child restraint can be seriously injured
or killed if the front See Top Strap on page , if the child restraint has one. Page 68 5. Pull the rest
of the belt all the way out of the retractor to set the lock. To tighten the belt, feed the lap belt
back into the retractor while you push down on the child restraint. You may find it helpful to use
your knee to push down on the child restraint as you tighten the belt. Your vehicle has air bags
one air bag for the driver and another air bag for the right front passenger. Frontal air bags are
designed to help reduce the risk of injury from the force of an inflating air bag. Page 70 A..
Safety belts help keep you in position before and during a crash. The system checks the air bag
electrical system for malfunctions. The light tells you if there is an electrical problem. If
something between an occupant and an air bag, the bag might not inflate properly or might
force the object into that person causing severe injury or even death. The path of an inflating air
bag must be kept clear. An air bag is designed to inflate in a moderate to severe frontal, or
near-frontal crash. In an impact of sufficient severity, the air bag sensing system detects that
the vehicle is in a crash. The sensing system triggers a re! The inflator, air bag, and related
hardware are all part of the air bag modules inside the steering wheel and in the instrument
panel in front of the right front passenger. After an air bag inflates, it quickly deflates, so quickly
that some people may not even realize the air bag inflated. A new system will include air bag
modules and possibly other parts. Page Restraint System Check Restraint System Check
Checking Your Restraint Systems Now and then, make sure the safety belt reminder light and all
your belts, buckles, latch plates, retractors and anchorages are working properly. Look for any
other loose or damaged safety belt system parts. If you see anything that might keep a safety
belt system from doing its job, have it repaired. After a very minor collision, nothing may be
necessary. But if the belts were stretched, as they would be if worn during a more severe crash,
then you need new parts. Page Keys Keys ,Laving cl-Ljren in a vehicle with the ignition key is
dangerous for many reasons. A child or others could be badly injured or even killed. They could
operate the power windows or other controls or even make the vehicle move. Page 82 This
vehicle has one double-sided key for the ignition and door locks. It will fit with either side up.
When a new vehicle is delivered, the dealer provides the owner with a pair of identical keys and
a bar-coded tag. The bar-coded tag has a code on dealer or a qualified locksmith how to make
extra keys. Operation is subject to the following two conditions: 1. Page 84 Remote Keyless
Entry System Operation If your vehicle has this feature, you can lock and unlock your doors
from about 3 feet 1 m up to 30 feet 9 m away using the remote keyless entry transmitter

supplied with your vehicle. Page 85 Battery Replacement Under normal use, the battery in your
remote keyless entry transmitter should last about two years. Passengers especially children
easily open the doors and fall out of a moving vehicle. When a door is locked, the handle won't
open it. You increase the chance of being thrown out of the vehicle in a crash if the doors aren't
locked. Page 87 Front Doors To open a front door from the outside, grasp the handle and pull
the door open. To open a front door from the inside, pull the lever toward you and push the door
open. Power Door Locks If your vehicle has power door locks, press the power door lock switch
located on the door panel Page 88 If the sliding door is open and you press the power door lock
switch, the sliding door will not lock immediately. After you close the door, the system comes
on and locks the sliding door in about five seconds. A sliding door security lock helps to
prevent young children or other passengers from opening the sliding door using the inside door
handle. The security door lock is located near the front of the sliding door. Unlock the door and
open it from the outside. Move the lever all the way down. Rear doors can only be opened from
the outside. Grasp the handle and pull the door open. Page 93 fully open the rear doors, push in
on the clip and lift the check assembly up off the mounting bracket. Do this on each door.
Replace the check assemblies on the mounting brackets before closing the doors. Page 94
Hatch Release You can use your key to unlock the hatch and all of the other doors from the
outside. Insert the key into the hatch release button and turn counterclockwise. All of the doors
will unlock. You may also use the keyless entry system described earlier. Page 95 Windows
Leaving chi1 en in a veh closed is dangerous. A child can be overcome by the extreme heat and
can suffer permanent injuries or even death from heat stroke. Never leave a child alone in a
vehicle, especially with the windows closed in warm or hot weather. Page 96 Power Windows If
you have power windows, the controls are located on each of the front doors. Page 97
Theft-Deterrent Systems Vehicle theft is a big business, especially in some cities. Although your
vehicle has a number of theft-deterrent features, we know that nothing we put on it can make
impossible to steal. However, there are ways you can help. Passlock Your vehicle is equipped
with the Passlock theft-deterrent system. Usually, the coolant heater should be plugged in a
minimum of four hours prior to starting your vehicle. Page Automatic Transmission Operation
There are several different positions for your shift lever. It is dangerous to get out of your
vehicle shift lever is not fully in PARK P with the parking brake firmly set. You may use this
feature for reducing torque to the rear wheels when you are trying to start your vehicle from a
stop on slippery road surfaces. This is like four-wheel drive, but there is no separate lever or
switch to engage or disengage the front axle. It is fully automatic, and adjusts itself as needed
for road conditions. Your vehicle can roll. If you have left the engine running, the vehicle can
move suddenly. Page Move the lever up as far as it will go. Move the ignition key to LOCK.
Remove the key and take it with you. Don't park over papers, leaves, dry grass or other things
that can burn. It contains the gas carbon monoxide CO , which you can't see or smell. But if you
ever have to, here are some things to know. Idling the engine with the climate control system off
could allow dangerous exhaust into your vehicle. Press the tab forward away from you for day
driving. Pull the tab back toward you for night driving. Outside Manual Mirrors Adjust your
outside rearview mirrors so you can see a little of the side of your vehicle and the area beside
and behind your vehicle, from a comfortable driving position. Your Then use the arrows located
on the four-way control pad to move the mirror in the desired direction. Page Homelink
Transmitter HomeLink Transmitter HomeLink, a combined universal transmitter and receiver,
provides a way to replace up to three hand-held transmitters used to activate devices such as
gate operators, garage door openers, entry door locks, security systems and home lighting.
Additional HomeLink, information can be found on the internet at This includes any garage door
opener model manufactured before April 1, Keep the original transmitter for use in other
vehicles as well as for future HomeLink programming. Page 5. Press and hold the newly-trained
HomeLink button and observe the indicator light. If the indicator light stays on constantly,
programming is complete and your device should activate when the HomeLink button is
pressed and released. Page Continue to press and hold the HomeLinP button while you press
and release every two seconds cycle your hand-held transmitter until the frequency signal has
been successfully accepted by HomeLink. The indicator light will flash slowly at first and then
rapidly. To open the compartment. Overhead Console Your vehicle may have this feature. The
overhead console includes reading lamps, a Compartment for a garage door opener, a trip
computer, a temperature and compass display, and a storage compartment for sunglasses.
Page Reading Lamps Your vehicle may have this feature. Press the button near each lamp to
turn the reading lamps on and off. The lamps can also be swiveled to point in the direction you
want. Page 4. Center the garage door opener activation button over the console door button and
press the opener firmly into place. The pegs inside the compartment door are used to make
sure the button on the compartment door will contact the control button on the garage door

opener. Page Driver Information System Your vehicle may have this feature. This system
displays the outside air temperature, compass direction and trip information in the overhead
console. Page If this happens, follow these instructions to set the variance for your particular
location: 1. Find your location on the zone map. Record your zone number. Page Sunglasses
Storage Compartment The overhead console has a sunglasses storage compartment. The
luggage carrier has side rails and crossrails attached to the roof to secure cargo. Be sure the
cargo is properly loaded. Page Notice: Loading cargo that weighs more than Ibs. When you
carry large things, never let them hang over the rear or the sides of your vehicle. Load your
cargo so that slats and does not scratch or damage the vehicle. Hazard Warning Flashers Other
Warning Devices Tilt Wheel Exterior Lamps Interior Lamps Accessory Power Outlets Ashtrays
and Cigarette Lighter Climate Controls Page The main components of your instrument panel are
the following: A. Exterior Lamp Control B. Instrument Panel Brightness Thumbwheel C.
Multifunction Lever D. Hazard Warning Flasher Button E. Transmission Shift Lever F. Ignition
Switch G. Rear Defogger Button Option H. Climate Controls I. They also let police know you
have a problem. Your front and rear turn signal lamps will flash on and off. The hazard warning
flasher button is located on top of the steering column. Set one up at the side of the road about
feet I00 m behind your vehicle. Horn Press the horn symbol in the middle of the steering wheel
to sound the horn. Page If a bulb is burned out, replace it to help avoid an accident. See Fuses
and Circuit Breakers on page If you have a trailer towing option with added wiring for the trailer
lamps, a different turn signal flasher is used. Hold it there until the windshield wipers start, then
let it go. The wipers will stop after one wipe. If you want more wipes, hold the band on mist
longer. Page Rear Window Washerwiper Your vehicle may have this feature. The rear window
washedwiper is controlled by using the switch located on the instrument panel, next to the
audio system. To turn the wiper on, slide the switch all the way up to ON. Page Cruise Control
Your vehicle may have this feature. This can really help on long trips. Page Resuming a Set
Speed Suppose you set your cruise control at a desired speed and then you apply the brake.
This, of course, shuts off the cruise control. When you take your foot off the pedal, your vehicle
will slow down to the cruise control speed you set earlier. Using Cruise Control on Hills How
well your cruise control will work on hills depends upon your speed, load and the steepness of
the hills. Parking Lamps : Turning the control to this position turns on the parking lamps,
together with the following: Sidemarker Lamps Taillamps Page To idle your vehicle with the
automatic headlamp system off, set the parking brake while the ignition is off. Then start your
vehicle. The automatic headlamp system will stay off until you release the parking brake. You
may be able to turn off your automatic headlamp system. Page Interior Lamps When it begins to
get dark, the automatic headlamp system will switch from DRL to the headlamps or the last
chosen headlamp setting that was used. Page Accessory Power Outlets Dome Lamps The dome
lamps will come on when you open a door, except with the liftgate glass if equipped. You can
also turn the dome lamps on by turning the thumbwheel, located next to the exterior lamp
control, all the way up. In this position, the dome lamps will remain on whether a door is opened
or closed. Page Ashtrays And Cigarette Lighter Ashtrays and Cigarette Lighter Your vehicle
may have a cigarette lighter which is located on the left side of the engine cover console. To use
the lighter, press it in all the way and let go. Page Climate Controls Climate Controls Climate
Control System With this system you can control the heating, cooling and ventilation for your
vehicle. Turn the right knob clockwise or counterclockwise to direct the airflow inside of your
vehicle. To change the current mode, select one of the following: Bi-Level : This mode directs
approximately half of the air to the instrument panel outlets and directs most of the remaining
air to the floor outlets. Page Rear Heating System Defogging and Defrosting Blend : With this
setting, the outside air comes out of both the floor and defroster outlets. Adjust the temperature
knob for warmer or cooler air. The air conditioning compressor may operate in this setting to
dehumidfy ihe air. Defrost : This setting operates the defroster. Page Rear Air Conditioning
System Rear Air Conditioning System Your vehicle may have an optional rear air-conditioning
system that allows you to adjust the fan speed in the rear-seating area, from the front-seating
area. This feature works with the main climate-control system in your vehicle. The thumbwheel
for this system is located to the right of the rear-heating system. Page Rear Climate Control
System Be sure to keep the area under the front seats clear of any objects so that the air inside
of your vehicle can circulate effectively. For information on how to use the main climate-control
system. Page Outlet Adjustment Move the thumbwheel in the center of the outlets up or down to
change the direction of airflow. Clear away any ice, snow or leaves from the air inlets at the
base of the windshield that may block the flow of air into your vehicle. The pictures will help you
locate them. Warning lights and gages can signal that something is wrong before it becomes
serious enough to cause an expensive repair or replacement. Page Instrument Panel Cluster
Instrument Panel Cluster Your instrument panel cluster is designed to let you know at a glance

how your vehicle is running. Your odometer shows how far your vehicle has been driven, in
either miles used in the United States or kilometers used in Canada. Your odometer is tamper
resistant. The safety belt light will also come on and stay on for several seconds, then it will
flash for Page Charging System Light If the air bag readiness light stays on after you start the
vehicle or comes on when you are driving, your air bag system may not work properly. Have
your vehicle serviced right away. When the engine is running, the gage shows the condition of
the charging system. Readings between the low and high warning zones indicate the normal
operating range. If the light comes on while you are driving, pull off the road and stop carefully.
If the gage pointer moves to the red area, your engine is too hot! If you have been operating
your vehicle under normal driving conditions, you should pull off the road, stop your vehicle
and turn off the engine as soon as possible. Page This system is called OBD II On-Board
Diagnostics- Second Generation and is intended to assure that emissions are at acceptable
levels for the life of the vehicle, helping to produce a cleaner environment. Page If the Light Is
Flashing The following may prevent more serious damage to your vehicle: Reducing vehicle
speed. Avoiding hard accelerations. Avoiding steep uphill grades. If you are towing a trailer,
reduce the amount of cargo being hauled as soon as it is possible. Page If you experience one
or more of these conditions, change the fuel brand you use. If none of the above steps have
made the light turn off, have your dealer or qualified service center check the vehicle. Page Oil
Pressure Gage Oil Pressure Gage The oil pressure gage shows the engine oil pressure in psi
pounds per square inch when the engine is running. Canadian vehicles indicate pressure in kPa
kilopascals. Oil pressure may vary with engine speed, outside temperature and oil viscosity, but
readings above the low pressure zone indicate the normal operating range. Page Security Light
Security Light This light will come on briefly when you turn the The light will stay on until the
engine starts. If the light flashes, the Passlock System has entered a tamper mode. If the vehicle
fails to start, see Passlock page 2- Page Low Fuel Warning Light Here are things some owners
ask indicate a problem with your fuel gage: At the gas station, the gas pump shuts off before
the gage reads full. The fuel tank will take either a little more or a little less fuel to fill up than the
gage shows. The gage moves a little when you turn a corner or speed up. Page Audio System S
Audio System s Notice: Before you add any sound equipment to your vehicle like a tape player,
CB radio, mobile telephone or two-way radio be sure you can add what you want. Time display
is available with the ignition turned off. Press SET. SET will appear on the display. Press one of
the four pushbuttons within five seconds. Whenever you press that numbered pushbutton, the
station you set will return. Repeat the steps for each pushbutton. In addition to the four stations
already set, up to three more stations may be preset on each band by pressing two adjoining
pushbuttons at the same time and by performing the following steps VOL Volume : Turn this
knob to increase or to decrease volume. The knob is capable of rotating continuously. Page
SEEK Press the right or the left arrow to seek to the next station or to the previous station and
stay there. The radio will scan to a station, play for a few seconds, then go on the next station.
Turn the knob to increase or to decrease bass. Turn the knob to increase or to decrease treble.
If a station is weak or noisy, you may want to decrease the treble. If you hold this pushbutton or
press it more than once, the disc will advance further. Sound is muted in this mode. RDM
Random : Press this pushbutton to play the tracks on the disc in random, rather than
sequential, order. If the radio is turned off, the disc will stay in the player and will resume
playing at the point where it stopped. However, the rear seat passengers can only control the
music sources that the front seat passengers are not listening to. For example, rear seat
passengers may listen to a CD through headphones while the driver listens to the radio through
the front speakers. Press the down arrow to go back to the start of the current track if more than
eight seconds have played. Read through all nine steps before starting the procedure. If you
allow more than 15 seconds to elapse between any steps, the radio automatically reverts to time
and you must start the procedure over at Step 4. Turn the ignition on. LOC will appear on the
display. Press MN and will appear on the display. The longer range, however, can cause
stations to interfere with each other. AM can pick up noise from things like storms and power
lines. Try reducing the treble to reduce this noise if you ever get it. Your Vehicle Drunken
Driving Braking Steering Off-Road Recovery Passing Loss of Control Driving at Night Please
start with a very important safety device in your vehicle: Buckle up. Page Drunken Driving
Drunken Driving Death and injury associated with drinking and driving is a national tragedy.
Alcohol affects four things that anyone needs to drive a vehicle: Judgment Muscular
Coordination Vision Page According to the American Medical Association, a Ib 82 kg person
who drinks three 12 ounce ml bottles of beer in an hour will end up with a BAC of about 0. Page
But the ability to drive is affected well below a BAC of 0. Research shows that the driving skills
of many people are impaired at a BAC approaching 0. All drivers are impaired at BAC levels
above 0. They are the brakes, the steering and the accelerator. All three systems have to do

their work at the places where the tires meet the road. Page Avoid needless heavy braking.
Some people drive in spurts heavy acceleration followed by heavy braking rather than keeping
pace with traffic. This is a mistake. Your brakes may not have time to cool between hard stops.
Your brakes will wear out much faster if you do a lot of heavy braking. Suddenly, an animal
jumps out in front of you. The computer is programmed to make the most of available tire and
road conditions. Then you suddenly accelerate. Both control systems and acceleration have to
do their work where the tires meet the road. Adding the sudden acceleration can demand too
much of those places. You can lose control. What should you do if this ever happens? Ease up
on the accelerator pedal, steer the vehicle the way you want it to go, and slow down. Page
Off-Road Recovery An emergency like this requires close attention and a quick decision. But
you have to act fast, steer quickly, and just as quickly straighten the wheel once you have
avoided the object. Page Passing Passing The driver of a vehicle about to pass another on a
two-lane highway waits for just the right moment, accelerates, moves around the vehicle ahead,
then goes back into the right lane again. A simple maneuver? Not necessarily! Passing another
vehicle on a two-lane highway is a potentially dangerous move, since the passing vehicle
occupies the same lane as oncoming traffic for several seconds. Page Loss Of Control Check
your mirrors, glance over your shoulder, and start your left lane change signal before moving
out of the right lane to pass. When you are far enough ahead of the passed vehicle to see its
front in your inside mirror, activate your right lane change signal and move back into the right
lane. Page Driving At Night If your vehicle starts to slide, ease your foot accelerator pedal and
quickly steer the way you want the vehicle to go. If you start steering quickly enough, your
vehicle may straighten out. Always be ready for a second skid if it occurs. Of course, traction is
reduced when water, snow, ice, gravel or other material is on the road. Page Here are some tips
on night driving. Drive defensively. Adjust your inside rearview mirror to reduce the glare from
headlamps behind you. Page Driving too fast through large water puddles or even going
through some car washes can cause problems, too. The water may affect your brakes. Try to
avoid puddles. Wet brakes can cause accidents. Page Hydroplaning Hydroplaning is dangerous.
So much water can build up under your tires that they can actually ride on the water. When your
vehicle is hydroplaning, it has little or no contact with the road. Page City Driving City Driving
One of the biggest problems with city streets is the amount of traffic on them. Here are ways to
increase your safety in city driving: Know the best way to get to where you are going. Page
Freeway Driving Freeway Driving Mile for mile, freeways also called thruways, parkways,
expressways, turnpikes or superhighways are the safest of all roads. But they have their own
special rules. The most important advice on freeway driving is: Keep up with traffic and keep to
the right. Drive at same speed most of the other drivers are driving. The exit speed is usually
posted. Reduce your speed according to your speedometer, not to your sense of motion. After
driving for any distance at higher speeds, you may tend to think you are going slower than you
actually are. Or is it just plain falling asleep at the wheel? Call it highway hypnosis, lack of
awareness, or whatever. There is something about an easy stretch of road with the same
scenery, along with the hum of the tires on the road, the drone of the engine, and the rush of the
wind against the vehicle that can make you sleepy. Keep your vehicle in good shape. Check all
fluid levels and also the brakes, tires, cooling system and transmission. You may want to put
winter emergency supplies in your vehicle. But wet ice can be even more trouble because it may
offer the least traction of all. You should probably stay with your vehicle unless you know for
sure that you are near help and you can hike through the snow. Here are some things to do to
summon help and keep yourself and your passengers safe: Turn on your hazard flashers. Page
Snow can trap exhaus, yases under your vehicle. This can cause deadly CO carbon monoxide
gas to get inside. CO could overcome you and kill you. Clear away snow from around the base
of your vehicle, especially any that is blocking your exhaust pipe. Page Towing Towing Towing
Your Vehicle Consult your dealer or a professional towing service if you need to have your
disabled vehicle towed. See Roadside Assistance Program on page To find out the actual loads
on your front and rear axles, you need to go to a weigh station and weigh your vehicle. Your
dealer can help you with this. This is the maximum load capacity that your vehicle can carry. Be
sure to include the weight of the people inside as part of your load. If you added any
accessories or equipment after your vehicle left the factory, remember to subtract the weight of
these things from the payload. But trailering is different than just driving your vehicle by itself.
Trailering means changes in handling, durability and fuel economy. Successful, safe trailering
takes correct equipment, and it has to be used properly. Page The following chart shows how
much your trailer can weigh, based upon your vehicle model and options. Two-Wheel Drive
Passenger All-Wheel Drive Cargo All-Wheel Drive Passenger Maximum trailer weight is
calculated assuming the driver and one passenger are in the tow vehicle and it has all the
required trailering equipment. Page Weight of the Trailer Tongue The tongue load A of any

trailer is an important weight to measure because it affects the total or gross weight of your
vehicle. The Gross Vehicle Weight GVW includes the curb weight of the vehicle, any cargo you
may carry in it, and the people who will be riding in the vehicle. Page Driving with a Trailer If you
have a rea. It can cause unconsciousness or death. Page Following Distance Stay at least twice
as far behind the vehicle ahead as you would when driving your vehicle without a trailer. This
can help you avoid situations that require heavy braking and sudden turns. Page Driving On
Grades Reduce speed and shift to a lower gear before you start down a long or steep
downgrade. Apply your regular brakes and hold the pedal down while you: start your engine,
shift into a gear, and release the parking brake. Let up on the brake pedal. Page Trailer Wiring
Harness If you have the optional trailering package, your vehicle will have an eight-wire
harness, including the center high-mounted stoplamp battery feed wire. This harness has a 30
amp battery feed wire and no connector, and should be wired by a qualified electrical
technician. Adding Equipment to the Outside Your Vehicle Page Section 5 Appearance Care
Cleaning the Inside of Your Vehicle Chemical Paint Spotting Page Service Service Your dealer
knows your vehicle best and wants you to be happy with it. Page You should keep a record with
all parts receipts and list the mileage and the date of any service work you perform. See Part E:
Maintenance Record on page You can be injured and your vehicle could be damaged if you try
to do service work on a vehicle without knowing enough about Be sure you have sufficient
knowledge, experience, the proper replacement parts Page Fuel Fuel Use of the recommended
fuel is an important part of the proper maintenance of your vehicle. Gasoline Octane Use regular
unleaded gasoline with a posted octane of 87 or higher. If the octane is less than 87, you may
get a heavy knocking noise when you drive. Page California Fuel California Fuel If your vehicle
is certified to meet California Emission Standards see the underhood emission control label , it
is designed to operate on fuels that meet California specifications. If this fuel is not available in
states adopting California emissions standards, your vehicle will operate satisfactorily on fuels
meeting federal specifications, but emission control system performance may be affected. Page
Fuels In Foreign Countries Some gasolines that are not reformulated for low emissions may
contain an octane-enhancing additive called methylcyclopentadienyl manganese tricarbonyl
MMT ; ask the attendant where you buy gasoline whether the fuel contains MMT. General Motors
does not recommend the use of such gasolines. Fuels containing MMT can reduce the life of
spark plugs and the performance of the emission control system may be affected. It burns
violently, and that can cause very bad injuries. Don't smoke if you're near fuel or refueling your
vehicle. Keep sparks, flames and smoking materials away from fuel. The tethered fuel cap is
behind a hinged door on the driver's side of your vehicle. Page While refueling, let the fuel cap
hang by the tether below the fuel fill opening. To remove the fuel cap, turn it slowly to the left
counterclockwise. The fuel cap has a spring in it; if you let go of the cap too soon, it will spring
back to the right. Page Filling A Portable Fuel Container When you put the fuel cap back on, turn
it to the right clockwise until you hear a clicking sound. Make sure you fully install the cap. The
diagnostic system can determine if the fuel cap has been left off or improperly installed. These
include liquids like fuel, oil, coolant, brake fluid, windshield washer and other fluids, and plastic
or rubber. You or others could be burned. Page 2. Then go to the front of the vehicle and release
the 3. Lift the hood, release the hood prop from its retainer and put the hood prop into the slot
in secondary hood release. Before closing the hood, be sure all the filler caps are on properly.
Page Engine Oil A. Windshield Washer Fluid 6. Engine Coolant C. Engine Oil Dipstick D.
Transmission Dipstick E. Engine Oil Fill G. Brake Master Cylinder Reservoir H. Power Steering
Fluid Reservoir I. Battery Engine Oil It is important to keep engine oil at the proper level. But
you must use the right kind. This part explains what kind of oil to use. For engine oil crankcase
capacity, see Capacities and Specifications on page Page What Kind of Engine Oil to Use Oils
recommended for your vehicle can be identified by looking for the starburst symbol. If you
choose to perform the engine oil change service yourself, be sure Page As in the chart shown
previously, SAE 5W is the only viscosity grade recommended for your vehicle. Page Driving
under these conditions causes engine oil to break down sooner. If any one of these is true for
your vehicle, then you need to change your oil and filter every 3, miles 5 km or 3 months occurs
first. Move both front seats as far back as they will go. Remove the instrument panel extension
by removing the two nuts that secure it in place. Grasp the top of the heater duct and pull down
gently to remove it. Loosen the two bolts on the engine cover. The bolts are not supposed to
come out of the cover, only from the front of the dash. When removing the cover, be careful not
to damage the instrument panel or the trim. Page 8. Grasp the bottom of the cover and slide it
rearward. Then, lift it up and out of the vehicle. If the seal does not release, use the pull strap on
the driver's side above the rear mount. Reinstalling the Engine Cover Lift the engine cover into
the front of the vehicle and slide it all the way forward. See Engine Compartment Overview on
page for more information on location. Page Automatic Transmission Fluid Automatic

Transmission Fluid When to Cheek and Change A good time to check your automatic
transmission fluid level is when the engine oil is changed. A cold fluid check can be made after
the vehicle has been sitting for eight hours or more with the engine but this is used only as a
reference. Page 3. Check both sides of the dipstick, and read the lower level. The fluid level
must be in the COLD area, below the cross-hatched area, for a cold check or in the HOT area or
cross-hatched area for a hot check. This coolant is designed to remain in your vehicle for 5
years or , miles km , whichever occurs first, if you add only DEX-COOL extended life coolant.
The following explains your cooling system and how to add coolant when it is low. Page Notice:
If you use an improper coolant mixture, your engine could overheat and be badly damaged. Too
much water in the mixture can freeze and crack the engine, radiator, heater core and other
parts. Page Radiator Pressure Cap Add coolant mixture at the recovery tank, but be careful not
to spill You can be burned if you spi.. Goolant on hot engine parts. Coolant contains ethylene
glycol, will burn if the engine parts are hot enough. Occasionally check the coolant level in the
radiator. Stay away from the engine if you see or hear steam coming from Just turn it off and get
Sometimes the engine can get a little too hot when you: Climb a long hill on a hot day. Stop
after high-speed driving. Coolant Recovery Tank B. Radiator Pressure Cap C. The vehicle
should be parked on a level surface. Page If there seems to be no leak, start the The engine
cooling fan speed should increase when idle speed is doubled by pushing the accelerator pedal
down. Turn off the engine. Page Notice: In cold weather, water can freeze and crack the engine,
radiator, heater core and other parts. Use the recommended coolant and the proper coolant
mixture. You can be burned if you spill coolant on hot engine parts. Coolant contains ethylene
glycol and it will burn if the engine parts are hot enough. Page If the overheat warning
continues, there's one more thing you can try. Steam and scalding liquids from a hot cooling
system can blow out and burn you badly. Page How to Add Coolant to the Radiator You can
remove the radiator pressure cap when the cooling system, including the radiator pressure cap
and upper radiator hose, is no longer hot. Turn the pressure cap slowly counterclockwise until
it first stops. If you hear a hiss, wait for that to stop. Then fill the coolant recovery tank to the
ADD mark. Put the cap back on the coolant recovery tank, neck. See Engine Coolant on page for
more but leave the pressure cap off. Page Engine Fan Noise 6. Start the engine and let it run
until you can feel the upper radiator hose getting hot. Watch out for the engine cooling fan. By
this time, the coolant level inside the radiator filler neck may be lower. If the level is lower, add
more of the proper DEX-COOL coolant mixture through the filler neck until the level reaches the
base of the filler neck. Page Power Steering Fluid Power Steering Fluid When to Check Power
Steering Fluid It is not necessary to regularly check power steering fluid unless you suspect
there is a leak in the system or you hear an unusual noise. A fluid loss in this system could
indicate a problem. If you will be operating your vehicle in an area where the fall temperature
may below freezing, use a fluid that has sufficient protection against freezing. See Engine
Compartment Overview on page for the location of the reservoir. The first is that the brake fluid
goes down to an acceptable level during normal brake lining wear. Page If you have too much
brake fluid, the engine. The fluid will burn if the engine is hot enough. You or others could be
burned, and your vehicle could be damaged. Add brake fluid only when work done on the brake
hydraulic system. Use new brake fluid from a sealed container only. See Part D: Recommended
Fluids page Always clean the brake fluid reservoir cap and the area around the cap before
removing it. Page Brake Wear Your vehicle has four-wheel disc brakes. Disc brake pads have
built-in wear indicators that make a high-pitched warning sound when the brake pads are worn
and new pads are needed. The sound may come and go or be heard all the time your vehicle
moving except when you are pushing on the brake pedal firmly. Its many parts have to be of top
quality and work well together if the vehicle is to have really good braking. Your vehicle was
designed and tested with top-quality GM brake parts. When you replace parts of your braking
system -for example, when your brake linings wear down and you need new ones put in This
will help keep your battery from running down. Page I. Check the other vehicle. It must have a
volt battery with a negative ground system. Page Fans or other moving engine parts can injure
you badly. Keep your hands away from moving parts once the engine is running. If they do, you
could get a shock. Page Now connect the black negative - cable to the negative - terminal of the
good battery. Use a remote negative - terminal if the vehicle has one. The other end of the
negative - cable does not go to the dead battery. Page Jumper Cable Removal A. Good Battery
C. Dead Battery To disconnect the jumper cables from both vehicles, do the following: 1.
Disconnect the black negative - cable from the vehicle that had the dead battery. However, there
are two additional systems that need lubrication. How to Check Lubricant To get an accurate
reading, the vehicle should be on a level surface. Page Bulb Replacement Bulb Replacement
For any bulb changing procedure not listed in this section, contact your dealer. For the type of
bulbs, see Replacement Bulbs on page Halogen Bulbs Halogen bulb, - - - - e pressuriz,, can

burst if you drop or scratch the bulb. You or others could be injured. Remove the screw located
behind the corner reflector to remove the entire corner reflector. Remove the remaining three
screws, the first one from the corner reflector pocket and the two remaining from the composite
assembly. Remove the composite assembly. Turn the halogen bulb counterclockwise to remove
it from the assembly. Remove the two screws at the inside edge of the parkinghrn signal lamp
assembly. Remove the lamp assembly. Squeeze the tab on the side of the lamp socket while
turning the socket counterclockwise. Page Taillamps Taillamps 1. Open the rear door. Remove
the two screws from behind the door. Pull out the taillamp assembly so you can see the socket.
Page Replacement Bulbs 4. Press the tab and turn the socket counterclockwise to remove the
socket from the bezel. If the socket does not have a tab, turn the socket counterclockwise to
remove the socket from the bezel. Remove the old bulb from the socket and replace it with a
new one. Page Windshield Wiper Blade Replacement Windshield Wiper Blade Replacement
Windshield wiper blades should be inspected at least twice a year for wear and cracking. Page
Tires Your new vehicle comes with high-quality tires made by a leading tire manufacturer. If you
ever have questions about your tire warranty and where to obtain service, see your GMC
Warranty booklet for details. Poorly mail -. Page Make sure the spare tire is stored securely.
Push, pull, and then try to rotate or turn the tire. If it moves, use the ratchevwheel wrench to
tighten the cable. See Changing a Flat Tire on page The purpose of regular rotation is to achieve
more uniform wear for all tires on the vehicle. Some commercial truck tires may not have
treadwear indicators. Page Uniform Tire Quality Grading l! If you mix tires of different sizes or
types radial and bias-belted tires , the vehicle may not handle properly, and you could have a
crash. Using tires of different sizes may also cause damage to your vehicle. Page Treadwear
The treadwear grade is a comparative rating based on the wear rate of the tire when tested
under controlled conditions on a specified government test course. For example, a tire graded
would wear one and a half 1. Page Wheel Alignment And Tire Balance Wheel Alignment and Tire
Balance The wheels on your vehicle were aligned and balanced carefully at the factory to give
you the longest tire life and best overall performance. Scheduled wheel alignment and wheel
balancing are not needed. However, if you notice unusual tire wear or your vehicle pulling one
way or the other, the alignment may need to be reset. It could fail suddenly and cause a crash. If
you have wheel, use a new GM original equipment wheel. Tire Chains Notice: Use tire chains
only where legal and only when you must. Turn on your hazard warning flashers. Changing a
tire can cause an injury. The vehicle can slip off the jack and roll over you or other people.
Remove the jack cover by pulling it away from the side wall and down to release the tabs
securing the top of the cover. Page The ratchet has an UP side. It also has a DOWN side. Your
compact spare tire is stored underneath the rear of your vehicle. You will use the ratchet and
extension to lower the compact spare tire. Attach the ratchet to the extension, with the DOWN
side facing you. The extension has a socket end and a flat chisel end. Put the flat end of the
extension on an angle through the hole in the rear door frame, above the bumper. Be sure the
flat end connects into the hoist shaft. Removing the Wheel Covers You will have to take off the
hub caps to reach the wheel nuts. To remove the hub cap from the aluminum wheel, fit the flat
end of the extension into the notch. Before you start, block the front and rear of the tire farthest
away from the one being changed. Then put your compact spare tire near the flat tire. Getting
under a vehicle wh Attach the ratchet to the extension with the UP side facing you. Turn the
ratchet clockwise. That will raise the jack lift head a little. Position the jack under the vehicle.
Front Position A. Front Jack Location B. Page A. Rear Jack Location B. Jack C. Ratchet and
Extension 7. Raise the vehicle by turning the ratchet clockwise. Make sure the UP mark faces
you. Raise the vehicle far enough off the ground so there room for the compact spare tire to fit
underneath the wheel well. Page 9. Remove any rust or dirt from the wheel bolts, mounting
surfaces and spare wheel. Rust or dirt on the wheel, on the which is fastened, can make the
wheel nuts become loose after a time. The wheel could come off and cause an accident. When
you change a wheel, remove any rust or dirt from the places where the wheel attaches to the
vehicle. Page Tighten the wheel nuts firmly in a crisscross sequence as shown. Turn the ratchet
clockwise with the UP mark facing you. Incorrect wheel nuts or improperly tightened wheel nuts
can cause the wheel to come loose and even come off. This could lead to an accident. Page
Storing a Flat or SI re Tire and Tools Storing a jack, a tire, or other equipment in the passenger
compartment of the vehicle could cause injury. In a sudden stop or collision, loose equipment
could strike someone. Store all these in the proper place. Page Compact Spare Tire Compact
Spare Tire Although the compact spare tire was fully inflated when your vehicle was new, it can
lose air after a time. Check the inflation pressure regularly. It should be 60 psi kPa. After
installing the compact spare on your vehicle, you should stop as soon as possible and make
sure your spare tire is correctly inflated. Some are toxic. Others can burst into flames if you
strike a match or get them on a hot part of the vehicle. Some are dangerous if you breathe their

fumes in a closed space. Page Here are some cleaning tips: Always read the instructions on the
cleaner label. Clean up stains as soon as you can they set. Carefully scrape off any excess
stain. Use a clean cloth or sponge, and change to a clean area often. Page Vinyl Use warm water
and a clean cloth. Rub with a clean, damp cloth to remove dirt. You may have to do this more
than once. If you do, it may severely weaken them. In a crash, they might not be able to provide
adequate protection. Clean safety belts only with mild soap and lukewarm water. Page Finish
Care Occasional waxing or mild polishing of your vehicle by hand may be necessary to remove
residue from the paint finish. You can get GM-approved cleaning products from your dealer. The
clearcoat gives more depth and gloss to the colored basecoat. Page Sheet Metal Damage
Aluminum Wheels Keep your wheels clean using a soft clean cloth with mild soap and water.
Rinse with clean water. After rinsing thoroughly, dry with a soft clean towel. A wax may then be
applied. The surface of these wheels is similar to the painted surface of your vehicle. Page
Underbody Maintenance Underbody Maintenance Chemicals used for ice and snow removal and
dust control can collect on the underbody. If these are not removed, accelerated corrosion rust
can occur on the underbody parts such as fuel lines, frame, floor pan and exhaust system even
though they have corrosion protection. Removes dust, fingerprints, and surface Finish
Enhancer contaminants, Spray on wipe off. Removes swirl marks, fine scratches and Swirl
Remover Polish other light surface contamination. You can see it if you look through the
windshield from outside your vehicle. Some add-on electrical equipment can keep other
components from working as they should. Page Fuses And Circuit Breakers Fuses and Circuit
Breakers The wiring circuits in your vehicle are protected from short circuits by a combination
of fuses, circuit breakers and fusible thermal links. This greatly reduces the chance of fires
caused by electrical problems. Look at the silver-colored band inside the fuse. If the band is
broken or melted, replace the fuse. Page Underhood Fuse Block The underhood fuse block is
located toward the rear of the engine compartment on the driver's side of the vehicle. Lift the
hood and open the cover to gain access to this fuse block. A fuse puller is included in the
underhood fuse block. You will also find spare fuses. See refrigerant charge label under the
hood for charge capacity information and requirements. When adding, be sure to fill to the
appropriate level, as recommended in this manual. Page Normal Maintenance Replacement
Parts Normal Maintenance Replacement Parts Replacement part numbers listed in this section
are based on the latest information available at the time of printing, and are subject to change. If
a part listed in this manual is not the same as the part used in your vehicle when it was built, or
if you have any questions, please contact your GM truck dealer. Page Section 6 Maintenance
Schedule Introduction Your Vehicle and the Environment Part A: Scheduled Maintenance
Services The Plan supplements your new vehicle warranties. See your Warranty and Owner
Assistance booklet or your dealer for details. Your Vehicle and the Environment Proper vehicle
maintenance not only helps to keep your vehicle in good working condition, but also helps the
environment. Do not use this schedule if the vehicle is used for trailer towing, driven in a dusty
area or used off paved roads. Page Short TriplCity Scheduled Maintenance The services shown
in this schedule up to , miles km should be repeated after , miles km at the same intervals for
the life of this vehicle. The services shown at , miles km should be repeated at the same interval
after , miles km for the life of this vehicle. Page 12, Miles 20 km 0 Change engine oil and filter or
every 3 months, whichever occurs first. An Emission Control Service. Lubricate chassis
components or every 3 months, whichever occurs first. See footnote. Page 21, Miles km Change
engine oil and filter or every 3 months, whichever occurs first. Check readfront axle fluid level
and add fluid as needed. In hilly or mountainous terrain. When doing frequent trailer towing.
Uses such as found in taxi, police or delivery service. Page Miles 70 km 42, Change engine oil
and filter or every 3 months, whichever occurs first. Q Lubricate chassis components or every 3
months whichever occurs first. Page 48, Miles 80 km Change engine oil and filter or every 3
months, whichever occurs first. Page 57, Miles 95 km Change engine oil and filter or every 3
months, whichever occurs first. Page 63, Miles km Change engine oil and filter or every 3
months, whichever occurs first. Page 75, Miles km Change engine oil and filter or every 3
months, whichever occurs first. For Two-Wheel-Drive vehicles only: Clean and repack the front
wheel bearings or at each brake relining, whichever occurs first. Page 84, Miles km Change
engine oil and filter or every 3 months, whichever occurs first. Page Replace fuel filter. See
footnote Replace engine air cleaner filter. Rotate tires. I information. See footnote 93, Miles km
Change engine oil and filter or every 3 months, whichever occurs first. Replace spark plugs.
Page Miles 1 2 km 7, Change engine oil and filter or every 12 months, whichever occurs first.
Lubricate chassis components or every 12 months, whichever occurs first. U Check readfront
axle fluid level and add fluid as needed. Page 22, Miles km Change engine oil and filter or every
12 months, whichever occurs first. Page 37, Miles 62 0 Change engine oil and filter or every 12
months, whichever occurs first. LI Lubricate chassis components or every 12 months,

whichever occurs first. Page Miles 87 km 52, 0 Change engine oil and filter or every 12 months,
whichever occurs first. Page 67, Miles km 0 Change engine oil and filter or every 12 months,
whichever occurs first. See footnote - Check readfront axle fluid level and add fluid as needed.
Page 82, Miles km Change engine oil and filter or every 12 months, whichever occurs first. Page
97, Miles km 0 Change engine oil and filter or every 12 months, whichever occurs first. Page
Part B: Owner Checks And Services Part B: Owner Checks and Services Listed in this part are
owner checks and services which should be performed at the intervals specified to help ensure
the safety, dependability and emission control performance of your vehicle. Be sure any
necessary repairs are completed at once. Whenever any fluids or lubricants are added to your
vehicle, make sure they are the proper ones, as shown in Part D. Replace blade inserts that
appear worn or damaged or that streak or miss areas of the windshield. Also see Cleaning the
Outside of Your Vehicle on page Spare Tire Check At least twice a year, after the monthly
inflation check of the spare tire determines that the spare is inflated to the correct tire inflation
pressure, make sure that the Page Starter Switch Check When you are doing this check, the
vehicle could move suddenly. If it does, you or others could be injured. Follow the steps below.
Before you start, be sure you have enough room around the vehicle. The key should come out
only in LOCK. Page Part C: Periodic Maintenance Inspections Part C: Periodic Maintenance
Inspections Listed in this part are inspections and services which should be performed at least
twice a year for instance, each spring and fall. Page Throttle System Inspection Throttle System
Inspection Inspect the throttle system for interference or binding, and for damaged or missing
parts. Replace parts as needed. Replace any components that have high effort or excessive
wear. Do not lubricate accelerator and cruise control cables. Transfer Case and Front Axle
Ail-Wheel Drive Inspection Every 12 months, or at engine oil change intervals, check front axle
and transfer case and add lubricant Front Axle in Canada , or equivalent. Also, you should
retain all maintenance receipts. Sometimes, however, despite the best intentions of all
concerned, misunderstandings can occur. Page Center or Contact your dealer. Roadside
Assistance is not part of or included in the coverage provided by the New Vehicle Limited
Warranty. GMC reserves the right to make any changes or discontinue the Roadside Assistance
program at anytime without notification. Page Courtesy Transportation Courtesy Transportation
GMC has always exemplified quality and value in its offering of motor vehicles. To enhance your
ownership experience, we and our participating dealers are proud to offer Courtesy
Transportation, a customer support program for new vehicles. The Courtesy Transportation
program is offered to Page Transportation Options Warranty service can generally be
completed while you wait. However, if you are unable to wait, GMC helps minimize your
inconvenience by providing several transportation options. Depending on the circumstances,
your dealer can offer you one of the following A separate booklet entitled Warranty and Owner
Assistance lnformation furnished with each new vehicle provides detailed warranty coverage
information. Courtesy Transportation is available only at participating dealers and all program
options, such as shuttle service, may not be available at every dealer. Page Service Bulletins
Service Bulletins give technical service information needed to knowledgeably service General
Motors cars and trucks. Each bulletin contains instructions to assist in the diagnosis and
service of your vehicle. Additional Program Information Additives, Fuel Add-on Electrical
Equipment Add-on Equipment Page Automatic Headlamp System Automatic Transmission Fluid
Automatic Transmission Check Backing Up Battery Replacement Battery Run-Down Protection
Before Leaving on a Long Trip Bench Seat Page Checking Brake Fluid Checking Coolant
Checking Engine Oil Checking Things Under the Hood Dome Lamps Door Front Doors Power
Door Locks Erasing HomeLink Buttons Except Cargo Vans Extender, Safety Belt Page Gasoline
Octane Headlamp Wiring Page Inspection cont. Instrument Panel Cluster Overview Virgin
Islands Pressure Gage Older Children, Restraints Online Owner Center Page Power Steering
Care of Your CD Player Care of Your CDs Radio with CD Rear Seat Audio Page Service cont.
Gages and Indicators Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL. For more
information go to We've Made a Site Update. Refresh to the latest version. Retrieve quote. Track
order. Sign In or Create Account. Every Purchase Supports. Texas Relief Efforts. Select your
vehicle. Refine by:. Fuel Line part. Product Fit. Quantity Sold. Showing 1 - 5 of 5 results. Sort
by:. Part Number: RB Guaranteed to Fit. Core Charge. Add to cart. Tubing, Steel Line Gasket. X
18 in. Part Number: S Universal Fit. Diameter, 25 ft. Diameter, 3 ft. Page 1 of 1 Showing 1 - 5 of 5
results. Featured Brands. Reviews Questions, Answers. Since , Dorman Products has supplied
the automotive aftermarket with hi Oct 11, It was the right part and arr
97 legacy gt
fuse boxes
yamaha xr1800 problems

ived on time. I will be shopping again. Sheena Sam. Purchased on Sep 26, Aug 22, Great
quality, but wrong size. This item did not fit the M16x1. However, the item is high quality and
would have been perfect if it was the correct size. Matt Cover. Purchased on Aug 07, Helpful
Automotive Resources. A Short Course on Fuel Systems The most common fuels in use today
are gasoline and diesel, however, a number of new fuels are hitting the market or show promise
for the future. More on those alternative fuels at the end of this article. Fuel System Diesel fuel,
like gasoline is a complex blend of carbon and hydrogen compounds. It too requires additives
for maximum performance. There are two grades of diesel fuel used in automobiles today: 1-D
and 2-D. Number 2 diesel fuel has a lower volatility and is blended for higher loads and steady.
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