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The Nissan Pathfinder is a lineup of sport utility vehicles manufactured by Nissan since ,
originally sharing Nissan's compact pickup truck platform, and now in its fourth generation.
Beginning in , the R51 series was marketed internationally as the Pathfinder. The first
generation Pathfinder was introduced as a two-door body-on-frame SUV, sharing styling and
most components with the Nissan Hardbody Truck. Before the Pathfinder there was the Nissan
Bushmaster an aftermarket conversion of the Datsun Truck , but they are rare as well. Its
optional 4WD system that could be engaged electronically while the vehicle was moving, unique
at the time, and a four-speed automatic transmission. In certain countries this generation also
came with a 2. In Japan, it was exclusive to Nissan Bluebird Shop locations, where it was called
the Terrano as a smaller companion to the larger Nissan Safari. As the Japanese market Terrano
was regarded as a luxury vehicle, with an emphasis on outdoor leisure activities, the Terrano
was introduced to Japanese buyers as an off-road, back country Fairlady ZX. Ownership costs
to Japanese drivers are expensive due to the exterior dimensions exceeding dimension
regulations and the engine displacement incurring a higher annual road tax obligation. To
emphasize this marketing approach, the Terrano was available with options not normally found
on other budget-minded vehicles. Some of the upmarket Japanese-model options were
climate-controlled air conditioning, electrically powered windows, seats, door locks, and, in ,
Recaro seats. The emphasis on luxury was partly due to a strong economy in Japan, in what is
now regarded as the Japanese " bubble economy ". In , the first generation Terrano was entered
in the 9th Paris to Dakar rally race, with continued entries in rally races for many years, winning
multiple times in its category. The four-door Pathfinder was introduced in October to enhance
the Pathfinder's market appeal, but the overall vehicle length and wheelbase were not extended
to accommodate the rear doors. At its introduction to North America, to Pathfinders came with a
two-door body. In early it became only a four door. Some US Pathfinders came with the two
door body, but they are rare. When the four door version was introduced, Nissan chose to
conceal the door handles as a part of the "C" pillar trim to visually make it appear like a
two-door truck with a camper shell , with the conventional door handles on the front doors. The
front doors were slightly shortened to accommodate the rear doors. From to Pathfinders were
available with either the Nissan VG30i 3. In the V6 received an upgrade from throttle body
injection to a multi point fuel injection system. Also in , the Z24i was replaced with the KA24E.
The first generation continued until Only A facelift occurred in when the 4-door model was
introduced. The front grille was revised, numerous interior trim level options became available
and numerous exterior packages were offered by dealerships. The models received a third
brake light and the models received a curved dashboard. Two more facelifts occurred for
Indonesian production Terrano in and , this facelifts made the exterior and interior looks more
modern unlike the global version of first generation Pathfinder. Nissan Terrano Spirit S3 with
new crystal rear lights rear, Indonesia. The second generation Pathfinder was introduced in late
with revised styling using unibody rather than body-on-frame construction. This engine was the
VQ35DE. The 4 cylinder engine option was no longer available. The market position held by the
Terrano in Japan was replaced by the Nissan Murano in The Japanese market Terrano and high
luxury content Terrano Regulus saw demand drop significantly due to the hard economic times
felt in Japan, known as the Lost Decade. Nissan offered a smaller, off-road vehicle to its
Japanese customer base who enjoyed the Pathfinder when it introduced the Nissan X-Trail in
The Pathfinder received a facelift for the In , the Pathfinder again received a new steering wheel.
Major differences between these vehicles and the Pathfinder include a more upscale interior,
and unique styling. Marketed as a luxury vehicle , The Terrano Regulus offered off-road
capability with a low-range four-wheel-drive system and 8. The displacement went from 3. The
timing belt was replaced with a timing chain and the ignition distributor was replaced with an
individual coil ignition system. In Japan, the Terrano Regulus trim package was no longer
offered. Also, a rear-wheel drive QX4 model was added through were only available in 4WD.
Employing laser sensors, the system was designed to automatically speed or slow the QX4 to
keep it a constant distance from cars ahead. A power moonroof that came standard. The last
QX4 was manufactured during November The new R51 Pathfinder uses the Nissan F-Alpha
platform , thus returning to a body on frame construction. It is powered by a 4. The larger
Pathfinder Armada debuted in late , but was based on the Titan full-sized pickup truck and
dropped the "Pathfinder" prefix in Some of the badge positions on the rear liftgate were
tweaked, and this version also received the Titan's 5. Over the combined cycle manual versions
use 8. Both figures are class competitive. A version of the engine with a diesel particulate filter
DPF is also available in certain markets. The revised models have been given a new look front
and rear to differentiate them from their predecessors. Changes at the front include a new
bonnet, revised grille and a new bumper assembly. A new headlamp design with projectors is
offered for Xenon lamps. Headlamps washers now pop up from beneath body color moulding in

the bumpers. V8 models are given a discreet V8 badge at the leading edge of both front doors
and a new side moulding across the doors. A redesigned Pathfinder went on sale in late
October as a model. Just like the second generation Pathfinder, it once again moved away from
a body-on-frame, truck-based SUV and adopted a unibody design. The third row has more leg
room than the Nissan Rogue. A concept, nearly identical to the eventual production model, was
first revealed at the North American International Auto Show. Retail availability was scheduled
for September The Pathfinder is now significantly lighter than the previous generation, with the
FWD model weighing pounds, while the 4WD Pathfinder weighs pounds. This generation also
abandons the door handles that were placed on the C pillar that were present in the previous
three generations. It has not been scheduled to go on sale in Japan, nor is it assembled there.
Changes to the US model include: [9] [10] [11]. Canadian models of Pathfinder includes
Pathfinder 3. A locally built Pathfinder entered the Russian market in November Introduced for
model year , the Pathfinder Hybrid, available in 2-wheel drive and 4-wheel drive configurations,
uses a supercharged 2. The Li-ion battery fits under the 3rd row seat, with no effect on space
used for cargo or passengers. The Pathfinder Hybrid will also had hybrid emblems and hybrid
LED taillights versus the non-hybrid model. Nissan discontinued the Pathfinder Hybrid after the
model year due to limited availability and poor sales in the United States discontinued after the
model year in Canada and in other global markets except Australia and New Zealand. Restyled
taillights will be standard on Platinum trim levels, and all Pathfinders will also have new exterior
colors added. The interior also has redesigned cup holders. The model year is also its 30th
anniversary for the Nissan Pathfinder but there won't be any 30th anniversary special edition
model for the Pathfinder. The appearance package is only available on the SV and SL trim
levels. The package adds 18" X 75" dark-finished aluminum alloy wheels, black overfenders and
black door handles, Rock Creek Edition badging, leatherette-appointed seating with cloth
inserts and Rock Creek Edition badging SV trim level , leather appointed seating with Rock
Creek Edition badging SL trim level , and premium Rock Creek Edition interior trim. The
fifth-generation Pathfinder was unveiled on 4 February , scheduled for a second-quarter of
debut as a model. This model replaced the CVT with a 9-speed automatic transmission supplied
by ZF , a standard trailer sway control feature, a standard 8-inch touchscreen multimedia
system with a choice of optional 9-inch touchscreen with The new Pathfinder also has two-tone
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Check for damaged components and look for broken, bent, pushed out, or corroded connector's
pins. How much do you know about cars? Take the AutoCodes. Tech Notes What does this
mean? The auto repair labor rates vary by location, your vehicle's make and model, and even
your engine type. There is no variation in valve timing of the exhaust cam because the exhaust
camshaft is driven by the timing belt. The timing of the intake cam is varied by the relative
operation the CVVT vane to the housing. The deviation of the camshaft position from the target
point is evaluated during stable driving condition. The target camshaft position is
predetermined value depending on engine speed and throttle angle in the ECM. Get Access to
Factory Service Manuals. Need more help? Get the P Hyundai code diagnosed by a
professional: Find a repair shop in your area. Why is the Engine Light ON? Comments Help us
improve AutoCodes. Leave a comment below or tell us if the information above help you fix the
code. What are the symptoms on your vehicle for the P Hyundai code? Have you replaced any
parts? Any information is appreciated. Repair Importance Level: 3. Home - About AutoCodes.
Posted and Edit by AutoCodes. I think it's a crime that you can no longer get the WRX in
hatchback form, but I'm glad there was a time when you could -- and I'm happy that we have
reasonably nice examples like this for people who want a WRX in hot hatch form. This car has a
lot of nice benefits, including a manual transmission, the hatchback body style, and few
modifications -- but the biggest head-turner here is surely the fact that it's a one-owner car,
purchased new by the seller. The seller states that he has all service documentation dating back
to new and that records pictured in the photo gallery show the following maintenance has been
performed:. Q: I'm located a few states away so I'd have to fly out to pick it up and drive home
over the weekend. A: Juho, yes. If the car meets reserve price and you are the winning bid I can
keep it for you. We can work out a secure storage place. Q: This WRX would be right at the due
date for a timing belt service. Has this been done? A: Powermatt no it has not been done. The
car is scheduled for service this week at the dealer. Im sure they will let know if it needs it. You
just commented and need to wait a little while before posting again. I was bidding for my best
friend who lives in NYC. He really wanted it and the plan was to buy it for him and teach him
how to drive a manual. Congrats iamRonin , this is one of my very favorite hatchbacks ever!
With no new 5 door WRXs from Subaru and few clean, unmodified examples on the used
market, this example is exceptional! We're ecstatic we could make a deal happen today for
Russ! I will word it more maturely next time I suppose. Sell your car with us! It's easy. Get
Started. Sell a Car Daily Email. Exterior Interior All Photos Ended January 25 at pm Share.
Doug's Take I think it's a crime that you can no longer get the WRX in hatchback form, but I'm
glad there was a time when you could -- and I'm happy that we have reasonably nice examples
like this for people who want a WRX in hot hatch form. Highlights THIS The AutoCheck vehicle
history report shows no accidents and further indicates that this WRX has been in the care of
one South Carolina owner since new. Other features include a power sunroof, heated seats, and
more as listed below. The hatchback replaced the wagon body style with the third-generation
Impreza WRX. Compared to the outgoing model, the 3rd-gen WRX was slightly larger, has a
longer wheelbase, and added window frames. Despite the increase in size, the car's weight is
similar to the previous generation, which contributes to its driving experience. For the model
year, the standard WRX adopted the flared fenders of the STI along with wider wheels and tires,
a wider track, new struts and anti-roll bars, and stiffer rear subframe bushings. Power comes
from an "EJ" turbocharged 2. Output is sent to all 4 wheels via a 5-speed manual transmission.
Known Flaws Although it's not recorded in the history report, the seller states that the leading
edge of the front bumper was damaged by debris on the highway. The front bumper was
replaced and color-matched. Some scratches and paint chips pictured in gallery Scrape on the
corner of the front splitter Side skirt has pulled away from the body ahead of the rear wheels
Missing fasteners for the front fender and side skirts Dent below fuel door Curb rash on driver's
side rear wheel Driver's seat shows wear. Recent Service History The seller states that he has
all service documentation dating back to new and that records pictured in the photo gallery
show the following maintenance has been performed: January Oil and filter change, tire
rotation, brake service June Oil and filter change, tire rotation November Oil and filter change,
tire rotation, engine air filter replaced, brake fluid flush, new front and rear brake pads, brake
rotors resurfaced, seat heater switch replaced May Oil and filter change, engine coolant flush
January Power mirror switch replaced, driver's power window motor replaced. Russ Reputation
Icon 20 Seller. A: I am not sure what "vaped" or "smoked in" means so I would say no.
Reputation Icon 4 View answer. Reputation Icon 0 View answer. Sold to. Add a Comment
Reputation Icon 0 Reply Flag as inappropriate. The community has flagged this. Reputation Icon
1 Reply Flag as inappropriate. Re: sc3 No worries, personally I prefer the hatch like this one
because it's a really cool combo! Reputation Icon 2 Reply Flag as inappropriate. Reputation
Icon 5 Reply. Louishere Reputation Icon 15 13h. Aaaaand iamRonin wins another car!!!!! Re:

rohitkarthik Understood. TGG00 13h. Ending soon. The D2 S8 is one of the coolest big sedans,
as I absolutely love its torquey naturally-aspirated V8, its understated styling, and of course its
starring role in one of the famed car chases from "Ronin. This car also touts some excellent
recent servicing, and it hails from the final model year. Other benefits include no reserve and an
amazingly long-term seller who's owned this car practically from new. Service records shown in
the gallery detail most of the repairs and maintenance performed on this S8 during the s.
Highlights include:. The seller is listing this S8 on behalf of his father, who purchased it as a
certified pre-owned car CPO in Q: I see the parts car runs but what would stop it from making a
cross country trip to South Dakota? A: I don't know of anything that would stop it, but it has
been parked for an extended period. Although wanting to be fully transparent in my perspective
probably influenced as an automotive engineer I don't view cross country trips as particularly
taxing things to modern vehicles, I used to see our test vehicles rack up 1k miles a day for
extended periods. Q: How does each tranny shift in both of these cars? Any jolted shifts on
acceleration? Transmissions in the D2 are notorious for failing and cost of replacement is more
than the car is worth..? A: The tranny shifts normally in both directions. Q: Also I forgot to ask,
is there any clunking or weirdness with the transmission? Is it working as expected? A: There is
no clunking or weirdness that has been noticed. Everything is working as expected. Q: Hi really
neat auction for a couple of s8. How are the red pixels in the gauge cluster and center stack?
Are they all working properly or have some given up over time? A: I don't believe there are
failed pixels in the center stack but I will ask for verification. You can see a video of the gauge
cluster from cold start in the videos section below. You just commented and need to wait a little
while before posting again. I'm so happy to see that this S8 did so well. It makes me feel a lot
better about my personal collection of 4 D2 S8s. I own a bunch of these D2s And good "covers"
are hard to find. It is actually my dads but he has your contact info and will reach out. He is local
and around today. These S8s are fantastic super sedans especially with the legendary 4. Sell
your car with us! It's easy. Get Started. Sell a Car Daily Email. Exterior Interior All Photos Ended
January 29 at pm Share. Make Audi Model S8 Seller. Doug's Take The D2 S8 is one of the
coolest big sedans, as I absolutely love its torquey naturally-aspirated V8, its understated
styling, and of course its starring role in one of the famed car chases from "Ronin. Highlights
THIS The attached AutoCheck history report confirms that the seller purchased this car in The
seller is including a running S8 parts car with over , miles in the sale. According to the seller the
car is driveable, and is shown in the "other" section of the photo gallery. Service records
pictured in the gallery detail most of the repairs and maintenance performed on this S8 during
the s. The list of parts changed in includes the battery, the fuel pump, the brake pads and
rotors, and the EVAP system's purge valve. The timing belt and the water pump were last
replaced at 62, miles in September Unmodified, this S8 is equipped with a sport suspension,
wood interior trim, heated front and rear seats, and a Bose surround-sound system, among
other features. Introduced to the American market in late , and produced until , the "D2" S8 was
a sportier evolution of the first-generation A8, which featured an all-aluminum platform named
Audi Space Frame. Aimed directly at AMG's take on the Mercedes-Benz S-Class, the S8 stood
out from the A8 with a more powerful V8 engine, a lowered sport suspension, speed-sensitive
power steering, and electronic stability control. Audi imported units of the S8 to the United
States for the model year, according to enthusiast forum AudiWorld. Power for this S8 comes
from a 4. It spins the 4 wheels via a 5-speed automatic transmission and Audi's Quattro
permanent all-wheel-drive system. Equipment inch wheels Sport suspension Wood interior trim
Leather upholstery Power-adjustable front sport seats with a memory function Heated front and
rear seats Rear sunshades Sunroof 6-disc CD changer Bose sound system Front and rear
parking sensors. Known Flaws Although the attached AutoCheck history report lists no
accidents, the seller states that the front bumper was overhauled in October after it got caught
on a curb. Scratches on the bumpers Driver-side rear light cracked not cracked on the parts car
Scratches on the wheels Wear on the leather upholstery Front underbody panel cracked and
loose Some scrapes on underside. Recent Service History Service records shown in the gallery
detail most of the repairs and maintenance performed on this S8 during the s. Highlights
include: December 90, miles : Evap system purge valve and fuel cap replaced September 90,
miles : Battery, fuel pump, plus front and rear brake pads and rotors replaced and brake fluid
flushed November Front lower control arms replaced August 88, miles : Rear brake pads and
rotors replaced October Front brake rotors and pads, front axles, and front upper control arms
replaced September 62, miles : Timing belt and associated hardware, water pump, thermostat,
cam and crank seals, and serpentine belt replaced The seller adds that the tires were replaced
in September at 81, miles. Ownership History The seller is listing this S8 on behalf of his father,
who purchased it as a certified pre-owned car CPO in Reputation Icon 5 View answer.
ChinDynasty01 Reputation Icon Reputation Icon 3 View answer. Reputation Icon 1 View answer.

Reputation Icon 0 View answer. Sold to. Add a Comment Reputation Icon 0 Reply Flag as
inappropriate. Congratulations, seller and buyer! You've both got great taste! Reputation Icon 2
Reply Flag as inappropriate. Re: Quirksand taking it. Quirksand Reputation Icon 13h. Enquiring
minds want to know: Are you taking or leaving the parts car? Reputation Icon 1 Reply Flag as
inappropriate. Congrats to the winner. Nice - Maybe I should be listing my S8 after all Congrats
to both the Seller and Buyer. Re: BuyCarsTooOften hope you're around tonight! I'm local.
Reputation Icon 5 Reply Flag as inappropriate. Please let me know if the parts car will be parted
out. I need the front bumper. Congrats, good show! Enjoy them, what part of the US are they
headed to? Reputation Icon 4 Reply. N Reputation Icon 2 13h. Ending soon. The fuel tank
assemblies may be missing adhesive between two layers of tâ€¦. Ford Motor Company is
recalling thousands of vehicles that may have had obsolete Takata service parts installed in
collision and theft repairs after the Taâ€¦. The lighting control unit may malfunction and cause
the left exterior â€¦. The sofâ€¦. The vehicles were produced wâ€¦. To put it mildly, automakers
don't like to conduct recalls. They are very expensive and don't exactly do wonders for
marketing efforts. Most problems never get to the recall stage; that doesn't mean they're not
problems, it just means the manufacturer has managed to wriggle out of conducting a full-scale
recall. Much more common are "secret" warranties. Also, newer vehicles with persistent
problems may be covered by the in your state. This listing may not include every recall. See The
rear toe link may fracture, reducing the driver's ability to control the vehicle. The vehicle may
suffer a loss of drive power from a DC-DC converter shutdown. Heat from the engine
compartment may cause elevated temperatures on the passenger compartment. The automaker
says additional vehicles have the electrical problem that causes the hazard. Eighteen people
have died and hundreds have reportedly been injured by these airbags in the U. The interior
cabin floor and seat attachments could reach elevated temperatures. The brand emblem and
securing nuts may become projectiles in an airbag deployment. The Remote Smart Parking
Assist software may fail to prevent vehicle movement. The transmission could be in a gear state
different from the selected gearshift position. Fuel may not be correctly supplied to the engine
while using the stop and restart feature. The tire pressure label and owner's manual have
incorrect tire size information. The daytime running lamps can remain activated instead of
dimming as designed. The wire harness for the third row seat accessory power outlet may short
circuit. The vehicles were given temporary replacement inflators that must now be replaced.
Affected vehicles could suffer an intermittent loss of power steering assist. Rear seat lower
anchor bars used in securing child restraint seats may become damaged. The driver airbag
inflators may rupture or the airbag cushion may underinflate. A front seat belt pretensioner can
generate excessive sparks when it deploys. The driver or passenger front seat may not provide
adequate crash protection. The vehicle's instrument panel displays and braking assist could
malfunction. The vehicle may pull to one side unexpectedly, increasing the risk of a crash. The
Heating, Ventilating and Air Conditioning blower motor may short circuit. The driver's side front
airbag modules may not have been bolted down properly. Vehicle modifications may not
comply with applicable regulatory requirements. The driver's seat belt buckle mounting strap
may fracture and separate from the seat frame. Certain steering and suspension components
may not have been tightened properly. Wiring and electrical connectors in the blower-regulator
wiring harness may overheating. The audible warning signal for an unbelted driver to fasten the
seat belt may be disabled. The seatbelt for a passenger in the rear middle position might not be
properly secured,. The key may removed from the ignition when the transmission shift lever is
not in "Park. The vehicle could suffer a loss of steering, increasing the risk of a crash. The
passenger front airbag deployment may be delayed or may not completely deploy. The vehicle
could move while in Park, increasing the risk of a crash or injury. Front seat side airbags and
curtain shield airbags may not deploy as intended. The brake master cylinder casting may be
too short, causing a loss of brakes. The transmission could be in a gear state different from the
gearshift position. The driver and passenger sun visors may lack the required airbag warning
information. The brake lights may remain illuminated when the brakes are not being pressed.
The heater for the positive crankcase ventilation PCV valve may short circuit. The rear-right seat
may have insufficient welds on the head-restraint bracket. The front passenger leather seat may
shrink due to high humidity and high temperature. The child seat anchorage point on the center
positon of the rear seat may be covered and inaccessible. Excessive cylinder pressure may
damage the engineExcessive cylinder pressure may damage the engine. The instrument cluster
may not provide a visual warning when the brake system fails. The transmission shift lever can
be moved from the "Park" position without the brake applied. The vehicle may downshift
unexpectedly and decelerate abruptlyThe vehicle may downshift unexpectedly and decelerate
abruptly. The vehicles do not have a functioning windshield defrosting and defogging system.
The front airbag may have a delayed deployment for unbelted front seat passengers. The

vehicles not meet required enhanced level of high voltage access protection. The instrument
cluster may fail resulting in a lack of activation of warning chimes. The load carrying capacity
modification label may have been incorrectly calculated. The automaker will inspect the
reinstallation of fuel tubes in replaced engines. The vehicles may not adequately detect if a
driver has his or her hands off the steering wheel. The fuel cell stack may shut down
erroneously, resulting in an unexpected loss of motive power. The front passenger, knee and
passenger seat-mounted side airbag may fail to deploy. Information about using the child
restraint anchorage system may be incorrect. The plastic cover on the driver front airbag
module may detach during deployment. The power sliding doors may stick and not properly
latch to the door strikers. Inappropriate installation of the wiring harness may affect operation
of safety components. The airbags may deploy unintentionally, increasing the risk of injury or
crash. Sparks from a front seatbelt pretensioner may ignite materials in the vehicle. The ignition
switch may move out of the run position to the accessory position. The front passenger airbag
may not be deactivated if a child seat is in the front. The vehicle could suffer a loss of drive or
move while in the "Park" position. The LED module for the panoramic sunroof ambient light bar
may short circuit. The key may be removed from the ignition while the vehicle shift lever is not
in "Park". A child seat may not be able to be properly installed in the center rear seat position.
The engine operation, seat belt functions and instrument cluster could be impaired. The
vehicles were shipped with the European brake reservoir pictogram cap label. The rear
insulation mat in the engine compartment may deform, increasing risk of a fire. Exposure to the
elements can cause corrosion, which can lead to loss of power steering while driving. Water
may leak into the body control module and its connectors, causing corrosion. The transmission
could be in a different gear than indicated by shift lever position. A component of the side
airbag curtain inflator may detach during deployment. The rear passenger door on the driver
side may indicate it is locked, when it may not be. Excessive internal pressure may cause the
driver side front airbag to rupture. The brake light switch plunger may not retract when the
brake pedal is not being pressed. The brightness of the backlighting for the Instrument Panel
Cluster cannot be adjusted. Unbelted, small adult drivers may be at a higher risk of neck injury
in a crash. Moving the shift lever from Park to Drive may cause a loss of gear indication. The
recliner joints on the lower seat frame for the rear seats may not be welded properly. The seat
belt linkages for both front seat belts may detach from the seat belt anchor pretensioners.
Transaxle assembly components may wear, leading to a potential short circuit. An insufficient
weld may have reduced the strength of the rear left side seat back. The front wheel rim may not
be marked with the rim size and the DOT designation. The fuel level in the main tank to fall too
low to supply fuel to the engine. An improperly secured seat, seatback or seatbelt anchor could
cause passenger injury. The vehicles may experience a temporary loss of electric power
steering assist. The left front axle steering knuckle could fail, increasing the risk of a crash. The
parking brake lever may have to travel farther before the parking brake engages. The front
passenger airbag could be deactivated, increasing the risk of injury. The possible lack of
energy-absorbing foam blocks in replacement headliners increases the risk of injury. Water may
get into the battery management system causing an electrical short. The rear suspension
toe-links may loosen and disconnect from the rear suspension system. Loose engine oil cooler
lines could cause an oil leak in the engine compartment. The driveline may vibrate and fracture
the driveline components or the transmission. The front driveshaft bolts may loosen allowing
the front driveshaft to disconnect. The occupant protection control may malfunction, not
properly identifying passenger seat occupants. The rear CV joint may fatigue and break, which
could cause the car to stop suddenly. It may be possible to remove the ignition key without the
transmission being in the "Park" position. The air bag inflator could separate and propel air bag
debris into the cabin. The vehicle's composite underbody panel may melt, increasing the risk of
a fire. The front passenger seat belt buckle may separate from the seat belt bracket. A hose may
separate from the engine oil cooler tube assembly causing an oil leak. The rear bench seat
frame may contact and damage the fuel pump wiring harness. The foot-operated parking brake
system that has a parking brake cable that may disengage. A seam in the fabric section of the
side curtain airbags may tear during deployment. The hatchback may be unlatched with a single
press of the interior latch release button. The drain hose for the air conditioning may leak into
the passenger compartment. Coolant may enter the engine control module causing a loss of
power or an engine stall. The driver-side front air bag that may not adequately protect the
driver's neck from injury. The windows may close on an object such as a body part before the
windows auto-reverse. The vehicle may not move if the accelerator pedal is pressed and
released repeatedly. The Electronic Stability Program control unit may have been damaged
before being installed. Chassis fastener joints may loosen and fail or fall out, reducing steering
and handling capability. The vehicle's accessory exhaust tips may contact people and possibly

burn them. The rear tie rod could fail and cause a loss of vehicle control, increasing the risk of a
crash. The brake light switch plunger can remain extended when the brake pedal is released.
The vehicles' driveshaft may fracture and fail, causing a loss of propulsion. A system overheat
condition may cause the hybrid powertrain control module to shut off the engine. The rear child
door locks may disengage, allowing a child to open a rear door. The electronic park lock lever
may allow the ignition key to be removed without the transmission being in PARK. A failure to
recognize that the passenger seat is occupied may disable the air bag. The Federal Certification
Label may list an incorrect rear axle weight limit. The child seat tether anchors in the second
row center seating position are blocked. The secondary hood latch may not adequately secure
the hood to prevent it from opening. The wiring in the seat heaters may be damaged when the
seat cushion is compressed. The third row seatback may become loose and may separate from
the seat frame. The power steering return hose may rupture at engine start-up in cold weather.
The transmission may lock in the Park or Neutral position when the vehicle comes to a stop.
The front upper control arms may have inadequate welds that can affect steering. Insufficient
brake fluid pressure may lengthen the distance needed to stop the vehicle. The flexible steel
cable that connects the seat belt to the vehicle can fatigue and separate over time. The vehicles'
engine block heaters have elements that may overheat while plugged in. The starter harness
terminal may contact the heat shield, resulting in an electrical short. The left front brake caliper
may crack due to being made from an incorrect material. An electrical short can cause electrical
connectors of an underbody sensor to overheat. The audible warning when front seat
occupants do not fasten their seat belts may fail. The relay inside the electronic brake booster
may freeze in very cold temperatures. Automatic transmission key interlock connectors may not
have been connected on some vehicles. The Curtain-Shield-Airbags and seat belt pretensioners
may activate when not necessary. The secondary hood latch may remain in the unlatched
position when the hood is closed. One of the driver-side seat belt assembly bolts may not be
tightened properly. The seat belts may not properly restrain the seat occupant in the event of a
crash. The third row left lower seat frame may have welds that are not in the correction location.
It may be possible to shift out of the "Park" position without depressing the brake pedal. The
stop lamp switch plunger may remain extended when the brake pedal is released. The occupant
classification system may incorrectly classify the front passenger seat as empty. The
Passenger Occupant Detection System may have been manufactured improperly. The switch
may develop a short circuit that can cause the switch assembly to overheat and melt. The
vehicle may falsely detect an obstacle in its path and unexpectedly apply the brakes. Electrical
interference may cause the hybrid system to switch into fail-safe mode. A malfunctioning brake
light switch may cause the brake lights to not illuminate. The coil antenna module that powers
the rear defogger system may generate excessive heat. No GM employees are expected to face
criminal charges even though consumers died. The transmission can unexpectedly shift into
neutral while the car is being driven. The front side marker lights may not work in conjunction
with the parking lights or the headlights. A battery harness that may rub against the frame
bracket for the right engine mount. A center console trim panel issue could delay the transition
from the accelerator pedal to the brake pedal. Use of the front windshield wipers on dry glass
may cause damage to the body control module. There could be a change in ride height, loss of
rear end stability and reduced braking capabilities. The vehicles' roof panel could close
automatically when the non-recessed switches are pressed. The vehicles may be missing the
required tire placard indicating "Tire and Loading Information. The vehicles do not meet the
side impact performance requirements for the rear seat passengers. The engine cover may
detach from the engine and contact the exhaust manifold. The third row seatbelt may be trapped
between the rear seat and the rear sideliner. The driver seat and the front passenger seat
occupants may not be properly restrained in the event of a crash. The power liftgate struts may
prematurely wear and the open liftgate may suddenly fall. The connector module that controls
the blower motor speed for the heating, ventilation and air conditioning system may overheat.
Water may enter the Power Liftgate Control Module and cause a high resistance short circuit.
The brake line at the left rear wheel area may not have been properly tightened. The solenoid
valves of the Anti-Lock Braking System actuators may be contaminated. Prolonged exposure to
elevated underbody temperatures can cause degradation of the fuel tank. The tire placcard
incorrectly states the recommended cold tire inflation pressure. The motorcycles may have
been built with an improperly manufactured rear shock absorber. The console transmission
gear selection indicator may not illuminate the shift position selected. The sunroof may
continue to close instead of stopping when the vehicle is turned off. The vehicles could
experience a sudden loss of electric power steering assist. A weld connecting the steering
system intermediate shaft to the steering gear box may be inadequate. The shift selector can be
moved out of the "Park" position without depressing the brake pedal. Drivers may be able to

exit the vehicle when the transmission is not in Park. The inflator tube for the side curtain air
bag may have been manufactured incorrectly. The second row overhead assist grips may
detach deployment of the curtain shield airbag. The fuel pressure sensor may not have been
seated properly to the fuel jumper line. The driver and front passenger seatback adjustment
mechanism may not be fully engaged. The left-side front suspension lower arm may have been
manufactured incorrectly. The company says it's unaware of any accidents or injuries related to
these inflators. The passenger safety belt tension sensor may misclassify the size of the front
passenger seat occupant. The driver's side exterior rearview mirror may not meet federal safety
standards. The vehicles have a reduced clearance between the seat frame and the seat track
assembly. The vehicles may contain an incorrect Load Carrying Capacity Modification label. The
driver and front passenger seat belt may not extend or retract in low temperatures. The
vehicles' steering issue may have been improperly repaired in a previous recall. The driver's
frontal air bag inflator may have been manufactured with an incorrect part. Fuel may leak from
the one of the fuel delivery pipes in the engine compartment. The frontal air bags may deploy
with a lower velocity than designed for the actual seat position. The vehicles could suffer a loss
of steering, increasing the risk of a crash. Various problems including ignition switch, seat
belts, brake fluid and glove compartment doors. The ignition switch may move out of the run
position, turning off the engine. The transmission shift cable could separate while the vehicle is
being driven. The shock absorber tubes may separate from the shock absorber clevis brackets.
Passenger airbags will be replaced in models of the 3 Series pre-predecessor generation. The
ignition switch could move out of the run position, turning off the engine. The Electronic Power
Assist Steering may have a flaw leading to loss of control. The air bags may not deploy and the
seat belt pretensioners may not activate. The airbag inflator could rupture with metal fragments
striking the passenger. A bolt used to connect the intermediate shaft to the upper steering
assembly could fall out. Brake rotors intended for the rear of the car may have been installed on
the front. The air bag assembly installed in the steering wheel may come loose from its
mounting. The park pawl not properly engaging when the transmission is in the "Park" position.
Sub-harness for the headlights may overheat and cause the low beam headlights to go out. The
software may incorrectly classify the passenger seat as empty when it is occupied. The
transmission shift cable adjuster may disengage from the transmission shift lever. Safety
advocates say GM may try to use its bankruptcy to escape liability for deaths and injuries. A
seat belt assembly might not be properly secured to the vehicle floor anchorage. The company
has launched a "customer satisfaction" campaign to address the issue. An electrical glitch
could result in the illumination of various warning lights. Transistors in the inverter module may
become damaged from high operating temperatures. The Tire and Loading Information label
overstates the maximum load and passenger carrying capacity. The bolts attaching the rear
lower control arms to the sub-frame of the vehicle may be loose. The bolts that fasten the drive
plate to the torque converter may loosen and come out. The bolts that attach the drive shaft to
the automatic transmission transfer assembly could loosen. The holder for the fuse that
controls the vehicle's exterior lights circuit may melt. A powertrain control module software
problem may result in a stall-like condition. The warning lights in the instrument cluster may fail
to illuminate as designed. An electrical problem could cause anti-lock brake system and
electronic stability control failure. The vehicles may contain brake fluid which does not protect
against corrosion. The brake master cylinder may reduce the pressure supplied to the front
brakes. A problem with the air conditioning condenser unit housing could affect airbag
performance. The shift lever could be moved out of Park position without depressing the brake
pedal. The half shaft joints may loosen and separate, increasing the risk of a crash. There may
be a loss of power transfer through the transmission to the wheels. The screws that attach the
seat belt pre-tensioner to the seat belt retractor can loosen over tim. Deactivation of the safety
lock could lead to an unintended opening of the door. The occupant detection system may not
differentiate whether an adult or child is in the seat. But the company, which was bailed out by
taxpayers, still refuses to recall Jeeps said to be fire-prone. Engine can stall at highway speeds,
Ford owners say, echoing complaints filed with feds. At least people have burned to death in
rear-end accidents involving Grand Cherokees. A problem with electronic stability control
system increases the risk of a crash. The brake-shift interlock blocking mechanism may
malfunction, increasing a crash risk. A problem with side curtain airbag deployment could
cause a laceration injury. Rust is not something you expect on a new car but that doesn't mean
it can't happen. Problems with front passenger bags in the Santa Fe, side airbags in the Sonata.
Short-term rentals fill the niche between car-sharing and traditional rentals. The second half of
Chrysler's "Halftime in America" marketing campaign is now making the rounds in the
American living room. New Dodge Challenger Rallye Redeye adds more style and presence to
an already popular lineup. Ford owners will get a flash drive with data to repair malfunctioning

touch-screen systems. Drive belt problem could cause stalling, overheating, power steering
failure. Calls the Jeep "a modern day Pinto for soccer moms" prone to burst into flames.
Consolidated complaint alleges consumers were forced to sign nondisclosure agreements.
Automaker says it reviewed more than 4, cases, found no flaw in its electronics. Since it's
smaller than the Chrysler , the new model will be known as the Chrysler Denial comes day after
out-of-control Prius incident on San Diego Freeway. Toyota, Ford, Chrysler all figure in
consumer complaints of unintended acceleration. A component of the cruise control
deactivation switch may deteriorate over time and develop a leak.. Consumers shouldn't lose
their lemon law, defective vehicle rights, groups argue. The buildup of snow or ice on the
windshield or wipers could restrict the movement of the wiper arm. Mercedes-Benz is recalling
3, S Class luxury cars because of a faulty transistor. Any engine that does not pass a specific
vacuum test will be replaced according to Mazda. A year-old man was run over and killed by a
Grand Cherokee in a Connecticut car wash. Ford has settled a class-action lawsuit over the
troublesome plastic intake manifolds on certain Ford and Lincoln-Mercury models. A Toyota
Prius suddenly stalled, then unaccountably took off and smashed into the tow truck that had
come to remove it. A reader reports to us that his Prius shut down after just three weeks on the
road. Woman was killed, her husband injured when their Iowa home burned to the ground.
Although hybrid vehicle sales are off and running, American manufacturers are being left at the
starting line. Defective cruise-control module ignited fires that destroyed their clients' vehicles,
suit charges. Scott of Rockland, ME may have identified a major oversight on Toyota's part.
Find information on some of Nissan's top makes and models that have been recalled. Sign up to
receive our free weekly newsletter. We value your privacy. Unsubscribe easily. Home News
Automotive Recalls. Ford recalls vehicles with obsolete Takata airbag components The Parts
may have been installed on vehicles as part of collision or theft repairs Ford Motor Company is
recalling thousands of vehicles that may have had obsolete Takata service parts installed in
collision and theft repairs after the Taâ€¦. Ford recalls model year Bronco Sport vehicles Rear
suspension modules may not be fully secured to the subframe Ford Motor Company is recalling
about 1, model year Ford Bronco Sport vehicles sold in the U. Archive Select a year Year Other.
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. More than 1. General Motors recalls model year Buick Envisions. Chrysler recalls model year
Dodge Grand Caravans. Mercedes-Benz recalls model year Es and E 4Matics. Honda recalls
Civics with 2. Hyundai recalls 1. BMW recalling 1. GM announces 7. GM recalls another 2. GM
recalls nearly 2. GM recalls another 1. Did GM drag its feet in ignition-switch recalls? Suzuki
Pulls Out of U. Grassley suggests. Chrysler Recalls Models With 3. Toyota Recalls 2. GM
Recalling 1. Toyota Adds 1. Could a Corolla Be the Answer? It just didn't work out. Are Used
Hybrids a Pig in a Poke? Is Toyota's Quality Slipping? VW Minivan Returning to U. More than
Half of U. Thinking of Buying a Hybrid? Do the Math! Toyota's errors and omissions Scott of
Rockland, ME may have identified a major oversight on Toyota's part. Nissan Recalls Find
information on some of Nissan's top makes and models that have been recalled. Ford Recalls.
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