2003 mercury grand marquis door panel removal

Remember Me? What's New? Results 1 to 9 of 9. Thread: Door Panel Removal. Thread Tools
Show Printable Version. Door Panel Removal I didn't have much luck finding exactly what I was
looking for with a search, so here goes Could anyone instruct me on how the entire door panels
come off? I need to remove three of them to service windows. The windows in both front doors
are moving slowly now, and the driver's side squeaks, so I'd like to lube the mechanisms before
things get too bad. Plus, the driver's side rear door, the window is stuck in the fully closed
position. I know it's not the switch because I see the volts drop on the voltmeter when I try to
open the window that little gauge is just so handy! I've dealt with this before in my old Lincoln
and know how to take care of it, I just haven't a clue as to how to safely remove the door panels.
Any advice would be appreciated. Black S un shine A F. T 3 SOLD! The P71 Flying Snow. Sold 4.
The P71 Jinbei. Sold 5. It's a part-time job. Support the troops. Thank you. For whatever reason I
couldn't find this, but that's exactly what I was looking for. Muchas gracias. Age 49 Posts My
front windows were slow, too. In the Ford service manual there is a procedure for adjusting the
window guides and regulator. The thing I did different was I tightened the window guides when
the window was only 2 or 3 inches raised from its lowest position. This setting and lubing the
guides made a world of difference to their performance and should take a lot of load off of the
window motors and regulators. Well, I got it all done today. I hammered the motor for the rear
left window and now it works like new. But I can't seem to do much for lubing the front left
window. It seems that it's the glass that needs lubing near the top of the door, but I'm quite
reluctant to place any lubricant up there. Ledzilla, it's quarter past two BTW: I finally figured out
how to remove my door panel when I had to replace the seat heater switch. There are some
really diabolical designers working at FoMoCo I know it's late, but I just got home from a date
with a really great woman, and my back is killing me so I can't sleep anyway Feeling good and
bad at the same time. Talk about mixed signals. As for the design, I love the way ours is set up
far more than how it was done in my Lincoln. It had those damned pegs or whatever they were. I
can take apart the door and put it back together and it stays together, not like the damned doors
on my Lincoln. Had to fix a window and the door panel never stayed on correctly afterwards.
Originally Posted by ledzilla. Replies: 4 Last Post: , PM. How to remove front door panel? By
Ladyhawke in forum Shop Talk. Replies: 7 Last Post: , PM. Door Panel Help!!! By fordman in
forum Community Discussion. Replies: 8 Last Post: , AM. Door Panel Removal By SlkMerc in
forum Shop Talk. Replies: 6 Last Post: , AM. All times are GMT The time now is AM. Joe
answered 6 years ago. You will have to remove rear wing suport take out small window with rear
window down. Rivits just drill out. Hope this help. Guru94JFH8 answered 4 months ago. I've
located only two screws. My window regulator has stopped working. Motor is fine. Did a reset
and now it wont stop clicking Should have left it alone. The switches are on the armrest part of
the door, can this be accessed without removing the entire door panel? I have a different car.
Content submitted by Users is not endorsed by CarGurus, does not express the opinions of
CarGurus, and should not be considered reviewed, screened, or approved by CarGurus. Please
refer to CarGurus Terms of Use. Content will be removed if CarGurus becomes aware that it
violates our policies. I have the door panel off the door already but How do i replace the rear
driver side quarter window? I have the door panel off the door already but i cant figure out how
to remove the window itself. Report Follow. Mark helpful. Your Answer:. Upload Photo Photo
optional. Related Questions. Start a new Mercury Grand Marquis question. Sell Your Car
Yourself With a simple, secure transaction. Get Started. Search Mercury Grand Marquis
Questions. CarGurus Experts. Know more, shop wisely Search. Related Models For Sale. Used
Cars for Sale. Created on: Exterior door handle broken? This video will show you how to
replace it yourself on the Mercury Grand Marquis. Brought to you by 1AAuto. Hi, I'm Mike from
1A Auto. I hope this how-to video helps you out, and next time you need parts for your vehicle,
think of 1AAuto. In this video we're going to show you how to replace a rear outside door
handle on this Grand Marquis. It's pretty much the same as any to Grand Marquis, as well as the
Ford Crown Victoria although there may be some differences in how you remove and re-install
the door panel. Okay, use a flat blade screwdriver and come under here and carefully pry this
up. Pry it up here and pull it right out. Okay, and now you'll need a Phillips screwdriver. Just
carefully remove these two Phillips screws. Use your flat blade screwdriver and go right in here.
You can see a tab on the side. Pry up and pull down on one side and turn it over, same thing
right over here. Pry up. Okay, now you want to use your flat blade screwdriver and pry down on
the top of this bezel, and then it comes out, and then there's two little cover lids here. Just pry
at the bottom. Use the bottom, that way if you accidentally scratch something it's less likely to
show. Now, there are four screws, Phillips screws to remove here and here, and then one down
here. Just speed up the film here as I remove those four Phillips screws. Once those screws are
out, lift up on your panel. You have to shake it a little bit to get it out, and then pull your switch
through, and the panel comes off. You slowly and carefully pull up your water shield. Be careful

not to rip it or stretch it too much, and pull that up so you can access the inside of the door.
Come in here and pull that off and pull this rod out. Right in here underneath there's going to be
two rivets. You want to punch the middle of the rivets right out. That's what the rivets look like
punched out. As you can see me doing here, and then I'll speed up as I drill out the second one.
It comes off. Before you put the new handle in, make sure that you knock the piece of the rivet
out. What I do here is just use a drill to shave down the rivet basically to the surface of the door,
and then again hit it with my punch and it comes right out. Okay, if your door should shut, no
worries. Actually, just reach in here with your finger and push down on the little lever and open
it up. Take this lever, put it right in, twist it down, and put that in. Put your handle right up. Open
it and put it in. Shove the door handle in. You want to use a couple of small Phillips screws with
lock nuts, and just take the Phillips and feed the screws through the handle into the door. Yes, I
got that one in. Reach in behind, hold the screw here, and reach in behind and thread the nut on
this side. Okay, I'm going to speed it up here. I take the second screw, put it through the hole,
start the lock nut on the other side, and then might suggest getting a helper, as I do here. He's
actually just turning the screwdriver while I hold on to the lock nut on the other side with a
wrench. Back inside, push your rod up. Push the rod up as high as you can with the socket in
place. Put in this one. Make sure the door is unlocked. Okay, now carefully put your water shield
back in place and stick it on there as best you can. Put the panel back in and make sure you
feed your switch through the hole in the insulation here. It clicks, just go right into the door and
put it in place. Make sure that your lock button goes up and in. Push it again, the door, and
down, and on. Pull your switch through. Okay, and I'll speed up again as I put the four screws
back in. The two longest screws are the ones that go way down at the bottom and right under
the door handle, and then the kind of shorter pinhead screws go into the door-pull. Fast-forward
again as I put the Phillips screws in and tighten them up for the switch. We hope this video
helps you out. Brought to you by Please feel free to call us toll-free, We're the company that's
here for you on the Internet and in person. Orders ship same day when ordered by 2pm ET.
Need your part faster? Choose expedited shipping at checkout. Providing you the highest
quality, direct fit replacement auto parts enforced to the strictest product standards. Exceeding
customers' expectations every day, our team of passionate auto enthusiasts are here to help.
Thousands of how-to auto repair videos specific to year, make and model guide you
step-by-step through your repair. Our how-to videos have helped repair over million vehicles.
Track Order. Free Shipping My Cart. Proceed To Checkout. Video Library. Share on:. Copy URL.
Twist the door lever to the door handle Insert the door handle into the door Feed the Phillips
screws with locknuts into the door handle Tighten the Phillips screws with a Phillips
screwdriver and wrench Reconnect the door lever to the yellow clip. Put the water shield into
place Lift the door panel into place Connect the trunk switch wiring harness Push in the door
panel clips Insert and tighten the two Phillips screws at the pull handle Insert and tighten the
two Phillips screws at the bottom of the door panel Connect the window switch wiring
harnesses Push in the window switch panel Push on the trim piece inside the door handle.
Watch video. Shop Products. Search 1A Auto videos for your car repair. Year Save this video to
my 1A Auto Account. Guaranteed To Fit Providing you the highest quality, direct fit replacement
auto parts enforced to the strictest product standards. USA Customer Support Exceeding
customers' expectations every day, our team of passionate auto enthusiasts are here to help.
Instructional Video Library Thousands of how-to auto repair videos specific to year, make and
model guide you step-by-step through your repair. Terms of Use Privacy Policy. Created on:
This video shows how to remove the door panel, window and window regulator, and how to test
the new window regulator. Follow along to replace it yourself. Brought to you by 1AAuto. I'm
Mike from 1A Auto. I hope this how-to video helps you out and next time you need parts for your
vehicle, think of 1AAuto. In this video, we're going to show you how to remove and replace the
driver's front window regulator on this Mercury Grand Marquis. Obviously, it's the same as the
passenger's side. This is also similar for the Ford Crown Victoria, although on some of yours,
removing the door panel may be a little bit different of a procedure. Start with a flat blade
screwdriver, carefully pry up your switch panel here in the front. Move back and forth and pull
up your hands, just shake that back and forth. It comes up and out. Then, again, with your flat
blade screwdriver, pry up here and take off your mirror switch. Then, move these connectors
and there's little tabs that lock, they lock them on. Pry it from the other side. Pry out down here.
Pull up on this connector and get it started. Pull up with a finger on this one. Place it there. Just
carefully go in and these little cap just pry that one out going from the bottom so if you scrape
something its more difficult to see. Then, right here, put your screwdriver in up top and you see
a little space where the screwdriver goes, and pry that bezel out. Now, there's five Phillips screw
to remove; one there, one there, there, one right there and then one right down here at the
bottom. Now, I'm going to fast forward as I remove those five screws. They're obviously easy to

remove because they're just screws but they try to stay in there. As you're pulling them out or
as you're turning them counterclockwise, you may have to reach in with your fingernail and pull
them out. Otherwise, just make sure if you can't get out of the panel, just make sure that you
need to pull the panel off and if you drop them, you just recover them before you go to the next
step. Once you have those screws out, just lift up on the panel and bring it out. On the back
side, there are two connectors. Pull back on a couple of tabs here, disconnect that. Then, pull
up on this tab and disconnect that and your door panel is off. I'm going to fast forward here as I
do some additional prep. You to remove the speaker, which is just three Phillip screws. Then
you pull the speaker out and there's connector at the back. You just push the tab and
disconnect it. Then, there's also a small junction block down below that you just hold down with
one Phillip screw, remove that and let that hang down. Then slowly pull your water shield down.
Be careful not to rip or tear it. You just have to pull it out from the door handle and back and out
of your way. Now, what you want to do is you want to use the punch with a nice point on it and
you want to knock out the center of these rivets. Just fast forward as I do that last one, and then
there's two down lower on the door that you want to remove as well. They have cable activated
regulators and actually, mine works fine. What I'm going to do is when your regulator goes,
your cable will basically snap and when you press the button, you'll hear the motor working and
sometimes you'll hear a grinding noise or hear the motor work but the window doesn't move.
I'm just going to turn my key on and we'll see the regulator works fine so I'm going to move it
up. If you had a broken window regulator, you'll be able to move it by hand at this point. That's
what you want to do, you want to move it by hand to the same position I'm moving mine, too.
What you're going to want to do is you're going to want to basically move windows about this
level and pull your inside door handle off. Taking the screw out, move the handle forward, pull it
out and then just pull it up, and twist it forward. What you'll see is you have two more rivets
holding the window. You'll want to, just like you did with the other, you want to use the same
process and knock the centers of the rivets out and then drill them out. I'm very light going to
drill these rivets. They're nice, soft aluminum so they should come apart pretty easy. You don't
want to push hard because you don't want them to spin around. The rivets, you have to drill out.
You see, I'm doing the two for the window to the regulator, as well as the other ones that hold
the regulator to the door. Now, your window motor is connected right here. Pull down on this
tab here and out. You want to take this inner rubber strip, pry it up and off. Then take your
punch again and just knock out the rest of the rivets from the window. Now, what I'm going to
do is once you get it loose from your regulator, let it down, let your window down. Let the front
go down in, just pull this up and out. It wants to get caught on the regulator. Slide out your
window up and out. Now, at the top, there's two 11mm bolts, use the socket and ratchet. I'll just
speed it up here as I remove those two 11 mm nuts. Get those bolts out. Pull your regulator
back out and bring the whole assembly right out through here. Okay, new regulator from 1A
Auto, put it right in. Put right in and reach through. And up and in. And up here just kind of lead
them in. And hang these two studs. They come right through here. I'm going to take these nuts.
I'll fast forward here as I just take those nuts and start them on with my fingers and get them
finger-tight to hold things in place. Okay, now, we're going to take some hardware store bought
little screws, a washer and a nut. At the bottom, put those in, washer on the back side and
locking style nuts so that they are less likely to come apart. I'm going to fast forward. What I'm
doing quite simply is rather than using rivets to put it back together, I'm just using nuts and
bolts that I sourced at the hardware store. Obviously, if you had rivets and a rivet gun, you
could go that route. Most times, this is easier for people though. Before we tighten it up, pull our
lead around and pull it through, plug it right in. I'm using a wrench on the back side, and put a
screwdriver on the front side and tighten these up. Just like before, just going to speed it up
here as I go over all the bolts that hold both the rail to the door, as well as the window motor to
the door and make sure they're nice and tight. Additionally I use my 11 mm socket and ratchet
and tighten up the two top nuts that hold the top of the rail to the door. Now, take your glass.
Make sure they're clear of old rivets here. Now, take your glass, make sure that there's no
remnant of the old rivets. Okay, now, take your glass and you can see there's kind of a remnant
of the old rivet in there. Use your screwdriver and believe it or not, it's actually very difficult to
break this glass. Now, use pliers or screwdriver and make you pry out or remove any of those
remaining parts of the rivets from the window. Now, put the glass in nose first, I insert it. Make
sure you get on the outside of the regulator. Just twist it up in place. Looking right through the
speaker hole here, make sure that the nose fits into the channel correctly. Back here, make sure
that the rear of the window goes into the channel correctly. Slide it right up into place so you
can put bolts right through here. Now, what you're going to need is a couple of longer bolts,
again, right from the hardware store and install those right through the regulator and into the
window. Again, I'm going to speed it up here. Like I said, I just put the bolts right through the

regulator and into the window and then the washers and lock nuts on the back side and tighten
them up nice and firm. Now with everything hooked up we can turn our key on. Quick test, make
sure it works good. Speed it up here as we disconnect our switch panel and take that upper
weather strip and press it back down onto place. After putting our inner door handle in and
sliding it back into place, put the screw back in and then put your water shield back up in place.
Remember to feed the wiring harnesses through. We'll keep the speed going here as we put the
speaker back in place and the small junction block and use the screws to secure them. You'd
see I did use a little bit of a painter's tape just to help hold the front of the water shield on. Your
door panel is designed with hooks on the bottom. You want to lift up your harnesses and you
can see that the bottom hooks clip on. You can put your trunk opener, put it right in, plug this
upper plug in. Lift your door panel up, main door panel up and make sure these parts are
coming up through and make sure your door's lock comes through. Lift the panel up a little bit
and then it just slide right down on. I'm going to speed it up here as I put the five Phillip screws
back in. The long ones go through the panel. The shorter ones go through that door pole. Just a
little tip: if you have trouble getting one in, you might want to take the panel back off and on
some of them, there's clips on behind and sometimes, those clips can get shifted, which makes
it hard to get those screws in, but they should pretty much go right in. Just reconnect our
harness leads, and turn your switch. Then just work it right down in, push it against the door
and down in. Just let it right in, locks in place and these go back into place. We hope this helps
you out. Brought to you by Please feel free to call us toll-free, We're the company that's here for
you on the internet and in person. Watch this video to see a few methods for removing dents or
bumps from your vehicle's exterior. The 1A experts will show you how to do this on any vehicle.
Orders ship same day when ordered by 2pm ET. Need your part faster? Choose expedited
shipping at checkout. Providing you the highest quality, direct fit replacement auto parts
enforced to the strictest product standards. Exceeding customers' expectations every day, our
team of passionate auto enthusiasts are here to help. Thousands of how-to auto repair videos
specific to year, make and model guide you step-by-step through your repair. Our how-to videos
have helped repair over million vehicles. Track Order. Free Shipping My Cart. Proceed To
Checkout. Video Library. Share on:. Copy URL. Remove the three screws on the speaker and
pull it free. Disconnect the wire harness on the back Remove the junction block below this, by
removing the screw Carefully pull the door handle down and out of the way. Place a punch on
the center of the rivets and use a hammer to punch the center out Move your window up
Remove the inside door handle. Do this slowly and carefully Disconnect the wiring harness
linked to the window motor Remove the weather strip at the bottom of the window Remove the
window rivets Let the window down Tilt the nose down and pull up to free the window from the
door Remove the two 11mm bolts at the top of the door Pull the window regulator out of the
door. Fit the regulator into the door Hang the regulator into place using the top studs. Put the
nuts on to secure them With hardware s bought bolts washer and nuts, secure the regulator to
replace the rivets Connect the regulator wiring harness Tighten the regulator bolts and nuts
Make sure the window is clear of the old rivets. Use pliers and screwdrivers to pry the remnants
free Put the window in nose first and tilt the back down in Slide the window into the rail Put
bolts into the holes to secure the window to the regulator Plug in the window switch panel Test
the window before reapplying the door panel. Reinsert the weather strip Put the inner door
handle back into place and replace the screw Disconnect the window switch panel Reposition
the water shield Screw the speaker back into place Screw the junction block back into place
Reconnect the harnesses to the back of the door panel Pull the door panel up and of the lock
and snap down into place Reinsert the five Phillips screws Reconnect the switch panel and
snap it into place Put the interior door handle panel back into place Put the pull handle caps
back into place. Watch video. General Tools Hammer Center Punch. Sockets - Metric 11mm
Socket. Shop Products. Search 1A Auto videos for your car repair. Year Save this video to my
1A Auto Account. Guaranteed To Fit Providing you the highest quality, direct fit replacement
auto parts enforced to the strictest product standards. USA Customer Support Exceeding
customers' expectations every day, our team of passionate auto enthusiasts are here to help.
Instructional Video Library Thousands of how-to auto repair videos specific to year, make and
model guide you step-by-step through your repair. Terms of Use Privacy Policy. A majority of all
used US imports have either been in accidents, been stolen, been flooded, salvaged and rebuilt
and shipped to Europe or are subject to open recalls. For 30 years, CARFAX has been collecting
data on US vehicles from thousands of sources and has helped millions of used car shoppers
reduce their risk of getting stuck with a vehicle that has costly hidden problems. For more than
30 years, CARFAX has been helping millions of used car shoppers make better purchase
decisions and avoid expensive hidden problems. In addition, CARFAX has helped used car
dealers around the world to build trust with their customers and sell their American cars with

confidence. With more than 14 billion records, CARFAX has built up its database with the help
of its partners and sources, including government offices, law enforcement agencies, service
and repair shops, car dealerships, insurance companies and many more. In addition to publicly
available information, CARFAX has collected information from many independent reliable
sources. Thanks for the service, the price was absolutely worth. Immediately to the Internet,
paid with credit card and in 10 minutes I had the report. Vehicle imported from California to
Lithuania. For some weeks "Babs" is now with us and we have a lot of fun with the car. Buying
Used American Cars? Search by VIN. Instant Access. We offer you unique vehicle history to
help you make better purchase decisions. Trusted by millions of users. Worldwide market
leader. The most popular blog articles How to detect mileage rollback? Mileage rollback is one
of the most occurring types of fraud in the selling process of used cars. However, there are
ways to detect mileage fraud. Even though odometer fraud is difficult to detect for the untrained
eye, it is not an impossible task. Import a car from the USA. There are a few advantages to
buying a American used car. Check the Service History of a Car. How important is the service
history of a car? CARFAX takes a look at these questions and explains the importance of the
service history of a car, as well as where you can find the complete history of service records.
Make a VIN Search. Brand: Action Crash. Fits Years: , Brand: Dorman. Fits Years: , , , , , , , , , ,
02, 03, 04, 05, 06, 07, 08, 09, 10, Want a new interior door handle that matches the original, for far
less than going back to the dealership? This replacement door handle was engineered to match
the fit and appearance of the stock handle on specific vehicle years, makes and models. The
Home Depot. Fits Years: , , , , , , , 02, 03, 04, 05, 06, 07, The package length is All of our parts are
certified by the Department of Transportation and the Society of Automotive Engineers. If you
have any questions please contact us before making a purchase. Part number: FO Package
Weight: 3. Fits Years: , , , , , , 06, 07, 08, 09, 10, Material: wood pattern soft plastic Sold by each
more. Fits Years: , , , 03, 04, Brand: DIY Solutions. Fits Years: , , , , , , , , , , , , , 94, 95, 96, 97, 98,
99, 00, 01, 02, 03, 04, 05, Instrument Panel Light Bulb Brand: Needa. Fits Years: , , , , , , , , 95, 96,
97, 98, 99, 00, 01, Fits Years: , , , , , , , , , 95, 96, 97, 98, 99, 00, 01, 02, Stores are responsible for
providing Bizrate with correct and current prices. Sales taxes and shipping costs are estimates;
please check store for exact amounts. Product specifications are obtained from merchants or
third parties. Although we make every effort to present accurate information, Bizrate is not
responsible for inaccuracies. We encourage you to notify us of any discrepancies by clicking
here. Store ratings and product reviews are submitted by online
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shoppers; they do not reflect our opinions and we have no responsibility for their content.
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