2004 lincoln ls fuse diagram

This pictorial diagram shows us a physical connection that is much easier to understand in an
electrical circuit or system. An electrical diagram can indicate all the interconnections,
indicating their relative positions. The use of this Array can be positively recognized in a
production project or in solving electrical problems. This can prevent a lot of damage that even
derail electrical plans. The layout facilitates communication between electrical engineers
designing electrical circuits and implementing them. The pictures are also helpful in making
repairs. It shows whether the installation has been appropriately designed and implemented
while confirming the safety regulators. A usually gives information about the relative position
and arrangement of devices and terminals on the devices, to help in building or servicing the
device. This is unlike a schematic diagram, where the arrangement of the components
interconnections on the diagram usually does not correspond to the components physical
locations in the finished device. A pictorial would show more detail of the physical appearance,
whereas a wiring diagram uses a more symbolic notation to emphasize interconnections over
physical appearance. Diagram For Lincoln Ls Fuse Panel show the circuit flow with its
impression rather than a genuine representation. They only provide general information and
cannot be used to repair or examine a circuit. The functions of different equipment used within
the circuit get presented with the help of a schematic diagram whose symbols generally include
vertical and horizontal lines. However, these lines are known to show the flow of the system
rather than its wires. A represents the original and physical layout of electrical
interconnections. Wiring on the picture with different symbols shows the exact location of
equipment in the whole circuit. Its components are shown by the pictorial to be easily
identifiable. They are often photos attached with highly-detailed drawings or labels of the
physical components. A person with a strong knowledge of electrical wiring diagrams can only
understand a pictorial. Diagram For Lincoln Ls Fuse Panel The layout facilitates communication
between electrical engineers designing electrical circuits and implementing them. CarFusebox:
diagram of a fuse box for a lincoln lsCarFusebox - blogger. Lake Chevy helped make these
videos. The video above shows how to replace blown fuses in the interior fuse box of your
Lincoln LS in addition to the fuse panel diagram location. Electrical components such as your
map light, radio, heated seats, high beams, power windows all have fuses and if they suddenly
stop working, chances are you have a fuse that has blown out. If your LS is experiencing
electrical problems, you should always check the fuses first, because they are relatively easy to
check and cheap to change. Some Lincolns have multiple interior fuse boxes including in the
trunk - the video above will show you where the interior fuse box of your LS is located. If your
LS has many options like a sunroof, navigation, heated seats, etc, the more fuses it has. Some
components may have multiple fuses, so make sure you check all of the fuses that are linked to
the component in question. If you need to replace a blown fuse in your LS, make sure you
replace it with one that has the same amperage as the blown fuse. If checking and replacing the
fuse for the component in question doesn't work, we recommend seeking assistance from a
trusted professional mechanic. They should be able to figure out if the component needs to be
replaced or if there is a short or some other problem with your LS. Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. He has broad expertise
on basic repair procedures covering the majority of cars on the road. One of the easiest fluids
to top off - learn how to open the hood and where the reservoir is on your car. Car companies
often use the same engines in different cars. They also slightly alter the styling and sell the
same car by two different names amongst other tricks to help offset development costs. Our
system selects the most applicable video for your car based, in part, on these characteristics.
The video displayed may not look exactly like your car, but may be relevant enough for you to
get a good idea how to do it. Getting Started - Prepare for the repair. Share on. Full list of part
and tools. Author Hans Angermeier has produced over , videos showing drivers how to fix
things on their cars. Change your cabin air filter! Dirty cabin air filter cause undue wear on your
car's heater and AC and can cause bad odors. Replace your air filter! Isn't efficiency great? Add
washer fluid. Proper jumpstart procedure. Learning how to jump your car before you need to is
an excellent idea. See all videos for the Lincoln LS. We have a massive and growing video
library, but we don't have everything Ad vertisements. The luxury sedan Lincoln LS was
produced from to In this article, you will find fuse box diagrams of Lincoln LS , , , , , and , get
information about the location of the fuse panels inside the car, and learn about the assignment
of each fuse fuse layout and relay. Cigar lighter power outlet fuses are the fuse 32 Cigar Lighter
in the Instrument panel fuse box, and fuses 10 Since Power point â€” console , 12 Since Power
point â€” ashtray in the Rear power distribution box trunk. The fuse panel is located under the
glove box on the right-hand side kick panel. Remove the panel cover to access the fuses. The
Rear power distribution box is located in the trunk under the spare tire well cover near the
battery. How to check the fuses? How to replace a blown fuse? Why do car fuses blow? Types

of automotive fuses. Table of Contents. Fuse box location. Fuse box diagrams. Learn more:
How to check the fuses? We use cookies to ensure that we give you the best experience on our
website. If you continue to use this site we will assume that you are happy with it. Ok Privacy
policy. Right front turn, Right front repeater, Right front sidemarker, Right front park lamps. Left
front turn, Left front repeater, Left front sidemarker, Left front park lamps. Fuse box diagram
fuse layout , location, and assignment of fuses and relays Lincoln LS , , , , , , , If electrical
components in the vehicle are not working, a fuse may have blown. Check the appropriate fuses
before replacing any electrical components. Look carefully at the fuse â€” a broken wire within
the fuse identifies blown fuses. If you are not sure or if it is too dark to see, try replacing the
suspected fuse with one of the same value that you know is good. In case if you do not have a
spare fuse, in an emergency you can pull out fuses, which may be dispensable for normal
driving for example, audio system, cigarette lighter, OBD, seat heater, and the like , and use it if
its amperage rating is the same. The fuse panel is located on the right-hand side kick panel.
Remove the panel cover to access the fuses. To remove a fuse use the fuse puller tool provided
on the fuse panel cover. There is a 60A maxi fuse for the electric cooling fan located in a wiring
harness behind the front passenger side trim panel under the dash panel. The trim panel must
be removed and the carpet on the front passenger side must be lifted to access this fuse. See a
qualified technician to have this fuse replaced, if necessary. The front power distribution box is
located in the engine compartment. The rear power distribution box is located in the luggage
compartment under the spare tire well cover. Necessary cookies are absolutely essential for the
website to function properly. This category only includes cookies that ensures basic
functionalities and security features of the website. These cookies do not store any personal
information. Any cookies that may not be particularly necessary for the website to function and
is used specifically to collect user personal data via analytics, ads, other embedded contents
are termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Notice Always switch off the ignition system and the affected
electrical circuit before replacing a fuse. Always disconnect the battery before servicing high
current fuses. Never use a fuse of a higher amperage rating than that indicated, or use any other
object in place of a fuse, even as a temporary fix. This can cause extensive damage or even fire.
If the replaced fuses blows again â€” contact a qualified and equipped service center. Main
Page. This website uses cookies to improve your experience. We'll assume you're ok with this,
but you can opt-out if you wish. Close Privacy Overview This website uses cookies to improve
your experience while you navigate through the website. Out of these cookies, the cookies that
are categorized as necessary are stored on your browser as they are essential for the working
of basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Right front turn, Right front sidemarker, Right front park lamps,
Right front repeater Left front turn, Left front sidemarker, Left front park lamps, Left front
repeater Heated seat controls, Climate control seat module , Electrochromic mirror , Rain
sensor module Decklid release solenoid, Passenger door lock motors , Steering column lock
Quick Links. Table of Contents. Table of Contents Introduction. Instrument Cluster. Warning
And Control Lights. Entertainment Systems. Navigation System. Climate Controls. Electronic
automatic temperature control. Rear Window Defroster. Turn Signal Control. Bulb Replacement.
Driver Controls. Steering Wheel Adjustment. Power Windows. Speed Control. Message Center.
Locks And Security. Anti-Theft System. Owners Guide postfmt. USA English fus. Ford motor
company ford e owner's guide 32 pages. Automobile Ford Mustang Owner's Manual Ford motor
company ford crown victoria owner's guide 17 pages. Ford motor company ford ranger owner's
guide 24 pages. Ford motor company ford excursion owner's guide pages. Ford may change the
contents without notice and without incurring obligation. In this guide, answers to such
questions are contained in comments highlighted by the warning triangle symbol. Page 6 In
order to properly diagnose and service your vehicle, Ford Motor Company, Ford of Canada, and
service and repair facilities may access vehicle diagnostic information through a direct
connection to your vehicle when diagnosing or servicing your vehicle. To access this
information, special equipment must be directly connected to the recording modules. Ford
Motor Company and Ford of Canada do not access event data recorder information without
obtaining consent, Page 8 Introduction These are some of the symbols you may see on your
vehicle. Many lights will illuminate when you start your vehicle to make sure the bulb works.
Page 12 Instrument Cluster Engine oil pressure: Illuminates when the oil pressure falls below
the normal range, refer to Engine oil in the Maintenance and specifications chapter. Engine
coolant temperature: Illuminates when the engine coolant temperature is high. Stop the vehicle

as soon as possible, switch off the engine and let cool. Refer to Engine coolant in the
Maintenance and specifications chapter. Page 13 Instrument Cluster Low fuel if equipped :
Illuminates when the fuel level in the fuel tank is at or near empty refer to Fuel gauge in this
chapter. Speed control: Illuminates when the speed control is activated. Turns off when the
speed control system is deactivated. Engine coolant temperature gauge: Indicates engine
coolant temperature. If it enters the red section, the engine is overheating. Stop the vehicle as
soon as safely possible, switch off the engine and let the engine cool. Rewind: In CD mode,
press until desired selection is reached. Fast forward: In CD mode, press until desired selection
is reached. Press SEL to scroll through settings. Traffic information is not available in most U.
Page 20 Due to technical incompatibility, certain recordable and re-recordable compact discs
may not function correctly when used in Ford CD players. Irregular shaped CDs, CDs with a
scratch protection film attached, and CDs with homemade paper adhesive labels should not be
inserted into the CD player. The label may peel and cause the CD to become jammed. Your
Audiophile radio comes equipped with Satellite ready capability. The kit to enable Satellite
reception is available through your Lincoln dealer. Detailed Satellite instructions are included
with the dealer installed kit. Dealer installed satellite kit available only in the continental United
States. Balance: Allows you to shift speaker sound between the right and left speakers. Mute:
Press to mute the playing media. Page 24 Due to technical incompatibility, certain recordable
and re-recordable compact discs may not function correctly when used in Ford CD players.
Page Navigation System Due to technical incompatibility, certain recordable and re-recordable
compact discs may not function correctly when used in Ford CD players. This system creates
optimal acoustic quality for all seating positions and road conditions. The system offers an
advanced speaker system, amplifier, subwoofer and equalizer. Your Lincoln Navigation System
has a large range of features, yet is easy to use. Page 27 Entertainment Systems 4. This allows
you to enter a destination and route to it. With an active route, pressing DEST allows the user to
request a Detour, display entire route, select route preferences, or change or cancel the
destination. This will not function without a map DVD loaded. Page 28 Entertainment Systems 3.
Press TUNE to adjust manually up or down the frequency band. The screen will open. Press
LOAD and select the desired slot. Or, press and hold LOAD to auto load all available slots. The
slot indicator lights blink rate will increase when the system is ready to accept a disc. Page 30
Entertainment Systems 2. Press DEST. The warning screen will appear. The screen will show a
map with your current location. Press DEST again. Select the desired type of destination entry.
Page 31 Entertainment Systems 4. Press DEST at the bottom of the map screen. Choose the
desired route by pressing the NEXT button if it appears. There can be up to three alternative
routes. Turn to raise or lower volume. The levels will be displayed on the screen. Page 37
Entertainment Systems 3. SCV is located in the middle of the screen. Press to turn on. Select
setting 1 to 7 or turn off. The recommended level for the speed compensated volume is from
level 1 through level 3. When activated, level 1 is the minimum setting and level 7 is the
maximum setting. Page 39 Entertainment Systems Starting autoset memory preset 1. When the
first six strong stations are filled, the station stored in memory preset control 1 will start
playing. Preset scan and Autoset also initiate PTY searches. Page 42 Entertainment Systems 4.
Fade : Allows you to adjust the amount of sound emitted from the front and rear speakers. Page
43 Due to technical incompatibility, certain recordable and re-recordable compact discs may not
function correctly when used in Ford CD players. CD play will begin where it stopped last.
Loading a CD: 1. The navigation screen will fold down, allowing you access to the in-dash six
CD system. The indicator light will blink slowly at first, then quickly, signaling the system is
ready. Press again to disengage and remain with the current track. Press again to continue
playing. Once pressed, the current map display will appear on the screen showing the current
vehicle Additional map function buttons To initiate the display of additional map function
buttons, tap the map Page 49 Entertainment Systems Route preferences After entering a
destination, the Route preferences will appear on the screen showing what is currently selected.
Page 50 Entertainment Systems You will be able to view the information if available as well as
choose to store the destination as a memory point by pressing OK. Screen symbols Navigation
symbol â€” Indicates the current vehicle position and points to the direction in which the
vehicle is currently traveling. If the avoid point is enlarged to an avoid area, it will appear on the
screen as a shaded box. Way point symbol â€” Indicates the location of a way point locations
you wish to visit in route to your ultimate destination on the map. Page 53 Entertainment
Systems Ensure that you follow highway code restrictions and do not take any risks. For
example, if you are unable to make a U-turn, continue on your journey. The navigation system
will recalculate your route to get you back to an appropriate road to your destination. Navigation
set up The Navigation Set up screen will allow you to make adjustments to Page 54
Entertainment Systems Restore system defaults Resets all system user-selectable options to

the default automatic values i. Calibration This feature is helpful if the car has been towed, or if
you notice it is not registering at the correct vehicle location on the map. Page 55 Entertainment
Systems Display Options The Display Options screen will allow you make adjustments to the
navigation display screen. Please refer to the Destination menu section for a complete
description of the functions. On route scroll The system automatically scrolls through the entire
planned navigation route either forwards or Press the MAP hard key. Press the desired number
to select the volume level for the voice prompts. Page 58 Entertainment Systems 3. Enter the
required details. Press OK to set the home position. Page 59 Entertainment Systems To view
home, press the home icon house on the Destination Entry screen. To view the set home
position 1. Press MAP. Deleting a home location 1. Press YES to confirm. Special memory
points There are five possible special memory points that you can set. Select point 1â€”5. Input
a destination. Press OK. Page 63 Entertainment Systems To delete a memory point: 1. The list
will display. Select the special memory point to delete. Page 64 Entertainment Systems Detour
options You may engage the detour option once a route has already been calculated by the
system. Press the MAP hard key 2. The system may calculate an entirely new route, depending
on what is available. Route interruptions In the course of your destination, you may decide to
temporarily leave your planned route for gas, food, etc. Note: In some circumstances, it may not
be possible to avoid all selected areas. Pressing the globe icon will take you to the user settings
â€” Your navigation system uses a regional search area. This area is the area from which
navigational directions will be used. Page 71 Entertainment Systems 3. Use the keyboard to
type in the street name. When you are typing the street name, the system may bring up possible
roads that you can select from. Use the arrows to scroll up or down to select the desired street.
Page 73 Entertainment Systems Deleting stored locations Your navigation system allows you to
delete any stored loations previous destinations, memory points, special memory points, home,
avoid areas, destination and way points,etc. To delete any of these stored locations: 1. Page 74
Entertainment Systems 4. Select the desired item you wish to delete previous destination,
memory point, etc. The list of stored locations will be displayed. Select touch the entry to be
deleted. Page 75 Entertainment Systems This screen will list the closest police station, hospital
and dealer to your current location. Memory point Your navigation system allows you to go to
special destinations you may wish to again visit. Page 76 Entertainment Systems 1. Select the
desired menu item. Page 77 Entertainment Systems To give the new memory point a name: 1.
Select it from the list. Press NAME. Enter the desired name. Accessing memory point lists 1.
Page 78 Entertainment Systems 4. Press LIST 6. Select the desired entry to view its location
details. Sorting memory point lists 1. Access the desired list. Press the button to sort the list as
desired i. When sorted by distance, the points are ordered by distance from the current vehicle
location. There will be 15 normal and three sound icons displayed. Press the icon you wish to
use. The normal icons will be displayed on the map to indicate the map location identified with
that icon. Press the DEST hard key. Enter freeway nameâ€” Enter the freeway name using the
keyboard. You can store and delete destinations and way points locations you wish to visit in
route to your ultimate destination. The points are listed chronologically from bottom up, the
destination being on the top. Press the MAP button to edit the way point location on the map
display. Page 83 Entertainment Systems Route calculation Once the route criteria is selected,
the navigation system automatically calculates the selected destination. The route appears on
the display screen and a voice prompt provides instructions. The system may calculate up to
four routes for the desired destination. Press again to deactivate. Page 86 Motor Company shall
not be liable for any damages of any type arising from failure to follow these guidelines. Do not
attempt to service, repair or modify the system. See your Ford or Lincoln Mercury dealer. The
driver must not attempt to operate any detailed operation of the navigation system while the
vehicle is in motion. Page 87 Ford or Lincoln Dealer. Page 88 Entertainment Systems traffic
lights and thunderstorms. Weak signals are sometimes captured by stronger signals when you
pass a broadcast tower. A stronger signal may temporarily overtake a weaker signal and play
while the weak station frequency is displayed. Do not clean any part of the system with
benzene, paint thinner or any other solvent. Do not spill liquids of any kind onto the unit. Press
again to disengage. Press AUTO for the system to automatically control the temperature. Page
91 Climate Controls 5. Defrost : Distributes outside air through the windshield defroster ducts
and the demister outlets. Can be used to clear ice or fog from the windshield. Page 92 Climate
Controls In manual mode, the display will show with a bar graph to indicate fan speed. Fan
speed can be manually adjusted in AUTO mode. To allow the system to automatically control
fan speed, press AUTO. Page 93 Climate Controls 1. Used to manually enable or disable
recirculated air operation. Page 94 Climate Controls Airflow direction control: Press to toggle
through the air distribution modes listed below. The selected mode will illuminate in the display.
The system will automatically provide outside air to reduce window fogging. Page 95 Climate

Controls show. This allows the seats to automatically heat or cool based on the climate control
temperature selected. Press either control to disengage. Page Rear Window Defroster The filter
is located just in front of the windshield under the cowl grille on the passenger side of the
vehicle. For more information, or to replace the filter, see your Ford, Lincoln or Mercury Dealer.
Turns on the parking lamps, instrument panel lamps, license plate lamps and tail lamps. Turns
the headlamps on. Autolamp control The autolamp system provides light sensitive automatic
on-off control of the exterior lights normally controlled by the headlamp control. Page Lights
Flash to pass Pull toward you slightly to activate and release to deactivate. Measure the height
from the center of your headlamp to the ground and mark a 2. Press the controls in front of each
map lamp to activate the lamps. Using the right bulbs Replacement bulbs are specified in the
chart below. To replace all instrument panel lights - see your dealer. Page Install the new bulb in
reverse order, while also replacing the seal on the bulb retaining cover. The kits for replacement
seals are available at Lincoln or Ford dealers. Page Install the new assembly in reverse order,
while also replacing the seal on the bulb retaining cover. Remove the headlamp assembly Page
Lights Replacing foglamp bulbs 1. Make sure the headlamp switch is in the OFF position and
disconnect the electrical connector from the foglamp bulb. Rotate the foglamp bulb
counterclockwise and remove from the foglamp. Install the new bulb in reverse order. Replacing
high-mount brakelamp bulbs Your vehicle is equipped with an LED center high-mount stop
lamp. Page Driver Controls 2. Firmly press the release tab from the bottom side of the wiper arm
to unlock wiper blade from wiper arm. Pull the wiper blade down toward the windshield to
remove it from the arm. Attach the new wiper to the wiper arm and reposition the clip until it
locks. When the key is inserted into the ignition, the column will return to the previous setting.
Page Driver Controls Storage compartment Press to open the storage compartment. The
storage compartment may be used to secure sunglasses or a similar object. Do not hang any
type of accessory or accessory bracket from the plug. Improper use of the power outlet can
cause damage not covered by your warranty. They may seriously injure themselves. Restoring
the Express up functionality Under low battery power conditions, Express Up only functionality
may be lost. Page Driver Controls the clear state to the non-glare state when bright lights glare
reach the mirror. When the mirror detects bright light from behind, it will automatically adjust
darken to minimize glare at night only. The mirror will automatically return to the clear state
whenever the vehicle is placed in R Reverse when the mirror is on. Page Driver Controls The
compass reading will remain fixed when significant levels of magnetic interference are
experienced such as steel bridges. The compass will return to normal operation upon leaving
the magnetized area. Page Driver Controls 1. Start the vehicle. Page Speed Control Driver
Controls Fold-away mirrors if equipped Pull the side mirrors in carefully when driving through a
narrow space, like an automatic car wash. Page Driver Controls Do not use the speed control in
heavy traffic or on roads that are winding, slippery or unpaved. Setting speed control The
controls for using your speed control are located on the steering wheel for your convenience.
Press the ON control and release 2. This will automatically return the vehicle to the previously
set speed. Increasing speed while using speed control There are two ways to set a higher speed
Do not let children play with the moon roof or leave children unattended in the vehicle. They
may seriously hurt themselves. Page Driver Controls Retain the original transmitter for use in
other vehicles as well as for future programming procedures i. It is also suggested that upon
the sale of the vehicle, the programmed Homelink buttons be erased for security purposes, refer
to Programming in this section. Page Driver Controls device should activate when the
HomeLink button is pressed and released. Note: If the red light blinks rapidly for two seconds
and then turns to a continuous red, proceed with steps 6 through 8 to complete programming of
a rolling code equipped device. Activation will now occur for the trained product garage door,
gate operator, security system, entry door lock, or home or office lighting etc. Mobile
Communications can enhance personal safety and security when appropriately used,
particularly in emergency situations. Safety must be paramount when using mobile
communications equipment to avoid negating these benefits. Mobile Communication
Equipment includes, but is not limited to cellular phones, pagers, portable email devices, in
vehicle communications systems, telematics devices and portable two-way radios. For each of
the monitored systems, the message center will indicate either an OK message or a warning
message for four seconds. Page Driver Controls DTE is calculated using a running average fuel
economy, which is based on your recent driving history of km miles. This value is not the same
as the average fuel economy display. The running average fuel economy is reinitialized to a
factory default value if the battery is disconnected. Page Driver Controls 4. Drive the vehicle at
least 8 km 5 miles with the speed control system engaged to display a stabilized average.
Record the highway fuel economy for future reference. It is important to press the RESET
control after setting the speed control to get accurate highway fuel economy readings. Page

Driver Controls Lock chirp if equipped 1. Language 1. This acts as a reminder that these
warning conditions still exist within the vehicle. Displayed when the passenger side rear door is
not completely closed. Displayed when the park brake is ON and malfunctioning. If the warning
stays on or continues to come on, contact your dealer as soon as possible. Indicates the brake
fluid level is low and the brake system should be inspected immediately. Refer to Checking and
adding brake fluid in the Maintenance and specifications chapter. Displayed when the tail lamps
are activated and at least one is burned out. Page Driver Controls The fuel door has a manual
override release located in the trunk. Pull the tab to open the fuel door. Removal: 1. Push the
ashtray face to slide open. These include: 1. Cupholders 2. Sliding arm rest lift latch to slide
forward or rearward Note: Slide the arm rest to the rearward position to open the utility
compartment 3. This net is not designed to restrain objects during a collision. There are four
straps on the net and six anchors in the trunk that can be used for securing different sized
objects. The valet key will access door and ignition only. Page Locks and Security seconds to
begin to open all the windows and moonroof. Releasing control on the remote entry transmitter,
or returning the key to the center position will stop all motion. Note: The ignition must be in the
2 OFF position and the accessory delay feature must not be activated in order for this feature to
operate. The childproof locks are located on the rear edge of each rear door and must be set
separately for each door. Unsupervised children could lock themselves in the trunk and risk
injury. Children should be taught not to play in vehicles. On hot days, the temperature in the
trunk or vehicle interior can rise very quickly. Page Locks and Security The remote entry system
comes with an illuminated entry feature. This feature turns on the puddle lamps and the interior
lamps for 20 seconds or until the ignition is turned to the 5 START position. Page Locks and
Security Press a second time to deactivate the alarm. Opening the trunk Press once to open the
trunk. Page Locks and Security 4. Insert the new battery. Refer to the diagram inside the remote
entry transmitter for the correct orientation of the battery. Press the battery down to ensure that
the battery is fully seated in the battery housing cavity. Page Locks and Security 7. The doors
will lock, then unlock, to confirm that this remote entry transmitter has been programmed.
Repeat Step 6 to program each additional remote entry transmitter. Turn the ignition to the 1
LOCK position after you have finished programming all of the remote entry transmitters. Note:
The seat and steering column will not travel to their final position if the key is not in the ignition
and the easy entry feature is enabled. You can also create your own 5â€”digit personal entry
code. Anti-scan feature If the wrong code has been entered several times, the keypad will go
into an anti-scan mode. Page Note: The SecuriLock passive anti-theft system is not compatible
with non-Ford aftermarket remote start systems. Use of these systems may result in vehicle
starting problems and a loss of security protection. Note: Large metallic objects, electronic
devices that are used to purchase gasoline or similar items, or a second coded key on the same
key chain may cause vehicle starting issues. Page If two previously programmed coded keys
are not available, you must take your vehicle to an authorized Ford dealer to have the spare
coded key s programmed. Please read and understand the entire procedure before you begin.
Page Locks and Security If there is any potential perimeter anti-theft problem with your vehicle,
ensure ALL remote entry transmitters are taken to the dealership to aid in troubleshooting.
Arming the system When armed, this system will respond if unauthorized entry is attempted. Do
not pile cargo higher than the seatbacks to reduce the risk of injury in a collision or sudden
stop. Page Seating and Safety Restraints Using the manual lumbar support if equipped The
lumbar control is located on the front of the seat cushion. Turn to adjust lumbar support. Using
the power lumbar support if equipped The power lumbar control is located on the outboard side
of the seat. Page Seating and Safety Restraints Rotate the vertical control to adjust the
seatback. If your vehicle does not have a message center, the feature can be turned off or on by
your dealer. Page Seating and Safety Restraints Climate controlled seats air filter replacement
The climate controlled seat system includes air filters that must be replaced periodically. Refer
to the Scheduled Maintenance Guide for more information. Then push in on the center of the
outside edge of the filter and rotate up into the housing until it clips into position. Page Seating
and Safety Restraints Push control to lower head restraint. Page Safety Restraints Seating and
Safety Restraints To lower the seatback s , pull the release handle s located inside the trunk.
Fold the seatback s down. When raising the seatback s , make sure you hear the seat latch into
place. Make sure that the safety belts for the rear center passenger is properly routed over the
rear seatback. The system is designed to help protect smaller drivers sitting close to the driver
air bag by providing a lower air bag output level. Page Seating and Safety Restraints The
Restraints control module RCM monitors its own internal circuits and the circuits for the air bag
supplemental restraints, crash sensor s , safety belt pretensioners, front safety belt buckle
sensors, and driver seat position sensor. In addition, the RCM also monitors the restraints
warning light in the instrument cluster. Page Seating and Safety Restraints In a rollover crash,

an unbelted person is significantly more likely to die than a person wearing a safety belt. Each
seating position in your vehicle has a specific safety belt assembly which is made up of one
buckle and one tongue that are designed to be used as a pair. Page Seating and Safety
Restraints 2. To unfasten, push the release button and remove the tongue from the buckle. As
the belt retracts, you will hear a clicking sound. Page Seating and Safety Restraints Front safety
belt height adjustment Adjust the height of the shoulder belt so the belt rests across the middle
of your shoulder. To adjust the shoulder belt height, push the button and slide the height
adjuster up or down. Release the button and pull down on the height adjuster to make sure it is
locked in place. Page Seating and Safety Restraints The following are reasons most often given
for not wearing safety belts: All statistics based on U. Page Seating and Safety Restraints
Reasons given Frontal airbags are not designed to inflate in rear and side crashes or rollovers.
Page Seating and Safety Restraints 1. Wait until the safety belt warning light turns off. Page Air
Bags if equipped , shoulder belt guide on seatback if equipped , child safety seat LATCH and
tether anchors, and attaching hardware, should be inspected after a collision. Ford Motor
Company recommends that all safety belt assemblies in use in vehicles involved in a collision
be replaced. Page Seating and Safety Restraints Do not attempt to service, repair, or modify the
air bag supplemental restraint systems or its fuses. Modifying or adding equipment to the front
end of the vehicle including frame, bumper, front end body structure and tow hooks may affect
the performance of the air bag system, increasing the risk of injury. Page Seating and Safety
Restraints How does the safety belt pretensioner and air bag supplemental restraint system
work? The safety belt pretensioner and air bag SRS are designed to activate when the vehicle
sustains longitudinal deceleration sufficient to cause the sensors to close an electrical circuit
that initiates pretensioner activation and air bag inflation. Page Seating and Safety Restraints
are not properly restrained or are otherwise out of position at the time of air bag deployment.
Thus, it is extremely important that occupants be properly restrained as far away from the air
bag module as possible while maintaining vehicle control. Page Do not attempt to service,
repair, or modify the air bag SRS, its fuses or the seat cover on a seat containing an air bag. All
occupants of the vehicle should always wear their safety belts even when an air bag SRS is
provided. Page Seating and Safety Restraints How does the side air bag system work? Page
Seating and Safety Restraints If the side air bag has deployed, the air bag will not function
again. The side air bag system including the seat must be inspected and serviced by a qualified
technician in accordance with the vehicle service manual. If the air bag is not replaced, the
unrepaired area will increase the risk of injury in a collision. Page Seating and Safety Restraints
Side air curtain system if equipped Do not place objects or mount equipment on or near the
airbag cover on the side of the seatbacks of the front seats or in front seat areas that may come
into contact with a deploying airbag. Page Do not attempt to service, repair, or modify the side
air curtain system, its fuses, the A, B, or C pillar trim, or the headliner on a vehicle containing a
side air curtain. Page Seating and Safety Restraints How does the side air curtain system work?
The design and development of the side air curtain system included recommended testing
procedures that were developed by a group of automotive safety experts known as the Side
Airbag Technical Working Group. Page Seating and Safety Restraints impact collisions. The
seat-mounted side air bag was designed to inflate between the door panel and occupant to
further enhance the protection provided occupants in side impact collision. The side air curtain
system SRS is designed to activate when the vehicle sustains lateral deceleration sufficient to
cause the sensors to close an electrical circuit that initiates air curtain and seat-mounted side
air bag inflation. Page To improve the fit of both the lap and shoulder belt on children who have
outgrown child safety seats, Ford Motor Company recommends use of a belt-positioning
booster. Booster seats position a child so that safety belts fit better. They lift the child up so
that the lap belt rests low across the hips and the knees bend comfortably. Page Seating and
Safety Restraints The shoulder belt should cross the chest, resting snugly on the center of the
shoulder. The lap belt should rest low and snug across the hips, never up high across the
stomach. If the booster seat slides on the vehicle seat, placing a rubberized mesh sold as shelf
or carpet liner under the booster seat may improve this condition. Page 80 pounds 36 kg using
an upper torso harness and a belt-positioning booster. Ford recommends the use of a child
safety seat having a top tether strap. Page Seating and Safety Restraints Installing child safety
seats with combination lap and shoulder belts Air bags can kill or injure a child in a child seat.
NEVER place a rear-facing child seat in front of an active air bag. If you must use a
forward-facing child seat in the front seat, move the seat all the way back. Page Seating and
Safety Restraints 3. Be sure the belt webbing is not twisted. Insert the belt tongue into the
proper buckle the buckle closest to the direction the tongue is coming from for that seating
position until Page Seating and Safety Restraints 7. Pull the lap belt portion across the child
seat toward the buckle and pull up on the shoulder belt while pushing down with your knee on

the child seat. Allow the safety belt to retract to remove any slack in the belt. Page Seating and
Safety Restraints The tether strap anchors in your vehicle are in the following positions shown
from top view : Attach the tether strap only to the appropriate tether anchor as shown. The
tether strap may not work properly if attached somewhere other than the correct tether anchor.
Page Seating and Safety Restraints 5. Clip the tether strap to the anchor as shown. If the tether
strap is clipped incorrectly, the child safety seat may not be retained properly in the event of a
collision. Page Seating and Safety Restraints recommends that the child seat can be installed to
anchors that are spaced up to mm 20 in apart. In a crash, one anchor may not be strong enough
to hold two child safety seat attachments and may break, causing serious injury or death. They
snap onto the LATCH lower anchors in the seat to help attach a child seat with rigid
attachments. LOCK, locks the gearshift lever and allows key removal. The steering wheel will
not lock after key removal. OFF, shuts off the engine and all accessories without locking the
steering wheel. This position also allows the automatic transmission shift lever to be moved
from the P Park position without the brake pedal being depressed. Page Driving Do not park,
idle, or drive your vehicle in dry grass or other dry ground cover. The emission system heats up
the engine compartment and exhaust system, which can start a fire. Do not start your vehicle in
a closed garage or in other enclosed areas. Make sure the corresponding lights illuminate or
illuminate briefly. If a light fails to illuminate, have the vehicle serviced. Page Brakes Driving 3.
After idling for a few seconds, apply the brake, shift into gear and drive. Page Driving keeping
the brakes from locking. Noise from the ABS pump motor and brake pedal pulsation may be
observed during ABS braking; this is normal and should be no reason for concern. The parking
brake will automatically disengage when the gearshift lever is moved from P Park with the
ignition in the ON position or if the engine is running. Page Driving Speed sensitive steering The
steering in your vehicle is speed sensitive. At high speeds, steering assist will decrease to
improve steering feel. At lower speeds, maneuverability will be increased. If the amount of effort
required to steer your vehicle changes while driving at a constant vehicle speed, have the
power steering system checked by your dealer or a qualified service technician. Page Driving
AdvanceTrac Stability Enhancement System if equipped The AdvanceTrac system provides a
stability enhancement feature as well as a traction enhancement feature. Excessive wheel spin
is controlled by momentarily reducing engine power and rapidly applying the anti-lock brakes.
Page Driving The AdvanceTrac system automatically turns on when the engine is started.
However, the system does not function when the vehicle is traveling in R Reverse ; the ABS and
traction enhancement features will continue to function. The AdvanceTrac button allows the
driver to control the availability of the AdvanceTrac system. You may also hear a whoosh of air
from under the instrument panel during this severe condition. Refer to Fuses and relays in the
Roadside Emergencies chapter. Do not drive your vehicle until you verify that the brakelamps
are working. Page Driving P Park This position locks the transmission and prevents the rear
wheels from turning. Page Driving 3 Third This position allows for third gear only. Manual shift
mode With the gearshift lever in D5 Overdrive , the gearshift lever can The transmission will not
do a 4th or 5th gear start. Ensure that the transmission is returned to 1st gear once the vehicle
is stopped. To help avoid personal injury, please read and understand the limitations of the rear
park assist system as contained in this section. These elements may cause the system to
operate inaccurately. Page Driving Cargo Weight â€” includes all weight added to the Base Curb
Weight, including cargo and optional equipment. When towing, trailer tongue load or king pin
weight is also part of cargo weight. GVWR Gross Vehicle Weight Rating â€” is the maximum
allowable weight of the fully loaded vehicle including all options, equipment, passengers and
cargo. GCWR Gross Combined Weight Rating â€” is the maximum allowable weight of the
vehicle and the loaded trailer â€” including all cargo and passengers â€” This program is
separate from the New Vehicle Limited Warranty. If you need to arrange roadside assistance for
yourself, Ford Motor Company will reimburse a reasonable amount. To obtain reimbursement
information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle customers call
1â€”â€”â€” To reset the switch: 1. Turn the ignition OFF. Check the fuel system for leaks. If no
leaks are apparent, reset the switch by pushing in on the reset button. Page Roadside
Emergencies Front power distribution box The front power distribution box is located in the
engine compartment. Always disconnect the battery before servicing high current fuses. Page
Roadside Emergencies The high-current fuses are coded as follows. Page Roadside
Emergencies In-line fuse for electric cooling fan There is a 60A maxi fuse for the electric cooling
fan located in a wiring harness behind the front passenger side trim panel under the dash panel.
The trim panel must be removed and the carpet on the front passenger side must be lifted to
access this fuse. Instead, gradually decrease your speed. Hold the steering wheel firmly and
slowly move to a safe place on the side of the road. The use of tire sealants is not
recommended and may damage your tires. Page Ford. If the dissimilar spare tire or wheel is

damaged, it should be replaced rather than repaired. Page Roadside Emergencies Tire change
procedure To help prevent the vehicle from moving when you change a tire, be sure the parking
brake is set, then block in both directions the wheel that is diagonally opposite other side and
end of the vehicle to the tire being changed. Page Roadside Emergencies 4. Loosen each wheel
lug nut one-half turn counterclockwise but do not remove them until the wheel is raised off the
ground. Put the jack in the jack notch next to the tire you are changing. Turn the jack handle
clockwise until the wheel is completely off the ground. Page Roadside Emergencies Never use
the rear differential as a jacking point. To lessen the risk of personal injury, do not put any part
of your body under the vehicle while changing a tire. Do not start the engine when your vehicle
is on the jack. Page Jump Starting M12 x 1. Use only Ford recommended replacement fasteners.
When a wheel is installed, always remove any corrosion, dirt or foreign materials present on the
mounting surfaces of the wheel or the surface of the front disc brake hub and rotor that
contacts the wheel. Page Roadside Emergencies Preparing your vehicle Your battery is located
in the trunk of your vehicle. When the battery is disconnected or a new battery is installed, the
transmission must relearn its shift strategy. This operation is considered normal and will not
affect function or durability of the transmission. Page Roadside Emergencies 2. Connect the
negative - cable to the negative - terminal of the assisting battery. Make the final connection of
the negative - cable to the spare tire tie-down stud. Your vehicle may be equipped with a plastic
cap on top of the tire tie-down stud. This cap must be removed prior to attaching the cable to
the stud. Do not connect the end of the second cable to the negative - terminal of the battery to
be jumped. Page Roadside Emergencies Removing the jumper cables Remove the jumper
cables in the reverse order that they were connected. Remove the jumper cable from the spare
tire tie-down stud. Page Roadside Emergencies 3. After the disabled vehicle has been started
and the jumper cables removed, allow it to idle for several minutes so the engine computer can
relearn its idle conditions. Page Wrecker Towing It is recommended that your vehicle be towed
with a wheel lift or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company has not
approved a slingbelt towing procedure. If the vehicle is towed by other means or incorrectly,
vehicle damage may occur. Page Customer Assistance Center at the number below. Away from
home If you own a Ford or Mercury vehicle and are away from home when your vehicle needs
service, or if you need more help than the dealership could provide, after following the steps
described above, contact the Ford Customer Relationship Center to find an authorized
dealership to help you. Page If you still have a complaint involving a warranty dispute, you may
wish to contact the Dispute Settlement Board U. In some states in the U. Ford is also allowed a
final repair attempt in some states. If you did not take advantage of the Ford Extended Service
Plan at the time of purchasing your vehicle, you may still be eligible. Since this Page What kinds
of cases does the Board review? The decisions of the Board are binding on Ford and, in some
cases, on the dealer but not on consumers who are free to pursue other remedies available to
them under state or federal law. Page If your vehicle must be serviced while you are traveling or
living in Central or South America, the Caribbean, or the Middle East, contact the nearest Ford
dealership. Page Reporting Safety Defects U. These products are available from your dealer.
These quality products have been specifically engineered to fulfill your automotive needs; they
are custom designed to complement the style and appearance of your vehicle. If your vehicle
requires professional service, your dealership can provide the necessary parts and service.
Page Maintenance and Specifications Working with the engine off 1. Set the parking brake and
ensure the gearshift is securely latched in P Park. Turn off the engine and remove the key.
Block the wheels to prevent the vehicle from moving unexpectedly. Working with the engine on
1. Engine oil filler cap 2. Engine oil dipstick 3. Brake fluid reservoir 4. Engine coolant reservoir
5. Air filter assembly 6. Power steering fluid reservoir 7. Windshield washer fluid reservoir 8.
Page Maintenance and Specifications 3. Refer to Lubricant specifications in this chapter. State
or local regulations on volatile organic compounds may restrict the use of methanol, a common
windshield washer antifreeze additive. Page Maintenance and Specifications 5. Locate and
carefully remove the engine oil level indicator dipstick. Wipe the indicator clean. Insert the
indicator fully, then remove it again. Your battery is designed to purge any battery gases to the
outside of the vehicle by means of a vent hose. This vent hose MUST be attached at all times.
Page Maintenance and Specifications Keep batteries out of reach of children. Batteries contain
sulfuric acid. Avoid contact with skin, eyes or clothing. Shield your eyes when working near the
battery to protect against possible splashing of acid solution. In case of acid contact with skin
or eyes, flush immediately with water for a minimum of 15 minutes and get prompt medical
attention. Follow your local authorized standards for disposal. Call your local authorized
recycling center to find out more about recycling automotive batteries. Page Maintenance and
Specifications When the engine is cold, check the level of the engine coolant in the reservoir.
Page Maintenance and Specifications For vehicles with overflow coolant systems with a

non-pressurized cap on the coolant recovery system, add coolant to the coolant recovery
reservoir when the engine is cool. For all other vehicles, which have a coolant degas system
with a pressurized cap, or if it is necessary to remove the coolant pressure relief cap on the
radiator of a vehicle with an overflow system, follow these steps to add engine coolant. Page
Maintenance and Specifications Recycled engine coolant Ford Motor Company does NOT
recommend the use of recycled engine coolant in vehicles originally equipped with Motorcraft
Premium Gold Engine Coolant since a Ford-approved recycling process is not yet available.
Used engine coolant should be disposed of in an appropriate manner. Page Maintenance and
Specifications operation and the engine will run rough. Remember that the engine is capable of
completely shutting down automatically to prevent engine damage, therefore: 1. Pull off the
road as soon as safely possible and turn off the engine. Fuel such as gasoline is highly toxic
and if swallowed can cause death or permanent injury. Page The customer warranty may be
void for any damage to the fuel tank or fuel system if the correct genuine Ford or Motorcraft fuel
filler cap is not used. The fuel system may be under pressure. If the fuel filler cap is venting
vapor or if you hear a hissing sound, wait until it stops before completely removing the fuel filler
cap. The use of leaded fuel is prohibited by law and could damage your vehicle. Your vehicle
was not designed to use fuel or fuel additives with metallic compounds, including
manganese-based additives. Page Ask your fuel supplier about gasolines that meet the
World-wide Fuel Charter. Running out of fuel Avoid running out of fuel because this situation
may have an adverse affect on powertrain components. Page Maintenance and Specifications
Filling the tank The advertised fuel capacity of the fuel tank on your vehicle is equal to the rated
refill capacity of the fuel tank as listed in the Refill capacities section of this chapter. The
advertised capacity is the amount of the indicated capacity and the empty reserve combined.
Page Maintenance and Specifications Calculation 1: Multiply liters used by , then divide by total
kilometers traveled. Calculation 2: Divide total miles traveled by total gallons used. Keep a
record for at least one month and record the type of driving city or highway. Follow the
recommended maintenance schedule and owner maintenance checks found in your vehicle
scheduled maintenance guide. Page Guide are essential to the life and performance of your
vehicle and to its emissions system. If other than Ford, Motorcraft or Ford-authorized parts are
used for maintenance replacements or for service of components affecting emission control,
such non-Ford parts should be equivalent to genuine Ford Motor Company parts in
performance and durability. This OBD-II system protects the environment by ensuring that your
vehicle continues to meet government emission standards. Start the engine and let it run until it
reaches normal operating temperature the engine coolant temperature gauge indicator will be
near the center of the normal area between H and C. Your transmission does not consume fluid.
However, the fluid level should be checked if the transmission is not working properly, i. Page
Maintenance and Specifications 2. Release the two clamps that secure the cover to the air filter
housing and place the cover aside. Remove the air filter element from the air filter housing.
Wipe the air filter housing and cover clean to remove any dirt or debris and to ensure good
sealing. Page Maintenance and Specifications 6. Replace the air filter housing cover and secure
the clamps. Be sure all of the tabs on front edge are correctly aligned as shown. Note: If you
encounter any difficulty in replacing your air filter element, have your vehicle serviced at your
local dealer. Page Maintenance and Specifications U. Department of Transportation-Tire quality
grades: The U. Department of Transportation requires Ford to give you the following
information about tire grades exactly as the government has written it. Treadwear The treadwear
grade is a comparative rating based on the wear rate of the tire when tested under controlled
conditions on a specified government test course. Page Maintenance and Specifications TIRES
Tires are designed to give many thousands of miles of service, but they must be maintained in
order to get the maximum benefit from them. The definitions of these items are listed below.
Note that the tire size, load index and speed rating for your vehicle may be different from this
example. Page Maintenance and Specifications Note: You may not find this information on all
tires because it is not required by federal law. Maximum Load: Indicates the maximum load in
kilograms and pounds that can be carried by the tire. Note: The temporary tire size for your
vehicle may be different from this example. Page You are strongly urged to buy a reliable tire
pressure gauge, as automatic service station gauges may be inaccurate. Ford recommends the
use of a digital or dial type tire pressure gauge rather than a stick type tire pressure gauge.
Page Only use replacement tires and wheels that are the same size and type such as P-metric
versus LT-metric or all-season versus all-terrain as those originally provided by Ford. Use of
any tire or wheel not recommended by Ford can affect the safety and performance of your
vehicle, which could result in an increased risk of loss of vehicle control, vehicle rollover,
personal injury and death. Page Maintenance and Specifications Tire explosions can cause
death, personal injury or property damage. Do not allow anyone to stand near, directly ahead or

behind the spinning tire. Replace the PCV valve with one that meets Ford material and design
specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is
not used. Page Lubricant Specifications Maintenance and Specifications Use only brake fluids
certified to meet Ford specifications. Refer to Lubricant Specifications in this chapter. DOT 3
fluid is recommended. Add the coolant type originally equipped in your vehicle. Ford design
rear axles contain a synthetic lubricant that does not require changing unless the axle has been
submerged in water. Please note that in the graphic XXXX is representative of your vehicle
identification number. Page Maintenance and Specifications 7. Assembly plant 8.
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Production sequence number Engine number The engine number the last eight numbers of the
vehicle identification number is stamped on the engine block, transmission, frame and transfer
case if equipped. These quality accessories have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and aerodynamic
appearance of your vehicle. Page Accessories Floor mats Interior trim kits Leather wrapped
steering wheels Scuff plates Speed control Lifestyle Bike racks Cargo organization and
management Engine block heaters and blankets Peace of mind Airbag anti-theft locks First aid
and safety kits Full vehicle covers Locking gas cap Navigation systems Remote start Page
Index Index Index acid, treating emergencies.. Page Page Index specifications Page Index Keys
Page Index brake-shift interlock BSI.. Print page 1 Print document pages. Cancel Delete. Sign In
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