2005 chrysler 300 starter relay location

G A answered 3 years ago. The relay is in the power distribution box in the engine
compartment. It should be marked on the lid of the box. GuruTXQ62 answered 2 years ago.
GuruT6ZW8 answered 2 years ago. Had my battery , alternator and starter tested a shop. They
said my battery needs replaced. It been fine. Today my engine malfunction light came on.
Tonight Istop at a store, come out to st So yesterday I accidentally started my Chrysler with the
keyless start button not knowing I did. It ran the car battery to zero and I jump started it getting
it back home fine. However, no I have a different car. Content submitted by Users is not
endorsed by CarGurus, does not express the opinions of CarGurus, and should not be
considered reviewed, screened, or approved by CarGurus. Please refer to CarGurus Terms of
Use. Content will be removed if CarGurus becomes aware that it violates our policies. Report
Follow. Mark helpful. Your Answer:. Upload Photo Photo optional. Related Questions. Start a
new Chrysler question. Sell Your Car Yourself With a simple, secure transaction. Get Started.
Search Chrysler Questions. CarGurus Experts. Know more, shop wisely Search. Related Models
For Sale. Used Cars For Sale. Well, in the old days, the power ran from the ignition switch down
to the starter solenoid and then to the starter motor. Click on the PDF wiring diagram shown
here and follow along. When you turn the key, power flows from a fuse that hot all the time and
into the ignition switch. The ignition switch has internal resistors that change voltage values
depending on the key position. If you have a manual transmission, the PCM sends voltage
through the clutch interlock switch and looks for returned voltage. If all that checks out, the
PCM provides ground to the starter motor relay control coil. Power to the relay to power the
solenoid is provided by a different fuse so check out those fuses. Once the relay coil is
grounded, the contacts provide power to the starter solenoid and that provides power to the
starter motor. See how simple that was? Start by checking fuses. See the relay socket layout in
the attached diagram. Check PCM power and ground connections. Then check for reference
voltage at the TPS and Crankshaft sensor. They include wiring diagrams and technical service
bulletins. In most cases, their diagrams are right from the factory manuals. Pricing: Eautorepair.
So you have to refer to the factory legends to learn the identification symbols and then refer
back to circuit diagrams to find the splice and ground locations. However, Alldatadiy. If you
need to dig into your doors, dash or console, Alldatadiy. Click here to download a PDF. Find
this article useful? Share it! Tags caravan won't start dodge no crank no crank no start no start
Chrysler plymouth starter wiring diagram wiring diagram. This is the first time it has done this.
But it has been running and nothing worked the windows ,radio, horn,nothing. But when I cut
the car off and turned it back on everything worked. Then the next morning I tried to start it it
turned over twice but would not stay started then it just would not do nothing. G A answered 7
years ago. I have that problem also, with the windows and stuff. I also had a starting issue but
that was due to the system being poorly connected to the power distribution center and a faulty
starter. But anyways, back to the windows, radio, etc. I thought it was because I needed a new
battery also but I got my battery checked and they said it was fine. So if you ever get the
problem fixed, please update. Esperanza answered 6 years ago. My car was running fine speed
at a store then I couldn't get it to stay on now it won't even turn over or nothing but Windows
and everything else work. I have a Chysler and yesterday was involved in a flood. My back end
of car was submerged in water. I changed out the starter and it still wont start. The battery is
fine. Any suggestions? Victor answered 6 years ago. I have the same prob.. But windows and
everything works. Just won't stay on or at times it won't turn over. Changed the spark plugs and
the thermal stat. Still happening though. Jcbenedict answered 4 years ago. Starter took a crap ,
replaced it and now the car wont even turn over , get nothing at all! Put new battery. Daytona
answered 4 years ago. About 1 month ago my chrysler would not start, it ended up needing a
new fuel pump under warranty took it to dealership, all good. I went to start it today and it would
not start, neighbor jumped started it and it went right over, I drove my daughter to and from
work 40 minutes round trip drove car back into garage and shut it off. Went to turn it back on
and again it would not start. Today is Saturday evening so since it is under warranty they will
tow it for free to dealership and check it out but stuck now until Monday uggg. This car has only
miles on it and is kept in the garage and not driven a lot obviously. Why should it be will only
miles on the vehicle and kept in the garage??? GuruDY9ZM answered 3 years ago. This
happened to me and after alot of headache trying to find the problem, I found out that my car
stopped recognizing the key. I turn the key off turn the on it fires right up need help? G A
answered 3 years ago. A live data scanner will be able too see if the ECM is being powered up
on intial start. Dieselman answered 3 years ago. This is the dumbs web site I have ever visited
your answers are stupid! Did you check the air in tires cause that about the speed of all your
responses. RobbyD answered 3 years ago. I had an issue with my 06 getting power to windows,
headlights and such, but when you turn the key to on the motor would not turn, the starter made
no sound. I thought a low battery replaced, replaced starter, spark plugs and a couple of other

odds and ends. Then I took the negative battery cable off. At first glance it looked good. But the
center of the wire was corroded out, that green with white dust kind. So I replaced the negative
terminal and I have not had an issue with starting the car since. Newbies ha! Hey
stinkingrattlerman don't like it then leave. People have enough problems with today's vehicles
without some clown messing things up. On mine i switched relays with a known good, same
relay as starter relay, no dice. Not every one has has the same problem on all their cars. Im no
30 year mechanic but i work on cars every week end. Had a saturn having the same issue last
week. Getting power but nothing at key turn. Was a weak pump, you can hear it but not enough
to get through fuel line. But i guess when you can fully diagnose a car with out touching or
seeing the car dieselman every body else must seem like newbies with no experience. Wheels
answered 3 years ago. My car only truns over with a jump new plugs new alternator new starter
fresh battery let it run for two hours and still have to give it a jump need help. GuruZN3H2 year
make and model really helps, especially when you dive into a thread that is already running.
That being said, if you didn't use a present saver tool when you removed the battery then you
will most likely wind up at the dealership to get the total computer system reflashed. It is
possible that you got a bad alternator. I have a Mitsubishi endeavor that I got 2 bad alternators
back to back. I kept chasing other issues thinking that there was no way that I got 2 bad ones in
a row. I took the first bad one back to autozone and they said it was good. Then next one was
kind of the same, but i had them test it 5 times back to back and the second one failed tests I
guess the QA guy was on vacation. Patti Mathes answered 2 years ago. I had to manually
unlock. Today I went out to start my car, had to manually unlock, I put the key in the ignition and
the car is dead nothing and the key will not come out of the ignition. Key fob,you have trigged
the security system, unplug the battery for 10minute and it should start right up.. GuruHWT88
answered about a year ago. Hey Chrysler sport all the lights come on but at times it want crank I
have to sit an play with it's wile then it will crank up an stay on but when I trunk it off it will come
rite back on. GuruMYSD2 answered 9 months ago. Who knows if they will ever fix it and at what
cost!!!! Then the nex Headlights, dash, interior and trunk lights work. Nothing else works. No
radio, turn singles, windows and so on. Car won't turn over the starter will crank the whole time
but won't turn. I can drive it but once i cut the car off it will not restart back up. I have a different
car. Content submitted by Users is not endorsed by CarGurus, does not express the opinions of
CarGurus, and should not be considered reviewed, screened, or approved by CarGurus. Please
refer to CarGurus Terms of Use. Content will be removed if CarGurus becomes aware that it
violates our policies. My Chrysler will not start, it won't even turn over. Report Follow. Mark
helpful. Your Answer:. Upload Photo Photo optional. Related Questions. Start a new Chrysler
question. Sell Your Car Yourself With a simple, secure transaction. Get Started. Search Chrysler
Questions. CarGurus Experts. Know more, shop wisely Search. Related Models For Sale. Used
Cars For Sale. The wiring circuits in the vehicle are protected from short circuits by fuses. This
greatly reduces the chance of damage caused by electrical problems. To check a fuse, look at
the silver-colored band inside the fuse. If the band is broken or melted, replace the fuse. Be sure
to replace a bad fuse with a new one of the identical size and rating. Fuses of the same
amperage can be temporarily borrowed from another fuse location if a fuse goes out. Replace
the fuse as soon as possible. A front power distribution center is located in the engine
compartment. The rear power distribution center is located in the rear compartment under the
spare tire access panel. Necessary cookies are absolutely essential for the website to function
properly. This category only includes cookies that ensures basic functionalities and security
features of the website. These cookies do not store any personal information. Any cookies that
may not be particularly necessary for the website to function and is used specifically to collect
user personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Do not repair fuses and never replace a blown fuse with one that has a higher amp
rating. This can cause damage to the electrical system and fire. If a fuse blows again contact a
qualified service center. When installing the Power Distribution Center cover, it is important to
ensure the cover is properly positioned and fully latched. Failure to do so may allow water to
get into the Power Distribution Center, and possibly result in an electrical system failure. When
replacing a blown fuse, it is important to use only a fuse having the correct amperage rating.
The use of a fuse with a rating other than indicated may result in a dangerous electrical system
overload. If a properly rated fuse continues to blow, it indicates a problem in the circuit that
must be corrected. Main Page. This website uses cookies to improve your experience. We'll
assume you're ok with this, but you can opt-out if you wish. Close Privacy Overview This
website uses cookies to improve your experience while you navigate through the website. Out
of these cookies, the cookies that are categorized as necessary are stored on your browser as
they are essential for the working of basic functionalities of the website. We also use third-party

cookies that help us analyze and understand how you use this website. These cookies will be
stored in your browser only with your consent. You also have the option to opt-out of these
cookies. But opting out of some of these cookies may have an effect on your browsing
experience. Necessary Always Enabled. Non-necessary Non-necessary. Ignition Switch or
Starter or Other? Hi, I have a problem I need this forum's expert advice on. I have a LHS and it
has a problem starting sometimes. Most of the rest of the time it does nothing at all, I turn the
key and get nothing no click zilch. But, if I keep turning the key off and on a bit sometimes just a
few times, sometimes 15 or more it will eventually start right up. When it does start after doing
nothing at all for several key turns the starter motor spins at full speed. Twice once two months
ago, and once yesterday the starter engaged, the engine started, but the starter kept going - but
did not seem to be engaged with the flywheel but kept turning. Shutting the engine off did not
stop the starter motor. By starting and stopping the engine the starter motor eventually quit. I've
checked the voltage after the car has been running But the starter motor has always spun fast
when it works regardless of the voltage reading in the morning. I replaced the battery last
weekend and it had no effect - I thought I do the simply thing first since the battery was getting
very old. My question is whether the problem is likely to be the starter motor, the ignition
switch, or something else. Thank you in advance. John Harvey. Sounds like a short in the
starter or starter solenoid? That's what I would look at first. Hopefully some more people will
step in with more advice. Hey, another LHS! It sounds like the gear on your starter motor isn't
kicking out to engage the flywheel. What gets me is why your voltage is so low in the morning
even after getting a new battery. Do you have more trouble with it not wanting to start when the
car has been sitting for several hours or more? The account of the starter not wanting to turn
off is yet another weird thing I can't explain, but also makes me suspect of the starter. Good
luck, the starter's not the easiest thing to get to in these cars. Not a bad as some stuff, but it is
buried a bit. Two follow-up questions: 1. I think the solenoid is integral with the starter. Is that
correct? Meaning if I replace the starter motor have I also replaced the solenoid? What all is
involved in replacing the starter? I'm used to working on an Mustang Convertible, when I look
into this car's engine bay the LHS it looks a little bit "cramped". John Harvey 1. Yes, and not
necessarily. Believe it or not you can still buy just the solenoid for many cars and take it apart
and replace it. I would not worry about that though. Just replace the whole thing. I've printed it.
Thank you! No problem, good luck! We had an '01 Intrepid in my shop this week with a similar
symptom. Turn the key - silence. All the warning lights come on normally, but not a sound from
the starter. No dimming of lights. Battery was fine, cables good, connections clean and secure.
We discovered that if you turn the key and hold it, after a second delay, the starter would kick in
normally and the engine would start. We replaced the ignition switch and that solved the
problem. When I worked at VW a couple of years ago, we had a Passat with the same symptom,
but it only happened in very cold temps. VW told us to replace the ignition switch because the
dielectric grease in the switch was preventing the flow of current through it in cold temps. They
have since revised the switch and cured the problem. Thank you for the info. Last week I
ordered a starter motor, and of course every single time I've driven the car since then it has
worked perfectly! So something obviously is wrong, but it has decided to be intermittent. I'm
trying to decide what to do. Hi there,I have a 99 m and am having the same problem as John
Harvey, except for the starter not disengaging. I too have replaced the battery, changed the
negative cable from the battery to the wall, checked the starter connections, all same. If i sit
there and try to start it, it will eventually start. I have turned the key back and forth about 20
times on a couple of mornings, but some mornings it cranks on the first shot. Just to be clear,
when I turn the key, I get nothing except a very small single click from an area that seems to be
on the passenger side by the center speaker on the dash. I have a service manual, and it
describes a process for checking the starter relay first, then the solenoid I may have the order
wrong, the manual is not with me. Has anyone replaced the ignition switch themselves, it looks
tough to do. James, how much is it to replace the ignition switch? Reybeast wrote: Hi there,I
have a 99 m and am having the same problem as John Harvey, except for the starter not
disengaging. It would be better to troubleshoot it with a voltmeter to see where in the system
voltage is lost at a connector, switch, or contact. When you replace parts with a problem like
this where several things could be the problem, it's a shot in the dark unless you get very lucky.
Bill Putney. James, I agree with you, and I fully intend to do just that, I was just curious as to
how much a dealer would charge me if I took it in to replace the switch after I diagnose the
problem and if it is the ignition switch. If I can remember, I'll do that! I replaced the starter and it
solved the problem. Everything is working fine again. Thanks to all of you for your help. Options
15 posts Page 1 of 1 15 posts. Time: 0. Remember me. Top list. Quick Links Download this
manual. Table of Contents. It is supplemented by a Warranty Information Booklet and various
customer oriented documents. You are urged to read these publications carefully. Disclosure

Label affixed to a window on your vehicle. Any modifications or alterations to this vehicle could
seriously affect its roadworthiness and safety and may lead to an accident resulting in serious
injury or death. The dealer that sold you your new vehicle has the key code numbers for your
vehicle locks. These numbers can be used to order duplicate keys from your dealer. Ask your
dealer for these numbers and keep them in a safe place. Leaving children in a vehicle
unattended is danger- ous for a number of reasons. A child or others could be injured. Children
should be warned not to touch the parking brake, brake pedal or the gear selector lever. Page
Replacement Keys If the bulb begins to flash after the bulb check, this indicates that an invalid
key has been used to start the vehicle. Both of these conditions will result in the engine being
shut off after two 2 seconds of running. Keep in mind that a key which has not been
programmed is also considered an invalid key even if it is cut to fit the ignition lock cylinder for
that vehicle. Customer Key Programming You can program new sentry keys to the system if you
have two valid sentry keys by performing the following procedure: 1. The lights will fade to off
after about 30 seconds or they will immediately fade to off once the ignition switch is turned on
from the LOCK position. Page 17 Automatic Door Locks The doors will lock automatically on
vehicles with power door locks if all of the following conditions are met: 1. The Auto Lock
feature is enabled. The transmission is in gear. All doors are closed. Depress the power door
lock switch to lock the doors. A single chime will indicate the completion of the programming.
Auto Unlock The doors will unlock automatically on vehicles with power door locks if: 1. Close
all doors and place the key in the ignition. When the child lock system is engaged the door can
be opened only by using the outside door handle even though the inside door lock is in the
unlocked position. The turn signal lights will flash twice to acknowl- edge the unlock signal. The
illuminated entry system also turns on. NOTE: The transmitter can be programmed to unlatch
the trunk by pressing the trunk button only one time by performing the following procedure: 1.
Remove and replace the battery. Avoid touching the new battery with your fingers. Skin oils
may cause battery deterioration. If you touch a battery, clean it with rubbing alcohol. To
reassemble the transmitter case, join the two halves of the case together. Press- ing the trunk
button will not disarm the system. If someone enters the vehicle through the trunk and opens
any door the alarm will sound. When the lock switch is pressed the window controls on the
passenger doors will not illuminate and the passen- ger windows will be disabled. Page 27
NOTE: If the window runs into any obstacle during auto-closure it will reverse direction and
then stop. Remove the obstacle and use the window switch again to close the window. NOTE:
Any impact due to rough road conditions may trigger the auto reverse function unexpectedly
during auto closure. The trunk lid can be released from inside the vehicle by pressing the Trunk
Release Button located on the instrument panel to the left of the steering wheel. It is located on
the inside of the trunk lid, near the latch, and is coated so that it glows in a darkened trunk. Pull
on the handle to open the trunk. In a collision, you and your passengers can suffer much
greater injuries if you are not properly buck- led up. You can strike the interior of your vehicle or
other passengers, or you can be thrown out of the vehicle. Seat belts are designed to go around
the large bones of your body. These are the strongest parts of your body and can take the
forces of a collision the best. Wearing your belt in the wrong place could make your injuries in a
collision much worse. The lap portion could ride too high on your body, possibly causing
internal injuries. Always buckle your belt into the buckle nearest you. Always wear the lap belt
as low as pos- sible and keep it snug. Push and fully depress the button above the webbing to
release the anchorage, and then move it up or down to the position that serves you best. Seat
Belts and Pregnant Women We recommend that pregnant women use the seat belts throughout
their pregnancy. You may damage the airbags and you could be injured be- cause the airbags
are not there to protect you. These protective covers for the airbag cushions are de- signed to
open only when the airbags are inflating. Page 39 Here are some simple steps you can take to
minimize the risk of harm from a deploying airbag. Children 12 years old and under should ride
buckled up in the rear seat. Infants in rear-facing child restraints should NEVER ride in the front
seat of a vehicle with a passenger front airbag. The airbags work with your seat belt to restrain
you properly. Always wear your seat belts even though you have airbags. A large quantity of
nontoxic gas is generated to inflate the airbags. Three levels of airbag inflation rates are
possible. The particles are a normal by-product of the process that generates the nontoxic gas
used for airbag inflation. These airborne particles may irritate the skin, eyes, nose, or throat. If
you have skin or eye irritation, rinse the area with cool water. It is designed to turn off the front
passenger airbag in the unlikely event that a rear-facing infant seat is in the front passenger
seat. NOTE: Children 12 years and under should always ride buckled up in a rear seat in an
appropriate child restraint. The PAD Indicator Light will be off when teenagers, most children
and most children in forward-facing seats are in the front passenger seat. The system is only
required to turn the PAD Indicator Light on in the unlikely event that a rear-facing infant seat is

installed in front passenger seat. Page 47 If the front passenger seat is damaged in any way, it
should only be serviced by an authorized dealer. If the seat is removed or even if the seat
attachment bolts are loosened or tightened in any way , take the vehicle to an authorized dealer.
The OCM classifies the occupant into categories based on the measurements made by the seat
weight sensors. Page 49 others to learn more about the possible causes of crashes and
associated injuries in order to assess and improve vehicle performance. In addition to crash
investigations initiated by DaimlerChrysler, such investigations may be requested by
customers, insurance carriers, government officials, and professional crash researchers, such
as those associated with universities, and with hospital and insur- ance organizations. Page 51
one year old and weigh at least 9 kg 20 lbs. It is recommended for children who weigh up to
about 20 lbs 9 kg. Check the label on the restraint for weight and height limits. Page 55 means
of adjusting the tension in the strap. Forward- facing toddler restraints and some rear-facing
infant restraints will also be equipped with a tether strap, a hook for attachment to the tether
strap anchorage and a means of adjusting the tension of the strap. You will first loosen the
adjusters on the lower straps and on the tether strap so that you can more easily attach the
hooks or connectors to the vehicle anchorages. Disconnect the latch plate from the buckle and
twist the short buckle-end belt several times to shorten it. Page Engine Break-In
Recommendations 3. An incorrectly anchored tether strap could lead to increased head motion
and possible injury to the child. This should be considered as a normal part of the break-in and
not interpreted as an indication of difficulty. If the LED is not lit during starting, have it checked.
If the light stays on or comes on while driving, have the system checked by an authorized
dealer. Defroster Check operation by selecting the defrost mode and place the blower control
on high speed. Page 63 Windshield Wipers And Washers.. A two point pivot system allows for
horizontal and vertical adjustment of the mirror. Annoying headlight glare can be reduced by
moving the small control under the mirror to the night position toward rear of vehicle. To avoid
damage to the mirror during cleaning, never spray any cleaning solution directly onto the
mirror. Apply the solution onto a clean cloth and wipe the mirror clean. Vehicles and other
objects seen in the right side convex mirror will look smaller and farther away than they really
are. Relying too much on your right side mirror could cause you to collide with another vehicle
or other object. Use your inside mirror when judging the size or distance of a vehicle seen in
this convex mirror. Page 71 One of the following vehicle specific websites may also provide
detailed instructions for pairing with the brand of phone that you have: NOTE: Therefore, the
user can only either answer an incoming call or ignore it. Working with Automated Systems
This method is designed to be used in instances where one generally has to press numbers on
the cellular phone keypad while navigating through an automated tele- phony system. Your cell
phone is recom- mended to remain in Bluetooth on mode. Adjusting a seat while the vehicle is
moving is dangerous. The sudden movement of the seat could cause you to lose control. The
seat belt might not be properly adjusted and you could be injured. Adjust the seat only while the
vehicle is parked. Do not ride with the seatback reclined so that the shoulder belt is no longer
resting against your chest. In a collision you could slide under the seat belt and be seriously or
even fatally injured. Use the recliner only when the vehicle is parked. The heaters provide the
same heat level for both cushion and back. Page Memory Feature-If Equipped When
high-temperature heating is selected, the heaters provide a boosted heat level during the first
four minutes of operation after heating is activated. The heat output then drops to the normal
high-temperature level. If high-level heating is selected, the system will automati- cally switch to
the low level after two hours of continu- ous operation. Press and release the Set S button on
the memory seat switch, then press button 1 within 5 seconds. The radio display will show
which memory position is being set. A second memory profile can also be stored in the vehicle
memory. Additional transmit- ters will not be associated with a memory setting. Release the Set
S button and the horizontal seat switch. Pull on the loops shown in the illustration to fold down
either or both seatbacks. These loops can be tucked away when not in use. The adjust- able
pedal system is designed to allow a greater range of driver comfort for steering wheel tilt and
seat position. Do not place any article under the adjustable pedals or impede its ability to move
as it may cause damage to the pedal controls. The safety catch is located under the center front
edge of the hood. Use the hood prop rod to secure the hood in the open position. Each light is
turned ON by pressing the lens. Press the lens a second time to turn the light OFF. The lights
also turn on when a door is opened or the dimmer control is turned fully upward, past the
second detent. The interior lights will remain on when the dimmer control is in this position.
Page Multi-Function Lever Multi-Function Lever The multi-function lever controls the operation
of the turn signals, headlight beam selection, and passing lights. The lever is located on the left
side of the steering column. Page Fog Lights - If Equipped To activate the delay feature, turn off
the ignition switch while the headlights are still on. Then turn off the headlights within 45

seconds. The 90 second delay inter- val begins when headlight switch is turned off. If the
headlights or park lights are turned back on or the ignition switch is turned on, the delay will be
cancelled. Pull the Lever towards you to switch the headlights back to LOW beam. Flash to Pass
You can signal another vehicle with your headlights by lightly pulling the Multi-Function Lever
toward you. The feature is especially useful when road splash or over- spray from the
windshield washers of the vehicle ahead requires quick but brief wiping action. The sensitivity
of the system to the amount of water on the glass can be adjusted with the rotary knob on the
wiper stalk. Intermittent Wiper System Use the intermittent wiper when weather conditions make
a single wiping cycle, with a variable pause be- tween cycles, desirable. To tilt the column move
the steering wheel up or down as desired. To lengthen or shorten the steering column pull out
or push in the steering wheel. Page The traction control system TCS warning light is located in
the instrument cluster. The TCS light will flash as soon as the tires lose traction and the wheels
begin to spin. This indicates that the TCS system is active. If the TCS warning light begins to
flash during acceleration, ease up on the accelerator and apply as little throttle as possible. The
light should go out with the engine running. The ESP warning light also flashes when traction
control is activated. If the ESP warning light begins to flash during acceleration, ease up on the
accelerator and apply as little throttle as possible. Otherwise the ESP will immediately be
engaged and will apply the rear wheel brakes. Page To Accelerate For Passing so that pushing
the lever up and releasing three times will increase speed by 3 mph 4. Release the lever when
the desired speed is reached, and the new speed will be set. It triggers these devices at the
push of a button. The EVIC is located in the upper part of the cluster between the speedometer
and tachometer. Electronic Vehicle Information Center 1. Your motorized door or gate will open
and close while you are training the Universal Transceiver. Do not train the transceiver if people
or pets are in the path of the door or gate. A moving door or gate can cause serious injury or
death to people and pets or damage to objects. At the garage door opener receiver motor-head
unit in the garage, locate the learn or smart button. This can usually be found where the
hanging antenna wire is attached to the motor-head unit. Page Using Homelink 3. Continue to
press and hold the HomeLink button while you press and release every two seconds cycle your
hand-held transmitter until the frequency signal has successfully been accepted by HomeLink.
To erase all of the previously trained frequencies, hold down both outside buttons until the
green light begins to flash. Page Express Open Feature Press and hold the button in the center
of the sunroof switch to open the vent. The sunroof can be stopped at any position between
closed and full vent. To close the sunroof from the vent position, press and hold the switch
forward. Occupants, particularly unat- tended children, can become entrapped by the power
sunroof while operating the power sunroof switch. Such entrapment may result in serious injury
or death. Both of the outlets are protected by an automatic reset circuit breaker. The automatic
circuit breaker restores power when the overload is removed. Close the cover when the
cupholders are no longer needed. Page Cargo Tie-Down Hooks Cargo Tie-Down Hooks The
tie-downs located on cargo area floor and on the rear trim panels should be used to safely
secure loads when vehicle is moving. In a sudden stop or colli- sion a hook could pull loose and
allow the child seat to come loose. A hydraulic pump contained within the shock absorbers
raises the rear of the vehicle to the correct height. It takes approximately 1 mile 1. Oil Pressure
Warning Light This light shows low engine oil pressure. The light should turn on momentarily
when the engine is started. If the light turns on while driving, stop the vehicle and shut off the
engine as soon as possible. Page 7. Tachometer The red segments indicate the maximum
permissible engine revolutions-per-minute r. Before reaching the red area, ease up on the
accelerator. Engine Temperature Warning Light This light illuminates, and will be accompanied
by a single chime to warn of an overheated engine condition. They should go out with the
engine running. Immediate repair to the ABS system is required. Driving with a hot engine
cooling system could damage your vehicle. If temperature gauge reads H , pull over and stop
the vehicle. Idle the vehicle with the air conditioner turned off until the pointer drops back into
the normal range. Page Transmission Range Indicator This display indicator shows the
automatic transmission gear selection. Seat Belt Reminder Light When the ignition switch is
first turned ON, this light will turn on for 5 to 8 seconds as a bulb check. The light will remain on
or flashing until the tire pressure is properly set or the problem with the sensor is corrected.
This light will turn on momentarily as a bulb check when the engine is started. When the tire
pressure monitoring system warning light is lit, one or more of your tires is significantly
underin- flated. It is located in the upper part of the cluster between the speedometer and
tachometer. Vehicles equipped with steering wheel mounted switches described in this section
will also be equipped with the EVIC. When the fuel economy is reset it will go to 0. Page
Automatic Compass Calibration This compass is self calibrating which eliminates the need to
manually set the compass. Press and hold the compass button for approximately 2 sec- onds.

The number of horizontal bars increase as the strength of the U-Connect phone signal in- Signal
creases. Page functions and navigation system. As you continue the displayed information will
be shown in the selected language. When OFF the system reverts to standard intermittent wiper
operation. Delay Power Off to Accessories Until Exit When this feature is selected, the power
window switches, radio, handsâ€”free system, DVD video system, power sunroof, and power
outlets will remain active for up to 60 minutes after the ignition switch has been turned off.
MUTE will be displayed. Press the MUTE button a second time and the sound from the speakers
will return. The stations stored in SET 2 memory can be selected by pressing the push-button
twice. Every time a preset button is used a corresponding button number will be displayed.
Rotating the volume control or turning OFF the ignition will also return the sound from the
speakers. Page Electronic Volume Control The electronic volume control turns continuously
degrees in either direction without stopping. Turning the volume control to the right increases
the volume and to the left decreases it. When the audio system is turned on, the sound will be
set at the same volume level as last played. Turn the TUNE control to the right or left to adjust
the sound level from the right or left side speakers. When reading discs recorded using formats
other than ISO Level 1 and Level 2, the radio may fail to read files properly and may be unable to
play the file nor- mally. ID3 version 2 is not supported by the radios. Page 3. The minutes will
begin to blink. If no action is taken during the 5 second time out the PTY icon will turn off. Scan
Button Press this button to play 10 seconds of each selection. Press the scan button a second
time to cancel the feature. Changing Tape Direction If you wish to change the direction of tape
travel side being played , press Preset 6. The use of other sized discs may damage the CD
player mechanism. You may eject a disc with the radio OFF. If you insert a disc with the ignition
ON and the radio ON, the unit will switch from radio to CD mode and begin to play when you
insert the disc. If you have ejected a disc and have not removed it within 15 seconds, it will be
reloaded. Release the FF button to stop the fast forward feature. If the RW button is pressed, the
current track will reverse to the beginning of the track and begin playing. The radio is designed
to recognize the file as an invalid MP3 and will not play the file. To create a single-session disc,
enable the Disc at Once option before writing to the disc. The radio will play 7 seconds of the
selected channel before moving to the next channel of the selected program type. This is
located in the upper part of the instrument cluster between the speedometer and tachometer.
Tape Player Pressing the top of the switch once will go to the next selection on the cassette. AM
or Amplitude Modulation, in which the transmitted sound causes the amplitude, or height, of the
radio waves to vary Before inserting a tape, make sure that the label is adhering flatly to the
cassette. A loose tape should be corrected before use. To rewind a loose tape, insert the eraser
end of a pencil into the tape drive gear and twist the pencil in the required directions. This
condition may be lessened or eliminated by relocating the cellular phone antenna. This
condition is not harmful to the radio. Page Electric Rear Window Defroster Press this button to
turn on the rear window defroster and the heated side mirrors if equipped. The defroster
automatically turns off after about 10 minutes of opera- tion. Dots between each of the mode
selections identify intermediate modes that allow the occupants to fine tune airflow distribution.
Defrost Air is directed to the windshield through the outlets at the base of the windshield. Use
this mode to rapidly cool the inside of the vehicle. The Recirculation mode can also be used to
temporarily block out outside odors, smoke, and dust. Window Fogging Interior fogging on the
windshield can be quickly re- moved by turning the mode selector to Defrost. Mud on the
windshield may also cause poor operation of this system. Page The operator can override the
AUTO mode setting and select the direction of the air by rotating the right mode knob to one of
the following positions. Air is also directed to the front door windows through the side window
demister grilles. The defroster automatically turns off after approxi- mately 10 minutes of
operation for the first push of the button, and will turn off after approximately 5 minutes for the
second push of the button. To avoid damaging the electrical conductors of the rear window
defroster, do not use scrapers, sharp Page Winter Operation Winter Operation Use of the air
Recirculation mode during winter months is not recommended because it may cause window
fogging. Vacation Storage Anytime you store your vehicle, or keep it out of service i. Long
periods of engine idling, especially at high engine speeds, can cause excessive exhaust
tempera- tures which can damage your vehicle. Do not leave your vehicle unattended with the
engine running. Do not leave animals or children inside parked vehicles in hot weather;
Vehicles equipped with an automatic transmission cannot be started this way. Un- burned fuel
could enter the catalytic converter and once the engine has started, ignite and damage the
converter and vehicle. Connect the cord to a standard volt AC electrical outlet with a grounded,
three-wire extension cord. If your foot is not firmly on the brake pedal, the vehicle could
accelerate quickly forward or in re- verse. Otherwise, damage to the shifter could result. R
Reverse For moving the vehicle rearward. Always stop before moving the lever to R Reverse ,

except when rocking the vehicle. The trans- mission will operate normally in First, Second and
Third while in this range. Unintended movement of a vehicle could injure those in and near the
vehicle. As with all vehicles, you should never exit a vehicle while the engine is running. Before
exiting a vehicle you should shift the transmission into Park, remove the key from the ignition,
and apply the park brake. Engage only with the vehicle stopped. The PARK position is not
intended to serve as a brake when the vehicle is parked. Rather, the driver should always use
the parking brake in addition to placing the selector lever in PARK to secure the vehicle. When
the brakes are released, the vehicle can be moved freely pushed or towed. The transmission will
shift from the current gear to the next higher gear. To reset the transmission, use the following
procedure: 1. Stop the vehicle. Move the selector lever to the PARK position. Trans- mission
engagement may be delayed up to 10 seconds after restart if the key is not cycled to the LOCK
position first. Page Stopping For brief stops, leave the transmission in gear and hold the vehicle
with the brake pedal. When stopping the vehicle uphill, do not hold it with the accelerator;
Autostick allows you to maximize engine brak- ing, eliminate undesirable upshifts and
downshifts, and improve overall vehicle performance. This system can also provide you with
more control during passing, city driving, cold slippery conditions, mountain driving, trailer
towing, and many other situations. Page Before leaving the vehicle, make sure that the parking
brake is fully applied and place the gear selector in the Park position. Parking Brake To release
the parking brake, pull out on the parking brake release located on the left side of the
instrument panel. The electronic brake force distribution EBD prevents the rear wheels from
over-braking and provides greater control of available braking forces applied to the rear axle.
However, the conventional brake system will continue to operate normally if the BRAKE
warning light is not on. If the ABS light is on, the brake system should be serviced as soon as
possible to restore the benefits of Anti-Lock brakes. Page Power Steering All vehicle wheels
and tires must be the same size and type and tires must be properly inflated to produce
accurate signals for the computer. Tires with white sidewalls will have the full TIN including date
code located on the white sidewall side of the tire. Tire and Loading Information Placard This
placard tells you important information about the, 1 number of people that can be carried in the
vehicle 2 the total weight your vehicle can carry Page Loading The vehicle maximum load on the
tire must not exceed the load carrying capacity of the tire on your vehicle. If your vehicle will be
towing a trailer, load from your trailer will be transferred to your vehicle. Consult this manual to
determine how this reduces the available cargo and luggage load capacity of your vehicle.
Overloading of your tire is dangerous. Overloading can cause tire failure, affect vehicle
handling, and increase your stopping distance. Use tires of the recommended load capacity for
your vehicle. Never overload them. Page Tire Inflation Pressures 2. Economyâ€” Improper
inflation pressures can cause uneven wear patterns to develop across the tire tread. These
abnormal wear patterns will reduce tread life resulting in a need for earlier tire replacement.
Underinflation also increases tire rolling resistance and results in higher fuel consumption.
After inspecting or adjusting the tire pressure al- ways reinstall the valve stem capâ€”if
equipped. This will prevent moisture and dirt from entering the valve stem, which could damage
the valve stem. High speed driving with your vehicle under maxi- mum load is dangerous. The
added strain on your tires could cause them to fail. You could have a serious accident. Page
Tread Wear Indicators Tread Wear Indicators Tread wear indicators are in the original
equipment tires to help you in determining when your tires should be replaced. Some combinations of unapproved tires and wheels may change suspension dimensions and performance
charac- teristics, resulting in changes to steering, han- dling, and braking of your vehicle. This
contributes to the safety of the vehicle by significantly reducing the prob- ability of a roadside
stop due to a flat tire. Sensors mounted to each wheel as part of the valve stem transmit tire
pressure readings to the Receiver Module. The TPM system has been optimized for the original
equipment tires and wheels. TPM system pressures have been established for the tire size
equipped on your vehicle. KR5S Canada. Page Snow Tires NOTE: In order to avoid damage to
tires, chains, and your vehicle do not drive for a prolonged period of time on dry pavement.
Always use the lower suggested operating speed if both the chain manufacturer and vehicle
manufacture suggest a maximum speed. More frequent rotation is permis- sible if desired. The
reasons for any rapid or unusual wear should be corrected prior to rotation being per- formed.
Page Reformulated Gasoline Over 40 automobile manufacturers around the world have issued
and endorsed consistent gasoline specifica- tions the World Wide Fuel Charter, WWFC to define
fuel properties necessary to deliver enhanced emissions, engine performance, and durability for
your vehicle. The manufacturer recommends the use of gasolines that meet the WWFC
specifications if they are available. Use of additional detergents or other additives are not
needed under normal conditions and would result in additional cost. Therefore you should not
have to add anything to the fuel. They contain carbon monoxide, a colorless and odorless gas

which can kill. Never run the engine in a closed area, such as a garage, and never sit in a parked
vehicle with the engine running for an extended period. Damage to the fuel system or emission
control system could result from using an improper fuel tank filler tube cap gas cap , and may
result in a malfunction indicator light on the instrument clus- ter. A poorly fitting cap could let
impurities into the fuel system. This includes driver, passengers, and cargo. The total load must
be limited so that you do not exceed the GVWR. If weighing the loaded vehicle shows that you
have exceeded either GAWR, but the total load is within the specified GVWR, you must
redistribute the weight. Improper weight distribution can have an adverse effect on the way your
vehicle steers and handles and the way the brakes operate. Before towing a trailer carefully review this information to tow your load as efficiently and safely as possible. You might not have
brakes when you need them and could have an accident. To engage the Hazard Warning
Flashers, depress the switch on the instrument panel. When the Hazard Warn- ing Switch is
activated, all directional turn signals will flash on and off to warn oncoming traffic of an emergency. If your air conditioner is on, turn it off. Getting under a jacked-up vehicle is dangerous.
The vehicle could slip off the jack and fall on you. You could be crushed. Never get any part of
your body under a vehicle that is on a jack. Never start or run the engine while the vehicle is on
a jack. Jack Location The jack is stowed under an access cover in the trunk. Follow these steps
to access the jack. NOTE: The spare tire must be removed in order to access the jack. Spare
Tire Stowage The spare tire is stowed under an access cover in the trunk. Follow these steps to
access the spare tire. Jacking and Changing a Tire 1. Block the wheel diagonally opposite the
flat tire. Passengers should not remain in the vehicle when the vehicle is being jacked. Remove
the spare tire, jack and lug wrench. Before raising the vehicle loosen, but do not remove, the lug
nuts of the flat tire using the lug wrench. Turn the wheel nuts counterclockwise one turn while
the wheel is still on the ground. Remove the lug nuts, wheel cover if equipped and tire. Remove
the cover by hand, do not pry off. Mount the spare tire. For vehicles equipped with wheel
covers, see the wheel cover installation instruc- tions. Tighten the two lug nuts on the mounting
studs on each side of the stud which is in alignment with the valve stem. Align the valve notch
in the wheel cover with the valve stem on the wheel. Vehicles equipped with an automatic transmission cannot be started this way. Unburned fuel could enter the catalytic converter and once
the engine has started, ignite and damage the converter and vehicle. Connect one end of the
jumper cable to the remote jump start positive battery post A in the engine com- partment.
Connect the other end of the same cable to the positive terminal of the booster battery. Refer to
the following illustration for jump starting connections. This phenomenon occurs when there is
a difference in the surface traction under the rear driving wheels. Turn your steering wheel right
and left to clear the area around the front wheels. Then shift back and forth between Reverse
and Drive. The only ap- proved method of towing with out the ignition key is with a flat bed
truck. Proper towing equipment is neces- sary to prevent damage to the vehicle. Page 2. Page 5.
This system monitors the performance of the emissions, engine, and automatic transmission
control systems. When these systems are operating properly, your vehicle will provide excellent
performance and fuel economy, as well as engine emis- sions well within current government
regulations. Failure to pass could prevent vehicle registration. Page Replacement Parts If your
OBD system is not ready, you should see your authorized dealer or repair facility. If your vehicle
was recently serviced or had a battery failure or replacement, you may need to do nothing more
than drive your vehicle as you normally would in order for your OBD system to update. Besides
the maintenance items for which there are fixed maintenance intervals, there are other items
that should operate satisfactorily without periodic maintenance. Page Checking Oil Level â€” 5.
Check the oil level at regular intervals, such as every fuel stop. The best time to check the
engine oil level is about 5 minutes after a fully warmed engine is shut off or before starting the
engine after it has sat overnight. Change Engine Oil Road conditions and your kind of driving
affects the interval at which your oil should be changed. Use Mopar or an equivalent oil meeting
the specifi- cation MS Page Engine Oil Filter governmental agency for advice on how and where
used oil and oil filters can be safely discarded in your area. Engine Oil Filter The engine oil filter
should be replaced at every engine oil change. Use a filter of this type for replacement. The air
cleaner can provide a measure of protection in the case of engine backfire. Do not remove the
air cleaner unless such removal is necessary for repair or maintenance. Make sure that no one
is near the engine compartment before starting the vehicle with the air cleaner removed. A hot
exhaust system can start a fire if you park over materials that can burn. Such materials might be
grass or leaves coming into contact with your ex- haust system. Do not park or operate your
vehicle in areas where your exhaust system can contact any- thing that can burn. Remote
battery terminals are located in the engine compartment for jump starting. NOTE: The battery in
this vehicle has a vent hose that should not be disconnected and should only be replaced with a
battery of the same type vented. Steering Linkage The tie rod end ball joints should be

inspected for external leakage or damage when other maintenance is performed. Always use
washer fluid when using the wipers to remove salt or dirt from a dry windshield. Avoid using the
wiper blades to remove frost or ice from the windshield. Page Cooling System Whenever a
change is noticed in the sound of the exhaust system, when exhaust fumes can be detected
inside the vehicle, or when the underside or rear of the vehicle is damaged, have a competent
mechanic inspect the com- plete exhaust system and adjacent body areas for broken, damaged,
deteriorated, or mispositioned parts. If coolant is dirty or rusty in appearance, the system
should be drained, flushed and refilled with fresh coolant. Check with your local authorities to
determine the disposal rules for your community. To prevent ingestion by animals or children
do not store ethylene glycol based engine coolant in open containers or allow it to remain in
puddles on the ground. Riding the brakes can lead to brake failure and possibly an accident.
Driving with your foot resting or riding on the brake pedal can result in abnormally high brake
temperatures, excessive lining wear, and possible brake damage. Worn brake hoses can burst
and cause brake failure. You could have an accident. If you see any signs of cracking, scuffing,
or worn spots, have the brake hoses replaced immediately. Brake Fluid Level Check The fluid
level in the master cylinder should be checked when performing underhood services, or
immediately if the brake system warning light indicates system failure. Do not allow petroleum
base fluid to contaminate the brake fluid, all brake seal components could be damaged causing
partial or complete brake failure. Fuel System Hoses Electronic Fuel Injection high pressure fuel
systems are designed with hoses and quick connect fittings which have unique material
characteristics to provide adequate sealing and resist attack by deteriorated gasoline. The fluid
level is preset at the factory and does not require adjustment under normal operating conditions. If a transmission fluid leak occurs, visit your authorized dealer immediately. Severe
damage to the transmission may occur. Your authorized dealer has the proper tools to
accurately adjust the fluid level. Corrosion is the result of deterioration or removal of paint and
protective coatings from your vehicle. The cost of such repairs is considered the responsibil- ity
of the owner. Application of a leather conditioner is not required to maintain the original
condition. Do not use volatile solvents for cleaning purposes. Many are potentially flammable,
and if used in closed areas they may cause respiratory harm. Failure to do so may allow water
to get into the Power Distribu- tion Center, and possibly result in a electrical system failure. This
center contains fuses and relays. Pull the bulb out of the socket assembly. Do not touch the
new bulb with your fingers. Oil contamination will severely shorten bulb life. If the bulb comes
in contact with an oily surface, clean the bulb with rubbing alcohol. This diminishes and
becomes more white after approximately 10 seconds, as the system charges. Disconnect the
electrical connector. Pull tail lamp assembly clear from vehicle to access bulbs. Turn bulb
sockets counter-clockwise to remove. Pull the appropriate bulb to remove it from the socket.
Replace the bulb, reinstall the socket, and reattach the tail light assembly. Close the trunk. Open
the Trunk. Remove two fasteners from the back of the tail lamp assembly. Pull back the trunk
liner. Remove the remaining fastener from the back of the tail lamp assembly. Page License
Lamp 8. License Lamp 1. Remove the screws securing the light to the rear fascia. SAE 5W is
recommended. Use only recommended brake fluids. These, and all other maintenance services
included in this manual, should be done to provide best vehicle performance and reliability.
Inspect the air cleaner filter and replace if re- quired. Replace the air conditioning filter. Rotate
the tires. Page Miles Kilometers Change engine oil and engine oil filter. Replace the spark plugs.
Inspect the front and rear brake linings and rotors. Check and replace, if necessary, the PCV
valve. Replace the rear axle fluid. Check and Inspect the accessory drive belt and tensioner.
Replace the air cleaner filter. Inspection and service should also be performed anytime a
malfunction is observed or suspected. Inspect the air cleaner filter and replace if required. Page
Miles Kilometers [Months] Change engine oil and engine oil filter. Take your warranty folder. All
work to be performed may not be covered by the warranty, discuss additional charges with the
service manager. Most matters can be resolved with this process. They want to know if you
need assistance. They will help you keep your vehicle operating at its best. These manuals have
been prepared with the assistance of service and engineering specialists to acquaint you with
specific Chrysler group vehicles. Included are starting, operating, emergency and maintenance
pro- cedures as well as specifications, capabilities and safety tips. Sustained high temperature
can cause the material of the tire to degenerate and reduce tire life, and excessive temperature
can lead to sudden tire failure. Page Ball Joints Page Emergency, In Case of Overheating Page
Hood Release Page Electric Remote Page Safety Checks Outside Vehicle Page Safety Print page
1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. The electronic engine management systems on
modern vehicles are made up of sophisticated fuel and ignition systems that work together for
the vehicle to run. Both systems are made up of various components that all work together to

provide timed fuel and ignition for the engine. One of these components is the automatic
shutdown relay, commonly referred to as the ASD relay. As with most electrical components,
the ASD relay is subject to the normal wear and tear associated with normal service life, and
when it fails, it can cause problems for the entire vehicle. Usually, when the ASD relay has failed
or is having a problem the vehicle will produce a few symptoms that can alert the driver that a
problem has occurred that should be serviced. One of the most common symptoms of a bad
ASD relay is an engine that will start, but stall out almost immediately, or at random times. If the
ASD is having any problems that interfere with its ability to supply power to the injectors, coils,
or whatever other circuits it may feed, then those components may not function properly and
problems may arise. A car with a failing or faulty ASD relay may stall immediately after starting,
or randomly while operating. Another symptom of bad ASD relay is an engine that will not crank
at all. As many of the engine management systems are wired together, if any of the circuits that
the ASD relay provides power for go out as a result of a bad ASD relay, then it may affect other
circuits, one of them being the starting circuit. A bad ASD relay can indirectly, and sometimes
directly, cause a starting circuit to not have power, which will result in a no crank condition
when you turn the key. If the computer detects that a problem with the ASD relay or circuit has
occurred, it will illuminate the Check Engine Light to alert the driver of a problem. The Check
Engine Light can also be activated for a wide variety of other reasons, so it is important to have
the vehicle scanned for trouble codes to determine what the exact cause of the problem may be.
For this reason, if you suspect that the ASD relay has failed, or is having a problem, have the
vehicle serviced by a professional technician, such as one from YourMechanic to determine if
the car needs an automatic shutdown relay replacement , or if another issue needs to be
addressed. The most popular service booked by readers of this article is Fuel System
Inspection. Our certified mobile mechanics perform over services, including diagnostics,
brakes, oil changes, scheduled mileage maintenances, and will come to you with all necessary
parts and tools. Our certified mobile mechanics make house calls in over 2, U. Fast, free online
quotes for your car repair. Fuel System Inspection Cost. Service Location. Car starts but
immediately stalls One of the most common symptoms of a bad ASD relay is an engine that will
start, but stall out almost immediately, or at random times. Engine does not crank Another
symptom of bad ASD relay is an engine that will not crank at all. Home Articles. The statements
expressed above are only for informational purposes and should be independently verified.
Please see our terms of service for more details. Excellent Auto Repair Ratings. YourMechanic
Auto Repair. Related Articles. Recent Fuel System Inspection reviews. Excellent Rating. Rating
Summary. Chris 22 years of experience. Request Chris. Scion xB - Car is not starting - Anaheim,
California. Super helpful. He was able to diagnose the problem right away and got my car
running within minutes! Chris did a great job, and when he found that the parts supplier gave
him the wrong filter, he went out of his way to go get the correct one. Michael 4 years of
experience. Request Michael. Raymond 37 years of experience. Request Raymond. Raymond
was very knowledgeable mechanic and through in his testing. I trust him for any future from
your mechanic. Arturo 27 years of experience. Request Arturo. Informative and efficient. Need
Help With Your Car? Related articles. Read more. This is crucial to the ignition system. All All
ignition systems use
boss car
subaruoutback
mule sxs
electricity to crank and run the engine. This is true whether you have a conventional, electronic,
or distributor-less ignition system. Water is the enemy of electricity and if it intrudes into the
ignition system, it Related questions When I try to start the car it doesn't click or make any
noise Hi there. It sounds like you could have either a battery or a starter concern. Do the dash
lights operate? Car making clicking sound at startup Hello. It is important to consider whether
the noise is heard when you are trying to start your vehicle, or when the motor actually starts. If
it is before the motor starts, then the issue is most likely a low Why wont my car start? The click
noise you hear is the starter relay working but it may not be sending power to the starter
solenoid. You would need to try and replace the starter relay that is clicking and see if it cranks.
Browse other content. Schedule your Fuel System Inspection today! Fuel System Inspection
Price. How can we help? Read FAQ.

