2005 dodge caravan water pump

The product came a day before it was supposed to. I will buy all my parts from here for now on!
Skip to main content Menu. Close X. Call To Order: Accessory Belt Idler Pulley. Accessory Belt
Tension Pulley. Accessory Belt Tensioner. Accessory Belt Tensioner Assembly. Accessory Belt
and Tensioner. Auxiliary Fan Assembly. Auxiliary Fan Control Unit. Cooling Hose. Cooling
System Adapter. Cooling System Flush Gun Kit. Engine Coolant Pipe O-Ring. Engine Coolant
System Pressure Tester. Engine Coolant Thermostat Housing Assembly. Engine Coolant Water
Inlet. Engine Cooling Fan. Engine Cooling Fan Module. Engine Cooling Fan Set. Expansion
Tank. Expansion Tank Cap. Radiator Cap. Radiator Cap Tester Adapter. Radiator Fan Assembly.
Radiator Fan Relay Kit. Radiator Hose. Radiator Hose Set. Radiator Support Tie Bar. Radiator
and Hose Kit. Thermostat Gasket. Thermostat Housing. Thermostat Housing Gasket.
Thermostat O-Ring. Water Distribution Pipe. Water Outlet Gasket. Water Pump Gasket. Water
Pump Housing Gasket. Water Pump Pulley. Water Pump Seal. Air Intake. Body Electrical.
Chemicals and Fluids. Climate Control. Drive Belts. Engine Electrical. Engine Mechanical. Fuel
Delivery. Fuel Injection. Tools and Hardware. A1 Cardone. AC Delco. DIY Solutions. DNJ Rock.
US Motor Works. Shop By Vehicle. Replacement Water Pump. Click to Enlarge. Shipping
Options: Free Ground Shipping. API Water Pump. SKP Water Pump. Features: OE Style for easy
replacement and fitment Stringent quality control ensures part meets product standards. AC
Delco Water Pump. GMB Water Pump. Product List Price:. Features: OE-Equivalent and direct fit
application. High flow design Factory lubricated bearing assembly Precision ground shaft and
hub OE quality forged housing for maximum coolant flow Precision built and balanced Pressed
on impeller for increased water flow Unique no sealed required gasket Unitized seal protects
bearings and provides long life leak free performance. Factory sealed precision ground one
piece bearing asse. Shipping Options: Ground, Overnight, 2 Day. Features: Manufactured to
meet or exceed OEM specifications. WJB Water Pump. Gates Water Pump. Airtex Water Pump.
Airtex AW Water Pump. A1 Cardone Water Pump. As a remanufactured Original Equipment part,
this unit guarantees a perfect vehicle fit. The proper O. This ensures longer bearing life and
reliable performance. Thermostat seal and mounting gasket are supplied for ease of installation
where applicable. Metrix Water Pump. Dayco Water Pump. Mopar Water Pump Pulley. Mopar W
Water Pump Pulley. Replacement July 22nd, Posted by Dave Smith. Airtex AW October 21st,
Posted by water pump caravan. Catalog: E. Vehicle Engine Dodge Caravan. Vehicle Dodge
Caravan. Catalog: P. Catalog: S. Catalog: Q. Catalog: B. Catalog: A. Catalog: T. Catalog: C.
Catalog: F. Our mobile mechanics offer services 7 days a week. Upfront and transparent pricing.
Our certified mobile mechanics can come to your home or office 7 days a week between 7 AM
and 9 PM. The water pump is a belt or chain-driven engine accessory bolted to the engine above
the crankshaft pulley. The pump housing has an impeller that circulates engine coolant through
the cooling system passageways in the engine block and cylinder head, on to the radiator,
where the coolant temperature is reduced. The lower temperature coolant then flows back to the
water inlet on the engine and the water pump continues the cycle. Should the water pump only
leak a little bit, you can drive the car. However, a small leak could suddenly enlarge or the pump
bearing might unexpectedly seize. Either circumstance would likely cause engine overheating. If
a defective water pump causes the overheating, it is not safe to drive because of the damage to
the engine. Dodge Caravan Water Pump Replacement at your home or office. Estimate price
near me. Service Location. YourMechanic Benefits Online Booking. Mechanic comes to you.
Free 50 point safety inspection. See availability. Water Pump Replacement Service What is a
water pump and how does it work? When to consider replacing the water pump: Coolant leaks
or overheating. The water pump impeller shaft is supported by a bearing. Eventually, the
bearing or seal can wear and leak or damage the impeller. Many water pumps have weep holes
near the pump bearing. If you see significant leakage from that weep hole, it is time to replace
the pump. Bearing roughness or noise. If the water pump shaft does not turn smoothly or the
pump is noisy, the bearing is excessively worn. Pump replacement will be necessary. Timing
belt replacement. In engines where the water pump is driven by the timing belt, it is a good idea
to replace the water pump at the same time the timing belt is replaced. The extensive work
explains why it is always recommended to replace the water pump whenever the mechanic
already has these components removed for regularly scheduled timing belt replacement. How
do mechanics replace the water pump? The water pump is usually bolted to the front of the
engine. The replacement procedure will vary depending on whether the pump is driven by the
timing belt, the serpentine belt, or chain. On a cold engine, the engine coolant is drained to a
level below the water pump. Components that require removing to access the water pump are
removed, including the belt or chain that directly drive the pump. The bolts holding the pump to
the engine are removed and the pump is pulled out. The gasket surface must be cleaned and the
pump mounting surface inspected. A new gasket, rubber seal, or RTV sealant, as required, is
installed and then the new pump. The bolts are torqued in sequence using a calibrated inch

pound torque wrench. For applications where the water pump is driven by the timing belt, the
timing belt must be removed. Typically, this requires removal of the crankshaft pulley, timing
belt covers, and timing belt tensioner. Once the new pump is installed, new coolant is added
back while bleeding the cooling system of any air. The engine is then run and brought to normal
operating temperature to check for leaks and ensure normal operating temperature. Is it safe to
drive with a water pump problem? When replacing the water pump keep in mind: It is best to
install a new cooling system thermostat when you install a new water pump, especially if the
thermostat is old or original. Completely flushing the cooling system is a good idea when you
replace the water pump. Flushing can be done before or after pump replacement. The rest of the
cooling system should be inspected too â€” particularly rubber hoses, which have a limited
lifetime. Yourmechanic was featured in. Popular Dodge Jobs. Auto service in Your City. Meet
some of our expert Dodge mechanics Real customer reviews from Dodge owners like you.
Excellent Rating. Rating Summary. How can we help? Read FAQ. Service type Water Pump
Replacement. Our mobile mechanics offer services 7 days a week. Upfront and transparent
pricing. Our certified mobile mechanics can come to your home or office 7 days a week between
7 AM and 9 PM. The water pump is a belt or chain-driven engine accessory bolted to the engine
above the crankshaft pulley. The pump housing has an impeller that circulates engine coolant
through the cooling system passageways in the engine block and cylinder head, on to the
radiator, where the coolant temperature is reduced. The lower temperature coolant then flows
back to the water inlet on the engine and the water pump continues the cycle. Should the water
pump only leak a little bit, you can drive the car. However, a small leak could suddenly enlarge
or the pump bearing might unexpectedly seize. Either circumstance would likely cause engine
overheating. If a defective water pump causes the overheating, it is not safe to drive because of
the damage to the engine. Estimate price near me. Service Location. YourMechanic Benefits
Online Booking. Mechanic comes to you. Free 50 point safety inspection. See availability. Water
Pump Replacement Service What is a water pump and how does it work? When to consider
replacing the water pump: Coolant leaks or overheating. The water pump impeller shaft is
supported by a bearing. Eventually, the bearing or seal can wear and leak or damage the
impeller. Many water pumps have weep holes near the pump bearing. If you see significant
leakage from that weep hole, it is time to replace the pump. Bearing roughness or noise. If the
water pump shaft does not turn smoothly or the pump is noisy, the bearing is excessively worn.
Pump replacement will be necessary. Timing belt replacement. In engines where the water
pump is driven by the timing belt, it is a good idea to replace the water pump at the same time
the timing belt is replaced. The extensive work explains why it is always recommended to
replace the water pump whenever the mechanic already has these components removed for
regularly scheduled timing belt replacement. How do mechanics replace the water pump? The
water pump is usually bolted to the front of the engine. The replacement procedure will vary
depending on whether the pump is driven by the timing belt, the serpentine belt, or chain. On a
cold engine, the engine coolant is drained to a level below the water pump. Components that
require removing to access the water pump are removed, including the belt or chain that
directly drive the pump. The bolts holding the pump to the engine are removed and the pump is
pulled out. The gasket surface must be cleaned and the pump mounting surface inspected. A
new gasket, rubber seal, or RTV sealant, as required, is installed and then the new pump. The
bolts are torqued in sequence using a calibrated inch pound torque wrench. For applications
where the water pump is driven by the timing belt, the timing belt must be removed. Typically,
this requires removal of the crankshaft pulley, timing belt covers, and timing belt tensioner.
Once the new pump is installed, new coolant is added back while bleeding the cooling system
of any air. The engine is then run and brought to normal operating temperature to check for
leaks and ensure normal operating temperature. Is it safe to drive with a water pump problem?
When replacing the water pump keep in mind: It is best to install a new cooling system
thermostat when you install a new water pump, especially if the thermostat is old or original.
Completely flushing the cooling system is a good idea when you replace the water pump.
Flushing can be done before or after pump replacement. The rest of the cooling system should
be inspected too â€” particularly rubber hoses, which have a limited lifetime. Yourmechanic was
featured in. Popular Dodge Jobs. Auto service in Your City. Meet some of our expert Dodge
mechanics Real customer reviews from Dodge owners like you. Excellent Rating. Rating
Summary. Jay 20 years of experience. Request Jay. Good mechanic.. Clifton 25 years of
experience. Request Clifton. Showed up on time. Very professional and conscientious,
explained everything and cleaned up afterwards as if he was never there. I highly recommend
him. Theodore 10 years of experience. Request Theodore. Theo was absolutely amazing! He
didn't pressure me into anything but he also explained everything very well. He was even great
with my kids! I will definitely ask for him the next time I need any work done! Alec 8 years of

experience. Request Alec. Explained everything for me and answered questions so graciously.
Awesome service. How can we help? Read FAQ. Service type Water Pump Replacement. For
more information go to Meticulously formed to exceptional standards, GMB's OE replacement
water pumps are guaranteed to equip your ride with the finest quality and most enduring
performance. GMB is a leading automotive aftermar We've Made a Site Update. Refresh to the
latest version. Retrieve quote. Track order. Sign In or Create Account. Every Purchase
Supports. Texas Relief Efforts. Select your vehicle. Refine by:. Water Pump part. Returns Policy.
Quantity Sold. Shop Dodge Caravan Water Pump. Showing 1 - 11 of 11 results. Sort by:.
Guaranteed to Fit. Core Charge. Add to cart. Product Details Notes : This pump is driven off the
timing belt. Timing belt should be replaced with the pump. Part Number: GMB Part Number:
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mitsubichi lancer
saab 9 3 oil pan
2001 hyundai santa fe alternator
1 of 11 results. Featured Brands. DriveMotive Water Pump - 2. Reviews Questions, Answers.
Gates New - Water Pump Manufacturer Feb 10, Professional , Timely Just what is needed , in
Times like these! Home delivery Social Distance! Derek Thomas. Purchased on Feb 06, Feb 05,
Fit perfectly. Faye ketch. Purchased on Oct 05, Mar 26, So far so good. Haven't put it in yet but it
looks good. Wade Lentner. Purchased on Mar 02, Show More. Helpful Automotive Resources.
When the coolant temperature in your radiator and your engine is outside the normal range,
your PCM may trigger code P What are the Possible Causes of the P Code? Defective or
malfunctioning engine coolant temperature sensorLow engine coolant. This can be caused by a
faulty thermostat. When a defective thermostat no longer opens, the engine will overheat and
cause a breakdown. Contact Us. Phone Number Shop with Confidence. All Rights Reserved.
Terms of Use. Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

