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Quick Links Download this manual. Table of Contents. Automobile Chrysler Convertible User
Manual pages. It is supplemented by a Warranty Information Booklet and various customer
oriented documents. You are urged to read these publications carefully. The VIN is visible from
outside of the vehicle through the windshield. Any modifications or alterations to this vehicle
could seriously affect its roadworthiness and safety and may lead to an accident resulting in
serious injury or death. Vehicle Key The dealer that sold you your new vehicle has the key code
numbers for your vehicle locks. These numbers can be used to order duplicate keys from your
dealer. Leaving children in a vehicle unattended is danger- ous for a number of reasons. A child
or others could be injured. Operation of the system is automatic regardless of whether or not
the vehicle is locked or unlocked. During normal operation, the Vehicle Theft Alarm Indi- cator
Light will come on for three 3 seconds immedi- ately after the ignition switch is turned on for a
bulb check. This number is required for dealer replacement of keys. Duplication of keys may be
performed at an authorized dealer or by using the Customer Key Programming procedure. Page
17 Automatic Door Locks The doors will lock automatically on vehicles with power door locks if
all of the following conditions are met: 1. The Auto Lock feature is enabled. The transmission is
in gear. All doors are closed. Depress the power door lock switch to lock the doors. Power Door
Lock Switch 4. A single chime will indicate the completion of the programming. Auto Unlock
The doors will unlock automatically on vehicles with power door locks if: 1. Depress the power
door unlock switch to unlock the doors. Child Lock Control When the child lock system is
engaged the door can be opened only by using the outside door handle even though the inside
door lock is in the unlocked position. The turn signal lights will flash twice to acknowl- edge the
unlock signal. The illuminated entry system also turns on. Opening a door with the Security
Alarm activated will cause the alarm to sound. A weak battery in the transmitter. The expected
life of the battery is a minimum of three years. If something triggers the alarm, the system will
prevent the vehicle from starting and provide the following audible and visual signals: the horn
will pulse; If one of the previously described arming sequences has occurred, the system will
arm regardless of whether you are in the vehicle or not. When the lock switch is pressed, the
window controls on the passenger doors will not illuminate and the passen- ger windows will be
disabled. Never leave children in a vehicle, with the keys in the ignition switch. To stop the
window from going all the way up during the auto-up operation, push down on the switch
briefly. Page Trunk Lock And Release Reset Any time the vehicle battery is disconnected or
goes dead the auto-up function will be disabled. To reactivate the auto-up feature perform the
following steps after vehicle power is restored: 1. Pull the window switch up to close window
com- pletely and continue to hold the switch up for an additional two seconds after the window
is closed. With the ignition ON, the trunk open symbol will display in the instrument cluster
indicating that the trunk is open. It is located on the inside of the trunk lid, near the latch, and is
coated so that it glows in a darkened trunk. In a collision, you and your passengers can suffer
much greater injuries if you are not properly buck- led up. You can strike the interior of your
vehicle or other passengers, or you can be thrown out of the vehicle. Seat belts are designed to
go around the large bones of your body. These are the strongest parts of your body and can
take the forces of a collision the best. Wearing your belt in the wrong place could make your
injuries in a collision much worse. The lap portion could ride too high on your body, possibly
causing internal injuries. Always buckle your belt into the buckle nearest you. Always wear the
lap belt as low as pos- sible and keep it snug. Push and fully depress the button above the
webbing to release the anchorage, and then move it up or down to the position that serves you
best. After a collision that is severe enough to deploy the airbags and pretensioners, both must
be replaced. If the vehicle is equipped with side curtain airbags, they are located above the side
windows. Page 41 Along with the seat belts, front airbags work with the instrument panel knee
bolsters to provide improved protection for the driver and front passenger. Side Cur- tain
Airbags also work with seat belts to improve occu- pant protection. The seat belts are designed
to protect you in many types of collisions. You should read the instructions provided with your
child restraint to make sure that you are using it properly. All occupants should use their seat
belts properly. The driver and front passenger seats should be moved back as far as practical to
allow the airbags time to inflate. After the self-check, the airbag warning light will turn off. Any
weight on the seat will be sensed by the system. Objects hanging on the seat or other
passengers pushing down on the seat will also be sensed. Once the lodged object is removed,
the fault will be automatically cleared after a short period of time. Unapproved modifications or
service procedures to the front passenger seat assembly, its related compo- nents, or seat
cover may inadvertently change the airbag deployment in case of a frontal crash. This could
result in death or serious injury to the front seat passenger if the vehicle is involved in an accident. If you are involved in another collision, the airbags will not be in place to protect you.
Page 51 Airbag Light You will want to have the airbags ready to inflate for your protection in an

impact. Confidential data will not be dis- closed by DaimlerChrysler to any third party except
when: 1. Used for research purposes, such as to match data with a particular crash record in an
aggregate database, provided confidentiality of personal data is thereafter preserved 2. In a
collision, an unrestrained child, even a tiny baby, can become a missile inside the vehicle. The
force required to hold even an infant on your lap could become so great that you could not hold
the child, no matter how strong you are. The child and others could be badly injured. It could
come loose in a collision. The child could be badly injured or killed. Page 55 Older Children and
Child Restraints Children who weigh more than 20 lbs 9 kg and who are older than one year can
ride forward-facing in the vehicle. Forward-facing child seats and convertible child seats used in
the forward-facing direction are for children who weigh 20 to 40 lbs 9 to 18 kg and who are older
than one year. Page 57 The rear seat lower anchorages are round bars, located at the rear of the
seat cushion where it meets the seat back. The location of the lower anchorages are identified
by a symbol on the seat back. You will easily feel them if you run your finger along the
intersection of the seatback and seat cushion surfaces. This should stow the seat belt out of the
reach of an inquisitive child. Remind all children in the vehicle that the seat belts are not toys
and should not be played with, and never leave your child unattended in the vehicle. Page 59
Tether Strap Mounting 2. Route the tether strap to provide the most direct path for the strap
between the anchor and the child seat. If your vehicle is equipped with adjustable rear head
restraints, raise the head restraint and, where possible, route the tether strap under the head
restraint and between the two posts. Drive moderately during the first miles km. Damaged parts
must be replaced immediately. Do not disassemble or modify the system. Front seat belt
assemblies must be replaced after a collision. Page 65 Windshield Washers A two point pivot
system allows for horizontal and vertical adjustment of the mirror. Adjusting Rearview Mirror
Annoying headlight glare can be reduced by moving the small control under the mirror to the
night position toward rear of vehicle. To avoid damage to the mirror during cleaning, never
spray any cleaning solution directly onto the mirror. Apply the solution onto a clean cloth and
wipe the mirror clean. Vehicles and other objects seen in the right side convex mirror will look
smaller and farther away than they really are. Relying too much on your right side mirror could
cause you to collide with another vehicle or other object. Use your inside mirror when judging
the size or distance of a vehicle seen in this convex mirror. See If your cellular phone supports
a different profile e. Each cellular phone that is paired should be given a unique phone name.
Only the active call s will be terminated and if there is a call on hold, it will become the new
active call. After selecting one of the languages, all prompts and voice commands will be in that
language. Adjusting a seat while the vehicle is moving is dangerous. The sudden movement of
the seat could cause you to lose control. The seat belt might not be properly adjusted and you
could be injured. Adjust the seat only while the vehicle is parked. Do not place any article under
a power seat as it may cause damage to the seat controls. Turn the control lever for- ward to
increase and rearward to decrease the desired amount of lumbar support. Page 93 Pressing the
switch a second time will select low-level heating. Pressing the switch a third time will shut the
heating elements off. When high-temperature heating is selected, the heaters provide a boosted
heat level during the first four minutes of operation after heating is activated. The heat output
then drops to the normal high-temperature level. Adjustable restraints should be adjusted so
that the upper edge is as high as practical. The cargo area in the rear of the vehicle with the rear
seatbacks in the locked-up or folded down position should not be used as a play area by
children when the vehicle is in motion. They could be seriously injured in an accident. Children
should be seated and using the proper restraint system. Adjust all memory profile settings to
desired prefer- ences i. Press and release the Set S button on the memory switch, then press
the side of the rocker switch labeled 1 within 5 seconds. Press and release the Set S button on
the memory switch, then press and release the side of the rocker switch labeled 1 or 2
accordingly. The safety catch is located under the center front edge of the hood. Hood Safety
Catch Use the hood prop rod if equipped to secure the hood in the open position. To protect the
battery, the interior lights will turn off automatically 10 minutes after the ignition switch is
moved to the LOCK position. This will occur if the interior lights were switched on manually or
are on because a door is open. Headlight Switch The headlight switch is located on the left side
of the instrument panel. This switch controls the operation of the headlights, parking lights,
instrument panel lights, instrument panel light dimming, interior lights, and fog lights. Turn to
the second detent for headlight, park light and instrument panel light operation. This camera
detects vehicle specific light and automatically switches from high beams to low beams until
the approaching vehicle is out of view. Headlight Time Delay This feature provides the safety of
headlight illumination for 90 seconds programmable when leaving your ve- hicle in an unlighted
area. If the lever is released while in the delay range, the wiper will operate for two wipe cycles
after the lever is released, and then resume the intermittent inter- val previously selected. Page

Windshield Wiper Operation Windshield Wiper Operation Rotate the end of the lever to the
second detent for Low speed wiper operation, or to the third detent for High speed operation.
Intermittent Wiper System Use the intermittent wiper when weather conditions make a single
wiping cycle, with a variable pause be- tween cycles, desirable. To use the headlight washers,
turn the head- lights ON and press in on the windshield washer control knob while the engine is
running. To tilt the column move the steering wheel up or down as desired. To lengthen or
shorten the steering column pull out or push in the steering wheel. To tilt the column move the
lever up or down as desired. TCS cannot prevent the natural laws of physics from acting on the
vehicle, nor can it increase the traction afforded. The TCS cannot prevent accidents, includ- ing
those resulting from excessive speed in turns, or hydroplaning. Page When the driver selects
Reverse the system scans for objects behind the vehicle using four sensors located in the rear
bumper. Objects can be detected from up to 71 inches cm. A warning display above the rear
window provides both visible and audible warnings indicating the range of the object. BAS
cannot prevent the natural laws of physics from acting on the vehicle, nor can it increase
braking efficiency beyond that afforded by the condition of the vehicle brakes and tires or the
traction afforded. The BAS cannot prevent accidents, including those resulting from excessive
speed in turns, following another vehicle too closely, or hydroplaning. The system operates
when the vehicle speed is greater than 7. Release the lever when the desired speed is reached,
and the new speed will be set. Each time the lever is pushed down and released, speed
decreases. It triggers these devices at the push of a button. It is also recom- mended that a new
battery be placed in the hand-held transmitter of the device being programmed to HomeLink for
quicker training and accurate transmis- sion of the radio-frequency signal. Page HomeLink
Buttons 2. Position the end of your hand-held transmitter inches cm away from the HomeLink
buttons. Simultaneously press and hold both the HomeLink button that you want to train and
the hand-held trans- mitter buttons. Do not release the buttons until step 4 has been completed.
Please proceed to steps 6â€”8 to complete the programming of a rolling code equipped device
most common garage door openers require this step. Page Using Homelink 3. Continue to press
and hold the HomeLink button while you press and release every two seconds cycle your
hand-held transmitter until the frequency signal has successfully been accepted by HomeLink.
Occupants, particularly unat- tended children, can become entrapped by the power sunroof
while operating the power sunroof switch. Such entrapment may result in serious injury or
death. This allows the sunroof to move towards the closed position. NOTE: Pinch protection is
disabled while the switch is pressed. Opening either front door will cancel this feature. For
vehicles equipped with the EVIC, the power sunroof switch will remain active for up to 60
minutes after the ignition switch is turned off. Front Power Outlet The center console outlet is
powered directly from the battery power available at all times. Push down on the cover as
shown to expose the cup holders. The storage bin contains a four-slot coin holder designed to
hold various size coins and a rubber mat at the bottom of the bin for noise control. Put heavier
objects as low and as far forward as possible. Too much weight or improperly placed weight
over or behind the rear axle can cause the rear of the vehicle to sway. Page Selecting a Channel
The light will turn on when the ignition switch is turned to the ON position and may stay on for
as long as four seconds. If the ABS light remains on or turns on while driving, it indicates that
the Anti-Lock portion of the brake system is not functioning and that service is required. Page
The dual brake system provides a reserve braking capac- ity in the event of a failure to a portion
of the hydraulic system. Failure of either half of the dual brake system is indicated by the Brake
Warning Light which will turn on when the brake fluid level in the master cylinder has dropped
below a specified level. While driving, ease up on the accelerator. Page Push in and hold the
button for two seconds when the trip odometer is displayed to reset it to 0 miles or kilometers. If
a prob- lem is detected the light will come on while the engine is running. Cycle the ignition key
when the vehicle has completely stopped and the gear selector is placed in the PARK position.
It is located in the upper part of the cluster between the speedometer and tachometer. Vehicles
equipped with steering wheel mounted buttons described in this section are also equipped with
the EVIC. This display will continue until the vehicle runs out of fuel. Then, press and hold the
compass button for approximately 2 seconds. When enabled, the EVIC displays the name of the
approaching road at the top of the screen, followed by an arrow to indicate the direction to turn
the vehicle, and a count down to indicate the distance to the turn. The headlights will also turn
off when the wipers are turned off if they were turned on by this feature. Like any system,
however, car radios have performance limitations, due to mobile op- eration and natural
phenomena, which might lead you to believe your sound system is malfunctioning. Electronic
Volume Control The electronic volume control turns continuously degrees in either direction
without stopping. To stop the search, press SCAN a second time. The time of day will be
displayed for 5 seconds. MUTE will be displayed. Press the MUTE button a second time and the

sound from the speakers will return. Rotating the volume control or turning OFF the ignition will
also return the sound from the speakers. Press the right side of the button to seek up and the
left side to seek down. Operating Instructions â€” Tape Player Insert the cassette with the
exposed tape side toward the left and the mechanical action of the player will gently pull the
cassette into the play position. The lighted arrow in the display window will show the new
direction. Metal Tape Selection If a standard metal tape is inserted into the player, the player will
automatically select the correct equalization. The use of other sized discs may damage the CD
player mechanism. You may eject a disc with the radio OFF. If you insert a disc with the ignition
ON and the radio ON, the unit will switch from radio to CD mode and begin to play when you
insert the disc. If you have ejected a disc and have not removed it within 15 seconds, it will be
reloaded. If the CD is not removed, the radio will continue to play the non-removed CD. The
radio is designed to recognize the file as an invalid MP3 and will not play the file. To create a
single-session disc, enable the Disc at Once option before writing to the disc. Contact Sirius
Customer Care at to discuss options for channel blocking or unblocking. Navigation Radio with
CD Player and MP3 Capability REC - combines a Global-Positioning System-based navigation
system with a color screen to provide maps, turn identification, selection menus and
instructions for selecting a variety of destinations and routes. Handle the disc by its edge; avoid
touching the surface. If the disc is stained, clean the surface with a soft cloth, wiping from
center to edge. Page The instrument panel features four dual-vane airflow registers. Two
registers are located on the outer ends of the instrument panel and two are located in the center
of the instrument panel. These registers can be closed to partially block airflow. Manual
Temperature Controls Press this button to turn on and off the air condi- tioning. Air is also
directed to the front door windows through the side window demister grilles. Floor Air flows
through the floor outlets located under the instrument panel and into the rear seating area
through vents under the front seats. This is accomplished by a dual sun-sensor in the top of the
instrument panel, and an infrared sensor located in the face of the control unit. Page Operation
of the system is quite simple. However, under certain conditions in automatic the system is
blowing air out of the defrost vents. When these conditions are present and the Recirc button is
pressed the indicator will flash and remain off. Page Summer Operation the rear window
defroster is ON. The defroster automati- cally turns off after approximately 10 minutes of operation for the first push of the button, and will turn off after approximately 5 minutes for the
second push of the button. Page Overloading Long periods of engine idling, especially at high
engine speeds, can cause excessive exhaust tempera- tures which can damage your vehicle. Do
not leave your vehicle unattended with the engine running. Do not leave animals or children
inside parked vehicles in hot weather; Vehicles equipped with an automatic transmission
cannot be started this way. Un- burned fuel could enter the catalytic converter and once the
engine has started, ignite and damage the converter and vehicle. Connect the cord to a
standard volt AC electrical outlet with a grounded, three-wire extension cord. If your foot is not
firmly on the brake pedal, the vehicle could accelerate quickly forward or in re- verse. Page
Overdrive and shifting operation will resume when the temperature of the transmission reaches
the appropriate temperature. If the transmission temperature gets too hot, the transmission may
downshift out of Overdrive or en- gage overdrive at higher vehicle speeds until the transmission
cools down. A clutch within the torque converter engages automatically at calibrated speeds.
This may result in a slightly differ- ent feeling or response during normal operation in high gear.
Page Speed Automatic Transmission NOTE: Even if the transmission can be reset, we
recommend that you visit a dealer at your earliest possible convenience. Your dealer has
diagnostic equip- ment to determine if the problem could recur. If the transmission cannot be
reset, dealer service is required. Engage only with the vehicle stopped. The PARK position is
not intended to serve as a brake when the vehicle is parked. Rather, the driver should always
use the parking brake in addition to placing the selector lever in PARK to secure the vehicle.
Page Neutral No power is transmitted from the engine to the drive axle. When the brakes are
released, the vehicle can be moved freely pushed or towed. The engine may be started in this
range. Page A reset feature is available to allow the vehicle to be driven to a dealer for service.
To reset the transmission, use the following procedure: 1. Stop the vehicle. Move the selector
lever to the PARK position. Turn off the engine. Trans- mission engagement may be delayed up
to 10 seconds after restart if the key is not cycled to the LOCK position first. Rocking a vehicle
free in this manner may cause the ABS or traction system malfunc- tion indicator light to come
on. Page Parking Brake You can shift in or out of the autostick mode at any time without taking
your foot off the accelerator pedal. If you choose the Overdrive mode, the transmission will
oper- ate automatically; shifting between the five available gears. Parking Brake Release When
parking on a hill, it is important to set the parking brake before placing the gear selector in Park,
otherwise the load on the transmission locking mechanism may make it difficult to move the

selector out of park. The effort required to brake the vehicle will be much greater than that
required with the power system operating. Page ABS is activated during braking under certain
road or stopping conditions. ABS-inducing conditions can in- clude ice, snow, gravel, bumps,
railroad tracks, loose debris, or panic stops. The system will provide mechanical steering
capability if power assist is lost. If for some reason, the power assist is interrupted, it will still be
possible to steer your vehicle. Page Multi Displacement System Mds - 5. The system is
automatic with no driver inputs or additional driving skills required. The TPMS has been
optimized for the original equipment tires and wheels. TPMS pressures have been established
for the tire size equipped on your vehicle. After-market wheels can cause sensor damage. The
Tire Pressure Monitoring Tell- tale Light will flash on and off for 10 to 60 seconds when a
system fault is detected. Tires designed to this standard have the tire size molded into the
sidewall beginning with the section width. The letter P is absent from this tire size designation.
Tires with white sidewalls will have the full TIN including date code located on the white
sidewall side of the tire. Page 5. Determine the combined weight of luggage and cargo being
loaded on the vehicle. That weight may not safely exceed the available cargo and luggage load
capacity calculated in Step 4. If your vehicle will be towing a trailer, load from your trailer will be
transferred to your vehicle. Overloading of your tires is dangerous. Overloading can cause tire
failure, affect vehicle handling, and increase your stopping distance. Use tires of the
recommended load capacity for your vehicle. Never overload them. Economyâ€” Improper
inflation pressures can cause uneven wear patterns to develop across the tire tread. These
abnormal wear patterns will reduce tread life resulting in a need for earlier tire replacement.
Underinflation also increases tire rolling resistance and results in higher fuel consumption.
After inspecting or adjusting the tire pressure, al- ways reinstall the valve stem capâ€”if
equipped. This will prevent moisture and dirt from entering the valve stem, which could damage
the valve stem. High speed driving with your vehicle under maxi- mum load is dangerous. The
added strain on your tires could cause them to fail. You could have a serious accident. Page
Limited Use Spare - If Equipped Do not install a wheel cover or attempt to mount a conventional
tire on the compact spare wheel, since the wheel is designed specifically for the compact spare.
Because of the reduced ground clearance, do not take your vehicle through an automatic car
wash with the Fast spinning tires can be dangerous. Forces gener- ated by excessive wheel
speeds may cause tire dam- age or failure. A tire could explode and injure someone. Tires and
spare tire should be replaced after six years, regardless of the remaining tread. Failure to follow
this warning can result in sudden tire failure. Some combina- tions of unapproved tires and
wheels may change suspension dimensions and performance charac- teristics, resulting in
changes to steering, han- dling, and braking of your vehicle. Chains must be the proper size for
the vehicle, as recommended by the chain manufacturer. NOTE: Do not use tire chains on a
compact spare tire. To avoid damage to your vehicle or tires, observe the More frequent rotation
is permis- sible if desired. The reasons for any rapid or unusual wear should be corrected prior
to rotation being per- formed. Over 40 automobile manufacturers around the world have issued
and endorsed consistent gasoline specifica- tions the World Wide Fuel Charter, WWFC to define
fuel properties necessary to deliver enhanced emissions, engine performance, and durability for
your vehicle. Use of these blends may result in starting and driveability problems and may
damage critical fuel system com- ponents. Using leaded gasoline can impair engine
performance, or damage the emission control system. They contain carbon monoxide, a
colorless and odorless gas which can kill. Never run the engine in a closed area, such as a
garage, and never sit in a parked vehicle with the engine running for an extended period. If the
vehicle is stopped in an open area with the engine running for more than a short period, adjust
the ventilation system to force fresh, outside air into the vehicle. Damage to the fuel system or
emission control system could result from using an improper fuel tank filler tube cap gas cap ,
and may result in a malfunction indicator light on the instrument clus- ter. This is an indication
that the gas cap is properly tightened. If the gas cap is not secured properly the Malfunction
Indicator Light in the instrument cluster will turn on. Make sure that the gas cap is tightened
each time the vehicle is refueled. This information should be used for passenger and luggage
loading as indicated. Page Overloading Overloading The load carrying components axle,
springs, tires, wheels, etc. The best way to figure out the total weight of your vehicle is to weigh
it when it is fully loaded and ready for operation. This table is only an example. Page Gross
Trailer Weight GTW The gross trailer weight GTW is the weight of the trailer plus the weight of
all cargo, consumables and equipment permanent or temporary loaded in or on the trailer in its
loaded and ready for operation condition. The recom- mended way to measure GTW is to put
your fully loaded trailer on a vehicle scale. Doing so may damage your vehicle. When parking,
apply the parking brake on the tow vehicle. Put the tow vehicle automatic transmission in P for
Park. Always, block or chock the trailer wheels. When towing a trailer equipped with a hydraulic

surge actuated brake system, an electronic brake controller is not required. Refer to the
following illustrations. Page Towing Tips Towing Tips Before setting out on a trip, practice
turning, stopping and backing the trailer in an area away from heavy traffic. A reduction in
vehicle speed may be required to avoid extended driving at high RPM. Return to a higher gear
range or vehicle speed when road conditions and RPM level allows. When the Hazard Warn- ing
Switch is activated, all directional turn signals will flash on and off to warn oncoming traffic of
an emer- gency. If your air conditioner is on, turn it off. Getting under a jacked-up vehicle is
dangerous. The vehicle could slip off the jack and fall on you. You could be crushed. Never get
any part of your body under a vehicle that is on a jack. Never start or run the engine while the
vehicle is on a jack. Follow these steps to access the jack and spare tire. Jack Fastener Jacking
and Changing a Tire 1. Block the wheel diagonally opposite the flat tire. Passengers should not
remain in the vehicle when the vehicle is being jacked. To avoid possible personal injury,
handle the wheel covers with care to avoid contact with the metal edges and retention teeth.
Before raising the vehicle loosen, but do not remove, the lug nuts of the flat tire using the lug
wrench. Turn the wheel nuts counterclockwise one turn while the wheel is still on the ground.
Page Compact Spare Tire 7. Remove the lug nuts, wheel cover if equipped and tire. Remove the
cover by hand, do not pry off. Mount the spare tire. For vehicles equipped with wheel covers,
see the wheel cover installation instruc- tions. Do not attempt to install a wheel cover on a
compact spare. Tighten the two lug nuts on the mounting studs on each side of the stud which
is in alignment with the valve stem. Align the valve notch in the wheel cover with the valve stem
on the wheel. Connect one end of the jumper cable to the remote jump start positive battery
post A in the engine com- partment. Connect the other end of the same cable to the positive
terminal of the booster battery. Refer to the following illustration for jump starting connections.
Rapid acceleration on slippery surfaces is danger- ous. Unequal traction can cause sudden
pulling of the rear wheels. You could lose control of the vehicle and possibly have an accident.
Accelerate slowly and carefully whenever there is likely to be poor traction ice, snow, wet mud,
loose sand, etc. Damage to the front fascia will result. Damage to the rear sheet metal, and
fascia will occur. Page Fluids And Capacities Page 2. This system monitors the performance of
the emissions, engine, and automatic transmission control systems. When these systems are
operating properly, your vehicle will provide excellent performance and fuel economy, as well
as engine emis- sions well within current government regulations. Failure to pass could prevent
vehicle registration. Page Replacement Parts If your OBD system is not ready, you should see
your authorized dealer or repair facility. If your vehicle was recently serviced or had a battery
failure or replacement, you may need to do nothing more than drive your vehicle as you
normally would in order for your OBD system to update. You can be badly injured working on or
around a motor vehicle. Do only that service work for which you have the knowledge and the
proper equipment. If you have any doubt about your ability to perform a service job, take your
vehicle to a competent mechanic. Overfilling or underfilling will cause oil aeration or loss of oil
pressure. This could damage your engine. Checking Oil Level â€” 5. Check the oil level at
regular intervals, such as every fuel stop. Operating the engine with the oil levels below the safe
zone, or operating with oil levels that exceed the top of the safe zone may cause engine
damage. Use Mopar or an equivalent oil meeting the specification MS Page Engine Oil Filter
environment. Contact your dealer, service station, or governmental agency for advice on how
and where used oil and oil filters can be safely discarded in your area. Engine Oil Filter The
engine oil filter should be replaced at every engine oil change. Damage to the catalytic
converter can result if your vehicle is not kept in proper operating condition. In the event of
engine malfunction, particularly involv- ing engine misfire or other apparent loss of performance, have your vehicle serviced promptly. Contin- ued operation of your vehicle with a
severe malfunction could cause the converter to overheat, resulting in possible damage to the
converter and the If acid splashes in eyes or on skin, flush the area imme- diately with large
amounts of water. Some unapproved refrigerants are flammable and can explode, injuring you.
Other unapproved refrigerants or lubricants can cause the system to fail, requiring costly
repairs. Refer to Section 3 of the Warranty Information book for further warranty information.
Power Steering â€” Fluid Check Checking the power steering fluid level at a defined service
interval is not required. The external lock cylinders should be lubricated twice a year, preferably
in the fall and spring. Apply a small amount of a high quality lubricant such as Mopar Lock
Cylinder Lubricant or equivalent directly into the lock cylinder. Page Exhaust System The fluid
reservoir will hold 1 gallon 3. Exhaust System The best protection against carbon monoxide
entry into the vehicle body is a properly maintained engine exhaust system. The fan is
temperature controlled and can start at any time the ignition switch is in the ON position. Page
Cooling System â€” Drain, Flush and Refill At the intervals shown on the Maintenance
Schedules, the system should be drained, flushed and refilled. If the solution is dirty or contains

a considerable amount of sediment, clean and flush with a reliable cooling system cleaner. This
coolant can be used up to 5 Years or , miles km before replacement. To prevent reducing this
extended maintenance period, it is important that you use the same coolant throughout the life
of your vehicle. Never add coolant when the engine is overheated. Do not loosen or remove the
cap to cool an overheated engine. Heat causes pressure to build up in the cooling system. This
is nor- mally a result of moisture from rain, snow, or high humidity accumulating on the radiator
and being vapor- ized when the thermostat opens, allowing hot coolant to enter the radiator.
Page Brakes Pay particular attention to those hoses nearest to high heat sources such as the
exhaust manifold. Inspect hose routing to be sure hoses do not come in contact with any heat
source or moving component which may cause heat damage or mechanical wear. Insure nylon
tubing in these areas has not melted or collapsed. Therefore, oil wetness at the hose-coupling
area is not necessarily an indication of leakage. For this reason the dipstick is omitted. If you
notice fluid loss or gear shift malfunction, have your authorized dealer check the transmission
fluid level. The exterior surface of these components should be inspected for evidence of fluid
leaks. Confirmed leaks should be repaired as soon as possible. The following maintenance
recommendations will enable you to obtain maximum benefit from the corrosion resistance built
into your vehicle. What Causes Corrosion? Corrosion is the result of deterioration or removal of
paint and protective coatings from your vehicle. Your leather upholstery can be best preserved
by regular cleaning with a damp soft cloth. Small particles of dirt can act as an abrasive and
damage the leather upholstery and should be removed promptly with a damp cloth. This will
weaken the fabric. Sun damage can also weaken the fabric. If the belts need cleaning use Mopar
Total Clean, a mild soap solution, or lukewarm water. This center contains fuses and relays.
Failure to do so may allow water to get into the Power Distribu- tion Center, and possibly result
in a electrical system failure. Do not touch the new bulb with your fingers. Oil contamination will
severely shorten bulb life. If the bulb comes in contact with an oily surface, clean the bulb with
rubbing alcohol. This diminishes and becomes more white after approximately 10 seconds, as
the system charges. Page 3. Pull back the trunk liner. Remove the remaining fastener from the
back of the tail light assembly. Push the electrical connector locking tab to the side. Disconnect
the electrical connector. Pull tail light assembly clear from vehicle to access bulbs. Pull the
appropriate bulb to remove it from the socket. Replace the bulb, reinstall the socket, and
reattach the tail light assembly. Close the trunk. Open the Trunk. Remove two fasteners from
the back of the tail light assembly. Turn bulb sockets counter-clockwise to remove. Remove the
screws securing the light to the rear fascia. Remove the bulb and socket assembly and pull the
bulb from the socket. Replace the bulb and reinstall the bulb and socket assembly. SAE 5W is
recommended. These, and all other maintenance services included in this manual, should be
done to provide best vehicle performance and reliability. Checking the oil level while the vehicle
is on level ground will improve the accu- racy of the oil level reading. Inspect the air cleaner
filter and replace if re- quired. Inspect the front and rear brake linings and rotors. Page Miles
Kilometers Change engine oil and engine oil filter, if not replaced at 3 months. Replace the
spark plugs. Page Miles Kilometers Change engine oil and engine oil filter, if not re- placed at 3
months. Replace the engine timing belt. Inspect the air cleaner filter and replace if required.
Check and Inspect the accessory drive belt and tensioner. Page Miles Kilometers [Months]
Change engine oil and engine oil filter. Check and Inspect the accessory drive belt and tensioner. Check and replace, if necessary, the PCV valve. Warranty service must be done by an
authorized Chrysler, Dodge, or Jeep dealer. We strongly recommend that you take your vehicle
to your selling dealer. They know you and your vehicle best, and are most concerned that you
get prompt and high quality service. They want to know if you need assistance. Page Warranty
Information U. These manuals have been prepared with the assistance of service and
engineering specialists to acquaint you with specific Chrysler group vehicles. Included are
starting, operating, emergency and maintenance pro- cedures as well as specifications,
capabilities and safety tips. Page Ball Joints Page Hazard Warning Flasher Page On With Wipers
Page Radio Sound Systems Page Temperature Gauge, Engine Coolant.. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Years of production: First-generation model
years Chrysler I was marketed as a four-door station wagon and sedan and in the second and
present generation model years onwards it was marketed as a four-door sedan. Chrysler was
introduced as a concept at the New York International Auto show held in the year with
designing by Ralph Gills and manufacture starting in January for the model year The Chrysler
was premeditated as a modern version of the Chrysler C, featuring a long hood, large grille, and
low roofline that was noticeable on those cars. The design of the model year retained many
features of the Chrysler Chronos concept cars like tortoiseshell finishings on the shifter knob
and steering wheel and chrome interior accents. The first generation of Chrysler was introduced

in the year and it first appeared at the NYI Auto Show held in as a model car. The features and
the design hints were retained from the earlier model C of the model years s and 60s. The
interior took nods from the Chrysler Chronos model with tortoiseshell specifying on the
steering wheel and shifter knob. Chrysler was retained the rear-wheel-drive and based on the LX
platform, and it offered an all-wheel-drive as an option. It included features of W Mercedes-Benz
E-Class like transmission, rear suspension, wiring harness, steering column, and more as
Mercedes and Chrysler belong to Daimler, the same establishment when development started.
Chrysler base model came with a 4-speed automatic transmission and 3. Rear-wheel drive is
standard, however, AWD was accessible. Chrysler I was designed by Ralph Gilles and its
production started in January for the model year This model was first introduced in the Auto
show held in New York International in the year The basic Chrysler model came with inch
standard wheels, four-wheel disc brakes, wheel covers, single disc MP3, power driver seat,
auxiliary input jack, etc. This module contains fuses and relays. When replacing a blown fuse, it
is important to use only a fuse having the correct amperage rating. The use of a fuse with a
rating other than indicated may result in a dangerous electrical system overload. If a properly
rated fuse continues to blow, it indicates a problem in the circuit that must be corrected. Login
Register. Ford Fiesta VI - : Fuse box. Volvo C30 I - : Fuse box. Rosen Nissan helped make these
videos. The video above shows how to replace blown fuses in the interior fuse box of your
Chrysler in addition to the fuse panel diagram location. Electrical components such as your
map light, radio, heated seats, high beams, power windows all have fuses and if they suddenly
stop working, chances are you have a fuse that has blown out. If your is experiencing electrical
problems, you should always check the fuses first, because they are relatively easy to check
and cheap to change. Some Chryslers have multiple interior fuse boxes including in the trunk the video above will show you where the interior fuse box of your is located. If your has many
options like a sunroof, navigation, heated seats, etc, the more fuses it has. Some components
may have multiple fuses, so make sure you check all of the fuses that are linked to the
component in question. If you need to replace a blown fuse in your , make sure you replace it
with one that has the same amperage as the blown fuse. If checking and replacing the fuse for
the component in question doesn't work, we recommend seeking assistance from a trusted
professional mechanic. They should be able to figure out if the component needs to be replaced
or if there is a short or some other problem with your Hans Angermeier has produced over ,
videos showing drivers how to fix things on their cars. He has broad expertise on basic repair
procedures covering the majority of cars on the road. A check engine light can be cleared with a
simple fix or it could be a major problem - find out now! If you are leaking oil and parking on
your oil spots each night, the oil is breaking down your tires' rubber. If your car is leaking a
small amount of power steering fluid - see this video on how to fix the leak. Car companies
often use the same engines in different cars. They also slightly alter the styling and sell the
same car by two different names amongst other tricks to help offset development costs. Our
system selects the most applicable video for your car based, in part, on these characteristics.
The video displayed may not look exactly like your car, but may be relevant enough for you to
get a good idea how to do it. Getting Started - Prepare for the repair. Share on. Full list of part
and tools. Author Hans Angermeier has produced over , videos showing drivers how to fix
things on their cars. Replace the front turn signal. If your blinker doesn't blink, or blinks rapidly,
you likely have a burnt out bulb. Do not ignore this! Plug the oil leak. Quick fix for minor power
steering fluid leaks. See all videos for the Chrysler We have a massive and growing video
library, but we don't have everything In reading this book, one to remember is that never
distress and never be bored to read. Even a compilation will not provide you genuine concept, it
will make great fantasy. Yeah, you can imagine getting the fine future. But, it's not forlorn nice
of imagination. This is the mature for you to make proper ideas to make greater than before
future. You can be hence relieved to gate it because it will pay for more chances and utility for
forward-thinking life. This is not without help nearly the perfections that we will offer. This is
along with very nearly what things that you can thing bearing in mind to make enlarged
concept. Reading this scrap book can incite you to find other world that you may not locate it
previously. Download FREE at full speed with unlimited data transfer with only one click! Find
much more book in category e-book series category and even more many others e-book
categories. After register, You get limitless access to our comprehensive library of Books,
Magazines and Comic books. New category and others category Books, Magazines and Comics
added every day! Good reviews have been given in the chryslerfuse-box-and-relay-diagram
book. This e-book is very useful and certainly add to our knowledge after reading it. I truly like
to read this book category. Review the very best Reviews from our people. Some people have
provided a excellent review to the book. Immediate download totally free Chrysler Fuse Box And
Relay Diagram book and get the collections of other popular books. Thousands of titles and

counting. Leverkusen Wire Schema. Search this site. A Vulcan Wiring Diagram. AA51 Van Fuse
Box. C Volkswagen Beetle Wiring Diagram. CF14 Saab 9 3 Radio Wiring. D Subaru Legacy Fuse
Box. E0A Dodge Fuse Box. F Porsche Fuse Diagram. Yeah, this is a other coming book that
many people in fact want to entre will you be one of them? Of course, you should be. It will not
make you setting correspondingly difficult to enjoy your life. Even some people think that
reading is a difficult to do, you must be distinct that you can pull off it. Or sometimes, your
reading material is not interesting enough. The needs to read? Well, everybody has their own
reason why should gate some books. Mostly, it will relate to their necessity to get knowledge
from the baby book and desire to open just to acquire entertainment. Novels, balance book, and
supplementary humorous books become thus popular this day. Besides, the scientific books
will in addition to be the best defense to choose, especially for the students, teachers, doctors,
businessman, and other professions who are loving of reading. Ebook Download Chrysler Fuse
Box And Relay Diagram Find plenty of the compilation catalogues in this site as the out of the
ordinary of you visiting this page. You can as a consequence associate to the website
photograph album library that will proceed you numerous books from any types. Literature,
science, politics, and many more catalogues are presented to find the money for you the best
baby book to find. The scrap book that essentially makes you feels satisfied. Or that's the stamp
album that will save you from your job deadline. It can be your new stock to not and no-one else
display in your racks but next be the one that can incite you fining the best sources. As in
common, sticker album is the window to get in the world and you can edit the world easily.
These wise words are truly aware behind you, isn't it? Access all the resources you need on the
go. Learn More. Join the Dodge Brand in celebrating freedom a few days early with the reveal of
more heart-pounding power and excitement than ever before. Get to know the full capabilities of
your vehicle and how to keep it running strong with your online vehicle resource center. Don't
have your vehicle added? Add it now to start exploring. Look up everything you need to know
about your vehicle, all in one place. Browsing for information is a breeze with easy-to-follow
categories that show you how to make the most of your driving experience. Discover the
capabilities, safety and security features and technologies your vehicle has to offer, presented
in video format. Learn the basics of caring for your vehicle or explore more advanced options
anytime, with videos on demand. Who better to protect your vehicle than the company who built
your
hyundai elantra hood switch
fuse diagram 2002 pontiac grand an
2004 bmw 550i
vehicle? Have peace of mind knowing your vehicle is being serviced by factory-trained
technicians using certified Mopar parts. Tech Authority has all the resources you need, from
service bulletins to wiring schematics, parts identification and more. Select a vehicle to explore.
Sign in or create an account to receive access to even more exciting content. July 2 Let
Freedom Rev Join the Dodge Brand in celebrating freedom a few days early with the reveal of
more heart-pounding power and excitement than ever before. Enter the search text. Your
Vehicle Resources. Vehicle Information at Your Fingertips Get to know the full capabilities of
your vehicle and how to keep it running strong with your online vehicle resource center. Select
a Vehicle. Manuals and Guides. Educational Videos. Maintenance Made Easy. Pause Autoplay.
We Built it. We Back It. Visit Tech Authority. Do-It-Yourself Resources. View all fca brands
chrysler. Your preferred dealer has been successfully updated. Continue Cancel.

