2007 hyundai accent radio removal

Avrai bisogno di rimuovere la radio di aggiornare o inviarlo per la riparazione. Spegnere
l'accensione della macchina, inserire il freno di stazionamento e rimuovere la chiave.
Rimuovere il pannello e metterlo da parte. Pagina principale. Quando i coperchi fari sono
danneggiati, dovranno essere sostitui. Come sostituire una pompa di carburante su una
Hyundai Accent La pompa elettrica del carburante nel vostro Hyundai Accent fornisce la
pressione del carburante necessario per alimentare la camera di combustione del motore.
Tuttavia, cuscinetti della pompa usurati o valvole della pompa difettosi possono causare b. Il
Hyundai Accent era equipaggiato con un 1,5 litri, in linea, 4 cilindri, in grado di produrre una
mera 92 cavalli ei 97 libbra-piedi di coppia. Il sistema di freno acce. Dalla sua introduzione nel ,
la Accent ha ricevuto numerosi premi e riconoscimenti per il chilometraggio del gas e le sue
caratteristiche di sicurezza tra le utilitarie. JD Power and Associa. Proprietari Jetta. Come
migliorare chilometraggio del gas di un accento di Hyundai Hyundai ha introdotto la vettura
compatta Accent negli Stati Uniti nel Hyundai installazione accento stereo L'installazione di un
nuovo impianto stereo nella Hyundai Accent non richiede assistenza professionale. Specifiche
di coppia per una Chevy Aveo Chevy ha introdotto l'utilitaria Aveo nel Forse ti piace. See Help
for stereo CodE, removal, installation, replacement, repair and more. Hyundai Accent No Audio Check speakers. Car Stereo Removal. CD Changer jammed or does not play CD's. Reset by
disconnecting one main car battery terminsals for 10 minutes, reconnect. If there is a glitch in
communication or minor misalignment this process may bring the changer back to working. Try
disconnecting one of the battery terminals for several minutes then reconnect. This may act as
a "Reset". Hyundai Santa Fe - Delphi Double row of lower buttons This may act as a "Reset" and
bring the changer back to working condition. Six CD changer will not accept or eject,
mechanism seems jammed, will not play CD's. Otherwise, repair is needed. Factory Car Stereo
Repair, Inc. NO longer repair Hyundia car stereo. No Audio - Check speakers. We have seen this
bring audio back on several occasions. Otherwise this is usually an amp problem. With large
paper clip unfolded, look for small "Reset" button on face of car stereo. Reset may take several
attempts. Presently we do not repair this car stereo and CD player. Display cracked or broken.
Stereo powers on, then off, intermittent or no power. Hyundai Monsoon 6 CD Changer. Hyundai
Kenwood. Stereo locked up, radio functions do not work, will not eject. Common fix - Push
small "Reset" button just below volume control knob. Most Hyundai car stereos are
manufactured in Korea. Technical service literature, technical support and parts are not
available. We do not repair Kia car stereos not mentioned above. Quick Links Download this
manual. Table of Contents. Automobile Hyundai Accent Owner's Manual pages. Summary of
Contents for Hyundai Accent Page 1 As the owner, it is your responsibility to see that all
maintenance operations specified by the manufacturer are carried out at the appropriate
intervals. When the vehicle is used in severe driving conditions, more frequent maintenance is
required for some operations. Page 3 All information in the Owner's Manual is current at the
time of publication. However, Hyundai reserves the right to make changes at any time as part of
our policy of continual product improvement may be carried out. This manual applies to all
Hyundai models and includes descriptions and expla- nations of optional as well as standard
equipment. Page 4 Your Hyundai should not be modified in any way. Such modifications may
adversely affect the performance, safety or durability of your Hyundai and may, in addition,
violate conditions of the limited warranties covering the vehicle. Certain modifications may also
be in violation of regulations established by the U. These titles indicate the following:
WARNING: This indicates that a condition may result in harm, serious injury or death to you or
other persons if the warning is not heeded. Page 6 To retrieve this information, special
equipment is needed and access to the vehicle or the device that stores the data is required.
Hyundai will not access information about a crash event or share it with others except Page 7
Your Owner's Manual will introduce you to the features and operation of your new Hyundai. It is
suggested that you read it carefully because the information it contains can contribute greatly
to the satisfaction you receive from your new car. What are Hyundai Genuine Parts? They are
de- signed and tested for the optimum safety, performance, and reliability to our cus- tomers.
Page 11 1. Hood Release Lever Instrument Cluster Multi-Function Light Switch Horn and
Driver's Front Airbag Fuels with Page Keys If you need additional keys, or if you should lose
your keys, your authorized Hyundai dealer can make new keys if you can supply the key
number. When the lock mechanism is engaged, the rear door cannot be opened from the inside.
Its use is recommended when- ever there are small children in the rear seat. Page 19 If you pull
the in- side door handle, the door can be opened and you may be ejected from the ve- hicle and
can be injured or killed. Close all doors. Push the "LOCK" button on the trans- mitter. At the
same time all doors lock, the turn signal light will blink once to indicate that the system is
armed. Page 21 4 seconds after pushing the "LOCK" button on the transmit- ter, the alarming
horn will sound once to indicate that the system is armed. After depressing unlock button, the

haz- ard warning lights will blink twice to indi- cate that the system is disarmed. To stop at the
desired opening, pull up and release the switch. BA02MC In order to prevent operation of the
pas Seatback recliner control lever 3. Any sudden or unexpected movement of the seat could
cause you to lose control of the vehicle resulting in an accident. Page 27 This should only be
done when the seat is not occupied. To raise the headrest, pull it up. To lower the headrest,
push it down while pressing the lock knob. Page 33 BA03MC 2. Pull the strap of the seat
cushion up- ward to fold up the seat cushion. Fold up the seat cushion. Remove and put the
headrest in the loops on backside of the seat cushion. Fold down the seat back forward. When
you return the seatback and seat cushion to its original position, always be sure it has locked
into position by push- ing on the top of the seatback. Page 35 Check the la- bel on the child
restraint for this informa- tion. See page When a seat belt is used, the lap belt portion should be
placed as low and snugly as possible on the hips, not across the abdomen. Addi- tional
questions concerning seat belt operation should be directed to your Hyundai Dealer. Release
the button to lock the anchor into position. Try sliding the height adjuster to make sure that it
has locked into the position. Page 39 Hyundai strongly recommends that chil- dren always be
seated in the rear seat. NEVER place any infant restraint system in the front seat of the vehicle.
Page 41 BD01MC 1. Before fastening the rear seat center belt, confirm the metal tab A and
buckle B are latched together. After confirming that A and B are latched, pull the seat belt out of
the retractor and insert the metal tab C into the buckle D. BD04MC There will be an audible
"click" when the tab locks in the buckle. The seat belt automatically adjusts to the proper length
only after the lap belt is adjusted manu- ally so that it fits snugly around your hips. Follow all
the instructions provided by the manufac- turer when installing the child restraint system. Page
45 Your ve- hicle is provided with three child restraint hook holders for installing the child seat
or infant seat. Route the child restraint seat strap over the seatback. For vehicles with
adjustable headrests, route the tether strap under the head- rest and between the headrest
posts, otherwise route the tether strap over the top of the seatback. Page 47 The increased load
caused by multiple seats may cause the tethers or an- chorage points to break, causing serious
injury or death. Their locations are shown in the illustration. Page 49 Always refer to the child
restraint system manufacturer's rec- ommendation before installing the child restraint system in
your vehicle. The purpose of the pre-tensioner is to make sure that the seat belts fit tightly
against the occupant's body in certain frontal collisions. Page 51 â€” including seat belts and
advanced airbags â€” that are provided in this manual. Page 52 6 seconds when the ignition key
is turned to the "ON" position, or if it illuminates while the vehicle is being driven, have an
authorized Hyundai dealer inspect the advanced SRS airbag system as soon as pos- sible.
Driver's front airbag 2. Passenger's front airbag 3. Side impact airbag 4. Curtain airbag BD01MC
The indications of the system's presence are the letters "SRS AIRBAG" embossed on the airbag
pad cover in the steering wheel and the passenger's side front panel pad above the glove box.
Page 55 6 seconds when the ignition key is turned to the "ON" position, or if it illuminates while
the vehicle is being driven, have an authorized Hyundai dealer inspect the advanced SRS airbag
system as soon as possible. Page 56 Hyundai dealer inspect the airbag system as soon as possible. Page 57 If the airbags deploy, they must be replaced by an authorized Hyundai dealer. All
occupants should sit upright with the seat back in an up- right position, centered on the seat
Page 59 Further opening of the covers then allows full inflation of the airbags. Page 61 The
driver's front airbag is not affected or controlled by the Occupant Classification System.
WARNING: o A smaller-stature adult who is not seated correctly for example: seat excessively
reclined, leaning on the center console, or hips shifted for- ward in the seat can cause a condi
Page 65 6 seconds when the ignition key is turned to the "ON" position, or if it illuminates while
the vehicle is being driven, have an authorized Hyundai dealer inspect the occupant classification system and the SRS airbag system as soon as possible. Page 67 Do not use any accessory
seat cov- ers. Use of seat covers could reduce or prevent the effectiveness of the sys- tem. They
are designed to help protect the heads of the front seat occu- pants and the rear outboard seat
occu- pants in certain side impact collisions. Page 69 Any work on the SRS system, such as
removing, installing, repairing, or any work on the steering wheel must be performed by a
qualified Hyundai technician. Im- proper handling of the SRS system may result in serious
personal injury. Page 70 If the airbags inflate, they must be replaced by an authorized Hyundai
dealer. If you modify your vehicle by changing Page 73 7. Check Fuel Cap Warning Light 8.
Coolant Temperature Gauge 9. Seat Belt Warning Light Low Oil Pressure Warning Light High
Beam Indicator Light Page 75 7. Speedometer 9. Check Fuel Cap Warning Light Charging
System Warning Light If this occurs, have your vehicle checked by your Hyundai dealer as soon
as pos- sible. The normal braking system will still be operational, but without the assis- tance of
the anti-lock brake system. Page 77 In any instance where the oil light stays on when the engine
is running, the engine should be checked by a Hyundai dealer before the car is driven again.

Page 78 If the light stays on while the engine is running, there is a malfunction in the electrical
charging system. If the light comes on while you are driving, have the system checked by your
Hyundai dealer as soon as possble. Page 79 If it illuminates while driving, or does not illuminate when the ignition key is turned to the "ON" position, take your car to your nearest
authorized Hyundai dealer and have the system checked. Page 80 See "If the engine overheats"
on the page If you suspect cooling system trouble, have your cool- ing system checked by a
Hyundai dealer as soon as possible. NOTE: If the red engine coolant temperature Page
Instrument Cluster Then open the hood and, after the engine has cooled, check the coolant level
and the water pump drive belt. If you suspect cooling system trouble, have your cooling system
checked by a Hyundai dealer as soon as possible. Odometer The odometer records the total
driving distance in miles, and is useful for keep- ing a record for maintenance intervals. It is
normal for a new vehicle to have the odometer indicating less than 30 miles. Page 85 1. The
system automatically turns off the headlights and parking lights when the driver removes the
ignition key and opens the driver- side door. With the switch in this position, the interval
between wipes can be varied from ap- proximately 1 to 15 seconds by turning the interval
adjuster barrel. Page 91 20 minutes. To restart the defroster cycle, push in the switch again after
it has turned itself off. Page Digital Clock "ready" position. Do not hold the cigarette lighter
pressed in. This can damage the heating element and create a fire hazard. If it is necessary to
replace the cigarette lighter, use only a genuine Hyundai re- placement or its approved
equivalent. Page 93 These devices may cause excessive audio noise and malfunctions in other
electronic systems or devices used in your vehicle. To remove the ashtray to empty or clean it,
pull it all the way out. A spilled beverage that is very hot can injure you or your pas- sengers.
This could result in loss of control and an accident that may cause death, serious injury, or
property damage. The sunroof will tilt all the way open. To stop the sunroof tilting at any point,
press any sunroof control button. Page 97 This wrench can be found in the vehicle's trunk or
glove box. Turn the wrench clockwise to open or counterclockwise to close the sunroof. Push
in the map light switch to turn the light on or off. Page The remote control outside rearview mirror switch controls the adjustments for both right and left outside mirrors. It is a convex mirror
with a curved surface. Any ob- jects seen in this mirror are closer than they appear. The "night"
position is selected by flipping the tab at the bottom of the mirror toward you. In the "night"
position, the glare of headlights of cars behind you is reduced. Page Hood Release 3. Pull the
support rod from the hood. BA02MC 4. Hold the hood open with the support rod. If it is not
latched, the hood could fly open while the vehicle is being driven, causing a total loss of
visibility, which might result in an accident. Page If the filler cap must be replaced, only use
genu- ine Hyundai replacement parts. Sparks produced by electrical components related to the
engine can ignite fuel vapors causing a fire. Always insure that the engine is OFF before and
dur- ing refueling. Once refueling is Page If it is left open or ajar, exhaust gases may enter the
car and serious illness may result. Page Luggage Net Keep cars locked and keys out of the
reach of children. HYUNDAI recom- mends parents teach children about the emergency trunk
release lever in their vehicle and how to open the trunk lid if they are accidentally locked in the
trunk. To re- duce glare or to shut out direct rays of the sun, turn the sun visor down. Side
Defroster Nozzle 2. Side Ventilator 3. Windshield Defroster Nozzle 4. The side venti- lators are
located on each side of dash- board. Page This blower fan speed, and therefore the volume of
air delivered from the system, may be controlled manually by setting the blower control
between the "1" and "4" positions. Page Air is discharged through the floor vents, windshield
defroster nozzle, side defroster nozzle and side ventilator. If the "Floor" mode is selected, the
"Fresh" mode will be activated. Page "Warm". This makes it possible to have cooler air from the
dashboard vents and warmer air from the floor out- lets at the same time. To use this feature: o
Set the air intake control to the fresh air position. Page Set the temperature control to warm. Be
sure to return the control to the position when the irritation has passed to keep fresh air in the
vehicle. Page Adjust the fan control to the desired speed. Page position. The o Set the
temperature control to warm. Temperature Control 2. Page "HI" by turning the knob clockwise.
The temperature will decrease to the minimum "LO" by turning the knob counterclockwise.
Page In addition, prolonged use of the air conditioning with the "Recircu- lation" mode selected
may result in the air within the passenger compartment becoming excessively dry. BD03MC
Bi-Level When selecting the "Bi-Level", the indica- tor light will come on and the air will be
discharged through the face vents and the floor vents. Page To assist in defrosting, the air
conditioning will oper- ate if ambient temperature is higher than Page Stereo Sound System In
addi- tion, they curve around obstructions so that they can provide better signal cover- age.
This could result in loss of control, and an accident that may cause death, serious injury, or
property damage. SCAN Button 6. EQ Button 7. Press the knob to switch the power on. Page
Determine the preset station select button you wish to use to access that station. A select

button indi- cator will show in the display indicat- ing which select button you have de- pressed.
CD Button 2. When you release the button, the com- pact disc player will resume playing. To
cancel, press it again. Press it again to cancel random play. NOTE: o To assure proper
operation of the unit, keep the vehicle interior tem SCAN Button 5. EQ Button 6. Press the
button to switch the power on. The LCD shows the radio Therefore, all data will have to be set
again if this should occur. Page - e. SCAN Button o To playback the first 10 seconds of each
track, press the button with the beep sound for more than one second. The LCD shows the
radio frequency Page A total of 24 sta- tions can be programmed by selecting one AM and two
FM station per button. Page To repeat the track you are currently listening to, press the RPT
button. To cancel, press again. LOAD Button 2. CD Button 3. EQ Button 8. SCAN Button 9. Page
5. To load more than one disc but less than six, complete Steps 1 and 2. The CD player will
begin to play the last CD loaded. Do not drop the disc. Hold the disc so you will not leave
fingerprints on the surface. If the surface is scratched, it may cause the pickup to skip signal
tracks. They should be cleaned If the tape is loose, tighten it by turning one of the hubs with a
pencil or your finger. If the label is peeling off, do not put it in the drive mechanism. Page
Driving Your Hyundai Hyundai dealer. Page Before Starting The Engine Check the operation of
warning lights and all bulbs when key is in the "ON" position. Unsuit- able shoes high heels, ski
boots, etc. Page Starting The carbon monoxide gas emitted is odorless and can cause se- rious
injury or death. Insert key, and fasten the seat belt. This shift pattern is also imprinted on the
shift knob. The transaxle is fully synchro- nized in all forward gears so shifting to either a higher
or a lower gear is easily accomplished. Page Such over revving of the engine may possibly
cause en- gine damage. This is extremely hazardous. Always leave the car in gear. This can
cause them to overheat and malfunction. It has a conventional shift pattern as shown in the
illustration. Bring the car to a complete stop before shifting the selector lever to "R" position.
Page Check the automatic transaxle fluid level regularly, and add fluid as nec- essary. Page
Anti-Lock Brake System These conditions are normal and indicate that the anti-lock brake
system is functioning properly. Even though vehicle control is Page Good Braking Practices If
the braking action does not return to normal, stop as soon as it is safe to do so and call your
Hyundai dealer for assistance. Page Driving For Economy see Section 5 for details. For
maximum service, your Hyundai should be kept clean and free of corrosive materials. It is
especially important that mud, dirt, ice, etc. Page Winter Driving If you are waiting and not in
traffic , turn off your engine and restart only when you're ready to go. After the engine has
started, allow the engine to run for 10 to 20 seconds prior to plac- ing the vehicle in gear. Page
Winter puts additional burdens on the battery system. Visually inspect the bat- tery and cables
as described in Section 6. The level of charge in your battery can be checked by your Hyundai
dealer or a service station. Page Window washer anti-freeze is available from Hyundai dealers
and most auto parts outlets. Do not use engine coolant or other types of anti-freeze as these
may damage the finish. Page 3. Drive belt: A loose or damaged drive belt may result in
overheating of the engine. It is designed to be compact and light for good fuel economy, and is
not designed as a trailer-towing vehicle. Damages or malfunctions caused by tow- ing may not
be covered by the limited warranties applying to your Hyundai. That weight may not safely
exceed the available cargo and luggage load capacity calcu- lated in Step 4. To find out the
actual loads on your front and rear axles, you need to go to a weigh station and weigh your
vehicle. Page Do not leave an unsecured child restraint in your vehicle. Check the fuel line in
the engine room. If the engine still refuses to start, call a Hyundai dealer or seek other qualified
assistance. Page Jump Starting Move cautiously off the road to a safe place. Turn on your
emergency flashers. Try to start the engine again. If your vehicle will not start, contact a
Hyundai dealer or seek other qualified assis- tance. Page If The Engine Overheats If you do not
know why your battery be- came discharged because the lights were left on, etc. Page Spare
Tire 7. Proceed with caution, keeping alert for further signs of overheating. If over- heating
happens again, call a Hyundai dealer for assistance. As the temporary spare tire is spe- cifically
designed for your car, it should not be used on any other vehicle. The temporary spare tire
should not be used on any other wheels, nor should standard tires, snow tires, wheel covers or
trim rings be used with the temporary spare wheel. Take your foot off the accelerator pedal and
let the car slow down while driving straight ahead. Do not apply the brakes immediately or
attempt to pull off the road as this may cause a loss of control. Wrap a piece of cloth around the
tip of the flat-head screwdriver to avoid scratching. Insert the flat-head screwdriver into the
notch of the wheel cap and pry gently to remove the wheel cap. To loosen the nuts, turn the
wrench handle counterclockwise. When doing this, be sure that the socket is seated completely
over the nut so it cannot slip off. To do this, you will need more ground clearance than is
required to remove the flat tire. This is very dangerous as the vehicle could fall and cause
serious injury or death. Page WARNING: If there is not good contact on the mounting surface

between the wheel and hub, the wheel nuts could loosen and cause the loss of a wheel. Loss of
a wheel may result in loss of control of the vehicle. This may cause serious injury or death. This
will help assure that your vehicle is not dam- aged in towing. Also, professionals are generally
aware of local laws governing towing. DB02MC o Do not tow with sling type truck as this may
cause damage to the This can cause serious damage to the transaxle. OMC 2 Take out the
towing hook from the jack case. To mount the towing hook, ro- tate it clockwise. NOTE: The jack
case is located on the spare tire in the trunk or luggage compart- ment. If you lock the keys
inside your car and Page Corrosion Protection By using the most advanced design and
construction practices to combat corro- sion, Hyundai produces cars of the high- est quality.
However, this is only part of the job. To achieve the long term corro- sion resistance your
Hyundai can deliver, the owner's cooperation and assistance is also required. Page Washing
And Waxing Use a good quality car-washing solution and follow the manufacturer's directions
on the package. These are available at your Hyundai dealer or auto parts outlet. Don't use
strong household detergents, gasoline, strong solvents or abrasive cleaning powders as these
may damage the finish. Page Maintaining Bumpers Special precautions must be observed to
preserve the appearance of the bumpers on your Hyundai. They are: o Be careful not to spill
battery electro- lyte or hydraulic brake fluid on the bumpers. If you do, wash it off imme- diately
with clean water. Then apply a solution of mild soap or detergent and water using a clean
sponge or soft cloth. Page Vehicle Maintenance Requirements Handbook supplied with your
new ve- hicle provides further information about these warranties. Page If you choose to do
your own mainte- nance and repairs, you may find it helpful to have an official Hyundai Shop
Manual. A copy of this publica- tion may be purchased at your Hyundai dealer's parts
department. Keep receipts for all vehicle services to protect your warranty. Where both mileage
and time are shown, the frequency of service is determined by whichever occurs first. Refer to
the chart below for the appropriate maintenance intervals. Engine coolant reservoir Engine oil
filler cap Brake fluid reservoir Air cleaner filter Windshield washer fluid reservoir cap Power
steering fluid reservoir If Installed Page General Checks Seat belt condition and operation o Sun
visor operation If you notice anything that does not oper- ate correctly or appear to be
functioning correctly, inspect it carefully and seek assistance from your Hyundai dealer if
service is needed. Page Maintenance Precautions If you lack sufficient knowledge and
experience or the proper tools and equipment to do the work, have it done by an authorized
Hyundai dealer. It be- comes even more dangerous when you wear jewelry or loose clothing. It
is suggested that it be placed in a sealed container and taken to a service station for
reclaimation. If the level is low, inspect for coolant leaks and recheck the fluid level frequently. If
the level drops again, visit your Hyundai dealer for an inspection and diagnosis of the reason.
Unsnap the clips around the cover. When this is done, the cover can be lifted off, the old filter
removed and the new filter put in its place. Genuine Hyundai replacement parts are
recommended. Page Windshield Wiper Blades If the wipers continue to streak or smear the
glass, replace them with genuine Hyundai replacement parts or their equivalent. Put a new
wiper blade onto the wiper arm and lower the wiper blade at the level of the wiper arm as shown
in the drawing. HHR 2. Pull up the wiper blade until you hear an audible "click" If you are having
your vehicle serviced at a facility other than a Hyundai dealer, verify that the correct ATF is used
for your vehicle. Page Checking The Brakes Because brakes are essential to the safe operation
of the car, it is sug- gested that they be checked and in- spected by your Hyundai dealer. The
brakes should be checked and in- spected for wear at those intervals specified in the vehicle
maintenance schedule in Section 5. If the air coming out of the in-dash vents is not cold, have
the air condi- tioning system inspected by your Hyundai dealer. Page Checking And Replacing
Fuses This could be caused by a short in the system drawing too much current. If this ever
happens, have a Hyundai dealer determine the cause, repair the system and replace the fusible
link. The fusible links are located in a relay box for easy inspection. Page The fuse should be a
snug fit. If it is not, have the fuse clip repaired or replaced by a Hyundai dealer. If you do not
have a spare fuse, you may be able to borrow a fuse of the same or lower Page Hyundai dealer
for diagnosis and re- pair. Never replace a fuse with anything except a fuse with the same or a
lower amperage rating. When working with batteries, carefully ob- serve the following
precautions to avoid serious injuries. The fluid in the battery contains a strong solution of
sulfuric acid, which is poison- ous and highly corrosive. Be careful not to spill it on yourself or
the car. Keep lighted cigarettes and all other flames or sparks away from the battery. Hydrogen,
which is a highly combustible gas, is always present in battery cells and may explode if ignited.
Page Power Steering Fluid Level If you desire additional information about maintaining and
servicing your Hyundai, you may purchase a factory Shop Manual at your Hyundai dealer's
parts depart- ment. This is the same manual used by dealership technicians and while it is
highly technical it can be useful in obtain- ing a better understanding of your car and how it

works. This condition is Page OMC 5. Remove the socket cover. Push the bulb spring to remove
the headlight bulb. Remove the protective cap from the replacement bulb and install the new
bulb by matching the plastic base with the headlight hole. Reattach the bulb spring and install
the socket cover. Open the trunk lid 4 Door or tail gate 3 Door. To replace the rear combination
light, take it out from the bulb holder by turning it counterclockwise. Install the new bulb. Push
the cover toward the front of vehicle and remove it. Disconnect the power code. Replace with a
new bulb. Remove the cover with a flat-head screwdriver. Open the glove box. Remove the
glove box illuminated light cover with a flat-head screwdriver. It is accurate at the time of
printing. When you inspect the fuse box on your vehicle, refer to the fuse box label. There are
three emission control systems which are as follows. Page Catalytic Converter If your engine
stalls, pings, knocks, or is hard to start, have your Hyundai dealer inspect and repair the problem as soon as possible. Page Replace tires that are worn, show uneven wear, or are damaged.
Hyundai rec- ommends that you check the spare every time you check the pressure of the other
tires on your vehicle. Also, check the tire pressure of the spare tire. How to Check Use a good
quality gauge to check tire pressure. Page 1. Manufacturer or Brand name o Manufacturer or
Brand name is shown. A "T" is the designation for a tempo- rary spare tire. Maximum load rating
This number indicates the maxi- mum load in kilograms and pounds that can be carried by the
tire. When replacing the tires on the vehicle, always use a tire that has the same load rating as
the factory installed tire. Page Index Intended Outboard Sidewall: The side of an asymmetrical
tire, that must always face outward when mounted on a vehicle. Kilopascal kPa : The metric unit
for air pressure. Load Index: An assigned number rang- ing from 1 to that corresponds to the
load carrying capacity of a tire. Page Tire Chains 12, km. If you notice that tires are wearing
unevenly between rotations, have the car checked by a Hyundai dealer so the cause may be
corrected. After rotating, adjust the tire pressures and be sure to check the wheel nut The tires
on your Hyundai were balanced before the car was delivered but may need balancing again
during the years you own the car. Page Tire Maintenance Wheels that do not meet Hyundai's
specifications may fit poorly and res
wall furnace wiring diagram
intercom systems wiring diagram
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ult in damage to the vehicle or unusual handling and poor ve- hicle control. It's writ- ten for
professional technicians, but is simple enough for most mechanically- inclined owners to
understand. Depart- ment of Transportation. Your Hyundai dealer will help answer any
questions you may have as you read this information. Those grades repre- sent the tire's ability
to stop on wet pavement as measured under con- trolled conditions on specified govern- ment
test surfaces of asphalt and All other arbitration costs shall be borne by Hyundai Motor
America. You are not responsible to pay any of the costs Hyundai incurs. This Binding
Arbitration Agreement shall not deprive you of any remedies available to you under applicable
law. Power steering Page Anti-lock brake system ABS Page Turn signal operation Then check
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