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Quick Links. See also: Manual. Table of Contents. Dodge magnum srt8 automobile owner's
manual pages. It is supplemented by a Warranty Information Booklet and various
customer-oriented documents. You are urged to read these publications carefully. If you do not
read this entire manual, you may miss important information. Any modifications or alterations
to this vehicle could seriously affect its roadworthiness and safety and may lead to an accident
resulting in serious injury or death. Page 13 Child Restraint These numbers can be used to
order duplicate keys. Ask your authorized dealer for these numbers and keep them in a safe
place. Page 15 Automatic Transmission â€” If Equipped 1. Place the shift lever in PARK. Turn
the ignition switch to the ACC position. Push the key and cylinder inward and rotate the key to
the LOCK position 4. The engine can be started and stopped but the key cannot be removed
until you obtain service. Never leave children alone in a vehicle. Leaving unattended children in
a vehicle is dangerous for a number of reasons. This lock prevents steering the vehicle without
the ignition key. If the steering wheel is moved no more than one-half turn in either direction
and the key is not in the ignition switch, the steering wheel will lock. During normal operation,
after turning on the ignition switch, the Vehicle Security Alarm Indicator Light will turn on for
three seconds for a bulb check. Once a Sentry Key is programmed to a vehicle, it cannot be
programmed to any other vehicle. Always remove the Sentry Keys from the vehicle and lock all
doors when leaving the vehicle unattended. Insert the second valid key into the ignition switch.
Turn the ignition switch to the ON position within 15 seconds. After 10 seconds, a chime will
sound. If something triggers the Security Alarm, the Security Alarm System will sound the horn
for 30 seconds and flash the lights for 60 seconds. Starting the vehicle with a valid Sentry Key
will disarm the Security Alarm. A valid key is one that is programmed to your vehicle. If the
desired programming was not achieved or to reactivate this feature, repeat the above steps. For
vehicles not equipped with an EVIC, perform the following steps: 1. Enter your vehicle and close
all doors. Fasten your seat belt fastening the seat belt will cancel any chiming that may confuse
you during this program- ming procedure. Page General Information Your vehicle will remain in
program mode up to 60 seconds from when the original chime was heard. After 60 seconds, all
programmed RKE transmitters function normally. If the RKE transmitter is equipped with a
screw, remove the screw. Make sure not to damage the elastomer seal during removal. For
personal security and safety in the event of an accident, lock the vehicle doors as you drive as
well as when you park and leave the vehicle. When leaving the vehicle, always remove the key
from the ignition lock and lock your vehicle. Press this switch to lock or unlock the doors.
Power Door Lock Switches Automatic Door Locks â€” If Equipped The doors will lock
automatically on vehicles with power door locks if all of the following conditions are met: 1.
Close all doors and place the key in the ignition. Avoid trapping anyone in a vehicle in a
collision. Remember that the rear doors can only be opened from the outside when the child
protection locks are engaged. NOTE: For emergency exit with the system engaged, move the
lock plunger up unlocked position , roll down the window and open the door with the outside
door handle. There is a single open and close switch on each passenger door panel for
passenger window control. To unlock the liftgate, insert the key into the lock and turn it to the
right manual lock models only. In a collision, you and your passengers can suffer much greater
injuries if you are not properly buckled up. You can strike the interior of your vehicle or other
passengers, or you can be thrown out of the vehicle. Always be sure you and others in your
vehicle are buckled up properly. In a collision, people riding in these areas are more likely to be
seri- ously injured or killed. Enter the vehicle and close the door. Sit back and adjust the seat.
The seat belt latch plate is above the back of the front seat, next to your arm. Grasp the latch
plate and pull out the belt. Page 41 3. Position the lap belt across your thighs, below your
abdomen. To remove slack in the lap belt portion, pull up on the shoulder belt. To loosen the lap
belt if it is too tight, tilt the latch plate and pull on the lap belt. To release the belt, push the red
button on the buckle. The belt will automatically retract to its stowed position. If necessary,
slide the latch plate down the webbing to allow the belt to retract fully. A frayed or torn belt
could rip apart in a collision and leave you with no protection. When you release the anchorage,
try to move it up or down to make sure that it is locked in position. Page Seat Belt Pretensioners
9. Detaching Mini-Latch And Buckle To disengage the mini-latch from the mini-buckle for
storage, insert the regular latch plate into the black button on the top of the mini-buckle. After a
collision that is severe enough to deploy the airbags and preten- sioners, both must be
replaced. It may be necessary to retract the seat belt. Turn the ignition switch to the LOCK
position. A single chime will sound to signify that you have success- fully completed the
programming. Page 51 This vehicle may also be equipped with side curtain airbags to protect
the driver and passengers sitting next to a window. If the vehicle is equipped with side curtain
airbags, they are located above the side windows. Along with seat belts and pretensioners, front
airbags work with the driver inflatable knee blocker and the integrated passenger knee blocker

non-inflatable to provide im- proved protection for the driver and front passenger. Page 53 You
should read the instructions provided with your child restraint to make sure that you are using it
properly. All occupants should wear their lap and shoulder belts properly. The driver and front
passenger seats should be moved back as far as practical to allow the front airbags room to
inflate. Page 55 The ORC also turns on the Airbag Warning Light in the instrument panel for six
to eight seconds as a self-check when the ignition is first turned on. After the self-check, the
Airbag Warning Light will turn off. If the ORC detects a malfunction in any part of the system, it
turns on the Airbag Warning Light either momentarily or continu- ously. The ORC module
determines if a side collision is severe enough to require the side airbags to inflate. The side
airbag control module will not detect roll over, front or rear collisions. Page 57 this is only about
half of the time it takes you to blink your eyes. The particles are a normal by-product of the
process that generates the nontoxic gas used for airbag inflation. You could be injured because
the airbags are not there to protect you. Do not modify the components or wiring, including
adding any kind of badges or stickers to the steering wheel hub trim cover or the upper
passenger side of the instrument panel. Page 61 identify a particular driver, vehicle, or crash,
will be treated confidentially. Confidential data will not be dis- closed by DaimlerChrysler to any
third party except when: 1. Used for research purposes, such as to match data with a particular
crash record in an aggregate database, provided confidentiality of personal data is thereafter
preserved. Every state in the United States and all Canadian provinces require that small
children ride in proper restraint systems. This is the law, and you can be prosecuted for
ignoring it. Two types of child restraints can be used rearward-facing: infant carriers and
convertible child seats. Some booster seats are equipped with a front shield and are held in the
vehicle by the lap portion. We also recommend that you make sure that you can install the child
restraint in the vehicle where you will use it before you buy it. The LATCH system provides for
the installation of the child restraint without using the vehicle seat belt. All three rear seating
positions have lower anchorages that are capable of accommodat- ing LATCH-compatible child
seats having flexible, webbing-mounted lower attachments. Child restraints having tether straps
and hooks for connection to the top tether anchorage have been available for some time. Page
69 rearward-facing infant restraints will also be equipped with a tether strap with a hook and
means for adjusting the tension in the strap. In general, you will first loosen the adjusters on the
lower and tether straps so that you can more easily attach the hook or connector to the lower
and tether anchorages. An incorrectly anchored tether strap could lead to increased head
motion and possible injury to the child. Use only the anchor position directly behind the child
seat to secure a child restraint top tether strap. Drive moderately during the first mi km. Set the
blower at high speed. Check for stones, nails, glass, or other objects lodged in the tread.
Inspect tread and sidewall for cuts or cracks. Check wheel nuts for tightness and tires including spare for proper pressure. Page 77 Intermittent Wiper System A two-point pivot system
allows for horizontal and vertical mirror adjustment. Annoying headlight glare can be reduced
by moving the small control under the mirror to the night position toward the rear of vehicle.
Vehicles and other objects seen in the passenger side convex mirror will look smaller and
farther away Tilt the control wand in the direction you want the mirror to move. When finished
adjusting the mirror, turn the control to the center position to prevent accidentally moving a
mirror. Vanity Mirror Sun Visor Sliding Feature The sun visors may be extended out to provide
more coverage of the side glass. Voice Recognition Button Actual button location may vary with
radio. For example, instead of saying Setup and then Phone Pairing, the following compound
command can be said: Setup Phone Pairing. You can also break the commands into parts and
say each part of the command when you are asked for it. The UConnect website may also
provide detailed instruc- tions for pairing. The phone number that you enter must be of valid
length and combination. Answer or Reject an Incoming Call - Call Currently in Progress If a call
is currently in progress and you have another incoming call, you will hear the same network
tones for call waiting that you normally hear when using your cell phone. Page 93 indicating
that the active and hold status of the two calls have switched. Only one call can be placed on
hold at one time. Conference Call When two calls are in progress one active and one on hold ,
press and hold the PHONE button until you hear a double beep indicating that the two calls
have been joined into one conference call. Page 97 numbers, followed by Send, is also to be
used for navigating through an automated customer service cen- ter menu structure, and to
leave a number on a pager. You can also send stored UConnect phonebook entries as tones for
fast and easy access to voice mail and pager entries. Page Voice Training For users
experiencing difficulty with the system recog- nizing their voice commands or numbers, the
UConnect system Voice Training feature may be used. To enter this training mode, follow one of
the two following proce- dures: From outside the UConnect mode e. The sudden movement of
the seat could cause you to lose control. The seat belt might not be properly adjusted and you

could be injured. Adjust the seat only while the vehicle is parked. To increase or decrease
support, rotate the handle up or down. Pull up or push down on the head restraints so that the
upper edge is as high as practical. Persons who are unable to feel pain to the skin because of
advanced age, chronic illness, diabetes, spinal cord injury, medication, alcohol use, exhaustion or other physical condition must exercise care when using the seat heater. It may cause
burns even at low temperatures, especially if used for long periods of time. Pressing the switch
a second time will select LOW-level heating. Pressing the switch a third time will shut the
heating elements OFF. When HIGH-level heating is selected, the heaters provide a boosted heat
level during the first four minutes of operation after heating is activated. Pull the strap forward
to move the seat forward and flat. Then push the seatback to a reclined position, approximately
35 degrees maximum, and release the strap. Secondary Hood Latch Location Lift the hood prop
rod, clipped to the left side right side facing hood of the engine compartment, to secure the
hood in the open position. Each light is turned on by pressing the button. Press the button a
second time to turn the light OFF. The lights also come on when a door is opened or the dimmer
control is turned fully upward, past the second detent. Turn to the second detent for headlight
operation. Headlight Control To change the brightness of the instrument panel lights, rotate the
center portion of the Multifunction Control Lever up or down. Page Mist Feature Mist Feature
Push down on the Multifunction Control Lever to acti- vate a single wipe to clear the windshield
of road mist or spray from a passing vehicle. As long as the Multifunc- tion Control Lever is held
down, the wipers will continue to operate. Wiper Control Intermittent Wiper System Use the
intermittent wiper when weather conditions make a single wiping cycle, with a variable pause
be- tween cycles, desirable. With one hand firmly on the wheel, move the steering column up or
down as desired. Push the lever back up to lock the column firmly in place. The speed control
lever is located on the right side of the steering wheel. Release the accelerator and the vehicle
will operate at the selected speed. A slight increase in engine RPM before the speed control
disengages is normal. Vehicles equipped with manual transaxles may need to be shifted into a
lower gear to climb hills without speed loss. The system detects an emergency braking
situation by sens- ing the rate and amount of brake application and then applies optimum
pressure to the brakes. If wheel spin is detected, brake pressure is applied to the slipping wheel
s and engine power is reduced to provide enhanced acceleration and stability. This mode
should be used for most driving situations. Your motorized door or gate will open and close
while you are training the Universal Transceiver. Do not train the transceiver if people or pets
are in the path of the door or gate. Hold the battery side of the hand-held transmitter away from
the HomeLink button you wish to program. Place the hand-held transmitter 1â€”3 in cm away
from the HomeLink button you wish to program while keeping the indicator light in view. Page If
the indicator light blinks rapidly for two seconds, and then turns to a constant light, continue
with program- ming for a Rolling Code. Return to the vehicle and press the programmed
HomeLink button twice holding the button for two seconds each time. Page Using Homelink has
successfully accepted the frequency signal. The indicator light will flash slowly and then rapidly
when fully trained. If you unplugged the device for training, plug it back in at this time.
Occupants, particu- larly unattended children, can become entrapped by the power sunroof
while operating the power sunroof switch. Any release of the switch will stop the movement,
and the sunroof will remain in a partial open condition until the switch is pushed and held
rearward again. This allows the sunroof to move toward the close position. NOTE: Pinch
protection is disabled while the switch is pressed. The sunroof operation will be canceled if
either of the front doors are opened during the accessory delay time or set accessory delay
time. Removing Flashlight Press And Release In an accident a cargo cover loose in the vehicle
could cause injury. Put heavier objects as low and as far forward as possible. Too much weight
or improperly placed weight over or behind the rear axle can cause the rear of the vehicle to
sway. Rotating the center of the switch forward to the ON position will activate the wiper. Page
Rear Window Defroster Adding Washer Fluid The fluid reservoir for the windshield washers and
the rear window washer if equipped is shared. It is located in the front of the engine
compartment on the passenger side and should be checked for fluid level at regular intervals.
The upper storage bin door swings upward to present the contents of the long shallow bin that
can store items out of sight. Another storage bin is lo- cated on the outboard side of the
steering wheel and can hold small items like parking cards for easy access. Page Changing
Tape Direction Fuel Gauge When the ignition switch is in the ON position, the pointer will show
the level of fuel remaining in the fuel tank. Page 5. Tachometer The white area of the scale
shows the permissible engine revolutions-per-minute RPM x for each gear range. Before
reaching the red area, ease up on the accelerator to prevent engine damage. Low Fuel Light
When the fuel level drops to two gallons, the fuel symbol will light and a single chime will
sound. Oil Pressure Light Shows low engine oil pressure. The light will come on and remain on

when the ignition switch is turned from the OFF to the ON position, and the light will turn off
after the engine is started. If the bulb does not come on during starting, have the system
checked by an authorized dealer. Page that illuminates a low tire pressure telltale when one or
more of your tires is significantly under-inflated. Accord- ingly, when the low tire pressure
telltale illuminates, you should stop and check your tires as soon as possible, and inflate them
to the proper pressure. Driving on a signifi- cantly under-inflated tire causes the tire to overheat
and can lead to tire failure. The TPMS has been optimized for the original equipment tires and
wheels. TPMS pressures and warning have been established for the tire size equipped on your
vehicle. Page indicator system is duty cycle based, which means the engine oil change interval
may fluctuate dependent upon your personal driving style. To turn off the message temporarily,
press and release the Trip Odometer button on the instrument cluster. The vehicle should be
serviced as soon as possible if this occurs. Page While driving, ease up on the accelerator.
AWD performance will be at a reduced level. Service the AWD system soon. When blinking: The
AWD system is temporarily dis- abled due to overload condition. The dual brake system
provides a reserve braking capac- ity in the event of a failure to a portion of the hydraulic
system. If the light does not illuminate, have the light inspected by an authorized dealer. The
Brake System Warning Light will also turn on when the parking brake is applied with the ignition
switch in the ON position. It is located in the lower left part of the cluster below the fuel and
engine tem- perature gauge. Page Evic Functions indicator system is duty cycle based, which
means the engine oil change interval may fluctuate dependent upon your personal driving style.
This estimated distance is determined by a weighted average of the instantaneous and average
fuel economy, according to the current fuel tank level. Opening a vehicle door will cancel this
feature. In some areas of the country, the difference between magnetic and geographic North is
great enough to cause the compass to give false readings. Using a long button press more than
one sec- ond , pressing the EVIC button will place the Compass in calibration mode. They
mainly affect the wave amplitude, and thus remain a part of the AM reception. They interfere
very little with the frequency variations that carry the FM signal. Press and hold the TIME button
until the hours blink. Page Operating Instructions - Cd Mode selected within five seconds after
pressing the SET but- ton, the station will continue to play but will not be stored into
pushbutton memory. You may add a second station to each pushbutton by repeating the above
procedure with this exception: Press the SET button twice and SET 2 will show in the display
window. Release the FF button to stop the fast forward feature. If the RW button is pressed, the
current track will reverse to the beginning of the track and begin playing. MUTE will display.
Press the MUTE button a second time and the sound from the speakers will return. Rotating the
volume control or turning off the ignition will also return the sound from the speakers.
Electronic Volume Control The electronic volume control turns continuously degrees in either
direction without stopping. Turning the volume control to the right increases the volume and to
the left decreases it. Page Clock Setting Procedure 1. The minutes will begin to blink. NOTE:
When subjected to extremely cold temperatures, the tape mechanism may require a few minutes
to warm up for proper operation. Press the SCAN button a second time to cancel the feature.
Changing Tape Direction If you wish to change the direction of tape travel side being played ,
press Preset 6. The lighted arrow in the display window will show the new direction. The RW
Reverse button works in a similar manner. When writing MP3 files, pay attention to the following
restric- tions. The radio is designed to recognize the file as an invalid MP3 and will not play the
file. If the medium contains a lot of folders or files, the radio will take more time to start playing
the MP3 files. Page the worldwide standard for time. This service offers over channels of music,
sports, news, entertainment, and programming for chil- dren, directly from its satellites and
broadcasting studios. Press the top of the button to search up and the bottom of the button to
search down. Pressing a preset memory button during a music type scan will call up the
memory channel and stop the search. Reach behind the wheel to access the switches. This
condition may be lessened or eliminated by relocating the cellular phone antenna. This
condition is not harmful to the radio. You can select either a primary mode, as identified by the
symbols, or a blend of two of these modes. Page Defrost Air is directed through the windshield
and side window demister outlets. Use this mode with maximum fan and temperature settings
for best wind- shield and side window defrosting. The blue area of the scale indicates cooler
temperatures while the red area indicates warmer temperatures. A light will illumi- nate when
the Air Conditioning System is engaged. NOTE: The air conditioning compressor will not
engage until the engine has been running for about 10 seconds. Filter media includes a particle
filtration layer and a charcoal layer. The filter will reduce, but not eliminate, diesel and
agricultural smells. The filter acts only on air coming from outside the vehicle; To clear the
windows, set mode to the mix or defrost position. Direct the panel outlets toward the side
windows. The air is directed at the area of the windows through which you view the outside

mirrors. Page Replacement Tires A child or others could be seri- ously or fatally injured. Do not
attempt to push or tow your vehicle to get it started. Never pour fuel or other flammable liquid
into the throttle body air inlet opening in an attempt to start the vehicle. This could result in
flash fire causing serious personal injury. To prevent damage to the starter, do not crank the
engine for more than 15 seconds at a time. Always depress the brake pedal first, before moving
the shift lever out of PARK. Unintended movement of a vehicle could injure those in and near
the vehicle. As with all vehicles, you should never exit a vehicle while the engine is running.
Before exiting a vehicle, you should always shift the vehicle into PARK, remove the key from the
ignition, and apply the parking brake. DRIVE This should be used for most driving and provides
the best ratio for optimum drivability, fuel economy, and performance. You or others could be
injured if you leave the vehicle unattended without having the parking brake fully applied. The
parking brake should al- ways be applied when the driver is not in the vehicle, especially on an
incline. Page Recommended Shift Speeds For most city driving, you will find it easier to use
only the lower gears. For steady highway driving with light accelerations, 5th gear is
recommended. Never drive with your foot resting on the clutch pedal, and never try to hold the
vehicle on a hill with the clutch pedal partially engaged. When turning a corner or driving up a
steep grade, downshift early so that the engine will not be overbur- dened. Page Before leaving
the vehicle, make sure that the parking brake is set. To set the parking brake, pull up firmly on
the lever. To release the parking brake, apply the brake pedal, pull up slightly on the lever, then
depress the button on the end of the lever and push the lever fully down toward the floor. As an
added precaution, turn the front wheels toward the curb on a downhill grade and away from the
curb on a uphill grade. You should always apply the parking brake before leav- ing the vehicle.
Page Anti-Lock Brake System Abs - If Equipped If either of the two hydraulic systems lose
normal capa- bility, the remaining system will still function with some loss of overall braking
effectiveness. This will be evident by increased pedal travel during application and greater
pedal force required to slow or stop. In addition, if the malfunction is caused by an internal leak,
as the brake fluid in the master cylinder drops, the brake warning indicator will light. These
noises are the system per- forming its self-check cycle to ensure that the ABS working properly.
The system will provide mechanical steering capability if power assist is lost. If for some reason
the power assist is interrupted, it will still be possible to steer your vehicle. This phenomenon
occurs when there is a difference in the surface traction under the front driving wheels. Page
Loading The vehicle maximum load on the tire must not exceed the load carrying capacity of the
tire on your vehicle. Determine the combined weight of luggage and cargo being loaded on the
vehicle. That weight may not safely exceed the available cargo and luggage load capacity
calculated in Step 4. Overloading of your tires is dangerous. Overloading can cause tire failure,
affect vehicle handling, and increase your stopping distance. Use tires of the recommended
load capacity for your vehicle. Never overload them. Page Tire Inflation Pressures 2.
Economyâ€” Improper inflation pressures can cause uneven wear patterns to develop across
the tire tread. These abnormal wear patterns will reduce tread life resulting in a need for earlier
tire replacement. Under-inflation also increases tire rolling resistance and results in higher fuel
consump- tion. Do not make a visual judgement when determining proper inflation. Radial tires
may look properly inflated even when they are under-inflated. After inspecting or adjusting the
tire pressure, al- ways reinstall the valve stem cap if equipped. This will prevent moisture and
dirt from entering the valve stem, which could damage the valve stem. Where speed limits or
condi- tions are such that the vehicle can be driven at high speeds, maintaining correct tire
inflation pressure is very important. It is engineered to be used on your style vehicle only. Since
this tire has limited tread life, the original tire should be repaired or replaced and rein- stalled at
the first opportunity. Page Tire Spinning original equipped tire on the front or rear axle of your
vehicle, but it is not. Installation of this limited-use spare tire affects vehicle handling. Since it is
not the same tire, replace or repair the original tire and reinstall on the vehicle at the first
opportunity. These indicators are molded into the bottom of the tread grooves. Tires and the
spare tire should be replaced after six years, regardless of the remaining tread. Failure to follow
this warning can result in sudden tire failure. You could lose control and have an accident
resulting in serious injury or death. Keep dismounted tires in a cool, dry place with as little
exposure to light as possible. Some combinations of unapproved tires and wheels may change
suspension dimensions and performance characteristics, result- ing in changes to steering,
handling, and braking of your vehicle. Vibration may be a result of tire and wheel out-ofbalance. Proper balancing will reduce vibration and avoid tire cupping and spotty wear. The
compact spare tire does not have a tire pressure monitoring sensor. Therefore, the TPMS will
not monitor the tire pressure in the compact spare tire. The system will automatically update,
the graphic display of the pressure value s will stop flash- ing, and the Tire Pressure Monitoring
Light will extin- guish once the updated tire pressure s have been re- ceived. A system fault can

occur with any of the following scenarios: 1. Jamming due to electronic devices or driving next
to facilities emitting the same radio frequencies as the TPM sensors. Page General Information
limit in any of the four active road tires. The use of premium gasoline is not recommended. The
use of premium gaso- line will provide no benefit over high-quality regular gasolines and, in
some circumstances may result in poorer performance. Oxygen- ates are required in some
areas of the country during the winter months to reduce carbon monoxide emissions. Fuels
blended with these oxygenates may be used in your vehicle. Use of additional detergents or
other additives is not needed under normal conditions and would result in additional cost.
Therefore you should not have to add anything to the fuel. Carbon monoxide CO in exhaust
gases is deadly. They contain carbon monoxide, a colorless and odorless gas which can kill.
Never run the engine in a closed area, such as a garage, and never sit in a parked vehicle with
the engine running for an extended period of time. This is an indication that cap is properly
tightened. If the gas cap is not tightened properly, the MIL will come on. Be sure that the gas
cap is tightened every time the vehicle is refueled. The recommended way to measure GTW is to
put your fully loaded trailer on a vehicle scale. Page Frontal Area The Frontal Area is the
maximum height and maximum width of the front of a trailer. Trailer Sway Control The Trailer
Sway Control is a telescoping link that can be installed between the hitch receiver and the trailer
tongue that typically provides adjustable friction associated with the telescoping motion to
dampen any unwanted trailer swaying motions while traveling. The kit will allow you to properly
secure the spare tire and jack assembly. Do not operate the vehicle without a properly se- cured
tire and jack assembly. Failure to load trailers heavier in front is the cause of many trailer
accidents. Never exceed the maximum tongue weight stamped on your bumper or trailer hitch.
Doing so may damage your vehicle. Always connect the chains to the frame or hook retainers of
the vehicle hitch. Cross the chains under the trailer tongue and allow enough slack for turning
corners. It can overload your brake sys- tem and cause it to fail. You might not have brakes
when you need them and could have an accident. Towing any trailer will increase your stopping
dis- tance. If using a manual transmission vehicle for trailer towing, all starts must be in 1st gear
to avoid excessive clutch slippage. Damage to the drivetrain will result. If these vehicles require
towing, make sure all four wheels are off the ground. Internal damage to the transmission will
occur if a front or rear wheel lift is used when recreational towing. Depress the switch and both
cluster indicators and all front and rear directional signals will flash. Depress the switch again
to turn Hazard Warning Flashers off. Page the normal range. If the pointer remains on the H red
mark for more than a minute, turn the engine off imme- diately and call for service. NOTE: There
are steps that you can take to slow down an impending overheat condition. If your air
conditioner is on, turn it off. A hot engine cooling system is dangerous. You or others could be
badly burned by steam or boiling coolant. You may want to call a service center if your vehicle
overheats. Page Jack Location Jack Location The jack and jack-handle are stowed under the
load floor in the cargo area. For example, if changing the right front tire, block the left rear
wheel. Page 1. Remove the scissors jack and lug wrench from the spare wheel as an assembly.
Turn the jack screw to the left to loosen the lug wrench and remove the wrench from the jack
assembly. Loosen, but do not remove, the wheel nuts by turning them to the left one turn while
the wheel is still on the ground. There are two front jacking locations and two rear jacking
locations on each side of the body. The front locations are outlined by two triangular cutouts,
the rear ones by two rectangular cutouts. For vehicles equipped with plastic trim, the plastic
has been cut away to expose the jacking locations in the body. To avoid possible personal
injury, handle the wheel covers with care to avoid contact with any sharp edges. NOTE: The
wheel cover is held on the wheel by the wheel nuts. When reinstalling the original wheel, properly align the wheel cover to the valve stem, place the wheel cover onto the wheel, then install
the wheel nuts. A loose tire thrown forward in a collision or hard stop could injure the
occupants in the vehicle. Have the deflated flat tire repaired or replaced immediately. Check the
tire pressure as soon as possible. Correct the tire pressure as required. Wear eye protection
and remove any metal jewelry such as watch bands or bracelets that might make an inadvertent
electrical contact. You could be seriously injured. Battery fluid is a corrosive acid solution; do
not allow battery fluid to contact eyes, skin or clothing. If acid splashes in your eyes or on your
skin, flush the contaminated area immediately with large quantities of water. Page Towing A
Disabled Vehicle front wheels. Usually the least accelerator pedal pressure to maintain the
rocking motion without spin- ning the wheels is most effective. Fast spinning tires can be
dangerous. Forces gener- ated by excessive wheel speeds may cause axle, tire damage or
failure. Do not attempt to use sling type equipment when towing. When securing the vehicle to a
flat bed truck, do not attach to front or rear suspension components. Page Fluids And
Capacities This system monitors the performance of the emissions, engine, and automatic
transaxle control systems. When these systems are oper- ating properly, your vehicle will

provide excellent per- formance and fuel economy, as well as engine emissions well within
current government regulations. If the problem persists, the message will appear the next time
the vehicle is started. This might indicate a damaged cap. If the problem is detected twice in a
row, the system will turn on the MIL. Page Replacement Parts 5. Approximately 15 seconds
later, one of two things will happen: a. The MIL will flash for about 10 seconds and then return
to being fully illuminated until you turn OFF the ignition key or start the engine. Service manuals
are available which include detailed service information for your vehicle. Refer to these Service
manuals before attempting any procedure yourself. Page The best time to check the engine oil
level is about five minutes after a fully warmed engine is shut off. Do not check oil level before
starting the engine after it has sat overnight. Checking engine oil level when the engine is cold
will give you an incorrect reading. Engine Oil Selection Gasoline Engines For best performance
and maximum protection for all engines under all types of operating conditions, the
manufacturer recommends engine oils that are API Cer- tified and meet the requirements of
DaimlerChrysler Material Standard MS Page Lubricants which do not have both the engine oil
certi- fication mark and the correct SAE viscosity grade num- ber should not be used. Synthetic
Engine Oils You may use synthetic engine oils provided the recom- mended oil quality
requirements are met, and the recom- mended maintenance intervals for oil and filter changes
are followed. Inspect the drive belt for evidence of cuts, cracks, or glazing and replace the belt
for any sign of damage which could result in belt failure. Damage to the catalytic converter can
result if your vehicle is not kept in proper operating condition. In the event of engine
malfunction, particularly involv- ing engine misfire or other apparent loss of perfor- mance, have
your vehicle serviced promptly. Contin- ued operation of your vehicle with a severe malfunction
could cause the converter to overheat, resulting in possible damage to the converter and the
The air cleaner can provide a measure of protection in the case of engine backfire. Do not
remove the air cleaner unless such removal is necessary for repair or maintenance. Make sure
that no one is near the engine compartment before starting the vehicle with the air cleaner
removed. Battery fluid is a corrosive acid solution and can burn or even blind you. If acid
splashes in eyes or on skin, flush the area immediately with large amounts of water. Page Air
Conditioner Maintenance Air Conditioner Maintenance For best possible performance, your air
conditioner should be checked and serviced by an authorized dealer at the start of each warm
season. This service should include cleaning of the condenser fins and a performance test.
Drive belt tension should also be checked at this time. How- ever, the manufacturer
recommends that air conditioning service be performed by authorized dealers or other service
facilities using recovery and recycling equipment. Page Body Lubrication Body Lubrication
Locks and all body pivot points, including such items as seat tracks, doors, liftgate and hood
hinges, should be lubricated periodically to assure quiet, easy operation and to protect against
rust and wear. Prior to the appli- cation of any lubricant, the parts concerned should be wiped
clean to remove dust and grit. Push the release tab and slide the wiper blade assem- bly down
along the arm. Gently place the wiper arm on the windshield. Install the new blade assembly
onto the wiper arm tip until it locks in place. Windshield Washer Fluid Reservoir The windshield
washer fluid reservoir is located in the rear of the engine compartment on the right side and The
fan is temperature controlled and can start at any time the ignition switch is in the ON position.
If the solution is dirty or contains a considerable amount of sediment, clean and flush with a
reliable cooling system cleaner. Follow with a thorough rinsing to remove all deposits and
chemicals. Page Adding Coolant Your vehicle has been built with an improved engine coolant
that allows extended maintenance intervals. This coolant can be used up to five years or , miles
before replacement. To prevent reducing this extended maintenance period, it is important that
you use the same coolant throughout the life of your vehicle. Never add coolant when the
engine is overheated. Do not loosen or remove the cap to cool an overheated engine. Page
When additional coolant is needed to maintain the proper level, it should be added to the
coolant bottle. Do not overfill. If replacement is ever necessary, install ONLY the correct type
thermostat. Other designs may result in unsatisfactory coolant performance, poor gas mileage,
and increased emissions. Page Brake System Brake System In order to assure brake system
performance, all brake system components should be inspected periodically. Riding the brakes
can lead to brake failure and possibly an accident. Driving with your foot resting or riding on the
brake pedal can result in abnormally high brake temperatures, excessive lining wear, and
possible brake damage. Worn brake hoses can burst and cause brake failure. You could have
an accident. If you see any signs of cracking, scuffing, or worn spots, have the brake hoses
replaced immediately. Use of a brake fluid that may have a lower initial boiling point or is
unidentified as to specification, may result in sudden brake failure during hard prolonged
braking. Use of improper brake fluids will affect overall clutch system performance. Fluid
changes are not necessary lubricant has become contaminated with water. NOTE: If

contaminated with water, the fluid should be changed immediately. Always wash your ve- hicle
in the shade using Mopar Car Wash or a mild car wash soap, and rinse the panels completely
with clear water. The cost of such repairs is considered the respon- sibility of the owner. Use a
fresh, damp towel to remove soap residue. To remove road dirt, wash with a mild soap solution
fol- lowed by rinsing. Do not use abrasive cleaning components, solvents, steel wool or other
aggressive material to clean the lenses. When cleaning the lenses, care must be taken to avoid
scratching the plastic. Clean with a wet, soft rag. A mild soap solution may be used, but do not
use high alcohol content or abrasive cleaners. Access light through the lower fascia cutout. Pull
bulb off connector. Twist and remove socket from light. Remove the bulb from the socket and
replace. Use a screw driver to gently pry against the side of the snap tab to remove the light
from the liftgate. Prying Lamp from Liftgate Page Center High-Mounted Stoplight 2. Removing
Socket From Lamp 3. See your authorized dealer for replacement. These, and all other
maintenance services in- cluded in this manual, should be done to provide best vehicle
performance and reliability. Page if it has been six months since your last oil change and even if
the oil change indicator message is NOT illuminated. Failure to perform the required
maintenance items may result in damage to the vehicle. Rotate tires. If using your vehicle for
dusty or off-road conditions, inspect the engine air cleaner filter; replace if neces- sary. Inspect
the brake linings; replace if necessary. Replace the air conditioning filter. Replace the spark
plugs. Page Maintenance Items Change the automatic transmission fluid and filter. Replace
Accessory Drive Belt s. You can be badly injured working on or around a motor vehicle. Do only
that service work for which you have the knowledge and the right equipment. If you have any
doubt about your ability to perform a service job, take your vehicle to a competent mechanic.
Take your warranty folder. All work to be performed may not be covered by the warranty. Most
matters can be re- solved with this process. Page Warranty Information U. Engine exhaust,
some of its constituents, and certain vehicle components contain, or emit, chemicals known to
the State of California to cause cancer and birth defects or other reproductive harm. In addition,
certain fluids contained in vehicles and certain prod- ucts of component wear contain, or emit,
chemicals known to the State of California to cause cancer and birth defects or other
reproductive harm. These practi- cal manuals make it easy for students and technicians to find
and fix problems on computer-controlled ve- hicle systems and features. Page Autostick Page
Coolant Level Page Flashers Page Ignition Page Lumbar Support Page Preparation for Jacking
Page Service Assistance Page Towing Mobile two-way radios and telephone equipment must be
installed properly by trained person- nel. The following must be observed during installation.
The positive power connection should be made directly to the battery and fused as close to the
battery as possible. Page Second Edition Printed in U. This manual is also suitable for: pm
caliber. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL. More stars mean safer cars.
Learn about crash test ratings. Combines Driver and Passenger star ratings into a single frontal
rating. The frontal barrier test simulates a head-on collision between two similar vehicles, each
moving at 35 mph. The Side Barrier test simulates an intersection collision between a standing
vehicle and moving barrier at The Side Pole Barrier test simulates a crash into a fixed object like
a tree or utility pole. The Rollover Resistance test measures the risk of rollover in a
single-vehicle, loss-of-control scenario. Learn about safety technology. This is a record of
safety issues for vehicles of this year, make, model and trim. The vehicle identification number
tells you if your car is affected. Learn about our recall process. Report a problem with your
vehicle, tires, car seats or other equipment. We review every problem as we work to keep our
roads safe. Report a safety problem. Every vehicle has a unique VIN. Enter a VIN to learn if a
specific vehicle needs to be repaired as part of a recall. Recall information from this VIN lookup
tool is provided by the manufacturer conducting the recall. Skip to main content. United States
Department of Transportation. Report a Problem. Toggle navigation Homepage. Look up
another vehicle Vehicle Comparison Tool. Compare safety information. Search Vehicles Vehicle
Comparison Tool. Safety Ratings. Learn about crash test ratings Combines Driver and
Passenger star ratings into a single frontal rating. Learn about our recall process Have a safety
problem? Report a safety problem Find recalls by VIN. Search by VIN. Recently Searched. One
of the most common trouble codes with the Dodge Caliber is the P code. P Indicates that there
is a small leak in the evaporative emission control system. It often appears with, or is related
other codes, such as P , P , and very often P P is normally not an immediate threat to the
drive-ability of your Caliber. These leaks can be really small. This means that regardless of
which make or model of vehicle, the code will mean the same thing Caliber or not. The code
technically stands for:. The EVAP system captures all fuel vapor from the fuel tank and sends
them to the engines intake in order to be ignited in the normal combustion process. P code will
typically not be accompanied by any noticeable symptoms other than the smell of gas and the

service engine soon light. The EVAP system deals directly with fuel vapors. There are many
things that can cause the P trouble code to trigger in your Dodge Caliber. Here are the most
common problems that will throw the code, presented in order somewhat from most to least
likely:. A mechanic has a wide range of instruments at his disposal to diagnose what would be
causing the P in your Dodge Caliber. Here are the most common things that are done to
diagnose the code:. Of all the items listed above, it would be wise to start with the gas cap and
work your way to the fuel tank, since the gas cap is far and away the easiest and least
expensive items to replace on here. Good luck figuring out what is causing your Dodge Caliber
to throw the P code. We hope this helps. If there is anything that you feel like you could add,
please feel free to leave a comment below. You could have a fuel leak. Pay extra attention to
your tank level and make sure you are not leaking fuel. If you feel like there is anything that you
could add to this article, please leave a comment below. The code technically stands for:
System Small Leak â€” Evaporative Emission System The EVAP system captures all fuel vapor
from the fuel tank and sends them to the engines intake in order to be ignited in the normal
combustion process. You should particularly notice the smell of fuel around the fuel tank area
or fuel filler tube. This will cause the P code. Look for either a tear or hole in it. This is one of the
most common issues that causes the code. Vapor Canister Purge Valve â€” One of the most
common causes of the P code is the vapor canister purge valve. There are a few clips that you
need to find and remove. Fuel Tank Sending Unit â€” It is possible for the gasket that attaches
the fuel sending unit to the gas tank to go bad. This can reduce tank pressure and throw the
code. Fuel Cap â€” A bad fuel cap can cause the code to be thrown for sure. If you are getting
that message, plus a P, it may save you a ton of time and money to replace the fuel cap and see
if it goes away. Fuel Filler Neck â€” There is often a gasket where the fuel filler neck connects
with the gas tank. This gasket can dry out, especially with vehicles that spend their time in dry
climates. P Diagnosis- Dodge Caliber A mechanic has a wide range of instruments at his
disposal to diagnose what would be causing the P in your Dodge Caliber. Here are the most
common things that are done to diagnose the code: The mechanic will typically check to see if
there are any other trouble codes. The more trouble codes there are, the easier it can be to
diagnose a problem. After ascertaining what trouble codes appear with the P, the mechanic will
typically inspect the EVAP system. This includes the purge valve, line, and canister. The
mechanic will inspect the gas cap to make sure that it can handle pressure. The fuel tank
pressure will be checked and monitored. Is P a Serious Concern? Mopar Oil Filter. Mopar Intake
Manifold. Mopar Rod Bearing. Mopar Torque Converter. Mopar Cylinder Head Gasket. Mopar
Rocker Arm. Mopar Camshaft. Mopar Crankshaft Pulley. Mopar Engine Control Module. Mopar
Instrument Cluster. Mopar Battery Cable. Mopar Power Window Switch. Mopar Headlight. Mopar
Alternator. Mopar Fog Light. Mopar Antenna. Mopar Air Filter. Mopar Fuel Pump. Mopar Fuel
Tank. Mopar Fuel Filter. Mopar Throttle Body. Mopar Throttle Cable. Mopar Fuel Rail. Mopar
Throttle Position Sensor. Mopar Axle Beam. Mopar Front Cross-Member. Mopar Hood Latch.
Mopar Tailgate Lock. Mopar Car Mirror. Mopar Control Arm Bracket. Mopar Convertible Top
Motor. Mopar Door Hinge. Mopar Radiator. Mopar Radiator Hose. Mopar Fan Blade. Mopar Water
Pump. Mopar Thermostat Housing. Mopar Oil Cooler. Mopar Coolant Reservoir. Mopar Radiator
Cap. Mopar Steering Wheel. Mopar Power Steering Hose. Mopar Steering Column. Mopar Power
Steering Pump. Mopar Steering Column Cover. Mopar Center Link. Mopar Clock Spring. Mopar
Idler Arm. Mopar Shift Cable. Mopar Door Lock Actuator. Mopar Window Regulator. Mopar Axle
Shaft. Mopar Control Arm. Mopar Wheel Bearing. Mopar Sway Bar Link. Mopar Catalytic
Converter. Mopar Cabin Air Filter. Mopar Brake Disc. Mopar Bumper. Mopar Spare Wheel. Mopar
Steering Wheels. Mopar Storage. Mopar Coolers. Mopar Floor Mats. Mopar Consoles. Mopar
Cargo Management System. Mopar Key Covers. Mopar Cup Holder. Mopar Bumpers. Mopar
Spare Tire Cover. Mopar Soft Top. Mopar Hard Top. Mopar Hood. Mopar Mirrors. Mopar License
Plate. Mopar Grab Handle. Mopar Decals. Mopar Restraints. Mopar Tents. Mopar Light Bar.
Mopar Wheel Covers. Mopar Engines. Mopar Winches. Mopar Jacks. Mopar Speaker. Mopar
Radios. Mopar Suspension. Mopar Remote Start. Mopar Light Cover. Mopar Off-Road Light.
Mopar Books. Shop for Mopar Parts. Other Popular Mopar Parts. Other Popular Mopar
Accessories. About Mopar Mopar is one of the major divisions of the American automaker
Chrysler that offers replacement parts for Chrysler-built vehicles. The foundation of the Mopar
brand can be traced all the way back to Offering more than , parts and accessories which are
distributed in more than countries, Mopar is the source for all OEM parts and accessories for
Chrysler-built vehicles. Mopar parts are all designed and tested by the same team that build
Chrysler-built vehicles and all the Mopar parts available to the market are genuine parts. Search
our online list for the exact parts for your vehicle. Featured Mopar Models. Our Customers
Reviews. Award Winning Customer Service. Ram is currently recalling 48, pickup trucks in
Canada due to a steering issue. True innovations from the American automakers were few and

far between at the Los Angeles Auto Show, but they did take the opportunity to demonstrate
their k Chelsea, Michigan - Who said a "green" vehicle has to look like a university professor's
car? Well, the Dodge ZEO proves them wrong. The size of a Volvo C30, Favourite added
temporarily. To add it to your profile, you will need to sign in. New Cars. Year Submodel Base.
Suspension and Steering. Front Suspension. Independent front suspension. Front Tires. Power
Steering. Power rack-and-pinion steering. Rear Suspension. Rear independent suspension.
Spare Tire. Compact spare tire. Suspension Category. Touring suspension. Tire Pressure
Monitoring System. Tire pressure monitoring warning. Tire Pressure Monitoring System Option.
Tire pressure monitoring display. Wheel Type. Wheel Type Option. Front-wheel drive. Name
Option. Stability Control Option. Transmission Option. Continuously Variable Transmission.
Cargo Capacity. Curb Weight. Front Headroom. Front Legroom. Fuel Tank Capacity. Maximum
Cargo Capacity. Rear Headroom. Rear Legroom. Comfort and Convenience. Air Conditionning.
Air conditioning. Fixed antenna. Cargo Cover Option. Soft cargo cover. Communication System
Option. UConnect hands-free communication system. Cruise Control Option. Driver Vanity
Mirror. Front vanity mirrors. Engine Block Heater. Front Wipers. Variable intermittent wipers.
GarageDoorOpener Option. Universal garage door opener. Illuminated Entry. Interior Air Filter.
Multi-CD Changer Option. Navigation System Option. Navigation system with 6-CD changer.
Number of Speakers Option. Number of Speakers. Power Door Locks. Power Outlet. Power
Windows. Premium Sound System Option. Musicgate Power sound system. Reading Light.
Front reading lamp. Rear Heating. Rear seat heater ducts. Rear View Mirror Option.
Auto-dimming rear view mirror. Rear View Mirror. Rear Wipers. Rea wiper. Remote Audio
Controls Option. Audio controls mounted on steering wheel. Remote Keyless Entry. Single CD.
CD player. Smoking Convenience Option. Lighter and ashtray. Special Feature Option. Steering
Wheel Adjustment. Tilt steering wheel. Subwoofer Option. Exterior Details. Bumper Colour.
Body-color fascias. Door Handles. Black door handles. Exterior Decoration Option. MOPAR
decal package. Front Fog Lights Option. Fog lamps. Chrome front grille. Headlight Type.
Halogen headlamps. Lower Side-Body Extension Option. MOPAR 3 piece body kit. Power
Exterior Mirrors. Power-adjustable outside mirrors. Rear Spoiler. Rear body-color spoiler. Rear
Spoiler Option. Rear Window Defroster. Side-Body Trim Option. Body-color bodyside
mouldings. Sunroof Option. Power glass sunroof. Interior Details. Driver Info Center Option.
Driver information center. Floor Console. Full lenght floor console. Floor Covering. Carpet floor
covering. Floor Mats. Front and rear floor mats. Front Center Armrest. Front slidingarmrest with
storage. Front bucket seats. Heated Option. Heated front seats. Front passenger flat-fold seat.
Luxury Dashboard Trim. Bright interior accents. Number of Cup Holders. Front and rear cup
holders. Outside Temperature Gauge. Outside temperature display with compass. Rear Seat
Type. Seat Trim. Cloth seats with Yes Essentials fabric. Special Feature. Illuminated front
cupholders. Bright door entry guards. Chill Zone. Bright pedal kit. Premium floor mats with
logo. Instrument panel cooler. Rear cargo area floor covering. Reclining rear seat. Steering
Wheel Trim Option. Leather-wrapped steering wheel. Exterior Colours. Bright Silver Metallic
Clearcoat. Inferno Red Crystal Pearlcoat. Light Khaki Metallic Clear Coat. Steel Blue Metallic
Clearcoat. Stone White Clearcoat. Sunburst Orange Pearl. Surf Blue Pearl Coat. Interior Colours.
Dark Slate Gray. Pastel Pebble Beige. Anti-Loc
car stereo wiring diagrams
2011 toyota tundra
audi a4 repair manual free download
k Brakes. Anti-Theft Alarm. Alarm system. Brake Assist. Brake assist. Brake Type. Driver
Airbag. Driver-side front airbag. Ignition Disable. Sentry Key theft deterrent system. Passenger
Airbag. Passenger-side front airbag. Roof Side Curtain. Front and rear side curtain airbags. Side
Airbag. Front side airbags. Road Tests and Reviews. Be the first to review this vehicle. Space
and Access. Driving Dynamics. General Appreciation. I want my review to be anonymous.
Forgot your password? Click here. Please login to submit your evaluation. Review Highlights.
You May Also Like. Major recall on Ram trucks Ram is currently recalling 48, pickup trucks in
Canada due to a steering issue. Chrysler in electric mode True innovations from the American
automakers were few and far between at the Los Angeles Auto Show, but they did take the
opportunity to demonstrate their k More Articles. Leasing Financing. No Images available.
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