2008 kia sorento fuel filter location

Fuel that you get from the gas station is filtered, but some dirt gets through the filtering process
at the oil refinery. Kia and most automotive manufacturers have realized that this dirt clogs fuel
injectors and causes major driveability issues. To combat this problem, they have incorporated
fuel filters into the fuel system that require periodic replacement to ensure that the fuel system
flows properly and that the engine receives a sufficient amount of fuel. Replacing the fuel filter
on your Kia Sorento is quick, easy and only requires basic tools. Open the cover to the
under-hood fuse box and locate the fuel pump relay. You can find the fuel pump relay by
reading the diagram under the fuse box cover. Crank the engine for approximately 5 seconds
and repeat three times. The engine won't start, because the fuel pump relay is removed and will
just crank. The purpose behind this is to relieve fuel system pressure so that you can safely
remove the fuel filter without fuel spraying dangerously. Locate the fuel filter on the passenger
side of the engine compartment. It should be black and cylindrical with two fuel hoses attached
to it. Unscrew the bracket holding the fuel filter with a screwdriver and remove the fuel filter.
Install a new fuel filter onto the bracket and tighten the bracket with a screwdriver. Connect the
two fuel lines to the new fuel filter and tighten the hose clamps with a screwdriver. Start the Kia
Sorento and make sure there aren't any leaks. It may take a few cranks to get the fuel circulated
through the system for the car to start. Shayrgo Barazi is a college graduate with a degree in
automotive engineering technology B. He is a successful writer and has taken a college level
technical writing course. He has an intuition for technology and has the capacity to write, too.
Step 1 Open the hood and prop it. Step 2 Open the cover to the under-hood fuse box and locate
the fuel pump relay. Step 3 Remove the fuel pump relay by pulling it up with your fingers. Step 4
Crank the engine for approximately 5 seconds and repeat three times. Step 5 Locate the fuel
filter on the passenger side of the engine compartment. Step 6 Unscrew both hose clamps with
a screwdriver and pull the hoses off. Step 7 Unscrew the bracket holding the fuel filter with a
screwdriver and remove the fuel filter. Step 8 Install a new fuel filter onto the bracket and tighten
the bracket with a screwdriver. Step 9 Connect the two fuel lines to the new fuel filter and
tighten the hose clamps with a screwdriver. Step 10 Reinstall the fuel pump relay. Rehkopf; Kia
Sorento Forum. The fuel lines may be difficult to remove from the old fuel filter. If they are
difficult to remove, use pliers to grab onto the fuel line where it connects to the fuel filter and
twist the line side to side until it breaks free. Wear safety glasses to protect your eyes from
injury. One of the regular maintenance items for your Kia vehicle is changing the fuel filter. Like
any filter, its job is to filter out impurities in the product being filtered through it. In this case,
the filter ensures that the fuel coming from the tank doesn't have any problems like dirt or rust
that would potentially make it into the fuel injectors, and the engine, causing damage. Some
people are intimidated by replacing a fuel filter, so they put it off or don't get it done. In reality,
it's pretty easy to do, and just takes about 15 minutes and some hand tools. In this case, the
project vehicle is a Kia Spectra with the 2. Raise up the Kia vehicle using the jack and secure
the vehicle on jack stands. Make sure the vehicle is secure before you crawl underneath the
vehicle. Open the gas door and unscrew the gas cap. This will help relieve the pressure in the
gas tank. Some fuel will still dribble out when you change the filter, but this will minimize the
pressure. Crawl underneath the vehicle and locate the gas tank. The fuel filter is just in front of
the tank toward the exhaust. Unplug both fuel lines attached to the fuel filter by pushing in the
retaining clips. This will cause some fuel to spill, so be ready for it. Pull out the old fuel filter and
put the new fuel filter into the bracket. Make sure to take notice of which direction the flow is
labeled on the filter; make sure it points away from the tank and toward the engine. Push the
fuel lines into the fuel filter until they clip in place. Raise the vehicle off the jack stands and
lower it to the ground. Replace the gas cap and start the engine to check for leaks. If there are
leaks, check your connections. Russell Wood is a writer and photographer who attended
Arizona State University. He has been building custom cars and trucks since , including several
cover vehicles. In Wood started a career as a writer, and since then he has dedicated his
business to writing and photographing cars and trucks, as well as helping people learn more
about how vehicles work. Step 1 Raise up the Kia vehicle using the jack and secure the vehicle
on jack stands. Step 2 Open the gas door and unscrew the gas cap. Step 3 Crawl underneath
the vehicle and locate the gas tank. Step 5 Unplug both fuel lines attached to the fuel filter by
pushing in the retaining clips. Step 6 Pull out the old fuel filter and put the new fuel filter into the
bracket. Step 7 Push the fuel lines into the fuel filter until they clip in place. Quick Links. Table
of Contents. Your selection of a Kia was a wise investment. It will. Now that you are the owner of
a. Kia vehicle, you'll probably be asked a lot of questions about your. Here are some answers.
First, Kia is the oldest car company in Korea. It is a company that has thousands of employees
focused on building. The first syllable, Ki, in the word "Kia" means "to arise from to the. Drive
safely and enjoy your Kia! Automobile Kia Sorento Technical Highlights 96 pages. Summary of
Contents for Kia Sorento Page 1 It is a company that has thousands of employees focused on

building high-quality vehicles at affordable prices. Page 2 Thank you for choosing a Kia vehicle.
The information and specifications provided in this manual were accurate at the time of printing.
Kia reserves the right to When you require service, remember that your dealer knows
discontinue or change specifications or design at any time your vehicle best. You should carewhich damage to your vehicle could ous road conditions. By following a few simple precautions
for the As with other vehicles of this type, failure first 1, km miles you may add to to operate this
vehicle correctly may the performance, economy and life of result in loss of control, an accident
or your vehicle. Instrument cluster Hood release lever Air cleaner Engine oil filler cap Engine oil
dipstick Fuse box Windshield washer fluid reservoir.. If an vehicle with the ignition key is danaftermarket key is used, the ignition Page 12 If you have a problem unlock. Page 13 2. This
device must accept any interfer- authorized Kia dealer. Authorized Kia Dealer for reprogramming. In order to prevent theft of your position, if the IMMO indicator goes off Your immobilizer
system is comprised of Page 15 After performing the limp home proce- ence, including
interference that may tricity rough handling. Page 20 Knowing your vehicle 3. Close the rear
door. To open the rear door, pull the outside door handle. To stop the window at the desired
position while the window is in operation, pull up the switch momentarily to the opposite
direction of the window 1KMBN Page 26 Knowing your vehicle WARNING Driver respon- sibility
for front seat pas- senger Riding in a vehicle with a front seat- back reclined could lead to
serious or fatal injury in an accident. Stop operating if the adjust- ment is completed. Excessive
opera- tion may damage the electrical equip- ment. Move the rear portion of the control knob up
to raise or down to lower the rear part of the seat cushion. Page 29 Knowing your vehicle
WARNING - Driver respon- sibility for front seat pas- senger Driving or riding in a vehicle with a
front seatback reclined could lead to serious or fatal injury in an acci- dent. Pull up the strap to
lift the rear portion belts of the seat cushion. When returning the rear seatbacks to the upright
position, remember to return the rear shoulder belts to their proper position. Lift and push the
seatback backward Cargo should always be secured to firmly until it clicks into place. Replace
the headrest on the seatback. Page 36 This must be restraint. In fact, air bags are unlocked
during normal vehicle opera- done by an authorized Kia dealer. This allows the occupants some
passengers are correctly restrained freedom of movement and increased in the vehicle. Page 38
Never wear the shoulder cannot untwist or unjam the safety the protection you need in an
portion under the arm. It can damage the safety belt or buckle which could increase the risk of
injury in case of an accident. Adjust the shoulder anchor position to 3. Insert the tongue plate
into the 4. The safety belt automatically adjusts to the proper length only after the lap belt is
adjusted manu- ally so that it fits snugly around your hips, if you lean forward in a slow, easy
motion, the belt will extend and let you move around. Insert the tongue plate into the hole on
When using the rear center seat belt, the the belt assembly cover. Follow the To ensure that the
safety belts provide instructions provided with the soap. Page 49 Kia dealer. Page 50 Knowing
your vehicle Placing a passenger safety belt into the auto lock mode The use of the auto lock
mode will ensure that the normal movement of the child in the vehicle does not cause the safety
belt to be pulled out and loosen the firmness of its hold on the child restraint system. Pull the
shoulder portion of the safety 4. Slowly allow the shoulder portion of 5. Remove as much slack
from the belt belt all the way out. Page 52 Knowing your vehicle 7. Also, test the child restraint
seat before you place the child in it. Tilt the seat from side to side. Also try to tug the seat
forward. These sensors pro- repairs. Page 60 Knowing your vehicle OBL 6BLAA 5BLA Occupant
classification system The occupant classification system detects the presence of a passenger
in the front passenger's seat and will turn off the front passenger's air bag under certain
conditions. The occupant classification system is designed to detect the presence of a
properly-seated occupant and determine if the front passenger's air bag should be Page 63
Children are driven, have an authorized Kia deal- afforded the most protection in er inspect the
occupant classifica- the event of an accident when In wheel air bag and inflates with the event
of air bag deployment, considerably more force. Page 67 This should be done only away from
the door side as possi- by an authorized Kia dealer. Inflation and non-inflation conditions of the
air bag There are many types of accidents in which the air bag would not be expected to provide
additional protection. These include rear impacts, second or third collisions in multiple impact
acci- dents, as well as low speed impacts. Page 69 - authorized Kia dealer. Curtain air bags are
designed to inflate only in side impact collision, but may inflate in any collision if side impact
sen Such heavy braking lowers the dents. Air bag deployment would not collides with objects
such as utility front portion of the vehicle causing it to provide proper protection to the occu
Page 74 Knowing your vehicle Noise and smoke WARNING When the air bags inflate, they make
a When the air bags deploy, the air loud noise and they leave smoke and bag related parts in
steering wheel powder in the air inside of the vehicle. Page 75 This tem as far away from the
door must be done by an authorized Kia side as possible, and secure the dealer. Go to the front

of the vehicle, raise the 3. Raise the hood. It will raise completely hood slightly, pull the
secondary latch by itself after it has been raised 1. Always remove the fuel cap carefully and
slowly. If the cap is venting fuel or if you hear a hissing sound, wait until the condition stops
before com Page 82 Manual fuel filler lid release replacement, use only a genuine then contact
the local fire depart- if equipped Kia cap or the equivalent speci- ment or An incorrect If the fuel
filler lid is not open by using the Objects hand and right-hand outside rearview seen in the
mirror are closer than mirrors. Do not depress the switch longer than necessary, the motor may
be damaged. Page 85 Knowing your vehicle Outside rearview mirror heater Inside rearview
mirror if equipped Adjust the rearview mirror to center on The outside rearview mirror heater is
the view through the rear window. Make actuated in connection with the rear win- this
adjustment before you start driving. Do time or low light driving conditions. For rolling code
garage door openers, follow steps 2 - 6. For Canadian Programming, please fol- low the
Canadian Programming section. For help with determining whether your garage is non-rolling
code or rolling code, please refer to the garage door Page 89 Knowing your vehicle Rolling code
programming Operating HomeLink Flashing To train a garage door opener or other To operate,
simply press the pro- rolling code equipped devices with the grammed HomeLink button.
Interior light goes out slowly after 30 seconds if the doors including the rear hatch and rear
hatch window are all closed. Do not attempt to place so many items in the storage compartment
that the storage compartment cover can not close E2BLAA Doing so may dam- Type B age the
parts. The use of plug-in acces- sories shavers, hand-held vacu Then the clock will be set
precisely on the hour. The sunroof can only be opened, closed, or tilted when the ignition
switch is in the ON position. Damage to the motor or system components could occur. Page
Knowing your vehicle Resetting the sunroof 3. Press and hold the TILT UP button Whenever the
vehicle battery is discon- once again until the sunroof has nected or discharged, or you use the
returned to the original position of TILT emergency handle to operate the sun- UP after it is
raised a little higher than roof, you have to reset your sunroof sys They could be dam- aged.
Such objects may be thrown about inside the vehicle and possibly injure vehicle occu- pants
during an accident or when braking. One Your vehicle's radio is able to receive AM important
factor is signal strength. A and FM transmissions. To optimize the clear and strong signal
results in clear, enjoyment of your vehicle's radio, you static-free sound. Page Knowing your
vehicle The signal strength of a FM transmission will probably fade soon after you leave the city
the station is based in. This is due to the technological limitations of the FM transmission
standard and does not mean that your radio is defective. Page Knowing your vehicle Identifying
your audio system Controlling how your Audio System sounds The front panels of the
respective audio system models are shown below. Use the Operating your Audio system
identifying callouts to confirm the model Your audio system comprises a factory- of your audio
system. Operational Controls: 4. CD controls: These controls are used to operate the Use these
controls to operate the CD Your audio system's factory-installed entire audio system. Audio
Control knob 5. Sound properties 6. Page Knowing your vehicle 1. SCAN button 2. SEEK
buttons 4. Tuning Knob 5. SCAN button 4. Tuning Knob 3. SEEK buttons Frequency band scan
function Manual Channel Selection Automatic Channel Selection function Press the SCAN
button for the tuner to Rotate the knob clockwise or counter- Press the buttons to scan up scan
for radio signals in the selected fre- clockwise to manually advance up or and down the
frequency range for the Page Knowing your vehicle 5. Using Presets To tune in to a preset
station: There are 6 Station Preset buttons which To save a radio station as a preset: 1. File
Search Knob 7. SCAN button 3. Page Knowing your vehicle 6. Using the Repeat function RPT 6.
Using the Random playback func- 7. Page Knowing your vehicle Playing tracks on the playlist
mark- Deleting all tracks from the playlist 8. Press the MARK button once. The 1. The Dimmer
control setting determines Check the LCD screen display to confirm if you have selected the the
brightness of the entire vehicle's dis- mode you want. Page Knowing your vehicle 2. The
ignition key can be removed only in the LOCK position. The lock release button must be
depressed while moving the shift lever. The shift lever can be moved without depressing the
lock release button. Always come to a complete stop before always make sure the shift lever
shifting into P. However, the driver to shift down one gear. Page Driving your vehicle Moving up
a steep grade from a Shift lock system Ignition key interlock system standing start your safety,
Automatic The ignition key cannot be removed Transmission has a shift lock system unless the
shift lever is in the P Park To move up a steep grade from a stand- which prevents shifting the
transmission position. When the vehicle shifts into 4WD mode, 1. Stop the vehicle. By turning
the transfer knob 4HI, 4LO , both front and rear axles are engaged. Reduce speed when you turn
cor- This danger can come from slight ners. The center of gravity of 4WD changes in the hill
angle which can and 2WD utility vehicles are raised destabilize the vehicle. If a 2WD roll tester
must be used, perform the fol- While the full-time 4WD vehicle is lowing: being raised on a jack,

never start the engine or cause the tires to 1. To avoid injury, never run the described below; To
avoid costly brake repairs, do not When your brake pads are worn and it's continue to drive with
worn brake pads. Set the parking brake AND make sure the gearshift lever is securely positioned in 1st First gear or R Reverse for manual transmis- sion equipped vehicles and in P Page
It does not mean your may have a problem with your ABS is malfunctioning. ABS system. Page
Driving your vehicle Tilt steering if equipped A tilt steering wheel allows you to adjust the
steering wheel before you drive. Page Driving your vehicle To temporarily accelerate with the
cruise control on If you want to speed up temporarily when the cruise control is on, depress the
accelerator pedal. Increased speed will not interfere with cruise control operation or change the
set speed. To return to the set speed, take your foot off the accelerator. Sensor is coverd with
foreign matter 1. The rear parking assist system such as snow or water. Sensing range Rear
parking assist system may not may not sound sequentially will return to normal when removed.
Page Kia dealer as soon as possi- located between sensors may not distance, size or material,
all of ble. Tachometer 2. Turn signal indicators 3. Speedometer 4. Engine temperature gauge 5.
Warning and indicator lights 6. Trip odometer reset button 8. Fuel gauge 9. Page Driving your
vehicle Fuel gauge The fuel gauge indicates the approxi- mate amount of fuel remaining in the
fuel tank. Fuel tank capacity : See Chapter 8 The fuel gauge is supplemented by a low fuel
warning light, which will illuminate when the fuel tank is nearly empty. Contact After starting the
engine, check to make If the both ABS and Brake warning an authorized Kia dealer as soon as
pos- sure that all warning lights are off. If any lights are ON and stay ON, your sible. Page The
individual indicators illuminate to Authorized Kia Dealer. Have an Authorized show the
automatic transmission shift Kia Dealer correct the problem as lever selection. Page ON
position before starting the Refuel as soon as possible. Dealer for a brake system inspection
Rear hatch window and necessary repairs. Page ESC light will minates while the vehicle is
being driven, remain off. Page 4WD system. If this occurs, the key reminder warning chime will
have your vehicle checked by an sound. This is to prevent you from locking Authorized Kia
Dealer as soon as your keys in the vehicle. Correction of the terrestrial deviation Switch
function angle of the Azimuth Compass. Conversion of the distance to empty. Page Driving your
vehicle Correcting azimuth indicator The azimuth compass indicator cor- rection will be
cancelled: It is needed to correct the error between 1. Page Driving your vehicle How to correct
terrestrial deviation. Page Driving your vehicle The contour line map for terrestrial deviation
angle correction The trip computer may not register additional fuel if less than 6 liters of fuel are
added to the vehicle. When the temperature. The system automatically license and instrument
panel lights are turns off the headlights and parking lights when the driver removes the igni It
will return to the normal push the lever forward. Page Driving your vehicle Lane change signals
B Daytime running light if equipped To signal a lane change, move the turn signal lever slightly
and hold it in position. The wipers will operate continuously if the lever is pushed upward and
held. Check the located in the center console switch rear hatch window warning light in the
panel. Fan speed control knob 4. Air intake control button 2. Mode selection knob 5. Air
conditioning button if equipped 3. Temperature control knob OBLN 4 Page Driving your vehicle
Face position Floor position Air flow is directed toward the Most of the air flow is direct- upper
body face. Set the mode to the position. Ra refrigerant which is not damag- 2. Set the air intake
control to the outside ing to the ozone layer. Page Therefore it should be serviced by
characteristics. Since excessive an authorized Kia dealer. AUTO automatic control button 2.
Indicator light 3. Dual temperature control selection button 4. Defrost button 6. Air conditioning
button 8. Page Driving your vehicle Automatic operation 3. Page Driving your vehicle Adjusting
the driver and passenger side temperature equally 1. The passenger side temperature will be set
to the same as the driver side temperature. Turn the left temperature control knob. The driver
and passenger side tem- perature will be adjusted equally. Page Driving your vehicle Mode
selection button MODE The mode selection button controls the direction of the air flow through
the venti- lation system. The air flow outlet port is converted as follows: OBL Page Driving your
vehicle Face position Floor position Defrost button Air flow is directed toward the Most of the
air flow is direct- upper body face. Push the button again to turn the air con- ditioning system
off. Page Driving your vehicle System operation Heating Air conditioning 1. Set the air intake
control to the outside 1. Page This is a normal system Therefore it should be serviced by
operating characteristic. Page Driving your vehicle Defogging logic The indicator light in the air
intake control button will blink 3 times at 0. This indicates that the defog- To reduce the
probability of fogging up ging logic is canceled or has returned to the inside of the windshield,
the air intake the programmed condition. This indicates that the To reduce the probability of
fogging up defogging logic is canceled or has inside of the windshield, the air intake returned to
the programmed condition. Page Emission Control System This vehicle should not be modified.
Page A hot exhaust system can ignite tem. All inspections and adjustments flammable items

under your vehi- must be made by an authorized Kia cle. Do not park the vehicle over or dealer.
Once the will reduce wear on brake linings and safety. Therefore, have an authorized Kia engine
is running smoothly, begin driv- pads. Driving in such a way will also dealer perform scheduled
inspections ing. Accelerate slowly to When hazardous driving conditions are If it is necessary to
rock the vehicle to avoid spinning the drive wheels. Page Driving tips Reducing the risk of a
rollover Rollover warning label To remind you of the danger of the This multi-purpose
passenger vehicle is rollover, a rollover warning label which is defined as a Sports Utility
Vehicle SUV. Page Driving tips Before you go off-roading Loading your vehicle for off-road
Off-road driving with your four- driving wheel drive vehicle There are some things to do before
you leave the paved roads. Be sure to have There are some important items to Off-road driving
can be great fun. If this happens, even with driving ardous. Is there a cliff, an embankment, a
drop-off, or a When you approach a hill, you need to Off-road driving often takes you up, fence?
When off- Before beginning to go downhill, it drive across. If you Stalling is much more likely to
happen Sooner or later, an off-road trail will prob- drive across a rock with the uphill going
uphill. Page If you have driven through water that was deep enough to cover your wheel bearing hubs, it may be a good idea to have an Authorized Kia dealer or other com- petent service
center repack your front wheel bearings and examine your rear- end fluid for evidence of water.
Deep water can under the hood. These accumulations sweep your vehicle downstream can be a
fire hazard. Determine the combined weight of luggage and cargo being loaded load limit on the
vehicle. That weight may 1. Locate the statement "The com- not safely exceed the available
bined weight of occupants and cargo and luggage load capacity cargo should never exceed
XXX calculated in Step 4. Items you carry inside your cause damage. Repairs would vehicle can
strike and injure not be covered by your war- occupants in a sudden stop or If you carry items
inside your vehicle Use the appropriate maximum tow. How heavy can a trailer safely be? It
Here are some important points if you Trailering causes major changes in han- should never
weigh more than the maxi- decide to pull a trailer Page Driving tips Safety chains Trailer brakes
Driving with a trailer should always attach chains If your trailer weighs more than the maxTowing a trailer requires a certain between your vehicle and your trailer. Page Driving tips
Following distance Backing up Turn signals when towing a trailer Stay at least twice as far
behind the vehi- Hold the bottom of the steering wheel When you tow a trailer, your vehicle has
cle ahead as you would when driving with one hand. The label locations are identified in the
illustrations shown. The flasher switch is located in the center console switch panel. All turn
signal lights will flash simultaneously. Page 3. If coolant or steam is boiling out of the engine
until it has been corrected. If you do not find a leak or other problem, carefully add coolant to
the reservoir. Therefore, to avoid harm to can damage a volt starting motor, from the battery.
Page In case of an emergency Connecting jumper cables Connect cables in numerical order and
disconnect in reverse order. Page for example, the engine cle checked by an Authorized Kia
Dealer. Do not connect it to or near any part that moves when the engine is cranked. Push in a
new fuse of the same rating, Fuse Box and make sure it fits tightly in the clips. If it fits loosely,
consult an authorized Kia dealer. If you do not have a spare, use a fuse of Page Main Fuse 4.
Reinstall in the reverse order of same rating. Reinstall in the reverse order of removal. The clock
must be reset. Page Kia dealer or a commercial tow-truck or flatbed equipment with all the
ground without dollies and the rear service. Insert the jack handle into the hole just above the
rear bumper. The Jack is stored in the compartment of Your spare tire is stored underneath
resistance to turning will be felt the cargo area. The separation of the wrench from the handle
could cause loss of control and personal injury. Remove the retainer from the cen- Storing the
spare tire ter of the spare tire. Page In case of an emergency 4. Remove the wheel lug nut
wrench, jack, jack handle, and spare tire from the vehicle. Block both the front and rear of the
wheel that is diagonally opposite the jack position. Place the jack at the front or rear 8. Securely
tighten the valve of the jacking position closest to the tire jack. Mount the spare tire into
position Gradually loosen the valve of the Once the wheel lug nuts have and install the wheel
lug nuts jack with the groove on the jack been tightened, lower the vehicle with the beveled
edge inward. Page Check the inflation pressures as for thread style before installing soon as
possible after installing aftermarket lug nuts or wheels. Adjust it to the doubt, consult specified
pressure, if necessary. Authorized Kia Dealer. Refer to Section 8, Specifications. Page
Maintenance Services Should you have any doubts concerning ized Kia dealer using genuine
Kia parts. If necessary, correct, clean, refill, adjust of replace. R- Replace or change LLubricate. Notice any increased steering Page Maintenance At least monthly: At least twice a
year At least once a year : i. Page As explained earlier in this section, sev- forming some
maintenance pro- eral procedures can be done only by an cedures. If you lack sufficient
Authorized Kia Dealer with special tools. Air cleaner 2. Engine oil filler cap 3. Engine oil dipstick
4. Fuse box 7. Windshield washer fluid reservoir 8. Power steering fluid reservoir 9. Radiator

cap Page Engine Oil Have engine oil and filter changed by an hot enough to burn you.
Authorized Kia Dealer according to the Maintenance Schedule at the beginning 5. Pull the
dipstick out again and check of this section. Page Engine Cooling System If the coolant level is
low, add enough ous injury. Bring the level to F, but do not overfill. If frequent additions are
required, see an Authorized Kia Dealer for a cooling system inspec- tion. Page Changing
coolant For mixture percentage, refer to the fol- lowing table. Have coolant changed by an
Authorized Kia Dealer according to the Maintenance Schedule at the beginning of this section.
Page Checking brake fluid level an Authorized Kia Dealer. Check the fluid level in the reservoir
peri- odically. The fluid level should be between Page Power Steering Check the connections for
oil leaks, vehicle should be inspected by an severe damage and the twists in the Authorized Kia
Dealer. Page The color may eventually appear light brown. Therefore, have an Authorized
WARNING - Parking brake Kia dealer change the automatic trans- To avoid sudden movement of
the mission fluid according to the Scheduled vehicle, apply parking brake and Maintenance at
the beginning of this depress the brake pedal before section. Page Wiper Blades fresh are
position is selected. If this kerosene, paint thinner, or other happens, have the climate control
air fil- solvents on or near them. Page Maintenance Windshield wiper blade replace- ment When
the wipers no longer clean ade- quately, the blades may be worn or cracked, and require
replacement. Keep lighted cigarettes and all other flames or sparks away from the battery. Page
Maintenance Checking tire inflation pres- Remove the valve cap from the tire Tire rotation valve
stem. Press the tire gage firm- sure To equalize tread wear, it is recom- ly onto the valve to get a
pressure Check your tires once a month or mended that the tires be rotated measurement. Page
Maintenance Disc brake pads should be inspected With a full-size spare tire for wear whenever
tires are rotated. Tread wear indicator Rotate radial tires that have an asymmetric tread pattern
only from front to rear and not from right to left. Page Kia for off and offset. Page Index
Maintenance 1. Manufacturer or brand name 70 - Aspect ratio. Page Maintenance 3. Checking
tire life TIN : Tire 4. Page These grades are molded on the pate heat when tested under conside-walls of passenger vehicle tires. Page Maintenance Sustained high temperature can Tire
terminology and defini- Bias Ply Tire: A pneumatic tire in cause the material of the tires to which
the plies are laid at alternate tions degenerate and reduce tires life, and angles less than 90
degrees to the Air Pressure: The amount of air excessive temperature can lead to centerline of
the tread. Page Maintenance Outward Facing Sidewall: The side Radial Ply tire: A pneumatic tire
in Tread: The portion of a tire that of a asymmetrical tire that has a par- which the ply cords that
extend to the comes into contact with the road. Page Vehicle Maximum Load on the All season
tires Snow tires Tire: Load on an individual tire due to Kia specifies all season tires on If you
equip your car with snow tires, curb and accessory weight plus some models to provide good
per Page Recommended Sae Viscosity Number Maintenance Recommended SAE viscosity
Engine oil viscosity thickness has an When choosing an oil, consider the number effect on fuel
economy and cold weather range of temperature your vehicle will be operating starting and oil
flow. Lower operated in before the next oil change. A mild soap, safe for use on directions when
using any chemical painted
2004 jeep grand cherokee repair manual
1953 chevy tail light
2002 ford taurus fuse box under hood
surfaces, may be used. Page Interior Care Maintenance INTERIOR CARE Interior general
precautions Cleaning the upholstery and inte- To clean the leather upholstery rior trim if
equipped Prevent caustic solutions such as per- fume and cosmetic oil from contacting Vinyl In
the normal course of use, leather the dashboard because they may cause upholstered surfaces
will, like any mate- Remove dust and loose dirt from vinyl Follow the instruc- an oily, greasy or
waxy film , they should tions provided with the soap. Page Specifications The specifications
given here are for general information only. Although this information was accurate at the time
of printing, Kia reserves the right to change its vehicles or their specifications without notice.
Please check with an authorized Kia dealer for more precise and more up-to-date information.
Page Index Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

