2009 jeep liberty manual

It is not that often that one car type is associated with a certain brand, so it tells a lot about that
brand when it happens. Being an original 4x4 vehicle that dates back to World War Two, Jeep is
one of those manufacturers. In some parts of the world, people have a habit of using this name
as a generic term for all off-road vehicles. With robust chassis and capable all-wheel drive
systems, it has been a synonym for an unstoppable and dependable off-roader. Still,
introduction and storming success of Sport Utility Vehicles and crossovers towards the end of
the millennium showed that buyers were looking for more than rugged terrain capabilities. This
new breed provided decent off-road potential while keeping a car-like behavior when on the
road. Thanks to this unique blend of driving characteristics, SUVs became an instant hit among
car owners who spent most of their time on paved roads, but still venture off-road from time to
time. This also meant that Jeep needed an updated model lineup that would help keep up with
current trends. One of the first cars of this kind was the Jeep Liberty. Going under a code name
KJ, the first generation Jeep Liberty replaced trusted, but aging Cherokee in Using a name
different from the predecessor stressed out the start of a new off-roading chapter, although the
cars outside the US market kept Cherokee name. Bringing in many innovations and updates its
main goal was to give the aggressive competition of sporty SUVs a run for their money. The
outer design, drawing inspiration from Jeepster and Dakar concepts, featured more rounded
body lines. Big, round headlights placed at prominent spots and characteristic vertical grill gave
it an appearance similar to the legendary Wrangler. This was further highlighted with bulky,
box-like fender flares and a tailgate mounted spare wheel. Despite these retro-styled details, the
overall shape of the car was in touch with design trends of that time. While Cherokee offered
two and four-door variants, Liberty was available only in four-door shapes. Interior offers plenty
of space, with enough headroom for even the tallest persons, thanks to a high roof and low
floor line. The only complaint can be with a somewhat sparse legroom in the rear. Seats,
available either in a rough fabric or soft leather, are comfortable enough even for longer trips
and offer decent support. The dashboard, although having all necessary components and parts,
can seem oversimplified and cheap. Still, dash-mounted passenger grab-rail is a practical detail
for off-road wandering. However, the biggest changes and upgrades were hiding under the skin,
where Liberty introduced several new features. Unlike older off-road vehicles who used a
body-on-frame design, Liberty had a unibody structure, which makes it lighter and more rigid.
Together with rack-and-pinion steering and independent front suspension, it significantly
improved road handling and comfort. Other important update was the introduction of two
PowerTech gasoline engines, one with four cylinders and other in a V6 layout. Liberty was also
among the first in its class to offer a modern diesel engine on US market. However, the unit
under the hood came from Italian engine manufacturer called VM Motori. Stil, this was an
efficient, durable and well proven engine that offered great towing capability and admirable fuel
economy. Transmission choices ranged from 4-speed and 5-speed automatic to a 5-speed or
6-speed manual variants, depending on the engine choice and trim level. Being a typical Jeep,
the new Liberty offered a rugged and capable four-wheel-drive system available in two variants.
The first one is a part-time Command-Trac, where the driver uses a lever to select from several
transfer case configurations. In the standard 2WD mode, all the power goes to the rear wheels,
which improves the fuel economy and reduces stress to the drivetrain. Selecting a 4WD option
engages the front axle which increases overall traction and improves handling on slippery
surfaces, while an additional low-range option increases torque output and helps scale steep
uphills. Other available system was a full-time Selec-Trac, which offered similar options and
benefits as the part-time variant with the addition of an open central case. This allowed front
and rear axle to spin at separate speeds, making the all-wheel drive possible on all surfaces and
at all times. Following a satisfactory success of the first generation, Jeep introduced a
successor in , codenamed KK. Still, the new car featured updated design solutions and other
improvements, making it a subtle evolution of the previous generation. On the outside, the new
Liberty received a more muscular appearance. The biggest difference was on the front end, with
large rectangular headlights, taller grille and flat hood. Body design featured sharp lines and
large surfaces, which gave it a boxy and almost military look. These design tweaks set the
image of the new Liberty apart from old, Wrangler inspired styling. Interior features several
updates, aimed at achieving a more upscale look and feel. The dashboard had considerably
more features, with a focus on infotainment system and connectivity options. Buttons and
knobs had a firm and convincing feel, improving the build quality perception. Also, most
materials inside the car were more refined and have a softer appearance. There were no major
changes under the skin. The only available engine, a V6 unit, was the same as in the old Liberty.
There was no four-cylinder engines, as newly introduced Patriot aimed at fuel-conscious
buyers. The buyers could choose from two transmissions, a 5-speed automatic or 6-speed
manual variants. While the four-wheel-drive system remained the same, it used a switch know

instead of a lever which made it easier to operate and eliminated the possibility of driver error.
Despite many upsides and continuous improvements, the new Liberty was never a sales hit.
Unlike its predecessor, who ended up with This was because of several causes. One of them
were import manufacturers, which usually offered more agile and better suited vehicles in this
class. Other was the in-house competition, brought by Dodge Nitto, which used identical
platform, engines and most of the design. Jeep Liberty went out of production during , giving
way to new Cherokee. I'd love to be emailed when a new, high quality document is available for
my Jeep Liberty. My email address is:. By using this website, you automatically accept that we
use cookies. What for? Toggle navigation. Home Workshop Manuals Jeep Liberty. Jeep Liberty
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Contents. This vehicle has a higher you with the operation and maintenance of your vehicle. In a
rollover crash, an unbelted person is significantly more likely to die than a person wearing a
seat belt. If you do not read this entire manual, you may miss important information. Any
modifications or alterations to this vehicle could seriously affect its roadworthiness and safety
and may lead to an accident resulting in serious injury or death. These either side up. Never
leave children alone in a vehicle. This procedure consists of programming a blank key to the
vehicle electronics. A blank key is one NOTE: Only keys that are programmed to the vehicle that
has never been programmed. Insert the second valid key into the ignition switch. Repeat this

procedure to program up to eight keys. If you Turn the ignition switch to the ON position within
do not have a programmed Sentry Key , contact your 15 seconds. Remove the key from the
ignition switch and exit the The Vehicle Security Alarm system monitors the vehicle vehicle. If
you remain inside the vehicle and open a door, if equipped is disabled as well. Press the LOCK
button on a programmed i. When the PANIC Alarm is This feature allows you to remotely lower
both front door on, the headlights and turn signal lights will flash, the windows at the same
time. Remove and replace the batteries. Avoid touching the 2. This device must accept any
interference that may be new batteries with your fingers. Skin oils may cause received including
interference that may cause undesired battery deterioration. Therefore, make sure the keys are
not Manual Door Locks inside the vehicle before closing the door. To lock each door, push the
door lock plunger on each door trim panel downward. Leaving unattended children in a vehicle
is dangerous for a number of reasons. A child or others could be seriously or fatally injured.
Repeat these steps if you want to return this feature to Automatic Unlock Doors on Exit
Programming its previous setting. A single chime will indicate the completion of the
programming. Repeat these steps if you want to return this feature to its previous setting. Avoid
trapping anyone in a vehicle in a collision. Remember that the rear doors can only be opened
from the outside when the child protection locks are engaged. The time is The driver power
window switch has an Auto Down programmable. To disable the window control on the other
doors, press and release the window LOCK button setting it in the down position. To do so,
perform the following proce- pressure on the ears or a helicopter-type sound in the dure: ears.
Driving with the liftgate open can allow poisonous exhaust gases into your vehicle. It tells you
how to use your restraint system can reduce the seriousness of injuries in a collision. Some
properly to keep you and your passengers as safe as of the worst injuries happen when people
are thrown possible. You might inside or outside of a vehicle. The seat belt latch plate, located
on the B-Pillar is just 3. When the belt is long enough to fit, insert the latch above your
seatback. You are more not protect you properly. A frayed or torn belt could rip apart in a
collision and leave you with no protection. Keeping the mother safe is when the adjustable
upper shoulder belt anchorage if so the best way to keep the baby safe. This may allow the
airbag to have different rates of inflation that are based on collision severity and occupant size.
The front passenger airbag is also certified to the Federal regulations that define Occupant
Classification refer to information on Occupant Classification System in this section. Any
improperly classified. Ensure that the front passenger weight on the seat will be sensed by the
system. The bags then quickly deflate while is turned off until the fault is cleared. The weight
sensors measure you if you are not belted and seated properly, or if applied weight and
transfers that information to the items are positioned in the area where the side curtain OCM. If
you are involved in another immediately. The airbag may inflate video players on the front
passenger seatback. Confidential data will not be disclosed by researchers, such as those
associated with universities, Chrysler LLC to any third party except when: and with hospital and
insurance organizations. The force one year old and weigh at least 20 lbs 9 kg. Continued
slouching can move the belt out of position. If you install the restraint improperly, it may
Anchors and Tether for CHildren not work when you need it. You are urged to take advantage of
all If you are installing LATCH-compatible child restraints the available attachments provided
with your child re- in adjacent rear seating positions, you can use the straint in any vehicle. An
incorrectly anchored tether strap could lead to increased head motion and possible injury to the
child. Use only the anchor positions directly behind the child seat to secure a child restraint top
tether strap. It is extremely dangerous to ride in a cargo area, inside or outside of a vehicle.
They contain riding in these areas are more likely to be seriously carbon monoxide CO , which
is colorless and injured or killed. You should be able to while you work the controls. Check turn
signal and high feel the air directed against the windshield. Adjust the mirror to center on the
view through the rear window. Headlight glare can be reduced by moving the small control
under the mirror to the night position toward the rear of vehicle. NOTE: The passenger side
convex outside mirror will give a much wider view to the rear, and especially of the lane next to
your vehicle. This feature is activated whenever you turn on the Rear Window Defrost. To use
the mirror, rotate the sun visor down and swing the mirror cover upward. The volume of the
UConnect system used. For example, instead of saying Setup and then can be adjusted either
from the radio volume control Phone Pairing, the following compound command knob or from
the steering wheel radio control right The know your options at any prompt, say Help following
UConnect website may also provide detailed instruc- the beep. The first call will be on hold
while Currently in Progress the second call is in progress. To go back to the first call, If a call is
currently in progress and you have another refer to Toggling Between Calls in this section. The
number dialed may If you are in an emergency and the mobile phone is not be applicable with
the available cellular service reachable: and area. The system will adapt to the last trained voice

only. When this happens, the connec- ON or ACC position, or after a language change, you tion
can generally be re-established by switching the must wait at least five seconds prior to using
the system. These commands are universal and can be used from any The beep is your signal
to give a command. All other commands can be used depending upon the active application.
Release the bar once the seat is in the position desired. Then, using body pressure, move
forward and rearward on the seat to be sure that the seat adjusters have latched. Some fold flat
seats also have a dangerous. Adjust the head re- seats. Also, 1. Locate the release strap on the
lower outboard side of be sure that the front seats are fully upright and posi- each rear
seatback. If desired, push down on the seatback to lock it in the Recliner Adjustment folded
position. The rear seatback also reclines for additional passenger comfort. Pull the release strap
while sitting in the rear To Raise the Rear Seat seat to recline the seatback. Turn the ignition
ON. Adjust all memory profile settings to desired prefer- memory profiles, for easy recall
through a memory ences i. The seat will return to its previously This feature provides automatic
driver seat positioning to set position when you insert the key into the ignition enhance driver
mobility when entering and exiting the switch and turn it out of the LOCK position. Outside of
the vehicle, locate the safety latch lever Two latches must be released to open the hood. To turn
the This feature is particularly useful when exiting your Automatic System off, turn the end of
the multifunction vehicle in an unlit area. Selecting high beam headlights will turn off the front
fog lights. Turn Signals Move the multifunction lever upward or downward and the
corresponding turn signal indicator on the instru- ment panel will flash to show proper
operation of the front and rear turn signal lights. If an indicator fails to light when the
multifunction lever is moved, see your authorized dealer for service. This Cargo Light will cause
the headlights to turn on at High beam and The cargo light is mounted in the headliner above
the It With the parking lights or headlights on, rotate the controls the operation of the interior
lights and the dimmer control upward or downward to change the brightness of the instrument
panel lights. Continued interval. It will not operate under the Remote Start System â€” The
rain-sensing feature will following conditions: not operate when the vehicle is in remote start
mode. To tilt the steering column, move the steering upward or downward. The tilt control
handle is located wheel upward or downward as desired. A soft tap on the brake pedal, or
pulling the Electronic Speed Control lever toward you cancel , or normal brake Leaving the
Electronic Speed Control system on when not in use is dangerous. You could accidentally or
clutch pressure while slowing the vehicle will deacti- set the system or cause it to go faster than
you want. When the crease speed by pushing up and holding the RESUME pedal is released, the
vehicle will return to the set speed. If this occurs, see your authorized dealer wash soap, and a
soft cloth. The name and color of the button may vary by NOT the button normally used to open
and close the manufacturer. If you are having trouble programming HomeLink , here are some
of the most common solutions: 2. Operation is subject to the following visors on the overhead
console. Occupants, particu- position. However, the Use only a non-abrasive cleaner and a soft
cloth to clean sunshade will open automatically as the sunroof opens. Press the switch forward
and release it within one-half second and the Sky Slider will open from the rear and move
automatically toward the front of the vehicle. Press and release the button in the center of the
switch Using Operator Mode and the Sky Slider will close automatically from any The Sky Slider
drive motors are mounted to the roof above the cargo lamp. In the event that your vehicle There
is no anti-pinch protection when the Sky losses battery power, you can close the Sky Slider by
Slider is almost closed. This outlet is located on the instrument panel below the climate
controls. The status indicator will also In the center console, there are two cupholders for the
turn off. Front Storage Compartment The front storage compartment located on the left side of
the instrument panel can hold cell phones, PDAs, and other small items. Center Console
Removable Storage Tray The load floor has a built-in storage bin that can hold a variety of
items. The underside of the storage bin cover also contains a plastic lined tray. The tie-downs
located on cargo area floor should be used to secure loads safely when the vehicle is moving.
NOTE: You can install the cover with either side facing upward. In a sudden stop or collision, a
tie-down could pull loose and allow the child seat to come loose. A child could be badly injured.
Use only the anchors provided for child seat tethers. Too much weight or improperly placed
weight NOTE: The purpose of this cover is for privacy, not to over or behind the rear axle can
cause the vehicle to secure loads. Then, insert either of the cover housing into the attachment
point on the the left or the right spring-loaded post located on the opposite side of the vehicle.
In an accident, a cargo cover loose in the vehicle could cause injury. It could fly around in a
sudden stop and strike someone in the vehicle. Do not store the cargo cover on the cargo floor
or in the passenger compartment. Rotate the switch upward to the second detent to activate the
rear washer. Always distribute heavy loads as evenly as pos- The load carried on the roof, when
equipped with a sible and secure the load appropriately. Cargo must be securely tied down

before driving your vehicle. Improperly secured loads can fly off the vehicle, particularly at high
speeds, resulting in per- sonal injury or property damage. Follow the roof rack Cautions when
carrying cargo on your roof rack. Fuel Gauge determine the proper tire inflation pressure for
those The fuel gauge shows level of fuel in tank when ignition tires. If a an onboard diagnostic
system, called OBD, that problem is detected, the light will come on monitors engine and
automatic transmission con High Beam Indicator Pull the multifunction control lever on If this
indicator light flashes during accelera- the left side of the steering column toward you to switch
tion, apply as little throttle as possible. Oil Pressure Warning Light the conventional brake
system will continue to operate This light indicates low engine oil pressure. The lamp will This
light alerts the driver that the vehicle is in be on solid when HDC is armed. The temperature
gauge shows engine coolant tempera- ture. Any reading within the normal range indicates that
A hot engine cooling system is dangerous. You or the engine cooling system is operating
satisfactorily. Trip Odometer Button To reset Shift Lever Indicator the oil change indicator
system after performing the This display indicator shows automatic transmission scheduled
maintenance perform the following proce- shift lever selection. The light should illuminate for
approxi- eight seconds as a bulb check when the ignition mately two seconds. The EVIC
consists of the tures a driver-interactive display that is located in the following: instrument
cluster. You may 2. In some areas of the country, the difference between magnetic and
geographic North is great enough to cause the compass to give false readings. The minutes
Press this button to operate the Hands-Free Phone will begin to blink. You can select a
language not listed by scrolling Selecting this item will allow the user to choose the down and
selecting other. If a button is not When this is set to On and a DVD video is inserted, it will
selected within five seconds after pressing the SET but- bypass the DVD menu screen and
automatically play the ton, the station will continue to play but will not be movie. In Multisession
discs may contain combinations of normal addition, variable bit rates VBR are also supported.
ID3 version 2 is not increase with more files and folders supported by the radios. Sirius Satellite
Radio is optional. The 6. Touch the screen where the time is displayed. The radio 4. The stations
stored in SET 2 memory can be selected by recordable compact discs CD-R , rewritable
compact pressing the pushbutton twice. If the medium , , , contains a lot of folders or files, the
radio will take more MPEG-1 Audio , , , Press the right switch position to operate the radio. The
minutes will Press this button to operate the Hands-Free Phone begin to blink. The radio will
return a Radio Text to the right or left to increase or decrease the mid-range message broadcast
from an FM station FM mode only. Random Play. With The medium formats supported by the
radio are ISO files, exceeding 50 folders will result in this Level 1 and Level 2 and includes the
Joliet extension. MP3 , , , extension may cause playback problems. If the medium on the disc.
Press this button to change the display to time of day. Store the disc in its case after playing.
Manual Air Conditioning and Heating System 6. Do not expose the disc to direct sunlight. Do
not store the disc where temperatures may become too high. NOTE: If you experience difficulty
in playing a particu- lar disc, it may be damaged i. The compartment. You can lower outlets. Use
this mode with maxi- the inside air stuffy and window fogging may occur. A Equipped light will
illuminate when the Air Conditioning System is engaged NOTE: The air conditioning
compressor will not engage until the engine has been running for about 10 seconds. Dial in the
temperature you would cabin infrared sensor mounted between the sun-visors like the system
to maintain by rotating and from various sensors located throughout the vehicle. When the air
con- position, the recirculation feature will be cancelled. The windshield, is free of obstructions
such as leaves. Interior heat build up may cause serious injury or death. Your vehicle may be
equipped with a shift lock manual override. Have your vehicle inspected by your local
authorized dealer if the shift lock manual override has been used. Continued range for extended
periods of time. If the problem persists, tions. This shift cannot be Shifting can be performed
with the vehicle rolling 2 to completed if the ignition switch is in the ACC position. Bring the
vehicle to a complete stop. The ignition switch must be in the ON position for a shift 2. To be
used for flat wide range of conditions, while maximizing driver con- towing behind another
vehicle. If the vehicle is stopped, electric shift 4WD system. If these requirements are not met
prior 4. This may does most on-road driving. Coordinate inspection efforts through an authorized dealer. Continued operation with reduced power steering assist could pose a safety risk to
yourself and others. No chemical flushes should be used in any power Service should be
obtained as soon as possible. To release the parking brake, pull up slightly, press the center
button, then lower the lever completely. Avoid repeated heavy braking by downshifting the
transmis- The Anti-Lock Brake System ABS is subject to sion or locking out overdrive whenever
possible. This manual for more information about ABS. The the driven wheels. If wheel spin is
detected, brake system detects an emergency braking situation by sens- pressure is applied to
the slipping wheel s and engine ing the rate and amount of brake application and then If gears.

To change the incline while towing a trailer. Start the engine. Rotate the steering wheel one-half
turn to the left. HDC maintains vehicle speed while descending hills in 6. HDC control speed.
ESP cor- range. This may be done while the vehicle is in motion. If the TIN is not found on The
TIN may be found on one or both sides of the tire, the outboard side, then you will find it on the
inboard however, the date code may only be on one side. Overloading of your tires is
dangerous. Use tires of the cause accidents. Continued vehicle to drift left or right. Consult your
authorized dealer for radial tire repairs. High speed driving with your vehicle at or above
maximum load is dangerous. The added strain on Compact Spare Tire â€” Temporary use spare
tires are for emergency use only. The limited-use spare tires are for emergency use only.
Installation of this limited-use spare tire affects vehicle handling. They should be inspected
regularly for wear and correct cold tire inflation pressure. Some combinations failure and loss
of vehicle control. Lots of snow or ice around the wheels or wheel NOTE: housings. Vehicles
with Compact Spare 4. Using tire chains on the vehicle. The compact spare tire does not have a
tire pressure monitoring sensor. Therefore, the TPMS will not monitor 5. In addition, the
Electronic Vehicle Information Center EVIC will display a graphic showing the pressure values
of each tire with the low tire pressure values flashing. Jamming due to electronic devices or
driving next to a chime will sound and the TPMS Telltale light will turn facilities emitting the
same radio frequencies as the TPMS on upon the next ignition key cycle. In addition, the EVIC
sensors. If you install the compact spare tire in place of a road 5. Once you repair or replace the
original road tire and tire that has a pressure below the low-pressure warning reinstall it on the
vehicle in place of the compact spare, limit, upon the next ignition key cycle, the TPMS Telltale
the TPMS will update automatically. Poor quality gasoline can cause problems such as hard
starting, stalling, and hesitations. If you experi- ence these symptoms, try another brand of
gasoline United States. Properly blended reformulated gasolines will pro- E85 Ethanol blends
are not the responsibility of the vide excellent performance and durability of engine and
manufacturer. The manufacturer recommends that gasoline E perform the following: without
MMT be used in your vehicle. Have the exhaust system inspected every time the vehicle is
raised. The load must be distributed in the cargo all loading conditions up to full GAWR. The
trailer sway control is a telescoping link that can be installed between the hitch receiver and the
trailer tongue It is important that you do not exceed the maximum front or rear GAWR.
Continued provides for a more level ride, offering more consistent Weight Distributing Systems
may not be compatible steering and brake control thereby enhancing towing with Surge Brake
Couplers. Consult with your hitch safety. Your vehicle may be factory Class I - Light Duty 2, lbs
kg equipped for safe towing of trailers weighing over GTW Tongue Wt. When towing a trailer,
never exceed the GAWR, trailer adds to the load on your vehicle. Also, additional or GCWR,
ratings. Tongue weight rating for the trailer hitch utilized vehicle and trailer. Always connect the
chains to the This requirement may limit the ability to always frame or hook retainers of the
vehicle hitch. Continued Towing any trailer will increase your stopping dis- tance. When towing
you should allow for additional space between your vehicle and the vehicle in front of you.
Failure to do so could result in an accident. Towing Requirements â€” Depress the brake pedal.
You or others could be injured if you leave the vehicle unattended with the transfer case in the
6. Attach the vehicle to a tow vehicle with a tow bar. Disconnect the battery negative cable.
NOTE: Steps 1 through 6 are requirements for shifting the transfer case. If these requirements
are not met prior 6. The vehicle could slip off the jack and fall on you. Preparations For Jacking
1. Park the vehicle on a firm level surface as far from the edge of the roadway as possible. Turn
on the Hazard Warning Flasher. Jacking Instructions 6. For example, if changing Carefully
follow these tire changing warnings to the right front tire, block the left rear help prevent
personal injury or damage to your vehicle Locate the jack as shown. For the front tires, place it
in the notch on the body weld seam behind the wheel to be changed. For the rear tires, place it
under the axle by the wheel to be changed. Finish tightening the lug nuts. Alternate nuts until
each nut has been tightened twice. Correct Raising the vehicle higher than necessary can make
the vehicle less stable and cause an accident. When boosting from a battery in another vehicle,
park 6. Connect the other cable, first to the negative terminal that vehicle within booster cable
reach, but without of the booster battery and then to the engine ground of allowing the vehicles
to touch. Page Engine Compartment - 3. This system monitors the performance of the
emissions, engine, and automatic further damage to the emission control system. If the problem
is detected twice Your vehicle has a simple ignition key-actuated test, in a row, the system will
turn on the MIL. Resolving the which you can use prior to going to the test station. To problem
will turn the MIL light off. These items should be inspected if a malfunction is observed or
suspected. Identification Symbol This symbol means that the oil has Overfilling or underfilling
the crankcase will cause aeration or loss of oil pressure. This could damage been certified by
the American your engine. Contact your authorized dealer, service fication mark and the correct

SAE viscosity grade num- station, or governmental agency for advice on how and ber should
not be used. Only high quality filters should be used to assure most efficient service. Do not
allow battery fluid battery that the positive cable is attached to the to contact your eyes, skin, or
clothing. Drive belt tension should also be checked at this Ra air conditioning refrigerant is a
hydrofluoro- time. Exhaust gases can injure or kill. They contain carbon Damage to the catalytic
converter can result if your monoxide CO which is colorless and odorless. In Breathing it can
make you unconscious and can the event of engine malfunction, particularly involv- eventually
poison you. Such materials might be when the transmission is in gear and the vehicle is in
grass or leaves coming into contact with your exhaust motion. Follow with a thorough specified
HOAT engine coolant antifreeze , may result in engine damage and may decrease corro- rinsing
to remove all deposits and chemicals. With the kilometers of operation, you may observe vapor
coming engine idling, and warm to normal operating tempera- from the front of the engine
compartment. Continued removing the cap. Your vehicle is equipped with a capped
transmission oil fill tube that is sealed and it should not be tampered with. In addition, change
the fluid and filter if the transmission Your authorized dealer has the proper tools to ensure that
is disassembled for any reason. Do not over-tighten the plugs. You could damage them and
cause a leak. Avoid heavy scrubbing. For appearance purposes, you may wish to protect the
acrylic cloth top periodically. A fabric protectant such as Never use an abrasive type cleaner or
bleaches. Cleaners should not contain silicones, organic sol- Scotchguard is suggested. The
top should be clean and vents, petroleum distillates, or plasticizers. Do not spray cleaner
directly on the mirror. Dry with a soft cloth. Do not remove the seat belts from the car to wash
them. Replace the seat belts if they appear frayed or worn or if the buckles do not work
properly. Open the hood. Turn the steering wheel all the way to the right to access the left front
turn signal or side marker. Turn the 2. Separate the back plate from the taillight housing. Open
the liftgate. Pull the appropriate bulb s out of the back plate and insert the replacement bulb s.
Remove the screws that fasten the taillight housing to the vehicle. Metric Fuel Approximate
Rotate tires. Change the engine oil and engine oil If using your vehicle for any of the following:
Dusty or off-road conditions. Change the engine oil and engine oil Replace the engine air
cleaner filter. Service Schedule Rotate tires. You can be badly injured working on or around a
motor vehicle. Do only that service work for which you have the knowledge and the right
equipment. Most matters can be re- P. Box 21â€” solved with this process. Vehicles Only
sincere efforts to resolve any warranty issues or related See the Warranty Information Booklet
for the terms and concerns. Diagnostic Procedure Manuals are filled with dia- grams, charts and
detailed illustrations. The Treadwear grade is a comparative rating, based on the wear rate of
the tire when tested under controlled The traction grade assigned to this tire is based on
conditions on a specified government test course. For straight-ahead braking traction tests, and
does not include acceleration, cornering, hydroplaning, or example, a tire graded would wear
one and one-half The temperature grade for this tire is established for a tire that is properly
inflated and not overloaded. Excessive speed, under-inflation, or excessive load- ing, either
separately or in combination, can cause heat buildup and possible tire failure. Use frequency
signals. Mobile two-way radios and telephone only fully shielded coaxial cable. Print page 1
Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Quick Links Download this manual. Table of
Contents. It is supplemented by a Warranty Information Booklet and various customer-oriented
documents. You are urged to read these publications carefully. In fact, the U. If you do not read
this entire manual, you may miss important information. Any modifications or alterations to this
vehicle could seriously affect its roadworthiness and safety and may lead to an accident
resulting in serious injury or death. Vehicle Key The authorized dealer that sold you your new
vehicle has the key code numbers for your vehicle locks. These numbers can be used to order
duplicate keys from your authorized dealer. Never leave children alone in a vehicle. Leaving
unattended children in a vehicle is dangerous for a number of reasons. A child or others could
be seri- ously or fatally injured. Page 17 NOTE: A key that has not been programmed is also
considered an invalid key, even if it is cut to fit the ignition switch lock cylinder for that vehicle.
During normal operation, after turning on the ignition switch, the Vehicle Security Light will turn
on for three seconds for a bulb check. Once a Sentry Key is programmed to a vehicle, it cannot
be programmed to any other vehicle. Page General Information 3. Insert the second valid key
into the ignition switch. Turn the ignition switch to the ON position within 15 seconds. After 10
seconds, a chime will sound. In addition, the Vehicle Security Light will begin to flash. Turn the
ignition switch to the LOCK position and remove the second key. If something triggers the
alarm, the Vehicle Security Alarm will sound the horn intermittently, flash the head- lights and
taillights, and flash the Vehicle Security Light in the instrument cluster. Page To Disarm The
System cancel the arming process. If the Vehicle Security Alarm arms successfully, the Vehicle

Security Light will flash at a slower rate to indicate the alarm is set. The interior lights will fade
to off after approximately 30 seconds or they will immediately fade to off once the ignition
switch is turned ON. The turn signal lights will flash to acknowledge the unlock signal. The
illumi- nated entry system will also turn on. Page 25 3. Repeat these steps if you want to return
this feature to its previous setting. Opening a door with the Security Alarm activated will cause
the alarm to sound. With the RKE transmitter buttons facing down, use a flat blade tool to pry
the two halves of the RKE transmit- ter case apart. Make sure not to damage the seal during
removal. If your RKE transmitter fails to operate from a normal distance, check for these two
conditions: 1. Weak battery in RKE transmitter. The expected life of the battery is from one to
two years. The parking lights will flash and the horn will chirp twice if programmed. Then, the
engine will start and the vehicle will remain in the Remote Start mode for a minute cycle. To
unlock each door, pull the door lock plunger on each door trim panel upward. A child or others
could be seriously or fatally injured. Page 33 If you press the power door LOCK switch while the
key is in the ignition, and any front door is open, the power locks will not operate. This prevents
you from acciden- tally locking your keys in the vehicle. Removing the key or closing the door
will allow the locks to operate. Press the power door LOCK switch to lock the doors. A single
chime will indicate the completion of the programming. Avoid trapping anyone in a vehicle in a
collision. Remember that the rear doors can only be opened from the outside when the child
protection locks are engaged. To stop the window from going all the way down during the
Auto-Down operation, pull up on the switch briefly. Opening either front door will cancel this
feature. For vehicles equipped with the EVIC, the power window switches will remain active for
up to 10 minutes after the ignition switch is turned to the LOCK position. To disable the window
control on the other doors, press and release the window LOCK button setting it in the down
position. To do so, perform the following proce- dure: 1. Pull the window switch up to close
window com- pletely and continue to hold the switch up for an additional two seconds after the
window is closed. To open the flipper glass, push up on the window switch located on the
liftgate. To avoid injury, stand back when opening. These include the front and rear seat belts
for the driver and all passengers, front airbags for both the driver and front passenger, and side
curtain airbags for the driver and passengers seated next to a window. Everyone in a motor
vehicle should be belted at all times to reduce or prevent injuries. The belt webbing retractor is
de- signed to lock during very sudden stops or collisions. This feature allows the shoulder part
of the belt to move freely with you under normal conditions. People belted together can crash
into one another in an accident, hurting one another badly. The lap portion could ride too high
on your body, possibly causing internal injuries. Always buckle your belt into the buckle
nearest you. You are more likely to hit your head in a collision if you do not wear your shoulder
belt. Page 49 Removing Slack From Belt 6. To release the belt, push the red button on the
buckle. The belt will automatically retract to its stowed position. If necessary, slide the latch
plate down the webbing to allow the belt to retract fully. A frayed or torn belt could rip apart in a
collision and To verify the shoulder belt anchorage is latched, pull downward on the shoulder
belt anchorage until it is locked into position. Page Seat Belt Pretensioner - If Equipped Seat
Belt Pretensioner â€” If Equipped The front passenger seat belt is equipped with a pretensioning device that is designed to remove any slack from the seat belt systems in the event of a
collision. These devices improve the performance of the seat belt by assuring that the belt is
tight around the occupant early in a collision. However, the belt will still retract to remove any
slack in the shoulder belt. The front airbags have a multistage inflator design. This may allow
the airbag to have different rates of inflation that are based on collision severity and occupant
size. You may damage the airbags and you could be injured because the airbags are no longer
functional. These protective covers for the airbag cushions are designed to open only when the
airbags are inflating. In certain types of collisions, both the front and side airbags may be
triggered. However, even in collisions where the airbags deploy, you need the seat belts to keep
you in the right position for the airbags to protect you properly. Page 59 If a child from 1 to 12
years old must ride in the front passenger seat because the vehicle is crowded, move the seat
as far back as possible, and use the proper child restraint refer to information on Child Restraint
in this section. These include all of the items listed above except the Passenger Airbag Disable
PAD Indicator Light, the instrument panel, and the steering wheel and column. In this case, the
airbag is ready to be inflated if a collision requiring an airbag occurs. In this case, the OCS has
classified the occupant of the seat as an adult. An adult occupant needs to sit in a normal
position with their feet on or near the floor in order to be properly classified. When the ORC
detects a collision requiring the side curtain airbag to inflate, it signals the inflators on the crash
side of the vehicle or both sides of the vehicle for a rollover event. Unapproved modifications or
service procedures to the front passenger seat assembly or its related com- ponents may
inadvertently change the airbag deploy- ment in case of a frontal crash. This could result in

death or serious injury to the front seat passenger if the vehicle is involved in an accident. If the
irritation continues, see your doctor. You could be injured if the airbag system is not there to
protect you. Do not modify the components or wiring, including adding any kind of badges or
stickers to the steering wheel hub trim cover or the upper passenger side of the instrument
panel. The additional weight may cause the Occupant Classi- fication System to be unable to
classify the front seat passenger correctly. Data of a poten- tially sensitive nature, such as
would identify a particular driver, vehicle, or crash, will be treated confidentially. Confidential
data will not be disclosed by Chrysler LLC to any third party except when: 1. Page Child
Restraint Child Restraint Everyone in your vehicle needs to be buckled up all the time, including
babies and children. Every state in the United States and all Canadian provinces require that
small children ride in proper restraint systems. This is the law, and you can be prosecuted for
ignoring it. A rearward-facing infant re- straint in the front seat may be struck by a deploy- ing
passenger airbag, which may cause severe or fatal injury to the infant. Page 77 the child
restraint using lower anchorages and upper tether straps from the child restraint to the vehicle
structure. LATCH-compatible child restraint systems are now avail- able. Not all child restraint
systems will be installed as described here. Again, carefully follow the installation instructions
that were provided with the child restraint system. Page 79 Tether Strap Mounting Many, but not
all restraint systems will be equipped with separate straps on each side, with each having a
hook or connector for attachment to the lower anchorage and a means of adjusting the tension
in the strap. Improper installation of a child restraint to the LATCH anchorages can lead to
failure of an infant or child restraint. The child could be badly injured or killed. To attach a child
restraint tether strap: Route the tether strap over the seatback and attach the hook to the tether
anchor located on the back of the seat. An incorrectly anchored tether strap could lead to
increased head motion and possible injury to the child. Use only the anchor positions directly
behind the child seat to secure a child restraint top tether strap. Page Safety Tips A new engine
may consume some oil during its first few thousand miles kilometers of operation. This should
be considered a normal part of the break-in and not inter- preted as an indication of difficulty.
Set the blower at high speed. If the light is not lit during starting, see your authorized dealer. If
the light stays on, flickers, or comes on while driving, have the system checked by an authorized dealer. Adjust the mirror to center on the view through the rear window. Headlight glare
can be reduced by moving the small control under the mirror to the night position toward the
rear of vehicle. To avoid damage to the mirror during cleaning, never spray any cleaning
solution directly onto the mirror. Apply the solution onto a clean cloth and wipe the mirror
clean. Power Mirror Switch Models with Express Window Feature Press and release the mirror
select button marked L left or R right and then press one of the four arrow buttons to move the
mirror in the direction the arrow is pointing. This feature is activated whenever you turn on the
rear window defroster. Operation Voice commands can be used to operate the uconnect phone
and to navigate through the uconnect phone menu structure. Page 99 To activate the uconnect
phone from idle, simply press the PHONE button and follow the audible prompts for directions.
Cancel Command At any prompt, after the beep, you can say Cancel and you will be returned to
the main menu. You can pair up to seven cellular phones to your uconnect phone. However, at
any given time, only one cellular phone can be in use, connected to your uconnect allows the
uconnect phone to know which cellular Page or downloaded phonebook. To learn how to store
a name in the phonebook, refer to Add Names to Your uconnect Phonebook, in the phonebook.
Page Phonebook Download â€” Single Entry If equipped and supported by your phone,
uconnect phone allows the user to download entries from their phone via Bluetooth. Say the
designation you wish to delete. Phone Call Features The following features can be accessed
through the uconnect phone if the feature s are available on your cellular service plan. The first
call will be on hold while the second call is in progress. Only the active call s will be terminated
and if there is a call on hold, it will become the new active call. If the active call is terminated by
the far end, a call on hold may not become active automatically. The number dialed may not be
applicable with the available cellular service and area. Paging works properly except for pagers
of certain companies, which time out a little too soon to work properly with the uconnect phone.
This is normal. Page Dialing Using the Cellular Phone Keypad You can dial a phone number
with your cellular phone keypad and still use the uconnect phone while dialing via the cellular
phone keypad, the user must exercise caution and take precautionary safety measures. To enter
this training mode, follow one of the two following proce- dures: From outside the uconnect
phone mode e. Page When you press the VR button, you will hear a beep. The beep is your
signal to give a command. NOTE: If you do not say a command within a few seconds, the
system will present you with a list of options. Universal commands are available at all times.
Local commands are available if the supported radio mode is active. Changing the Volume 1.
Start a dialogue by pressing the VR button. Voice Training For users experiencing difficulty with

the system recog- nizing their voice commands or numbers, uconnect phone Voice Training
feature may be used. Then, using body pressure, move forward and rearward on the seat to be
sure that the seat adjusters have latched. Adjusting a seat while the vehicle is moving is
dangerous. The sudden movement of the seat could cause you to lose control. The seat belt
might not be properly adjusted and you could be injured. Adjust the seat only while the vehicle
is parked. Adjust the head restraints so that the upper edge is as high as practical. The head
restraints have a locking button that must be pushed inward to lower the head restraint. The
controls for the front heated seats are located on the instrument panel below the climate
controls. Page To Raise the Rear Seat NOTE: If interference from the cargo area prevents the
seatback from fully locking, you will have difficulty returning the seat to its proper position. If
locked in the folded position, pull the release strap toward the front of the vehicle. Each memory
profile contains desired position settings for the driver seat and side mirrors, and a set of
desired radio station presets. Page 2. Adjust all memory profile settings to desired prefer- ences
i. Press and release the SET S button on the memory switch, then press the side of the rocker
switch labeled 1 within five seconds. At this position, there is no benefit to the driver by moving
the seat for Easy Exit or Easy Entry. Place the upper end of the prop rod in the hole on the
underside of the hood. Use a firm downward push at the center front edge of the hood to ensure
that both latches engage. Page Headlights And Parking Lights Headlights and Parking Lights
Turn the end of the multifunction lever to the first detent for parking light operation. Turn the
end of the lever to the second detent for headlight operation. Turn Signal Control You can
signal a lane change by moving the multifunc- tion lever upward or downward partially without
mov Pull the multifunction lever toward you, to switch the headlights back to low beam. This
light will turn on when you open the liftgate or any door, or if you press the UNLOCK button on
the RKE transmitter, or rotate the dimmer control on the multifunction lever completely upward
to the second detent. Page Windshield Wipers And Washers Parade Mode Daytime Brightness
Feature Rotate the dimmer control to the first detent to brighten the odometer and radio display
when the parking lights or headlights are on during daylight conditions. Interior Light On Rotate
the dimmer control completely upward to the second detent to turn on the interior lights. The
wipers will resume operation when you turn the ignition switch to the ON position again.
Damage to the windshield wipers may result if the wiper control is left in any position other than
off. Sudden loss of visibility through the windshield could lead to an accident. You might not
see other vehicles or other obstacles. To avoid sudden icing of the windshield during freezing
weather, warm the windshield with defroster before and during wind- shield washer use. If you
activate the washer while the wiper control is in the delay range, the wipers will operate in
low-speed for two wipe cycles after releasing the lever and then resume the intermittent interval
previously selected. Do not adjust the steering wheel while driving. The tilt adjustment must be
locked while driving. Adjust- ing the steering wheel while driving or driving without the tilt
adjustment locked could cause the driver to lose control of the vehicle. Page To Deactivate To
Deactivate A soft tap on the brake pedal, or pulling the Electronic Speed Control lever toward
you cancel , or normal brake or clutch pressure while slowing the vehicle will deacti- vate the
speed control without erasing the set speed from memory. When the pedal is released, the
vehicle will return to the set speed. Failure to do so can result in injury or damage to vehicles or
obstacles because the hitch ball will be much closer to the obstacle than the rear fascia when
the warning display turns the red LEDs ON. Page The warning display contains two sets of
yellow and red LEDs, one set to warn of obstacles behind the left rear of the vehicle and the
other set to warn of obstacles behind the right rear of the vehicle. The driver can view the LEDs
either through the rear view mirror or by looking at the display above the rear window. The
HomeLink buttons that are located in the headliner or sun visor designate the three different
HomeLink channels. Do not train the transceiver if people or pets are in the path of the door or
gate. Page Place the hand-held transmitter 1â€”3 in cm away from the HomeLink button you
wish to program while keeping the indicator light in view. Simultaneously press and hold both
the chosen HomeLink button and the hand-held transmitter button until the HomeLink indicator
changes from a slow to a rapidly blinking light, then release both the HomeLink and hand-held
transmitter buttons. Similar to this Canadian law, some U. Press and hold the desired HomeLink
button until the indicator light begins to flash after 20 seconds. Operation is subject to the
following two conditions: 1. This device may not cause harmful interference. This device must
accept any interference that may be received including interference that may cause undesired
operation. Occupants, particu- larly unattended children, can become entrapped by the power
sunroof while operating the power sunroof switch. Such entrapment may result in serious injury
or death. Page Closing Sunroof - Manual Mode position. The sunroof will close fully and stop
automati- cally. During Express Close operation, any movement of the switch will stop the
sunroof. Closing Sunroof â€” Manual Mode To close the sunroof, press and hold the switch in

the forward position. Your vehicle may exhibit wind buffeting with the windows down, or the
sunroof if equipped in certain open or partially open positions. Press the switch forward and
hold it, the Sky Slider will open from the rear and move toward the front of the vehicle. Page
Anti-Pinch Protect Feature completely. The left motor facing forward will close the top when it is
open from the rear of the vehicle. The right motor will close the top when it is open from the
front of the vehicle. This power outlet is located on the instrument panel, below the climate
controls. Front Power Outlet Insert the cigar lighter or accessory plug into the outlet for use to
ensure proper operation. A status indicator in the switch will illuminate in approximately one
second to indicate that power is available at the outlet. Press and release the switch again to
turn off the power outlet. Front Cupholders The rear passengers have cupholders at the rear of
the center console. Rear Cupholders Center Console Page 1. Flip the spring-loaded latch
pull-loops up. Cargo Load Floor Loops 2. Pull the loops upward and twist them one-quarter turn
so that they are parallel to the slots in the storage bin cover. Lift the cover upward over the
loops. Cargo Tie-Down Loops Cargo tie-down loops are located on the trim panels. Cargo
Tie-Down Hooks In a sudden stop or collision, a tie-down could pull loose and allow the child
seat to come loose. A child could be badly injured. Use only the anchors provided for child seat
tethers. This could impair visibility or be- come a dangerous projectile in a sudden stop or
collision. Page Installing Retractable Cargo Area Cover Then, insert the spring-loaded post on
the opposite end of the cover housing into the attachment point on the opposite side of the
vehicle. In an accident, a cargo cover loose in the vehicle could cause injury. It could fly around
in a sudden stop and strike someone in the vehicle. Do not store the cargo cover on the cargo
floor or in the passenger compartment. Page Rear Window Defroster switch. Once released, the
wiper will cycle three times, return to the park position, and then resume normal operation. The
rear wiper will resume operation when you turn the ignition switch to the ON position again. For
an additional five minutes of operation, press the button a second time. NOTE: To prevent
excessive battery drain, use the rear window defroster only when the engine is operating.
Failure to follow these cautions can cause damage to the heating elements Page External racks
do not increase the total load carrying capacity of the vehicle. Be sure that the total occupant
and luggage load inside the vehicle, plus the load on the luggage rack, do not exceed the
maximum vehicle load capacity. Fuel Gauge The fuel gauge shows level of fuel in tank when
ignition switch is in the ON position. Fuel Door Reminder This symbol indicates the side of the
vehicle where the fuel cap is located. Page maintain correct tire pressure, even if under-inflation
has not reached the level to trigger illumination of the TPMS low tire pressure telltale. Your
vehicle has also been equipped with a TPMS malfunction indicator to indicate when the system
is not operating properly. If a problem is detected, the light will come on while the engine is
running. Cycle the ignition key when the vehicle has completely stopped and the shift lever is
placed in the PARK position. Page 7. High Beam Indicator This indicator shows that the high
beam head- lights are on. Pull the multifunction control lever on the left side of the steering
column toward you to switch to low beam. See an autho- rized dealer. Oil Pressure Warning
Light This light indicates low engine oil pressure. The light should turn on momentarily when
the engine is started. Page Tachometer This gauge measures engine revolutions-per-minute
RPM x Before the pointer reaches the red area, ease up on the accelerator to prevent engine
damage. Page If the light turns on while driving, safely pull over and stop the vehicle. If the
temperature reading does not return to normal, turn the engine off immediately and call for
service. A hot engine cooling system is dangerous. You or others could be badly burned by
steam or boiling coolant. You may want to call an authorized dealer- ship for service if your
vehicle overheats. If you decide to look under the hood yourself, see Section 7 of this manual. If
this occurs, tighten the fuel filler cap properly and press the odometer reset button to turn off
the message. Cruise Indicator â€” If Equipped This indicator lights when the electronic speed
control system is turned on. Shift Lever Indicator This display indicator shows automatic
transmission shift lever selection. The vehicle should have service performed, and the brake
fluid level checked. If brake failure is indicated, immediate repair is neces- sary. Airbag Warning
Light This light turns on and remains on for six to eight seconds as a bulb check when the
ignition switch is first turned ON. If the light does not turn on during starting, stays on, or turns
on while driving, have the system checked by an authorized dealer. Page Trip Functions Unless
reset, this message will continue to display each time you turn the ignition switch to the ON
position. To turn off the message temporarily, press and release the MENU button. To reset the
oil change indicator system after performing the scheduled maintenance perform the following
procedure: 1. This estimated distance is determined by a weighted average of the instantaneous
and average fuel economy, according to the current fuel tank level. Page Compass Display
Compass Display The compass readings indicate the direction the vehicle is facing. Automatic
Compass Calibration This compass is self-calibrating, which eliminates the need to set the

compass manually. The compass will now function normally. Page Automatically Move Seat
Back on Exit â€” If Equipped This feature provides automatic driver seat positioning to enhance
driver mobility when entering and exiting the vehicle. Electronic Volume Control The electronic
volume control turns continuously degrees in either direction without stopping. The Music Type
function only operates when in the FM mode. If a preset button is activated while in the Music
Type Program Type mode, the Music Type mode will be exited and the radio will tune to the
preset station. You can select a language not listed by scrolling down and selecting other. The
symbol SET 1 will now show in the display window. Select the button you wish to lock onto this
station and press and release that button. The radio may shut down during extremely hot
conditions. This shutdown is necessary to protect the optics of the DVD player and other radio
internal components. Sirius Satellite Radio is optional. Turn on the radio. Touch the screen
where the time is displayed. The clock setting menu will appear on the screen. The time zone
selection menu will appear on the screen. Page 5. This feature operates in either AM or FM
frequencies. If you have ejected a disc and have not removed it within 10 seconds, it will be
reloaded. If the CD is not removed, the radio will reinsert the CD but will not play it. When
writing MP3 files, pay attention to the following restric- tions. Multisession discs may contain
combinations of normal CD audio tracks and computer files including MP3 files. Discs created
with an option such as keep disc open after writing are most likely multisession discs. If the
medium contains a lot of folders or files, the radio will take more time to start playing the MP3
files. Press the right switch to seek up and the left switch to seek down. The radio will remain
tuned to the new station until you make another selection. A disc can be ejected with the radio
and ignition OFF. Page Multisession disc formats are supported by the radio. The use of
multisession for CD audio or MP3 playback may result in longer disc loading times. The
subscription service provider is Sirius Satellite Radio. This service offers over channels of
music, sports, news, entertainment, and programming for chil- dren, directly from its satellites
and broadcasting studios. The Sirius ID number display will time out in two minutes. Press any
button on the radio to exit this screen. This number is used to activate, deactivate, or change
the Sirius subscription. Handle the disc by its edge; avoid touching the surface. If the disc is
stained, clean the surface with a soft cloth, wiping from center to edge. Clean with a gentle
water spray from behind the radiator and through the condenser. Fabric front fascia protectors
may reduce airflow to the condenser, reducing air conditioning performance. This setting works
best in cold or snowy conditions that require extra heat to the windshield. This setting is good
for maintaining comfort while reducing moisture on the windshield. A light will illuminate when
the Air Conditioning System is engaged NOTE: The air conditioning compressor will not engage
until the engine has been running for about 10 seconds. The controls on the climate control
provide the system with operator input. This indicates that the system is in AUTO mode and
requesting the air conditioning is not necessary. Page The operator can override the AUTO
mode setting to change airflow distribution by rotating the Mode Control knob on the right to
one of the following positions. These outlets can be adjusted to direct airflow. NOTE: The center
instrument panel outlets can be aimed so that they are directed toward the rear seat When the
air con- ditioning is turned on, cool dehumidified air will flow through the outlets selected with
the Mode control dial. However, under certain conditions, while in Auto- matic Mode, the system
is blowing air out the defrost vents. If side win- dow fogging becomes a problem, increase
blower speed. Do not leave children or animals inside parked vehicles in hot weather. Interior
heat build-up may cause serious injury or death. This could result in a flash fire causing serious
personal injury. To clear any excess fuel, push the accelerator pedal all the way to the floor and
hold it. Remember to disconnect the cord before driving. Damage to the Volt AC electrical cord
could cause electrocution. Damage to the transmission may occur if the follow If your foot is
not firmly on the brake pedal, the vehicle could accelerate quickly forward or in reverse. Using
the screwdriver, reach into the manual override opening. Press and hold the shift lock lever
down. Shift Lock Manual Override 6. Have your vehicle inspected by your local authorized
dealer if the shift lock manual override has been used. PARK This range supplements the
parking brake by locking the transmission. The engine can be started in this range. Never use
PARK while the vehicle is in motion. This will improve performance and reduce the potential for
transmission overheating or failure due to excessive shifting. If a condition is detected that
could result in transmission damage, the Transmission Limp Home Mode will be engaged. In
this mode, the transmission will remain in second gear in any forward driving range. To reset
the transmission, use the following procedure: 1. Driving in these positions on dry hardsurfaced roads may cause increased tire wear and damage to the driveline components. Do not
go faster than road con- ditions permit. You or others could be injured. Shift Positions The
electronic transfer case switch is located on the center console next to the shift lever. Page
4WD Lock 4-Wheel Drive High Range - This range locks the front driveshaft and rear driveshaft

together forcing the front and rear wheels to rotate at the same speed. Additional traction for
loose or slippery road surfaces only. If the ignition switch is not in the ON position, then the
shift will not take place and no position indicator lights will be on or flashing. Shift Positions
The electronic transfer case switch is located on the center console next to the gear selector
lever. Page wide range of conditions, while maximizing driver con- venience. Bring the vehicle
to a complete stop. Move the 4WD Control Switch to the desired position. As with other vehicles
of this type, failure to operate this vehicle correctly may result in loss of control or vehicle
rollover. Before climbing a steep hill, shift the transmission to a lower gear and shift the transfer
case to 4WD LOW. Let the vehicle go slowly down the hill with all four wheels turning against
engine compression drag. This will permit you to control the vehicle speed and direction.
Abrasive material in any part of the brakes may cause excessive wear or unpredictable braking.
You might not have full braking power when you need it to prevent an accident. If you have
been operating your vehicle in dirty conditions, get your brakes checked and cleaned as
necessary. Continued operation with reduced power steering assist could pose a safety risk to
yourself and others. Service should be obtained as soon as possible. Prolonged operation of
the steering system at the end of the steering wheel travel will increase the steering fluid
temperature and it should be avoided when possible. To release the parking brake, pull up
slightly, press the center button, then lower the lever completely. Also, be certain to leave the
transmission in the PARK position. Failure to do so may allow the vehicle to roll and cause
damage or injury. Significant over or under-inflation of tires or mixing sizes of tires or wheels on
the vehicle can lead to loss of braking effectiveness. If you have your foot lightly on the brake
while this test is occurring, you may feel slight pedal movement. The ABS is subject to possible
detrimental effects of electronic interference caused by improperly in- stalled aftermarket radios
or telephones. This hydroplaning action can cause loss of traction, braking ability, and control.
The Anti-Lock Brake System ABS cannot prevent the natural laws of physics from acting on the
ve- hicle, nor can it increase the traction afforded by prevailing road conditions. ABS cannot
prevent acci- dents, including those resulting from excessive speed in turns, driving on very
slippery surfaces, or hydro- planing. Do not reduce brake pedal pressure unless braking is no
longer desired. Once the brake pedal is released, the BAS is deactivated. Many factors, such as
vehicle loading, road condi- tions, and driving conditions, influence the chance that wheel lift or
rollover may occur. Electronic Roll Mitigation ERM cannot prevent all wheel lift or rollovers,
especially those that involve leaving the roadway or striking objects or other vehicles. If the
driver releases the brake while stopped on an incline, HSA will continue to hold the brake
pressure for a short period. There may be situations where the Hill Start Assist HSA will not
activate and slight rolling may occur, such as on minor hills i. HSA is not a substitute for active
driving involvement. HDC maintains vehicle speed while descending hills in off-road driving
conditions by applying the brakes when necessary. When enabled, HDC senses the terrain and
activates when the vehicle is descending a hill. Page The ESP uses sensors in the vehicle to
determine the path that the driver intends to steer the vehicle and compares it to the actual path
of the vehicle. When the actual path does not match the intended path, the ESP applies the
brake of the appropriate wheel to assist in counteracting the condition of over-steer or
under-steer. Page Tire Safety Information running. Tires with white sidewalls will have the full
TIN, including the date code, located on the white sidewall side of the tire. Tire and Loading
Information Placard Tire and Loading Information Placard This placard tells you important
information about the: 1 number of people that can be carried in the vehicle 2 total weight your
vehicle can carry Determine the combined weight of luggage and cargo being loaded on the
vehicle. That weight may not safely exceed the available cargo and luggage load capacity
calculated in Step 4. If your vehicle will be towing a trailer, load from your trailer will be
transferred to your vehicle. Overloading of your tires is dangerous. Overloading can cause tire
failure, affect vehicle handling, and increase your stopping distance. Use tires of the
recommended load capacity for your vehicle. Never overload them. You could lose control of
your vehicle. Use a good quality pocket-type gauge to check tire pressure. Do not make a visual
judgement when determining proper inflation. DO NOT reduce this normal pressure build-up, or
your tire pressure will be too low. Consult your authorized dealer for radial tire repairs. Because
of the reduced ground clearance, do not take your vehicle through an automatic car wash with
the compact spare installed. Damage to the vehicle may result. When the indicators appear in
two or more adjacent grooves, the tire should be replaced. Life Of Tire The service life of a tire
is dependent upon various factors including but not limited to Some combinations of
unapproved tires and wheels may change sus- pension dimensions and performance
characteris- tics, resulting in changes to steering, handling, and braking of your vehicle. There
may not be adequate clearance for the chains and you are risking structural or body damage to
your vehicle. Page Tire Rotation Recommendations These cautions apply to all chain traction

devices, includ- ing link and cable radial chains. For these reasons, they wear at unequal rates,
and develop irregular wear patterns. Remember, more frequent rotation is permissible if
desired. Also, correct for anything causing rapid or unusual wear prior to performing the tire
rotation. Page Telltale Light will turn off once the system receives the updated tire pressures.
For example, your vehicle may have a recommended cold parked for more than three hours
placard pressure of 33 psi kPa. Page The matching full-size spare wheel and tire assembly if
equipped has a tire pressure monitoring sensor. The matching full-size spare can be used in
place of any of the four road tires. The TPMS will only monitor the pressure in the full-size spare
when it is used in place of a road tire. Lots of snow or ice around the wheels or wheel housings.
Using tire chains on the vehicle. Vehicles with Full-Size Spare 1. The matching full-size spare
wheel and tire assembly has a tire pressure monitoring sensor that can be moni- tored by the
TPMS. Page Premium System - If Equipped Telltale Light will turn off, as long as no tire
pressure is below the low-pressure warning limit in any of the four active road tires. In addition,
the Electronic Vehicle Information Center EVIC will display a graphic showing the pressure
values of each tire with the low tire pressure values flashing. Page If the ignition key is cycled,
this sequence will repeat, providing the system fault still exists. Page General Information 5.
Once you repair or replace the original road tire and reinstall it on the vehicle in place of the
compact spare, the TPMS will update automatically. In addition, the TPMS Telltale Light will turn
off and the graphic in the EVIC will display a new pressure value instead of dashes - - , as long
as no tire pressure is below the low-pressure warning limit in any of the four active road tires. If
you experi- ence these symptoms, try another brand of gasoline before considering service for
the vehicle. Over 40 auto manufacturers worldwide have issued and endorsed consistent
gasoline specifications the World- wide Fuel Charter, WWFC which define fuel properties
necessary to deliver enhanced emissions, performance, and durability for your vehicle. Most of
these products contain high concentrations of methanol. Fuel system damage or vehicle
performance problems resulting from the use of such fuels or additives is not the responsibility
of the manufacturer. If the gas cap is lost or damaged, be sure the replacement cap is designed
for use with this vehicle. You could be burned. Always place gas containers on the ground while
filling. Curb Weight The curb weight of a vehicle is defined as the total weight of the vehicle with
all fluids, including vehicle fuel, at full capacity conditions, and with no occupants or cargo
loaded into the vehicle. If you do, parts on your vehicle can break, or it can change the way your
vehicle handles. This could cause you to lose control. If the Gross Trailer Weight GTW is 3, lbs 1
kg or more, it is mandatory to use a weight-distributing hitch to ensure stable handling of your
vehicle. If you use a standard weight- carrying hitch, you could lose control of your vehicle and
cause an accident. Trailer Sway Control â€” Mechanical The trailer sway control is a telescoping
link that can be installed between the hitch receiver and the trailer tongue that typically provides
adjustable friction associated with the telescoping motion to dampen any unwanted trailer
Consult with your hitch and trailer manufacturer or a reputable Rec- reational Vehicle dealer for
additional information. Your vehicle may be factory equipped for safe towing of trailers
weighing over 2, lbs kg with the optional Trailer Tow Prep Package. Also, additional
factory-installed options, or authorized dealer-installed options, must be considered as part of
the total load on your vehicle. Always connect the chains to the frame or hook retainers of the
vehicle hitch. Cross the chains under the trailer tongue and allow enough slack for turning
corners. It can overload your brake system and cause it to fail. You might not have brakes when
you need them and could have an accident. Otherwise, internal damage will result. Turn OFF the
engine. Turn the ignition switch to the unlocked OFF posi- tion. Shift the transmission into
PARK. Attach the vehicle to a tow vehicle with a tow bar. Reconnect the battery negative cable.
Place the ignition switch in the LOCK position if it has been moved or the engine has been
started. Turn the ignition switch to the ON position, but do not start the engine. Press the switch
to turn on the Hazard Warning flasher. When the switch is activated, all directional turn signals
will flash on and off to warn oncoming traffic of an emergency. The latch is located at the
bottom of the trim cover. The winch mechanism is designed for use with the jack extension tube
only. Use of an air wrench or other power tools is not recommended and they can damage the
winch. Turn on the Hazard Warning flasher. Block both the front and rear of the wheel
diagonally opposite of the jack- ing position. For example, if changing the right front tire, block
the left rear wheel. Locate the jack as shown. For the front tires, place it rearward of the notch
on the body weld seam behind wheel to be changed. For the rear tires, place it under the axle by
the wheel to be changed. Raising the vehicle higher than necessary can make the vehicle less
stable and cause an accident. It could slip off the jack and hurt someone near it. Raise the
vehicle only enough to remove the tire. Remove the lug nuts and wheel. It can start anytime the
ignition switch is on. You can be hurt by the fan. When boosting from a battery in another
vehicle, park that vehicle within booster cable reach, but without allowing the vehicles to touch.

Do not permit vehicles to touch each other as this could establish a ground connection and
personal injury could result. Start the engine in the vehicle that has the booster battery, let the
engine idle a few minutes, and then start the engine in the vehicle with the discharged battery.
Page Engine Compartment - 3. This system monitors the performance of the emissions, engine,
and automatic transmission control systems. When these systems are operating properly, your
vehicle will provide excellent performance and fuel economy, as well as engine emis- sions well
within current government regulations. This might indicate a damaged cap. If the problem is
detected twice in a row, the system will turn on the MIL. Resolving the problem will turn the MIL
light off. Approximately 15 seconds later, one of two things will happen: a. The MIL will flash for
about 10 seconds and then return to being fully illuminated until you turn OFF the ignition or
start the engine. Page Maintenance Procedures your vehicle. Refer to these manuals before
attempting any procedure yourself. NOTE: Intentional tampering with emissions control
systems can result in civil penalties being assessed against you. You can be badly injured
working on or around a motor vehicle. Only do service work for which you have the knowledge
and the proper equipment. Adding 1 quart 0. Overfilling or underfilling the crankcase will cause
aeration or loss of oil pressure. This engine oil improves low temperature starting and vehicle
fuel economy. The engine oil filler cap also shows the recommended engine oil viscosity for
your engine. Use a filter of this type for replace- ment. The quality of replacement filters varies
consider- ably. Only high-quality filters should be used to assure most efficient service. You will
never have to add water, nor is periodic maintenance required. Do not allow battery fluid to
contact your eyes, skin, or clothing. How- ever, the manufacturer recommends that air
conditioning service be performed by an authorized dealer or other service facilities using
recovery and recycling equipment. This will remove accumulations of salt or road film.
Operation of the wipers on dry glass for long periods may cause deterioration of the wiper
blades. Page Exhaust System Exhaust System The best protection against carbon monoxide
entry into the vehicle body is a properly maintained engine exhaust system. If you notice a
change in the sound of the exhaust system or if the exhaust fumes can be detected inside the
vehicle, or when the underside or rear of the vehicle is damaged, have an authorized technician
inspect the complete ex- haust system and adjacent body areas for broken, dam Damage to the
catalytic converter can result if your vehicle is not kept in proper operating condition. In the
event of engine malfunction, particularly involv- ing engine misfire or other apparent loss of
perfor- mance, have your vehicle serviced promptly. Contin- ued operation of your vehicle with
a severe malfunction could cause the converter to overheat, resulting in possible damage to the
converter and the Check the engine cooling system hoses for brittle rubber, cracking, tears,
cuts, and tightness of the connection at the coolant recovery bottle and radiator. If a non-HOAT
engine coolant antifreeze is introduced into the cooling system in an emergency, it should be
replaced with the specified engine coolant antifreeze as soon as possible. Never add engine
coolant antifreeze when the engine is overheated. Do not loosen or remove the cap to cool an
overheated engine. Heat causes pressure to build up in the cooling system. When additional
engine coolant antifreeze is needed to maintain the proper level, it should be added to the
coolant bottle. Do not overfill. If replacement is ever necessary, install ONLY the correct type
thermostat. Other designs may result in unsatisfactory cooling performance, poor gas mileage,
and increased emissions. Brake System In order to assure brake system performance, all brake
system components should be inspected periodically. In addition, change the fluid and filter if
the transmission is disassembled for any reason. Special Additives The manufacturer strongly
recommends against the ad- dition of any additives to the transmission. Do not over-tighten the
plugs. You could damage them and cause a leak. Regular washing of the top will enhance its life
and appearance, and make successive cleaning easier. Do not subject the top to excessive
heat. Frequently vacuum the top and tracks. Periodically wipe dust and dirt from the top and
inside of the tracks by hand with a window cleaner or alcohol dampened cloth. Appearance
Care and Protection from Corrosion Protection of Body and Paint from Corrosion Vehicle body
care requirements vary according to geo- graphic locations and usage. Take care never to
scratch the paint. Use a fresh, damp towel to remove soap residue. Do not use volatile solvents
for cleaning purposes. Many are potentially flammable, and if used in closed areas they may
cause respiratory harm. Cleaning Headlights Your vehicle has plastic headlights that are lighter
and less susceptible to stone breakage than glass headlights. Plastic is not as scratch resistant
as glass and therefore different lens cleaning procedures must be followed. Clean with a wet
soft rag. A mild soap solution may be used, but do not use high alcohol content or abrasive
cleaners. If soap is used, wipe clean with a clean damp rag. Dry with a soft cloth. Seat Belt
Maintenance Do not bleach, dye, or clean the seat belts with chemical solvents or abrasive
cleaners. Failure to do so may allow water to get into the Integrated Power Module, and possibly
result in an electrical system failure. Open the hood. Reach behind the headlight housing to

access the headlight bulb lock ring. Firmly grasp the lock ring and rotate it counterclock- wise
to unlock it. Remove the bulb and connector assembly from the headlight housing. Turn the
steering wheel all the way to the right to access the left front turn signal or side marker. Turn
the steering wheel all the way to the left to access the right front turn signal or side marker.
Close the hood. Open the liftgate. Remove the screws that fasten the taillight housing to the
vehicle. Pull the taillight housing straight back to separate it from the vehicle. These and all
other maintenance services in- cluded in this manual, should be done to provide best vehicle
performance and reliability. Change your vehicles oil if it has been six months since your last oil
change even if the oil change indicator message is NOT illumi- nated. Inspect the engine air
cleaner filter; replace if necessary. Do only that service work for which you have the knowledge
and the right equipment. Take your warranty folder. All work to be performed may not be
covered by the warranty. Most matters can be re- solved with this process. Page Warranty
Information U. Engine exhaust, some of its constituents, and certain vehicle components
contain, or emit, chemicals known to the State of California to cause cancer and birth defects,
or other reproductive harm. These practi- cal manuals make it easy for students and technicians
to find and
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fix problems on computer-controlled ve- hicle systems and features. Page Treadwear The
Treadwear grade is a comparative rating, based on the wear rate of the tire when tested under
controlled conditions on a specified government test course. For example, a tire graded would
wear one and one-half times as well on the government course as a tire graded Page Automatic
Headlights Page Climate Control Page Engine Page Materials Added Page Instrument Panel
Cover Page Rear Servicing Page Dipstick Page Replacement Keys Page Spark Plugs Page
Behind a Motor Home Page Windshield Wiper Blades Mobile two-way radios and telephone
equipment must be installed properly by trained person- nel. The following must be observed
during installation. The positive power connection should be made directly to the battery and
fused as close to the battery as possible. Print page 1 Print document pages. Cancel Delete.
Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from
URL.

