2011 dodge grand caravan owners manual

Driving while distracted can result in loss of vehicle control, resulting in a collision and
personal injury. Be assured that it represents precision workmanship, distinctive styling, and
high quality - all essentials that are traditional to our vehicles. Your new Chrysler Group LLC
vehicle has characteristics to enhance the driver's control under some driving conditions. Page
5 If your symptoms persist, please see an authorized dealer. Only remove the emergency key
for locking and unlocking the doors. The Advanced Front Airbags will not deploy in every type
of collision. According to crash statistics, children are safer when properly restrained in the rear
seats rather than in the front. Press the switch a second time to select Low-level heating. The
wash function must be used in order to spray the windshield with washer fluid. You could
accidentally set the system or cause it to go faster than you want. You could lose control and
have a collision. Always leave the Electronic Speed Control system off when you are not using
it. The rear temperature and air source are controlled from the front lower ATC panel. The
storage bin cover must be locked and flat to avoid damage from contact with the front seat
tracks, which have minimal clearance to the cover. In a collision, serious injury could result if
the seat storage bin covers are not properly latched. Press the button once to open, and a
second time to close the power liftgate. Occupants, particularly unattended children, can
become entrapped by the power sunroof while operating the power sunroof switch. Such
entrapment may result in serious injury or death. To determine if your radio has these features,
press the Voice Command button on the radio. Refer to the phone compatibility list at
Connected mobile phones must be bluetooth-compatible, and paired with your radio. Your
choices depend on what radio your vehicle is equipped with. To lower the screen, press the
release button located in the center of the console rear of the screen. The name and color of the
button may vary by manufacturer. This outlet can power cellular phones, electronics and other
low power devices requiring power up to Watts. The upper power outlet is controlled by the
ignition switch and the lower power outlet is connected directly to the battery. Pull up on the
storage bin latch to open the cover. NOTE: If the vehicle requires towing, make sure all four
wheels are off the ground. Towing this vehicle behind another vehicle flat-towing with all four
wheels on the ground is not recommended. The TPMS malfunction indicator is combined with
the low tire pressure telltale. When the system detects a malfunction, the telltale will flash for
approximately one minute and then remain continuously illuminated. Driving a vehicle with the
red brake light on is dangerous. Part of the brake system may have failed. It will take longer to
stop the vehicle. You could have a collision. Have the vehicle checked immediately. Cycle the
ignition when the vehicle has completely stopped and the shift lever is placed in the PARK
position; Turn the two cover latches to release the cover. Assemble the spare tire tools into a
T-handle and place the square end over the spare tire winch drive nut. Park the vehicle on a
firm, level surface. Avoid ice or slippery areas. Turn on the Hazard Warning flasher. Set the
parking brake. Place the shift lever into PARK. NOTE: In some situations the jack may need to
be placed on its side in order to be pushed under the vehicle. Stow the cable and wheel spacer
before driving the vehicle. Rotate the nut to the right until the winch mechanism clicks at least
three times. After 25 miles 40 km check the lug nut torque with a torque wrench to ensure that
all lug nuts are properly seated against the wheel. Vehicles Without Wheel Covers 1. Mount the
road tire on the axle. Pull far enough off the road to avoid the danger of being hit when
operating the jack or changing the wheel. It could slip off the jack and hurt someone near it.
Raise the vehicle only enough to remove the tire. Turn your steering wheel right and left to clear
the area around the front wheels. If the gas cap is lost or damaged, be sure the replacement cap
is for use with this vehicle. This center contains cartridge fuses, mini-fuses and relays. Box
21â€” chemicals known to the State of Auburn Hills, MI â€” California to cause cancer and birth
defects, or other reproductive harm. Page 99 Driving and Alcohol: Drunken driving is one of the
most frequent causes of collisions. Your driving ability can be seriously impaired with blood
alcohol levels far below the legal minimum. Ride with a designated non-drinking driver, call a
cab, a friend, or use public transportation. Page This guide has been prepared to help you get
quickly acquainted with your new Dodge and to provide a convenient reference source for
common questions. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL. Table of
Contents. Grand Caravan. Be assured that it represents precision nicians and genuine MOPAR
parts, and cares about workmanship, distinctive styling, and high quality - all your satisfaction.
If you do not read this entire manual, you may miss important information. Any modifications or
alterations to this vehicle could seriously affect its roadworthiness and safety and may lead to a
accident resulting in serious injury or death. Insert the square end of the Key Fob into the
ignition switch located on the instrument panel and rotate to the desired posi- tion. Always
setting. Either of these conditions will ized vehicle operation by disabling the engine. The result
in the engine being shut off after two seconds. If you remain in the vehicle or insert a valid

ignition key into the ignition switch. Perform this operation while standing outside the If the
vehicle is locked and the Vehicle Security Alarm is vehicle. Remove the emergency key by
sliding the mechanical ter while you are in the vehicle will activate the Vehicle latch at the top of
the RKE transmitter sideways with Security Alarm. Insert the tip of the emergency key or a 2 flat
blade screwdriver into the slot and gently pry the two halves of the RKE transmitter apart. Make
sure not to damage the seal during removal. Make sure the keys are not inside the two times. A
chime will sound if the Key Fob is in the panel. Fasten your seat belt. Fastening the seat belt will
door is open, the sliding door will lock. Lock Doors Automatically â€” Power Vent Windows â€”
If Equipped 6. The turned to LOCK, depending upon the accessory delay switches will operate
only when the ignition switch is in setting. Auto-Down feature. Wind buffeting can be described
as the perception of pressure on the ears or a helicopter-type sound in the There is no
anti-pinch protection when the window ears. Your vehicle may exhibit wind buffeting with the is
almost closed. When the door is fully open, pressing the button twice within five seconds a
second time will close the door. There are power sliding side door switches located on the
b-pillar trim panel, just in front of the power sliding door for the rear seat passengers and in the
overhead console This will Power Sliding Side Door Master Lock Switch alert other drivers in
the area that passenger s could be To provide a safer environment for small children riding
NOTE: When the Child Protection Door Lock system is engaged, the door can be opened only
by using the outside door handle even though the inside door lock is in the unlocked position. If
the liftgate is not in the full open or close positions, it must During power operation, personal
injury or cargo be opened or closed manually. The driver and front passenger seats should be
belt properly see section on Child Restraints should be moved back as far as practical to allow
the Advanced secured in the rear seat in child restraints or belt- Front Airbags room to inflate.
The airbags work also need room to inflate. Continued front seats and next to your arm in the
rear seats. Your body could strike the inside surfaces of the vehicle in an accident, increasing
head and neck injury. The lap portion could ride too high on your body, possibly causing
internal injuries. Always buckle your belt into the buckle nearest you. To release the belt, push
the red button on the buckle. The belt will automatically retract to its stowed position. The upper
anchorage can be adjusted upward by in the headliner slightly behind the third row seat. The
head restraint will be split equipped with pretensioning devices that are designed to in two
halves, with the front half being soft foam and remove slack from the seat belt in the event of an
trim, the back half being decorative plastic. Grasp the deployed AHR from the rear seat. Pull
down then rearward towards the rear of the vehicle then down to engage the locking
mechanism. BeltAlert may be BeltAlert is a feature intended to remind the driver and triggered
when an animal or heavy object is on the front front passenger if equipped with front passenger
passenger seat or when the seat is folded flat if With all doors closed and the ignition switch in
any 4. Turn the ignition switch to the LOCK position. We recommend that pregnant women use
the seat belts throughout their pregnancies. Keeping the mother safe is Using a seat belt
extender when not needed can the best way to keep the baby safe. The Advanced Front Airbags
have a multistage inflator design. This system provides output covers or attempt to open them
manually. Each airbag enhanced protection to help protect an occupant during a deploys
independently, that is a left side impact deploys side impact. The trim cover separates and in
about 10 milliseconds. The side airbag moves at a very folds out of the way allowing the airbag
to inflate to the high speed and with such a high force, that it could injure full size. These
airborne particles may irritate collisions. This does not mean something is wrong with the skin,
eyes, nose, or throat. If you have skin or eye the airbag system. The Controller ORC may also be
disabled. Two types In a collision, an unrestrained child, even a tiny baby, of child restraints can
be used rearward-facing: infant can become a projectile inside the vehicle. If the
Rearward-facing child seats must never be used in child can not sit with knees bent over the
vehicles seat the front seat of a vehicle with a front passenger Improper installation of a child
restraint to the LATCH anchorages can lead to failure of an infant or In general, you will first
loosen the child seat adjusters on child restraint. In addition, all third row fold-in-floor seats are
equipped with a child restraint tether anchor at the center install the restraint using the vehicle
seat belts. Route the top tether strap under the adjustable head restraint between the steel
posts. Provide enough slack reference child restraint in- structions for the tether strap to reach
the tether anchor located near the bottom of the seat back. An incorrectly anchored tether strap
could lead to increased head motion and possible injury to the child. Use only the anchor
positions directly behind the child seat to secure a child restraint top tether strap. The chart
below defines the seating posi- retracts, you will hear a ratcheting sound. Airbags deploying in
the front seat could harm your pet. An unrestrained pet could be thrown about and possibly
NEVER carry a child in a rear facing infant carrier in injured, or injure a passenger during panic
braking or in a vehicle without rear seats. Use this tether anchor to secure only forward- There

are different sizes and types of restraints for facing child restraints equipped with an upper
tether children from newborn size to the child almost large When a convert- To secure the child
restraint upper tether strap to the ible seat is properly installed facing forward, the vehicle,
follow the instructions shown: vehicle seat should be adjusted to the rear most A long break-in
period is not required for the engine and drivetrain transmission and axle in your vehicle.
Continued thousand miles kilometers of operation. DO NOT use the recirculation mode. You
should be able to Seat Belts feel the air directed against the windshield. See your Inspect the
belt system periodically, checking for cuts, authorized dealer for service if your defroster is
frays, and loose parts. Al- Pedals that cannot move freely can cause loss of ways properly
reinstall and secure floor mats that vehicle control and increase the risk of serious per- have
been removed for cleaning. Tires Fluid Leaks Examine tires for excessive tread wear and
uneven wear Check area under vehicle after overnight parking for fuel, patterns. Adjust the
mirror to center on the view through the rear window. Headlight glare can be reduced by moving
the small control under the mirror to the night position toward the rear of the vehicle. This
mirror automatically adjusts for headlight glare from vehicles behind you. You can turn the
feature on or To avoid damage to the mirror during cleaning, never off by pressing the button at
the base of the mirror. This feature is controlled Vehicles and other objects seen in an outside
convex by the inside automatic dimming mirror and can be mirror will look smaller and farther
away than they turned on or off by pressing the button at the base of the To adjust a door trim
panel. The Blind Spot Monitoring BSM system uses two radar- To use the mirror, rotate the sun
visor down and swing based sensors, located inside the rear bumper fascia, to the mirror cover
upward. The rapidly approaching vehicles that are outside the BSM system sensors operate
when the vehicle is in any detection zones. The BSM system monitors the detection zone from
three different entry points side, rear, front while driving to see if an alert is necessary.
However, occasionally the system may alert on such objects. This is normal operation and your
vehicle does not require service. The Blind Spot Monitoring system is only an aid to help detect
objects in the blind spot zones. If the sensors are blocked by other structures or vehicles, the
system will not be able to alert the driver. In a collision, people riding in these areas are more
likely to be seriously injured or killed. The height of the seats can be adjusted up or down. Do
not place any article under a power seat or impede its ability to move as it may cause damage to
the seat controls. The operation. Press the switch a second time to select LOW-level heating.
Press the switch a third time to shut the heating elements OFF. NOTE: Once a heat setting is
selected, heat will be felt within two to five minutes. The the seat forward or rearward. Release
the bar once you manual seat adjustment handle is located under the seat have reached the
desired position. Lean recline lever is located on the outboard side of the seat. The head
restraints for all occupants must be prop- This system is designed to help prevent or reduce the
erly adjusted prior to operating the vehicle or occu- extent of injuries to the driver and front
passenger in To tilt the head restraint closer to the back of your head, pull outward on the
bottom of the head restraint. To avoid accidental deployment of the Ac- tive Head Restraint
ensure that all cargo is se- cured, as loose cargo could contact the Active Head Restraint during
sudden stops. Pull upward on the seatback recliner lever located on The non-adjustable head
restraint and seatback will fold the outboard side of the seat. No additional actuation is
necessary. Push the seat into the storage bin. The seat will automatically tumble into position
for easy storage. The storage bin cover must be locked and flat to avoid damage from contact
with the front seat tracks, which have minimal clearance to the cover. In a collision, serious
injury could result if the seat storage bin covers are not properly latched. Pull up on the storage
bin latch to open the cover. Pull up on the strap to lift the seat out of the storage bin and push
the seat rearward to latch the seat anchors. Pull up on the seatback recliner lever on the
outboard side of the seat. In the event of a collision you could be injured if the seat is not fully
latched. Moving a seat while driving could result in loss of control which could cause a collision
and serious injury or death. When not in use, store the strap in the Retainer Strap sewn-in
pocket located on the base of the seat cushion. With the seat in the easy entry position, lift the
removable for added cargo space. To remove the seat, squeeze each release handle tions on
the floor. Squeeze the release handle and rotate and rotate downwards to deploy the wheels.
The third row power folding seat adjusts to the following positions using the switch bank
located on the left rear trim panel: One Touch Folding Seat Third Row Pull up on the assist strap
to lift the seat out of the 1. Insert the ignition key and turn the ignition switch to view mirror to
the desired positions. Adjust the brake and accelerator pedals to the desired Wait for button on
the RKE transmitter linked to memory position the system to complete the memory recall before
continu- ing to Step 3. To prevent possible damage, do not slam the hood to close it. Lower the
hood until it is open approxi- mately 12 in 30 cm and then drop it. This should secure both
latches. Never drive your vehicle unless the hood is fully closed, with both latches engaged.

Turn the headlight switch knob to the first detent to turn on the parking lights. This also turns
on all instrument panel lighting. To turn the Automatic System off, while the headlights are still
on. Then turn off the turn the headlight switch clockwise to the O OFF headlights within 45
seconds. To activate the front fog lights, turn on the parking lights or the low beam headlights
and push in the Lights-On Reminder headlight switch control knob. If the windshield wiper
switch is turned off of the lever to the second detent and hold while spray is and the blades
cannot return to the off position, damage desired. If the lever is pushed while on the intermittent
to the wiper motor may occur. Rotate between cycles first detent , to a cycle every half second
the end of the multifunction lever to one of the five fifth detent. To tilt the steering column, move
the steering column. This may cause the steering wheel heater to overheat. The following
messages will be displayed Do not adjust the pedals while the vehicle is moving. If this occurs,
the Electronic Speed Control right side of the steering wheel. Release the button On steep hills,
a greater speed loss or gain may occur so when the desired speed is reached, and the new set
speed it may be preferable to drive without Electronic Speed will be established. As the vehicle
moves closer to the object the EVIC display will show fewer arcs and the sound tone will
change from slow, to fast, to continuous. The following chart shows the warning alert operation
when the system is detecting an obstacle Do not use rough or hard cloths. Always stop in time
when an obstacle is seen. The lights turn on provided for the storage of two pairs of
sunglasses. The lights turn on when a front door, a sliding door or the liftgate is opened. Do not
train the transceiver if people, pets or other objects are in the path of the door or gate. It is rage
door opener was manufactured after , the NOT the button normally used to open and close the
garage door opener may have a rolling code. The name and color of the button may vary by
Canadian radio frequency laws require transmitter sig- manufacturer. The indicaReprogramming A Single HomeLink Button tor light will flash slowly and then rapidly when fully
To reprogram a channel that has been previously trained, trained. Operation is subject to the
following Troubleshooting Tips two conditions: If you are having trouble programming
HomeLink , here During Express Open operation, any visors on the overhead console. Remove
the obstruc- Press the switch forward and release it within one-half tion if this occurs. Next,
press the switch forward and second, and the sunroof will close automatically from release to
Express Close. If the Watt 13 Amp power rating is exceeded the fuse protecting the system will
need to be replaced. To access panel and is also connected to the battery. Each of these outlets
can support Watts 13 Amps. Do not exceed Watts 13 Amps for each of these outlets. Do not
hang any type of accessory or acces- sory bracket from the plug. Improper use of the power
outlet can cause damage. Press down on the The instrument panel cupholders are located in a
pull-out container to engage the cupholder retention features. Super Console â€” On models
equipped with premium center consoles, Pull the drawer out to the first position to use the there
are four cupholders located on the top of the cupholders. One bottle holder is molded into each
front interior door trim panels, and one bottle holder is molded into each side sliding interior
door trim panel. The door will handle. NOTE: The storage bin cover must be locked and flat to
avoid damage from contact with the front seat tracks, which have minimal clearance to the
cover. Keep the storage bin covers closed and latched while the vehicle is in motion. Remove
the console. Position the console at a slight angle front slightly easily pass through the first row
to the second. Console Position 1 Console Position Again, lifting second latch handle at the
front of rearward position. Push down on the rear of the console until it is seated in the rear
floor bracket. Pull up on the bottom release handle in the front of the console. The rear window
defroster button is located on the climate control Mode knob. For an additional five minutes of
window. If the leveled vehicle is not moved for approximately 15 hours, the leveling system will
bleed itself down. The vehicle must be driven to reset the system. Deploying the Crossbars To
deploy the crossbars, completely loosen the thumb screws at both ends of the crossbar and lift
the crossbar Deployed Position Stowed Position Make sure the directional arrows on the
crossbars align with the directional arrows on the side rails. Set the NOTE: The crossbars are
identical and can be placed in crossbars into the deployed positions. Reverse the procedure to
stow the crossbars. Crossbars are identical and can be stowed in either rail nest. Once the
crossbars are stowed, tighten the thumb screws completely. Improperly secured loads can fly
off the large frontal area should be secured to both the vehicle, particularly at high speeds,
resulting in per- front and rear of the vehicle. To lower the sun screen, gently lift the tab upward
to Continue pulling the sun screen until the tab is near the disengage the hooks, and feed the
screen back into the top of the window. Turn Signal Indicators The arrow will flash with the
exterior turn signal 1. Tachometer when the turn signal lever is operated. The red segments
indicate the maximum permissible engine revolutions per minute RPM x for each gear If the
vehicle is driven 1 mile 1. When the equipment tires and wheels. A malfunctioning catalytic
converter, as referenced Certain conditions such as a loose or missing gas cap, above, can

reach higher temperatures than in normal poor fuel quality, etc. If this light remains on after
several ignition The light should illuminate for ap- RUN, this light will turn on for four to eight
proximately two seconds. Driving with a hot engine cooling system could A hot engine cooling
system is dangerous. You or damage your vehicle. Engine Temperature Warning Light electrical
devices or increase engine speed if at idle. If This light warns of an overheated engine condithe charging system light remains on, it means that the tion. Press and hold the RESET button
for approximately Start the engine and leave the transmission gear selector 10 seconds until the
current variance zone number is lever in the PARK position. Press and hold the CMTC
displayed. The EVIC consists of the tures a driver-interactive display that is located in the
following: instrument cluster. These telltales include: speed control is SET. If the problem
continues, the message will appear the next time the vehicle is started. This light indicates low
engine oil pressure. The light should turn on momentarily when the engine A loose, improperly
installed, or damaged fuel filler cap is started. See an autho- vehicle will usually be drivable.
However, see an autho- rized dealer. If the temperature reading does not return to normal, turn
the engine off immediately and call for If the Transmission Temperature Warning Light is
service. The compass will now function normally. This is where the compass calibration. Use
the Step button to display one of the following 3. To make your without the sound horn on lock
feature selected. To make selection, press and release the SELECT button until a your selection,
press and release the SELECT button until check-mark appears next to the feature showing the
a check-mark appears next to the feature showing the system has been activated or the
check-mark is removed, Press the right switch knob to save time change. The stations stored in
SET 2 memory can be selected by recordable compact discs CD-R , rewritable compact
pressing the pushbutton twice. The radio display of file multisession for CD audio or MP3
playback may result in names and folder names is limited. If the medium , , , contains a lot of
folders or files, the radio will take more MPEG-1 Audio , , , The minutes if equipped. The radio
will return a Radio Text control knob to the right or left to increase or decrease the message
broadcast from an FM station FM mode only. The minutes will begin to blink. Random Play. MP3
Pro files are not an MP3 file, the bit rate and sampling frequencies in the supported. To create a
time priority mode. So if the track is at the list on the top line and the first item in that list on
bottom of the list, just turn the wheel backwards the second line. The controls are located on
the instrument panel, below the radio. Manual Heating and Air Conditioning System â€” If
Equipped The controls for the manual system in this vehicle contain a series of outer rotary
dials and inner push knobs. Front Blower Control 4. Mix Mode Use this control to regulate the
amount of air forced Air is directed through the floor, defrost and side through the system in
any mode you select. The blower window demist outlets. Press this button to turn on the rear
window defroster and the heated outside mirrors if Failure to follow these cautions can cause
damage to equipped. An indicator in the button will illuminate the heating elements: when the
rear window defroster is on. Recirculation Control Button because of moisture buildup inside
the vehicle. For Press this button to choose between outside air maximum defogging, select the
outside air position. Panel Mode Button condenser, reducing air conditioning performance. Air
is directed through the outlets in the instrument panel. These outlets can be adjusted for
direction, 9. The primary control for the rear blower is on the front climate control unit located
on the instrument panel. Rear Blower Control â€” If Equipped 4. Rear Temperature Control â€” If
Equipped Use this control to regulate the amount of air forced Provides temperature control for
the rear cabin. Turn left through the rear system in any mode you select. The rear for cooler or
right for warmer temperature settings in the blower speed increases as you move the control to
the rear cabin. Interior air enters the Rear Manual Climate Control system through an intake
grille, located in the right Rear Mode Control side trim panel behind the third row seats. The
system automatically adjusts the air temperature, the airflow volume, amount of outside air
recirculation and Automatic Temperature Control ATC â€” Rear Control Button Blower Control
Provides toggle operation between front control screen There are seven blower speeds, the
blower speed in- and rear control screen. Push the button to activate the creases as you move
the control to the right from the rear climate control screen and allow the front seat lowest
blower setting. SYNC Button desired temperature is displayed, the system will achieve Press
and release to control the temperature setting for and automatically maintain that comfort level.
When the system is set up for your comfort level, it is The fan will engage the amount of air
forced through the immediately if the DEFROST mode is selected, or by system in any mode
you select. A slight amount of panel. These outlets can be adjusted for direction, air is directed
through the defrost and side window and turned on or off to control airflow. The system
provides heated air through the floor outlets or cool, dehumidified air through the headliner
outlets. Rotate the Rear Blower, Rear Temperature and the customer-programmable feature.
Each of rotate the temperature knob counterclockwise to lower these outlets can be individually

adjusted to direct the temperature, and clockwise to increase the tempera- the flow of air. This
will ensure against engine overheating. Do not press the accelerator. Vehicles equipped with an
automatic To ensure reliable starting at these temperatures, use of transmission cannot be
started this way. The engine block heater warms the engine, and permits To prevent damage to
the starter, DO NOT crank the quicker starts in cold weather. Connect the cord to a engine for
more than 15â€”second intervals at one time. Continued PARK position first, and then apply the
parking brake. Stop the vehicle. NOTE: To select the proper gear position for maximum 2.
Checking the power steering fluid level at a defined service interval is not required. The light will
sions, including those resulting from excessive come on when the ignition switch is turned to
speed in turns, following another vehicle too the ON position and may stay on for as long as
closely, or hydroplaning. This can help reduce braking distances. To receive the benefit of the
system, you must apply continuous braking pressure ics from acting on the vehicle, nor can it
increase during the stopping sequence. The size designation for LT-Metric design standards. If
the TIN is not found on however, the date code may only be on one side. Cold Tire Pressure
Cold tire inflation pressure is defined as the tire pressure after the vehicle has not been driven
for at least 3 hours, or driven less than 1 mile 1. Determine the combined weight of the driver
and 6. If your vehicle will be towing a trailer, load from your passengers that will be riding in
your vehicle. Consult this manual to determine how this reduces the available 3. Overloading of
your tires is dangerous. Use tires of the cause collisions. Do not reduce this normal pressure 1
mile 1. Consult your authorized tire dealer for radial tire repairs. High-speed driving, with your
vehicle at or above maximum load, is dangerous. Compact spares are for temporary emergency
use only. With these spares, do not drive more than Limited-Use Spare â€” Limited-use spares
are for emergency use only. The tires and the spare tire should be replaced after six years,
regardless of the remaining tread. They should be inspected regularly for wear and correct cold
tire inflation pressure. The manu- that specified for your vehicle. This rotation pattern checked
before using these tire types. The system fault will also sound will illuminate in the instrument
cluster, a a chime. Once you repair or replace the original road tire and reinstall it on the vehicle
in place of the compact spare 1. A system fault can occur by pressure values still shown. This
indicates that the pres- any of the following scenarios: sure values are still being received from
the TPM sensors but they may not be in the correct vehicle position. Poor quality gasoline can
cause problems such following licenses: as hard starting, stalling, and hesitations. If you
experi- ence these symptoms, try another brand of gasoline before considering service for the
vehicle. The manufacturer recommends that gasoline E perform the following: without MMT be
used in your vehicle. Have the exhaust system inspected Carbon monoxide CO in exhaust
gases is deadly. Have any abnor- Follow the precautions below to prevent carbon mal
conditions repaired promptly. Only vehicles with the E fuel filler door label can operate on E E
Fuel Cap E Badge Always be sure The gas cap is located behind the fuel filler door on the that
your vehicle is serviced with correct ethanol com- left side of the vehicle. Be sure the gas cap is
tightened every time As required by National Highway Traffic Safety Admin- the vehicle is
refueled. It is important that you distribute the load of the vehicle with all fluids, including
vehicle fuel, at full evenly over the front and rear axles. The following trailer towing-related
definitions will as- sist you in understanding the following information: Do not load your vehicle
any heavier than the GVWR or the maximum front and rear GAWR. Tongue Wt. Rating Trailer
Wt. Consider the following items when computing the Failure to load trailers heavier in front is
the cause of weight on the rear axle of the vehicle: many trailer collisions. To promote proper
break-in of your new vehicle drive- train components, the following guidelines are recomImproper towing can lead to a injury collision. GAWR vehicle and trailer. Always connect the
chains to 4. Trailer tongue weight rating for that trailer hitch. Refer to the following four-pin
connector and seven-pin connector illustrations. Seven-Pin Connector 1 â€” Battery 5 â€”
Ground 2 â€” Driving with a hot cooling system could damage your vehicle. The jack should not
be used to lift the vehicle for service purposes. The vehicle should be jacked on a firm level
surface only. Avoid ice or slippery areas. Do not attempt to change a tire on the side of the
Jacking Instructions vehicle close to moving traffic, pull far enough off the road to avoid being
hit when operating the jack WARNING! This will allow enough slack in the cable to allow you to
pull the The winch mechanism is designed for use with the spare tire out from under the
vehicle. Getting under a jacked-up vehicle is dangerous. The vehicle could slip off the jack and
fall on you. You could be crushed. Never get any part of your body under a vehicle that is on a
jack. If you need to get under a raised vehicle, take it to a service center where it can be raised
on a lift. There are two jack engagement locations on each side of the vehicle body. These
locations are on the sill flange of the vehicle body. Place the wrench on the jack screw and turn
to the 8. Remove the wheel lug nuts, for vehicles with wheel right until the jack head is properly
engaged in the covers, remove the cover from the wheel by hand. Do not described location.

Lower the vehicle by turning the jack screw to the Place the deflated flat tire and compact spare
tire left. Do not stow the deflated tire in the spare tire location. Have the full- All nuts should first
be firmly seated against the wheel. The winch mechanism is designed specifically to Do not use
a portable battery booster pack or any stow a compact spare tire only. Do not attempt to use
other booster source with a system voltage greater the winch to stow the full size flat tire, or
any other than 12 Volts or damage to the battery, starter motor, full-size tire. It can start anytime
the ignition switch is on. Do not connect the cable to the negative post - of the 9. Fast spinning
tires can be dangerous. Forces gener- ated by excessive wheel speeds may cause damage, or
even failure, of the axle and tires. Press and maintain firm pressure on the brake pedal.
Continued damage to your vehicle. Special care must be taken when the vehicle is towed with
the ignition in the LOCK position. Page Engine Compartment - 3. This system monitors the
performance of the emissions, engine, and automatic further damage to the emission control
system. Tighten the gas cap until a clicking sound is heard. If you crank or start the engine, you
will have to start If your OBD II system is not ready, you should see your this test over. If your
vehicle was recently serviced or had a battery failure or replacement, 3. Damage or failures
motor vehicle. Only do service work for which you caused by the use of non-MOPAR parts for
maintenance have the knowledge and the proper equipment. Check the oil level at result in
more costly repairs, damage to other regular intervals, such as every fuel stop. Identification
Symbol This symbol means that the oil has Overfilling or underfilling will cause oil aeration, or
been certified by the American loss of oil pressure. This could damage your engine. Petroleum
Institute API. This engine oil improves low temperature dition of any additives other than leak
detection dyes to starting and vehicle fuel economy. Use a filter of this type for replacement.
The quality The air induction system air cleaner, hoses, etc. Only high provide a measure of
protection in the case of engine quality filters should be used to assure most efficient backfire.
They contain the vehicle body is a properly maintained engine exhaust system. Do not allow
battery fluid when the transmission is in gear and the vehicle is in to contact your eyes, skin, or
clothing. This service should battery that the positive cable is attached to the include cleaning
of the condenser fins and a system positive post and the negative cable is attached to Howapproved by the manufacturer for your air condi- ever, the manufacturer recommends that air
conditioning tioning system. Perform the following procedure to re- place the filter: 1. Keep the
blade rubber out of contact with petroleum products such as engine oil, gasoline, etc.
Commercially available windshield washer solvents are flammable. They could ignite and burn
you. Care NOTE: Life expectancy of wiper blades varies depend- must be exercised when filling
or working around ing on geographical area and frequency of use. Brake seal components
could has been in a tightly closed container. It is important that the proper lubricant is used in
the transmission to assure optimum transmission perfor- Using a transmission fluid other than
the manufac- mance. Protection of Body and Paint from Corrosion Do not use chemical flushes
in your transmission as Vehicle body care requirements vary according to geo- the chemicals
can damage your transmission compo- graphic locations and usage. Small particles of dirt Your
vehicle has plastic headlights that are lightweight can act as an abrasive and damage the
leather upholstery and less susceptible to stone breakage than glass head- and should be
removed promptly with a damp cloth. Do not use scrapers or other sharp instruments solvents
or abrasive cleaners. A one teaspoon of mild liquid dish soap. Let soak for label that identifies
each component may be printed or approximately 30 minutes. Failure to 30 Amp â€” H13 Fog
Lamp â€” Raise the hood to access the rear of the headlamp Do not touch the new bulb with
your fingers. Oil housing. If the 2. Twist the turn signal socket and remove from the bulb comes
in contact with an oily surface, clean the headlamp housing, then pull the bulb out. Use a fiber
stick or similar tool to gently pry the light on the outboard side t
landis gyr e650 wiring diagram
geo metro oil capacity
frontx panel
o placed between the vehicle body and tool so not to disengage the two ball studs. Twist and
remove the socket from the lamp assembly The license plate lamp is located under the tailgate
light and pull the bulb out to remove. Push the bulb into the socket, twist the socket into the 1.
Odometer Reading Date Repair Order Do only service work for which you have the knowledge
and the right equipment. Most matters can be re- P. Box 21â€” solved with this process. An
authorized dealer See the Warranty Information Booklet, located on the has also made a major
investment in facilities, tools, and DVD, for the terms and provisions of Chrysler Group training
to assure that you are absolutely delighted with LLC warranties applicable to this vehicle and
market. Use frequency signals. Mobile two-way radios and telephone only fully shielded coaxial
cable. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
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