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Set an alert to be notified of new listings. Now showing page 1 of 2. Browse Category. Search
Tools. Set an Alert? Dealership Showcased. When the all new Corvette debuted it was a huge
hit!! Cutting edge looks and electronics whe Bought the car from an collect Florida ca Auction
Vehicle. A Totally original car. Now for sale in our Houston showroom is this classic Chevrolet
Corvette. Between the sharp C Super low mileage and super low price. Opportunity to own
America's Sports Car! Comes with Targa To Refine Search? Also be sure to view results in. This
Chevrolet Corvette convertible 50th Anniversary Edition has just under 29k actual miles and is
powered by an LS1 5. Finished in Anniversary EditionRed with a tan cloth soft top over a shale
leather interior, the car was originally sold in New Jersey and later resided in both Maryland and
Pennsylvania before being relocated to Florida beginning in Equipment includes an electronic
driver information center, head-up display, and independent suspension with active handling.
This Chevrolet Corvette in LeMans Blue comes from a long-term year private collection and is
powered by aci V8 which has been rebuilt, mated to a 4-speed manual transmission. The black
vinyl interior has been reupholstered, and the car has a modern audio system, power steering,
and power brakes. Located in Annandale, Minnesota, this C3 Corvette is now offered by the
selling dealeron a clean Minnesota title. Sign up for our daily newsletter. Get Newsletter. Get our
app. Help Center. About ClassicCars. Contact Us. Our Sponsors. Business Advertisers. Career
Opportunities. Read The Journal. Privacy Policy. All other trademarks are the property of their
respective owners. Our Awards x. This prestigious accolade represents the continued growth of
the company, and ClassicCars. The Stevie Awards, the world's premier business awards
recognized ClassicCars. In The Journal, brought to you by ClassicCars. The early eighties was a
period of technological firsts. Apple Computers introduced the Macintosh computer. The first
laptop computer is marketed by the Tandy Corporation. In short, Americans were moving into a
world that was growing increasingly interlaced with technology. They were clamoring for it â€”
in their offices, in their homes and in their automobiles. After all, it was widely accepted that
increased horsepower resulted in decreased emissions exhaust air quality. The most significant
changes that were made to the Chevy Corvette from the earlier prototype models included an
engine-oil cooler that was to be included as part of the standard equipment package. Under the
Reagan Administration, it was decided that automobiles should feature a passive restraint
system. Its sole purpose was to provide additional, passive meaning that it worked even when
the passenger did not consciously choose to utilize it as with a seatbelt, for example ,
passenger crash protection in the event of an accident. Ultimately, the Reagan Administration
dropped the restraint proposals, but the pad remained. The updated design introduced the
permanent inclusion of a hatchback. Of course, in the 30 years that followed, the design of the
grill had grown smaller and smaller. Still another item of interesting note was the evolution of
the hideaway headlights. They focused on how well it cornered and handled road courses. At
the same time, there was significant criticism about how the car treated its occupants. While the
car was deemed a superior car for the track, it was generally judged as being too harsh-riding
for daily driving. First, there was the clunky, high-effort linkage that made stop-and-go driving
challenging. Adding to the aggravation was an equally unpleasant high-effort clutch. Perhaps
worst of all though was the computer controlled overdrive option. When engaged, the
automated override would often try to out-think the driver, making driving tedious and
frustrating. The last six digits begin at and run thru , accounting for each of the 51, Corvette
Coupes built in For all Corvettes, the Vehicle Identification Number was stamped on a plate on
the inner vertical surface of the left windshield pillar visible through the windshield. The Recall
Began During November Notes: Vehicle Description: Passenger Vehicles. System: Cruise
Control. Notes: System: Rear Axle. Vehicle Description: Passenger Cars With 3. The following
list of common issues is intended for individual reference only, and may not reflect the specific
issues of every Corvette. While the intent of this page is to identify the common issues
pertaining to the Corvette, it is not an all-inclusive list and should be used for reference only.
The engine may shut off after it reaches normal operating temperature. There are several
possible items that could cause this. They include:. Improper voltage can adversely impact how
these sensors operate and may cause engine ignition failure. Cleaning and, if necessary,
replacing the fuel injectors may resolve this issue. Carbon build up in the throttle body can also
cause the same symptoms. Cleaning the throttle body in conjunction with the injectors will
eliminate many rough idle conditions. To compensate for this issue, the idle speed needs to be
adjusted to a minimum air rate of rpm. Erratic shifting is known to be an issue in the automatic
transmission. A properly operating transmission should shift smoothly no matter what load is
put on it. The manual transmission is known to exhibit synchronizer problems. The drive motors
that rotate the headlight assembly are known to fail. The headlight motor transmissions use
nylon gears which fail over time. The dashboard is known to short-circuit, resulting in
intermittent operation of the dashboard. The result is a flashing dashboard â€” or â€” a dimly lit

or a completely blacked out dashboard. The main reasons for this issue are: poor electrical
grounds, corrosion on the terminals, or burnt out lightbulbs. To resolve this issue, one of three
possible solutions exist. These are:. Because of the high side rails on the lower edge of the
driver and passenger doors, getting out of the Corvette can be difficult. As a result, the outside
seat bolsters tend to fatigue, causing a number of issues â€” leather deterioration, tearing,
structural fatigue of the bolster sub-assembly padding. Horn Operation â€” Blow the horn
occasionally to make sure it works. Check all button locations. Brake System Operation â€” Be
alert to abnormal sounds, increased brake pedal travel or repeated pulling to one side when
braking. Also, if a brake warning light comes on or flashes, or the anti-lock if equipped comes
on or remains on, something may be wrong with part of the braking system. Have it inspected
and repaired at once. Exhaust System Operation â€” Be alert to any changes in the sound of the
system or any smell of fumes. These are signs the system may be leaking or overheating. Tire
and Wheel Operation â€” Be alert to a vibration of the steering wheel or seat at normal highway
speeds. This may mean a wheel balance is needed. Also, a pull right or left on a straight, level
road may show the need for a tire pressure adjustment or wheel alignment. Steering System
Operation â€” Be alert to changes in steering action. An inspection is needed when the steering
wheel is harder to turn or has too much free play or if unusual sounds are noted when turning
or parking. Headlight Aim Operation â€” Take note of light pattern occasionally. Engine Oil
Level Check â€” Check engine oil level and add if necessary. Replace if dirty or rusty. NOTE: A
large loss in this system may indicate a problem. Light Operation Check â€” Check operation of
license plate light, side-marker lights, headlights including high beams, parking lights, taillights,
brake lights, turn signals, backup lights, instrument panel and interior lights and hazard
warning flashers. Fluid Leak Check â€” After the car has been parked for a while, inspect the
surface beneath the car for water, oil, fuel or other fluids. Water dripping from the air
conditioning system after use is normal. If you notice fuel leaks or fumes, the cause should be
found and corrected at once. NOTE: A low fluid level can indicate worn disc brake pads which
may need to be serviced. Clutch System Service â€” Manual Transmissions â€” For cars
equipped with hydraulic clutch systems, check the reservoir fluid level and add fluid as
required. All others, check clutch pedal free travel and adjust as necessary. If equipped with
manual transmission â€” check fluid in the overdrive unit and add as required. Tire and Wheel
Inspection and Rotation â€” Check tires for abnormal wear or damage. Also, check for damaged
wheels. To equalize tire wear and obtain maximum tire life, it is suggested that tires be rotated
at 7, miles 12, kilometers followed by 15, miles 25, kilometers thereafter. Brake Systems
Inspection â€” For convenience, the following should be done when wheels are removed for
rotation: Inspect lines and hoses for proper hookup, binding, leaks, cracks, chafing, etc. Inspect
disc brake pads for wear and rotors for surface condition. Also inspect drum brake linings for
wear and cracks if applicable. Inspect other brake parts, including drums, wheel cylinders,
parking brake, etc. Check parking brake adjustment. Steering, Suspension and Front Drive Axle
Boot and Seal Inspection â€” Inspect front and rear suspension and steering system for
damaged, loose or missing parts, signs of wear or lack of lubrication. Inspect power steering
lines and hoses for proper hookup, binding, leaks, cracks, chafing, etc. On cars equipped with
manual steering gear, check for seal leakage. Replace seals if necessary. Exhaust System
Inspection â€” Inspect complete system. Inspect boy near the exhaust system. Look for broken,
damaged, missing or out-of-position parts as well as open seams, holes, loose connections or
other conditions which could cause a heat build up in the floor pan or could let exhaust fumes
seep into the trunk or passenger compartment. Throttle Linkage Inspection â€” Inspect for
interference, binding , damaged or missing parts. Engine Drive Belts Inspection â€” Inspect all
belts for cracks, fraying and wear. Adjust or replace as needed. Rear Axle Service â€” Check
gear lubricant level and add if needed. Cars equipped with limited-slip differential should have
gear lubricant and any required additives drained and refilled at 7, miles 12, kilometers. Power
Antenna â€” Clean and then lubricate power antenna mast. The proper lubricant should be
used. Lap and Shoulder Belts Condition and Operation â€” Inspect belt system, including
webbing, buckles, latch plates, retractors, guide loops and anchors. Seatback Latch and
Recliner Operation â€” Be sure seatbacks latch using mechanical latches. Make sure the
recliner is holding by pushing and pulling on the top of the seatback while it is reclined. Spare
Tire and Jack Storage â€” Be alert to rattles in rear of car. Make sure the spare tire, all jacking
equipment, any tire inflator and any covers or doors are securely stowed at all times. Oil jack
ratchet or screw mechanism after each use. Key Lock Service â€” Lubricate key lock cylinder at
least annually. Body Lubrication Service â€” Lubricate all body door hinges including the
tailgate if equipped. Also lubricate the body hood, fuel door and rear compartment hinges and
latches including interior glove box and counsel doors, and any folding seat hardware. Do not
use the accelerator pedal. If the engine starts, be ready to turn off the ignition promptly. Take

these precautions because the car could possibly move without warning and possibly cause
personal injury or property damage. On automatic transmission cars, try to start the engine in
each gear. The starter should crank only when the clutch is fully depressed. To reduce the risk
of personal injury or property damage, be prepared to apply the regular brakes promptly if the
car begins to move. Underbody Flushing â€” At least every spring, flush from the underbody
with plain water any corrosive materials used for ice and snow removal and dust control. Take
care to thoroughly clean any areas where mud and other debris can collect. Sediment packed in
closed areas of the vehicle should be loosened before being flushed. Engine Cooling System
Service â€” Inspect coolant and freeze protection. If dirty or rusty, drain, flush and refill with
new c
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oolant. This provides proper freeze protection, corrosion inhibitor level and engine operating
temperature. Inspect hoses and replace if cracked, swollen or deteriorated. Tighten hose
clamps. Clean outside of radiator and air conditioning condenser. Wash radiator filler can and
neck. To help ensure proper operation, a pressure test of both the cooling system and cap is
also recommended. Click here to learn more. Download Corvette Dealers Sales Brochure.
Corvettes For Sale. Submit News. Share Tweet. Corvette Generation. C4 Corvette. Ground
Clearance 4. See all results. This website uses cookies to ensure you get the best experience on
our website. By continuing to use this site you agree to these cookies. Learn More. Okay,
thanks. Fiberglass body, unibody construction with partial, front frame including both steel and
stainless steel components. Single fiberglass composite mono-leaf transverse spring with
unequal-length aluminum control arms and stabilizer bar. Make of Car. Check Digit.

