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Quick Links Download this manual. Table of Contents. Automobile Chrysler Specification 8
pages. It is supplemented by a Warranty Information Booklet and various customer oriented
documents. You are urged to read these publications carefully. If you do not read this entire
manual you may miss important information. Page 9 Airbag System Components These
numbers can be used to order duplicate keys from your dealer. Ask your dealer for these
numbers and keep them in a safe place. Page Automatic Transaxle Ignition Interlock System
ignition cylinder to warn you that this safety feature is inoperable. The engine can be started
and stopped but the key cannot be removed until you obtain service. NOTE: The power window
switches, radio, and power outlets, will remain active for up to 45 seconds after the ignition
switch has been turned off. You can insert the key with either side up. To lock the door, turn the
key rearward, to unlock the door, turn the key forward. Cell phones, pagers, or other RF
electronics will not cause interference with this system. Insert a blank Sentry Key into the
ignition switch and turn the ignition switch ON within 60 seconds. After 10 seconds a single
chime will sound. The Theft Alarm Light will stop flashing, turn on for 3 seconds; then turn off.
The new Sentry Key has been programmed. Page To Disarm The System 3. The indicator light in
the instrument cluster will flash rapidly for 16 seconds. This shows that the system is arming.
During this period, if a door is opened, the ignition switch is turned ON, or the power door locks
are unlocked in any manner, the system will automatically disarm. The transmitter need not be
pointed at the vehicle to activate the system. Press and hold the LOCK button on a programmed
key fob. Lowering the front win- dows using the key fob is a two step operation: 1. Press the
unlock button once. Opening a door with the Security Alarm activated will cause the alarm to
sound. Remove and replace the batteries. Avoid touching the new batteries with your fingers.
Skin oils may cause battery deterioration. If you touch a battery, clean it with rubbing alcohol.
To assemble the transmitter case, snap the two halves together. If the plunger is down when the
door is closed, the door will lock. An unlocked vehicle is an invitation to thieves. Always remove
the key from the ignition and lock all of the doors when leaving the vehicle unattended. Power
Door Locks A door lock switch is located on the driver and passenger door panel. Depress the
power door lock switch to lock the doors. A single chime will indicate the completion of the
programming. Avoid trapping anyone in a vehicle in a collision. Remember that the rear doors
can only be opened from the outside when the child protection locks are engaged. To cancel the
Auto Down movement, operate the switch either in the up or down direction and release the
switch. Page Reset Express Up Reset Express Up Any time the vehicle battery is disconnected,
or goes dead, the auto-up function will be disabled. To reactivate the auto-up feature, pull the
window switch up to close the window completely and continue to hold the switch up for an
additional two seconds after the window is closed. The odometer display will reappear once the
trunk is closed or if the trip button is depressed. In a collision, you and your passengers can
suffer much greater injuries if you are not properly buck- led up. You can strike the interior of
your vehicle or other passengers, or you can be thrown out of the vehicle. Seat belts are
designed to go around the large bones of your body. These are the strongest parts of your body
and can take the forces of a collision the best. The lap portion could ride too high on your body,
possibly causing internal injuries. Always buckle your belt into the buckle nearest you. Your
body could strike the inside sur- faces of the vehicle in a collision, increasing head and neck
injury. A belt worn under the arm can cause internal injuries. Page Adjustable Upper Shoulder
Belt Anchorage Adjustable Upper Shoulder Belt Anchorage In the front seat, the shoulder belt
can be adjusted upward or downward to position the belt away from your neck. Push anchorage
button to release the anchor- age, and move it up or down to the position that serves you best.
Allow the belt to retract. As the belt retracts, you will hear a clicking sound. This indicates the
safety belt is now in the automatic locking mode. Belt Alert Programming BeltAlert can be
enabled or disabled by your authorized dealer or by following these steps: NOTE: The following
steps must occur within the first 60 seconds of the ignition switch being turned to the ON The
front airbags have a multistage inflator design. This may allow the airbag to have different rates
of inflation that are based on collision severity and occupant size. This vehicle may also be
equipped with window bags to protect the driver, front, and rear passengers sitting next to a
window. This system provides output appro- priate to the level of crash severity as determined
by the Occupant Restraint Controller ORC and the impact sensors at the front of the car. Each
bag deploys independently, that is a left side impact deploys the left bag only and a right-side
impact deploys only the right bag. The system includes sensors adjacent to both front and rear
seat occupants that are calibrated to deploy during an impact severe enough to require airbag
occupant protection. Page 45 Airbags inflate in moderate to high speed impacts. Along with
seat belts and pretensioners, front airbags work with the knee bolsters to provide improved
protection for the driver and front passenger. Side airbags also work with seat belts to improve
occupant protection. The seat belts are designed to protect you in many types of collisions. All

occupants should wear their lap and shoulder belts properly. The driver and front passenger
seats should be moved back as far as practical to allow the front airbags room to inflate. The
ORC determines if a frontal collision is severe enough to require the airbags to inflate. Based on
the sensor signals, a central electronic Occupant Restraint Controller ORC deploys the front
airbags, side inflat- able airbag curtains, seat-mounted side Thorax airbags, If the light does not
come on, stays on after you start the vehicle, or if it comes on as you drive, have the airbag
system checked right away. If you are involved in another collision, the airbags will not be in
place to protect you. Deployed airbags and seat belt pretensioners cannot protect you in
another collision. Have the airbags, seat belt pretensioners, and the front passenger seat belt
retractor assembly, replaced by an authorized dealer as soon as possible. Do not attempt to
modify any part of your advanced airbag system. The airbag may inflate accidentally or may not
function properly if modifications are made. Take your vehicle to an authorized dealer for any
advanced airbag system service. Page 53 NOTE: 1. A near-deployment event occurs when the
airbag sensor detects severe vehicle deceleration usually indica- tive of a crash, but not severe
enough to warrant airbag deployment. Under certain circumstances, EDR data may not be
recorded e. In conjunction with other data gathered during a com- plete accident investigation,
the electronic data may be used by DaimlerChrysler Corporation and others to learn Page 55
Infants And Small Children There are different sizes and types of restraints for children from
newborn size to the child almost large enough for an adult safety belt. Use the restraint that is
correct for your child. It could come loose in a collision. The child could be badly injured or
killed. Page 59 NOTE: When using the LATCH attaching system to install a child restraint,
please ensure that all seat belts not being used for occupant restraints are stowed and out of
reach of children. It is recommended that before installing the child restraint, buckle the seat
belt so the seat belt is tucked behind the child restraint and out of reach. Next, attach the lower
hooks or connectors over the top of the seat cover material. Route the tether strap to provide
the most direct path for the strap between the anchor and the child seat. The cinching latch
plate will keep the belt tight; however, any seat belt system will loosen with time, so check the
belt occasionally, and pull it tight if necessary. This should be considered as a normal part of
the break-in and not interpreted as an indication of difficulty. If the LED is not lit during starting,
have it checked. If the light stays on or comes on while driving, have the system checked by an
authorized dealer. Defroster Check operation by selecting the defrost mode and place the
blower control on high speed. A two-point pivot system allows for horizontal and vertical mirror
adjustment. Adjusting Manual Rear View Mirror Annoying headlight glare can be reduced by
moving the small control under the mirror to the night position toward rear of vehicle. To avoid
damage to the mirror during cleaning, never spray any cleaning solution directly onto the
mirror. Apply the solution onto a clean cloth and wipe the mirror clean. See Each language has
a separate name phone book accessible only in that language. If your cellular phone supports a
different profile e. You can enter any four-digit pin number. The number will appear in the
display of certain radios. Check with your cellular service provider for the features that you
have. The number dialed may not be applicable with the available cellular service and area. Pull
the bar up to move the seat to the desired position. Manual Seat Adjuster After releasing the
adjusting bar, apply forward and rearward body pressure to be sure the seat is latched. Page 97
Reclining Bucket Seats The recliner control is on the side of the seat. To recline, lean forward
slightly before lifting the lever, then lean back to the desired position and release the lever. Lean
forward and lift the lever to return the seatback to its normal position. Turn the control lever
downward to increase and upward to decrease the desired amount of lumbar support. Do not
place any article under a power seat as it may cause damage to the seat controls. Persons who
are unable to feel pain to the skin because of advanced age, chronic illness, diabetes, spinal
cord injury, medication, alcohol use, exhaus- tion or other physical condition must exercise
care when using the seat heater. Seat Back Fold Forward The hard seatback features a work
surface and a molded rim for retaining items stored on the seat back panel. Page Adjustable
Head Restraints Adjustable Head Restraints Head restraints can reduce the risk of whiplash
injury in the event of impact from the rear. Adjust the restraints so that the upper edge is as
high as practical. To raise, pull up on the head restraint. To lower, depress the button on the
post guide and push down on the head restraint. The rear cargo area of the vehicle with the rear
seatbacks in the locked-up or folded down position should not be used as a play area by
children. They could be seriously injured in an accident. Children should be seated and using
the proper restraint system. First pull the hood release lever located under the left side of the
instrument panel. Place the upper end of the prop rod in the hole on the left underside of the
hood. Hood Prop Rod Hole Location Before closing the hood, make sure to stow the prop rod in
its proper location. Page Multi-Function Control Lever To protect the battery, the interior lights
will turn off automatically 10 minutes after the ignition switch is moved to the LOCK position.

This will occur if the interior lights were switched on manually or are on because a door is open.
This includes the glove box light, but not the trunk light. You can signal a lane change by
moving the lever partially up or down without moving beyond the detent. The lever is located on
the right side of the steering column. As long as the lever is held down, the wipers will continue
to operate. Page Windshield Wiper Operation Windshield Wiper Operation Turn to the second
detent for low wiper speed and the third detent for high wiper speed. Wiper Control Speed
Sensitive Intermittent Wiper System Use the intermittent wiper when weather conditions make a
single wiping cycle, with a variable pause be- tween cycles, desirable. It also allows you to
lengthen or shorten the steering column. The speed control lever is located on the right side of
the steering wheel. When the pedal is released, the vehicle will return to the set speed. A slight
speed change on moderate hills is normal. This will allow for quicker training and accu- rate
transmission of the radio-frequency signal. If your garage door opener located in the garage is
equipped with an antenna, make sure that the antenna is hanging straight down. The indicator
light in the Universal Transceiver will begin to flash, first slowly and then rapidly. The rapid
flashing indicates successful programming. If after 90 seconds the indicator light does not flash
rapidly or goes out, return to step 1 and repeat the procedure. To train the other buttons, repeat
steps 3 and 4. Some garage door openers may require you to do this procedure a third time to
complete the training. Press and hold the Universal Transceiver button to be reprogrammed. Do
not release until step 4 has been completed. When the indicator light begins to flash slowly after
20 seconds , position the hand held transmitter one to three inches away from the button to be
trained. People or pets could be seriously or fatally injured. The sunroof will open fully, then
stop automatically. During this opera- tion, any release of the sunroof switch will stop the
sunroof. However, the sunshade will open automatically as the sunroof opens. NOTE: The
sunshade cannot be closed if the sunroof is open. Wind Buffeting Wind buffeting can be
described as the perception of pressure on the ears or a helicopter type sound in the ears. Both
of the outlets are protected by a fuse. This outlet can power cell phones, electronics, and other
low power devices. If your vehicle is equipped with the heated and cooled cup holder, locate the
cup holder ash receiver in the forward cup holder. The optional ash receiver also comes with a
cigar lighter. You may use the power outlet, located in the instrument panel below the climate
control knob, or in the bottom of the console compartment, for this cigar lighter. Two cup
holders, each of which can accommodate large sized fast food beverage containers. A one
piece cup holder insert for both cavities can easily be removed for cleaning. If containers of hot
liquid are placed in the bottle holder, they can spill when the door is closed, burning the
occupants. Fuel Gauge When the ignition switch is in the ON position, the pointer will show the
level of fuel remaining in the fuel tank. Low Fuel Light When the fuel level drops to 2 gallons, the
fuel symbol will light and a single chime will sound. Charging System Light This light shows the
status of the electrical charging system. Page The light does not show the quantity of oil in the
engine. This can be determined using the procedure shown in Section 7. Engine Temperature
Warning Light This light warns of an overheated engine con- dition. If the engine is critically hot,
a warning chime will sound 10 times. The flash cycle will repeat every ten minutes or until the
fault condition is removed and reset. Page trip odometer, display the desired trip odometer to
be reset then push and hold the button until the display resets approximately 2 seconds. If a
problem is detected, the light will come on while the engine is running. If the light remains lit
with the engine running your vehicle will usually be drivable and not need towing, however see
your dealer for service as soon as pos The light will remain on until the cause is corrected.
NOTE: The light may flash momentarily during sharp cornering maneuvers which change fluid
level condi- tions. It is located in the lower left part of the cluster below the fuel and engine temperature gauge. Page is calibrated. The compass will now function normally. Manual Compass
Calibration If the compass appears erratic, inaccurate, or abnormal, you may wish to calibrate
the compass manually. When enabled, the EVIC displays the name of the approaching road at
the top of the screen, followed by an arrow to indicate the direction to turn the vehicle, and a
count down to indicate the distance to the turn. Page Setting The Analog Clock Key-Off Power
Display When this feature is selected, the power window switches, radio, handsâ€”free system
if equipped , power sunroof if equipped , and power outlets will remain active for up to 10
minutes after the ignition switch is turned off. Opening a vehicle door will cancel this feature.
Page Electrical Disturbances Electrical Disturbances Radio waves may pick up electrical
disturbances during transmission. They mainly affect the wave amplitude, and thus remain a
part of the AM reception. They interfere very little with the frequency variations that carry the FM
signal. AM Reception AM sound is based on wave amplitude, so AM reception can be disrupted
by such things as lightning, power lines and neon signs. Page 3. After the hours are adjusted,
press the right side TUNE control knob to set the minutes. The minutes will begin to blink.
Adjust the minutes using the right side TUNE control knob. Press the TUNE control knob to

save time change. Pressing the Music Type button or turning the TUNE control knob within 5
seconds will allow the program format type to be selected. Many radio stations do not currently
broadcast Music Type informa- tion. Page If a preset button is activated while in the Music Type
Program Type mode, the Music Type mode will be exited and the radio will tune to the preset
station. Press the TUNE control knob again to save changes. Page Aspect Ratio â€” If Equipped
Selecting this item will allow the user to choose between wide screen, pan scan, and letter box.
Page Eject Button â€” Ejecting Compact Disc s Press the eject button and the push-button with
the corresponding number where the CD was loaded and the disc will unload and move to the
entrance for easy removal. In addition, variable bit rates VBR are also supported. Scrolling up or
down the list is done by turning the TUNE control knob. Selecting a folder by pressing the TUNE
control knob will begin playing the files contained in that folder or the next folder in sequence if
the selection does not contain playable files. The time of day will be displayed for 5 seconds. To
stop the search, press SCAN a second time. The use of other sized discs may damage the CD
player mechanism. These labels can peel away and jam the player mechanism. The RW Reverse
button works in a similar manner. Multisession discs may contain combinations of normal CD
audio tracks and computer files including MP3 files. If the medium contains a lot of folders or
files, the radio will take more time to start playing the MP3 files. Changing Daylight Savings
Time 1. Page remain tuned to the new channel until you make another selection. Holding either
button will bypass channels without stopping until you release it. The symbol SET 1 will now
show in the display window. Select the button you wish to lock onto this channel and press and
release that button. The screen features brightness control for optimum day- time and nighttime
viewing. Page Radio Operation The button located in the center of the right hand control will
switch modes to Radio or CD. The left hand control is a rocker type switch with a push button in
the center. The function of the left hand control is different depending on which mode you are
in. Do not store the disc where temperatures may become too high. The controls are located on
the instrument panel, below the radio. Page The instrument panel features four airflow registers.
Two registers are located on the outer ends of the instrument panel and two are located in the
center of the instrument panel. These registers can be fully closed to partially block airflow, and
they can be adjusted to direct airflow where the occupant desires. You can select either a
primary mode, as identified by the symbols, or a blend of two of these modes. Page This
dehumidifies the air to help dry the windshield. To improve fuel economy, use these modes only
when necessary. Recirculation Control Use this button to choose be- tween outside air intake or
recirculation of the air inside the vehicle. A lamp will illu- minate when you are in recir- culate
mode. A lamp will illuminate when the Air Con- ditioning System is engaged NOTE: The air
conditioning compressor will not en- gage until the engine has been running for about 10
seconds. Page Operation of the system is quite simple. Dial in the temperature you would like
the system to maintain by rotating the Temperature Control knob. This indicates that the system
is in AUTO mode and request- ing the air conditioning is not necessary. The Recirculation mode
is not allowed in the Mix and Defrost modes to improve window clearing operation.
Recirculation will be disabled automatically if these modes are selected. Page Operating Tips
The operator can override the AUTO mode setting to change airflow distribution by rotating the
Mode Control knob on the right to one of the following positions. Panel Mode Air is directed
through the outlets in the instrument panel. These outlets can be adjusted to direct air flow.
Bi-Level Mode Air is directed through the panel and floor outlets. A light in the button will
illuminate to indicate the rear window defroster is ON. Page General Information Make sure all
occupants have securely fastened their seat belts. Never leave children alone in a vehicle.
Leaving children in a vehicle unattended is dangerous for a number of reasons. Do not attempt
to push or tow your vehicle to get it started. Page After Starting engine is flooded. Never pour
fuel or other flammable liquid into the throttle body air inlet opening in an attempt to start the
vehicle. Always depress the brake pedal first, before moving the gear selector out of PARK.
NOTE: Even if the transaxle can be reset, it is recom- mended that you visit a dealer at your
earliest possible convenience. The transaxle will operate normally in First, Second and Third
while in this range. Page Autostick Operation AutoStick Operation By placing the selector lever
one shift level below the D position, it can be moved from side to side. This allows the driver to
select a higher or lower range of gears. Page Brake System NOTE: When parking on a hill, it is
important to set the parking brake before placing the gear selector in Park, otherwise the load
on the automatic transaxle locking mechanism may make it difficult to move the selector out of
Park. As an added precaution, turn the front wheels toward the curb on a downhill grade and
away from the curb on a uphill grade. This will be evident by increased pedal travel during
application and greater pedal force required to slow or stop. ABS-inducing conditions can include ice, snow, gravel, bumps, railroad tracks, loose debris, or panic stops. All systems work
together to enhance vehicle stability and control in various driving conditions and are

commonly referred to as ESP. In the Partial ESP mode, the engine torque reduction and stability
features are desensitized. Therefore, the enhanced vehicle stability offered by ESP is
unavailable. The system will provide mechanical steering capability if power assist is lost. If for
some reason the power assist is interrupted, it will still be possible to steer your vehicle. This
phenomenon occurs when there is a difference in the surface traction under the front driving
wheels. Tires with white sidewalls will have the full TIN including date code located on the white
sidewall side of the tire. Page 6. If your vehicle will be towing a trailer, load from your trailer will
be transferred to your vehicle. Consult this manual to determine how this reduces the available
cargo and luggage load capacity of your vehicle. Overloading of your tires is dangerous.
Overloading can cause tire failure, affect vehicle handling, and increase your stopping distance.
Use tires of the recommended load capacity for your vehicle. Never overload them. Economyâ€”
Improper inflation pressures can cause uneven wear patterns to develop across the tire tread.
These abnormal wear patterns will reduce tread life resulting in a need for earlier tire
replacement. Under inflation, also increases tire rolling resistance and results in higher fuel
consump- tion. After inspecting or adjusting the tire pressure, al- ways reinstall the valve stem
cap if equipped. This will prevent moisture and dirt from entering the valve stem, which could
damage the valve stem. High speed driving with your vehicle under maxi- mum load is
dangerous. The added strain on your tires could cause them to fail. You could have a serious
accident. Prolonged use of limited use spare, or an incorrect tire size on either front wheel, may
damage transaxle differential and result in loss of vehicle mobility. Do not install a wheel cover
or attempt to mount a conventional tire on the compact spare wheel, since the wheel is
designed specifically for the compact spare. Prolonged use of limited use spare, or incorrect
tire size of front wheel, may damage the transaxle dif- ferential and result in loss of vehicle
mobility and could result in loss of vehicle control. Tires and spare tire should be replaced after
six years, regardless of the remaining tread. Failure to follow this warning can result in sudden
tire failure. Some combina- tions of unapproved tires and wheels may change suspension
dimensions and performance charac- teristics, resulting in changes to steering, han- dling, and
braking of your vehicle. The TPMS has been optimized for the original equipment tires and
wheels. TPMS pressures have been established for the tire size equipped on your vehicle.
Aftermarket wheels can cause sensor damage. Tire Rotation Recommendations Tires on the
front and rear axles of vehicles operate at different loads and perform different steering, driving
and braking functions. Page Fuel Requirements with the ap- propriate octane rating for your
engine before consider- ing service for the vehicle. Over 40 automobile manufacturers around
the world have issued and endorsed consistent gasoline specifica- tions the World Wide Fuel
Charter, WWFC which Reformulated gasolines contain oxygenates, and are spe- cifically
blended to reduce vehicle emissions and im- prove air quality. The manufacturer supports the
use of reformulated gaso- lines. Page Carbon Monoxide Warnings Fuel system damage or
vehicle performance problems resulting from the use of such fuels or additives is not the
responsibility of the manufacturer. NOTE: Intentional tampering with emissions control systems
can result in civil penalties being assessed against you. Carbon monoxide CO in exhaust gases
is deadly. Only vehicles with the E fuel filler door label can operate on E Ethanol vapors are
extremely flammable and could cause serious personal injury. If the gas cap is lost or damaged,
be sure the replacement cap is for use with this vehicle. Damage to the fuel system or emission
control system could result from using an improper fuel tank filler tube cap gas cap. A poorly
fitting cap could let impurities into the fuel system. A poorly fitting gas cap may cause the
Malfunction Indicator Light to turn on. This is an indication that cap is properly tightened. If the
gas cap is not tighten properly, the Malfunction Indicator Light will come on. Be sure the gas
cap is tightened every time the vehicle is refueled. Loading To load your vehicle properly, first
figure out its empty weight, axle by axle and side by side. Store heavier items down low and be
sure you distribute their weight as evenly as possible. Before towing a trailer carefully re- view
this information to tow your load as efficiently and safely as possible. Note that GCWR ratings
in- clude a lbs 68 kg allowance for the presence of a driver. Page Trailer Hitch Classification
Section in this manual. Towing a trailer with a larger than recommended frontal area could
cause the engine to overheat or cause severe engine damage under extreme condi- tions. Page
Towing Requirements must be considered as part of the total load on your vehicle. Refer to the
Tire and Loading Information plac- ard in the Tire Safety Information Section of this manual for
the maximum combined weight of occupants and cargo for your vehicle. Incorrect tongue
weight could result in increased yaw or vehicle instability. Improper towing can lead to an injury
accident. Follow these guidelines to make your trailer towing as safe as possible: Make certain
that the load is secured in the trailer and will not shift during travel. When trailering cargo that is
not fully secured, dynamic load shifts can occur that may be difficult for the driver to control.
Refer to the Tiresâ€”General Information section of this manual on Tire Pressures for proper tire

inflation procedures. It can overload your brake sys- tem and cause it to fail. You might not have
brakes when you need them and could have an accident. Towing any trailer will increase your
stopping dis- tance. Page Towing Tips 7- Pin Connector Towing Tips Before setting out on a
trip, practice turning, stopping and backing the trailer in an area away from heavy traffic. Make
sure all trailer and vehicle lights are working properly â€” including hazard flashers. Depress
the switch and both cluster indicators and all front and rear directional signals will flash.
Depress the switch again to turn Hazard Warning Flashers off. Page Engine Oil Overheating - 2.
If your air conditioner is on, turn it off. The vehicle could slip off the jack and fall on you. You
could be crushed. Never put any part of your body under a vehicle that is on a jack. Turn OFF
the ignition. Do not attempt to change a tire on the side of the vehicle close to moving traffic.
Remove the scissors jack and lug wrench from the spare wheel as an assembly. Turn the jack
screw to the left to loosen the lug wrench, and remove the wrench from the jack assembly. Do
not attempt to raise the vehicle by jacking on locations other than those indicated in step 3.
There are two front jacking locations and two rear jacking locations on each side of the body.
The front locations are outlined by two triangular cutouts, the rear ones by two rectangular
cutouts. To avoid possible personal injury, handle the wheel covers with care to avoid contact
with any sharp edges. NOTE: The wheel cover is held on the wheel by the wheel nuts. When
reinstalling original wheel, properly align the wheel cover to the valve stem, place the wheel
cover onto the wheel, then install the wheel nuts. The battery is stored between the left front
head lamp assembly and the left front wheel splash shield. Access is through the splash shield.
Page 1. Wear eye protection and remove any metal jewelry such as watch bands or bracelets
that might make an inadvertent electrical contact. When boosting from a battery in another
vehicle, park that vehicle within booster cable reach but without letting the vehicles touch. Start
the engine in the vehicle that has the booster battery, let the engine idle a few minutes, then
start the engine in the vehicle with the discharged battery. Fast spinning tires can be
dangerous. Forces gener- ated by excessive wheel speeds may cause axle, tire damage or
failure. A tire could explode and injure someone. Page 2. This system monitors the performance
of the emissions, engine, and automatic transmission control systems. When these systems are
operating properly, your vehicle will provide excellent performance and fuel economy, as well
as engine emis- sions well within current government regulations. Resolving the problem will
turn the MIL light off. The MIL will not flash at all and will remain fully illuminated until you turn
off the ignition key or start the engine. You can be badly injured working on or around a motor
vehicle. Only do service work for which you have the knowledge and the proper equipment. If
you have any doubt about your ability to perform a service job, take your vehicle to a competent
me- chanic. Maintain the oil level between the range markings on the dipstick. Page Spark Plugs
Synthetic Engine Oils There are a number of engine oils being promoted as either synthetic or
semi-synthetic. Leaded gasoline will destroy the effectiveness of the catalyst as an emission
control device. Under normal operating conditions, the catalytic con- verter will not require
maintenance. However, it is im- portant to keep the engine properly tuned to assure proper
catalyst operation and prevent possible catalyst damage. Crankcase Emission Control System
Proper operation of this system depends on freedom from sticking or plugging due to deposits.
As vehicle mileage builds up, the PCV valve and passages may accumulate deposits. NOTE:
The battery is stored in a compartment behind the left front fender and is accessible without
removing the tire and wheel. Remote battery terminals are located in the engine compartment
for jump starting. It is essential when replacing the cables on the battery that the positive cable
is attached to the positive post and the negative cable is attached to the negative post. Cable
clamps should be tight on the terminal posts and free of corrosion. How- ever, the manufacturer
recommends that air conditioning service be performed by dealers or other service facilities
using recovery and recycling equipment. Page Body Lubrication Body Lubrication Locks and all
body pivot points, including such items as seat tracks, doors, liftgate and hood hinges, should
be lubricated periodically to assure quiet, easy operation and to protect against rust and wear.
Prior to the appli- cation of any lubricant, the parts concerned should be wiped clean to remove
dust and grit; Install the new blade assembly onto the wiper arm tip until it locks in place. NOTE:
Always refer to the wiper blade packaging for specific installation instructions. Many wiper
blade re- placements fit multiple vehicles. Windshield Washer Reservoir The washer fluid
reservoir is located engine compart- ment and should be checked for fluid level at regular The
fan is temperature controlled and can start at any time the ignition switch is in the ON position.
Mixing of coolants other than specified HOAT en- gine coolants, may result in engine damage
and may decrease corrosion protection. If a non-HOAT cool- ant is introduced into the cooling
system in an emergency, it should be replaced with the specified coolant as soon as possible.
NOTE: Mixing coolant types will decrease the life of the engine coolant and will require more
frequent coolant changes. If ingested by a child, contact a physician immediately. Clean up any

ground spills immediately. Coolant Level 4 Cylinder Engines â€” the coolant bottle provides a
quick visual method for determining that the coolant level is adequate. Suggested service
intervals can be found in the Mainte- nance Section. Riding the brakes can lead to brake failure
and possibly an accident. Worn brake hoses can burst and cause brake failure. You could have
an accident. If you see any signs of cracking, scuffing, or worn spots, have the brake hoses
replaced immediately. Brake Master Cylinder The fluid level in the master cylinder should be
checked when performing under hood services, or immediately if the brake system warning
lamp is on. All automatic transaxles with the exception of the trans- axle with the 3. Page
Appearance Care And Protection From Corrosion If the fluid level indicates low, add sufficient
fluid to bring to the proper level. Do not overfill. Dirt and water in the transaxle can cause
serious damage. To prevent dirt and water from entering the transaxle after checking or replenishing fluid, make certain that the dipstick cap is re-seated properly. Always wash your ve- hicle
in the shade using Mopar Car Wash or a mild car wash soap, and rinse the panels completely
with clear water. Your dealer has touch up paint to match the color of your vehicle. Wheel and
Wheel Trim Care All wheels and wheel trim, especially aluminum and chrome plated wheels
should be cleaned regularly with a mild soap and water to prevent corrosion. Page Cleaning The
Center Console Cup Holders Plastic is not as scratch resistant as glass and therefore different
lens cleaning procedures must be followed. To minimize the possibility of scratching the lenses
and reducing light output, avoid wiping with a dry cloth. To remove road dirt, wash with a mild
soap solution fol- lowed by rinsing. This center contains cartridge fuses and mini fuses. A label
that identifies each component may be printed on the inside of the cover. Open the hood and
remove the two head lamp mount- ing screws. Remove the push-in fasteners by prying under
the head of the fasteners with a flat bladed tool. Do not touch the new bulb with your fingers. Oil
contamination will severely shorten bulb life. If the bulb comes in contact with any oily surface,
clean the bulb with rubbing alcohol. The turn signal, brake and tail lamps are located in the rear
corner body panel housing. The back up and tail lamps are located in the trunk lid housing.
Remove the two plastic wing nuts from the tail lamp housing. Location Plastic Wing Nuts 3.
Grasp the tail lamp and pull firmly outward pushing gently on the studs from inside to
disengage the lamp housing. Twist and remove socket from lamp. Remove two retaining screws
holding the lamp lens in place. Gently pry the lens loose. Pull bulb from socket, replace and
reattach the lamp lens with the two retaining screws. Use only recommended brake fluids.
These, and all other maintenance services included in this manual, should be done to provide
best vehicle performance and reliability. Inspect engine air cleaner filter, replace if neces- sary.
Rotate tires. Check spare tire for proper pressure and correct stowage. Replace the air cleaner
filter. Inspect brake linings. Replace Spark Plugs: 2. Page Miles Kilometers Change engine oil
and oil filter, or at 3 months, whichever comes first. Replace engine air cleaner filter. Change
Automatic Transaxle Fluid and Filter. Flush and replace engine coolant at 60 months, if not
replaced at , miles km. Page Miles Kilometers [Months] Change engine oil and oil filter. Flush
and replace engine coolant, , miles km if not done at 60, miles Replace Spark Plugs: 2. Retain all
re- ceipts. Do only that service work for which you have the knowledge and the right equipment.
Warranty service must be done by an authorized Chrysler, Dodge, or Jeep dealer. We strongly
recommend that you take your vehicle to your selling dealer. They know you and your vehicle
best, and are most concerned that you get prompt and high quality service. They want to know
if you need assistance. Page Warranty Information U. These manuals have been prepared with
the assistance of service and engineering specialists to acquaint you with specific Chrysler
group vehicles. Included are starting, operating, emergency and maintenance pro- cedures as
well as specifications, capabilities and safety tips. Page Treadwear Treadwear The treadwear
grade is a comparative rating based on the wear rate of the tire when tested under controlled
con- ditions on a specified government test course. The temperature grade for this tire is
established for a tire that is properly inflated and not overloaded. Excessive speed, under
inflation, or excessive load- ing, either separately or in combination, can cause heat buildup and
possible tire failure. Page Electrical Power Outlets Page Theft Alarm Security Alarm This manual
is also suitable for: Sebring sedan Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.
Access all the resources you need on the go. Learn More. Join the Dodge Brand in celebrating
freedom a few days early with the reveal of more heart-pounding power and excitement than
ever before. Get to know the full capabilities of your vehicle and how to keep it running strong
with your online vehicle resource center. Don't have your vehicle added? Add it now to start
exploring. Look up everything you need to know about your vehicle, all in one place. Browsing
for information is a breeze with easy-to-follow categories that show you how to make the most
of your driving experience. Discover the capabilities, safety and security features and
technologies your vehicle has to offer, presented in video format. Learn the basics of caring for

your vehicle or explore more advanced options anytime, with videos on demand. Who better to
protect your vehicle than the company who built your vehicle? Have peace of mind knowing
your vehicle is being serviced by factory-trained technicians using certified Mopar parts. Tech
Authority has all the resources you need, from service bulletins to wiring schematics, parts
identification and more. Select a vehicle to explore. Sign in or create an account to receive
access to even more exciting content. July 2 Let Freedom Rev Join the Dodge Brand in
celebrating freedom a few days early with the reveal of more heart-pounding power and
excitement than ever before. Enter the search text. Your Vehicle Resources. Vehicle Information
at Your Fingertips Get to know the full capabilities of your vehicle and how to keep it running
strong with your online vehicle resource center. Select a Vehicle. Manuals and Guides.
Educational Videos. Maintenance Made Easy. Pause Autoplay. We Built it. We Back It. Visit Tech
Authority. Do-It-Yourself Resources. View all fca brands chrysler. Your preferred dealer has
been successfully updated. Continue Cancel. JavaScript seems to be disabled in your browser.
For the best experience on our site, be sure to turn on Javascript in your browser. ZIP Toggle
Nav. Your credit card details are proccessed using the latest encryption software. Do not miss
out on your download. Check your email address is correct. Helena St. Lucia St. Martin St.
Outlying Islands U. Please select a region, state or province. Skip to the end of the images
gallery. Skip to the beginning of the images gallery. If you need a repair manual for your
Chrysler, you've come to the right place. Now you can get your repair manual in a convenient
digital format. Old paper repair manuals just don't compare! This downloadable repair manual
software covers the Chrysler Sebring and is perfect for any do-it-yourselfer. In the dark old days
of auto repair, you
2001 jeep cherokee owners manual
54 engine replacement cost
bobs machine shop jack plate wiring diagram
had to buy a traditional service manual in book format which would retail at a higher cost.
Getting the same information in digital format is so much less expensive and more convenient!
Maybe you need the manual to fix the brakes on your Sebring, or possibly replace some worn
out suspension components. Or you might need to get your engine running, or just do the
required standard maintenance. Whatever the case may be, this repair manual software for the
Chrysler Sebring is just what you need. You will have all the service information you could ever
need for your vehicle. It will help you fix the brakes, engine, suspension, steering, drivetrain,
electrical problems, heat, air conditioning, etc. Anything can be fixed! You can save a lot of
money by working on your own vehicle. You probably already know this, but mechanics charge
a lot. Do it yourself and use this Chrysler Sebring repair manual software to guide the way. It
gives you the manual for your Sebring and it's very easy to use.

