Craftsman dlt 2000 parts diagram

Sears, Roebuck and Co. Back Cover. Warranty service is available free of charge by returning
your Craftsman riding equipment to your nearest Sears Service Center. In-home warranty
service is available but a trip charge will apply. This warranty applies only while this product is
in the United States. In general, fuel should be used within thirty 30 days of its purchase date. A
product is "used for commercial purpose" if is used for any purpose other than single family
household dwellings or in usage where profit is made. War- ranty service is available free of
charge by returning your Craftsman riding equipment to your nearest Sears Service Center.
This warranty applies only while this product is In the United States. This Warranty gives you
specific legal dghts, and you may also have other dghts which may vary from state to state.
Seam, Roebuck and Co. Failure toobserve thefollowing safetyinstructions couldresultin sedous
injuryordeath. If you cannot beck up familiar with the instructions,to operate the slope or if you
feel uneasy on it, de not the machine. Stop machine if anyone Watch for holes, ruts, or bumps.
Uneven enters the area. Choose a low gear so necessary. Always tum off blades, set and
gradual. Do not make sudden parking brake, stop engine, and remove changes in speed or
direction. Avoid startingor stoppingon a slope. Reduced percentage of dding mower. Do net
allow the mower deck to plow leaves or other debds which can cause build- up to occur. Clean
any oil or fuel spillage before operatingor storing the machine. Allow machine to cool hefere
storage. Never equipment in good condition. Check their proper operation regularly. Clean oil or
fuel responsible adult. Repair, if necessary, and down for small children. Frequently corners,
shrubs, trees, or other objects check components and replace with that may obscure vision.
They are flammable use extra caution when servicing them. Adjust and service as required.
Allow engine to cool before refueling. Do not smoke. Stop machine if enter the area. Tall grass
can hide obstacles. Use common sense when disengage blades, shift into reverse towing.
Operate only at the lowest and back down slowly. Tires can lose traction with ally downhill, if
possible. Wash hands after handling. Other states may have similar laws. Should you
experience any problem you cannot easily remedy, please contact a Sears or other qualified
service center. We have competent, well-trained techni- cians and the proper tools to service or
repair this tractor. Please read and retain this manual. The instructionswill enable you to
assemble and maintain your tractor properly. Mower Retainer Springs 2 Flanged. Nose Roller.
Video Cassette Keys Slope Sheet. To ensure safe and proper operation of your tractor all parts
and hardware you assemble must be tightened securely. Use the correct tools as necessary to
insure proper tightness. Review the video cassette before you begin. Standard wrench sizes
you need Nut are listed below. Remove all accessible loose parts and parts cartons from carton.
Remove mower and packing mated- 1. NOTE: If this battery is put into service 4. Check for any
additional loose parts after month and year indicated on label or cartons and remove. Position
steering wheel so cross bars are horizontal left to right and slide onto ateedng wheel adapter, 5.
Tighten knob. Remove adjustment knob and flat 6. Snap steering wheel Insert into center
washer seoudng seat to cardboard of steedng wheel. Remove protective materials from seat to
tractor. Remove the staples in skid that may puncture tires cardboard packing and discard,
where tractor is to roll off skid, 3. Push down on seat to engage 1. Be sure all the above
assembly steps shoulder bolt in slot and pull seat have been completed. Check engine oil level
and fill fuel 5. Pivot seat and pan forward and tank with gasoline. Place freewheel control in
"transmis- washer loosely. Do not tighten. Lower seat into operating position and 4. Sit on seat
in operating position, sit in seat. Slide seat until a comfortable position parking brake. Get off
seat without moving its position. Start the engine, After engine has 9. Raise seat and tighten
adjustment started, move throttle control to Idle knob securely. Seat 7. Release parking brake.
Slowly depress forward ddve pedal and ddve tractor off skid. Apply brake to stop tractor and set
parking brake. Shoulder 10,Turn ignition key to "OFF" position. Flat The gauge wheels are
designed to keep the mower deck in proper position when operating mower. Be sure they are
propedy adjusted to ensure optimum mower performance. Slide gauge wheel bar down into
bracket channel, Be sure that gauge wheel bar aligning boles are on top. For ease of mower to
tractor assem- Operation section for location and bly, raise gauge wheels to highest function of
controls position and retain with clevis pins 1. Press lift lever plunger and raise and spdng
retainers. Be sure tractor is in a well-ventilated area. Be sure the area in front of tractor is clear
of other people and objects. Install belt into electric clutch pulley 1. Place the suspension arms
on between deckmounting bracketsas outward pointing deck pins. Retain shown.
Besuretoposition brackets with double loop retainer spdng with oncorrect side,asshown.
Installhexboltsandlocknutsas 8. Install front plate assembly to tractor shown. Tighten hardware
securely. Position front plate assembly between front mower brackets. NOTE: To assist in
locating hole in flanged pin, the hole in pin is inline with notch on head of pin. Be sure tractoris
on level surfaceand mower Engage belt tension rod by pushing suspension arms are raisedwith
attachment rod into locking bracket. Engage parkingbrake. Cut and remove ties secudng anti-

loaded. Have a tight gdp on rod and sway bar and belts. Swing anti-sway engage slowly.
Connect anti-sway bar to chassis 2. Slide mower under tractor with bracket under left footrest
and retain deflector shield to right side of tractor. If equipped, turn height adjustment routing in
all mower pulley grooves. If equipped, turn height adjustment mower suspension. Raise deck to
highest position. Lower mower linkage with attachment Adjust gauge wheels before operating
lift control. Be sure belt tension rod is in disen- section of this manual. Double Loop Chassis
Bracket. Single Loop Retainer Springs. See "TO completed. Service and Adjustments section of
this J' Battery is propedy prepared and manual. Minimum 1 hour at 6 amps. For See the figures
that are shown for shipping purposes, the tires were replacing motion and mower blade drive
ovednflated at the factory. Verify that the side-to-sideifront-to-rear for best catting belts are
routed correctly. Be sure After you learn how to operate your they are routed propedy around
pulleys tractor, check to see that the brake is and inside all belt keepers. Operate them before
you start the engine. Save this manual for future reference. Our tractors conform to the safety
standards of the Amedcan National Standards Institute. Always wear safety glasses or eye
shields while operating your tractor or performing any adjustments or repairs. We recommend a
wide vision safety mask over spectacles, or standard safety glasses. When engine Ndead. To
eliminate position and hold. Place parking brake lever in "EN- stopping tractor on grass areas.
Do not use to start a warm engine. Slowly push knob in to disengage. With forward drive pedal
depressed to pedals return to neutral position when not desired speed, move cruise control
depressed. The heights are disenqaae attachment clutch control. These without either the entire
grass catcher, on heights are approximate and may vary mowers so equipped, or the deflector
depending upon soil conditions, height of shield in place. For healthier and Position better
looking lawns, mow often and Deflector after moderate growth. Lower mower and adjust mower
to position and engage parking brake. Remove retainer spdng and clevis pin parking brake and
brake pedal. Lower gauge wheels to ground. Raise to slowest setting. Gauge wheels When
pushing or towing your tractor, be should be slightly off the ground. Replace retainer spdng
into clevis pin. Be sure all gauge wheels are in the position. Free wheel control is located at
same setting. Raise attachment lift to highest wheels if you change the cutting height of the
mower deck. Pull freewheel control out and into the slot and release so it is held in the
disengaged position. Use an appropriate means of tying hood to tractor rope, cord, Your tractor
is equipped with an operator etc. Any attempt by the operator to leave the seat with the engine
running and the attachment clutch engaged will shut off the engine. Select desired height of cut.
Start mower blades by engaging attachment clutch control. Do not overfill. Wipe off any
Towonlytheattachments thatare spilled oil or fuel. Do not store, spill or use recommended
byandcomply with gasoline near an open flame. Usecommon sense whentowing. When starting
the engine for the first time Tooheavy ofa load,whileona slope, is or if the engine has run out of
fuel, it will dangerous. Tirescanlosetraction with take extra cranking time to move fuel from
theground andcause youtolosecontrol the tank to the engine. Sit on seat in operating position,
Theengine inyourtractorhasbeen depress brake pedal and set parking shipped,from the factory,
already filled brake. Move throttle control to fast position 2. Pull choke control out for a cold
dipstick;wipe oil off. Reinsert the engine start attempt. For a warm dipstickinto the tube and rest
oil fill engine start attempt the choke control cap on the tube. Do not thread the may not be
needed. If necessary, add oil until cold starting procedures below. Insert key into ignition and
tum key Do not overfill. Use of leaded gasoline will increase carbon and lead oxide 7. When
engine starts, slowly push choke control in until the engine deposits and reduce valve life. Do
not begins to run smoothly. If the engine mix oil with gasoline. Purchase fuel in starts to run
roughly, pull the choke quantities that can be used within 30 control out slightly for a few
seconds days to assure fuel freshness. If the engine does not insure good cold weather
starting. Acidic 7. When engine starts, slowly push gas can damage the fuel system of an choke
control in until the engine engine while in storage. To avoid engine begins to run smoothly.
Continue to problems, the fuel system should be push the choke control in small steps emptied
before storage of 30 days or allowing the engine to accept small longer. Drain the gas tank, start
the engine and let it run until the fuel lines changes in speed and load, until the and carburetor
are empty. Use fresh fuel choke controt is fully in. If the engine starts to run roughly, pull the
choke next season. See Storage Instructionsfor control out slightly for a few seconds additional
information. Never use engine and then continue to push the control or carburetor cleaner
products in the fuel in slowly. This may require an engine tank or permanent damage may
occur. Be sure the tractor is on level ground. Sitting in the tractor seat, start engine. Disengage
parking brake. Allow one minute for transmission to 8. Drive tractor forward for approximately
warm up. This can be done during the five feet then backwards for five feet. This procedure will
discharge away from shrubs, fences, remove any trapped air inside the trans- ddveways, etc.
After one or two mission which may have developed during rounds, mow in the opposite

direction shipping of your bactor. Make first cut relatively high; the 1. Place tractor safely on
level surface second to the desired height. Wet 2. Disengage transmission by placing grass will
plug mower and leave freewheel control in freewheeling undesirable clumps. Regulate ground
speed by Disengage parking brake. Depress forward drive pedal to full mower cutting
performance as well as forward position and hold for five 5 the quality of cut desired. Repeat
this attachment being used. NOTE: Dudng this procedure there will be no movement of drive
wheels. The air is being removed from hydraulic ddve system. Shut- off engine and set perking
brake. To receive full value from the warranty,operator must maintain Front tractoras
instructedin this manual. Wheel Wheel Some adjustments will need to be made Bearing Bearing
Zerk Zerk periodicallyto properly maintain your tractor. All adjustments in the Service and
Adjustments secUonof this manual should Zerks be checked at least once each season. A new
L Check engine oil level. Viscous lubricants will attract 2. Check brake operation. Check tire
pressure. If you feel 4. Check operator presence and they must be lubricated, use only a dry,
intedock systems for proper operation. Check for loose fasteners. Reassemble hex bolt, lock
washer and flat washer in exact order as If tractor requires more than six 6 feet shown. Tighten
bolt securely Ft. Tire sealant also prevents tire dry blade is balanced. An unbalanced blade will
Be sure Mat operator presence and cause excessive vibration and eventual interlocksystems
are working properly. If damage to mower and engine. Do not attempt immediately. When using
a cone bal- disengaged position. The lobes of the center hole may brake should shut off the
engine. If either end of operate unless the operator is in the the blade moves downward,
sharpen seat. For best results mower blades must be Center Hole kept sharp. Replace bent or
damaged blades. Raise mower to highest position to allow access to blades. Remove hex bolt,
lock washer and fiat washer secudng blade. Install new or resharpened blade with Your tractor
has a battery charging system trailing edge up towards deck as which is sufficient for normal
use. How- shown. Do not according to your expected operating attempt to open or remove caps
or covers, temperature. Adding or checking level of electrolyte is not necessary. Remove
terminal guard. Change the oil after every 50 hours of 2. Disconnect BLACK battery cable first
operation or at least once a year if the then RED battery cable and remove tractor is not used for
50 hours in one battery from tractor. Rinse the battery with plain water and Check the crankcase
dl level before dry. Clean terminals and battery cable 8 hours of operation. Coat terminals with
grease or petro- oil level. All oil must meat API manual. Be careful if necessary. The belts are
not adjustable. Unlock drain valve by pushing inward cooling. Do not attempt to clean fan or
transmis- 4. To open, pull out on the drain valve. After oil has drained completely, close
transmission is hot. To prevent possible and lock the drain valve by pushing damage to seals,
do not use high inward and turning clockwise until the pressure water or steam to clean pin is
in the locked position as shown. Refill engine with oil through oil fill clippings and other
materials. To dipsticktube. Pour slowly. Do not prevent damage to seals, do not use overfill.
Insert dipstick into the The transaxle was sealed at the factory tube and rest the oil fill cap on
the and fluid maintenance is not required for tube. Do not thread the cap onto the the life of the
transaxle, Should the tube when taking reading. Tighten cap contact your nearest authorized
service onto the tube securely when finished. Closed 6. Remove nut and cartridge plate.
Reinstall the pra-cleaner cleaned Locked and oiled over the paper cartridge. Position 8. Check
rubber seal for damage and proper position around stud. Replace if necessary. Reassemble air
deaner, cartridge plate, and nut. Cap Reinstall air cleaner cover and secure by tightening knob.
Drain lbbe. Clean with a wire brush or Seal compressed air to remove dirt and stubbem dded
gum fibers. Replace the engine oil filter every season or every other oil change if the tractor is
Every hours of operation more often used more then hours in one year. Clean the cooling fins
Inspect and replace corroded muffler and and external surfaces as necessary. Make spark
arrester if equipped as it could sure the cooling shrouds are reinstalled. Your engine will not run
properly using a dirty air filter. Service paper cartddge every each season. If fuel filter becomes
hours of operation or every season, clogged, obstructing fuel flow to carbure- whichever occurs
first. Service air cleaner more often under 1. With engine cool, remove filter and dusty
conditions. Loosen knob and remove cover. Slide foam pre-cleaner off cartridge. Be sure there
are no fuel line leaks 3. Wash it in liquid detergent and water. Squeeze it dry in a clean cloth.
Allow 4. Immediately wipe up any spilled it to dry. Saturate it in engine oil. Wrap it in clean,
absorbent cloth and squeeze to Clamp remove excess oil. Depress brake pedal fully and set
parking brake. Make sure the blades and all moving parts have completely stopped. Disconnect
spark plug wire from spark plug and place wire where it cannot come in contact with plug.
Remove retainer springs from 1. If equipped, turn height adjustment 8. Lower mower to its
lowest position. Slide mower forward and remove belt 4. Disengage belt tension rod from lock
from electric clutch pulley. Have of tractor. Assembly section of this manual. Remove four
retainer springs from front plate assembly and remove plate. Make sure equal in length. Park

tractor on a level surface. Disengage belt tension rod from lock its highest position. Check
adjustment on right side of tractor. Remove screws from R. Remove any dirt or grass clippings
4. Carefully roll belt off LH. Remove belt from center mandrel surface. Disconnect R. Remove
any dirt or grass which may retainer spring. Carefully roll belt over the top of R. Check
secondary idler arm and idler 8. Remove belt from electric clutch pulley to see that they rotate
freely. Be sure spring is hooked in secondary 9. Remove belt from idler pulleys. Check primary
idler arm and two 9. Install new belt in lower groove of R. Be sure spring is securely hooked to
center mandrel pulley as shown. Carefully roll belt over L. Make sure belt is in all grooves
pmpedy. Install belt in both idlers. Reinstall L. Install new belt onto electric clutch Reinstall
mower to tractor See pulley. Carefully check belt routing making Reassemble mower drive belt
See sure belt is in the grooves correctly. Reconnect R. Reassemble R. Secondary Idler Arm
Engage belt tension rod by pushing Mandrel rod into locking bracket. Spdng Arm BeltTension
R. Suspension If ltactor requires mare than six 6 feet Arm Primary stoppingdistance at high
speed in highest Idler Arm gear on a level dry concrete or paved surface, then brake must he
adjusted. Park the tractoron level surface. Engage 2. Measure distance between brake parking
brake. Remove mower ddve belt See "TO rod. Remove screws from L. Readjust if MENT
necessary. If stopping distance is still Should your transmission require greater than six 6 feet
in highest removal for service or replacement, it gear, further maintenance is neces- should be
purged after reinstallation and sary. Contact your nearest autho- before operating the tractor. If
damage has occurred to affect the front wheel toe- Do Not touch this nut. If further brake in or
camber, contact your nearest Sears adjustment is necessary contact your nearest or other
qualified service canter. Block up axle securely. Remove axle cover, retaining ring and Park the
tractoron level surface. Engage washers to allow wheel removal rear parking brake. For
assistance, there is a wheel contains a square key - Do not belt installation guide decal on
bottom lose. Repair tire and reassemble. Insert square key. Disconnect clutch wire harness.
Replace washers and snap retaining 3. Remove clutch locater. Remove belt from stationary idler
and 5. Replace axle cover. NOTE: To seal tire punctures and prevent 5. Pull belt slack toward
rear of tractor. Tire sealant also prevents tire dry cooling fan blades. Pull belt toward front of
tractor and remove downwards from around electric clutch. Retaining 7. Install new belt by
reversing above Washers procedure. Keep sparks, 4. Install new battery with terminals in flame
and smoking materials away from same position as old battery. Reinstall terminal guard. Always
wear eye protection when around batteries. See bolt and keps nut as shown. The other vehical
must also be a 12 volt 9. Close hood. Do not use your tractor battery to start other vehicles.
Hold lamp assembly by away from fuel tank and battery. Raise hood. BLACK cable first from
chassis and 2. Disconnect hamoss from lamp then from the folly charged battery. RED cable
last from both battedes. Insert new lamp assembly and rotate clockwise to lock. Reconnect
harness to lamp assembly. The fuse holder is located other object to contact both terminals at
behind the dash. Unsnap headlight wire connector. Stand in front of tractor. Grasp hood at 1.
Lift hood to raised position. To replace, reverse above procedure. If adjustment is necessary,
proceed as follows: 1. With engine not running, move choke control located on dash panel to
full choke position. Maintenance, repair, or replacement of 3. Choke should be closed. If it is
not, the emission control devices and sys- loosen casing clamp screw and move tems, which
are being done at the choke cable until choke is completely customers expense, may be
performed closed. Tighten casing clamp screw by any non-road engine repair establishsecurely. Warranty repairs must 4. Reassemble air cleaner. Check adjustment as de- scribed
below before loosening cable. With engine not running, move throttle control lever to fast
position. Check that speed control lever is The carburetor has been present at the against stop
screw. If it is not, loosen factory and adjustment should not be casing clamp screw and pull
throtUe necessary. However, minor adjustment cable until lever is against screw. Move throttle
control lever from slow to tight and then turn out counterclock- fast position. If engine hesitates
or wise 1 tum. Start engine and allow to warm for five Repeat test and continue to adjust, if
minutes. High speed stop is factory adjusted. Idle seeed setting - With throttle control lever in
slow position, engine proper engine speed, Overspeeding the should Idle at RPM. If engine
engine above the factory high speed idles too slow or fast, turn idle speed setting can be
dangerous. If you think the adjusting screw in or out until correct engine-governed high speed
needs idle is attained. Recheck idle speed. Readjust if necessary. Acidic gas can gasoline in the
tank inside a building damage the fuel system of and engine where fumes may reach an open
flame or while in storage. Allow the engine to cool before 1. Drain the fuel tank. Add in the
Maintenance section of this stabilizer to gasoline in fuel tank or manual. Always follow the mix
2. Inspect and replace belts, if necessary ratio found on stabilizer container. Run See belt
replacement instructions in engine at least 10 minutes after adding the Service and Adjustments
section stabilizer to allow the stabilizer to reach of this manual. Do not drain the gas tank 3.

Lubricate as shown in the Mainte- and carburetor if using fuel stabilizer. Be sure that all nuts,
bolts and screws are securely fastened. Inspect moving Drain oil with engine warm and replace
parts for damage, breakage and wear. Remove spark plug s. Pour one ounce of oil through
spark plug hole s into cylinder s. Replace with new spark plug s. Do not use plastic. Plastic
concrete or damp surfaces. Out of fuel 1. Fill fuel tank. Engine flooded. Wait several minutes
before attempting to start. Bad spark plug. Replace spark plug. Dirty air filter, 5. Dirty fuel filter.
Water in fuel. Drain fuel tank and carbure- tor. Loose or damaged widng. Check all widng.
Carburetor out of adjustment. Engine valves out of 10,Contact e Sears or other adjustment,
qualified service center. Hard to start 1. Dirty air filter. Bad spark plug, 2. Weak or dead battery.
Replace fuel filter. Stale or dirty fuel. Drain fuel tank and refill with fresh gasoline. Loose or
damaged wiring. Engine valves out of 8. Contact a Sears or other adjustment. Englnewlllnot 1.
Brake pedal not depressed. Depress brake pedal. Attachment clutch is 2. Disengage attachment
engaged. Recharge or replace battery. Blown fuse. Replace fuse. Corroded battery termlnels.
Clean battery terminals. Check all wiring. Faulty ignition switch. Faulty operator presence 9.
Contact a Sears or other switch es. Engine clicks but 1. Weak or dead battery, 1. Corroded
battery terminals. Loss of power 1. Adjust throttle control. Build-up of grass, leaves 3. Clean
underside of mower continued and trash under mower. Cleardmplece air filter. Faulty spark
plug. Clean and regap or change spark plug. Stale or dirtyfuel. Drain fuel tank and carburetor,
refill tank with fresh gasoline and replace fuel filter. Spark plug wire loose. Connect and tighten
spark plug wire. Lense or damaged widng. Carburetor out of Engine valves out of 15, Contact a
Sears or other adjustment. Excessive 1. Wom, bent or loose blade. Replace blade. Bent blade
mandrel, 2. Replace blade mandrel. Tighten loose part s. Replace damaged parts. Engine
continues 1. Faulty operator-safety 1. Check wiring, switches and torunwhen presence control
system. If not correctec operator leaves contact a Sears or other seat with qualified service
center. Poorcut-uneven 1. Worn, bent or loose blade, 1. Tighten blade bolt. Mower deck not
level. Level mower deck. Buildup of grass, leaves, 3. Clean underside of mower and trash under
mower. Bent blade mandrel, 4. Clogged mower deck vent 5. Clean around mandrels to from
build-up of grass, open vent holes. Mowerbladeswlll 1. Obstruction in clutch 1. Remove
obstruction. Replace mower drive belt, drive belt. Frozen idler pulley. Replace idler pulley.
Frozen blade mandrel. Engine speed too slow. Place throttle control in :llscharge "FAST"
position. Travel speed too fast. Shift to slower speed. Wet grass. Allow grass to dry before
mowing. Check tires for proper air pressure. Worn, bent or loose blade. Buildup of grass,
leavesand 7. Clean underside of mower trash under mower. Mower ddve belt worn. Replace
mower drive belt. Blades improperly installed. Reinstall blades sharp edge down. Improper
blades used. Replace with blades listed in this manual. Clogged mower deck vent 11,Clean
around mandrels to holes from buildup of open vent holes. Headlight s not 1. Switch is "OFF".
Turn switch "ON". Bulb s or lamp s bumed 2. Replace bulb s or Lamp s. If so equipped out.
Faulty light switch. Checldreplace light switch. Check wiring and connec- tions. Bad battery cell
s. Replace battery. Poor cable connections. Checldclean all connec- tions. Faulty regulator i 3.
Replace regulator. Faulty alternator. Replace alternator. Loss of drive 1. Freewheel control In 1.
Place freewheel control in "disengaged" position. Motion ddve belt worn, 2. Replace motion
ddve belt. Purge lransmission. Engine"backfires" 1. Engine throttle control not 1. AJlcomponent
dimensions given In U. Top Lock Cntr. Ox20 4 6 S Connecting Rod Std. Ox34 4 7 S Ring Set Std.
S Ring Set. S Shim, camshaft A. Inches 1 inch : Sx20 4 4 S Spacer, grass screen 6 MS Screw,
hex. Sx2g 4 2 MS Screw, hex. Make turns gradu- ally to prevent tipping or loss of control.
Exercise extreme. For repairof major brand appliancesin your own home Forrepairof
carry-inproductslikevacuums,lawnequipment,and electronics, callfor thenearestSears Pads and
RepairCenter. Open navigation menu. Close suggestions Search Search. User Settings. Skip
carousel. Carousel Previous. Carousel Next. What is Scribd? Craftsman DLT Manual. Uploaded
by cajunhillbilly. Document Information click to expand document information Date uploaded
Mar 19, Did you find this document useful? Is this content inappropriate? Report this Document.
Flag for inappropriate content. Download now. Related titles. Carousel Previous Carousel Next.
Jump to Page. Search inside document. Exercise extreme caution when changing direction on
slopes.. Kevins Small Engine and Tractor Service. Vince Occorso. James Inigo. Jim Krebs. Alan
Gross. Juan Inamillion. Sorescu Radu Vasile. Gepenk Ra Urus. Sasha Love. Garreth Fitzsimon.
Hamid Essarbouti. More From cajunhillbilly. Fine Woodworking - Gluing and Clamping
Strategies. Gavin Hackett. Devin Laporte. Clifford Hubbard. Popular in Vehicle Technology. Ivan
Gonzo Sabo. Icram Ibrahimo. Sheril Chandrabose. Catalin Miler. Emilio Castillo Tamayo. Mehedi
Ehteshum. Marco Olivetto. Registr Registr. Fleancu Cristian. Chaser Mn. Sagar Kumar. Quick
navigation Home. Collapse section Share Share on Facebook, opens a new window Facebook.
Here are the diagrams and repair parts for Craftsman lawn tractor, as well as links to manuals
and error code tables, if available. For DIY troubleshooting advice and repair guides, visit our

repair help section. Showing 10 of parts. Steering assembly Diagram. Ground drive Diagram.
Mower deck Diagram. Electrical Diagram. If the engine won't restart after hitting a stump or
rock, the problem could be a sheared flywheel key. Follow these step-by-step instructions to
replace it. Help your mower run better by replacing the fuel filter during your riding mower's
annual tune-up. Use the advice and tips in these articles and videos to get the most out of your
riding mower or lawn tractor. Model Craftsman lawn tractor. There are a couple of ways to find
the part or diagram you need: Click a diagram to see the parts shown on that diagram. View
engine. Lawn tractor ring clip Part Add to cart. Lawn tractor mandrel bearing Part X. Lawn
tractor push nut Part X. Lawn tractor drag link Part Lawn tractor in deck high-lift blade Part
Lawn tractor interlock switch Part Lawn tractor idler arm return spring Part X. Recommended
maintenance parts and accessories. In Stock. V-Belt Schematic Decal Part Drawbar Decal Part
Choose a symptom to see related riding mower and lawn tractor repairs. View all. Won't move.
Read more. Mower deck vibrates. Leaking oil or gas. Flat tire. Not cutting evenly. Loose
steering. Won't cut grass. Creeps in neutral. Runs rough or misfires. March 1, How to replace
the starter motor on a riding lawn mower. Repair difficulty. How to replace the flywheel key on a
riding lawn mower. January 1, How to replace a riding lawn mower fuel filter. May 1, Riding lawn
mower engine spins but won't start video. How to mow a lawn for healthier grass. How often
and tall you mow your lawn has a big impact on its health. Check out these 3 rules. How to
change the Smart Switch Ignition password on a lawn tractor video. See how to unlock the
factory default start code so you can set your own passcode. Air Compressor. Craftsman air
compressor parts. Bottom-Mount Refrigerator. Shop Kenmore Elite bottom-mount refrigerator
parts. Front-Engine Lawn Tractor. Craftsman front-engine lawn tractor parts. Gas Range.
Kenmore gas range parts. Gas Walk-Behind Mower. Craftsman gas walk-behind mower parts.
Range Hood. Kenmore refrigerator parts. Room Air Conditioner. Kenmore washer parts. Water
Heater. State Water Heater Parts. Need help? Close Start Chat. Skip to main content of over 1,
results for "Craftsman LT Parts". Skip to main search results. Eligible for Free Shipping.
Customer Review. Power Source. From Our Brands. Packaging Option. New Arrivals.
International Shipping. Get it as soon as Sat, Feb Craftsman Replacement Deck Belt. Only 19 left
in stock - order soon. Related searches. N
ly6 vs l96
2002 chevy avalanche manual
2004 f150 radio fuse
eed help? Visit the help section or contact us. Go back to filtering menu. There's a problem
loading this menu right now. Learn more about Amazon Prime. Get free delivery with Amazon
Prime. Back to top. Get to Know Us. Amazon Payment Products. English Choose a language for
shopping. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and
engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.
DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion
Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon Subscription
Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life.

