Ford expedition serpentine belt

A few compatible replacement serpentine accessory or "main drive" belts with their part
numbers include the following: Dayco , Bando 6PK and MotorCraft JK The first step is to open
the hood simply to allow light to enter the engine bay for easier viewing of the belts and pulleys.
Slide under the front bumper cover of the SUV and look behind the radiator to access the belts.
I'll include a labeled belt routing diagram further down on this page. I found it best to also use a
short extension bar on the socket to help prevent from scraping my knuckles against the
pulleys. Rotate the ratchet handle to the right towards the driver side of the engine bay. This will
cause the tensioner arm assembly to rotate towards the left passenger side of the engine and
release the tension on the serpentine accessory belt. Pull Old Belt Off Pulleys Large Crankshaft
Pulley Old Belt Removed While holding the tensioner arm in the released position with one
hand, very carefully use your other hand to slip the old belt off the alternator pulley or any other
pulley that you prefer to start with. Avoid placing your fingers in between the old belt and any of
the pulleys! To replace the smaller and narrower stretch belt for the air conditioning
compressor pulley, follow these steps. First, cut off the old belt with a knife or a pair of strong
scissors. The new belt part number is Motorcraft JKB. Use a cable tie or "zip" tie to secure the
belt to the top of the crankshaft pulley. Note - According to some manufacturers, if a stretch belt
is removed from the engine, it must be replaced with a new one. To install the new serpentine
accessory main drive belt, first wrap it around the crankshaft. A good guideline to keep in mind
is that the ribbed side of the belt should be wrapped around ribbed pulleys and the smooth side
will be placed against smooth pulleys. Route the rest of the belt under the tensioner pulley,
around the coolant water pump pulley and above the idler pulley. Rotate the ratchet or breaker
bar in the counterclockwise direction towards the right driver side of the car when you are
under the vehicle. Hold the tensioner in the released position with one hand while carefully
slipping the last loop of the new belt over the alternator pulley. Avoid placing your fingers in
between the new belt and any of the pulleys! Carefully allow the tensioner arm to move back
into position. Double check that the serpentine belt has been properly routed. If the tensioner
arm was very easy to rotate or the new belt feels loose, you may need to replace the tensioner
assembly. Start the engine and listen carefully for any strange sounds that might indicate a
problem such as a improperly routed belt or a failing pulley bearing. If you do hear any odd
noises, immediately turn off the ignition and double check your work. Be sure to write down the
belt change in your SUV's service records. The owner's manual service interval specification is
to change the serpentine accessory belt every , miles. If you found this guide to be helpful,
please consider making a small donation by clicking on the PayPal. Thank you! Note: I am not a
registered charity. Donations are not tax deductible. Serpentine Accessory Belt. Crankshaft
Pulley. Belt Tensioner Assembly. Release Tensioner Arm. Rotate Ratchet Right. Pull Old Belt Off
Pulleys. Large Crankshaft Pulley. Old Belt Removed. While holding the tensioner arm in the
released position with one hand, very carefully use your other hand to slip the old belt off the
alternator pulley or any other pulley that you prefer to start with. FoMoCo Part Number. Wrap
Belt On Crankshaft. Hold Belt Near Alternator. Check to see if the idler pulley and tensioner
pulley rotate freely. If they are hard to turn, feel notchy or wobbly, the bearings may have worn
out or are failing and the pulleys should be replaced. Hold the last loop of the belt near the
alternator pulley. New Belt Installed. Double Check Routing. Start Engine - Test Belt. Place the
15mm socket on the tensioner pulley. Paul's Travel Pictures is a participant in the Amazon
Services LLC Associates Program, an affiliate advertising program designed to provide a means
for sites to earn advertising fees by advertising and linking to Amazon. Log in or Sign up. Ford
Expedition Forum. This site uses cookies. By continuing to use this site, you are agreeing to
our use of cookies. Learn More. Dec 4, at PM 1. Is this common on a 50k mile expedition? Dec 4,
at PM 2. That belt does need to be replaced every so often but I doubt yours is bad this soon.
Replacing belts is a common up sale from repair shops. I would ask them to show you the
cracks. If it doesn't have clear dry rot you should be ok. If it has moderate to large cracks it may
need to be replaced. If fhe belt is in bad shape and it breaks while your driving, you will be on
the side of the road waiting on a tow truck. Dec 4, at PM 3. I guess I'll have to take a gander at
the belt myself. I currently have about , kms on it. Dec 4, at PM 4. Dice Roll likes this. Dec 5, at
AM 5. The serpentine belt is made from EPDM, unlike the older neoprene belts it is not likely to
crack in the vehicles lifetime. It will wear and may eventually fray. The tech telling you it is
cracked is the first indication that you need to find a better shop. GB19XLT likes this. Dec 5, at
AM 6. As exposed as the belt is on these vehicles with no front skid plate, I can see that junk
could get in there and possibly damage the belt. Yupster Dog likes this. Dec 5, at PM 7. Dec 5, at
PM 8. I had replaced the filter with a new Motorcraft one the week before. Dec 5, at PM 9. I have
replaced belts just to be doing it on older stuff, mainly to have a spare to tuck someplace. Dec 5,
at PM Just for a comparison My wife Sedan has , miles on it and my buddy put new tires on it
and I had him look at the belt. He said the belt looked perfect yet. Crazy to get that kind of

milage on a belt and it still even looks good yet. You must log in or sign up to reply here. Show
Ignored Content. Share This Page Tweet. Your name or email address: Do you already have an
account? No, create an account now. Yes, my password is: Forgot your password? Your
question might be answered by sellers, manufacturers, or customers who bought this product.
Please make sure that you are posting in the form of a question. Please enter a question. Wrap
the measuring tape around the belt until it meets the mark. Hold your finger where the tape
meets the mark and note the distance. Hold 1 end of the string on top of the belt or 1 of the
pulleys. Wrap the string around the pulleys until it meets the other end. Mark the string where it
meets the other end and remove it. Then lay the string flat and measure the distance between
the end and the mark. Pull the hood release inside the cabin of the vehicle. To access the
serpentine belt, you will need to open the hood of the vehicle. Disconnect the battery. You
should always disconnect your battery before starting an automotive project. Locate the
serpentine belt. Depending on the engine in your vehicle, the serpentine belt may be located at
the front of the engine bay, or it may be along one side. There may be engine covers in the way,
so be prepared to remove them if need be. Find the serpentine belt routing diagram. Many cars
come with a sticker in the engine bay that shows exactly how the serpentine belt is supposed to
be routed through the various pulleys on the engine. If your vehicle does not have a sticker, you
will need to find another way to remember how the belt should be run:. Look in the owner's or
service manual for your specific year, make and model vehicle for a diagram. You can also take
a picture of the existing belt with your cell phone to use as a guide when installing the new one.
Use a wrench to relieve the auto tensioner, loosen the bolts in the alternator bracket. As you
loosen the bolts, the tension on the belt will likely move the alternator toward the engine and
relieve the pressure. Then pull the belt off of the pulleys. With the tension relieved from the belt,
pull it off of the pulley that has been placing tension on it, then remove it from the around the
rest of the pulleys on the engine. If the belt is severely damaged, be sure to remove any parts
that may have come off of it as well. Compare the new belt to the old one and make sure it is
right one. Look at the new belt in comparison to the old one to be sure they are the same width
and have the same number of ribs going across the belt horizontally. Route the belt through the
pulleys. Run the new belt through the pulleys in exactly the same way the old one was. Refer to
the belt diagram in your vehicle's owner's manual or the picture you took of the belt before
removing it to guide you. Then apply pressure on the auto tensioner and put the belt over it.
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