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Quick Links. Instrument Cluster. Warning and control lights. Entertainment Systems. Climate
Controls. Heater only. Manual heating and air conditioning. Rear window defroster. Turn signal
control. Bulb replacement. Driver Controls. Steering wheel adjustment. Power windows. Speed
control. Remote audio controls. Locks and Security. Anti-theft system. Owners Guide postfmt.
USA fus. Automobile Ford Fusion Owner's Manual pages. Ford five hundred automobile owner's
manual pages. Ford crown victoria automobile owner's manual pages. Ford motor company
ford mustang owner's guide pages. Ford may change the contents without notice and without
incurring obligation. Page 4: Introduction State of California to cause cancer and birth defects
or other reproductive harm. Please take the time to get well acquainted with your vehicle by
reading this handbook. The more you know and understand about your vehicle, the greater the
safety and pleasure you will derive from driving it. Page 5 kilometers of operation, since these
additives may prevent piston ring seating. See Engine oil in the Maintenance and Specifications
chapter for more information on oil usage. Page 6 In order to properly diagnose and service
your vehicle, Ford Motor Company, Ford of Canada, and service and repair facilities may access
vehicle diagnostic information through a direct connection to your vehicle when diagnosing or
servicing your vehicle. Page 7 To access this information, special equipment must be directly
connected to the recording modules. Ford Motor Company and Ford of Canada do not access
event data recorder information without obtaining consent, unless pursuant to court order or
where required by law enforcement, other government authorities or other third parties acting
with lawful authority. If the light is blinking, engine misfire is occurring which could damage
your catalytic Focus foc Owners Guide postfmt USA fus Page 11 Normal braking is still
functional unless the brake warning light also is illuminated. Page 12 Upshift if equipped : To
maximize fuel economy, this light illuminates when the manual transmission should be shifted
to the next highest gear. Refer to the Driving chapter for more information. Never remove the
coolant reservoir cap while the engine is running or hot. The fuel gauge may vary slightly when
the vehicle is in motion or on a grade. Refer to Filling the tank in the Maintenance and
Specifications chapter for more information. Repeat: Available only in CD mode. Press to repeat
the current CD track. CD eject: Press to eject a CD. Aux: Press to access the Auxiliary mode.
Page 22 CD tracks. Press again to stop scan function. Seek down: Press for previous strong
station or CD track. Press and hold for continuous seek functionality. Page 24 Due to technical
incompatibility, certain recordable and re-recordable compact discs may not function correctly
when used in Ford CD players. Irregular shaped CDs, CDs with a scratch protection film
attached, and CDs with homemade paper adhesive labels should not be inserted into the CD
player. Fan speed adjustment: Controls the volume of air circulated in the cabin. Rear defroster
if equipped : Refer to Rear window defroster in this chapter. Page Rear Window Defroster This
may cause damage to the heated grid lines and will not be covered by your warranty. Failure to
activate your headlamps under these conditions may result in a collision. Page 30 a piece of
masking tape works well. Turn on the low beam headlamps to illuminate the wall or screen and
open the hood. When the dome lamp switch is in the off position, it will not illuminate when you
open the doors. Page 33 2. Remove the bulb socket from the lamp assembly by turning
counterclockwise. Pull the bulb straight out of the socket. Install in reverse order. Page 34 3.
Gently pull the light housing to the outside. Turn the bulb socket counterclockwise and pull it
out. Remove the front shield from the bumper. Reach under the front fender, and remove the
bulb socket from the foglamp by turning counterclockwise. Disconnect the electrical connector.
Install the new bulb in reverse order. Using a screwdriver remove the trim from the trunk lid.
Pull the bulb holder from the lamp assembly. Pull the bulb straight out. Make sure the headlamp
control is in the OFF position. Carefully pry out the light assembly from the holder with a
flathead screwdriver. Open the reading lamp assembly. Pull the bulb straight out and replace it.
After the bulb has been replaced, close the lamp assembly. Washer Pull the lever further to
operate the washer. Storage compartment Press the latch to open the storage compartment.
Press the driver window control completely down then release. Press again to stop. These
actions could cause damage to the glass and mirrors. Turning off speed control Press the
speed control OFF control. Note: When you turn off the speed control or the ignition, your
speed control set speed memory is erased. Page 48 The moon roof will move about 0. Press the
switch repeatedly until the moon roof is closed. Have the system checked by your authorized
dealer immediately. Release the cover at the sides and pull it out horizontally without tilting it.
Make sure the cover is properly aligned when inserting it. Doing so could cause serious damage
to the liftgate and its components as well as allowing carbon monoxide to enter the vehicle.
Extra precautions, such as slower speeds and increased stopping distance, should be taken
when driving a heavily loaded vehicle. Turn the ignition to the 2 OFF position. The horn will
chirp once to confirm the procedure is complete. Small children are particularly at risk. If there
are problems with the remote entry system, make sure to take ALL remote entry transmitters

with you to the authorized dealer in order to aid in troubleshooting the problem. For more
information on arming the anti-theft system, refer to Perimeter alarm system if equipped in this
chapter. Page 58 2. Do not wipe off any grease on the battery terminals on the back surface of
the circuit board. Remove the old battery. Note: Please refer to local regulations when disposing
of transmitter batteries. Repeat Step 5 to program each additional remote entry transmitter. Turn
the ignition to the 3 RUN position after you have finished programming all remote entry
transmitters to exit programming mode. Use of these systems may result in vehicle starting
problems and a loss of security protection. Note: Large metallic objects, electronic devices that
are used to purchase gasoline or similar items, or a second coded key on the same key chain
may cause vehicle starting issues. Page 61 Keep the ignition in the 3 ON position for at least
one second, but no more than 10 seconds. The rear head restraints can be removed altogether
if the left-hand locking button is pressed. Note: The seat height adjustment may create a gap
between the cushion and the seatback. Heating with the engine off will drain the battery.
Reinstall head restraints if equipped. A higher energy level is used for the most severe impacts.
Refer to Airbag Supplemental Restraints section in this chapter. The sensor also turns off the
airbag Focus foc Owners Guide postfmt USA fus to distinguish between different Page 71 In
addition, the RCM also monitors the restraints warning light in the instrument cluster. A
difficulty with the system is indicated by one or more of the following. In a rollover crash, an
unbelted person is significantly more likely to die than a person wearing a seat belt. How to
disengage the automatic locking mode Ford Motor Company recommends that all passenger
safety belt assemblies and attaching hardware should be inspected by an authorized dealer
after any collision to verify that the automatic locking retractor feature for child seats is still
working properly. Page 76 Manufacturer identification is located at the end of the webbing on
the label. Also, use the safety belt extension only if the safety belt is too short for you when fully
extended. Ford Motor Company recommends that all safety belt assemblies in use in vehicles
involved in a collision be replaced. Page 78 If the BeltMinder expired warnings for
approximately 5 minutes for one occupant driver or front passenger , the other occupant can
still activate the BeltMinder feature. The safety belt warning light illuminates minutes and the
warning chime sounds seconds. Page 79 The following are reasons most often given for not
wearing safety belts All statistics based on U. The BeltMinder feature will not activate. Page 80
Sitting on the safety belt will increase the risk of injury in an accident. To disable one-time or
deactivate the BeltMinder feature please follow the directions stated below. We design our
safety belts to enhance comfort. Page 81 2. Wait until the safety belt warning light turns off.
Page Airbags Airbags DO NOT inflate slowly or gently, and the risk of injury from a deploying
airbag is the greatest close to the trim covering the airbag module. Page 83 Do not put anything
on or over the airbag module. Placing objects on or over the airbag inflation area may cause
those objects to be propelled by the airbag into your face and torso causing serious injury. If
the air bag is not replaced, the unrepaired area will increase the risk of injury in a collision. Page
89 The person in the front passenger seat may appear heavier or lighter due to the conditions
described in the list above. Page 90 DO NOT attempt to repair or service the system; take your
vehicle immediately to an authorized dealer. The front passenger airbag is not designed to offer
protection to an occupant in the center seating position. Page 92 In certain lateral collisions, the
airbag on the side affected by the collision will be inflated. The front passenger sensing system
will turn off the passenger seat side airbag if the seat is empty unless for Focus foc Owners
Guide postfmt USA fus Page 93 Disposal of airbags and airbag equipped vehicles For disposal
of airbags or airbag equipped vehicles, see your authorized dealer. The passenger cannot
protect the child from injury in a collision. Always follow the instructions and warnings that
come with any infant or child restraint you might use. Booster seats position a child so that
safety belts fit better. They lift the child up so that the lap belt rests low across the hips and the
knees bend comfortably. For more information on top tether straps and anchors, refer to
Attaching safety seats with tether straps in this chapter. Page Make sure the tongue is latched
securely by pulling on it. If the retractor is not locked, unbuckle the belt and repeat Steps 2
through 9. Check to make sure the child seat is properly secured before each use. Clip the
tether strap to the anchor as shown. If the tether strap is clipped incorrectly, the child safety
seat may not be retained properly in the event of a collision. In a crash, one anchor may not be
strong enough to hold two child seat attachments and may break, causing serious injury or
death. If the safety seat in not anchored properly, the risk of a child being injured in a collision
greatly increases. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. Page Tire Inflation including spare, if equipped.
Inflate all tires to the inflation pressure recommended by Ford Motor Company. Use a tire gauge
to check the tire inflation pressure, including the spare if equipped , at least monthly and before

long trips. You are strongly Page Always inflate your tires to the Ford recommended inflation
pressure even if it is less than the maximum inflation pressure information found on the tire.
Page Periodically inspect the tire treads for uneven or excessive wear and remove objects such
as stones, nails or glass that may be wedged in the tread grooves. Check for holes or cuts that
may permit air leakage from Focus foc Owners Guide postfmt USA fus Page This information
identifies and describes the fundamental characteristics of the tire and also provides a U. Page
Tire and wheel alignment A bad jolt from hitting a curb or pothole can cause the front end of
your vehicle to become misaligned or cause damage to your tires. If your Focus foc Owners
Guide postfmt USA fus Page Note: If your tires show uneven wear ask an authorized dealer to
check for and correct any wheel misalignment, tire imbalance or mechanical problem involved
before tire rotation. Page Only use replacement tires and wheels that are the same size and type
such as P-metric versus LT-metric or all-season versus all-terrain as those originally provided
by Ford. Use of any tire or wheel not recommended by Ford can affect the safety and
performance of your vehicle, which could result in an increased risk of loss of vehicle control,
vehicle rollover, personal injury and death. Page These speed ratings may need to be adjusted
for the difference in conditions. These ratings are listed in the following chart. The tire suppliers
may have additional markings, notes or warnings such as standard load, radial tubeless, etc.
Page 4. Maximum Load Single lb. To operate the vehicle with snow chains these tires must be
purchased and mounted separately. Page lb. No, you do not have enough cargo capacity to
carry that much weight. Page Your vehicle may not have enough braking power and your
chances of having a collision greatly increase. Exhaust fumes can be toxic. Always open the
garage door before you start the engine. See Guarding against exhaust fumes in this chapter for
more instructions. Page 2. Make sure the headlamps and electrical accessories are off. Take
precautions to avoid its dangerous effects. Page Transmission Operation This vehicle is
equipped with a brake-shift interlock feature that prevents the gearshift lever from being moved
from P Park when the ignition is in the ON position unless the brake pedal is depressed. See
your authorized dealer. Turn the ignition to the LOCK position and remove the key whenever
you leave your vehicle. These actions will reduce the life of the clutch. Page Use 1 First gear
and set the parking brake fully. Wet brakes do not stop the vehicle as quickly as dry brakes.
Page Hazard Flasher Switch 1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€” Canadian
customers who require roadside assistance, call 1â€”â€”â€” If you need to arrange roadside
assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To obtain
reimbursement information, U. Ford or Mercury vehicles customers call ; Page Fuses And
Relays Note: Always replace a fuse with one that has the specified amperage rating. Using a
fuse with a higher amperage rating can cause severe wire damage and could start a fire. To
remove a fuse, use the fuse puller tool provided on the power distribution box cover located in
the engine compartment. Page â€” 7. Page Power Distribution Box before reconnecting the
battery or refilling fluid reservoirs. If the battery has been disconnected and reconnected, refer
to the Battery section of the Maintenance and Specifications chapter. If the dissimilar spare tire
or wheel is damaged, it should be replaced rather than repaired. Page 3â€”door and 5â€”door
models or on top of the spare tire sedan and wagon models. On 3â€”door models, unsnap and
remove the access door if equipped to access the proper jacking points. Do not fully tighten the
lug nuts until the wheel has been lowered. Lower the wheel by turning the jack handle
counterclockwise. Use only Ford recommended replacement fasteners. When a wheel is
installed, always remove any corrosion, dirt or foreign materials present on the mounting
surfaces of the wheel or the surface of the wheel hub, brake drum or brake disc that contacts
the wheel. Page Jump Starting Ensure that vent caps are tight and level. Turn the heater fan on
in both vehicles to protect any electrical surges. Turn all other accessories off. Start the engine
of the disabled vehicle. Once the disabled vehicle has been started, run both engines for an
additional three minutes before disconnecting the jumper cables. Page 1. Remove the jumper
cable from the ground metal surface. Note: In the illustrations, lightning bolts are used to
designate the assisting boosting battery. After the disabled vehicle has been started and the
jumper cables removed, allow it to idle for several minutes so the engine computer can relearn
its idle conditions. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. If your vehicle is to be towed from the rear using wheel lift
equipment, the front wheels drive wheels must be placed on a dolly to prevent damage to the
transmission. Away from home If you own a Ford or Mercury vehicle and are away from home
when your vehicle needs service, or if you need more help than the authorized dealer could
provide, after following the steps described above, contact the Ford Customer Relationship
Center to find an authorized dealer to help you. Page If you own a Lincoln vehicle and are away
from home when your vehicle needs service, or if you need more help than the authorized
dealer could provide, after following the steps described above, contact the Ford Customer

Relationship Center to find an authorized dealer to help you. Page Customer Assistance In
some states in the U. Ford is also allowed a final repair attempt in some states. In the United
States, a warranty dispute must be submitted to the Page You are not bound by the decision but
may choose to accept it. If the arbitrator has decided in Page United States and Canada,
provided by a network of more than 4, participating authorized dealers. If you did not take
advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you may
still be eligible. Since this Page The use of leaded fuel in your vehicle without proper conversion
may damage the effectiveness of your emission control system and may cause engine knocking
or serious engine damage. Page Reporting Safety Defects U. This washer fluid contains special
solution in addition to alcohol which helps to remove the hot Focus foc Owners Guide postfmt
USA fus Page but do not oversaturate or the ring will set. These quality products have been
specifically engineered to fulfill your automotive needs; Block the wheels. Set the parking
brake, depress the clutch and place the gearshift in 1 First. Turn off the engine and remove the
key. Go to the front of the vehicle and release the auxiliary latch that is located under the front
of the hood. Lift the hood and support it with the strut in the yellow-colored retainer; ensuring it
is secure. Engine oil filler cap 3. Power distribution box 5. Battery 6. Automatic transaxle fluid
dipstick if equipped 7. Engine oil dipstick 8. Engine coolant reservoir 9. Attach the new blade to
the arm loop and pull it into place until a click is heard. Replace wiper blades at least once per
year for optimum performance. Put the indicator back in and ensure it is fully seated. Page
Battery Change your engine oil and filter according to the appropriate schedule listed in
scheduled maintenance information. Ford production and aftermarket Motorcraft oil filters are
designed for added engine protection and long life. If a replacement oil filter is used that does
not meet Ford material and design specifications, start-up engine noises or knock may be
experienced. Page As a result of this, the transmission may shift firmly. This operation is
considered normal and will fully update transmission operation to its optimum shift feel. Page
Also, you can be burned if you spill coolant on hot engine parts. Do not put engine coolant in
the windshield washer fluid container. If sprayed on the windshield, engine coolant could make
it difficult to see through the windshield. Page Recycled engine coolant Ford Motor Company
does NOT recommend the use of recycled engine coolant in vehicles originally equipped with
Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling process is not yet
available. Restart the engine and take your vehicle to an authorized dealer. Driving the vehicle
without repairing the engine problem increases the chance of engine damage. Take your vehicle
to an authorized dealer as soon as possible. Gasoline may contain benzene, which is a
cancer-causing agent. The flow of fuel through a fuel pump nozzle can produce static electricity,
which can cause a fire if fuel is pumped into an ungrounded fuel container. Turn off the engine,
remove the fuel filler cap, align the cap properly and reinstall it. The fuel system may be under
pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops
before completely removing the fuel filler cap. Page Ask your fuel supplier about gasolines that
meet the World-wide Fuel Charter. Running out of fuel Avoid running out of fuel because this
situation may have an adverse effect on powertrain components. Page No additional vehicle
service is required. If the indicator remains on, have your vehicle serviced at the first available
opportunity. Check the fluid level. Remove the dipstick, wiping it clean with a clean, dry lint free
rag. If necessary, refer to Identifying components in the engine compartment in this chapter for
the location of the dipstick. The type of fluid used is normally indicated on the dipstick and also
in the Lubricant specifications section in this chapter. Use of a non-approved automatic
transmission fluid may cause internal transaxle component damage. Install and tighten the fill
plug securely. Use only fluid that meets Ford specifications. Refer to Lubricant specifications in
this chapter. Page PCV valve. Replace the PCV valve with one that meets Ford material and
design specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is
not used. Page 1 Overall Page mm 5 Track - World manufacturer identifier 2. Vehicle line, series,
body type 4. Engine type 5. Check digit 6. Model year 7. Assembly plant 8. The following table
tells you which transmission or transaxle each code represents. Ford Motor Company will repair
or Page Defrost rear window Page Page Power distribution box see Fuses Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Quick Links. Instrument Cluster. Warning and
control lights. Entertainment Systems. Climate Controls. Heater only. Manual heating and air
conditioning. Rear window defroster. Turn signal control. Bulb replacement. Driver Controls.
Steering wheel adjustment. Power windows. Speed control. Remote audio controls. Locks and
Security. Anti-theft system. Owners Guide postfmt. USA fus. Automobile Ford Fusion Owner's
Manual pages. Ford five hundred automobile owner's manual pages. Ford crown victoria
automobile owner's manual pages. Ford motor company ford mustang owner's guide pages.

Page 3 Ford Motor Company. Ford may change the contents without notice and without
incurring obligation. Page 4: Introduction State of California to cause cancer and birth defects
or other reproductive harm. Please take the time to get well acquainted with your vehicle by
reading this handbook. The more you know and understand about your vehicle, the greater the
safety and pleasure you will derive from driving it. In this guide, answers to such questions are
contained in comments highlighted by the warning triangle symbol. These comments should be
read and observed. Page 6 In order to properly diagnose and service your vehicle, Ford Motor
Company, Ford of Canada, and service and repair facilities may access vehicle diagnostic
information through a direct connection to your vehicle when diagnosing or servicing your
vehicle. Page 7 Introduction To access this information, special equipment must be directly
connected to the recording modules. Ford Motor Company and Ford of Canada do not access
event data recorder information without obtaining consent, unless pursuant to court order or
where required by law enforcement, other government authorities or other third parties acting
with lawful authority. Page 8: Vehicle Symbol Glossary Introduction These are some of the
symbols you may see on your vehicle. Many lights will illuminate when you start your vehicle to
make sure the bulb works. Page 11 Instrument Cluster converter. Drive in a moderate fashion
avoid heavy acceleration and deceleration and have your vehicle serviced immediately by your
authorized dealer. Under engine misfire conditions, excessive exhaust temperatures could
damage the catalytic converter, the fuel system, interior floor coverings or other vehicle
components, possibly causing a fire. Page 12 Instrument Cluster Airbag readiness: If this light
fails to illuminate when ignition is turned to ON, continues to flash or remains on, have the
system serviced immediately by your authorized dealer. A chime will also sound when a
malfunction in the supplemental restraint system has been detected. Safety belt: Reminds you
to fasten your safety belt. If the light remains on, have the system serviced immediately, refer to
the Driving chapter for more information. Low fuel: Illuminates when the fuel level in the fuel
tank is at or near empty refer to Fuel gauge in this chapter. Engine coolant temperature gauge:
Indicates engine coolant temperature. At normal operating temperature, the needle will be in the
normal range. If it enters the red section, the engine is overheating. Stop the vehicle as soon as
safely possible, switch off the engine and let the engine cool. Page 15 Instrument Cluster
Odometer: Registers the total miles kilometers of the vehicle. Trip odometer: Registers the
miles kilometers of individual journeys. To reset, depress the reset control. Tachometer if
equipped : Indicates the engine speed in revolutions per minute. Driving with your tachometer
pointer continuously at the top of the scale may damage the engine. Press again to return to the
playing media. Page 18 Entertainment Systems Speed sensitive volume: Radio volume
automatically adjusts according to vehicle speed to compensate for road and wind noise. Rate 7
compensates the most volume at higher speeds. Setting the clock: Upon initial battery connect,
this function is displayed first among MENU functions. Page 19 Entertainment Systems Fast
forward: Press and hold to manually advance the CD. Rewind: Press and hold to manually
reverse the CD. Page 22 Entertainment Systems 5. Seek up: Press for next strong station or CD
track. Press and hold for continuous seek functionality. Text: Press in CD mode to display track
title, artist and album title. This feature will only function if the CDs are manufactured with the
CD text feature. Page 23 Entertainment Systems Page 24 Due to technical incompatibility,
certain recordable and re-recordable compact discs may not function correctly when used in
Ford CD players. Air flow selections: Controls the direction of the airflow in the cabin. See the
following for a brief description on each control. Adjust the temperature control to maintain
comfort. Set the fan speed to the highest setting. Direct the outer instrument panel vents toward
the side windows. To increase airflow to the outer instrument panel vents, close the vents
located in the middle of the instrument panel. Page 27 Climate Controls 5. Temperature
selection: Controls the temperature of the airflow in the cabin. Press the rear defroster control
to clear the rear window of thin ice and fog. The ignition must be in the ON position to operate
the rear window defroster. Turns on the parking lamps, instrument panel lamps, license plate
lamps and tail lamps. Turns the headlamps on. High beams Pull the lever towards you to
activate. Pull the lever towards you again to deactivate. Flash to pass Pull toward you slightly to
activate and release to deactivate. Page 30 Lights Foglamp control if equipped The headlamp
control also operates the foglamps. The foglamps can be turned on when the headlamp control
is in the or the position and the high beams are not turned on. Pull headlamp control towards
you to turn foglamps on. Page Turn Signal Control Lights 4. On the wall or screen you will
observe an area of high intensity light. The top of the high intensity area should touch the
horizontal reference line. If not, the beam will need to be adjusted. Locate the vertical adjuster
on each headlamp, then use a 7 mm Allen wrench or a Phillips screwdriver to adjust the
headlamp Theater dimming: The dome lamp dims about 20 seconds after the doors are closed.
When moist air enters the headlamp s through the vents, there is a possibility that condensation

can occur. Replacing headlamp bulbs 1. Make sure the headlamp control is in the OFF position
and open the hood. Remove the bulb socket from the lamp assembly by turning
counterclockwise. Pull the bulb straight out of the socket. Make sure the headlamp control is in
the OFF position and then open the trunk. From inside the luggage compartment remove the
three wing nuts of the light housing. Page 36 Lights Replacing side marker bulbs 1. Make sure
the headlamp control is in the OFF position. Remove the front shield from the bumper. Reach
under the front fender, grasp the bulb socket and turn it counterclockwise to remove it. Remove
the screws using a Torx T20 screwdriver and then remove the plastic cover. Unclip the bulb
holder from the reflector. Page 38 Lights Replacing interior lamps 1. Make sure the headlamp
switch is in the OFF position. Switch off the interior lamps. Pry out the light assembly with a flat
screwdriver at the side opposite the switch. Install in reverse order. Replacing reading bulbs 1.
For intermittent operation, move control up one position and adjust the rotary control to the
desired speed. For normal operation, move control up two positions. For high speed operation,
move control up three positions. Mist function: To mist, push and release the windshield
washer control quickly. Return the lever to its original position to secure the wheel. The
telescope function is adjusted by moving the wheel toward the driver to telescope out and
toward the instrument panel to telescope in. Page Power Windows Driver Controls To prevent
the battery from being discharged, do not use the power point longer than necessary when the
engine is not running. Always keep the power point caps closed when not being used. Cigar
lighter if equipped Do not plug optional electrical accessories into the cigarette lighter socket.
Page Mirrors Driver Controls Window lock The window lock feature allows only the driver to
operate the power windows. To lock out all the rear window controls slide the control to the left.
Slide the control to the right to restore the window controls. Page 44 Driver Controls Do not use
the speed control in heavy traffic or on roads that are winding, slippery or unpaved. Setting
speed control The controls for using your speed control are located on the steering wheel for
your convenience. Press the ON control and release 2. This will automatically return the vehicle
to the previously set speed. Increasing speed while using speed control There are two ways to
set a higher speed Turning off speed control Press the speed control OFF control. Note: When
you turn off the speed control or the ignition, your speed control set speed memory is erased.
Page 47 Driver Controls the instrument panel to seek to the next radio station down the
frequency band or the previous CD track. Press and release to move to the next preset radio
station, or the next Press in all modes to abort a traffic message during broadcasting. Do not let
children play with the moon roof or leave children unattended in the vehicle. Position the floor
mat so that the eyelet is over the pointed end of the retention post and rotate forward to lock in.
Page 50 Driver Controls To reduce the risk of injury, the luggage cover must be properly
attached to the mounting clips. Do not place any objects on the cargo area cover. They may
obstruct your vision or strike occupants of the vehicle in the case of a sudden stop or collision.
The load must be placed directly on the dealer installed cross-bars if equipped and luggage
rack. You should always carry a second key with you in a safe place in case you require it in an
emergency. Your keys are coded to your vehicle; using a non-coded key will not permit your
vehicle to start. If the procedure needs to be repeated, you must wait 30 seconds. The
childproof locks are located on rear edge of each rear door and must be set separately for each
door. The handle is composed of a material that will glow for hours in darkness following brief
exposure to ambient light. Operation is subject to the following two conditions: 1 This device
may not cause harmful interference, and 2 This device must accept any interference received,
including interference that may cause undesired operation. Page 57 Locks and Security
Unlocking the doors 1. Note: The interior lamps will illuminate. With the all-door remote entry,
press and release again within three seconds to unlock all the doors. The remote entry system
activates the illuminated entry feature. This feature turns on the interior lamps for 25 seconds or
until the ignition is turned to the 3 ON position. Page 58 Locks and Security Opening the
luggage compartment Press once to open the luggage compartment. Page 59 Locks and
Security 4. Insert the new battery. Refer to the diagram inside the remote entry transmitter for
the correct orientation of the battery. Press the battery down to ensure that the battery is fully
seated in the battery housing cavity. Use of these systems may result in vehicle starting
problems and a loss of security protection. Note: Large metallic objects, electronic devices that
are used to purchase gasoline or similar items, or a second coded key on the same key chain
may cause vehicle starting issues. Page 61 Locks and Security Replacing coded keys can be
very costly. Store an extra programmed key away from the vehicle in a safe place to help
prevent any inconveniences. Please visit an authorized dealer to purchase additional spare or
replacement keys. Programming spare keys You can program your own coded keys to your
vehicle. Page 62 Locks and Security Keep the ignition in the 3 ON position for at least one
second, but no more than 10 seconds. Your new, unprogrammed key is now programmed. Do

not pile cargo higher than the seatbacks to reduce the risk of injury in a collision or sudden
stop. Page 65 Seating and Safety Restraints Adjusting the front manual seat Sitting improperly
out of position or with the seat back reclined too far can take off weight from the seat cushion
and affect the decision of the passenger sensing system, resulting in serious injury or death in
a crash. Page 66 Seating and Safety Restraints Lift the control to adjust the angle of the
seatback. Heated seats if equipped The heated seats switch is located on the center console.
The seat can be slid forward to allow easier entry to the rear seats. Slide the seat back and fold
back the seatback until it locks with a distinct click. Page 68 Seating and Safety Restraints
Before returning the seatback to its original position, make sure that cargo or any objects are
not trapped behind the seatback. After returning the seatback to its original position, pull on the
seatback to ensure that it has fully latched. An unlatched seat may become dangerous in the
event of a sudden stop or collision. Page Safety Restraints Seating and Safety Restraints Before
returning the seatback to its original position, make sure that cargo or any objects are not
trapped behind the seatback. Page 71 Seating and Safety Restraints Front crash severity sensor
The front crash severity sensor enhances the ability to detect the severity of an impact.
Positioned up front, it provides valuable information early in the crash event on the severity of
the impact. This allows your Personal Safety System to distinguish between different levels of
crash severity and modify the deployment strategy of the Page 72 Seating and Safety Restraints
restrain children in the rear seat. The sensor also turns off the airbag when the passenger seat
is empty to prevent unnecessary replacement of the airbag s after a collision. The tone pattern
will repeat periodically until the problem and warning light are repaired. Page 74 Seating and
Safety Restraints Each seating position in your vehicle has a specific safety belt assembly
which is made up of one buckle and one tongue that are designed to be used as a pair. Page 75
Seating and Safety Restraints The front outboard and rear safety restraints in the vehicle are
combination lap and shoulder belts. The front passenger and rear seat safety belts have two
types of locking modes. Vehicle sensitive mode The vehicle sensitive mode is the normal
retractor mode, allowing free shoulder belt length adjustment to your movements and locking in
response to vehicle movement. Page 76 This indicates the safety belt is now in the automatic
locking mode. How to disengage the automatic locking mode Ford Motor Company
recommends that all passenger safety belt assemblies and attaching hardware should be
inspected by an authorized dealer after any collision to verify that the automatic locking
retractor feature for child seats is still working properly. Page 77 Seating and Safety Restraints
Three door models are equipped with a safety belt parking feature for the driver and front
passenger. The purpose of the parking feature is to allow the driver or passenger to reach the
safety belt. Fasten your safety belt as normal, and the belt will slide to the front of the steel bar
along the bottom of the door. Page 78 if equipped , shoulder belt guide on seatback if equipped
, child safety seat LATCH and tether anchors, and attaching hardware, should be inspected after
a collision. Ford Motor Company recommends that all safety belt assemblies in use in vehicles
involved in a collision be replaced. Page 80 Seating and Safety Restraints If Page 81 Seating
and Safety Restraints Reasons given If you are uncomfortable - try different positions for the
safety belt upper anchorage and seatback which should be as upright as possible; Sitting on
the safety belt will increase the risk of injury in an accident. To disable one-time or deactivate
the BeltMinder feature please follow the directions stated below. For the seating position being
disabled, at a moderate speed, buckle then unbuckle the safety belt 9 times, ending in the
unbuckled state. Step 3 must be completed within 50 seconds after the safety belt warning light
turns off. Page 84 Seating and Safety Restraints Airbags DO NOT inflate slowly or gently, and
the risk of injury from a deploying airbag is the greatest close to the trim covering the airbag
module. Important SRS precautions The SRS is designed to work with the safety belt to help
protect the driver and right front passenger from certain upper body injuries. Page 85 Seating
and Safety Restraints Do not put anything on or over the airbag module. Placing objects on or
over the airbag inflation area may cause those objects to be propelled by the airbag into your
face and torso causing serious injury. Do not attempt to service, repair, or modify the airbag
supplemental restraint systems or its fuses. Page 86 Seating and Safety Restraints How does
the airbag supplemental restraint system work? The airbag SRS is designed to activate when
the vehicle sustains longitudinal deceleration sufficient to cause the sensors to close an
electrical circuit that initiates airbag inflation. The fact that the airbags did not inflate in a
collision does not mean that something is wrong with the system. Page 87 Seating and Safety
Restraints Several air bag system components get hot after inflation. Do not touch them after
inflation. If the air bag has deployed, the air bag will not function again and must be replaced
immediately. If the air bag is not replaced, the unrepaired area will increase the risk of injury in a
collision. Page 90 Seating and Safety Restraints The front passenger sensing system may
detect small or medium objects placed on the seat cushion. For most objects that are in the

front passenger seat, the passenger airbag will be disabled. Even though the passenger airbag
is disabled, the pass airbag off lamp may or may not be illuminated according to the table
below. Determining if the system is operational The supplemental restraint system uses a
warning indicator light in the instrument cluster or a back-up tone to indicate the condition of
the system. Page 93 Seating and Safety Restraints Do not attempt to service, repair, or modify
the airbag SRS, its fuses or the seat cover on a seat containing an airbag. See your authorized
dealer. All occupants of the vehicle should always wear their safety belts even when an airbag
SRS is provided. Page Child Restraints Seating and Safety Restraints The fact that the airbags
did not inflate in a collision does not mean that something is wrong with the system. Rather, it
means the forces were not of the type sufficient to cause activation. Side airbags are designed
to inflate in side-impact collisions, not roll-over, rear-impact, frontal or near-frontal collisions,
unless the collision causes sufficient lateral deceleration. Page 95 Seating and Safety Restraints
Do not leave children, unreliable adults, or pets unattended in your vehicle. Safety belts and
seats can become hot in a vehicle that has been closed up in sunny weather, they could burn a
small child. Check seat covers and buckles before you place a child anywhere near them. Page
96 To improve the fit of both the lap and shoulder belt on children who have outgrown child
safety seats, Ford Motor Company recommends use of a belt-positioning booster. Booster
seats position a child so that safety belts fit better. They lift the child up so that the lap belt
rests low across the hips and the knees bend comfortably. Page 98 Seating and Safety
Restraints Children and booster seats vary widely in size and shape. Choose a booster that
keeps the lap belt low and snug across the hips, never up across the stomach, and lets you
adjust the shoulder belt to cross the chest and rest snugly near the center of the shoulder. Page
99 80 lb. Ford recommends the use of a child safety seat having a top tether strap. Page Seating
and Safety Restraints tether anchors. For more information on top tether straps and anchors,
refer to Attaching safety seats with tether straps in this chapter. Page Seating and Safety
Restraints 2. Pull down on the shoulder belt and then grasp the shoulder belt and lap belt
together. Page Seating and Safety Restraints 5. To put the retractor in the automatic locking
mode, grasp the shoulder portion of the belt and pull downward until all of the belt is pulled out
and a click is heard. Allow the belt to retract. The belt will click as it retracts to indicate it is in
the automatic locking mode. Page Seating and Safety Restraints Attaching child safety seats
with tether straps Most new forward-facing child safety seats include a tether strap which goes
over the back of the seat and hooks to an anchoring point. Tether straps are available as an
accessory for many older safety seats. Contact the manufacturer of your child seat for
information about ordering a tether strap. On a sedan, open the tether anchor cover. Page
Seating and Safety Restraints 7. If the safety seat is not anchored properly, the risk of a child
being injured in a collision greatly increases. Attaching child safety seats with Lower Anchor
and Tethers for Children LATCH attachments for child seat anchors Some child safety seats
have two rigid or webbing mounted attachments that connect to two anchors at specific seating
positions in your vehicle. Department of Transportation-Tire quality grades: The U. Department
of Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. Page Tires, Wheels and Loading The traction
grade assigned to this tire is based on straight-ahead braking traction tests, and does not
include acceleration, cornering, hydroplaning or peak traction characteristics. Page Tire
Inflation including spare, if equipped. Inflate all tires to the inflation pressure recommended by
Ford Motor Company. Use a tire gauge to check the tire inflation pressure, including the spare if
equipped , at least monthly and before long trips. You are strongly Page Always inflate your
tires to the Ford recommended inflation pressure even if it is less than the maximum inflation
pressure information found on the tire. Page Tires, Wheels and Loading To check the pressure
in your tire s : 1. Make sure the tires are cool, meaning they are not hot from driving even a mile.
Note: If you have to drive a distance to get air for your tire s , check and record the tire pressure
first and add the appropriate air pressure when you get to the pump. Page Tires, Wheels and
Loading Improper or inadequate vehicle maintenance can cause tires to wear abnormally. Page
Only use replacement tires and wheels that are the same size and type such as P-metric versus
LT-metric or all-season versus all-terrain as those originally provided by Ford. Use of any tire or
wheel not recommended by Ford can affect the safety and performance of your vehicle, which
could result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and
death. Drive slowly to the closest safe area out of traffic. Note: If your tires show uneven wear
ask an authorized dealer to check for and correct any wheel misalignment, tire imbalance or
mechanical problem involved before tire rotation. The definitions of these items are listed
below. Note that the tire size, load index and speed rating for your vehicle may be different from
this example. Page Tires, Wheels and Loading Note: You may not find this information on all
tires because it is not required by federal law. Note: The temporary tire size for your vehicle may

be different from this example. To operate the vehicle with snow chains these tires must be
purchased and mounted separately. Page Tires, Wheels and Loading Vehicle Curb Weight â€” is
the weight of your new vehicle when you picked it up from your authorized dealer plus any
aftermarket equipment. Cargo Weight â€” includes all weight added to the Base Curb Weight,
including cargo and optional equipment. GVWR Gross Vehicle Weight Rating â€” is the
maximum allowable weight of the fully loaded vehicle including all options, equipment,
passengers and cargo. GCWR Gross Combined Weight Rating â€” is the maximum allowable
weight of the vehicle and the loaded trailer â€” including all cargo and passengers â€” Page
Tires, Wheels and Loading 2. Determine the combined weight of the driver and passengers that
will be riding in your vehicle. The resulting figure equals the available amount of cargo and
luggage load capacity. Now you have the load capacity to transport the cement and your friend
home. Preparing to tow Use the proper equipment for towing a trailer and make sure it is
properly attached to your vehicle. Page Tires, Wheels and Loading authorized dealer or trailer
rental agency for proper instructions and equipment for hooking up trailer lamps. The speed
control may shut off automatically when you are towing on long, steep grades. These guidelines
are designed to ensure that your transmission is not damaged due to insufficient lubrication.
LOCK, locks the steering wheel, automatic transaxle gearshift lever and allows key removal.
OFF, shuts the engine and all electrical accessories off without locking the steering wheel. ON,
all electrical circuits operational. Page Driving If you smell exhaust fumes inside your vehicle,
have your dealer inspect your vehicle immediately. Do not drive if you smell exhaust fumes.
Important safety precautions When the engine starts, the idle RPM runs faster to warm the
engine. If the engine idle speed does not slow down automatically, have the vehicle checked.
Page Driving If starting a vehicle with a manual transaxle: 1. Make sure the parking brake is set.
Push the clutch pedal to the floor. Some warning lights will briefly illuminate. See Warning
lights and chimes in the Instrument Cluster chapter for more information regarding the warning
lights. Page Brakes Driving If you smell exhaust fumes inside your vehicle, have your dealer
inspect your vehicle immediately. Important ventilating information If the engine is idling while
the vehicle is stopped for a long period of time, open the windows at least one inch 2. This
system helps you maintain steering control during emergency stops by keeping the brakes from
locking. To release, press and hold the button 2 , pull the handle up slightly, then push the
handle down. Always set the parking brake fully and make sure that the gearshift is securely
latched in P Park automatic transmission or in 1 First manual transmission. Page Transmission
Operation Driving The Traction Control switch is located on the center console, by the gearshift
lever. The Traction Control system will automatically turn on every time the ignition is turned off
and on. If you should become stuck in snow or ice or on a very slippery road surface, try
switching the Traction Control system off by pressing the switch. Page Driving If you cannot
move the gearshift lever out of P Park with ignition in the ON position and the brake pedal
depressed: 1. Apply the parking brake, turn ignition key to LOCK, then remove the key. When
the key is in the ignition and in the OFF position, the automatic transmission shift lever can be
moved from the P Park position without the brake pedal depressed. Page Driving Understanding
the gearshift positions of the 4â€”speed automatic transaxle This vehicle is equipped with an
adaptive Transmission Shift Strategy. Adaptive Shift Strategy offers the optimal transmission
operation and shift quality. Always come to a complete stop before shifting into and out of R
Reverse. N Neutral With the gearshift lever in N Neutral , the vehicle can be started and is free to
roll. If your vehicle gets stuck in mud or snow If your vehicle gets stuck in mud or snow, it may
be rocked out by shifting between forward and reverse gears, stopping between shifts in a
steady pattern. Never drive through water that is higher than the bottom of the wheel rims for
cars or the bottom of the hubs for trucks. Page Roadside Emergencies 36, miles 60, km ,
whichever occurs first on Ford and Mercury vehicles, and four years or 50, miles 80, km on
Lincoln vehicles. Page Hazard Flasher Switch 1â€”â€”â€”; Lincoln vehicle customers call
1â€”â€”â€” Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need
to arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount. To obtain reimbursement information, U. Ford or Mercury vehicles customers call
1â€”â€”â€”; After an accident, if the engine cranks but does not start, this switch may have
been activated. Page Roadside Emergencies The fuses are coded as follows. See your
authorized dealer for service of this fuse. Power distribution box The power distribution box is
located in the engine compartment. Page Roadside Emergencies To remove a fuse, use the fuse
puller tool provided on the power distribution box cover. Page Changing Tires Ford. If the
dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired. Page
Roadside Emergencies 1. Page Roadside Emergencies If the vehicle slips off the jack, you or
someone else could be seriously injured. Place gearshift lever in P Park automatic transaxle or
R Reverse manual transaxle , turn engine OFF, and block the diagonally opposite wheel. Page

Roadside Emergencies 5. Note: To avoid damage to the wheel cover, the 6â€”spoke wheel cover
cannot be removed until the tire is off the vehicle. Page Lug Nut Torque M12 x 1. Use only Ford
recommended replacement fasteners. When a wheel is installed, always remove any corrosion,
dirt or foreign materials present on the mounting surfaces of the wheel or the surface of the
wheel hub, brake drum or brake disc that contacts the wheel. An explosion could result in injury
or vehicle damage. Batteries contain sulfuric acid which can burn skin, eyes and clothing, if
contacted. Do not attempt to push-start your vehicle. Page Roadside Emergencies Connecting
the jumper cables 1. Note: In the illustrations, lightning bolts are used to designate the assisting
boosting battery. Page Roadside Emergencies 3. Connect the negative - cable to the negative terminal of the assisting battery. Once the disabled vehicle has been started, run both engines
for an additional three minutes before disconnecting the jumper cables. Removing the jumper
cables Remove the jumper cables in the reverse order that they were connected. Remove the
jumper cable from the ground metal surface. After the disabled vehicle has been started and the
jumper cables removed, allow it to idle for several minutes so the engine computer can relearn
its idle conditions. Page Wrecker Towing It is recommended that your vehicle be towed with a
wheel lift or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company has not
approved a slingbelt towing procedure. If your vehicle is to be towed from the rear using wheel
lift equipment, the front wheels drive wheels must be placed on a dolly to prevent damage to the
transmission. Away from home If you own a Ford or Mercury vehicle and are away from home
when your vehicle needs service, or if you need more help than the authorized dealer could
provide, after following the steps described above, contact the Ford Customer Relationship
Center to find an authorized dealer to help you. Page If you own a Lincoln vehicle and are away
from home when your vehicle needs service, or if you need more help than the authorized
dealer could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealer to help you. Page Customer Assistance In
some states in the U. Ford is also allowed a final repair attempt in some states. Page You are
not bound by the decision but may choose to accept it. If the arbitrator has decided in Page
United States and Canada, provided by a network of more than 4, participating authorized
dealers. If you did not take advantage of the Ford Extended Service Plan at the time of
purchasing your vehicle, you may still be eligible. Since this Page The use of leaded fuel in your
vehicle without proper conversion may damage the effectiveness of your emission control
system and may cause engine knocking or serious engine damage. Page Reporting Safety
Defects U. The high-pressure fluid could penetrate the sealed parts and cause damage. These
may include hot wax treatments used by commercial car washes, water repellant coatings, tree
sap, or other organic contamination; These quality products have been specifically engineered
to fulfill your automotive needs; they are custom designed to complement the style and
appearance of your vehicle. If your vehicle requires professional service, your authorized dealer
can provide the necessary parts and service. Set the parking brake and shift to P Park. Block
the wheels. Set the parking brake, depress the clutch and place the gearshift in N Neutral.
Windshield washer fluid reservoir 2. Engine coolant reservoir 3. Engine oil filler cap 4. Power
distribution box 6. Battery 7. Automatic transaxle fluid dipstick if equipped 8. Page In very cold
weather, do not fill the reservoir completely. Do not use any special washer fluid such as
windshield water repellent type fluid or bug wash. They may cause squeaking, chatter noise,
streaking and smearing. Page Engine Oil Maintenance and Specifications Poor wiper quality can
be improved by cleaning the wiper blades and the windshield, refer to Windows and wiper
blades in the Cleaning chapter. To prolong the life of the wiper blades, it is highly recommended
to scrape off the ice on the windshield before turning on the wipers. Page Battery Change your
engine oil and filter according to the appropriate schedule listed in scheduled maintenance
information. Ford production and aftermarket Motorcraft oil filters are designed for added
engine protection and long life. If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. Lift the
battery with a battery carrier or with your hands on opposite corners. Page Engine Coolant
Maintenance and Specifications If the battery has been disconnected or a new battery has been
installed, the clock and the preset radio stations must be reset once the battery is reconnected.
Follow your local authorized standards for disposal. Page Maintenance and Specifications
When the engine is cold, check the level of the engine coolant in the reservoir. Mixing
Motorcraft Specialty Orange Engine Coolant or any orange-colored extended life product with
your factory filled coolant can result in degraded corrosion protection. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. If the engine reaches a preset
over-temperature condition, the engine will automatically switch to alternating cylinder

operation. Refer to scheduled maintenance information for the appropriate intervals for
changing the fuel filter. Replace the fuel filter with an authorized Motorcraft part. The customer
warranty may be void for any damage to the fuel system if an authorized Motorcraft fuel filter is
not used. Fuel such as gasoline is highly toxic and if swallowed can cause death or permanent
injury. Page Maintenance and Specifications Refueling Fuel vapor burns violently and a fuel fire
can cause severe injuries. Page The customer warranty may be void for any damage to the fuel
tank or fuel system if the correct genuine Ford or Motorcraft fuel filler cap is not used. The fuel
system may be under pressure. If the fuel filler cap is venting vapor or if you hear a hissing
sound, wait until it stops before completely removing the fuel filler cap. Page Ask your fuel
supplier about gasolines that meet the World-wide Fuel Charter. Running out of fuel Avoid
running out of fuel because this situation may have an adverse effect on powertrain
components. Your results will be most accurate if your filling method is consistent. Calculating
fuel economy 1. Fill the fuel tank completely and record the initial odometer reading in miles or
kilometers. Page If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting emission control, such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Page Maintenance and Specifications Exhaust leaks may result in entry of harmful
and potentially lethal fumes into the passenger compartment. Do not make any unauthorized
changes to your vehicle or engine. By law, vehicle owners and anyone who manufactures,
repairs, services, sells, leases, trades vehicles, or supervises a fleet of vehicles are not
permitted to intentionally remove an emission control device or prevent it from working. If the
indicator is on, refer to the description in the Warning lights and chimes section of the
Instrument Cluster chapter. The fluid level will drop slowly as the brakes wear, and will rise
when the brake components are replaced. Page Maintenance and Specifications 6. Install the
dipstick making sure it is fully seated in the filler tube. Remove the dipstick and inspect the fluid
level. The fluid should be in the designated areas for normal operating temperature. Low fluid
level Do not drive the vehicle if the fluid level is at the bottom of the dipstick and the outside
temperatures are Page 5. Install and tighten the fill plug securely. Use only fluid that meets Ford
specifications. Refer to Lubricant specifications in this chapter. Replace the PCV valve with one
that meets Ford material and de
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sign specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is
not used. Page Use of synthetic or synthetic blend motor oil is not mandatory. Please note that
in the graphic, XXXX is representative of your vehicle identification number. The following table
tells you which transmission or transaxle each code represents. These quality accessories have
been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Page Index Index
maintenance-free Page Cruise control specifications Page Index Fuel Page Index Lane change
indicator Power distribution box see Turn signal Page Index Occupant Classification label Page
Index Washer fluid Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

