Honda accord headlight bulb

Headlight Size. Select year Do you want to buy the best headlights without spending too much
money? Go for Honda Accord headlights. The headlights, whether LED lamps, HID lamps, or
any other, are highly affordable and provide a perfect replacement for all your factory bulbs that
are wearing out. If you want to buy the most appropriate Honda Accord headlight bulb type near
you, you have several options. This is the most reputable and popular option and comes in
some of the most celebrated brands, such as Osram Night Breaker Plus and Phillips Xtreme
Vision. Each of these bulbs comes with two filaments. The nice part of it is that one of them is
for high beam and the other is for low beam. Also, they are 3 Pin Bulbs. This makes H4s the
best alternative. Go for them if your vehicle uses Single Barrel so as to have two bulbs. These
bulbs are single filament. You are better placed to use h1 for upper lightning and h7 for dipper
light. Get the 2 Pin Bulbs only if your vehicle uses Double Barrel so as to have 4 bulbs. H8 , H
During bad weather, you need these bulbs. You can actually use fog light and get the best
results. Before you leave for the market, confirm whether the socket size of your bulb suits your
purpose. Your bulb holder should also be either 2 Pin or 3 Pin. Also, your Honda Accord
headlight bulb size and headlight bulb type need to be compatible with your own car. Another
great choice is the high-intensity discharge HID or high definition headlights that are fitted with
projected lamps. These lamps use Xenon gas and not Halogen as their key rivals. HID ballast
ignites the gas to produce light. These bulbs also use much lesser power than halogen bulbs.
For you to benefit the most from your Xenon headlight kit and learn to install the bulbs, read on
for more information. This exclusive Honda Accord headlight bulb replacement guide seeks to
equip you with the necessary skills to install the headlamps with great ease. Headlights are
automotive jewelry. Correct fitment coupled with the right choice of technology will turn your
vehicle into a shining gem. Please, clarify so that we could better understand your question.
What size of lights and fog lights do I need for honda accord sport that are very bright blue hue
or white hue colors? Terms and Conditions - Privacy Policy. Mark Smith. Fog lamp bulb Reply.
Your Honda Accord SE needs h11 bulb for low beam and for high beam headlights. What is
honda accord fog light bulb size? Although Honda Accords are extremely reliable cars, their
headlights may occasionally burn out. As long as you have the correct replacement bulbs in
hand, completing the installation should only take a few minutes and won't require any special
tools. These instructions don't apply to Accord models made before Set the parking brake and
remove the keys from the ignition. Make sure the headlamps are switched off, then open the
hood using the primary and auxiliary release latches. Locate the back of the assembly
containing the malfunctioning headlight bulb. If either the air intake cover or engine coolant
reserve tank are blocking the bulb sockets, remove it and set it aside. Remove the electrical
connector from the back of the bulb by squeezing its tabs and pulling it away from the socket.
Turn the bulb one quarter-turn counterclockwise and pull it out of the socket. Headlight bulbs
are fragile, so be careful not to drop or scratch it. Twist the new bulb into the socket and
reattach the electrical connector to the socket. Test the new headlight to make sure it works
before replacing the air intake cover or coolant tank and closing the hood. This article was
written by a professional writer, copy edited and fact checked through a multi-point auditing
system, in efforts to ensure our readers only receive the best information. To submit your
questions or ideas, or to simply learn more, see our about us page: link below. Step 1 Set the
parking brake and remove the keys from the ignition. Step 2 Locate the back of the assembly
containing the malfunctioning headlight bulb. Step 3 Remove the electrical connector from the
back of the bulb by squeezing its tabs and pulling it away from the socket. Step 4 Turn the bulb
one quarter-turn counterclockwise and pull it out of the socket. Step 5 Twist the new bulb into
the socket and reattach the electrical connector to the socket. Tips Check the headlight diagram
in the "Maintenance" section of your Accord Owner's Manual if you don't know whether to
replace the low- or high-beam bulb. Honda Accord Headlight Bulbs Replacement Guide Pictures
illustrated instructions for how to replace the light bulbs in a to Honda Accord sedan headlight
assembly. Passenger Low Beam Headlight Bulb, 2. Passenger Sidemarker, 3. Driver Low Beam
Headlight see 2 for driver sidemarker , 4. Passenger High Beam Headlight Bulb, 6. Driver High
Beam Headlight Bulb. To skip ahead to the instructions for the specific bulb that you need to
replace, just look for the corresponding bolded number below. Passenger Low Beam Headlight
Bulb - First start the engine and turn the steering wheel all the way to the left to create some
working room in front of the passenger side tire. You'll need a small flat head screwdriver to
remove three black plastic pop rivets from the fender well in front of the passenger side tire.
Two Border Rivets Removed Remove 3rd Retaining Clip Pull Back Fenderwell Cover Two of the
black plastic pop rivets or "retaining clips" are on the border of the fender well cover near the
metal body work. Removing the third one located a few inches closer to the center line of the
car makes pulling back the fender well cover a lot easier. Once you pull back the fender well
cover, you will be able to see the low beam headlight bulb power connector and socket base.

Then remove the power connector by pressing on the plastic tab at the bottom of the connector
near the wires. Try wiggling if it won't come off easily. Test the new bulb before replacing the
fender well cover and pop rivets. Passenger Sidemarker 2. Passenger Side Sidemarker Light
Bulb - The passenger side marker socket is located just above and to the right of the low beam
headlight behind the fender well cover. I had to use a pair of needle nose pliers to help turn the
socket. Pull the passenger side front side marker light bulb straight out from the socket and
replace it with a new one. Test the bulb before replacing the fender well and pop rivets.
Sidemarker Power Connector Front Sidemarker 3. Driver Low Beam 3. Driver Side Low Beam
Headlight Bulb - To access the driver side low beam headlight bulb, first start the engine and
turn the steering wheel all the way to the right. Driver Side Headlight Driver Side Fender Well
Cover Remove Black Pop Rivet Then remove the two black plastic pop rivets along the edge of
the fender well and the third one located a few inches closer to the center of the car with a small
flat head screwdriver. The driver side side marker light bulb socket is just above and to the left
of the low beam headlight bulb socket. Driver Side Low Beam Low Beam Headlight Socket
Headlight Bulb Connector Before you can remove the driver side low beam headlight bulb, you
must press down on the power connector's plastic tab at the bottom near the power wires and
wiggle the connector off of the bulb's base. Be sure to not touch the glass bulb on the new bulb.
If you do touch the bulb, clean it with a paper towel and some rubbing alcohol. Replace it with a
new light bulb and test it by turning on the vehicle's hazard lights. If it doesn't flash as it should,
try removing it and re-seating it back into the socket. The engine coolant reserve tank will need
to be lifted up from it's "stay" no tools required and moved to the side for easier access.
Replace it with a new high beam headlight bulb and test it by turning on the high beams. It is
located just in front of the driver side edge of the car's battery. Just look first with a flashlight to
orientate yourself and then reach in to grasp the turn signal bulb's grey plastic base. Driver Side
High Beam Headlight Bulb - The driver side high beam headlight bulb is probably the most
difficult to remove since you can't see what you're doing. Removing the car's battery helps
make the job a lot easier, but is not necessary. Locate the light blue power connector on the
high beam headlight bulb's base situated just to the right of the turn signal bulb. Then push on
the power connector's retaining tab at the bottom of the connector near the wires and wiggle it
until it comes free from the high beam bulb's base. Replace it with a new high beam bulb and be
sure to not touch the glass part of the bulb with your bare fingers. Test the new bulb by turning
on the vehicle's high beams. If you found this guide to be helpful, please consider making a
small donation by clicking on the PayPal. Thank you! Note: I am not a registered charity.
Donations are not tax deductible. Note: This guide goes in the following order: 1. Wheel Turned
To Left. Small Flathead Screwdriver. This automotive "how-to" guide was specifically written to
assist owners of the Honda Accord LX Premium Sedan in replacing any of the light bulbs in the
headlight assembly. Remove 1st Plastic Rivet. Prying Up Top of Pop Rivet. Remove 2nd Pop
Rivet. Two Border Rivets Removed. Remove 3rd Retaining Clip. Pull Back Fenderwell Cover.
Two of the black plastic pop rivets or "retaining clips" are on the border of the fender well cover
near the metal body work. Passenger Sidemarker. Sidemarker Power Connector. Driver Low
Beam. Driver Side Headlight. Driver Side Fender Well Cover. Remove Black Pop Rivet. Then
remove the two black plastic pop rivets along the edge of the fender well and the third one
located a few inches closer to the center of the car with a small flat head screwdriver. Pull Back
Fender Well Cover. Once the three black plastic pop rivets are removed, pull back the fender
well cover and locate the low beam headlight bulb socket. Driver Side Low Beam. Low Beam
Headlight Socket. Headlight Bulb Connector. Before you can remove the driver side low beam
headlight bulb, you must press down on the power connector's plastic tab at the bottom near
the power wires and wiggle the connector off of the bulb's base. Driver Low Beam Socket.
Passenger Side Headlight. Test out the new driver side low beam headlight bulb before putting
back the fender well and re-inserting the three black plastic pop rivets. Engine Coolant Reserve
Tank. Pull Tank Off Stay. Coolant Tank Removed. High Beam Headlight Base. High Beam
Connector Removed. Pull High Beam Straight Out. Push on the the tab located near the bottom
of the high beam headlight bulb power connector and wiggle off the connector from the bulb's
base. Driver Side High Beam Headlight. High Beam Power Removed. Paul's Travel Pictures is a
participant in the Amazon Services LLC Associates Program, an affiliate advertising program
designed to provide a means for sites to earn advertising fees by advertising and linking to
Amazon. Featuring a bright white light using blue cap bulb and blue glass coating, Philips
CrystalVision ultra headlight bulb is an excellent style upgrade to your ride while maintaining
safety on the road. It matches the style o We've Made a Site Update. Refresh to the latest
version. Retrieve quote. Track order. Sign In or Create Account. Every Purchase Supports.
Texas Relief Efforts. Select your vehicle. Refine by:. Headlight Bulb part. Returns Policy.
Quantity Sold. Light Source. Bulb Type. Recommended Use. Beam Color. Shop Honda Accord

Headlight Bulb. Showing 1 - 11 of 11 results. Sort by:. Guaranteed to Fit. Core Charge. Add to
cart. Part Number: A1R Page 1 of 1 Showing 1 - 11 of 11 results. Featured Brands. Reviews
Questions, Answers. Manufactured from top quality
ford f 250 shop manual
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components, this is your best option and inexpensive replacement for your rebuild, repair, and
maintenance needs - an OE replacement product for your damaged or aged factory part.
Replacement - the most affordable brand name for replacement parts th Based in Southern Ca
Dec 26, Exactly what I needed, the only downside was how long it took to get here. Jessica
Goerger. Purchased on Dec 07, Sep 23, Ordered Wrong. Received bulbs promptly but Ordering
was confusing, I need a high beam and a low beam, I received 2 low beams and didn't have the
ability to order high beam Rogers Rogers. Purchased on Sep 06, Sep 21, Like how my new
lights look. Purchased on Sep 02, Show More. Helpful Automotive Resources. Why are My
Headlights Flickering? If your headlight keeps going out while driving, here are the most
common reasons why: Failing Bulb. Contact Us. Phone Number Shop with Confidence. All
Rights Reserved. Terms of Use. Privacy Policy. California Supply Chain Disclosure.
Accessibility Statement.

