Honda pilot ac compressor

Honda designs and manufactures a wide range of vehicles. Many of Honda's vehicles are
equipped with air conditioner units. The AC compressor clutch is the power feed to your AC
compressor. The compressor is the unit that cools the air before it enters into the Honda's
cabin. If your AC is not properly cooling the vehicle, the AC clutch relay could be faulty. You
can test the clutch relay for power with a test light. Turn the Honda engine on. Turn the AC
settings to "Off. Locate the AC clutch relay. Trace the wire that runs off the AC compressor; this
wire plugs into the clutch relay. The relay is mounted on the firewall. You will notice a three-wire
connection on the relay. Connect the test light clip to the negative battery terminal. Touch the
test light lead to the middle of the three wires. The middle wire receives power from the clutch
relay. The wire should read "Inactive. Turn the AC control to "On. Touch the test light lead to the
middle wire once more. The wire should now read "Hot. Johnathan Cronk is a freelance writer
and began writing at the age of Throughout his career he has specialized in sports, how-to and
advice articles. He has also written sales pitches in the corporate setting since Step 1 Turn the
Honda engine on. Step 2 Connect the test light clip to the negative battery terminal. An
automobile can have numerous serious problems and a dysfunctional AC compressor clutch is
one of them. When this component does not work properly, the engine does not get the cold air
flow â€” leading to some major complications. Knowing how to manually engage AC
compressor clutch will help you skip a visit to the mechanic. Plus, you should also know how to
examine the clutch to find out if it is faulty or not. Using low-quality oil could be a reason for
failing AC compressor clutch but it could happen even if you use synthetic oil and high-quality
coolant. In a few cases, the clutch does not engage due to a clogged refrigerant circuit. If you
want to diagnose an AC compressor clutch for defects, apply these techniques:. Set all air
conditioning controls to the MAX before kicking off the engine. Check the front side of the
clutch to examine its condition. Also, find out whether the clutch and the pulley are spinning. If
only the pulley is rotating, the compressor clutch is having an issue, which could be stemming
from several sources â€” a blown fuse, bad clutch oil, low-pressure lockout, or an open wire in
the oil. A careful inspection of the system and its components will help you to pinpoint the
source of trouble. In this step, you have to detach the connector cable from clutch oil. Keep it
safely away from all other components. Use a digital voltmeter to measure the ground and
voltage of the battery at the detached connector cable. Go on to check the fuse if you cannot
read the voltage readings. Move on to the clutch relay if the fuse turns out fine. In a few car
models, the power of the air conditioning system flows from the AC switch to the fuse before
being transmitted to the clutch oil through the low-pressure evaporator temperature. You have
to make sure that the compressor has enough oil to function properly. When you are sure that
there is a problem with the clutch, the next part is to engage it. The next section tells you how to
manually engage AC compressor clutch at home. Engaging the AC compressor clutch at home
is not rocket science. There are a couple of ways you can fix the problem to bring back the air
conditioning system in order. What is the most common reason for an air conditioning
compressor not to engage? Low level of refrigerant. When the coolant level in the system goes
down, the low-pressure switch does not allow the compressor to rotate. How to manually
engage AC compressor clutch when the system is low on antifreeze? Just adding refrigerant
will solve this problem. If your car is compatible with Ra type of refrigerant, attaching a can to
the system will override the low-pressure switch and restore the normal function of the
compressor clutch. Tips â€” When you are going to manually engage the compressor, make
sure that the system has enough oil. Inadequate lubrication can damage the compressor. The
process is a bit different for older cars that are not compatible with the Ra type. Examine the oil
level in the compressor. Add oil if the level is below the normal point. Unplug the single wire
connector on the front side of the compressor. Take the fused jumper wire and connect its one
end to that side of the wire connector that was connected to the compressor. Attach the other
end of the jumper wire to the positive terminal of the battery. It will supply the battery voltage to
the compressor clutch, allowing it to engage manually. There is no need to switch on the air
conditioning system for this method to work. Tips â€” You should route the jumper wire to
avoid it getting tangled or interfering with other moving components. It is an ominous sign
when the clutch engages but the compressor does not spin. Changing the compressor clutch
could be the only solution in this case. A bad AC compressor clutch needs immediate fixing. A
delay can cause serious damage to the air conditioning system and the engine. Tsukasa Azuma
is an awesome car blogger of Car From Japan. He owns a car repair shop at downtown Osaka,
and he put all that experience to good use in his sharing posts. The Answer. Everything You
Need To Know! I have just refilled my C ACâ€¦â€¦â€¦. I have an open coil. The car is a honda
civic with K miles and has banged up bumper. So I could do the clutch removal, grinding and
replace. Any downside? Bad for the car to start with compressor on? The Compressor is not
meant to run all the time. That is why the clutch assembly is necessary. The computer can turn

it on when needed, then off when it has done its job. Leave A Reply Cancel Reply. Login with
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is not available online. Please contact us for further information. The AC Compressor in your
car is a mechanical pump that is powered by a drive belt connected to the engine's crankshaft.
It consists of a piston which moves up and down to draw the refrigerant and compress it. The
liquid refrigerant enters the compressor at a low temperature and exits at a high temperature. If
you are looking for a genuine Honda Pilot AC compressor, you have come to the right place. All
the parts we sell for your Honda come with a warranty. Buy Auto Parts provides a wide range of
OEM replacements and premium aftermarket parts at affordable prices. All our car parts are
tested to meet or exceed industry standards. To view the parts that fit your vehicle, you need to
select the right year and model of your Honda from our online catalog. If you need assistance in
finding the Honda Pilot AC compressor, give us a call and we will find it for you. We are
committed to satisfying our customers' expectations and needs. As we have several
warehouses all across the US, Buy Auto Parts will make sure your orders are delivered on time.
Our US-based sales and support teams are here to take care of your car part needs. Click here
for Mobile version. Home Toggle navigation. Your Account Support Center. We've got your back
Free, one year or more , unlimited mileage warranty. Return for any reason within 60 days for a
full refund. Your part can be more easily found using the Diff Wizard. Thank You! Secure
Shopping. All rights reserved. Our mobile mechanics offer services 7 days a week. Upfront and
transparent pricing. Our certified mobile mechanics can come to your home or office 7 days a
week between 7 AM and 9 PM. An AC system has many components: compressor, condenser,
receiver dryer, evaporator, and hoses. The AC compressor has several moving parts including
pistons and valves. These internal parts can fail, causing the AC compressor to stop working. It
is common for the internal parts of the compressor to come apart and disperse metallic debris
throughout the system. Consequently, it is a requirement to replace the orifice tube and the
receiver dryer when replacing the compressor since some of the debris may have ended up
there. For an AC compressor to work, it needs a clutch, bearing, and an electrical connector.
The clutch can burn or the bearing can fail. If the bearing or clutch have failed, it is
recommended that the compressor be replaced. Sometimes replacing the entire compressor
with a remanufactured one can be cheaper than replacing an individual clutch or bearings. It is
also common for the seals in the AC compressor to go bad. If the seals no longer hold, you will
need a new compressor, as the seals cannot be replaced. A compressor may also fail if there is
sludge or debris in the air conditioning system. If there is sludge or debris, the hoses,
evaporator, and condenser should be flushed to get rid of the contaminants. When it is not
possible to flush the parts, you may need to replace those parts. This service comes with
receiver dryer and orifice tube. It is very common for metals from the compressors to go
throughout the system and get caught in different components. If the compressor is replaced
without the dryer and the orifice tube, it will ruin the new compressor and it will not be covered
by the warranty from parts manufacturers. The most common reason for an AC compressor to
fail is leaky seals and inadequate lubrication. If you notice a change in the temperature of the air
through the AC vents not as cold as it should be , get it inspected. In addition to your comfort,
air conditioning systems add value to your vehicle. You should keep your AC fully operational.
In some systems, the hot and cold air are blended to achieve the desired temperature setting. In
these cases, when the AC system fails, you will not only NOT get any cold air, but the entire
temperature regulation is thrown off. Estimate price near me. Service Location. YourMechanic
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done: Check for pressure in the AC system. Check for power and ground at the compressor. If
compressor is found to be faulty, remove all of the refrigerant. Flush all foreign materials from
the AC System. Install new compressor, receiver drier, and orifice tube. Evacuate and recharge
the AC system. Leak check for any system leaks. Check for proper operation of AC system. Our
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Chance Pass it on, trade it in, give it a second life. However, once the damage has been done,
immediate replacement is required. Installing a new compressor is thankfully not too difficult for
the average car-savvy motorist. It takes about two hours or so for someone to replace their
busted compressor on most Hondas out there. The Freon should be vented not to the open air
but through professional equipment found in oil change stations and certain garages they get
compensated for any Freon they collect. Step 2: The Freon can also be recycled after your
compressor has been repaired. However, it's recommended that you have fresh coolant for the
sake of lubricant refreshment. Also, disconnect the battery by loosening the positive terminal
and setting it aside. Step 3: Firmly push on the tension pulley and take off the belt from the
compressor pulley wheel by sliding it from the idle pulley serpentine belt systems only. After
freeing the belt from the idle pulley, remove it from the grooved compressor pulley wheel for
good measure. Step 4: If you have a single-belt system, loosen the compressor mount's

adjustment bolt until you can get the compressor to slide off its mount. This releases belt
tension, so now you can take the slack belt off of the pulley. Step 5: Pull the adapter plug from
the compressor terminal to disconnect it from the wiring harness. Take off the Freon lines by
removing their line bolts. Expect hissing to occur. If you have a pressurized system, don't
uncouple the lines. Step 6: Remove the stock compressor by loosening the mounting bolts then
grabbing the unit from the mount arms, removing it from the assembly altogether. Place a new
replacement compressor by inserting it into the empty mount arms then tightening the mount
bolts. Step 7: Tighten the line bolts of the Freon lines until they're snug in order to connect them
back. Inspect the gaskets for damage prior to line reconnection. From there, replace the drive
belt over the compressor pulley wheel. Step 8: To place back the serpentine belt, loop it over
the compressor's pulley wheel and press the tension pulley arm while sliding it underneath the
idle pulley. After releasing the tension pulley, the belt will be pulled tight. Step 9: Meanwhile,
single-belt systems require you to put the belt over the pulley then pull the compressor while
tightening the adjustment bolt by turning it clockwise or to the right. There should be half an
inch of play left for the belt. Step Press the adapter plug into the terminal in order to reco
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nnect the wiring harness. As for the batter, just turn the positive terminal bolt clockwise to turn
it on. The compressors need a constant supply of lubricant to keep themselves from wearing
out and leaking precious coolant out of your car which will make it likelier for your car's interior
to feel like an oven and the components under your hood to overheat. We've Made a Site
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