Hyundai sonata oil filter location

Hyundai Sonata 2. Owners of other Hyundai or Kia vehicles equipped with the 2. The items
needed to complete this oil change include the following: a floor jack, jack stands, a 17mm
socket with ratcheting wrench, a used oil catch container, an automotive funnel, a new oil filter
and 5 U. Warming up the engine helps suspend any contaminants within the old oil and also
allows the old oil to drain out more quickly. Next remove the black plastic oil filler cap on the
top of the engine by twisting it counter clockwise. Removing the oil filler cap will prevent a
vacuum from forming while draining out the old oil and also help it to drain out more quickly.
Then engage the parking brake and chock the rear wheels to prevent the vehicle from moving.
Raise the front passenger side of the vehicle with the floor jack and securely support it with two
jack stands. Alternatively, you could also raise the front of the vehicle with automotive ramps.
Locate and remove the triangular shaped oil drain bolt access door near the rear of the engine
which is marked with the words "Engine Oil". Move the used oil catch container to below the
drain bolt and remove it with the 17mm socket and ratcheting wrench. Be careful when draining
out the old oil as it may be hot enough to burn your skin depending on how long you warmed
up the engine. If you get any of the used oil on your skin, wash it off as soon as possible since
used motor oil is known to be carcinogenic cancer causing. Tighten the oil drain bolt to just
past hand tight or about ft lbs of torque if you have a torque wrench. Do not over tighten the oil
drain bolt or you risk damaging the threads or the oil pan, which may cause an oil leak. Move
the used oil catch container forwards to below the oil filter access hole and twist off the old oil
filter by turning it counter clockwise. If you have trouble turning the old oil filter by hand, use an
oil filter wrench such as the Lisle to help get it started. While the old oil is draining out of the oil
filter receptacle, dip your pinky finger into some new 5W oil and run it around the rubber o-ring
on the new oil filter. Lubricating the rubber o-ring on the new oil filter will allow it to form a
better seal, prevent oil leaks, and also make it easier to remove the filter during the next oil
change. Do not use the oil filter wrench to tighten the new filter. Over tightening the new oil filter
may damage the rubber o-ring and lead to oil leaks. Insert Automotive Funnel Pour In Insert the
automotive funnel into the oil filler hole and carefully pour in about 4 to 4. Replace the oil filler
cap, run the engine for a few minutes, shut it off and let it rest for 5 to 10 minutes. Lower Vehicle
From Jack Check Oil Level - Fill To "F" Replace Oil Filler Cap Check the engine oil level on the
yellow handled dipstick and slowly add more oil into the oil filler hole while repeatedly checking
the dipstick until the level reaches the "F" full mark indicated by the upper hole in the metal.
You may not need to pour in the entire 4. When the oil level is correct, re-insert the oil filler cap
and tighten it by turning it clockwise. Be sure to check the oil level on the dipstick several times
over the next few days and watch your driveway for oil spots that may indicate a leak from the
oil drain bolt or oil filter. Record the mileage and oil change details in your service record book.
If you found this guide to be helpful, please consider making a small donation by clicking on the
PayPal. Thank you! Note: I am not a registered charity. Donations are not tax deductible.
Remove Oil Filler Cap. Raise Vehicle. Lower Engine Cover. Oil Filter Access Hole. The first few
steps are to start the engine, allow it to warm up for a few minutes, and then shut if off. Open
Access Door. Oil Drain Bolt Access Hole. Loosen 17mm Drain Bolt. Slide under the vehicle
along with the used oil catch container, a 17mm socket and a ratcheting wrench. Draining Old
Oil. Replace Oil Drain Bolt. Tighten Oil Drain Bolt. Allow the old oil to drain out for at least a few
minutes before re-inserting the oil drain bolt and tightening it with the 17mm socket and
ratcheting wrench. Replace Oil Drain Cover. Twist Off Old Oil Filter. Draining Oil From Filter.
Double check that the oil drain bolt is snug and then snap the oil drain bolt access cover back
into place on the black plastic engine underside cover. Dip Finger In New Oil. Lubricate New
Filter O-Ring. Twist On New Oil Filter. I recommend buying the Mobil1 M oil filter since it has
excellent reviews on Amazon. Insert Automotive Funnel. Pour In Engine Oil Level Dipstick.
Lower the car from the jack stands and the floor jack. Lower Vehicle From Jack. Replace Oil
Filler Cap. Check the engine oil level on the yellow handled dipstick and slowly add more oil
into the oil filler hole while repeatedly checking the dipstick until the level reaches the "F" full
mark indicated by the upper hole in the metal. Paul's Travel Pictures is a participant in the
Amazon Services LLC Associates Program, an affiliate advertising program designed to provide
a means for sites to earn advertising fees by advertising and linking to Amazon. David Hobbs
helped make these videos. This video shows you how to change the oil and oil filter in your
Hyundai Sonata. When you change your own oil, you know that you are putting quality oil in
your Sonata and that the filter is being changed too. Most importantly, you get a chance to look
around under your Sonata for potential trouble spots. This video shows you the location of your
oil drain plug, oil filter, oil fill cap and dipstick in addition to the steps needed to change the oil
and filter in your Sonata. For most Hyundais, you can wrap an old belt around the oil filter and
unscrew it by hand. If you can't do this, see our parts page to find a Hyundai Sonata oil filter
wrench. If your Sonata is too low to the ground to access your drain plug and oil filter, be sure

to use jack stands and safe jacking procedures before getting under your Sonata. If it isn't
printed on the oil cap, check your owners manual for the exact type before adding new oil. We
recommend wearing safety glasses whenever you are working under your Sonata. You never
know what could be dripping down from the engine, battery acid, engine coolant, brake fluid,
etc. All of these fluids are extremely harmful to your eyes and skin so it is important to protect
yourself. Hans Angermeier has produced over , videos showing drivers how to fix things on
their cars. He has broad expertise on basic repair procedures covering the majority of cars on
the road. Carmakers are hiding interior fuse boxes all over the place these days - see how to
check your interior fuses here! If your car is leaking a small amount of power steering fluid - see
this video on how to fix the leak. Car companies often use the same engines in different cars.
They also slightly alter the styling and sell the same car by two different names amongst other
tricks to help offset development costs. Our system selects the most applicable video for your
car based, in part, on these characteristics. The video displayed may not look exactly like your
car, but may be relevant enough for you to get a good idea how to do it. Getting Started Prepare for the repair. Share on. Full list of part and tools. Author Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. How to seal minor
transmission fluid leaks. Minor transmission fluid leaks can often be fixed with the right sealant
- see how to do this. Replace your car battery. Did you know that heat is worse for your battery
than cold? Replace it every 4 years. Check for a blown interior fuse. Quick fix for minor power
steering fluid leaks. See all videos for the Hyundai Sonata. We have a massive and growing
video library, but we don't have everything Rosen Nissan helped make these videos. This video
shows you how to change the oil and oil filter in your Hyundai Sonata. When you change your
own oil, you know that you are putting quality oil in your Sonata and that the filter is being
changed too. Most importantly, you get a chance to look around under your Sonata for potential
trouble spots. This video shows you the location of your oil drain plug, oil filter, oil fill cap and
dipstick in addition to the steps needed to change the oil and filter in your Sonata. For most
Hyundais, you can wrap an old belt around the oil filter and unscrew it by hand. If you can't do
this, see our parts page to find a Hyundai Sonata oil filter wrench. If your Sonata is too low to
the ground to access your drain plug and oil filter, be sure to use jack stands and safe jacking
procedures before getting under your Sonata. If it isn't printed on the oil cap, check your
owners manual for the exact type before adding new oil. We recommend wearing safety glasses
whenever you are working under your Sonata. You never know what could be dripping down
from the engine, battery acid, engine coolant, brake fluid, etc. All of these fluids are extremely
harmful to your eyes and skin so it is important to protect yourself. Hans Angermeier has
produced over , videos showing drivers how to fix things on their cars. He has broad expertise
on basic repair procedures covering the majority of cars on the road. A check engine light can
be cleared with a simple fix or it could be a major problem - find out now! Carmakers are hiding
interior fuse boxes all over the place these days - see how to check your interior fuses here! Car
companies often use the same engines in different cars. They also slightly alter the styling and
sell the same car by two different names amongst other tricks to help offset development costs.
Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. Fix minor oil leaks. Learn how to diagnose and fix minor
oil leaks in your car. Do not ignore this! Change a burnt out headlight. Avoid tickets and
accidents with both working headlights! New bulbs are much brighter too. Check for a blown
interior fuse. See all videos for the Hyundai Sonata. We have a massive and growing video
library, but we don't have everything Changing the oil in a Hyundai Sonata is a straightforward
task that should be performed every 3, miles. The oil provides lubrication and cooling for engine
components. Heat buildup can cause oil to lose its viscosity and break down. When changing
oil it is essential to replace the oil filter. An old filter can contaminate new oil and cause engine
damage down the road. Ensure the car is parked on a flat surface. Place a drain pan under the
engine. Locate the oil pan directly under the engine. The oil pan will be at the very bottom.
Unscrew the drain plug at the front of the oil pan with a socket wrench. Allow all the oil to drain
out into the oil pan. Tighten the drain plug back into the oil pan with a socket wrench. Locate
the oil filter in front of the engine. There will be a cut-out in the protective shield where the oil
filter is located. Unscrew the oil filter with a strap wrench. Allow the oil to drain into the oil pan.
Place the old filter in with the waste oil. Spread a bead of oil around the top of the new oil filter
with your index finger. Fill the oil filter with fresh engine oil. Screw the filter on to the filter
housing by hand. Do not wrench tighten, which could strip the threads of the filter or filter
housing. Open the hood for access to the engine compartment. Unscrew the oil cap on the top

of the engine. Pour in three quarts of engine oil. Pull the engine oil dipstick out of the dipstick
tube and wipe it clean. Push the dipstick back into the dipstick tube. Pull back out and look at
the engine oil level. If the oil on the dipstick does not stop between the two marks on the
dipstick, pour in a half quart of oil and check the level again. Do not overfill. Start the car and
allow it to run for five minutes. Turn the car off and check the oil level once again. Add another
half quart of oil if necessary. Ensure the oil cap is back on the engine and the hood is closed.
Gregory Crews has been in the film industry
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for three years and has appeared in more than 38 major motion pictures and 16 television
shows. He also writes detailed automotive tutorials. His expertise in the automotive industry
has given him the skills to write detailed technical instructional articles. Step 1 Ensure the car is
parked on a flat surface. Step 2 Locate the oil pan directly under the engine. Step 3 Unscrew the
drain plug at the front of the oil pan with a socket wrench. Step 4 Locate the oil filter in front of
the engine. Step 5 Unscrew the oil filter with a strap wrench. Step 6 Spread a bead of oil around
the top of the new oil filter with your index finger. Step 7 Open the hood for access to the engine
compartment. Step 8 Pour in three quarts of engine oil. References Edmunds. Always ensure
the car is on a level surface so the oil drains properly. Socket wrench Socket set Drain pan New
oil filter 5 quarts of oil. Contact a local recycling company or automotive parts store for disposal
of the waste oil and filter.

