Ktm 50 parts diagram

Quick Links Download this manual. Article no. Ktm owner's manual motorcycle 50 sx junior, 50
sx 42 pages. Ktm owner's manual motorcycle 50 sx junior, 50 sx, 50 supermoto 42 pages. Page
3 KTM accepts no liability for delivery options, deviations from illustrations and descriptions, as
well as misprints and other errors. Page 4: Table Of Contents Checking rear brake fluid level
Page 5 Removing the carburetor 50 SX Indicates an expected reaction e. Indicates an
unexpected reaction e. Identifies a page reference more information is provided on the specified
page. Formats used The typographical and other formats used are explained below. Page 8:
Important Notes Warranty The work prescribed in the service schedule must be carried out in an
authorized KTM workshop only and confirmed in the customer's service record, since otherwise
no warranty claims will be honored. The vehicle level can be adjusted at the front by means of
the clamping of the fork legs and at the rear by means of the positioning of the shock absorber.
The only difference between the two fork legs lies in the piston ring of the piston rod, which is
only mounted on the left fork leg. Fork oil ml Fork oil SAE 7. Info Pull out and push back in the
inner tube a number of times to bleed the fork leg. Make the adjustments first on one fork leg
and then on the other. Long-life grease p. Info If the bike is ridden for a longer time with play in
the steering head bearing, the bearing and the bearing seats in the frame can be damaged after
time. Riding sag 50 SX 45â€¦ 55 mm 1. Hook wrench T p. Drain the remaining oil. Damper
cartridge Minimum diameter Page Assembling The Damper 50 Sx After making adjustments,
ride slowly at first to get the feel of the new ride behavior. Guideline Screw, filling port 3 Nm 2.
Page Installing The Spring 50 Sx â€” Tension the spring to the length measured during
disassembly by turning the adjusting ring. Installing the spring 50 SX 6. Do not touch hot
components. Remove the front fender. The first two digits refer to the week of manufacture and
last two digits refer to the year of manufac- ture. KTM recommends that the tires be changed
regardless of the actual wear, at the latest after 5 years. This is based on silicone oil and is
colored purple. Oil seals and brake lines are not designed for DOT 5 brake fluid. Avoid contact
between brake fluid and painted parts. Brake fluid attacks paint! Use only clean brake fluid from
a sealed container! Changing the front brake fluid The construc- tion and friction factor of the
brake linings and therefore the brake power can differ considerably from the original KTM brake
linings. If brake linings are used that differ from the originals, there is no guarantee that they
comply with the origi- nal license. Info Ensure that the brake linings are correctly positioned in
the holding spring. The rear brake can fail due to overheating. Checking rear brake fluid level
Check the brake system and do not continue riding. Mount and tighten screws. Detach the
radiator hoses. Info Do not kink the throttle cable. Page 68 25 Nm Page Removing The Cylinder
Cover the engine case opening with a cloth. Extractor p. Info The shaft seal rings must be flush
on the outside. Changing the conrod bearing Info The press mandrel must be applied above the
crank pin. Info Support the clutch cover when pressing out. Guideline Distance Page Installing
The Stator Feeler gauge p. Piston marking must face the exhaust side. The X-distance must be
checked very carefully. If the X-distance is too large, the compression decreases and the engine
loses power. Guideline Spark plug M10x1 10â€¦ 12 Nm 7. Be careful that no fuel is spilt,
especially on hot vehicle components. Clean up spilt fuel immediately. Page Installing The
Carburetor 50 Sx â€” Pull back spring retainer and the throttle slide spring. Guideline Choke
slide 5 Nm 3. Guideline Idle air adjusting screw Open 3. Following extreme air temperature or
altitude changes, adjust the idle speed again. If the procedure described here does not lead to
satisfactory results, the cause may be a wrongly dimensioned idling jet. If you can turn the idle
air adjusting screw to the end without any change of engine speed, you need to install a smaller
idling jet. Allow the engine and cooling system to cool down. Coolant level above the radiator
fins 10 mm 0. Alternative 1 Coolant p. Gear oil ATF Dexron 3 p. Filling up with oil 50 SX Mini
Ignition coil Resistance of secondary winding 2. Page Troubleshooting â€” Fuel feed interrupted
Check the fuel tank breather. Page â€” Engine has too little power Fuel feed interrupted Check
the fuel tank breather. Weight without fuel, approx. Page Tires 2. Fork oil SAE 7. Page Technical
Data - Shock Absorber 45â€¦ 55 mm 1. The excessive pressure can penetrate electri- cal
components, socket connects, throttle cables, and bearings, etc. Page Storage Check the tire
air pressure. Info KTM recommends jacking up the motorcycle. Page Service Schedule Clean
and grease adjusting screws of chain adjuster. KTM recommends Motorex products. Thanks to
first rate synthetic esters and specially designed additives, superb combustion is achieved even
under extreme operating conditions. The SAE viscosity classes were defined by the Society of
Automotive Engineers and are used for classifying oils according to their vis- cosity. This
manual is also suitable for: 50 sx junior 50 sx mini. Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Home Links FAQ. Pro Sr. Spare Parts Notes - This model had very minor
changes made from years - Most all parts are interchangable between these years '' Have any
questions about parts? Or need help choosing the right ones? Upgrade from Stock OEM 39mm

piston to this kit for added power. These models have an AIR cooled engine. Have a model
made between and ? These older bikes use the Morini Franco engine as shown below. This easy
to see it from a distance because the cylinder is silver in color and uses a intake manifold with
only two bolts. The piston has a round hole in the intake side. The ring are not the same top and
bottom. These bikes are built solid and will be around for a long time, passed down from one
kid to the next when they out grow them. Chassis parts are difficult to find but the Morini Franco
engines are very popular and we have a great supply available. Both cylinders have a intake
manifold with only two bolts. The pistons are different for these two models. The aluminum
cylinder piston uses two flat rings. Pro Jr. Most all parts are interchangable between the years ''
Spare Parts Notes -This model had very minor changes made from years - High Performance
Parts - KTM50s produce a lot of power considering the tiny size and light weight of this 49cc
engine. A old worn out clutch will slip and not allow the engines full power to get to the rear
wheel. Above is a - KTM 50 Pro senior model. This easy to see it from a distance because the
cylinder is BLACK in color and uses a intake manifold with four bolts. The piston has a ovel
hole in the intake side. The ring are the same top and bottom. The other only difference for the
different years is the clutch assembly. The early year bikes had a 2-shoe clutch design and the
last couple of models had a disc style clutch. Its best to remove the clutch cover and see what
model clutch style you have. Quick Links. See also: Repair Manual. Ktm owner's manual
motorcycle 50 sx junior, 50 sx, 50 supermoto 42 pages. Page 3 KTM accepts no liability for
delivery options, deviations from illustrations and descriptions, as well as misprints and other
errors. Page 4: Table Of Contents Closing filler cap Page 5 Adjusting the play in the throttle
cable.. Page 6: Means Of Representation All work marked with this symbol requires specialist
knowledge and technical understanding. In the interest of the safety of your child, have these
jobs performed in an authorized KTM workshop. There, your motorcycle will be serviced
optimally by specially trained experts using the specialist tools required. The motorcycles comply with currently valid regulations and categories of the top international motorsport
organizations. Page 8: Protective Clothing Keep the Owner's Manual in an accessible place to
enable you to refer to it as needed. If you would like to know more about the vehicle or have
questions on the material you read, please contact an authorized KTM dealer. S 50 SX Mini The
type label is located on the frame at the front right. S Engine number The engine number is
stamped on the left side of the engine under the engine sprocket. The hand brake lever is used
to activate the front brake. Page Closing Filler Cap Put the tank cap on and turn it clockwise.
Info Run the fuel tank breather hose without kinks. Page Choke 50 Sx Choke function
deactivated â€” Choke knob is in lower position. No O-ring is visible. Activating the choke
function frees an opening through which the engine can draw extra fuel. Page Preparing For
Use When using your motorcycle, remember that others may feel disturbed by excessive noise.
You receive a delivery certificate and the service record at vehicle handover. Do not start the
engine until your child is able to apply the necessary front brake pressure. Initially, let your
child drive to another person who can help your child stop and turn. Page Riding Instructions
Before each use, check the condition of the vehicle and its operating safety. The vehicle must
be in perfect technical condition when it is being operated. Page Starting Up Open the throttle
carefully. Riding Info If you hear unusual noises while riding, stop immediately, switch off the
engine, and contact an authorized KTM workshop. Do not place objects on the vehicle while it is
still warm from being run. NET and in the service record. Adhere to the description provided.
Your authorized KTM workshop will be glad to help. Preparatory work â€” Page Adjusting The
Riding Sag 35 kg 55â€¦ 77 lb. Weight of rider standard : 25â€¦ Remove the handlebar clamps.
Remove the handlebar 0 0 1 and lay it to one side. Info 0 0 2 Protect the motorcycle and its
attachments from damage by covering them. Do not bend the cables and lines. Lift stand The
tires should no longer be in contact with the ground. Take off clamp â€” Remove screws on the
left fork leg. Take off the fork protector. Remove the left fork leg. Remove the right fork leg. Info
The upper milled groove in the fork leg must be flush with the top edge of the upper triple
clamp. High viscosity grease p. Info If the bike is ridden with play in the steering head bearing,
the bearing and the bearing seats in the frame can become dam- aged over time. Move the fork
legs to and fro in the direction of travel. No play should be noticeable in the steering head
bearing. Remove the start number plate. C Mount and tighten screws Guideline Remaining
screws, chassis 10 Nm 7. Projection hooks into the fuel tank. Info Do not clean the air filter with
fuel or petroleum since these substances attack the foam. Mount cable binder Info The cable
binder must be run between chain sliding guard swingarm â€” Mount the cable binder at the
rear. Page Checking The Frame If the frame exhibits cracking or deformation due to a
mechanical impact: â€” Change the frame. Info A frame that has been damaged due to a
mechanical impact must always be changed. Repair of the frame is not authorized by KTM.
Rubber grip adhesive p. Page 55 Avoid contact between brake fluid and painted parts. Brake

fluid attacks paint! Use only clean brake fluid from a sealed container. Preparatory work â€”
Raise the motorcycle with a lift stand. Page 56 Position the membrane and the cover with the
washer. Mount and tighten the screws. Finishing work 50 SX â€” Install the chain guard. Take
the front wheel out of the fork. Other tires could have a negative effect on riding behavior. The
type, condition and air pressure of the tires all have an important impact on the riding behavior
of the motorcycle. Info A loose spoke can cause wheel imbalance, which leads to more loose
spokes in a short time. Guideline Spoke nipple M3. The pressure resulting from the warming of
the cooling system is regulated by a valve in the radiator cap. This ensures that operating the
vehicle at the specified coolant temperature will not result in a risk of malfunctions. Allow the
engine and cooling system to cool down. If contact occurs with the eyes, rinse with water immediately and contact a physician. Immediately clean contaminated areas on the skin with soap
and water. If coolant is swal- lowed, contact a physician immediately. Info If the throttle grip is
tipped forward, the throttle cable will slip out of the guide on the carburetor. The throttle slide
can no longer be closed. Page Carburetor - Idle 50 Sx The idle mixture is adjusted with the idle
mixture adjustment screw That means that an engine with a correctly set idle speed is easier to
start than if the idle is set wrongly. Page Carburetor - Adjusting Idle Speed Following extreme
air temperature or altitude changes, adjust the idle speed again. S S Condition If there is no
reference point Main work â€” Check the oil level in the oil tank. For a full fuel tank, the oil tank
must be filled up to MIN mark at a minimum. Maintain a minimum dis
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tance of 60 cm between the nozzle of the pressure cleaner and the component. Excessive
pressure can cause malfunctions or destroy these parts. Page Storage 57 â€” Store the vehicle
in a dry location that is not subject to large fluctuations in tem- perature. Info KTM recommends
raising the motorcycle. Page Troubleshooting â€” Fuel feed interrupted Check the fuel tank
breather. Page Technical Data Screw, bearing retainer 5 Nm 3. Weight without fuel, approx. Page
Shock Absorber 45â€¦ 55 mm 1. Thanks to first rate synthetic esters and specially designed
additives, superb combustion is achieved even under extreme operating conditions. The SAE
viscosity classes were defined by the Society of Automotive Engineers and are used for
classifying oils according to their vis- cosity. This manual is also suitable for: 50 sx 50 sx mini
50 sx 50 sx mini Print page 1 Print document 91 pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

