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Guide. USA fus. Automobile Ford Focus Owner's Manual pages. Ford may change the contents
without notice and without incurring obligation. Page 4: Introduction â€” Special handling may
apply for service or vehicle end of life disposal. See Please take the time to get well acquainted
with your vehicle by reading this handbook. The more you know and understand about your
vehicle, the greater the safety and pleasure you will derive from driving it. In this guide, answers
to such questions are contained in comments highlighted by the warning triangle symbol.
These comments should be read and observed. Page 6 In order to properly diagnose and
service your vehicle, Ford Motor Company, Ford of Canada, and service and repair facilities
may access vehicle diagnostic information through a direct connection to your vehicle when
diagnosing or servicing your vehicle. Page 7 Introduction To access this information, special
equipment must be directly connected to the recording modules. Ford Motor Company and Ford
of Canada do not access event data recorder information without obtaining consent, unless
pursuant to court order or where required by law enforcement, other government authorities or
other third parties acting with lawful authority. Page 8 Introduction These are some of the
symbols you may see on your vehicle. Many lights will illuminate when you start your vehicle to
make sure the bulb works. Normally, the Service engine soon light will stay on until the engine
is cranked, then turn itself off if no malfunctions are present. A significant decrease in braking
performance may occur. It will take you longer to stop the vehicle. Have the vehicle checked by
your authorized dealer. Driving extended distances with the parking brake engaged can cause
brake failure and the risk of personal injury. Overdrive off if equipped : Illuminates when the
overdrive function of the transaxle has been turned off, refer to the Driving chapter. If the light
remains on, have the system serviced immediately, refer to the Driving chapter for more
information. Engine coolant temperature gauge: Indicates engine coolant temperature. At
normal operating temperature, the needle will be in the normal range. If it enters the red section,
the engine is overheating. Stop the vehicle as soon as safely possible, switch off the engine and
let the engine cool. Page 16 Instrument Cluster Odometer: Registers the total miles kilometers
of the vehicle. If equipped with a message center, refer to Message center in the Driver Controls
chapter on how to switch the display from Metric to English. Trip odometer: Registers the miles
kilometers of individual journeys. Ford strongly recommends that drivers use extreme caution
when using any device that may take their focus off the road. Page 18 Entertainment Systems
Note: Your vehicle is equipped with a unique audio system. If your display shows six small
circles in the display, your audio system is a CD6 system. If not, your system is a Single CD
system. Page 20 Entertainment Systems 6. Press OK to enter into the satellite radio menu. The
system default is disabled. The menu listing will display the opposite state. Otherwise, random
play will begin when the current track is finished playing. Page 23 Entertainment Systems If a
specific category is selected, Jazz, Rock, News, etc. Page 24 Entertainment Systems Page 26
Entertainment Systems Required equipment: 1. Any portable music player designed to be used
with headphones 2. Page Satellite Radio Information 12 cm audio compact discs only. Due to
technical incompatibility, certain recordable and re-recordable compact discs may not function
correctly when used in Ford CD players. Page 29 Note: SIRIUS reserves the unrestricted right to
change, rearrange, add or delete programming including canceling, moving or adding particular
channels, and its prices, at any time, with or without notice to you. Ford Motor Company shall
not be responsible for any such programming changes. The system is working properly. Refer
to Rear window defroster later in this chapter for more information. Page 33 Climate Controls 9.
Temperature control: Controls the temperature of the airflow in the vehicle. See Heated seats in
the Seating and Safety Restraints chapter. Turns on the parking lamps, instrument panel lamps,
license plate lamps and tail lamps. Turns the low beam headlamps Fog lamp control if equipped
The fog lamps can be turned on when the headlamp control is in position and the high beams
are not turned on. Page 36 Lights Flash to pass Pull toward you slightly to activate and release
to deactivate. Daytime running lamps DRL if equipped Turns the headlamps on with a reduced
output. If your vehicle has been in an accident, the alignment of your headlamps should be
checked by your authorized dealer. Vertical aim adjustment 1. Park the vehicle directly in front
of a wall or screen on a level surface, approximately 25 feet 7. Page Turn Signal Control Lights
5. Locate the vertical adjuster on each headlamp, then use a 7 mm Allen wrench or a Phillips
screwdriver to adjust the headlamp up or down. Close the hood and turn off the lamps. Page
Bulb Replacement Lights Ambient lighting if equipped Illuminates four footwells and three
cupholders with a choice of seven colors. The ambient lighting control switch is located on the
instrument panel. To activate, press and release the control switch to cycle through the seven

color choices plus the off state. To replace all instrument panel lights - see your authorized
dealer Replacing the interior bulbs Check the operation of all bulbs frequently. Page 41 Lights 6.
Remove bulb from the headlamp assembly by turning it counterclockwise, then pull it straight
out. Install the new bulb in reverse order. Grasp the bulb by only its plastic base and do not
touch the glass. Page 42 Lights Replacing side marker bulbs 1. Make sure the headlamp control
is in the off position and open the hood. Remove two push pins from the radiator grille on the
side being serviced and push the grille back to access the lower screw. Page 43 Lights
Replacing fog lamp bulbs if equipped 1. Make sure the headlamp switch is in the off position.
Disconnect the harness from the bulb by pulling it straight off. Pull the lever down to unlock the
steering column. While the lever is in the down position, move the steering wheel up or down
until you find the desired position. If the power point or cigar lighter socket is not working, a
fuse may have blown. Refer to Fuses and relays in the Roadside Emergencies chapter for
information on checking and replacing fuses. Page Mirrors Driver Controls Press and pull the
window switches to open and close windows. Page 48 Driver Controls Automatic dimming
interior rear view mirror if equipped With microphone Your vehicle may be equipped with an
interior rear view mirror which has an auto-dimming function. Page Speed Control Driver
Controls Heated outside mirrors if equipped Both mirrors are heated automatically to remove
ice, mist and fog when the rear window defrost is activated. Do not remove ice from the mirrors
with a scraper or attempt to readjust the mirror glass if it is frozen in place. Page 50 Driver
Controls 3. Take your foot off the accelerator pedal. The indicator light on the instrument cluster
will turn on. Note: When you turn off the speed control or the ignition, your speed control set
speed memory is erased. SYNC hands free control feature if equipped Press briefly to use the
voice command feature. Page 54 Driver Controls To open the moon roof: The moon roof is
equipped with an automatic, one-touch, express opening and closing feature. To stop AUTO
motion at any time during the one-touch operation, press the control a second time. You may
select display features on the message center for a display of status. The system will also notify
you of potential vehicle problems with a display of system warnings followed by a long
indicator chime. Page 58 Driver Controls 1. This acts as a reminder that these warning
conditions still exist within the vehicle. You should always carry a second key with you in a safe
place in case you require it in an emergency. You must complete Steps 1â€”5 within 30 seconds
or the procedure will have to be repeated. If the procedure needs to be repeated, wait a
minimum of 30 seconds before beginning again. Refer to Message center in the Driver Controls
chapter. The childproof locks are located on rear edge of each rear door and must be set
separately for each door. The handle is composed of a material that will glow for hours in
darkness following brief exposure to ambient light. Operation is subject to the following two
conditions: 1 This device may not cause harmful interference, and 2 This device must accept
any interference received, including interference that may cause undesired operation. Page 68
Locks and Security 2. With the all-door remote entry, press and release again within three
seconds to unlock all the doors. The remote entry system activates the illuminated entry
feature. This feature turns on the interior lamps for 25 seconds or until the ignition is turned to
the on position. Page 69 Locks and Security Sounding a panic alarm Press to activate the alarm.
Press the control again, or turn the ignition to the on position to deactivate. Note: The panic
alarm will only operate when the ignition is in the off or accessory position. Page 70 Locks and
Security 5. Snap the two halves back together. Note: Replacement of the battery will not cause
the remote transmitter to become deprogrammed from your vehicle. The remote transmitter
should operate normally after battery replacement. Replacing lost remote entry transmitters If
you would like to have your remote entry transmitter reprogrammed because you lost one, or
would like to buy additional remote entry transmitters, you can either reprogram them yourself,
or take all Use of these systems may result in vehicle starting problems and a loss of security
protection. Note: Large metallic objects, electronic devices that are used to purchase gasoline
or similar items, or a second coded key on the same key chain may cause vehicle starting
issues. If this occurs, the vehicle should be taken to an authorized dealer for service. Page 73
Locks and Security 6. Turn the ignition from the 1 off position to the 3 on position. Keep the
ignition in the 3 on position for at least one second but not more than 10 seconds. Turn the
ignition to the 1 off position. Turn the key full travel toward the front of the vehicle to ensure the
alarm disarms. Page 76 Seating and Safety Restraints To adjust the head restraint, do the
following: 1. Raise the head restraint by pulling up on the head restraint. Lower the head
restraint by pressing and holding the guide sleeve adjust release button and pushing down on
the head restraint. Page 77 Seating and Safety Restraints To remove the adjustable head
restraint, do the following: 1. Pull up the head restraint until it reaches the highest adjustment
position. To reinstall the adjustable head restraint, do the following: 1. Adjusting the front
manual seat WARNING: Sitting improperly out of position or with the seat back reclined too far

can take off weight from the seat cushion and affect the decision of the passenger sensing
system, resulting in serious injury or death in a crash. Page 79 Seating and Safety Restraints
Pull up on the control if equipped to raise the seat and push down on the control to lower the
seat. Lift the control to adjust the angle of the seatback. Page 80 Seating and Safety Restraints
Heated seats if equipped WARNING: Persons who are unable to feel pain to the skin because of
advanced age, chronic illness, diabetes, spinal cord injury, medication, alcohol use, exhaustion,
or other physical conditions, must exercise care when using the seat heater. The seat heater
may cause burns even at low temperatures, especially if used for long periods of time. The seat
can be slid forward to allow easier entry to the rear seats. Slide the seat back and fold back the
seatback until it locks with a distinct click. The system is able to analyze different occupant
conditions and crash severity before activating the appropriate safety devices to help better
protect a range of occupants in a variety of frontal crash situations. Page 83 Seating and Safety
Restraints Driver and passenger dual-stage airbag supplemental restraints The dual-stage
airbags offer the capability to tailor the level of airbag inflation energy. A lower, less forceful
energy level is provided for more common, moderate-severity impacts. A higher energy level is
used for the most severe impacts. Page 84 Seating and Safety Restraints The front passenger
sensing system can automatically turn off the passenger front airbag. The system is designed
to help protect small child size occupants from airbag deployments when they are improperly
seated or restrained in the front passenger seat contrary to proper child-seating or restraint
usage recommendations. Page 85 Seating and Safety Restraints The Restraints Control Module
RCM monitors its own internal circuits and the circuits for the airbag supplemental restraints,
crash sensor s , safety belt pretensioners, front safety belt buckle sensors, front passenger
sensing system, and the driver seat position sensor. In addition, the RCM also monitors the
restraints warning light in the instrument cluster. WARNING: Each seating position in your
vehicle has a specific safety belt assembly which is made up of one buckle and one tongue that
are designed to be used as a pair. Page 87 Seating and Safety Restraints 2. To unfasten, push
the release button and remove the tongue from the buckle. Page 88 This indicates the safety
belt is now in the automatic locking mode. How to disengage the automatic locking mode
WARNING: Ford Motor Company recommends that all passenger safety belt assemblies and
attaching hardware should be inspected by an authorized dealer after any collision to verify that
the automatic locking retractor feature for child seats is still working properly. Page 89 Seating
and Safety Restraints Safety belts with locking cinch tongue rear center position only The
locking cinch tongue will slide up and down the belt webbing when the belt is in the stowed
position or while putting safety belts on. Page 90 Seating and Safety Restraints WARNING: Each
seating position in your vehicle has a specific safety belt assembly which is made up of one
buckle and one tongue that are designed to be used as a pair. Page 91 if equipped , shoulder
belt guide on seatback if equipped , child safety seat LATCH and tether anchors, and attaching
hardware, should be inspected after a collision. Ford Motor Company recommends that all
safety belt assemblies in use in vehicles involved in a collision be replaced. Page 93 Seating
and Safety Restraints If Page 94 Seating and Safety Restraints The following are reasons most
often given for not wearing safety belts All statistics based on U. Page 95 Seating and Safety
Restraints Reasons given Frontal airbags are not designed to inflate in rear and side crashes or
rollovers. People who are ejected are 40 times more likely to DIE. Page 99 Seating and Safety
Restraints Children and airbags Children must always be properly restrained. Accident
statistics suggest that children are safer when properly restrained in the rear seating positions
than in the front seating position. Failure to follow these instructions may increase the risk of
injury in a collision. Page Seating and Safety Restraints The airbags inflate and deflate rapidly
upon activation. After airbag deployment, it is normal to notice a smoke-like, powdery residue
or smell the burnt propellant. This may consist of cornstarch, talcum powder to lubricate the
bag or sodium compounds e. Refer to Front passenger sensing system later in this chapter. The
front passenger sensing system uses a passenger airbag off or pass airbag off indicator which
will illuminate and stay lit to remind you that the front passenger frontal airbag is disabled. Page
Seating and Safety Restraints The front passenger sensing system may detect small or medium
objects placed on the seat cushion. For most objects that are in the front passenger seat, the
passenger airbag will be disabled. Even though the passenger airbag is disabled, the pass
airbag off lamp may or may not be illuminated according to the table below. Determining if the
system is operational The supplemental restraint system uses a warning indicator light in the
instrument cluster or a back-up tone to indicate the condition of the system. See your
authorized dealer. Page Seating and Safety Restraints designed to inflate between the door
panel and occupant to further enhance the protection provided occupants in side impact
collisions. The airbag SRS is designed to activate when the vehicle sustains lateral deceleration
sufficient to cause the sensors to close an electrical circuit that initiates airbag inflation. The

side airbag could injure you as it deploys from the seat. Page Seating and Safety Restraints
How does the side air curtain system work? The design and development of the side air curtain
system included recommended testing procedures that were developed by a group of
automotive safety experts known as the Side Airbag Technical Working Group. Page Seating
and Safety Restraints window area and occupant to further enhance the head protection
provided to occupants in side impact collisions. The seat-mounted side airbag was designed to
inflate between the door panel and occupant to further enhance the protection provided
occupants in side impact collisions. If any of these things happen, even intermittently, have the
SRS serviced at your authorized dealer immediately. Page Seating and Safety Restraints
Important child restraint precautions You are required by law to use safety restraints for
children in the U. If small children generally children who are four years old or younger and who
weigh 40 lb [18 kg] or less ride in your vehicle, you must put them in safety seats made
especially for children. Page Seating and Safety Restraints To improve the fit of both the lap and
shoulder belt on children who have outgrown child safety seats, Ford Motor Company
recommends use of a belt-positioning booster. Booster seats position a child so that safety
belts fit better. They lift the child up so that the lap belt rests low across the hips and the knees
bend comfortably. Page 80 lb 36 kg using an upper torso harness and a belt-positioning
booster. Ford recommends the use of a child safety seat having a top tether strap. Position the
child safety seat in a seat with a combination lap and shoulder belt. Pull down on the shoulder
belt and then grasp the shoulder belt and lap belt together. Page Seating and Safety Restraints
4. Insert the belt tongue into the proper buckle the buckle closest to the direction the tongue is
coming from for that seating position until you hear a snap and feel the latch engage. Make sure
the tongue is latched securely by pulling on it. Page Seating and Safety Restraints 8. Allow the
safety belt to retract to remove any slack in the belt. Before placing the child in the seat, forcibly
move the seat forward and back to make sure the seat is securely held in place. To check this,
grab the seat at the belt path and attempt to move it side to side and forward. Page Seating and
Safety Restraints 2. Slide the tongue up the webbing. Be sure that the belt webbing is not
twisted. Page Seating and Safety Restraints 5. While pushing down with your knee on the child
seat pull up on the shoulder belt portion to tighten the lap belt portion of the combination lap
and shoulder belt. Allow the safety belt to retract and remove any slack in the belt to securely
tighten the child safety seat in the vehicle. Page Seating and Safety Restraints The tether strap
anchors in your vehicle are in the following positions shown from top view, left is front of the
vehicle : WARNING: Attach the tether strap only to the appropriate tether anchor as shown. The
tether strap may not work properly if attached somewhere other than the correct tether anchor.
Page Seating and Safety Restraints 6. Follow the instructions in this chapter. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. Page Tires, Wheels and Loading WARNING: The traction grade assigned to this tire is
based on straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. Page Ford Motor Company. You are strongly
urged to buy a reliable tire pressure gauge, as automatic service station gauges may be
inaccurate. Ford recommends the use of a digital or dial-type tire pressure gauge rather than a
stick-type tire pressure gauge. Page Tire Inflation Always inflate your tires to the Ford
recommended inflation pressure even if it is less than the maximum inflation pressure
information found on the tire. Page Tires, Wheels and Loading Note: If you have to drive a
distance to get air for your tire s , check and record the tire pressure first and add the
appropriate air pressure when you get to the pump. It is normal for tires to heat up and the air
pressure inside to go up as you drive. Page Tires, Wheels and Loading Improper or inadequate
vehicle maintenance can cause tires to wear abnormally. If this information is not found on
these labels then you should consult your Ford Dealer. Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Page
4. Use both eye and ear protection. For a mounting pressure more than 20 psi greater than the
maximum pressure, a Ford Dealer or other tire service professional should do the mounting.
Always inflate steel carcass tires with a remote air fill with the person inflating standing at a
minimum of 12 ft. Note: If your tires show uneven wear ask an authorized dealer to check for
and correct any wheel misalignment, tire imbalance or mechanical problem involved before tire
rotation. The definitions of these items are listed below. Note that the tire size, load index and
speed rating for your vehicle may be different from this example. Page Tires, Wheels and
Loading Note: You may not find this information on all tires because it is not required by federal
law. Note: Tire Quality Grades do not apply to this type of tire. Note: The temporary tire size for
your vehicle may be different from this example. Page Tires, Wheels and Loading vehicle

placard or tire inflation pressure label. If your vehicle has tires of a different size than the size
indicated on the vehicle placard or tire inflation pressure label, you should determine the proper
tire inflation pressure for those tires. As an added safety feature, your vehicle has been
equipped with a tire pressure monitoring system TPMS that illuminates a low tire pressure The
pressure sensor is covered by the tire and is not visible unless the tire is removed. The
pressure sensor is located opposite degrees from the valve stem. Page Tires, Wheels and
Loading When you believe your system is not operating properly The main function of the Tire
Pressure Monitoring System is to warn you when your tires need air. It can also warn you in the
event the system is no longer capable of functioning as intended. Repair the damaged road
wheel and re-mount it on the vehicle to restore system functionality. When towing, trailer
tongue load weight is also part of cargo weight. Page Tires, Wheels and Loading Maximum
Loaded Trailer Weight â€” is the highest possible weight of a fully loaded trailer the vehicle can
tow. You decide to go golfing. Is there enough load capacity to carry you, 4 of your friends and
all the golf bags? You and four friends average lb. Your vehicle is not equipped to tow. No
towing packages are available through an authorized dealer. An example of recreational towing
would be towing your vehicle behind a motorhome. OFF, locks the steering wheel, automatic
transmission gearshift lever and allows key removal. This position also shuts the engine and all
electrical accessories off. Do not drive if you smell exhaust fumes. Important safety precautions
When the engine starts, the idle RPM runs faster to warm the engine. If the engine idle speed
does not slow down automatically, have the vehicle checked. If starting a vehicle with a manual
transmission: 1. Make sure the parking brake is set. Push the clutch pedal to the floor. Page
Driving Starting the engine 1. Excessive cranking could damage the starter. Note: If the engine
does not start on the first try, turn the key to OFF, wait 10 seconds and try again. WARNING: To
reduce the risk of electrical shock, do not use your heater with ungrounded electrical systems
or two-pronged cheater adapters. How to use the engine block heater Ensure the receptacle
terminals are clean and dry prior to use. To clean them, use a dry cloth. The ABS will be
activated immediately, allowing you to retain steering control during hard braking and on
slippery surfaces. WARNING: If the parking brake is fully released, but the brake warning lamp
remains illuminated, the brakes may not be working properly. Turn the ignition to the OFF
position and remove the key whenever you leave your vehicle. Page Driving D Drive without
Overdrive Overdrive can be deactivated by pressing the transmission control switch on the side
of the gearshift lever. This will allow the wheels to spin, which may help to free your stuck
vehicle. Do not rock the vehicle if the engine is not at normal operating temperature or damage
to the transmission may occur. This will damage the clutch. Upshift according to the following
chart: Recommended upshifts for best fuel economy when accelerating 5-speed manual
transmission Shift from: 1 - Never drive through water that is higher than the bottom of the
wheel rims for cars or the bottom of the hubs for trucks. This program is separate from the New
Vehicle Limited Warranty. Page Assistance, call Canadian customers who require roadside
assistance, call If you need to arrange roadside assistance for yourself, Ford Motor Company
will reimburse a reasonable amount for towing to the nearest dealership within 35 miles. To
obtain reimbursement information, U. After an accident, if the engine cranks but does not start,
this switch may have been activated. Page Fuses Roadside Emergencies The fuses are coded
as follows. Page Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced
rather than repaired. Pull far enough off the road to avoid the danger of being hit when
operating the jack or changing the wheel. Page Roadside Emergencies 4. Loosen each wheel
lug nut one-half turn counterclockwise but do not remove them until the wheel is raised off the
ground. The vehicle jacking points are depicted on the yellow warning label on the jack shown
here 2-door model shown, 4-door model similar. Note: The temporary mobility kit sealant
compound in the canister is to be used for one tire only. See your Ford authorized dealer for
additional replacement sealant canisters. Air compressor inside 2. Diverter knob 3. Air pressure
gauge 5. Sealant filling clear tube 7. Sealant tube â€” tire valve connector 8. Yellow cap tool 9.
Air compressor hose Air hose â€” tire valve connector Drive only to the closest Ford Motor
Company authorized dealer or tire repair shop to have your tire inspected. Page Always store
the kit in its original location. Do not use the transparent hose which is designed for sealant
application only. Page Roadside Emergencies Do not remove any foreign object that has
pierced the tire. If a puncture is located in the tire sidewall, stop and call roadside assistance.
Remove the valve cap from the tire valve. Unwrap the clear tube from the compressor housing.
Page Roadside Emergencies 8. Note: When the sealing compound is first added into the tire, the
air pressure gauge reading on the compressor unit may indicate a higher value; Page After
using the temporary mobility kit to seal your tire, you will need to replace the sealant canister
and clear tube hose. Sealing compound and spare parts can be obtained and replaced at an
authorized Ford Motor Company dealership or tire dealer. Empty sealant bottles may be

disposed of at home; Page miles km. The sealed tire should be inspected immediately. You can
check the tire pressure any time within the miles km by performing the procedure from Second
stage: Checking tire pressure listed previously. Page Roadside Emergencies 3. Using the yellow
cap tool, press the tab located on the temporary mobility kit compressor housing while pulling
up on the sealant canister. Installation of the Sealant Canister to the Temporary Mobility 1. Align
the sealant canister with the temporary mobility kit housing. Page 3. Wrap the clear tube around
the compressor housing. Note: If you experience any difficulties with the removal or installation
of the sealant canister, consult your Ford Motor Company authorized dealer for assistance. Use
only Ford recommended replacement fasteners. WARNING: When a wheel is installed, always
remove any corrosion, dirt or foreign materials present on the mounting surfaces of the wheel
or the surface of the wheel hub, brake drum or brake disc that contacts the wheel. An explosion
could result in injury or vehicle damage. Do not attempt to push-start your automatic
transmission vehicle. Page Roadside Emergencies Connecting the jumper cables 1. Note: In the
illustrations, lightning bolts are used to designate the assisting boosting battery. Connect the
negative - cable to the negative - terminal of the assisting battery. Page Roadside Emergencies
Jump starting 1. Start the engine of the booster vehicle and run the engine at moderately
increased speed. Start the engine of the disabled vehicle. Once the disabled vehicle has been
started, run both engines for an additional three minutes before disconnecting the jumper
cables. After the disabled vehicle has been started and the jumper cables removed, allow it to
idle for several minutes so the engine computer can relearn its idle conditions. Page Wrecker
Towing It is recommended that your vehicle be towed with a wheel lift or flatbed equipment. Do
not tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. If
your vehicle is to be towed from the rear using wheel lift equipment, the front wheels drive
wheels must be placed on a dolly to prevent damage to the transmission. Away from home If
you own a Ford or Mercury vehicle and are away from home when your vehicle needs service,
or if you need more help than the authorized dealer could provide, after following the steps
described above, contact the Ford Customer Relationship Center to find an authorized dealer to
help you. Page If you own a Lincoln vehicle and are away from home when your vehicle needs
service, or if you need more help than the authorized dealer could provide, after following the
steps described above, contact the Ford Customer Relationship Center to find an authorized
dealer to help you. Page Customer Assistance In some states in the U. Ford is also allowed a
final repair attempt in some states. Page You are not bound by the decision but may choose to
accept it. If the arbitrator has decided in Page Customer Assistance If you did not take
advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you may
still be eligible. Since this information is subject to change, please ask your authorized dealer
for complete details about Ford Extended Service Plan coverage options, or visit the Ford ESP
website at Page Reporting Safety Defects U. The high-pressure fluid could penetrate the sealed
parts and cause damage. These may include hot wax treatments used by commercial car
washes, water repellent coatings, tree sap, or other organic contamination; Such products
could contaminate the side-airbag system and affect performance of the side airbag in a
collision. These quality products have been specifically engineered to fulfill your automotive
needs; they are custom designed to complement the style and appearance of your vehicle. If
your vehicle requires professional service, your authorized dealer can provide the necessary
parts and service. Set the parking brake and shift to P Park. Block the wheels. Set the parking
brake, depress the clutch and place the gearshift in N Neutral. Page Engine Compartment
Maintenance and Specifications 3. Lift the hood and locate the prop rod on the passenger side
of the vehicle near the fender. Support the hood with the prop rod. Engine oil filler cap 2. Page
In very cold weather, do not fill the reservoir completely. Do not use any special washer fluid
such as windshield water repellent type fluid or bug wash. They may cause squeaking, chatter
noise, streaking and smearing. Pull the wiper blade and arm away from the glass. Turn the blade
at a right angle to the arm. Push the lock tab A to release the blade from the arm loop and pull
the blade down toward the windshield to remove it from the arm. Page Engine Oil And Filter
Recommendations Change your engine oil and filter according to the appropriate schedule
listed in the scheduled maintenance information. Ford production and aftermarket Motorcraft oil
filters are designed for added engine protection and long life. If a replacement oil filter is used
that does not meet Ford material and design specifications, start-up engine noises or knock
may be experienced. For longer, trouble-free operation, keep the top of the battery clean and
dry. Batteries contain sulfuric acid. Avoid contact with skin, eyes or clothing. Shield your eyes
when working near the battery to protect against possible splashing of acid solution. In case of
acid contact with skin or eyes, flush immediately with water for a minimum of 15 minutes and
get prompt medical attention. Follow your local authorized standards for disposal. Call your
local authorized recycling center to find out more about recycling automotive batteries. Page

Maintenance and Specifications When the engine is cold, check the level of the engine coolant
in the reservoir. Mixing Motorcraft Specialty Orange Engine Page Recycled engine coolant Ford
Motor Company does NOT recommend the use of recycled engine coolant in vehicles originally
equipped with Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling
process is not yet available. Fill your engine coolant reservoir as outlined in Adding engine
coolant in this section. If the engine reaches a preset over-temperature condition, the engine
will automatically switch to alternating cylinder operation. Refer to scheduled maintenance
information for the appropriate intervals for changing the fuel filter. Replace the fuel filter with
an authorized Motorcraft part. The customer warranty may be void for any damage to the fuel
system if an authorized Motorcraft fuel filter is not used. Fuel such as gasoline is highly toxic
and if swallowed can cause death or permanent injury. Page The customer warranty may be
void for any damage to the fuel tank or fuel system if the correct genuine Ford, Motorcraft or
other certified fuel filler cap is not used. If the fuel filler cap is venting vapor or if you hear a
hissing sound, wait until it stops before completely removing the fuel filler cap. Page
Maintenance and Specifications prohibited by law and could damage your vehicle. Do not use
fuel containing methanol. It can damage critical fuel system components. Your vehicle was not
designed to use fuel or fuel additives with metallic compounds, including manganese-based
additives. Running out of fuel Avoid running out of fuel because this situation may have an
adverse effect on powertrain components. Page Maintenance and Specifications empty. Empty
reserve is the small amount of fuel remaining in the fuel tank after the fuel gauge indicates
empty. The amount of usable fuel in the empty reserve varies and should not be relied upon to
increase driving range. When refueling your vehicle after the fuel gauge indicates empty, you
might not be able to refuel the full amount of the advertised capacity of the fuel tank due to the
empty reserve still present in the tank. Page Maintenance and Specifications economy under
current driving conditions. Additionally, keeping records during summer and winter will show
how temperature impacts fuel economy. In general, lower temperatures give lower fuel
economy. Driving style â€” good driving and fuel economy habits Give consideration to the lists
that follow and you may be able to change a number of variables and improve your fuel
economy. Page If other than Ford, Motorcraft or Ford-authorized parts are used for maintenance
replacements or for service of components affecting emission control, such non-Ford parts
should be equivalent to genuine Ford Motor Company parts in performance and durability. Page
Maintenance and Specifications a malfunction. Temporary malfunctions may cause the Service
engine indicator to illuminate. Examples are: soon 1. The vehicle has run out of fuelâ€”the
engine may misfire or run poorly. Poor fuel quality or water in the fuelâ€”the engine may misfire
or run poorly. Page Maintenance and Specifications for 15 seconds without cranking the engine.
The fluid level will drop slowly as the brakes wear, and will rise when the brake components are
replaced. Page Maintenance and Specifications 6. Install the dipstick making sure it is fully
seated in the filler tube. Remove the dipstick and inspect the fluid level. The fluid should be in
the designated areas for normal operating temperature. Low fluid level Do not drive the vehicle
if the fluid level is at the bottom of the dipstick and the outside temperatures are Page Air Filter
S 5. Install and tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer
to the Maintenance product specifications and capacities section in this chapter. Release the
clamps that secure the air filter housing cover. Carefully separate the two halves of the air filter
housing. Remove the air filter element from the air filter housing. Page PCV valve. Replace the
PCV valve with one that meets Ford material and design specifications for your vehicle, such as
a Motorcraft or equivalent replacement part. The customer warranty may be void for any
damage to the emissions system if such a PCV valve is not used. P Compression ratio World
manufacturer identifier 2. Vehicle line, series, body type 4. Engine type 5. Check digit 6. These
quality accessories have been specifically engineered to fulfill your automotive needs; they are
custom designed to complement the style and aerodynamic appearance of your vehicle. Page
Index Index Air cleaner filter Page Cruise control refill capacities Page Index Event data
recording Page Index Motorcraft parts.. Page Index fluid, checking and adding Vehicle loading
Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL. Sorry, your browser does not support
JavaScript! Bad luck : This site, like most others, needs JavaScript to function properly. Repair
manuals. Ford Focus II English focus rs st. Czech focus jak na to. PDF Spanish focus manual de
servicio. English focus wiring. English engine control system. Czech focus elektricka schemata.
Czech focus servisni skoleni. English battery charging starting systems. English ford focus lx 2
0l spi engine. Spanish focus manual espanol. Czech typy karoseri. Czech focus test pristrojove
desky. Spanish focus transeje automatico manual espanol. Czech ford c max focus jak na to
manual. Spanish focus diagramas de cableado. Czech focus 1 8l endura di manual motoru.
Spanish focus manual de reparacion espanol. Spanish focus zx3 manual espanol. English focus

diesel manual. Register Pernament. JavaScript is disabled Sorry, your browser does not
support JavaScript! Support the project Obtain VIP membership. Manual download Repair
manuals. Czech focus 4f27e automaticka prevodovka technicke servisni skoleni. All rights
reserved. See also: Ford cars workshop manuals. Ford Focus repair manuals â€” All major
problems, their possible causes and remedies are described in detail. The sequence of
disassembly and repair procedures is shown in the photos with detailed comments. The
management will be able to suggest to the motorist that it is necessary to undertake not only in
the garage, it will turn into a truly irreplaceable artifact on the road, when there is simply no one
in the district who could provide you with competent advice. The manuals can also be used as
educational technical literature for the younger generation under the supervision of adults in
the moments of self-inspection or simply at home. On the first pages of the Ford Focus service
manuals are placed instructions. Important to each car owner information on conducting
regular maintenance on their own, electrical connections wiring diagrams Ford Focus models,
are included in separate sections of this repair manual. These manuals will be a reliable help
and a good companion to all those who already own a Ford Focus , or want to buy this car, all
managers and owners who see one of their main tasks in improving the skills of their
employees, mechanics and technicians of service stations, employees of the centers auto
repair, numerous car services on the roads, as well as other technical professionals engaged in
diagnostic and repair operations for passenger cars. All content on the site Carmanualsclub.
The site administration does not bear any responsibility for illegal actions, and any damage
incurred by the copyright holders. Your email address will not be published. Save my name,
email, and website in this browser for the next time I comment. This site uses Akismet to reduce
spam. Learn how your comment data is processed. Necessary cookies are absolutely essential
for the website to function properly. This category only includes cookies that ensures basic
functionalities and security features of the website. These cookies do not store any personal
information. Any cookies that may not be particularly necessary for the website to function and
is used specifically to collect user personal data via analytics, ads, other embedded contents
are termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Ford Focus. Leave a Reply Cancel reply Your email address will
not be published. This website uses cookies to improve your experience. We'll assume you're
ok with this, but you can opt-out if you wish. Accept Reject Read More. Close Privacy Overview
This website uses cookies to improve your experience while you navigate through the website.
Out of these, the cookies that are categorized as necessary are stored on your browser as they
are essential for the working of basic functionalities of the website. We also use third-party
cookies that help us analyze and understand how you use this website. These cookies will be
stored in your browser only with your consent. You also have the option to opt-out of these
cookies. But opting out of some of these cookies may affect your browsing experience.
Necessary Necessary. Non-necessary Non-necessary. The information contained in this
publication was correct at the time of going to print. In the interest of development the right is
reserved to change specifications, design or equipment at any time without notice and without
incurring any obligations. This publication, or part thereof, may not be reproduced nor
translated without our approval. Errors and omissions excepted. Ford Motor Company All rights
reserved. Table of contents Introduction About this handbook Alarm Arming the alarm Steering
wheel Quick start Quick start Child safety Child seats Wipers and washers Windscreen wipers
Occupant protection Principle of operation Keys and remote controls General information on
radio frequencies Lighting Lighting control Locks Locking and unlocking Engine immobiliser
Principle of operation Table of contents Windows and mirrors Electric windows Instruments
Gauges Information displays General information Starting the engine General information
Climate control Principle of operation Fuel and refuelling Safety precautions Seats Sitting in the
correct position Convenience features Sun blinds Emergency equipment First aid kit Brakes
Principle of operation Status after a collision Fuel cut-off switch Stability control Principle of
operation Fuses Fuse box locations Parking aid Principle of operation Vehicle recovery Cruise
control Principle of operation Maintenance Load carrying General information Towing Towing a
trailer Convertible top Opening the convertible top Driving hints Running-in Table of contents
Engine oil dipstick - 1. Telephone General information Voice control Principle of operation
Vehicle care Cleaning the exterior Vehicle battery Using booster cables Connectivity General
information Wheels and tyres General information Appendices Type approvals Vehicle
identification Vehicle identification plate We recommend that you take some time to get to know
your vehicle by reading this handbook. The more that you know about it, the greater the safety
and pleasure you will get from driving it. Note: This handbook describes product features and
options available throughout the range, sometimes even before they are generally available. It
may describe options not fitted to your vehicle. Note: Always use and operate your vehicle in

line with all applicable laws and regulations. Note: Pass on this handbook when selling your
vehicle. It is an integral part of the vehicle. This vehicle has received both the endorsement of
TV, the accredited international testing organisation, and been awarded the British Allergy
Foundations Seal of Approval for its allergy-friendly properties. Additionally an efficient pollen
filter protects the passengers against allergen particles in the outdoor air. The British Allergy
Foundation BAF considers that these products may, in proper use, reduce exposure to
chromium, nickel, latex, grass pollen and other sensitizing substances and volatile organic
compounds. Assessment carried out by Allergy UK indicate that an individuals exposure can be
reduced but this does not mean that an individuals allergic symptoms will necessarily diminish.
Allergy UKs opinion applies only to the products and allergens stated. For more info. Contact
TV at When you see these symbols, read and follow the relevant instructions in this handbook
before touching or attempting adjustment of any kind. As a result, you can enjoy driving it for
many years. Should the unexpected occur and a major part needs replacing, we recommend
that you accept nothing less than Ford Original Parts. The use of Ford Original Parts ensures
that your vehicle is repaired to its pre-accident condition and maintains its maximum residual
value. Ford Original Parts match Ford's stringent safety requirements and high standards of fit,
finish and reliability. Quite simply, they represent the best overall repair value, including parts
and labour costs. Now it is easier to tell if you have really been given Ford Original Parts. The
Ford logo is clearly visible on the following parts if they are Ford Original Parts. If your vehicle
has to be repaired, look for the clearly visible Ford branding and make sure that only Ford
Original Parts have been used. Lighting control. See Lighting page Headlamp levelling control.
Multi-function lever: See Information displays page Instrument cluster. See Instruments page
See Wipers and washers page Air vents. See Climate control page Hazard warning flasher
switch. Audio and navigation unit. See separate handbook. Climate controls. Airbag
deactivation indicator all except convertible. See Occupant protection page Heated rear window
switch. Start button. See Keyless starting page Heated windscreen switch. Convertible top
switch convertible. See Convertible top page See Using stability control page Heated front seat
switch. See Seats page Ignition switch. See Starting the engine page Steering wheel adjustment.
Cruise control switches. See Cruise control page Audio controls. Instrument lighting dimmer.
See Convenience features page Unlocking the vehicle. Passive locking and unlocking requires a
valid passive key to be located within one of the three external detection ranges. Locking
buttons are located on each of the front doors and the luggage compartment lid. See Keyless
entry page Note: Tap the lever up or down to make the direction indicators flash only three
times. See Direction indicators page The headlamps will come on and go off automatically
depending on the ambient light. See Lighting control page Manual transmission Selecting
reverse gear On some vehicles it is necessary to raise the collar whilst selecting reverse gear.
Quick start Automatic transmission Note: When the engine is started, the brake pedal and the
selector lever button must be depressed before the selector lever can be moved from the park
position P. See Transmission page Returning the seatback to the seating position - 3-door. Slide
the seat backwards 1 to the end stop memory position or desired forward seating position. Pull
the locking lever 2 to release the seatback. Unfold the seatback 3 until it locks with a distinct
click. Note: Do not hold the locking lever. Push the seatback forwards to lock it in the folded
position 2. Continue to push the seatback to slide the seat forwards 3. To adjust the length of
the seat cushion, press the locking handle underneath the cushion extension and slide the
extension forwards or rearwards. See Manual seats page We recommend that you wait at least
10 seconds before removing the fuel pipe nozzle to allow any residual fuel to drain into the fuel
tank. Quick start Press the flap to open it. Open the flap fully until it engages. When you insert
the fuel pipe nozzle, a spring loaded inhibitor will open if the correct size nozzle is detected.
This will prevent filling up with the wrong fuel. Insert the filler up to the first notch on the nozzle,
and keep it in position on the fuel filler opening. See Fuel filler flap page A choice of these are
available from your Dealer. Child restraints for different mass groups Use the correct child
restraint as follows: Baby safety seat. WARNINGS Secure children that are less than
centimetres tall or less than 12 years of age in a suitable, approved child restraint, in the rear
seat. Original text according to ECE R Do not use a rearward facing child restraint on a seat
protected by an air bag in front of it! Read and follow the manufacturers instructions when you
are fitting a child restraint. Do not modify child restraints in any way. Do not hold a child on
your lap when the vehicle is moving. Do not leave unattended children in your vehicle. If your
vehicle has been involved in an accident, have the child restraints checked by properly trained
technicians. Note: Mandatory use of child restraints varies from country to country. Child safety
Child safety seat Secure children that weigh between 13 and 18 kilograms in a child safety seat
Group 1 in the rear seat. When using a child seat with a seat belt, make sure that the seat belt is
not slack or twisted. Note: For rearward facing child restraints in the front passenger seat, the

seat must be adjusted to the rearmost position with the seatback fully upright. However, we
recommend that you secure children in a government approved child restraint, in the rear seat.
U Suitable for universal category child restraints approved for use in this mass group. X Not
suitable for children in this mass group. Do not install a booster seat or a booster cushion with
a seat belt that is slack or twisted. Do not put the seat belt under your childs arm or behind its
back. Do not use pillows, books or towels to boost your childs height. Make sure that your
children sit in an upright position. Secure children that weigh more than 15 kilograms but are
less than centimetres tall in a booster seat or a booster cushion. It may be necessary to lift or
remove the head restraint. See Head restraints page We recommend that you use a booster seat
that combines a cushion with a backrest instead of a booster cushion only. The raised seating
position will allow you to position the shoulder strap of the adult seat belt over the centre of
your childs shoulder and the lap strap tightly across its hips. The ISOFIX system comprises of
two rigid attachment arms on the child restraint that attach to anchor points on the rear seats,
where the cushion and backrest meet. Tether anchor points may also be fitted. Route the tether
strap to the anchor point. Tighten the tether strap to the manufacturer's instructions. We
recommend that you use a top tether or a support leg. Turn the key in the rear door in the
direction of the arrow to activate the lock. To deactivate the lock turn the key in opposite
direction to the arrow. Note: A loud bang will be heard when an airbag deploys and it is normal
to see a cloud of harmless powdery residue. The airbag system comprises the following:
single-stage inflatable nylon bags airbags with gas generators side airbags curtain airbags seat
belt pretensioners a seat belt reminder crash sensors. WARNINGS Repairs to either of the front
seat covers, the sensors attached to the seats as well as to the roof lining should only be
carried out by properly trained technicians. Injuries may result if the side airbags are triggered
inadvertently. Do not block, obstruct or cover the airbag because it may prevent proper
deployment. Do not poke any sharp objects into the areas where airbags are fitted. This could
damage the airbags. Do not use any accessory seat covers that are not specifically designed for
seats with side airbags. These seat covers must be fitted by properly trained technicians. Only
when the seat belt is used properly, can it hold the body in a position which allows the airbag to
achieve its optimum effect. There is a risk of injury when the airbag deploys. The seat and back
must be set correctly for the airbags to be optimally effective. See Sitting in the correct position
page Occupant protection This is the ideal seating position for the driver and front passenger
and helps reduce the risk of injury from sitting too close to an inflating airbag. E The front
airbags activate during significant collisions which are either frontal or up to 30 degrees from
the left or the right. The airbags inflate within a few thousandths of a second. They will deflate
on contact with the front occupants thus cushioning forward body movement. Always keep the
areas in front of the airbags free. Never affix anything to or over these areas. These areas
should only be wiped with a damp cloth, never with a wet cloth. Side air bags. During minor
collisions as well as overturns and rear or side collisions, the front airbag system will not be
activated. Occupant protection A label on the seatback indicates that side airbags are fitted. The
side airbags are fitted on the side of the seatbacks of the front seats. In case of a severe lateral
collision, the airbag on the side affected by the collision will be inflated. The airbag will inflate
between the door panel and occupant. Once the occupants body contacts the airbag, the
propellant escapes, thereby cushioning the impact. The side airbags are not activated upon
minor lateral collisions nor upon front or rear impacts. Curtain air bags. Never use a seat belt
for more than one person. Avoid wearing thick clothing. The seat belts should fit tightly around
the body. Seat belt pretensioner. E Moulded badges in the A- and B-pillar trims indicate that
curtain air bags are fitted. The curtain airbags are fitted over the front and rear side windows
inside the roof lining. In case of a severe lateral collision, the air bag on the side affected by the
collision will be inflated. The curtain air bags are not activated upon minor lateral collisions nor
upon front or rear impacts. If the pretensioners are deployed during an accident, they must be
replaced. Have the pretensioners serviced and disposed of by specially trained personnel only.
Occupant protection The restraint system, with belt pretensioners in the front seats, helps to
reduce the risk of serious injury in a major frontal impact. During a serious crash the seat belts
are pretensioned to help reduce slack in the belt. The safety belt pretensioner is a device which
removes excess webbing from the safety belt system. When the safety belt pretensioner
deploys, webbing from the lap and shoulder belt is tightened. The belt pretensioner is not
triggered in any side, rear or minor frontal collisions. You have not fastened the seat belt
properly if you do not hear a click. Pull the belt out steadily. It may lock if you pull it sharply or if
the vehicle is on a slope. Press the red button on the buckle to release the belt. Let it retract
completely and smoothly. Note: Lifting the slider slightly while pressing the locking button
makes it easier to release the locking mechanism. To raise or lower, press the locking button on
the adjuster and move as necessary. The seat belt reminder warning lamp illuminates and an

audible warning will sound if a seat belt has not been fastened and the vehicle exceeds a
relatively low speed. It will also illuminate if a seat belt is unfastened when the vehicle is
moving. The audible warning will go off after approximately five minutes but the seat belt
reminder warning lamp will remain on until the seat belt has been fastened. Position the lap
strap comfortably across your hips and low beneath your pregnant abdomen. Position the
shoulder strap between your breasts, above and to the side of your pregnant abdomen. Fitting
the passenger airbag deactivation switch WARNING If you need to fit a child restraint on a seat
protected by an operational airbag in front of it, have a passenger airbag deactivation switch
fitted. Ask your dealer for further information. Do not use only the lap strap or the shoulder
strap. Note: The key switch is located in the glove compartment with an airbag deactivation
lamp in the instrument panel. Occupant protection If the airbag warning lamp illuminates or
flashes when you are driving, this indicates a malfunction. See Warning lamps and indicators
page Remove the child restraint and have the system checked immediately. Turn the switch to
position A. When you switch the ignition on, check that the passenger airbag deactivation
warning lamp illuminates. Enabling the passenger airbag WARNING Make sure that the
passenger airbag is enabled when you are not using a child restraint on the front passenger
seat. Turn the switch to position B. If the frequencies are jammed, you will not be able to use
your remote control. You can lock and unlock the doors with the key. Note: You could unlock
the doors if you press the buttons on the remote control unintentionally. The operating range
between your remote control and your vehicle varies depending on the environment. To
programme new remote controls turn the ignition key to position II four times within six
seconds. Turn the ignition to position 0. A tone sounds to indicate that it is now possible to
programme the remote controls for ten seconds. The remote controls must remain inside the
vehicle during the programming procedure. Fasten the front seat belts and close all doors to
ensure that conflicting chimes do not sound during programming. Press any button on a new
remote control. A tone will sound as confirmation. Repeat this last step for all your remote
controls, including your original. Do not remove the key from the ignition when pressing the
button on this remote control. Switch the ignition back on position II or wait for ten seconds
without programming another remote control to end the key programming. Only the remote
controls which you have just programmed are now able to lock and unlock the vehicle.
Reprogramming the unlocking function Note: When you press the unlock button either all the
doors are unlocked or only the drivers door and the luggage compartment lid are unlocked.
Pressing the unlock button again unlocks all the doors. Keys and remote controls Press and
hold the unlock and lock buttons on the remote key simultaneously for at least four seconds
with the ignition off. The direction indicators will flash twice to confirm the change. To return to
the original unlocking function, repeat the process. Twist the screwdriver in the position shown
to start separating the two halves of the remote control. Seek advice from your local authority
regarding recycling. Twist the screwdriver in the position shown to separate the two halves of
the remote control. Carefully prise out the battery with the screwdriver. Assemble the two
halves of the remote control. Install the key blade. Insert a screwdriver as far as possible into
the slot on the side of the remote control, push it towards the key blade and remove the key
blade. Keys and remote controls Remote control without a folding key blade Type 1 Type 2. E 1.
Insert a screwdriver into the recess on the back of the key and remove the key blade. Release
the retaining clips with the screwdriver and separate the two halves of the remote control. Keys
and remote controls 4. Note: On vehicles without remote control, all doors can also be locked
using the locking button on the front passengers door. When inside the vehicle, all doors can
be locked with the locking button A on the drivers door and unlocked using the door handle B.
To lock the front passengers door and the rear doors individually, depress the locking button
and close the door when leaving the vehicle. Note: Only vehicles without remote control are
equipped with a lock cylinder in the passengers door. All doors can be locked and unlocked
from the outside with the key at the drivers door. On vehicles without remote control, they can
also be locked and unlocked at the front passengers door. Note: If there is a cut in the power
supply e. To open the tailgate, the vehicle must first be unlocked with the key or remote control.
To open the luggage compartment, press the switch. The drivers door must be unlocked.
Closing the tailgate. The central locking system can be activated from the drivers door. It
operates only when the front doors are closed. It is activated from the outside with the key or
remote control, or from inside by depressing the locking button on the drivers door handle.
Locks On vehicles without remote control, it can also be activated from outside with the key at
the passengers door or using the locking button on that door. Double locking is an additional
theft protection feature which prevents the vehicles doors being opened from inside the vehicle.
Double locking is possible only if the front doors are closed. With the remote control: Press the
unlock button once. One long flash of the direction indicators confirms that all the doors, the

tailgate and the fuel filler flap have been unlocked and that the anti-theft alarm system has been
disarmed. Automatic relocking To prevent the vehicle being left unlocked inadvertently, central
locking and the anti-theft alarm system will be reactivated automatically 45 seconds after the
unlock button is pressed if the following occurs during this period: No door is opened. The
luggage compartment is not opened. The ignition is not switched on. Locks To unlock only the
tailgate when the vehicle is locked, press the unlock button twice within three seconds. Locking
the vehicle Left-hand drive. With the key: Turn the key in the drivers door to position 2 twice
within three seconds. To activate central locking and arm the anti-theft alarm system: With the
key: Turn the key in the drivers or front passengers door to position 2. With the remote control:
Press the lock button once. On vehicles without double locking, the direction indicators will
flash twice as confirmation. Double locking the vehicle Note:. With the remote control: All
except convertible - Press the lock button twice within three seconds. Convertible only - Press
the lock button once. The direction indicators will flash twice as confirmation. Note: If the door
handles are pulled repeatedly during a short period of time without the presence of a valid
passive key, the system will become inoperable for 30 seconds. The passive entry system will
not function if: The passive key frequencies are jammed. The passive key battery is flat. Note: If
the passive entry system does not function, you will need to use the key blade to lock and
unlock your vehicle. The keyless system allows the driver to operate the vehicle without the use
of a key or remote control. These are located approximately one and a half metres from the
driver and front passenger door handles and the luggage compartment lid. Passive key The
vehicle can be locked and unlocked with the passive key. The passive key can also be used as a
remote control. See Locking and unlocking page If no locking button is pressed, the vehicle will
remain unlocked. Locks Unlocking the vehicle Note: If the vehicle remains locked for longer
than three days, the key free system will enter an energy-saving mode. This is to reduce the
discharge of the vehicle battery. When the vehicle is unlocked while in this mode, the reaction
time of the system may be a little longer than normal. Unlocking the vehicle once will deactivate
the energy-saving mode. To activate central locking and arm the alarm: Press a locking button
once. To activate double locking, to arm the alarm and the interior sensors: All except
convertible - Press a locking button twice within three seconds. Convertible only - Press a
locking button once. Note: Once activated, the vehicle will remain locked for approximately
three seconds. This is to allow you to pull a door handle and check if the vehicle is locked.
When the delay period is over, the doors can be opened again, provided the passive key is
within the respective detection range. Luggage compartment lid Note: The luggage
compartment lid cannot be closed and will pop back up if the passive key is located inside the
luggage compartment. Note: If a second valid passive key is located within the luggage
compartment lid detection range, the luggage compartment lid can be closed. Pull one of the
door handles or the luggage compartment lid handle. Note: A valid passive key must be located
within the detection range of that door. One long flash of the direction indicators confirms that
all the doors, the luggage compartment lid and the fuel filler flap have been unlocked and that
the alarm has been disarmed. Unlocking only the driver's door If the unlocking function is
reprogrammed so that only the drivers door is unlocked See Programming the remote control
page Locks If the drivers door is the first door which is opened, the other doors will remain
locked. All the other doors can be unlocked from inside the vehicle by using the unlock button
next to the drivers door handle. Doors can be unlocked individually by pulling the interior door
handles on those doors. If the front passenger door or one of the rear doors is the first door
which is opened, all the doors and the luggage compartment lid will be unlocked. Slide the
release slider in the direction of the arrow and pull out the key blade with your thumb. Remove
the key blade and insert it into the lock. Note: Global closing will only operate if you have set
the memory correctly for each window. See Electric windows page Disabled keys Any keys left
inside the vehicle interior when it is locked will be disabled. A disabled key cannot be used to
turn the ignition on or start the engine. In order to use these passive keys again, they have to be
enabled. To enable all your passive keys, unlock the vehicle using a passive key or the remote
control unlocking function. All passive keys will then be enabled if the ignition is turned on or
the vehicle is started using a valid key. To open all the windows, press and hold the unlock
button for at least three seconds. Press either the lock or the unlock button again to stop the
opening function. In an emergency, press a button immediately to stop. In an emergency, press
the button on the drivers door handle to stop. Note: Global closing can be activated using the
button on the drivers door handle. Global opening and closing can also be activated using the
buttons on the passive key. To close all the windows, press and hold the button on the drivers
door handle for at least two seconds. The anti-trap function is also active during global closing.
To close all the windows, press and hold the lock button for at least three seconds. Press any
button again to stop the closing function. Vehicles with the key free system. The indicator in the

instrument cluster will come on for approximately three seconds and then go out. If the
indicator stays on for one minute or flashes for approximately one minute and then repeatedly
at irregular intervals, your key has not been recognised. Remove the key and try again. If you
are unable to start the engine with a correctly coded key, this indicates a malfunction. Have the
immobiliser checked immediately. This may prevent the receiver from recognising your key as a
valid one. Note: Have all of your remaining keys erased and recoded if you lose a key. Have
replacement keys recoded together with your existing keys. If you lose a key, you can obtain a
replacement from your Ford Dealer. If possible, provide them with the key number from the tag
provided with the original keys. You can also obtain additional keys from your Ford Dealer. The
indicator in the instrument cluster will flash to confirm that the system is operating. The alarm
sounds for 30 seconds if an unauthorised person opens a door, the luggage compartment or
the bonnet. The hazard flasher lights will flash for five minutes. Any attempt to start the engine
without a valid key or to remove the audio system sounds the alarm again. This system acts as
a deterrent against unauthorised intrusion by sensing any movement within the vehicle.
Unauthorised entry into the vehicles interior will trigger the alarm in the same way as the
anti-theft system. The sensors are located in the interior lamp unit. Convertible only The interior
sensors are automatically disabled if the convertible top is open. All except Britain and Ireland
The interior sensing alarm is armed together with the double locking system. Britain and Ireland
only The interior sensing alarm is armed together with the central locking system. To deactivate
the interior sensors: Vehicles without keyless entry system. Automatic arming delay The 20
seconds arming delay begins when the bonnet, luggage compartment and all doors are closed.
In addition to this, the sensors located in the interior lamp unit must not be covered up. The
system should not be activated if any persons, animals or other moving objects are inside the
vehicle. Note: The interior sensors will not operate if the convertible top is open. Press the
upper part of the switch next to the drivers door handle. Vehicles with keyless entry system.
The anti-theft alarm system for the tailgate is deactivated if the tailgate is unlocked using the
button on the remote control or passive key. On vehicles with the Key Free System, it is
deactivated if a passive key is located within the tailgate detection range when the tailgate is
opened. After closure, the alarm is once again armed. Britain and Ireland only If the vehicle is
unlocked using the key or the spare key for the keyless entry system, a 12 second delay chime
starts as soon as the drivers door is opened. The alarm should be deactivated during this
period. Vehicles without keyless entry system To deactivate the alarm, insert the key into the
ignition and turn it to position II. Vehicles with keyless entry system The alarm should be
deactivated in one of the following ways: If a valid passive key is located within the vehicle
interior, depress the clutch pedal manual transmission or brake pedal automatic transmission ,
push the ignition switch in and turn it to position II. Insert the spare key into the ignition switch,
push the ignition switch in and turn it to position II. Press the unlock button on the passive key.
Note: Make sure that you are sitting in the correct position. The following functions can be
operated with the remote control:. Steering wheel Seek In radio mode, this will locate the next
pre-set radio station. In all modes to abort a traffic message during broadcasting. In radio mode
to change the waveband. Move the lever up or down: In radio mode, this will locate the next
radio station up or down the frequency band. In CD mode, it will select the next or previous
track. To select or deselect voice control, press the button on the top. For further information
See Voice control page When a floor mat is fitted, the pedals may get caught on the mat. When
using floor mats, always ensure that there is enough clearance for the pedals to move. Press
the upper part of the switch to move the pedals towards the driver. Press the lower part of the
switch to move the pedals away from the driver. When the vehicle is slowed to walking speed or
is brought to a standstill, the wiper speed will automatically switch to the next lower wiper
speed setting. When the vehicle speed is increased, the wiper speed will return to the
manually-chosen setting. Moving the wiper lever when the system is operating will switch off
the system. If the vehicle is again slowed to walking speed or is brought to a standstill, the
system is reactivated. The rain sensor is very sensitive and the wipers may operate if dirt, mist
or flies hit the windscreen. Replace the wiper blades as soon as they begin to leave bands of
water and smears. If you do not replace them, the rain sensor will continue to detect water on
the windscreen and the wipers will operate, even though the majority of the windscreen is dry.
Fully defrost the windscreen in icy conditions before you switch autowipers on. Switch
autowipers off before you enter a car wash. While the button at the end of the lever is pressed
the washer will work in conjunction with the wipers. If you switch autowipers on, the wipers will
not cycle until water is detected on the windscreen. The rain sensor will then continuously
measure the amount of water on the windscreen and adjust the speed of the wipers
automatically. Adjust the sensitivity of the rain sensor using the rotary control. With low
sensitivity, the wipers will operate when the sensor detects a lot of water on the windscreen.

With high sensitivity, the wipers will operate if the sensor detects a small amount of water on
the windscreen. Reverse gear wipe The rear wiper will be activated automatically when selecting
reverse gear if: the rear wiper is not already switched on, the wiper lever is in position A, B, C or
D and the front wiper is operating when set to position B. While the lever is pulled towards the
steering wheel the washer will work in conjunction with the wipers. After releasing the lever, the
wipers operate for a short time. Note: To stop the washer fluid reservoir emptying quickly, the
headlamp washers will not operate every time that you use the windscreen washers. To remove,
press the retaining clip, disengage the wiper blade and pull it off the arm in the opposite
direction. Run the tip of your fingers over the edge of the blade to check for roughness. Clean
the wiper blade lips with water applied with a soft sponge. Lift the wiper arm. Position the wiper
blade at a right angle to the wiper arm. Remove the blade from the arm and replace it. Home
safe lighting Switch the ignition off and pull the direction indicator lever towards the steering
wheel to switch the headlamps on. You will hear a short tone. The headlamps will go off
automatically after 3 minutes with any door open, or 30 seconds after the last door has been
closed. With all doors closed, but within the 30 second delay, opening any door will result in the
3 minute timer starting again. The home safe lights can be cancelled by either pulling the
direction indicator lever towards the steering wheel again or by turning the ignition switch ON.
Switch off the ignition. Push the lighting control inwards and turn it to position F. Note: If you
have switched autolamps on, you can only switch the main beam on when autolamps has
switched the headlamps on. Note: You cannot switch the rear fog lamps on if you have switched
autolamps on. Special foils can be used to adjust halogen headlamps for driving on the left or
right hand side of the road. AFS headlamps To adjust the headlamps for driving on the left or
right hand side of the road:. Lighting Remove the headlamp assembly from the vehicle and
remove the cover. See Changing a bulb page When returning from abroad, set the lever back to
position 1. The headlamps are adjusted using a lever in the headlamp unit. Position 1 is the
normal setting. For driving on the other side of the road, push the lever down to position 2.
Recommended headlamp levelling control positions Load Persons Front seats Rear seats Load
in luggage compartment 1. See Vehicle identification plate page A message will appear in the
information display and the headlamp indicator flashes if the system malfunctions. See
Information messages page The headlamps will move to a fixed central or dipped position. Have
the system checked as soon as possible. The AFS adjusts the headlamp dipped beam
depending on vehicle direction and speed. It improves visibility when you are driving at night
and helps to reduce headlamp glare for oncoming drivers. The headlamps will also move when
the vehicle is stationary and the steering wheel is turned. To prevent headlamp glare for the
oncoming traffic, they will only move towards the passenger side of the vehicle. The system will
not operate when you have switched on the daytime running lamps or when you have selected
reverse gear. E If you switch off the ignition, the reading lamps will go off automatically after
some time to prevent the vehicle battery from discharging. To switch them back on, switch on
the ignition for a short time. Off Door contact On. If you set the switch to position B, the
courtesy lamp will come on when you unlock or open a door or the luggage compartment lid. If
you leave a door open with the ignition switch off, the courtesy lamp will go off automatically
after some time to prevent the vehicle battery from discharging. To switch it back on, switch on
the ignition for a short time. The courtesy lamp will also come on when you switch off the
ignition. It will go off automatically after a short time or when you start or restart the engine. If
you set the switch to position C with the ignition switch off, the courtesy lamp will come on. It
will go off automatically after a short time to prevent the vehicle battery from discharging. If you
switch off the ignition, the vanity mirror lamps will go off automatically after a short time to
prevent the vehicle battery from discharging. Open the bonnet. See Opening and closing the
bonnet page Remove the screw. Disconnect the electrical connectors. Remove the headlamp.
Open the luggage compartment lid. Remove the screws. Remove the rear lamp. Pull back the
carpet. Remove the nut. Disconnect the electrical connector. Let the bulb cool down before
removing it. We recommend that you ask your dealer to change the bulbs if your vehicle is fitted
with Xenon headlamps. There is a risk of injury due to high voltage. Only fit bulbs of the correct
specification. See Bulb specification chart page Note: You will need to remove the headlamp to
change the headlamp, side lamp or front direction indicator bulbs. See Removing a headlamp
page Note: You will need to remove the rear lamp to change the brake lamp, tail lamp or rear
direction indicator bulbs. See Removing a rear lamp page Note: The following instructions
describe how to remove the bulbs. Fit replacements in the reverse order unless otherwise
stated. Front direction indicators 1. Turn the bulb holder anti-clockwise and remove it. Gently
press the bulb into the bulb holder, turn it anti-clockwise and remove it. Note: You cannot
separate the bulb from the bulb holder. Tip the mirror as far down as possible. Using a suitable
implement release the retaining clip. Remove the cover. Remove the bulb and the bulb holder.

Remove the bulb. Lighting 1. Turn the mirror glass as far inwards as possible. The LED board is
not a serviceable item, please consult your dealer if this fails. Rear fog lamp, reversing lamp.
Carefully remove the lamp. Remove the screw and remove the bulb holder. Brake lamps 1.
Remove the trim panel retaining clips and remove the trim panel. Unclip the bulb holder. Rear
direction indicators 1. Rear fog lamps 1. Tail lamps 1. Carefully prise out the lamp. Lighting
Vehicles with a category one alarm 1. Approach lamp Brake and tail lamp 3-door, 5-door and
Estate Brake lamp Central brake lamp Fog and tail lamp 4-door Front direction indicator Front
fog lamp Headlamp dipped beam Headlamp main beam Interior lamp Luggage compartment
lamp Number plate lamp Reading lamp Rear direction indicator Rear fog lamp Reversing lamp
Side lamp Side repeater Side repeater on exterior mirror Tail lamp convertible Vanity mirror.
Note: If you operate the switches often during a short period of time, the system might become
inoperable for a certain time to prevent damage due to overheating. Switch on the ignition to
operate the electric windows. Note: On vehicles with a convertible top, the automatically closing
function is not available on the rear quarter windows. Safety switch for rear windows Note: You
can always operate the rear windows from the drivers door. Global opening and closing You
can also operate the electric windows with the ignition off via the global opening and closing
function. See Locks page A switch in the drivers door disables the rear electric window
switches. The light in the switch comes on and the lights in the rear window switches go off
when the rear windows are disabled. Driver's door switches You can operate all the windows
with the switches on the door trim panel of the drivers door. The electric windows will stop
automatically while closing and reverse some distance if there is an obstacle in the way.
Opening and closing the windows automatically Press or lift the switch to the second action
point and release it completely. Press or lift it again to stop the windows. Make sure there are no
obstacles in the way of the closing window. To override this protection function when there is a
resistance, e. Close the window twice until it reaches the resistance and let it reverse. Close the
window a third time to the resistance. The anti-trap function is disabled and you cannot close
the window automatically. The window will override the resistance and you can close it fully. If
the window does not close after the third attempt, have it checked by an expert. Push and hold
the switch until the window is fully open. Release the switch. Lift and hold the switch until the
window is fully closed. Open the window and try to close it automatically. Reset and repeat
procedure if the window does not close automatically. Objects seen in convex mirrors will
appear smaller and further away than they actually are. Manual folding mirrors Folding Push the
mirror towards the door window glass. Unfolding Make sure that you fully engage the mirror in
its support when returning it to its original position. After the battery has been disconnected
from the vehicle you must reset the memory separately for each window: Note: On vehicles with
a convertible top, the roof and doors must be fully closed before carrying out the following
procedure. Lift the switch again for one more second. Note: When the mirrors are operated
often during a short period of time, the system might become inoperable for a certain time to
prevent damage due to overheating. If the switch is pressed again while the mirrors are moving,
they will stop and reverse the direction of movement. E The auto-dimming mirror will adjust
automatically when hit by glaring light from behind. It will not work when you have selected
reverse gear. Reduce engine speed as soon as safely possible to allow the engine to cool. If the
engine is continued to be driven at high engine speeds with the needle in the red section, the
engine speed will be reduced automatically to prevent engine damage. Turbocharger boost
gauge Oil temperature gauge Turbocharger boost gauge Oil pressure gauge Indicates the added
intake pressure provided by the turbocharger. Note: When the engine is cold, oil pressure close
to 5 bar may be indicated. This is normal. As the engine warms up, the oil pressure will drop.
This gauge indicates engine oil pressure up to a recommended safe maximum of 5 bar. During
normal driving the indicated oil pressure will vary with engine speed, the pressure rising as
engine speed rises and dropping as engine speed drops. If the engine oil pressure drops below
the normal range, the oil pressure gauge pointer will drop into the red section of the gauge
scale and the engine oil pressure warning lamp in the main instrument cluster will illuminate.
Stop the vehicle as soon as safely possible and switch off the engine immediately. Check the oil
level and add oil if needed. See Engine oil check page Engine coolant temperature gauge All
vehicles Shows the temperature of the engine coolant. At normal operating temperature, the
needle will remain in the centre section. If the needle enters the red section, the engine is
overheating. Stop the engine, switch the ignition off and determine the cause once the engine
has cooled down. See Engine coolant check page Oil temperature gauge Indicates the
temperature of the engine oil. At normal operating temperature, the needle remains within the
normal area. Instruments Fuel gauge The arrow adjacent to the fuel pump symbol indicates on
which side of the vehicle the fuel filler cap is located. Airbag warning lamp If it illuminates when
driving, this indicates a malfunction. Have the system checked by a properly trained technician.

Have the system checked by properly trained technician. Use your brakes with great care. Do
not step on the brake pedal abruptly. It illuminates when the parking brake is engaged. It will
also illuminate if the brake fluid level falls below the MIN mark. See Brake and clutch fluid check
page If the brake system warning lamp illuminates with the ABS warning lamp, this indicates a
malfunction. Stop your vehicle as soon as it is safe to do so and have this checked before
continuing you journey. Cruise control indicator It will illuminate when you have set a speed
using the cruise E control system. See Using cruise control page ABS warning lamp If it
illuminates when driving, this indicates a malfunction. You will continue to have normal braking
without ABS but have this checked as soon as possible. Direction indicator Flashes during
operation. A sudden increase in the rate of flashing warns of a failed indicator bulb. Instruments
Doors open warning lamp It will illuminate when you switch the ignition on if you have not
closed the doors, the bonnet or luggage compartment properly. Glow plug indicator If the glow
plug indicator lamp illuminates, wait until the it extinguishes before starting. Headlamp indicator
Engine warning lamp If it illuminates when the engine is running, this indicates a malfunction. If
it flashes when you are driving, reduce the speed of your vehicle immediately. If it continues to
flash, avoid heavy acceleration or deceleration. The engine will continue to run but it will have
limited power. Have this checked immediately. It will illuminate when you switch the headlamp
dipped beam or the side and tail lamps on. Ignition warning lamp Note: If the battery voltage is
too high or too low, the ignition warning lamp will illuminate and the heated windscreen and
heated rear window, the auxiliary heater or the air conditioning may switch on or off
automatically. If it illuminates when you are driving, this indicates a malfunction. Switch off all
unnecessary electrical equipment. Have the system checked by a properly trained technician
immediately. Front fog lamp indicator It will illuminate when you switch the front fog lamps on.
Main beam indicator It will illuminate when you switch the headlamp main beam on. It will flash
when you use the headlamp flasher. Message indicator It will illuminate when a new message is
stored in the information display. If the lamp stays on after starting or illuminates during a
journey, this indicates a malfunction. Stop your vehicle as soon as it is safe to do so and switch
the engine off. Check the engine oil level. Stability control ESP indicator It will flash when either
system is operating. If it does not flash or it comes on when you are driving, this indicates a
malfunction. If you switch ESP off, the warning lamp will come on. The lamp will go out when
you switch the system back on or when you switch the ignition off. Power steering warning
lamp It illuminates to indicate a malfunction of the power steering system. Full steering will be
maintained but you will need to exert greater force on the steering wheel. Have the system
checked by a properly trained technician as soon as possible. Key outside car Shift indicator It
will illuminate to inform you that shifting to a higher gear may give better fuel economy and
lower CO2 emissions. It will not illuminate during periods of high acceleration, braking or when
the clutch pedal is pressed. Vehicles with the key free system If the engine is running and a
passive key is no longer detected within the vehicle interior, a chime will sound as soon as the
door is closed. Instruments Lights on A warning chime will sound if the drivers door is opened
with the exterior lights switched on and the ignition switched off. Low fuel A warning chime will
sound at the following ranges: 80 km 50 miles , 40 km 25 miles , 20 km 12 miles , 0 km 0 miles. It
will be reactivated if the driver or front passenger unbuckles his or her seat belt. Never sit on
top of a buckled seat belt to avoid the seat belt reminder function. The restraint system can only
work properly if passengers have buckled up their seat belts. Note: Placing objects on the front
passengers seat when it is not occupied may trigger the sensors in the seat and activate the
seat belt reminder if the seat belt is not engaged. The chime will stop after eight minutes. Stop
vehicle - roof operation A warning chime will sound if the roof opening or closing sequence was
enabled during vehicle stand still and driving started. Various systems can be programmed
using the information display and the multi-function lever on the steering column. Turn the
rotary control to scroll through the available displays within a menu or to choose a setting. To
scroll automatically, hold the rotary control in the upward or downward position. If the chimes
are activated, a short tone will sound each time the button is pressed. Indicates the approximate
distance the vehicle will travel on the fuel remaining in the tank. Changes in driving pattern may
cause the value to vary. Instantaneous fuel consumption Indicates the current average fuel
consumption. Average fuel consumption Indicates the average fuel consumption since the
function was last reset. Average speed Indicates the average speed calculated since the
function was last reset. Outside air temperature Shows the outside air temperature. Recalibrates
the system to the actual pressure of the tyres. See Tyre pressure monitoring system page Menu
Enters the main menu. See General information page Tripmeter Registers the mileage of
individual journeys. Average Fuel l 6. Turn the rotary control to scroll through the trip computer
displays. Note: The position of the trip computer display may vary depending on the information
shown in the display. Resetting the trip computer using the main menu To reset a particular

display: 1. Turn the rotary control and highlight Menu. Highlight "Reset Trip". Highlight the
function to be reset. If this menu or one of its sub-menus is open when the vehicle begins to
move, the information display will automatically exit the Car Setup menu. EHPAS
personalisation Note: When the vehicle is stationary, the steering assistance is optimized in all
three settings and does not differ noticeably. Standard: The standard setting suitable for all
driving styles. Sport: The steering assistance is reduced. This suits a sportier driving style by
increasing the feedback through the steering wheel. The sport setting is also an advantage
when driving on icy and snowy road conditions. Comfort: The steering assistance is increased.
The steering will feel lighter and you will not need to exert as much force on the wheel. Turn the
rotary control to save the setting and exit the menu. Clock setting Note: This display is only
present on vehicles equipped with a programmable auxiliary heater but no Ford audio or
navigation system. If the vehicle is equipped with a Ford audio or navigation system, the time is
set on the audio or navigation system. See separate audio or navigation handbook. The hours
start to flash and can be set using the rotary control. Proceed in the same way to set the
minutes and the date. Toggling the units of measure using this display will affect the following
displays: Distance to empty Average fuel consumption Instantaneous fuel consumption
Average speed Outside air temperature The temperature display in the automatic climate
control. Information displays The units of measure for outside air temperature and the
automatic climate control can be toggled independent of the other displays. Four functions are
available for setting the times at which the vehicle should be warmed up: Seven days in the
week One or two times can be programmed for every day of the week. Five days in the week
One or two times can be programmed for the days Monday to Friday. Single day within week
One or two times can be programmed for one particular day of the week. Any time and date One
time can be programmed for one particular day in the next 12 months from the date of
programming. The first programme time will flash. Set the hours with the rotary control. Set the
minutes with the rotary control. Repeat to set the second programme time. Auxiliary heater
programming See Auxiliary heater page The cursor will change to a tick. The tick in this display
confirms that the heater is now activated and will perform one heating cycle. The tick in this
display confirms that the heater is now deactivated. Programme times Note: The programmed
time is the time at which you wish the vehicle to be warm and ready to drive, not the time at
which the heater switches on. Note: Times must be programmed at least 70 minutes in advance
of the time you wish to set. See Clock setting. Information displays Note: If only one programme
time is desired, select dashes when scrolling through the hours and minutes. These appear
between 23 and 00 hours and between 59 and 00 minutes. The tick confirms that the time
schedules are now stored and that the heater will have the vehicle warmed up at the times set.
Note: It is not possible to select the Seven days in the week, Five days in the week and Single
day within week functions simultaneously as only one set of times can be programmed for each
day. If programme times for one of these functions are stored and active, confirmed by a tick, a
lock symbol will appear in the programming display of the other two, showing that these
functions cannot be activated. To activate one of the other two functions, first deactivate the
function currently active by deleting the tick. The hours will flash. Proceed in the same way to
set the minutes, the month and the day. The tick confirms that the time schedule is now stored
and the heater will have the vehicle warmed up at the time set. Chime deactivation The following
chimes can be deactivated: Low fuel warning. General warning messages. General information
messages. Door ajar. Have the system checked at the next service. Other messages will be
removed automatically after a short time. With instrument cluster type 2 and 3, certain
messages need to be confirmed before you can access the menus. Viewing current messages
Type 2 and 3 1. Turn the rotary control to scroll through the available messages. Message
indicator The message indicator illuminates to supplement some messages. It will be red or
amber depending on the severity of the message and will remain on until the cause of the
message has been rectified. Stop vehicle to operate. Roof opening or closing sequence was
enabled during vehicle stand still, driving started. Deploy the luggage compartment separator or
close the luggage compartment lid. Start the engine to operate. Permanent malfunction.
Opening or closing sequence not complete. Convertible top is not locked. Press the convertible
top switch until sequence is complete. Progress information. Driver door open Driver side rear
door open Passenger door open Passenger side rear door open Luggage comp. Keyless
system. You will ONLY be able restart your vehicle up to a maximum of five times or for a period
of up to 56 hours after which the vehicle cannot be started. Change battery. See Changing the
remote control battery page Have your vehicle checked by a properly trained technician. Brake
lamp switch. The vehicle can be driven as normal. However, cruise control cannot be switched
on. Adaptive front lighting system AFS. Cooling system. Electronic acceleration control EAC.
The vehicle can be driven but the acceleration rate will be noticeably reduced. Maximum vehicle

speed will be maintained. Screen washer. Service Indication. Power steering. Under certain
driving conditions it is possible that the clutches in the transmission can overheat. In these
circumstances it is necessary to press the brake pedal and stop the vehicle to prevent damage
to the transmission. The transmission is too hot. In these extreme conditions the transmission
will disengage drive in order to prevent damage. You will not be able to drive until the
transmission has cooled. Automatic transmission. Keep the brake pedal depressed until these
messages disappear from the display. The pressure in one or more tyres has dropped. Check as
soon as possible. Warming the interior Direct the air towards your feet. In cold or humid
weather conditions, direct some of the air towards the windscreen and the door windows.
Cooling the interior Direct the air towards your face. If the windows mist up, follow the settings
for defrosting and demisting the windscreen. The air currently in the passenger compartment
will be recirculated. Outside air will not enter the vehicle. Air conditioning Note: The air
conditioning operates only when the temperature is above 4C 39F. Note: If you use the air
conditioning, the fuel consumption of your vehicle will be higher. Air is directed through the
evaporator where it is cooled. Humidity is extracted from the air to help keep the windows free
of mist. The resulting condensation is directed to the outside of the vehicle and it is therefore
normal if you see a small pool of water under your vehicle. General information on controlling
the interior climate Fully close all the windows. If you turn the blower off, the air conditioning
will turn off. When you turn the blower on again, the air conditioning will come on automatically.
Cooling with outside air. Climate control Cooling the interior quickly When the temperature is
above 4C 39F , the air conditioning will switch on automatically. Make sure that the blower is on.
The indicator in the switch will illuminate during defrosting and demisting. You can switch the
air conditioning and recirculated air on and off while the air distribution control is set to
position A. If necessary, switch the heated windows on. See Heated windows and mirrors page
Note: To defrost or demist the rear side windows, set the second row air vents to the defrosting
and demisting position. See Air vents page Reducing interior air humidity. The system controls
the temperature, amount and distribution of the air flow automatically and adjusts them
according to the driving and weather conditions. Pressing the AUTO button once switches on
the auto mode. The system in your vehicle is dual-zone automatic climate control. When the
system is in mono mode, all the temperature zones are linked to the driver's zone. When you
switch mono mode off, the dual-zone system allows you to set different temperatures for the
driver's and front passenger's side. Note: Avoid adjusting the settings when the vehicle interior
is extremely hot or cold. The automatic climate control adjusts to the current circumstances
automatically. For the system to function properly, the side and centre vents should be fully
open. Note: The sunload sensor is located on top of the instrument panel. Do not cover the
sensor with any objects. Note: At low outside temperatures, when the system is in auto mode,
the air stream will be directed to the windscreen and the side windows as long as the engine is
cold. Note: A description of the Ford DVD-Navigation System in combination with the automatic
climate control is provided in the separate manual. You can set the temperature between 16C
and 28C in steps of 0. In position LO below 16C the system will switch to permanent cooling, in
HI above 28C to permanent heating, and not regulate a stable temperature. Climate control
Mono mode In mono mode, the temperature settings for both the drivers and passengers side
are linked. If you adjust the temperature using the rotary control on the drivers side, the settings
will be adjusted to the same setting on the passengers side. In mono mode, MONO appears in
the display. Use the buttons to adjust the blower speed. The blower setting is indicated in the
display. To return to auto mode, press the AUTO button. Air distribution To adjust air
distribution, press the desired button. Any combination of settings can be selected
simultaneously. To switch mono mode off Select a temperature for the passengers side with the
rotary control on the passengers side. Mono mode will switch off and MONO disappears from
the display. The temperature for the drivers side will remain unchanged. You can now adjust the
driver and passenger side temperatures independently of each another. The temperature
settings for each side are shown in the display. You can set a temperature difference of up to
4C. Note: If you set a temperature of greater than 4C, the temperature on the other side will be
adjusted so that the difference remains 4C. When you select windscreen defrosting and
demisting, A, B and C switch off automatically and the air conditioning switches on. Outside air
will flow into the vehicle. You cannot select recirculated air. MONO reappears in the display and
the passengers side temperature will be adjusted to the drivers side temperature. Press the
windscreen defrosting and demisting button. Air conditioning is automatically selected. As long
as the air distribution is set to this position, you cannot select recirculated air. Climate control
The blower speed and the temperature control operate automatically and cannot be adjusted
manually. The blower is set to high speed and the temperature to HI. When you select
windscreen defrosting and demisting, the heated screens switch on automatically and switch

off after a short time. When switched off, the heating, ventilation and air conditioning system is
switched off and recirculated air is selected. Note: The heated windows operate only when the
engine is running. Heated windscreen. Press the recirculated air button to toggle between
outside air and recirculated air. Note: When the system is in auto mode and the interior and
exterior temperatures are quite hot, the system selects recirculated air automatically to
maximise cooling of the interior. Once the selected temperature is reached, the system will
reselect outside air automatically. Heated exterior mirrors Electric exterior mirrors are fitted with
a heating element that will defrost or demist the mirror glass. They will switch on automatically
when you switch the heated rear window on. The programmable auxiliary heater should be
switched on for approximately 10 minutes at least once a month all year round. This prevents
the water pump and heater motor from seizing. Note: The programmable auxiliary heater will
only operate if there is at least 7. Note: The heating depends on the outside air temperature.
Note: It is possible that when the programmable auxiliary heater is activated, exhaust fumes
may come from under the sides of the vehicle. Note: On vehicles with manual climate control
the heating of the vehicle interior is dependent on the temperature, air distribution and blower
control settings. The programmable auxiliary heater operates independently of the vehicle
heater by heating the engines coolant circuit. It is fed from the vehicle fuel tank. Used properly,
the programmable auxiliary heater provides the following benefits: It preheats the interior of the
vehicle. It keeps the windows clear of ice in the event of frost and prevents condensation. It
avoids cold starts and allows the engine to reach operating temperature sooner. The
programmable auxiliary heater may also be used while the vehicle is in motion to help the
vehicle heater and warm up the interior more quickly. To prevent the battery from discharging:
Once the programmable auxiliary heater has performed one heating cycle, the next programmed
heater time will only be carried out if the vehicles engine has been started in between. After a
heating cycle, the vehicle should be driven for at least the period of the heating cycle.
Programming the auxiliary heater The auxiliary heater is programmed using the information
display. See Information displays page Auxiliary heater The diesel auxiliary heater PTC
electrical heater aids in warming the engine and the interior compartment on vehicles with
diesel engines. It is automatically switched on or off depending on the outside temperature, the
coolant temperature and the alternator load. Climate control Fuel operated heater The fuel
operated heater aids in warming the engine and the interior compartment on vehicles with a
petrol or diesel engine. It is automatically switched on or off depending on the outside
temperature and the coolant temperature, unless it has been deactivated by the driver. When
the fuel operated heater is operating, a message appears in the information display. The fuel
operated heater can be deactivated using the information display. Note: When the switches are
operated often during a short period of time, the system might become inoperable for a certain
time to prevent damage due to overheating. Note: The electric sunroof can also be operated
with the ignition off via the global opening and global closing function. See Global opening and
closing page There are two ways of opening the sunroof the rear of the sunroof lifts open or the
sunroof opens from the front, sliding back under the roof. The sunroof opens and closes whilst
the switch is pressed. Switch on the ignition to operate the electric sunroof. The power sunroof
is operated by a switch located between the sun visors. Failure to do so could result in serious
personal injury. It is the primary responsibility of the supervising adults to never leave a child
unattended in a vehicle and to never leave the keys in an unattended vehicle. Careless closing
of the window can cause injuries. Careless closing of the electric sunroof can override the
anti-trap protection and cause injuries. The sunroof will stop automatically while closing and
reverse some distance if there is an obstacle in the way. To override anti-trap protection when
there is a resistance, e. Make sure there are no obstacles in the way of the closing sunroof.
Close the sunroof a third time to the resistance. The anti-trap function is disabled and the
sunroof cannot be closed automatically. The sunroof will override the resistance and can then
be closed fully. If the sunroof does not close after the third attempt, have it checked by an
expert. Opening and closing the sunroof automatically Note: When opening automatically, the
sunroof will stop about 8 cm from the fully opened position. This position reduces the buffeting
noise which is sometimes heard when the sunroof is fully open. The sunroof will only stop
automatically in this position when the sunroof is opened automatically. To open or close the
sunroof automatically press either side of the switch to the second action point and release it
completely. Press again to stop. When the closed position is reached, the sunroof stops
automatically. Make sure that there are no obstacles in the way of the closing sunroof. Climate
control If the system detects a malfunction, it enters a safety mode. The sunroof will move for
only about 0. Close the sunroof by pressing the button again when the sunroof stops moving.
When the rear of the sunroof is lifted, lift the rear all the way and then close the sunroof. Have
the system checked by an expert immediately. In case the sunroof no longer closes properly,

follow this relearning procedure: Tilt the rear of the sunroof as far as possible. Release the
button. Press and hold the same button again for 30 seconds until you see the sunroof move.
Release the button and immediately press and hold it again. The sunroof will close, open fully
and then close again. Do not release the button before the sunroof has reached the closed
position for the second time. If the button is not pressed continuously, the relearning function
will be interrupted. Start the procedure once more from the beginning. Make sure that your
driving position is comfortable and that you can maintain full control of your vehicle. Only when
you use the seat belt properly, can it hold you in a position that allows the airbag to achieve its
optimum effect. When you use them properly, the seat, head restraint, seat belt and airbags will
provide optimum protection in the event of a collision. We recommend that you: sit in an upright
position with the base of your spine as far back as possible. We recommend a minimum of
millimetres 10 inches between your breastbone and the airbag cover. Do not adjust the seats
while the vehicle is moving. Each pull or press on the lever will raise or lower the height by a
small amount. Adjusting the angle of the seatback. When using a forward facing child restraint
on a rear seat, always remove the head restraint from that seat. Insert the seatbelt tongues into
the retaining slots. Note: Focus RS does not have a centre head restraint. Lower the head
restraints. Removing the head restraint Press the locking buttons and remove the head
restraint. Make sure that the seats and the seatbacks are secure and fully engaged in their
catches. Seats Fold the seatback s forwards. Note: When the red marking in the unlocking
button is visible, the seatback is not fully engaged. Release the seatback and repeat the
procedure until the red marking is no longer visible. The heated front seats are operated by
rotary controls in the instrument panel. For item location: See Quick start page 8. The maximum
temperature is reached after five or six minutes. It is regulated thermostatically. The seat
heating will operate only when the ignition is in position II. Insert your fingers between the seat
cushion and seatback and fold the seat cushion forwards. Use only Ford accessory connectors
or connectors specified for use with SAE standard sockets. Do not hold the cigar lighter
element pressed in. Pull the cover to open. To empty, gently pull up on the open lid and extract
the complete ashtray. Note: You can use the socket to power 12 volt appliances that have a
maximum current rating of 10 Amperes. Note: You can use the socket to power volt appliances
that have a maximum rating of watts. If the LED flashes continuously, re-insert the plug or
switch the ignition off and then on again. It will switch off if the temperature is above 85C F. The
LED will flash once. When it has cooled down it will switch back on automatically. Do not
exceed the maximum power output. If you do, the LED will flash twice. Remove the plug and
re-insert it. The glove box can be cooled using air from the air conditioning system. When the
air conditioning is switched on, the air flow entering the glove box will be cooled. If the air
conditioning is switched off, the air flow will be at approximately ambient temperature. The air
flow can be shut off to prevent the flow of cooled air into the vehicle interior. To turn the air flow
on or off, turn the valve in the glove box. This will obscure your vision out of the windscreen.
Before setting off, always ensure that the lid is securely engaged. Note: Avoid keeping
heat-sensitive objects and liquids in the front storage compartment. Pull to open. To close,
push the lid down until it engages. On vehicles with an anti-heat windscreen, toll readers should
be placed in the area as shown all measurements shown in millimetres , otherwise
communication performance with toll stations may be reduced. The toll reader should be placed
on the passenger side to prevent the reader from obscuring the drivers vision e. This is because
the engine management system must realign itself with the engine. Any unusual driving
characteristics during this period may be disregarded. Use booster cables and a booster
battery. See Using booster cables page Ignition off. Position I Steering unlocked. Ignition and all
main electrical circuits are disabled. The ignition key should not be left in this position for too
long to avoid discharging the battery. Starting the engine Positon II Ignition switched on, all
electrical circuits operational. Warning and indicator lamps illuminate. This is the key position
when driving, and must also be selected when being towed. Postion III Starter motor activated.
Release the key as soon as the engine starts. This will make sure that the maximum fuel
pressure is established for starting the engine. Vehicles with manual transmission Note: Do not
touch the accelerator pedal. Fully depress the clutch pedal. Start the engine. Vehicles with
automatic transmission Note: Do not touch the accelerator pedal. Select park or neutral. Fully
depress the brake pedal. All vehicles If the engine does not start within 15 seconds, wait for a
short period and try again. If the engine does not start after three attempts, wait 10 seconds and
follow the Flooded engine procedure. If you have difficulty starting the engine when the
temperature is below C F , press the accelerator pedal between to of its travel and try again.
Vehicles without keyless starting To activate the steering wheel lock; 1. Remove the key from
the ignition switch. Turn the steering wheel. Vehicles with keyless starting Your vehicle has an
electronically controlled steering wheel lock. This operates automatically. The steering wheel

lock is activated if the ignition is off, the engine not running and your vehicle is stationary. The
steering wheel lock is deactivated when the ignition is switched on. Starting the engine 2. Fully
depress the accelerator pedal and hold it there. Vehicles with automatic transmission 1. All
vehicles If the engine does not start, repeat the Cold or hot engine procedure. Starting at low
ambient temperatures When the temperature is lower than C 14F and the vehicle is filled with
E85, an engine block heater should be used to facilitate starting. See Engine heater page Failure
to do this will result in a non start. If the temperature is expected to remain below C 14F , it is
recommended that you increase the proportion of petrol in the tank by topping up with 95
octane unleaded petrol if the tank is not already full. About 10 litres 2. If, at very low
temperatures, the tank is filled with only E85 and there is no way to use an engine block heater,
you may experience difficulties starting the engine. If the engine fails to start, proceed as
follows: 1. Fully depress the accelerator pedal. Turn the ignition key to position III. Gradually
release the accelerator pedal after 5 seconds of engine cranking or as the engine speed rises. If
the engine fails to start, repeat steps 1, 2 and 3, or connect an engine block heater for two hours
before attempting another start. During starting, the fuel injectors are turned off as long as the
accelerator pedal is depressed. This can be used to drain excessive fuel from the intake
manifold after several unsuccessful starting attempts. Engine idle speed after starting The
speed at which the engine idles immediately after starting will vary depending on the engine
temperature. If the engine is cold then the idle speed will automatically be increased in order to
heat the catalytic converter as quickly as possible. This ensures that vehicle emissions are kept
to an absolute minimum. The idle speed will slowly decrease to the normal level as the catalytic
converter warms up. See Starting a petrol engine page Starting the engine If the battery has
been disconnected or after the fuel type has been changed, the idle speed may be irregular.
This will improve after 10 to 30 seconds. Vehicles with a manual transmission Note: If the clutch
pedal is not depressed, a message appears in the information display. Depress the clutch pedal.
Vehicles with an automatic transmission Note: If the brake pedal is not depressed, a message
appears in the information display. Depress the brake pedal. All vehicles Push the ignition
switch in and turn it to switch on the ignition and to start the engine. Once the system
recognizes a passive key, the engine can be started. Starting the engine with a spare key. Turn
the key to position II and ensure the glow plug indicator lamp illuminates. Wait until the lamp
extinguishes before starting and continue cranking without pausing until the engine starts. If
the engine stalls, repeat the full starting procedure. At temperatures below C it may be
necessary to operate the starter for up to 30 seconds. If these weather conditions persist, an
engine block heater is recommended. Starting the engine Push the ignition switch in and turn it
to switch on the ignition and to start the engine. Press the start button. Always check that the
steering wheel lock is deactivated before attempting to move your vehicle. See Steering wheel
lock page Note: A valid passive key must be located inside the vehicle to switch the ignition on
and start the engine. Note: To start your engine you must also fully depress the brake or clutch
pedal, depending on the transmission fitted. Starting with manual transmission Note: Releasing
the clutch pedal during engine start will stop the engine cranking and return to ignition on.
Starting a diesel engine Note: Engine cranking may not commence until the engine glow plug
cycle has been completed. This may take several seconds in extremely cold conditions. Note:
Continue to press the clutch or brake pedal until engine cranking begins. Failure to start The
passive starting system will not function if: The passive key frequencies are jammed. If you are
unable to start your vehicle carry out the following procedure. Ignition on Press the start button
once. All electrical circuits are operational, warning lamps and indicators illuminate. Starting
with automatic transmission Note: Releasing the brake pedal during engine start will stop the
engine cranking and return to ignition on. Make sure the transmission is in P or N. Hold the key
next to the steering column shroud exactly as shown. With the key in this position you can use
the start button to switch the ignition on and start your vehicle. Type 2. Insert the key into the
key holder. Stopping the engine When your vehicle is stationary, press the start button to stop
the engine. The ignition, all electrical circuits, warning lamps and indicators will be switched off.
It filters harmful diesel particulates soot from the exhaust gas. The regeneration process
requires very high exhaust gas temperatures and the exhaust will radiate a considerable
amount of heat during and after regeneration, and after you have switched the engine off. This
is a potential fire hazard. Unlike a normal filter which requires periodic replacement, the DPF
has been designed to regenerate, or clean itself to maintain operating efficiency. The
regeneration process takes place automatically. However, some driving conditions mean that
you may need to support the regeneration process. If you drive only short distances or your
journeys contain frequent stopping and starting, occasional trips with the following conditions
could assist the regeneration process: Drive your vehicle, preferabl
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y on a main road or motorway, for up to 20 minutes avoiding prolonged idling, but always
observing speed limits and road conditions. Do not switch off the ignition. Use a lower gear
than normal to maintain a higher engine speed during this journey, where appropriate. If you do,
the turbocharger will continue running after the engine oil pressure has dropped to zero. This
will lead to premature turbocharger bearing wear. Release the accelerator pedal. Wait until the
engine has reached idle speed and then switch it off. Note: The engine heater connector is
located in the radiator grille at the front of your vehicle. Additional fuel will fill the expansion
space in the fuel tank which could lead to fuel overflowing. Fuel spillage could be hazardous to
other road users. Do not use any kind of flames or heat near the fuel system. The fuel system is
under pressure. There is a risk of injury if the fuel system is leaking. They could damage the
emission system. Do not use methanol instead of E

