Mini cooper front brake pads

New customer? Create your account. Lost password? Recover password. Remembered your
password? Back to login. Already have an account? Login here. All parts are covered by their
respective manufacturer's warranties. Warranties are for 2 year or 24, miles, Oembimmerparts.
Your payment information is processed securely. We do not store credit card details nor have
access to your credit card information. Warranties are for 2 years or 24, miles from the original
date of purchase, Oembimmerparts. This warranty does not under any circumstances extend to
any product sold by Oembimmerparts. This warranty does NOT extend to or apply to any unit
which has been repaired or altered. A return materials authorization number RMA is required for
all returns. RMA requests must be submitted in writing through email and cannot be given
verbally over the phone. To request an RMA, make sure you have reviewed the specific policies
here for your category of return new, warranty or core. You may send your RMA request email
to Returns oembimmerparts. Please be sure to include the Order ID Number and reason for
return. After submitting your request for an RMA , soon after, you will receive an email with
complete return instructions, usually within one business day. This email will contain an RMA
and additional return shipping instructions. Be sure to specify in your request ALL parts you
would like to return. Make certain your RMA number is displayed on the outside of the box.
Include a copy of your RMA instruction email inside the box. Return shipping costs are the
customer's responsibility. We highly recommend insuring your return shipment. No credit will
be issued for any parts or cores returned not originally purchased through Oembimmerparts.
Please note that credit on your credit card statement may not appear immediately, depending
upon the policies of your credit card issuer. You may request a refund of your purchase price
excluding shipping charges if the part: Is returned WITHIN 45 days of the original invoice date.
Is NOT opened or show signs of being opened Bag cut or torn open, box cut or torn open Is
NOT opened if the part is marked with a sticker indicating non-returnable once opened i. Does
not have a note in the parts description indicating not returnable throttle housings, etc. Has
NOT been installed,or altered in any way. Does NOT have missing parts, hardware. If part is sold
as a set, complete set must be returned. Is returned in the original packaging and is in resalable
condition. In general and unless otherwise specified, a part will be replaced under warranty
excluding shipping charges if the part:. Below are the two methods that you can use to receive
your warranty replacement part. San Antonio,TX All manufacturers require a complete
description of the failure in order for warranty coverage to apply. Simply stating "doesn't work"
on your correspondence is not acceptable to most manufacturers. Please provide a complete
description of the failure when you request an RMA number. Certain types of parts are available
in the industry as "remanufactured" starters, alternators. Cores are the used parts that may be
returned for credit when purchasing a remanufactured part. If a core deposit is shown, this
charge will be added to your total at the time of sale but is refunded upon the return of your
original part. No core deposits will be refunded for cores returned more than 45 days after the
original invoice date. Must be in original remanufacturer's box the box the replacement part was
originally packed in. No credit will be issued if not returned in the remanufacturer's box. For
your protection, please inspect your package before signing for it and have the driver make
note of any damage. All original shipping cartons and packing materials must be saved for
inspection by the carrier. Any damage claim made after 15days of delivery will be on the
purchasing party as we will not be responsible for damage claims after 15days of item being
delivered. Replacement orders shipped prior to completion of the carrier's investigation must
be paid for in advance. However, upon completion of the investigation, a refund will be promptly
issued. If lost parts are found and delivered, a refund will be issued once they are returned to
us. If you would rather not pay for a replacement prior to the completion of the investigation, we
can delay shipping your no-cost replacement, or issuing a refund, until the investigation is
complete or the parts have been found and returned to us. Create your account Lost password?
First name. Last name. Manufacturer: OP Parts. Stock: In stock. Add to cart. Front brake pad
set. Made by OP Parts. Estimate shipping. Country United States. Zip code. Return Policy.
Product Warranties All parts are covered by their respective manufacturer's warranties.
Warranty Part Replacement In general and unless otherwise specified, a part will be replaced
under warranty excluding shipping charges if the part: Is returned WITHIN 24 months of the
original invoice date unless a different warranty period is specified. Has NOT been misused,
neglected, subject to accident, improper installation or used for any purpose other than its
intended use. Is approved by manufacturer upon inspection and subject to its guidelines and
limitations. Is emptied of all fluids if applicable. You can send your defective part to the address
below and once it has been received by us we will promptly ship a replacement to you. You can
place a new order through the website and pay for the part, Once you have received the new
part you can then return the defective part to the address below. Once the defective part has
been received we will promptly issue credit for the part that was purchased as a replacement.

San Antonio,TX Documentation Requirements All manufacturers require a complete description
of the failure in order for warranty coverage to apply. Any brake noise or warpage that begins
more than 30 days after purchase is the result of driving conditions, driving style or related
parts that were not replaced at the same time. Brake pads and rotors were replaced at the same
time. No blue discolorations are present on brake rotors. Blue discoloration on a brake rotor is
always the result of excessive heat caused by excessive brake pad-to-brake rotor contact. Core
Deposits and Core Returns Certain types of parts are available in the industry as
"remanufactured" starters, alternators. Items Lost or Damaged in Transit For your protection,
please inspect your package before signing for it and have the driver make note of any damage.
Have A Question? Click Start A Return Below. Carefully raise the front of the car with the floor
jack and securely support it with at least two jack stands. I prefer to only work on one side of
the car at a time to keep three tires on the ground for extra safety. Spin out the five lug bolts and
set them aside in a safe place. Once the front wheel has been removed, you'll be able to see the
rotor, bracket, caliper and suspension. If the caliper slider pins moves as you are attempting to
loosen the caliper bolt, hold the pin in place with a 17mm wrench. Spin out the two caliper bolts
and set them aside in a safe place. Rest the caliper on the top of the rotor or suspend it from the
suspension with a bungee cord or some twine. Try to avoid pulling, bending, kinking or
stressing the rubber brake fluid hose. Pull the old inner brake pad out of the bracket. If your new
set of front brake pads includes a bag of replacement brake hardware, remove the old pad
abutment clips out of the top and bottom of the bracket. Clean off the bracket, rotor and caliper
with brake parts cleaner spray. If your MINI has been exhibiting shuddering or vibrations in the
front end while braking, you may need to replace the old OEM rotors with new rotors. To replace
the rotors, remove the Torx set screw on the outer face of the rotor, remove the two bolts on the
back side of the bracket. Remove the bracket and slide off the old rotor. If you have trouble
removing the old rusted on rotor, hit it with a rubber mallet to loosen it. Tighten the bracket
bolts to Nm Apply some brake parts lubricant grease to the new pad abutment clips where they
will come in contact with the bracket or the new brake pads. Push the new pad abutment clips
also known as "anti-rattle" clips into the top and bottom of the bracket. Make sure the clips are
fully seated. In order for the caliper to operate smoothly, the two caliper slider pins or "guide
bolts" need to be well lubricated. Pull the caliper slider pins out of their rubber dust boots. In
order for the caliper to fit over the thicker new brake pads, the caliper piston needs to be
pushed or "compressed" back. Attach the "F" clamp to the caliper and use the back of an old
brake pad to evenly distribute the pressure across the piston. To access the brake fluid
reservoir, you'll need to remove the plastic cover on the 12V automotive battery and the plastic
cover near the driver side cowl and the windshield. Twist off the brake fluid reservoir cap in the
counterclockwise direction. Removing the cap will allow the brake fluid to more easily travel
back through the lines when you compress the piston. Repeatedly check the fluid level in the
reservoir to make sure it doesn't overflow. Continue compressing the caliper piston until it is
just about flush with the rubber dust boot that surrounds it. Replace the reservoir cap as soon
as possible by twisting it on in the clockwise direction. Brake fluid is hygroscopic easily
absorbs moisture from the air , so it is very important that you don't leave the cap off for an
extended period of time. Push the two pads together until they are flush against the rotor. Line
up the bolt holes in the caliper with their corresponding holes in the caliper slider pins within
the bracket. Rather than replace the "microencapsulated" bolts, just apply a small amount of
Loctite Blue thread locking liquid to the old bolts. Double check that both caliper bolts are tight
before moving on to the next steps. If your brake pedal has been feeling soft or spongy, you
may have a few air bubbles or some water in the brake lines. It would be best to bleed the brake
lines at this time. The brake fluid bleeder valve is located on the back side of the caliper just
below the top caliper bolt. Carefully lower the car from the jack stands by using the floor jack.
Continue tightening the lug bolts in a criss-cross or star pattern to just past hand tight. It would
be best to use a torque wrench in order to tighten the lug bolts to lb-ft Nm of torque as specified
in the owner's manual. Sit in the front driver's seat of the car and push down on the brake pedal
a few times to restore the brake line pressure. Be sure to record the brake pad change in your
vehicle's service records. If you found this guide to be helpful, please consider making a small
donation by clicking on the PayPal. Thank you! Note: I am not a registered charity. Donations
are not tax deductible. Loosen Counterclockwise. Raise Front of Vehicle. This automotive
maintenance tutorial was specifically written to assist owners of the 3rd generation , , , , , and
MINI Cooper in changing the front disc brake pads and lubricating the caliper slider pins.
Loosen Lower Bolt. The first few steps are to park the car on a level surface, turn off the ignition
and place the transmission into park. Carefully pull off the front wheel and set it aside. Spin Out
Bottom Bolt. Loosen Top Bolt. Caliper Bolts Removed. Pull Caliper Off Pads. Rest Caliper On
Rotor. Remove Old Inner Pad. Carefully pull the caliper off the brake pads and out of the

bracket. Remove Old Outer Pad. Pad Abutment Clips. Remove Caliper Slider Pins. Pull the old
outer pad out of the bracket. Attach "F" Clamp. Plastic Access Panel. Apply a thin layer of brake
parts lubricant grease to the smooth parts of both caliper slider pins before pushing them back
into their rubber dust boots attached to the bracket. Remove Cowl Cover. Brake Fluid Reservoir.
There are three 8mm screws and two 10mm nuts that need to be removed in order to remove the
plastic panels and access the brake fluid reservoir. Twist Off Reservoir Cap. Compress Caliper
Piston. Replace Brake Fluid Cap. Slowly turn the "F" clamp handle in the clockwise direction to
compress back the caliper piston. Install New Inner Pad. Install New Outer Pad. Push Pads
Against Rotor. Install the new inner and outer brake pads into the bracket. Lower Caliper Over
Pads. Spin In Bottom Bolt. Spin In Top Caliper Bolt. Carefully lower the caliper over the new
brake pads and into the bracket. Tighten Upper Bolt. Tighten Lower Bolt. Rubber Valve Cap.
Brake Fluid Bleeder Valve. Replace Front Wheel. Spin In 5 Lug Bolts. Push the front wheel back
into place and spin in the five lug bolts a few turns by hand in the clockwise direction. Tighten
Five Lug Bolts. Lower Car From Stands. Torque Lug Bolts. Paul's Travel Pictures is a
participant in the Amazon Services LLC Associates Program, an affiliate advertising program
designed to provide a means for sites to earn advertising fees by advertising and linking to
Amazon. Our mobile mechanics offer services 7 days a week. Upfront and transparent pricing.
Our certified mobile mechanics can come to your home or office 7 days a week between 7 AM
and 9 PM. Brake pads consist of friction material that is bonded to a sturdy steel backing plate.
When you push on the brake pedal, the friction material on the brake pads is forced against the
inner and outer surfaces of the steel brake rotor under tremendous pressure. The resulting
friction causes the wheels on your car to slow rapidly allowing for a quick, safe and controlled
stop. After thousands of miles, this friction material eventually wears away, and the brake rotor
wears away as well, requiring replacement. Driving a vehicle with a known deficiency in the
braking system is unsafe and consequently is not recommended. Worn out brake pads can
increase stopping distances and so for your safety, it is always advised that worn out brake
pads be replaced promptly. Further driving is not recommended and you should request service
at your earliest convenience if any of the following circumstances exist: stopping distances are
much greater than what you are accustomed to; the brake pedal is not firm or is low; there is
loss of braking power assist; the vehicle pulls severely to one side on braking; or the brake
system warning light is on. If you detect unusual noises, such as squealing or grinding, but
stopping distances are close to what you are used to, and the brake pedal is firm, and there are
no warning lights, it may be safe to proceed to your destination but schedule service at your
earliest convenience. When it comes to the brakes on your vehicle, always err on the side of
caution and have a mechanic check your brake pads and braking system at the first indication
of a problem. Brake pads must always be replaced as a set, that is both wheels driver and
passenger side on an axle, front or rear, must be serviced. If brake pads on only one side of the
car were replaced, your car might pull to one side when you apply the brakes. Often, resurfacing
or replacement of the brake rotors is necessary and a competent mechanic will always measure
for wear and damage to the brake rotors and advise you as to whether rotor replacement or
re-surfacing is needed. Estimate price near me. Service Location. YourMechanic Benefits Online
Booking. Mechanic comes to you. Free 50 point safety inspection. See availability. Brake Pad
Replacement Service What are brake pads and how do they work? When to replace brake pads?
Here are several indications that you need new brake pads: Wear indicator on vehicle
dashboard. When the friction material on the brake pads is worn to within 2 mm of the pad
backing plate, replacement of the pads is necessary. Most newer cars today have electronics
built into the brake pad. High pitched squeal when braking. When the friction material on the
pads is worn close to the backing plate, you may hear a squealing or squeaking noise as you
drive regardless of whether you are applying the brakes or not. That squealing or squeaking
noise is designed to make you aware that the brake pads are getting low and need to be
inspected. If all of the friction material on the brake pad has been worn away, you will hear
grinding and scraping noises when you apply the brakes. Pad replacement is mandatory at this
point and the vehicle is unsafe to drive until corrected. Brake pedal pulsation or vehicle
vibration. If these defects exist, you may notice pulsation in the brake pedal or steering wheel
during braking. New pads and rotor resurfacing or replacement will be required if the rotor has
any of the above-mentioned deficiencies. Vehicle pulling or wandering on braking. If your car
pulls to the right or left during braking, that could be a sign of a sticking brake caliper,
misalignment of the suspension, and sometimes tire defects or uneven tire inflation from
side-to-side. The mechanic who inspects your vehicle will determine if new brake pads alone
will resolve the issue or if other repairs are needed. High mileage on existing pads. Regardless
of whether any of the above brake system symptoms occur, every 10, miles a mechanic should
measure the thickness of the remaining friction material on the brake pads and perform a

thorough visual inspection of the braking system. Should your brake system warning light ever
illuminates, or a brake system related maintenance reminder message appears in the driver
information display, have your vehicle inspected and repaired as soon as possible. How do
mechanics replace brake pads? Normally, pad replacement requires these steps: Confirm the
thickness of the remaining friction material on the brake pads. If the remaining friction material
is less than 2 mm in thickness, pad replacement is warranted. Visually inspect the brake rotor
surface that contacts the pad for scoring, pitting, grooves, rust and measure the brake rotor
with precision tools for thickness variation, run-out and warpage. Inspect the caliper, torque
plate, pads, and rotors to determine if the caliper is operating freely i. Install new pads and any
additional recommended components e. Lubricate brake system components, such as caliper
sliding pins, and inspect the condition of the brake fluid. Top off brake fluid as required.
Perform a basic 50 point safety inspection of your vehicle. Finally, the mechanic will test drive
your vehicle to confirm normal operation of the brake system. Is it safe to drive with a brake pad
problem? When replacing brake pads keep in mind: Brake pads must always be replaced as a
set, that is both wheels driver and passenger side on an axle, front or rear, must be serviced.
Yourmechanic was featured in. Popular Mini Jobs. Auto service in Your City. Meet some of our
expert Mini mechanics Real customer reviews from Mini owners like you. Excellent Rating.
Rating Summary. Robert 14 years of experience. Request Robert. Very knowledgeable and
friendly. A pleasure to have him work on my car and would love to use him again! Ceasar 7
years of experience. Request Ceasar. Maurice 20 years of experience. Request Maurice. Maurice
was prompt, professional, and to the point. Exactly what is needed in this situation. Ruben 9
years of experience. Request Ruben. Very prompt and very professional; will use again! How
can we help? Read FAQ. Service type Brake Pads - Rear Replacement. Service type Brake Pads
- Front Replacement. Our mobile mechanics offer services 7 days a week. Upfront and
transparent pricing. Our certified mobile mechanics can come to your home or office 7 days a
week between 7 AM and 9 PM. Brake pads consist of friction material that is bonded to a sturdy
steel backing plate. When you push on the brake pedal, the friction material on the brake pads
is forced against the inner and outer surfaces of the steel brake rotor under tremendous
pressure. The resulting friction causes the wheels on your car to slow rapidly allowing for a
quick, safe and controlled stop. After thousands of miles, this friction material eventually wears
away, and the brake rotor wears away as well, requiring replacement. Driving a vehicle with a
known deficiency in the braking system is unsafe and consequently is not recommended. Worn
out brake pads can increase stopping distances and so for your safety, it is always advised that
worn out brake pads be replaced promptly. Further driving is not recommended and you should
request service at your earliest convenience if any of the following circumstances exist:
stopping distances are much greater than what you are accustomed to; the brake pedal is not
firm or is low; there is loss of braking power assist; the vehicle pulls severely to one side on
braking; or the brake system warning light is on. If you detect unusual noises, such as
squealing or grinding, but stopping distances are close to what you are used to, and the brake
pedal is firm, and there are no warning lights, it may be safe to proceed to your destination but
schedule service at your earliest convenience. When it comes to the brakes on your vehicle,
always err on the side of caution and have a mechanic check your brake pads and braking
system at the first indication of a problem. Brake pads must always be replaced as a set, that is
both wheels driver and passenger side on an axle, front or rear, must be serviced. If brake pads
on only one side of the car were replaced, your car might pull to one side when you apply the
brakes. Often, resurfacing or replacement of the brake rotors is necessary and a competent
mechanic will always measure for wear and damage to the brake rotors and advise you as to
whether rotor replacement or re-surfacing is needed. Mini Cooper Brake Pad Replacement at
your home or office. Estimate price near me. Service Location. YourMechanic Benefits Online
Booking. Mechanic comes to you. Free 50 point safety inspection. See availability. Brake Pad
Replacement Service What are brake pads and how do they work? When to replace brake pads?
Here are several indications that you need new brake pads: Wear indicator on vehicle
dashboard. When the friction material on the brake pads is worn to within 2 mm of the pad
backing plate, replacement of the pads is necessary. Most newer cars today have electronics
built into the brake pad. High pitched squeal when braking. When the friction material on the
pads is worn close to the backing plate, you may hear a squealing or squeaking noise as you
drive regardless of whether you are applying the brakes or not. That squealing or squeaking
noise is designed to make you aware that the brake pads are getting low and need to be
inspected. If all of the friction material on the brake pad has been worn away, you will hear
grinding and scraping noises when you apply the brakes. Pad replacement is mandatory at this
point and the vehicle is unsafe to drive until corrected. Brake pedal pulsation or vehicle
vibration. If these defects exist, you may notice pulsation in the brake pedal or steering wheel

during braking. New pads and rotor resurfacing or replacement will be required if the rotor has
any of the above-mentioned deficiencies. Vehicle pulling or wandering on braking. If your car
pulls to the right or left during braking, that could be a sign of a sticking brake caliper,
misalignment of the suspension, and sometimes tire defects or uneven tire inflation from
side-to-side. The mechanic who inspects your vehicle will determine if new brake pads alone
will resolve the issue or if other repairs are needed. High mileage on existing pads. Regardless
of whether any of the above brake system symptoms occur, every 10, miles a mechanic should
measure the thickness of the remaining friction material on the brake pads and perform a
thorough visual inspection of the braking system. Should your brake system warning light ever
illuminates, or a brake system related maintenance reminder message appears in the driver
information display, have your vehicle inspected and repaired as soon as possible. How do
mechanics replace brake pads? Normally, pad replacement requires these steps: Confirm the
thickness of the remaining friction material on the brake pads. If the remaining friction material
is less than 2 mm in thickness, pad replacement is warranted. Visually inspect the brake rotor
surface that contacts the pad for scoring, pitting, grooves, rust and measure the brake rotor
with precision tools for thickness variation, run-out and warpage. Inspect the caliper, torque
plate, pads, and rotors to determine if the caliper is operating freely i. Install new pads and any
additional recommended components e. Lubricate brake system components, such as caliper
sliding pins, and inspect the condition of the brake fluid. Top off brake fluid as required.
Perform a basic 50 point safety in
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geo metro fuel filter
spection of your vehicle. Finally, the mechanic will test drive your vehicle to confirm normal
operation of the brake system. Is it safe to drive with a brake pad problem? When replacing
brake pads keep in mind: Brake pads must always be replaced as a set, that is both wheels
driver and passenger side on an axle, front or rear, must be serviced. Yourmechanic was
featured in. Popular Mini Jobs. Auto service in Your City. Meet some of our expert Mini
mechanics Real customer reviews from Mini owners like you. Excellent Rating. Rating
Summary. William 7 years of experience. Request William. Great person. Very knowledgeable.
Robert 0 years of experience. Request Robert. Great experience! Johnathon 6 years of
experience. Request Johnathon. Will use again. Leslie 10 years of experience. Request Leslie.
He showed up in time, very courteous, did the work needed in a timely manner. How can we
help? Read FAQ. Service type Brake Pads - Rear Replacement. Service type Brake Pads - Front
Replacement.

