Owners manual 2012 ford fusion

Do you have a question about the Ford Fusion or do you need help? Ask your question here.
Provide a clear and comprehensive description of the issue and your question. The more detail
you provide for your issue and question, the easier it will be for other Ford Fusion owners to
properly answer your question. View the manual for the Ford Fusion here, for free. This manual
comes under the category Cars and has been rated by 1 people with an average of a 7. This
manual is available in the following languages: Engels. Below, you will find the most frequently
asked questions about the Ford Fusion Is your question not listed? We use cookies to ensure
that we give you the best experience on our website. If you continue to use this site we will
assume that you are happy with it. Introduction 4. Instrument Cluster W arning lights and
chimes Message center Entertainment Systems Auxiliary input jack Line in USB port Satellite
radio information Navigation system Climate Controls Manual heating and air conditioning Dual
automatic temperature control Navigation system based climate control Rear window defroster
T urn signal control Bulb replacement Driver Controls Steering wheel adjustment Power
windows Speed control Moon roof T able of Contents. Owners Guide, 1st Printing. USA fus. Ask
a question. Jessica Zaragosa, No comments 0. Where is the fuel shut off button located. Answer
this question Send. About the Ford Fusion Ford Fusion specifications. Related product
manuals. Frequently Asked Questions Below, you will find the most frequently asked questions
about the Ford Fusion How do I convert miles into kilometres? The location of the VIN number
of the car differs per brand and type of car. The code may be stamped on the frame of the car or
mounted on a plate. What is a VIN number? The VIN number of a car is an identification number
unique to each car. When does my Ford need maintenance? Regular maintenance is necessary
for every car. How often the car needs maintenance and what exactly needs to be done can be
found in the maintenance instructions. For major periodic service, this should generally be
done every 2 years or after 30, kilometres. When should I change the brake fluid of my Ford? It
is recommended to change the brake fluid every two years. What is the difference between E10
and E5 petrol? E10 petrol consists of up to ten per cent ethanol while E5 petrol will contain less
than five per cent ethanol. As a result, the percentage of E10 petrol is lower than that of E5
petrol, making it less bad for the environment. One or more doors won't open from the inside.
Now what? The lock is most likely set to the child safety lock so it cannot be opened from the
inside. How to unset the child safety lock differs per brand and type. My car radio does not turn
on, now what? If your car radio does not turn on, it will not receive any power. Check that the
red wire is connected to the contact power supply and the yellow wire to the constant power
supply. Read more. We warranty all of our parts for 90 days and provide hassle free returns. If
you have any issues with the part s we have sent, please contact us immediately so that the
issue may be resolved promptly. We do our best to maintain the highest feedback score and
want our customers to have the best experience with their purchase. If the part is wrong,
damaged, defective, or unneeded, please contact us to assist in correcting the issue. If you are
interested in an extended warranty, please call our office and speak to our salespeople. Please
verify fitment prior to your purchase. If you have any questions or concerns please contact us
to assist you in determining the compatibility. Parts numbers, VIN number and pictures will help
us in our research. Swift's Trails End Auto Recycling is here to assist you with your purchases.
We can be reached through eBay messaging. We are a family owned business established in
Des Moines Iowa in the 's. We appreciate any opportunity to help you in your search for your
auto parts. Thank You! Type: Used Category: Y Condition: k. Most items ship within 24 hours of
payment; weekend or holiday purchases will ship the next business day. Any item listed with
'free shipping' is for delivery to address within contiguous United States only. It is our intent to
keep shipping costs as low as possible. International purchases will ship through eBay Global
Shipping Program. Use eBay international shipping tool to receive a price estimate for your
shipping costs. Definitions Please verify fitment prior to your purchase. If you do not know
where to locate your code, we can assist you with that. AFT Aftermarket. Powered by
Checkmate. Quick Links. See also: Quick Reference Manual. Instrument Cluster. Warning lights
and chimes. Message center. Entertainment Systems. Auxiliary input jack Line in. USB port.
Satellite radio information. Navigation system. Climate Controls. Manual heating and air
conditioning. Dual automatic temperature control. Navigation system based climate control.
Rear window defroster. Turn signal control. Bulb replacement. Driver Controls. Steering wheel
adjustment. Power windows. Speed control. Moon roof. Owners Guide, 1st Printing. USA fus.
Ford may change the contents without notice and without incurring obligation. Please take the
time to get well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Page 5 Do not add friction modifier compounds or special break-in oils since these additives
may prevent piston ring seating. See Engine oil in the Maintenance and Specifications chapter
for more information on oil usage. Page 7 EDR. Ford Motor Company and Ford of Canada do not

access event data recorder Page 8 If you do not want Ford or its vendors to receive this
information, do not activate the service. Ford Motor Company and the vendors it uses to
provide you with this information do not store your vehicle travel information. Ford strongly
recommends that you use extreme caution when using any device or feature that may take your
focus off the road. Your primary responsibility is the safe operation of your vehicle. Contact
your authorized dealer as soon as possible. Normal braking is still functional unless the brake
warning light also is illuminated. AdvanceTrac off light: Illuminates when AdvanceTrac has been
disabled by the driver. Refer to the Driving chapter for more information. Anti-theft system:
Flashes when the SecuriLock passive anti-theft system has been activated. Blank Screen The
message center display will be blank after cycling through all of the Info menu items. This acts
as a reminder that these warning conditions still exist within the vehicle. If the warning stays on
or continues to come on, contact your authorized dealer as soon as possible. Refer to MyKey in
the Locks and Security chapter for more information. Ford strongly recommends that drivers
use extreme caution when using any device or feature that may take their focus off the road.
Your primary responsibility is the safe operation of the vehicle. The system will then begin
playing that track. The system will advance to that specific folder. Press OK to close and return
to the main menu. The default setting is off. Due to technical incompatibility, certain recordable
and re-recordable compact discs may not function correctly when used in Ford CD players. Do
not use any irregular shaped CDs or discs with a scratch protection film attached. Page Ford
Motor Company shall not be responsible for any such programming changes. Page 43 The
system is working properly. The system is working properly. Select the desired temperature
using the temperature control. The passenger side temperature setting will appear in the upper
right corner of the display. Temperature conversion: To switch between Fahrenheit and Celsius,
refer to Message center in the Instrument Cluster chapter. Refer to Heated seats in the Seating
and Safety Restraints chapter for more information. Set highest fan setting initially, then adjust
to maintain comfort. Select 2. For replacement intervals, refer to the Scheduled Maintenance
chapter. For more information regarding your filter, see your authorized dealer. Start with the
ignition in the off position and the headlamp control in the autolamp position. Turn the
headlamp control to off. Turn the ignition switch to on and then back to off. This will turn on the
interior courtesy lights. The lights will remain on until the bottom of the control is pressed.
Press the controls to turn on the lamps. All replacement bulbs are clear in color except where
noted. To replace all instrument panel lights - see your authorized dealer. Locate the mass air
flow sensor electrical connector on the air outlet tube. This connector will need to be
unplugged. Remove the air filter assembly. Remove the rubber headlamp bulb access cover.
Remove the bulb socket by rotating it counterclockwise, then pull it straight out of the lamp
assembly. Make sure headlamp control is in the off position, then open the hood. At the wheel
well, remove the press pins from the splash shield. Turn the headlamps on and make sure they
work properly. If the headlamp was correctly aligned before you changed the bulb, you should
not need to align it again. Reaching through the wheel well, remove the rubber headlamp bulb
access cover. Rotate the headlamp bulb counterclockwise and remove the headlamp bulb 5.
Disconnect the electrical connector. Carefully pull bulb straight out of socket and push in the
new one. Install new bulb socket into the lamp assembly by aligning the indexing fingers, then
rotate clockwise to locked position. Reach over the front bolster to access the bulb. Reverse
these steps to complete the process. Rotate the lamp clockwise while holding the electrical
connector in place. After rotating the lamp 90 degrees clockwise, pull and disengage the wire
harness and bulb from the lamp. Doing so may result in permanent deformation. Remove the
screws from the license plate lamp assembly. Remove bulb socket by turning counterclockwise.
Carefully pull the bulb out from the socket. Install new bulb s in reverse order. Carefully
disconnect the bulb from the harness assembly via the two snap clips. Install the new bulb in
reverse order. Note: To stow the visor back into the headliner, visor must be retracted before
moving it back towards the windshield. A correct zone setting will eliminate this error. Refer to
Compass zone adjustment. The direction will display after the buttons are released. The zone is
now updated. Hard objects can injure you in a collision. Always keep the power point caps
closed when not being used. The window will close fully. Momentarily press the switch to any
position to stop the window operation. As you shift into any other gear from R Reverse , the
image will remain for a few seconds and then turn off. Refer to Rearview camera system in the
Driving chapter. Note: When you use the clutch pedal to disengage the speed control, the
engine speed may briefly increase, this is normal. Note: When you turn off the speed control or
the ignition, your speed control set speed memory is erased. Press to scroll through various
menus and selections. Press OK to confirm your selection. Refer to Global open windows
earlier in this chapter. Because of the steps involved, it may be helpful to have another person
assist you in programming the transmitter. Additional Car2U system information can be found

on-line at Make sure that your key is on and engine off while programming the transmitter. After
successful programming, you will be able to operate your Car2U system by pressing the button
you programmed to activate the opener. The indicator light will begin to blink rapidly until
programming is complete. If your garage door opener does not operate following these steps,
repeat Steps 2 through 6. Otherwise, call the toll-free Car2U help line at Car2U Changes and
modifications to the Car2U system transmitter by other than an authorized service facility could
void authorization to use the equipment. It is recommended that you keep the label in a safe
place for future reference. Note: It may be beneficial to deactivate the AdvanceTrac system if the
vehicle is stuck in snow, mud or sand. The next optional setting will be displayed. Repeat Steps
4 and 5 until you are done changing the optional settings. If you choose to install a remote start
system please see your authorized dealer for a Ford approved remote start system. When using
a Ford-approved remote start system, the default settings will recognize the remote start system
as an additional admin key with its associated privileges. Refer to Using MyKey with remote
start systems section. Turn the ignition to the off position. The horn will chirp once to confirm
the procedure is complete. Refer to Message center in the Instrument Cluster chapter. The user
should receive a horn chirp to indicate the system has been disabled or a chirp followed by a
honk to indicate the system has been enabled. Small children are particularly at risk. Note: The
interior lamps will illuminate. This mode disables the keypad for one minute and the keypad
lamp will flash. Use of these systems may result in vehicle starting problems and a loss of
security protection. Page The theft indicator will flash every two seconds to act as a theft
deterrent when the vehicle is armed. Automatic disarming The vehicle is disarmed immediately
after the ignition is turned to the on position. If failure repeats, bring your vehicle to your
authorized dealer to have the new key s programmed. To program additional new
unprogrammed key s , wait 20 seconds and then repeat this procedure from Step 1. The turn
signal lamps will flash once when all doors, the hood and the trunk are closed indicating the
vehicle is locked and entering the 20 second countdown. Lift handle to move seat forward or
backward. Using the manual lumbar support if equipped The lumbar control is located on the
side of the seat cushion. Turn to adjust lumbar support. Note: The passenger seat only has the
forward and rearward operation available. Power recline if equipped Press the control to recline
the seatback forward or rearward. Whenever possible it should be installed and properly
adjusted when the seat is occupied. To lower the seatback s , pull the release handle s located
inside the trunk. This information allows your Personal Safety System to tailor the airbag
deployment and safety belt pretensioner activation depending upon safety belt usage. Unless
serviced, the system may not function properly in the event of a collision. To unfasten, press
the release button and remove the tongue from the buckle. The belt will still retract to remove
any slack in the shoulder belt. The automatic locking mode is not available on the driver safety
belt. During the first minute of activation, the warning chime will sound once every second. The
remaining warning chimes will sound twice every second while the system is activated. Also, if
the Belt-Minder has been previously disabled, it will be re-enabled during the use of MyKey.
Refer to MyKey in the Locks and security chapter. Do not modify the front end of the vehicle.
Front airbags are designed to activate in frontal and near-frontal collisions, not rollover,
side-impact, or rear-impacts unless the collision causes sufficient longitudinal deceleration.
Note: When the passenger airbag off light is illuminated, the passenger seat mounted side
airbag may be disabled to avoid the risk of airbag deployment injuries. Failure to follow these
instructions may interfere with the front passenger seat sensing system. Page SRS, its fuses or
the seat cover on a seat containing an airbag. Do not touch them after inflation. If the air curtain
is not replaced, the unrepaired area will increase the risk of injury in a collision. Disposal of
airbags and airbag equipped vehicles including pretensioners Contact your authorized dealer
as soon as possible. Page Accident statistics suggest that children are safer when properly
restrained in the rear seating positions than in a front seating position. Be sure the belt webbing
is not twisted. See Attaching tether straps and Recommendations for attaching safety restraints
for children in this chapter for more information. To avoid risk of injury, occupants should only
use seating positions where they are able to be properly restrained. For the center seating
position, route the tether strap over the top of the head restraint. If your child restraint system is
equipped with a tether strap, and the child restraint manufacturer recommends its use, Ford
also recommends its use. Ford Motor Company recommends that all safety belt assemblies in
use in vehicles involved in a collision be replaced. Page WARNING: Failure to inspect and if
necessary replace the safety belt assembly or child restraint system under the above conditions
could result in severe personal injuries in the event of a collision. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. You are strongly urged to buy a reliable tire pressure gauge, as automatic service

station gauges may be inaccurate. Ford recommends the use of a digital or dial-type tire
pressure gauge rather than a stick-type tire pressure gauge. Page Always inflate your tires to
the Ford recommended inflation pressure even if it is less than the maximum inflation pressure
information found on the tire. Page For your safety, tires that are damaged or show signs of
excessive wear should not be used because they are more likely to blow out or fail. Page The
tire pressure sensors mounted in the wheels originally installed on your vehicle are not
designed to be used in aftermarket wheels. The use of wheels or tires not recommended by
Ford Motor Company may affect the operation of your tire pressure monitoring system. Page
Tire And Wheel Alignment Front-wheel drive FWD vehicles and those with an independent rear
suspension if equipped may require alignment of all four wheels. These ratings are listed in the
following chart. The tire suppliers may have additional markings, notes or warnings such as
standard load, radial tubeless, etc. Maximum Load Single lb kg at psi kPa cold: Indicates the
maximum load and tire pressure when the tire is used as a single; defined as two tires total on
the rear axle. Refer to the payload description and graphic in the Vehicle loading section. If any
tire is under-inflated, carefully drive the vehicle to the nearest location where air can be added
to the tires. Inflate all the tires to the recommended inflation pressure. Use of any tire or wheel
not recommended by Ford can affect the safety and performance of your vehicle, which could
result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death.
Page Vehicle Loading Once you have reached the maximum payload of your vehicle, do not add
more cargo, even if there is space available. Overloading or improperly loading your vehicle can
contribute to loss of vehicle control and vehicle rollover. GAW Gross Axle Weight â€” is the
total weight placed on each axle front and rear â€” including vehicle curb weight and all
payload. These guidelines are designed to prevent damage to your vehicle after it is hooked-up
to the RV or tow dolly. Otherwise, no recreational towing is permitted. WARNING: Extended
idling at high engine speeds can produce very high temperatures in the engine and exhaust
system, creating the risk of fire or other damage. Make sure the headlamps and electrical
accessories are off. Turn the key to 3 on without turning the key to 4 start. Some warning lights
will briefly illuminate. See Warning lights and chimes in the Instrument Cluster chapter for more
information regarding the warning lights. If none are found and the condition persists, have
your vehicle towed to the nearest authorized dealer. The AdvanceTrac system includes a
stability control switch located on the instrument panel. During TCS events, the stability control
light in the instrument cluster will flash. Full features of the AdvanceTrac system can be
restored by pressing the switch again or by turning off and restarting the engine. Use wheel
chocks if appropriate. Always come to a complete stop before shifting into and out of R
Reverse. This will increase engine RPM during engine braking. D Drive with Overdrive The
normal driving position for the best fuel economy. Transmission operates in gears one through
six. Vehicles equipped with the 3. Parking your vehicle 1. Apply the brake and shift into the
neutral position. Fully apply the parking brake, hold the clutch pedal down, then shift into 1
First. Refer to the Navigation System supplement for more information. If the image is still not
clear after cleaning, have your system inspected by your authorized dealer. False alerts are
temporary and self-correct. Backing slowly from the parking spot in these situations helps to
increase the sensor coverage and effectiveness. The message center warning may be cleared
by the driver but the exterior mirror alert indicator will remain illuminated. The tires may fail and
injure a passenger or bystander. Page Avoid sudden applications of power and quick changes
of direction on snow and ice. Apply the accelerator slowly and steadily when starting from a full
stop. Ford Motor Company recommends that caution be used with any vehicle equipped with a
high load or device such as ladder or luggage racks. Page Once through the water, always dry
the brakes by moving your vehicle slowly while applying light pressure on the brake pedal. Wet
brakes do not stop the vehicle as quickly as dry brakes. This program is separate from the New
Vehicle Limited Warranty. Page Hazard Flasher Switch U. Ford vehicle customers who require
Roadside Assistance, call If you need to arrange roadside assistance for yourself, Ford Motor
Company will reimburse a reasonable amount for towing to the nearest dealership within 35
miles 56 km. To obtain reimbursement information, U. Ford Motor Company recommends that
the fuel system be inspected by an authorized dealer after any collision. Remove the panel
cover to access the fuses. WARNING: To reduce risk of electrical shock, always replace the
cover to the power distribution box before reconnecting the battery or refilling fluid reservoirs.
If the dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired.
Remove the jack retention bolt by turning it counterclockwise and remove the jack from the
vehicle. Remove the center ornament if equipped from the wheel. Loosen each wheel lug nut
one-half turn counterclockwise but do not remove them until the wheel is raised off the ground.
This is normal only when using the temporary spare tire. Lower the wheel by turning the jack
handle counterclockwise. Use only Ford recommended replacement fasteners. This could

damage the fuel system and its seal, and may cause fuel to run onto the ground instead of
filling the tank, all of which could result in serious personal injury. Turn the heater fan on in
both vehicles to protect from any electrical surges. Turn all other accessories off. Start the
engine of the disabled vehicle. Once the disabled vehicle has been started, run both engines for
an additional three minutes before disconnecting the jumper cables. Do not tow with a slingbelt.
Ford Motor Company has not approved a slingbelt towing procedure. If the vehicle is towed by
other means or incorrectly, vehicle damage may occur. Page Driving chapter for specific
instructions if you cannot move the gear shift lever into N Neutral. Repairs will be made using
Ford or Motorcraft parts, or remanufactured or other parts that are authorized by Ford. Ford is
also allowed a final repair attempt in some states. Page California Civil Code Section If a
warranty concern has not been resolved using the three-step procedure outlined earlier in this
chapter in the Getting the services you need section, you may be eligible to participate in the
BBB AUTO LINE program. FAX: Email: expcac ford. If you are in another foreign country,
contact the nearest authorized dealer. Page Reporting Safety Defects U. These products are
available from your authorized dealer. The dull finish in this area helps protect the driver from
undesirable windshield reflection. These products may cause premature wearing or damage to
the leather. These quality products have been specifically engineered to fulfill your automotive
needs; Go to the front of the vehicle and release the auxiliary latch that is located under the
front center of the hood. Lift the hood and support it with the prop rod. Engine oil dipstick 4.
Transmission fluid dipstick automatic transmission only 6. Battery 7. Power distribution box 8.
Air filter assembly 9. Coolant bleed valve Transmission fluid dipstick automatic transmission
only 4. Battery 5. Power distribution box 6. Air filter assembly 7. Coolant bleed valve 8. Engine
oil dipstick 9. Engine oil filler cap Brake fluid reservoir 4. Engine oil dipstick 8. Engine oil filler
cap 9. Windshield washer fluid reservoir Only use a washer fluid that meets Ford specifications.
Do not use any special washer fluid such as windshield water repellent type fluid or bug wash.
They may cause squeaking, chatter noise, streaking and smearing. Page Engine Oil Park
automatic transmissions or 1 First manual transmissions. Open the hood. Protect yourself from
engine heat. Locate and carefully remove the engine oil level dipstick. Wipe the dipstick clean.
Insert the dipstick fully, then remove it again. Fully install the engine oil filler cap by turning the
filler cap clockwise until it stops. Page Battery Lift the battery with a battery carrier or with your
hands on opposite corners. Ford does not recommend the use of hydrometers or coolant test
strips for measuring coolant concentration. Page Also, you can be burned if you spill coolant on
hot engine parts. If sprayed on the windshield, engine coolant could make it difficult to see
through the windshield. The cooling system is under pressure; steam and hot liquid can come
out forcefully when the cap is loosened slightly. If you removed the radiator cap in an overflow
system, fill the radiator until the coolant is visible and radiator is almost full. Used engine
coolant should be disposed of in an appropriate manner. Continued operation will increase the
engine temperature and the engine will completely shut down, causing steering and braking
effort to increase. Regular maintenance or replacement is not needed. If fuel is splashed in the
eyes, remove contact lenses if worn , flush with water for 15 minutes and seek medical
attention. Failure to seek proper medical attention could lead to permanent injury. If your
vehicle is not serviced in accordance with flexible fuel vehicles procedures, damage may occur
and your warranty may be invalidated. Otherwise, fuel may spray out, which could cause
serious personal injury. Page 4. Driving through deep waterâ€”the electrical system may be wet.
Be sure to put the cap back on the reservoir. Refer to Maintenance product specifications and
capacities in this chapter for the proper fluid type. However, the fluid must be re-checked at the
proper fluid temperature. The use of these materials may affect transmission operation and
result in damage to internal transmission components. The normal operating temperature can
be reached after approximately 20 miles 30 km of driving. Install and tighten the fill plug
securely. Use only fluid that meets Ford specifications. Refer to the Maintenance product
specifications and capacities section in this chapter. Release the clamps that secure the air
filter housing cover. Carefully separate the two halves of the air filter housing. See the Cleaning
chapter for more information. If you have any concerns or issues, contact your authorized
dealer. The customer warranty may be void for any damage to the engine if such spark plugs
are not used. Make, vehicle line, series, body type 4. Engine type 5. Check digit 6. Model year 7.
Assembly plant 8. The following table tells you which transmission each code represents. These
quality accessories have been specifically engineered to fulfill your automotive needs; they are
custom designed to complement the style and aerodynamic appearance of your vehicle. Page
Ford Motor Company engineering requirements. PowertrainCare â€” Covers 29 critical
components. With Ford ESP, you minimize your risk for unexpected repair bills and rising repair
costs. For more information, visit your local Ford of Canada dealer or Page Scheduled
Maintenance Your dealer has factory-trained technicians who can perform the required

maintenance using genuine Ford parts. They are committed to meeting your service needs and
to assuring your continuing satisfaction. Protecting
2000 mazda protege belt diagram
2008 ford f350 trailer wiring diagram
1998 toyota 4runner engine
your investment Maintenance is an investment that will pay dividends in the form of improved
reliability, durability and resale value. Page Please consult your Warranty Guide for complete
warranty information. Chemicals or additives not approved by Ford are not required for factory
recommended maintenance. In fact, Ford Motor Company recommends against the use of such
additive products unless specifically recommended by Ford for a particular application. Page
Genuine Ford and Motorcraft replacement parts Dealerships stock Ford and Motorcraft branded
replacement parts. This can help identify potential issues and prevent major problems. Ford
Motor Company recommends the following multi-point inspection be performed at every
scheduled maintenance interval to help ensure your vehicle keeps running great. This manual is
also suitable for: fusion. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

