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Effectively, it contains the starting-up of the new vehicle, repair guidance, strategies, and
preparing for emergencies. Whenever your private Ford has the vehicle upkeep light-weight,
this generally means that you just really need to prepare an oil change. Usually the glow is still
on after servicing by an independent upkeep workshop. Normally, the mechanic forgets to reset
the sunshine once the support. That is just one of a large amount of valuable tidbits through the
essential book. Initial is new car configuration. An unlimited number of unique configurations
are obtainable through owners manual for brand new automobiles, like the keyless entry audio,
delays in lights, the quantity cap for that audio system, and also other data shows. The
educational and adjustment of the alternate options obtainable can enhance the using
expertise. The pinnacle restraints of a car are crucial to prevent wounds to the whiplash of the
neck usually associated with a rear-end collision. Limits must be adequately substantial to coat
the head just above spine. Head restraints for most automobiles are height-adjustable. Next is
plan of upkeep. Your manual contains info regarding when and what to examine on your own
vehicle. That is the guideline, so your neighborhood support shop or even plant distributor
might not endeavor to buy your profit-driven timetable on your own car. There is also info about
elimination of the substitute tire and jack operation. It looks like something that is easy to
operate on when takes place, however it might not operate in the event you are together a
crowded highway making an attempt to substitute a tire for the duration of a wet night. You
better not get this feature, and read the Ford Escape Xlt Owners Manual PDF alternatively, so
that you are ready anytime something like that happens. Furthermore, you are able to also
discover about stress of pneumatics. Newer automobiles possess a tire pneumatic stress alert
plan that signifies a low-pressure tire. Discover the correct tire stress, how warnings should be
interpreted, and exactly how to include stress. Furthermore, usually keep the correct stress on
your own tires. In addition, once the tires have stood down for 3 or even more hrs inspect the
inflation pressures. In a natural way, heat tires could have a substantial stress. Chevrolet
Owners Manual. Prev Article. Next Article. Quick Links Download this manual. Instrument
Cluster. Warning lights and chimes. Message center. Entertainment Systems. Auxiliary input
jack Line in. USB port. Satellite radio information. Navigation system. Climate Controls. Dual
automatic temperature control. Rear window defroster. Turn signal control. Bulb replacement.
Driver Controls. Steering wheel adjustment. Power windows. Speed control. Moon roof. Locks
and Security. Anti-theft system. Owners Guide, 1st Printing. USA fus. Automobile Ford Escape
Owner's Manual pages. Ford may change the contents without notice and without incurring
obligation. Page 5 In addition, certain fluids contained in vehicles and certain products of
component wear contain or emit chemicals known to the State of California to cause cancer and
birth defects or other reproductive harm. This temporary condition is normal and necessary to
heat up the cabin and minimize emissions. This is normal and will not damage your vehicle.
Regenerative braking is performed by your transmission and it captures brake energy and
stores it in your high voltage battery. The vehicle is ready to drive immediately after starting
Refer to Essentials of good fuel economy in the Maintenance and Specifications chapter for
more fuel saving tips. Electricity is going into the battery when the gauge moves to the left.
Does it need designed to last the life of the maintenance? As with other vehicles of this type,
failure to operate this vehicle correctly may result in loss of vehicle control, vehicle rollover,
personal injury or death. Page 15 EDR. Ford Motor Company and Ford of Canada do not access
event data recorder Page 16 If you do not want Ford or its vendors to receive this information,
do not activate the service. Ford Motor Company and the vendors it uses to provide you with
this information do not store your vehicle travel information. Features or equipment listed as
standard may be different on units built for Export. Drive in a moderate fashion avoid heavy
acceleration and deceleration and have your vehicle serviced immediately by your authorized
dealer. Refer to Engine oil in the Maintenance and Specifications chapter. If the warning stays
on after the park brake is off, contact your authorized dealer as soon as possible. Metric similar.
Speedometer: Indicates the current vehicle speed. Refer to Filling the tank in the Maintenance
and Specifications chapter for more information. This value is not the same as the average fuel
economy display. The running average fuel economy is re-initialized to a factory default value if
the battery is disconnected. Blank Screen The message center display will be blank after
cycling through all of the Info menu items. Selectable languages are English, Spanish, or
French. Contact your authorized dealer as soon as possible. Refer to Brake fluid in the
Maintenance and Specifications chapter. Refer to MyKey in the Locks and Security chapter for
more information. See Active park assist in the Driving chapter for more information. Refer to
Active park assist in the Driving chapter for more information. Ford strongly recommends that
drivers use extreme caution when using any device or feature that may take their focus off the
road. Your primary responsibility is the safe operation of the vehicle. LOAD: This control is not
operational. To load a CD, simply insert the disc, label side up, into the CD slot. Press OK to

close and return to the main menu. Refer to the SYNC information included with your vehicle for
further information. Page 46 The audio extension cable must be long enough to allow the
portable music player to be safely stored while the vehicle is in motion. Ford strongly
recommends that drivers use extreme caution when using any device that may take their focus
off the road. Page 48 CD units are designed to play commercially pressed 4. Due to technical
incompatibility, certain recordable and re-recordable compact discs may not function correctly
when used in Ford CD players. Page Ford Motor Company shall not be responsible for any such
programming changes. Page 52 The system is working properly. The system is working
properly. The system will automatically provide outside air to reduce window fogging. To return
to full automatic control, press AUTO. See Heated seats in the Seating and Safety Restraints
chapter. Direct the outer instrument panel vents towards the side windows. To increase airflow
to the outer instrument panel vents, close the vents located in the middle of the instrument
panel. Turn the vehicle off. Rotate the headlamp control to the autolamp position. Flash-to-pass
Pull toward you slightly to activate and release to deactivate. This will ensure that your displays
are visible under all lighting conditions. When the control is in the OFF position, it will not
illuminate when you open the doors. Replacing exterior bulbs Check the operation of all the
bulbs frequently. Make sure that the headlamp control is in the off position. Open the hood.
Reach over the front bolster. Rotate the bulb socket counterclockwise and remove from the
lamp assembly. Pull bulb straight out of socket and push in the new bulb. Install the bulb socket
into the lamp assembly and rotate clockwise. Carefully install the tail lamp assembly on the
vehicle and secure with two screws. Remove the two screws and move the lamp assembly away
from the liftgate. Remove the bulb holder from the lamp assembly by depressing the snaps.
Remove the bulb from the lamp assembly by pulling out on the bulb while squeezing on the
upper and lower snap clips at the same time. Install the new bulb in reverse order. Push the
steering column tilt lever up. This will lock the steering wheel in position. A correct zone setting
will eliminate this error. Refer to Compass zone adjustment. Start the vehicle. Rear cupholders
5. Small storage trays and if equipped an ambient light control switch. Hard objects can injure
you in a collision. Improper use of the lighter can cause damage not covered by your warranty,
and can result in fire or serious injury. This noise can be alleviated by lowering a front window
approximately 2â€”3 inches 5â€”8 cm. Do not block the sensors on the front and back of the
interior rear view mirror since this may impair proper mirror performance. Refer to Blind spot
mirrors in the Driving chapter. Fold-away mirrors Fold the side mirrors in carefully when driving
through a narrow space, like an automatic car wash. RES Resume : Press to resume a set
speed. Setting speed control To set speed control: 1. Press and release ON. Accelerate to the
desired speed. For further information on the navigation system, refer to the Navigation System
supplement. They may seriously hurt themselves. Because of the steps involved, it may be
helpful to have another person assist you in programming the transmitter. Note: Do not
program the Car2U system with the vehicle in the garage. Changes and modifications to the
Car2U system transmitter by other than an authorized service facility could void authorization to
use the equipment. If you must drive with the liftgate door or window open, keep the vents open
so outside air comes into the vehicle. Ford Genuine Accessory crossbars, designed specifically
for your vehicle, are also recommended for use with your roof rack system. Page 95 To remove
the cross-bar assembly if equipped from the roof rack side rails: 1. Loosen the thumbwheel at
both ends of the cross-bar both cross-bars are adjustable. Slide the cross-bar to the end of the
rail. Slide the cross-bar assemblies over the end cap tongue and into the side rails. Tighten
thumbwheel at both ends of the cross-bar. It is recommended that you keep the label in a safe
place for future reference. Turn the ignition on. Use the message center buttons to do the
following: 1. Turn the vehicle on using the admin key. If you choose to install a remote start
system please see your authorized dealer for a Ford approved remote start system. When using
a Ford-approved remote start system, the default settings will recognize the remote start system
as an additional admin Key with its associated privileges. The user should receive a horn chirp
to indicate the system has been disabled or a chirp followed by a honk to indicate the system
has been enabled. If the procedure needs to be repeated, wait a minimum of 30 seconds before
beginning again. Note: At least two IKTs are required to perform this procedure yourself.
Programming your own personal entry code To create your own personal entry code: 1. Enter
the factory set code. Use of these systems may result in vehicle starting problems and a loss of
security protection. Page The theft indicator will illuminate for three seconds and then go out. If
the theft indicator stays on for an extended period of time or flashes rapidly, contact your
authorized dealer as soon as possible. Insert the two stems into the guide sleeve collars. Push
the head restraint down until it locks. Adjusting the front manual seat if equipped Lift handle to
move seat forward or backward. Pull lever up to adjust seatback. Press to raise or lower the rear
portion of the seat cushion. Press the control to move the seat forward, backward, up or down.

Pull the seat release strap. Note: Make sure the floor is clear of all objects before folding the
seat. Flip seat forward. Note: When the seatback release lever is pulled, slowly lower seatback
to the flat position. Rotate seatback down into load floor position. Unsnap the safety belt
webbing from the quarter trim panel. Remove the second row head restraint from underneath
the front seat and reinstall. See Second row adjustable head restraints in this chapter. Refer to
Safety restraints section in this chapter. Unless serviced, the system may not function properly
in the event of a collision. To unfasten, press the release button and remove the tongue from
the buckle. In addition, all safety belts should be checked for proper function. Belts are
uncomfortable Your Ford safety belts are designed to enhance comfort. If you are
uncomfortable - try different positions for the safety belt upper anchorage and seatback which
should be as upright as possible; Also, if the Belt-Minder has been previously disabled, it will be
re-enabled after the use of MyKey. Refer to MyKey in the Locks and security chapter. Refer to
Front passenger sensing system later in this chapter. Page SRS, its fuses or the seat cover on a
seat containing an airbag. See an authorized dealer. Disposal of airbags and airbag equipped
vehicles including pretensioners Contact your authorized dealer as soon as possible. Page
Accident statistics suggest that children are safer when properly restrained in the rear seating
positions than in a front seating position. Page Children 12 and under should be properly
restrained in a rear seating position whenever possible. If all children cannot be seated and
restrained properly in a rear seating position, properly restrain the largest child in the front seat.
Be sure the belt webbing is not twisted. See Attaching child safety seats with tether straps and
Recommendations for attaching safety restraints for children in this chapter for more
information. To avoid risk of injury, occupants should only use seating positions where they are
able to be properly restrained. Refer to Recommendations for attaching child safety restraints
for children in this chapter. If your child restraint system is equipped with a tether strap, and the
child restraint manufacturer recommends its use, Ford also recommends its use. Ford Motor
Company recommends that all safety belt assemblies in use in vehicles involved in a collision
be replaced. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. Excessive speed, underinflation, or excessive
loading, either separately or in combination, can cause heat buildup and possible tire failure.
You are strongly urged to buy a reliable tire pressure gauge, as automatic service station
gauges may be inaccurate. Ford recommends the use of a digital or dial-type tire pressure
gauge rather than a stick-type tire pressure gauge. Page 6. Visually inspect the tires to make
sure there are no nails or other objects embedded that could poke a hole in the tire and cause
an air leak. Check the sidewalls to make sure there are no gouges, cuts or bulges. Tires can be
damaged during off-road use, so inspection after off-road use is also recommended. Tire
replacement requirements Your vehicle is equipped with tires designed to provide a safe ride
and handling capability. If this information is not found on these labels then you should consult
your Ford dealer. Use of any tire or wheel not recommended by Ford can affect the safety and
performance of your vehicle, which could result in an increased risk of loss of vehicle control,
vehicle rollover, personal injury and death. Page The use of wheels or tires not recommended
by Ford Motor Company may affect the operation of your tire pressure monitoring system. In
general, the larger the number, the wider the tire. Maximum Load Single lb kg at psi kPa cold:
Indicates the maximum load and tire pressure when the tire is used as a single; defined as two
tires total on the rear axle. Refer to the payload description and graphic in the Vehicle loading
â€” with and without a trailer section. Visit If any tire is under-inflated, carefully drive the vehicle
to the nearest location where air can be added to the tires. Inflate all the tires to the
recommended inflation pressure. Page Vehicle Loading Once you have reached the maximum
payload of your vehicle, do not add more cargo, even if there is space available. Overloading or
improperly loading your vehicle can contribute to loss of vehicle control and vehicle rollover.
Depending upon the type and placement of the load, hauling cargo and people may raise the
center of gravity of the vehicle. Do not attach safety chains to the bumper. The speed control
may shut off automatically when you are towing on long, steep grades. Rear axle lubricant
quantities are not to be checked or changed unless a leak is suspected or repair required. This
will cause damage to your 4WD system. For other towing requirements, refer to Wrecker towing
in the Roadside Emergencies chapter. Do not drive if you smell exhaust fumes. Make sure
vehicle accessories are off. These are normal characteristics of the ABS and should be no
reason for concern. In effect, once the accelerator pedal is released, the motor changes from an
energy user to an energy producer. Reducing the effectiveness of the AdvanceTrac with RSC
system could lead to an increased risk of loss of vehicle control, vehicle rollover, personal
injury and death. Anti-lock braking, RSC , and ESC are not affected by this condition and will
continue to function during the cool-down period. When the AdvanceTrac button is pressed and

held for more than five seconds, trailer sway control is disabled. Ford does not recommend
disabling this feature except in situations where speed reduction may be detrimental e. Page
Avoid sharp turns, excessive speed or abrupt maneuvers in these vehicles. Failure to drive
cautiously could result in an increased risk of loss of vehicle control, vehicle rollover, personal
injury and death. Remove tool and reinstall BTSI cover cap. Release the parking brake and drive
normally. Turn the ignition to the off position and remove the key whenever you leave your
vehicle. If the turn signal is not on, the system will automatically search the passenger side.
APA can only look for a parking space while moving forward. Avoid reducing the tire pressures
and drive steadily through the terrain. Apply the accelerator slowly and avoid spinning the
wheels. Page Once through the water, always dry the brakes by moving your vehicle slowly
while applying light pressure on the brake pedal. Wet brakes do not stop the vehicle as quickly
as dry brakes. This program is separate from the New Vehicle Limited Warranty. Page Hazard
Flasher Control U. Ford vehicle customers who require Roadside Assistance, call If you need to
arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount for towing to the nearest dealership within 35 miles 56 km. To obtain reimbursement
information, U. The switch is located behind the jack. Press the tabs on the top and bottom of
the fuse cover to remove. If the low voltage underhood battery has been disconnected and
reconnected, refer to the Low voltage underhood battery section of the Maintenance and
Specifications chapter. If the dissimilar spare tire or wheel is damaged, it should be replaced
rather than repaired. Place gearshift lever in P Park and turn engine off. Removing the jack and
tools The jack and tools are located in the right rear of the cargo area behind an access panel.
Turn the handle counterclockwise and lower the spare tire until it can be slid rearward and the
cable is slack. Slide the retainer through the center of the wheel. Use the attached fastener strap
2 to tie the tether end to the winch actuator shaft if equipped. Block the diagonally opposite
wheel. Position the jack directly below the protruding bolt. Be sure to place the jack away from
the rear edge of the rocker to avoid damaging the rear tire spoiler pictured. Place tire on end
with valve stem facing rearward, away from vehicle. Place tether into bolt holes in wheel and
attach lug nut using lug wrench. Use only Ford recommended replacement fasteners. Turn the
heater fan on in both vehicles to protect from any electrical surges. Turn all other accessories
off. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing
procedure. On FWD vehicles, if your vehicle is to be towed from the front, ensure proper wheel
lift equipment is used to raise the front wheels off the ground. Page Roadside Emergencies
Ford Motor Company produces a towing manual for all authorized tow truck operators. Have
your tow truck operator refer to this manual for proper hook-up and towing procedures for your
vehicle. If the vehicle is towed by other means or incorrectly, vehicle damage may occur. Page
Customer Assistance A reasonable time must be allowed to perform a repair after taking your
vehicle to the authorized dealer. Repairs will be made using Ford or Motorcraft parts, or
remanufactured or other parts that are authorized by Ford. Ford is also allowed a final repair
attempt in some states. Page California Civil Code Section FAX: Email: expcac ford. If you are in
another foreign country, contact the nearest authorized dealer. Page Reporting Safety Defects
U. These products are available from your authorized dealer. The dull finish in this area helps
protect the driver from undesirable windshield reflection. Keep body and door drain holes free
from packed dirt. These quality products have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and appearance of your
vehicle. Page Maintenance And Specifications Do not come in contact with these components.
High voltage connector shield 2. Service disconnect 3. At the front of the vehicle, lift up on the
auxiliary latch handle located in the center between the hood and the grille. Lift the hood open
and secure it with the prop rod. Engine oil filler cap 4. Brake fluid reservoir 5. Power distribution
box 6. Low voltage underhood battery 7. Engine air filter assembly 8. Engine oil dipstick 9. Only
use a washer fluid that meets Ford specifications. Do not use any special washer fluid such as
windshield water repellent type fluid or bug wash. They may cause squeaking, chatter noise,
streaking and smearing. Page The layer of ice has many sharp edges and can damage the micro
edge of the wiper rubber element. Turn the engine off and wait 15 minutes for the oil to drain
into the oil pan. Set the parking brake and ensure the gearshift is securely latched in P Park.
Recheck the engine oil level. Make sure the oil level is not above the full mark on the engine oil
level dipstick. Page Battery Maintenance and Specifications Ford production and Motorcraft
replacement oil filters are designed for added engine protection and long life. If a replacement
oil filter is used that does not meet Ford material and design specifications, start-up engine
noises or knock may be experienced. One is for engine cooling and the other is for various
electric motors and other components that are specific to the hybrid operating systems. Ford
does not recommend the use of hydrometers or coolant test strips for measuring coolant
concentration. The level of coolant Water alone without engine coolant can cause engine

damage from corrosion, overheating or freezing. Used engine coolant should be disposed of in
an appropriate manner. Page Fuel Information Otherwise, fuel may spray out, which could
cause serious personal injury. WARNING: The flow of fuel through a fuel pump nozzle can
produce static electricity, which can cause a fire if fuel is pumped into an ungrounded fuel
container. Open the fuel filler door. Slowly insert the fuel filler nozzle fully into the fuel system,
and leave the nozzle fully inserted until you are done pumping. Pump fuel as normal. This could
damage the fuel system and its seal and cause injury to you or others. We do not recommend
taking fuel economy measurements during the first 1, miles 1, km of driving engine break-in
period. You will get a more accurate measurement after 2, milesâ€”3, miles 3, kmâ€”5, km. In
general, very hot or very cold temperatures give lower fuel economy. Refer to Maintenance
product specifications and capacities in this chapter. Follow the recommended maintenance
schedule and owner maintenance checks found in scheduled maintenance information. Page 3.
The fuel fill inlet may not have been properly closed. Driving through deep waterâ€”the
electrical system may be wet. The use of these materials may affect transmission operation and
result in damage to internal transmission components. The customer warranty may be voided
for any damage to the engine if the correct air filter element is not used. Run at fast idle until it
reaches normal operating temperature. The customer warranty may be void for any damage to
the engine if such spark plugs are not used. The following table tells you which transmission
each code represents. These quality accessories have been specifically engineered to fulfill
your automotive needs; they are custom designed to complement the style and aerodynamic
appearance of your vehicle. Page Ford Motor Company engineering requirements.
PowertrainCare â€” Covers 29 critical components. With Ford ESP, you minimize your risk for
unexpected repair bills and rising repair costs. For more information, visit your local Ford of
Canada dealer or Page Scheduled Maintenance Your dealer has factory-trained technicians who
can perform the required maintenance using genuine Ford parts. They are committed to
meeting your service needs and to assuring your continuing satisfaction. Protecting your
investment Maintenance is an investment that will pay dividends in the form of improved
reliability, durability and resale value. Page Please consult your Warranty Guide for complete
warranty information. Chemicals or additives not approved by Ford are not required for factory
recommended maintenance. In fact, Ford Motor Company recommends against the use of such
additive products unless specifically recommended by Ford for a particular application. Page
Genuine Ford and Motorcraft replacement parts Dealerships stock Ford and Motorcraft branded
replacement parts. This can help identify potential issues and prevent major problems. Ford
Motor Company recommends the following multi-point inspection be performed at every
scheduled maintenance interval to help ensure your vehicle keeps running great. Print page 1
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