Splice youtube

This article was written by Jack Lloyd. He has over two years of experience writing and editing
technology-related articles. He is technology enthusiast and an English teacher. The wikiHow
Tech Team also followed the article's instructions and verified that they work. This article has
been viewed , times. This wikiHow teaches you how to join two or more video clips together.
You can do this using free software on both Windows and Mac computers. Gavin Anstey. We've
been helping billions of people around the world continue to learn, adapt, grow, and thrive for
over a decade. Every dollar contributed enables us to keep providing high-quality how-to help
to people like you. Please consider supporting our work with a contribution to wikiHow. Log in
Social login does not work in incognito and private browsers. Please log in with your username
or email to continue. No account yet? Create an account. We use cookies to make wikiHow
great. By using our site, you agree to our cookie policy. Cookie Settings. Learn why people trust
wikiHow. Download Article Explore this Article methods. Tips and Warnings. Related Articles.
Method 1 of Transfer your video clips to your computer. If your video clips are on a smartphone,
you'll need to transfer them to your computer before you can splice them together. If your video
clips are on a video camera, you'll either need to connect the video camera to your computer via
a USB cable or plug the camera's SD card into your computer. Open Start. Open Photos. Click
the Photos app icon, which resembles a pair of stylized mountains, in the Start menu. If you
don't see the Photos option, type photos into the search bar at the bottom of the Start menu,
then click Photos when it appears at the top of the Start menu. Click Create. It's in the
upper-right corner of the window. A drop-down menu will appear. Click Custom video with
music. You'll see this option in the drop-down menu. Doing so opens a window with your
computer's photos and videos listed. Select videos. Click the checkbox in the upper-left corner
of each video clip you want to use in your project. If Windows doesn't open the proper folder,
first click the Folders tab, then select the folder from which you want to import videos. Enter a
name for your video. Type the name that you want to use for your video into the text box that
appears, then click OK. Doing so will create your video out of the selected video clips. Change
your video clips' order. In the "Storyboard" section at the bottom of the window, click and drag
a clip left or right to move it closer to or farther from the beginning of the video. Remove music.
By default, Windows will add music to your set of clips; you can remove it by doing the
following: Click Music in the upper-right side of the window. Scroll up to the top of the
drop-down menu. Click None Uncheck the "Sync your video to the music's beat" box. Click
Done. Adjust a video's length. Windows will shorten significantly your video clips, but you can
restore each of them to your preferred length: Select a video clip in the "Storyboard" section.
Click Trim in the "Storyboard" section. Click and drag the left tab at the bottom of the window to
the point where you want the video clip to start. Click and drag the right tab at the bottom of the
window to the point where you want the video clip to end. Click Done in the top-right corner.
Preview your movie. Click Export or share. It's in the top-right corner of the window. A pop-up
window will appear. Select a file size. Click S , M , or L depending on whether you want your
video to be small standard quality , medium higher quality , or large best quality. Your video will
begin exporting onto your computer. This process can take a while to complete, but you should
be able to monitor the export progress in the pop-up window. Click View in File Explorer. It's on
the right side of the window. Doing so will take you to the export location of the video's file; at
this point, you can double-click the video to watch it, or you can move it by clicking and
dragging it into a different folder if you like. Method 2 of Open iMovie. Click the Launchpad app
icon the rocket ship in your Mac's Dock , then click the purple-and-white iMovie app icon in the
list of apps there. Create a new project. Click File in the top-left corner of the screen, click New
Project Select video clips. Before you can join together your videos, you'll need to import them
into iMovie: Click File Select Import Click Movies Go to the folder in which your movie clips are
stored. Click Import Selected. Move the movie clips into the editing area. Click and drag each
movie clip from the list of clips into the editing section at the bottom of the window. Rearrange
your movie clips if necessary. Once in the editing area, you can click and drag a video clip left
or right to move it up or down in the video order. Split a clip. If you want to place one video clip
in the middle of another clip, do the following: Click the place where you want to insert the
second video e. Adjust the length of a clip. If you want to trim part of a clip, do the following:
Select the clip by clicking it. Click and drag the left or right edge of the clip in toward the center
of the clip. Stop dragging when the clip is at your desired length. Click the "Share". Click File.
It's in the drop-down menu. Doing so will open a pop-up window in which you can save your
video. Save your video. In order to save your iMovie project as a playable video file, do the
following: [1] X Research source Make sure the settings in the pop-up window e. Click Next
Enter a name in the "Save As" box. Select a save location from the "Where" drop-down box.
Click Save. Unanswered Questions. This no longer works after the update, how do I do it now?
Include your email address to get a message when this question is answered. Helpful 0 Not

Helpful 0. Windows Movie Maker is no longer included with Windows, nor is it possible to
download the old version of Windows Movie Maker anymore. Helpful 1 Not Helpful 0. Related
wikiHows How to. How to. About This Article. Written by:. Jack Lloyd. Co-authors: Updated:
August 8, Categories: Video. Italiano: Montare Video Clip. Thanks to all authors for creating a
page that has been read , times. Is this article up to date? Yes No. Cookies make wikiHow better.
By continuing to use our site, you agree to our cookie policy. Fred Goulding Jun 10, Related
Articles How to. Categories Computers and Electronics Video. By signing up you are agreeing
to receive emails according to our privacy policy. Follow Us. Get all the best how-tos! X Help us
do more We've been helping billions of people around the world continue to learn, adapt, grow,
and thrive for over a decade. Let's do this! Last Updated: December 30, References. This article
was co-authored by Jesse Kuhlman. Jesse is also the author of four eBooks on home wiring
including "Residential Electrical Troubleshooting" which covers basic electrical
troubleshooting in residential homes. There are 20 references cited in this article, which can be
found at the bottom of the page. This article has been viewed , times. Splicing is the process of
combining 2 lengths of wires so they can carry a current. Before you splice your wires together,
you need to prepare the wires by stripping them and turning off the power. There are many
ways to splice wires together, from simply using wire caps to soldering them together. For
instance, you might use a wire nut if you're connecting smaller wires, whereas you might
choose a butt splice for wires larger than a number 6. Tip: Shrink tube comes in multiple
different colors. Tip: You can easily remove wire caps by turning them counterclockwise. Tip:
Use a slightly larger crimper hole on the end of the butt splice to secure it tighter to the
insulation. Before you splice wires together, disconnect any power going to the wires and strip
back 1 inch of each wire's insulation. Then, hold the wire ends so they're touching one another
and twist a wire cap clockwise onto the exposed wires, which will wrap the wires together inside
of the cap. You can get a wire cap at your local home improvement center. Finally, once the
wires are secure inside of the cap, wrap electrical tape around the cap and exposed wires,
overlapping each layer of tape so none of the wires are exposed. To learn how to splice wires
using a butt splice or lineman's splice, scroll down! Did this summary help you? Yes No. We've
been helping billions of people around the world continue to learn, adapt, grow, and thrive for
over a decade. Every dollar contributed enables us to keep providing high-quality how-to help
to people like you. Please consider supporting our work with a contribution to wikiHow. Log in
Social login does not work in incognito and private browsers. Please log in with your username
or email to continue. No account yet? Create an account. We use cookies to make wikiHow
great. By using our site, you agree to our cookie policy. Cookie Settings. Learn why people trust
wikiHow. Download Article Explore this Article methods. Tips and Warnings. Things You'll
Need. Related Articles. Article Summary. Method 1 of Disconnect power from the wires. Clamp
the wire in the hole and pull the stripper towards the end to completely remove the insulation.
Repeat the process on the other piece of wire. If you are using uninsulated wire, you can skip
this step. Shrink tube can be purchased in the electrical department of your local hardware
store. Method 2 of Twist a wire cap clockwise onto the exposed wires. Set a wire cap on top of
the exposed wires and start twisting it on with your fingers. Turn it clockwise for about 5
seconds so the wires wrap and coil inside of the cap. Lightly tug on the wires to see if they stay
in place. If not, tighten the wire cap more. Wire caps can be purchased from your local home
improvement or hardware store. Strip off more insulation if you need to keep twisting the wire.
Layer electrical tape around the wire cap and exposed wires. Method 3 of Slide 1 of the exposed
wires into the end of your butt splice. Butt splices are small tubes with openings on each end to
insert wires. Take one of your wires and place it in the center of the butt splice. This method is a
good way to connect thicker wires securely. Use a wire crimper one-quarter of the way in from
the end of the splice. Match the crimper hole to the size of your butt splice. Squeeze the crimper
handles all the way so the wire is held in place. Put the second wire in the other side of the
splice and crimp it. Repeat the process on the other side of the butt splice. When you insert the
second wire, make sure it touches the first one inside of the splice. Use your crimper to secure
the second wire in place. Slide the shrink tube over the butt splice. Take the shrink tube from
one of your wires and completely cover the butt splice. If the shrink tube is too loose or falls off
of the butt splice, crimp it in place. Heat the shrink tube with a heat gun. Turn on your heat gun
and point the nozzle toward the shrink tubing. Rotate the wire in your hands so the tube shrinks
evenly around the splice to insulate the wires. Method 4 of Form a degree angle with each of the
exposed wires. Bend each of the wires with your fingers or needle-nose pliers into L-shapes.
Hook the wires together so the corners are touching. Set one wire onto the other so one
L-shape is upside down and the other is rightside up. Make sure the corners of the wires are
touching one another before moving on. Coil the end of the upright wire around the wire
perpendicular to it. Make sure the wrap is tight so the wires make a solid connection with one

another. Aim to get at least 3 coils around the other wire if you can. Repeat the process on the
other side. Solder the coils together to hold them in place. Heat up your soldering iron and hold
it near your wire coils with your dominant hand. Hold a rod of silver solder with your
non-dominant hand next to the tip of your soldering iron. Melt the silver onto your coils so it
drips between your wires and coats your entire splice. Line your work surface with paper towel
or scrap wood to protect against any accidental drips. Move the shrink tube over the soldered
wires. Slide the tube over the entire splice so none of the wires are exposed to the outside.
Crimp the tube in place if it moves around easily. Turn on your heat gun and point it toward the
shrink tube. Spin the wire in your hand to evenly heat the tube so it shrinks around the coils.
Did you know you can read expert answers for this article? Unlock expert answers by
supporting wikiHow. Jesse Kuhlman Master Electrician. Jesse Kuhlman. Support wikiHow by
unlocking this expert answer. Not Helpful 0 Helpful 3. Two reasons. Either you have not done
the joining properly or there are more damaged areas in the wire. Not Helpful 3 Helpful Wrap the
tape in a spiral pattern, overlapping the previous layer by about one half the tape width. Not
Helpful 0 Helpful 9. Splicing different metals should be avoided. In the presence of water, they'll
chemically react and corrode. Not Helpful 3 Helpful 9. Pretty much the same way as above. The
wires are usually color-coded, so it pretty easy to understand what goes where. Red pairs with
red, brown with brown, and so on. Not Helpful 4 Helpful 8. You shouldn't splice something like
that as described above. Use a junction box, so it'll be safe and serviceable. Not Helpful 4
Helpful 6. One inch is plenty, yes. You just need enough to see what you're doing and to splice
the wires effectively. Not Helpful 0 Helpful 5. Soldering is the best way to connect wires; the
best way to do it without a soldering iron is to twist the wires together. Not Helpful 2 Helpful 8.
Not Helpful 0 Helpful 2. Include your email address to get a message when this question is
answered. By using this service, some information may be shared with YouTube. Make sure all
your wires are disconnected from power before working on them. Helpful 3 Not Helpful 0.
Helpful 2 Not Helpful 1. Related wikiHows How to. How to. Master Electrician. Expert Interview.
More References About This Article. Co-authored by:. Co-authors: Updated: December 30,
Categories: Cabling and Wiring Connection. Article Summary X Before you splice wires
together, disconnect any power going to the wires and strip back 1 inch of each wire's
insulation. Italiano: Congiungere Fili Elettrici. Thanks to all authors for creating a page that has
been read , times. Reader Success Stories Puseletso Dec 2, The pictures are so amazing
because they make studying easy and more understandable. Thanks to wikiHow for creating
this page. Kaitlyn Baker Jun 29, More reader stories Hide reader stories. Is this article up to
date? Cookies make wikiHow better. By continuing to use our site, you agree to our cookie
policy. Puseletso Dec 2, Share yours! More success stories Hide success stories. Related
Articles How to. By signing up you are agreeing to receive emails according to our privacy
policy. Follow Us. Keep up with tech in just 5 minutes a week! Sign Up Now. X Help us do more
We've been helping billions of people around the world continue to learn, adapt, grow, and
thrive for over a decade. Let's do this! We started building Meta because we get questions like
these all the time. So here it is: a knowledge resource about the media ecosystem â€” for the
media ecosystem. We built Meta for you. You want to be discovered for funding, collaboration,
and career opportunities. You want to list yourself on the database. You want to find funding
opportunities among media startups. You want to use the database to search and filter
information, and download reports in order to fund the startups that show the most promise, or
need the most help. You want data on the media ecosystem. You want to use the database to
reflect the most accurate information on, say, the media startup space in Asia, including
valuations, growth, and market size. We work with the global media ecosystem to celebrate and
support media startups. Pricing and other details will be announced in Q1 The free version
gives you basic categories. Signing up for Meta Pro gives you more data points, including
founders, funding rounds, and company size. We'll also create custom views for you, just so
you can get exactly the details you're looking for. We have 7, entries so far, and we're adding to
Meta every day. We're looking for potential partners, sponsors, and clients for Splice Meta. Give
us your email and we'll be in touch. Features Who is Meta for? Add your media org Try Meta
now. Get access. Try Meta now. Who is Meta for? You're a media startup. You're a grant maker
or investor. You're an academic or researcher. Have you added your media organisation to Meta
yet? Do it now. We're Splice. Rishad Patel Co-founder, Product. What can Meta do? Media
organisations categorised The free version gives you basic categories. More data points
Signing up for Meta Pro gives you more data points, including founders, funding rounds, and
company size. Customise everything We'll also create custom views for you, just so you can get
exactly the details you're looking for. Joint venture. We couldn't find that. Try adjusting your
search and filters? Or add them to Meta. Want to help? Email us. Sign me up for Splice Meta
Pro. Subscribe Loading Adjustable Sling: push end through appropriate loop. Create a secure,

locked eye splice in a hollow braid rope. Demonstration of the Brummel Eye Splice Structure.
Securely attaches three-strand rope to anchor chain. Secure loop in the end of 3 or 4-strand
rope. Makes an adjustable splice for multi-strand rope. Creates a rope loop using hollow-braid
rope. Hollow Braid Eye Splice with end threaded up rope center. McDonald's quick Brummel
splice for hollow braid rope. Makes a secure join between two pieces of stranded rope. Neat
method of creating a soft shackle in hollow-braid rope. Edwards style shackle made out of
hollow-braid rope. Stronger soft shackle made out of hollow-braid rope. Creates a lightweight
adjustable rope sling,. A Splice is usually significantly stronger than a knot and is intended to
be permanent. Undoing a splice and re-making it takes much more time than doing the same
with most knots. Careful tapering of the strands, or of the buried end, preserves strength; it
ensures a gradual transition of the fiber-alignment in the strands of the standing end. The
Sliding Splice is the exception. We created it to make a Sailor's Rope Belt â€” for which it is well
suited â€” and was never intended to take a critical load. Some workers installing electricity
cables, however, have reported using the same splice
photo eye wiring diagram
2003 toyota matrix manual
ford fuel pump driver module testing
to haul cables through buried pipes. Modern, strong, high modulus fibers are often slippery
and cannot be secured with customarily trustworthy knots and splices. These fibers
encouraged the development of the loosely woven, hollow braid ropes in which the
fiber-alignment maximized strength. These ropes require suitable splicing techniques such as
the Brummel and Long Bury. The ropes yield excellent strength from the fibers, and the splices
weaken the ropes hardly at all. Splicing Knots. No results found. Advantages of Splicing A
Splice is usually significantly stronger than a knot and is intended to be permanent. Strength
Careful tapering of the strands, or of the buried end, preserves strength; it ensures a gradual
transition of the fiber-alignment in the strands of the standing end. Exception The Sliding Splice
is the exception. Appropriate Splicing Techniques Modern, strong, high modulus fibers are
often slippery and cannot be secured with customarily trustworthy knots and splices.

