Troy bilt tb675 ec parts diagram

Know Your Unit. Oil and Fuel. Starting and Stopping. Cleaning and Storage. For assistance
regarding the assembly, controls, operation or maintenance of the unit, please call the
Customer Support Department at in the United States or in Canada. Additional information
about the unit can be found on our website: For service, please call the Customer Support
Department to obtain a list of authorized service dealers near you. Service on this unit, both
within and after the warranty period, should only be performed by an authorized and approved
service dealer. When servicing, use only identical replacement parts. All information,
illustrations, and specifications in this manual are based on the latest product information
available at the time of printing. We reserve the right to make changes at any time without
notice. The purpose of safety symbols is to attract your attention to possible dangers. The
safety symbols, and their explanations, deserve your careful attention and understanding. The
safety warnings do not by themselves eliminate any danger. The instructions or warnings they
give are not substitutes for proper accident prevention measures. NOTE: Advises you of
information or instructions vital to the operation or maintenance of the equipment. All U. Check
with your state or local authorities for regulations pertaining to these requirements. Failure to
follow these requirements could subject you to liability or a fine. This unit is factory equipped
with a spark arrestor. WARNING: Engine exhaust, some of its constituents and certain finished
components contain or emit chemicals known to the State of California to cause cancer and
birth defects or other reproductive harm. Wash hands after handling. Please read these
instructions before operating the unit in order to ensure the safety of the operator and any
bystanders. Please keep these instructions for later use. Be familiar with the controls and
proper use of the unit. Teens must be accompanied and guided by an adult. Replace damaged
parts. Check for fuel leaks. Make sure all fasteners are in place and secure. Replace parts that
are cracked, chipped, or damaged in any way. Do not operate the unit with loose or damaged
parts. Never use metal-reinforced line, wire, chain or rope. These can break off and become
dangerous projectiles. Remove rocks, broken glass, nails, wire, string and other objects that
may be thrown or become entangled with the unit. Even then, they are still at risk from thrown
objects. Encourage bystanders to wear eye protection. If you are approached, stop the unit
immediately. Make all adjustments or repairs before using the unit. Take the following
precautions:. Never remove the fuel tank cap or add fuel when the engine is hot. Always loosen
the fuel tank cap slowly to relieve any pressure in the tank before fueling. DO NOT smoke. Wipe
up any spilled fuel from the unit immediately, before starting the unit. Move the unit at least 30
ft. Breathing exhaust fumes can kill. Operate this unit only in a well ventilated outdoor area.
Wear a face mask or dust mask if the operation is dusty. Do not wear loose clothing, jewelry,
short pants, sandals or go barefoot. Secure hair above shoulder level. Do not operate the unit
without both trimming lines extended and the proper line installed. Do not extend the trimming
line beyond the length of the shield. The cutting head remains stationary when the engine is
idling. If it does not, take the unit to an authorized service dealer for an adjustment. Be in the
starting position whenever pulling the starter rope. The operator and unit must be in a stable
position while starting. Refer to Starting and Stopping. Only use this tool for its intended
purpose. Keep a firm grip on both handles or grips. Always keep proper footing and balance.
Take extra care when working on steep slopes or inclines. Do not touch or try to stop moving
parts. These parts get extremely hot from operation, even after the unit is turned off. Do not run
the unit at high speed when not in use. It will do a better, safer job when used at the intended
rate. Do not operate the unit before repairing damage. These are available from your authorized
service dealer. Use of any other parts or accessories could lead to serious injury to the user, or
damage to the unit, and void the warranty. Carefully remove vegetation and other debris that
could block moving parts. Keep the engine and muffler free from grass, leaves, excessive
grease or carbon build up. Inspect the unit for the cause of the vibration. Vibration is generally
an indicator of trouble. Make sure all moving parts have stopped. Disconnect the spark plug
wire. Keep the unit out of the reach of children. Keep handles dry, clean and free from debris.
Clean the unit after each use. Refer to Cleaning and Storage. Refer to them often and use them
to instruct other users. If you loan this unit to others, also loan them these instructions. This
operator's manual describes safety and international symbols and pictographs that may appear
on this product. Read the operator's manual for complete safety, assembly, operating and
maintenance and repair information. Indicates danger, warning or caution. May be used in
conjunction with other symbols or pictographs. Use a full face shield when needed. Keep away
from the rotating rotor. You may get burned. These parts get extremely hot from operation.
When turned off they remain hot for a short time. To prevent serious injury, do not touch the
line cutting blade. Other optional accessories may be used with this unit. Primer Bulb. Engine
Type. Air-Cooled, 4-Cycle Displacement. Spark Plug Gap. Bump Head Trimming Line Diameter.
Use the following instructions if the cutting head shield is not installed. Use only the

instructions that apply to the type of shaft and shield equipped with this unit. Place the cutting
head shield onto the mount bracket. Align the holes in the cutting head shield with the holes in
the mount bracket. Screw the 2 screws through the mount bracket and into the cutting head
shield until finger tight. Using a 2 Phillips screwdriver, tighten the screws until the cutting head
shield is firmly in place. Tighten the screws equally. The gap between the mount bracket and the
cutting head shield should be the same on each side. Push the handle down onto the shaft
housing Fig. The bolt hole in the handle should be to the right. Insert the bolt into the bolt hole
and push it through Fig. While holding the unit in the operating position Fig. Place it a minimum
of 6 inches Follow all safety information contained within. NOTE: To make installing or
removing the attachment easier, place the unit on the ground or on a work bench. NOTE:
Remove the protective cap and gray spacer from the upper and lower shafts prior to assembling
the attachment. Turn the knob counterclockwise to loosen Fig. While firmly holding the
attachment, push it straight into the coupler until the release button snaps firmly into the
primary hole Fig. Using the wrong hole could lead to personal injury or damage to the unit.
Press and hold the release button Fig. While firmly holding the upper shaft housing, pull the
attachment straight out of the coupler Fig. Use a high-quality SAE 30 weight oil. DO NOT use
dirty oil. Failure to use clean oil of the correct type can cause premature engine wear and
failure. Check the oil level before each use. The importance of maintaining the proper oil level
cannot be overemphasized. Change the oil according to the Maintenance Schedule. NOTE: This
unit was shipped without oil in the crankcase. Oil must be added before starting the unit. NOTE:
This unit comes with a 2. Unscrew the top of the oil bottle. Remove the paper seal. Reinstall the
top of the oil bottle. Remove the cap from the oil bottle. Cut the tip off the funnel spout Fig. Set
the unit on a flat, level surface. Unscrew the oil fill plug Fig. Pour the entire bottle into the oil fill
hole Fig. DO NOT overfill. Refer to Checking the Oil Level. NOTE: Never add oil directly to the
fuel tank. This unit has a fourcycle engine. DO NOT mix oil with gasoline. Wipe up any oil that
may have spilled. Reinstall the oil fill plug. NOTE: Save the empty oil bottle. Use the bottle to
measure the correct amount of oil during future oil changes. The use of old fuel is the most
common cause of performance problems. Use only fresh, clean unleaded gasoline. Today's
fuels are often a blend of gasoline and oxygenates such as ethanol, methanol or MTBE ether.
Alcohol-blended fuel absorbs water. NOTE: Dispose of old fuel according to federal, state and
local regulations. Add 0. NEVER add fuel additives directly to the unit's fuel tank. Ignited vapors
may explode. Always stop the engine and allow it to cool before filling the fuel tank. Do not
smoke while filling the tank. Keep sparks and open flames at a distance from the area. Never
operate the unit without the fuel cap securely in place. Wipe up any spilled fuel immediately.
Avoid creating a source of ignition for spilled fuel. Do not start the engine until fuel vapors
dissipate. Position the unit with the fuel cap facing up. Place the fuel container spout into the fill
hole on the fuel tank and fill the tank. Wipe up any fuel that may have spilled. Carbon monoxide
exhaust fumes can be lethal in a confined area. To avoid serious injury, the operator and the
unit must be in a stable position when pulling the starter rope Fig. Check the oil level. Fill the
fuel tank. Refer to Fueling the Unit. NOTE: There is no need to turn the unit on. Slowly press and
release the primer bulb 10 times Fig. Move the choke lever to Position 1 Fig. Crouch in the
starting position Fig. Squeeze the throttle control Fig. Continue to squeeze the throttle control.
Move the choke lever to Position 2 Fig. Pull the starter rope with a controlled and steady motion
3 to 5 times to start the engine. Allow the engine to warm up for 30 to 60 seconds. Move the
choke lever to Position 3 Fig. The unit may be used during this time. Pull the starter rope with a
controlled and steady motion 3 to 8 times. The engine should start. If it does not, repeat this
instruction. Run the unit for minutes, or as needed. Then move the choke lever to Position 3. If
the engine speed fluctuates in Position 3 , squeeze and hold the throttle control, move the
choke lever to Position 2 , and run the unit for minutes, or as needed. Release the throttle
control and allow the engine to idle. This unit can be started with an optional electric start
accessory items sold separately. Please contact your local retailer, call the Customer Support
Department or visit our website for more information. Insert the electric start accessory into the
electric start port Fig. Squeeze and hold the throttle control Fig. Run the electric start accessory
for 2 seconds. Run the electric start accessory in intervals no longer than 2 seconds each until
the unit starts. Remove the electric start accessory from the unit. Cordless Electric Starter.
Keep the right arm slightly bent. Keep the left arm straight. This unit is equipped with a Bump
Head. Trimming line can be released from the cutting head without stopping the engine. To
release more line, lightly tap the bump knob on the ground Fig. For best results, tap the bump
knob on bare ground or hard soil. Attempting to release line in tall grass may stall the engine.
NOTE: Do not rest the cutting head on the ground while the unit is running. Each time the bump
knob is tapped, about 1 inch NOTE: Always keep the trimming line fully extended. Line release
becomes more difficult when the cutting line gets shorter. A blade in the cutting head shield will

cut the line to the proper length if any excess line is released. Excessive line length will make
the unit overheat. This may lead to serious personal injury or damage to the unit. This improves
the unit's cutting efficiency and throws clippings away from the operator. When trimming
around trees, posts, fences, etc. Welcome to ManualMachine. We have emailed you a
verification link to to complete your registration. Log in Sign up. Forgot password? Enter your
email and check your inbox. Please also check your spam folder. Email sent! Check your email
for further instructions. Enter a new password. My files 0 My downloads 0 History Account
settings Sign out. Stop the unit. Allow the unit to cool. Adjusting the Handle If the handle
requires adjustment: 1. Shaft Housing Installing the Attachment NOTE: Remove the protective
cap and gray spacer from the upper and lower shafts prior to assembling the attachment. Turn
the knob clockwise to tighten Fig. Removing the Attachment 1. Funnel Spout Fig. Remove the
fuel cap. NOTE: Do not overfill the tank. Reinstall the fuel cap. Item No. Description 49MP
Register and get 5 for free. Upload manuals that we do not have and get 1 for each file. Get 1 for
every download of your manual. A 4-cycle straight shaft string trimmer manufactured by
Troy-Bilt. This model is identified by TB EC. Bob bolkowbob. I have the same problem and
repair places don't want to tell you anything. They want to charge you to fix it and its not worth
that much. I can buy a new one. Watching this for the cure. Is there a video for model tbec
showing how to change primer and fuel lines. The tbec has two outlets in the primer one goes
to gas tank where does the second one go? The video was for a primer with the three outlets.
The primer on my Weedeater has two outlets model tbec. If you only have 2 lines from the
primer bulb 1 has to go to tank an 1 goes to carb. Well if that's the way the 3 lines hook up that
leaves one outlet on primer and one on carb. Fix Your Stuff. Back Answers Index. Bob
bolkowbob Rep: 49 2 1. How do you route fuel lines on a troy-bilt jump start 4 stroke with primer
on the cover. How does it go from the primer, to the tank, to the carb? Answer this question I
have this problem too Subscribed to new answers. Is this a good question? Yes No. Voted
Undo. Score 4. No one has answer My question about the second outlet. I did a video on it on
youtube with a diagram from Troybilt. Was this answer helpful? Score 0. Primer has two outlets
one goes to gas tank where does the other. The clear fuel intake line runs from the top of the
carburetor straight nipple and goes to the short post on the back of the primer bulb. The return
line blue comes from the long post on the back of the primer bulb and goes into the bottom of
the fuel tank. Add your answer Bob will be eternally grateful. View Statistics:. Part Number: In
Stock, 1 available. In Stock, 14 available. Backorder: No ETA. Part Number: A. Ships in 1 - 11
business days. In Stock, 2 available. In Stock, 12 available. Part Number: P In Stock, 15
available. In Stock, 4 available. In Stock, 11 available. Part Number: S. In Stock, 23 available. In
Stock, 5 available. In Stock, 3 available. In Stock, 18 available. Part Number: A Part Number:
49MP In Stock, 13 available. In Stock, 16 available. In Stock, 21 available. This repair video will
instruct you how to repair a dirty or damaged spark arrestor on your small engine. This video
will help you replace the spark plug on a small engine which will help get your gas powered
equipment up and running again. If your small engine isn't starting, you'll need to diagnose
many issues including the spark plug. This video walks you through the steps of how to test for
a spark using a spark tester. Shopping Cart. Submit Search. Sign in Sign in with Password. Cart
Shopping Cart 0 item s in your cart. Restore a saved shopping cart. Preferred Partners of.
Troy-Bilt Trimmer Parts. Continue Shopping Proceed to Checkout. Search within model. Add to
Cart. Thrust Wash. Popular Parts. Spark Plug. Throttle Trigger. Small Clutch Assembly. Cutting
Head Assembly. Throttle Trigger Spring. Drive Shaft Coupler. Air Purge Primer. Trimmer Parts.
Repair Guides. Quick Fix: How to Replace the Spark Plug in a Small Engine This video will help
you replace the spark plug on a small engine which will help get your gas powered equipment
up and running again. How to Test a Small Engine for Spark If your small engine isn't starting,
you'll need to diagnose many issues including the spark plug. Okay, after ordering part number:
turns out the part head assembly comes with a smaller fine thread attachment than the original
one which has a larger standard thread bolt which means I have to replace the gear assembly
part number as well FYI to others unless there is a head assembly with the larger size and
standard threading? Ellen for model number TB EC asked on Hello Ellen and thank you for
writing. For more specialized assistance or to speak with someone about this, we would
suggest calling the manufacturer of the unit directly. Once you get the information you need, we
should be able to find the information on our site for you. Hope this helps. Did this question
help you? Yes No. I need the bottom part of weed eater that you take off to put new line on Hi
Ivan, I am thinking you may be talking about the bump knob or the cutting head assy. The bump
knob is p on both but the cutting head assy is different depending on your exact model. Thank
you for your question and good luck with your repair! I reloaded the spool wrong. How do I get
old and new trimmer line out Tbec? Want to start new Lou for model number Tbec asked on
Hello Lou and thank you for writing Step 1: Remove old trimming line and any other

obstructions from the trimmer head. Step 2: Cut a section of trimming line that is approximately
20 feet 6 meters in length. Step 3: Turn the bump knob clockwise until the arrows are aligned.
Step 4: Place the new trimming line into the entry eyelet. Step 5: Guide the line through the
cutting head until a few inches are sticking out of the opposite eyelet. Step 6: Pull the trimming
line coming out of the opposite eyelet until there is about 10 feet of trimming line on each side
of the trimmer head. Step 7: Turn the bump knob clockwise and wind the line until there are only
about 5 inches sticking out of each side. For information about safety, warranty, and your
specific model, read and be familiar with your owner? Looking for the fan and pawls that
engage the starter hosing assembly the fan hole flats are worn out and the fan spins freely not
engaging to turn the motor over. I cannot find the part number for this. Rob for model number
Tbec asked on Hello Rob, Thanks for your inquiry! For your model, the Pawl Replace Kit is part
We hope this helps! Looking for a replacement release button that is used for decorative
trimming with this trimmer. The release button holds the trimmer head in place when it's rotated
for edging etc. D for model number Troy Bilt tbec asked on Hello D and thank you for writing We
do carry the cutting head assembly for your model. Part is in the list of compatible items for
your model. Related Parts: Cutting Head Assembly. Ask a question. Ask our experts a question
about this part and we will respond as soon as we can. Join our VIP email list to receive
money-saving-advice and special discounts. Model Number Recommended. Submit your
question. Thank you for your question! Our experts will get back to you as soon as they can.
Ask Another Question. Continue Shopping. Discussion is closed. Question: Starter Cord Won't
Engage cfussell. Hello cfussell, If your pull cord is no longer working, You can replace the
complete starter assembly by using part number Starter Housing Assembly. Starting pull cord
pulls out and retracts,but does not engage and will not turn engine over. What part do I need to
fix this? Help Benson. Hello Benson To find out what parts you may need, some disassembly is
required. Remove the machine's cover with starter housing. I do not know if the starter pawls
flywheel may be bad or the plastic starter itself is bad starter housing assembly. How do you
replace the starter pawls flywheel assembly Part ? Thanks Benson. Hi Benson If the metal
starter pawls are integral riveted within the flywheel, then a flywheel will have to be purchased. I
think on this machine, they are not replaceable; nor available. Question: Parts bobsaspen. Hi
Bobsaspen Yes, the short block includes all that. I just ordered a new cutting head and when I
received it threads differently to the shaft than the original. Would a threaded rod work best or
is there a different part that you would suggest? Too long and not the right size for the new
cutting head. I tried the part number Cutting Head Assembly on the Gearbox Assembly, and it
threaded on perfectly. What Cutting Head part number did you order? Question: TB EC There
are two plastic pieces that are spring loaded for when you pull the cord to start the weed
trimmer. After it starts, they rotate. Somebody referred to the as dog ears. Do you know if they
are available for purchase? They are actually called the starter pawls. Check out and find your
machine on this site using the manufacturer, type of
toyota aurion atx 2007
08 aura
2004 honda accord radio install kit
equipment it is and the model number. There will be parts diagrams with part numbers for you
to view and order if you care to. I need the whole lower part of this weed eater. Somehow the top
inner shaft got bent and when turned on the head will nor turn. I nee a part number and price as
I use the weed eater everyday and cant afford to buy another back up as I am retired and on a
monthly limited income. Thank you Hello cowboy4u, Here is a list of the parts below the engine
assembly: Lower Boom Assembly. I'm sure you don't need all of these parts, but I thought I'd
show what is there. Question: Gears I want to buy that lower gear on the end of the trimmer
head. Thanks Paul. Hello racso, The manufacture does not supply internal parts for the Gearbox
Assembly. The entire assembly would have to be ordered. Sign up. Thank you! Your email, , has
been added to our mailing list. We were unable to add your email to our mailing list. Millions of
Parts From Top Brands. Need Help? Customer Service.

