Volvo oil filter

Quicksilver High-Performance Gear Lube SAE90 Over the years, studies have proven that
high-performance synthetic blends like Quicksilver gear lube outperform conventional
automotive gear oil for marine-oriented purposes. By continually using Multi-viscosity 25W
Quicksilver 25W Synthetic Blend Sterndrive Inboard Oil Maintaining your engine's health is a
vital part of engine maintenance, the synthetic blend by Quicksilver is a great option for
reducing friction and preventing damages. This Quicksilver High Performance Synthetic Blend
Gear Lube by Sierra Synthetic blended marine formulation reduces operating friction for
increased performance and protection of gears, bearings and other gearcase components.
Recommended for use in high performance Sierra 25W Synthetic Blend Engine Oil Sierra
4-Stroke 25W Engine Oil is blended with premium grade synthetic and mineral based stock
combined with superior designed additives formulated for the stress endured by sterndrive and
inboard engines Sierra Full Synthetic Lower Unit Gear Lube - Qt Specifically formulated to
optimize gear life by reducing friction and providing superior wear protection in severe
operating conditions. The unique synthetic formulation is shear stable and resists A special
blend of synthetic base oil and a balanced additive system that exceeds the FC-W requirements
for marine engine oil Specifically formulated to meet or exceed the tough requirements of the
Marine 4-Stroke motor This high performance oil provides maximum lubrication for your marine
engine. This oil maintains viscosity under the most extreme operating conditions such as:
Racing: Operating engine at Stern drive and inboard engines operate under high load and
Quicksilver Premium 2-Cycle Outboard Oil Specifically formulated with a marine additive
package to meet the needs of: Low-to mid-horsepower outboard engines, under general marine
operating conditions. Exceeds TC-W3 standards. Reduces rust and The special blend of
synthetic base oil and a balanced additive system exceeds Sierra Diesel Oil Filter Sierra high
quality canister oil filters are engineered with premium grade materials that will excel in the
extreme marine environment. Sierra oil filters are designed to meet or exceed OEM
specifications. For Volvo Sierra Oil Filter Sierra high-quality replacement oil filters are designed
to meet or exceed OEM specifications. Sierra oil filters are designed to be direct-replacement
filters, making installation easy. Engineered with premium grade Anti-Drain-Back Valve
Engineered with premium grade materials that will excel in the extreme marine environment
Epoxy coated for corrosion You can always find the widest selection of Volvo Penta Oil Filters
as well as all boat-related products at Wholesale Marine. They are a team of boat enthusiasts
just like you who would be happy to help you with whatever you need. Also, take a look at our
Customer Rewards Program if you like to save money. Oops, something went wrong. Please try
again. Parts Selection Guide Find the parts you need. Prop Selection Guide Find the right prop
for your boat. Quick view. Quicksilver High Performance Gear Lube. List Price:. Quicksilver
Conventional 25w Engine Oil. Quick view Add to Cart. Sierra 30W Synthetic Engine Oil. Sierra
10W30 4-Stroke Outboard Oil. Sierra 25W Conventional Engine Oil. Sierra Diesel Oil Filter. Sierra
Oil Filter. Email Address:. Register Forgot your password? You must have JavaScript enabled
in your browser to fully utilise the functionality of this website. All purchases are charged in
GBP and prices in other currencies are provided as a guideline only and are subject to
fluctuation. To accurately identify manufacturer specified vehicle model year which can
frequently be different to year of registration , please enter your 17 digit vehicle identification
number VIN or Chassis number below. This number is generally located at the base of the
windscreen, or on the vehicle documents. PFS Parts Ltd. This site offers a 'one-stop' online
parts shop for Volvo car parts at great prices. We can supply a huge selection of Volvo parts,
including genuine Volvo parts, aftermarket parts and performance parts. Click for more about
PFS Parts JavaScript seems to be disabled in your browser. Currency All purchases are
charged in GBP and prices in other currencies are provided as a guideline only and are subject
to fluctuation. Login Click here to login. Click here to login. Language Change Language. Email
Us Here. Filter Parts By Model Range. Only Suitable for Vehicles onwards. Submit Submit. Filter
Parts By Category. Body And Trim. Braking System. Car Care. Clutch And Transmission.
Cooling System. Engine Parts. Exhaust System. Fuel System. Heating and Ventilation. In Car
Entertainment. Lighting, Mirrors, Bulbs. Volvo Gifts. Volvo Tools. Wheels, Bolts, Caps and
Trims. Service Items. Air Filters. Cabin Filters. Fuel Filters. Oil Filters, Sump Plugs, Washers.
Genuine Volvo. Quality alternative. Sump Plugs and Washers. Spark Plugs. Wiper Blades. PFV
Clearance Items!! Filter Parts By Manufacturer. Oil Filters. Category Description. Recently
Added Products View all. Oil Filter BT11, T S80II , 2. S80II D4 2. V70III 2. V70III 1. XC90 2. XC60
D5 2. S80II 2. Special Offers View all. S80 only - 2. S40, V40 to , 2. S40,V40 to 1. V40 up to not T4 ,
Standard Rear Spring single. Customer Information. About Us. General FAQ's. Driving
Directions. Site Map. Get In Touch. These rules apply to calls from any type of line including
mobile, BT, other fixed line or payphone. During business hours emails are responded to
promptly at no cost. Further details regarding 03 numbers available here. Get the Newsletter:.

Sign Up. Secure Payment We accept. The PCV system is a universal concert for all engines. P1
chassis Volvos are known for having faulty PCV systems causing a large amount of vacuum at
idle. This unwanted vacuum will cause seals to wear, leading to oil leaks. Follow along below to
make sure all of the steps are done correctly. The best way to check if this is our problem is by
removing the oil cap. Removing the PCV housing is a tedious task. Set aside an hour or two to
give yourself time to do it slowly and carefully. Getting the parts from a dealership will cost far
more, and the cost of labor will run you around the same as the parts cost from us. Several
components of the intake system need to be removed to get to the PCV housing. Start by
removing the intake pipe from the airbox. Use a flatbed screwdriver to loosen the clamps on the
airbox side and the turbo side. Two 10mm bolts hold the intake pipe to the engine. One bolt is
on the back of the engine, and the other is tucked down by the airbox. There will be a vacuum
line connected to the pipe just after the airbox. Push down on the blue part and pull the line off.
The series of vacuum lines can be removed before or after the intake pipe. Push in on the red
collar and pull the line out. The last connection is by the firewall. Squeeze down on the black
connector, and the line will pop off with a light tug. The cover is held on with six T30 bolts.
Remove the bolts and set the cover aside. First, remove the airbox snorkel. Two 8mm bolts
secure it to the radiator shroud. The top portion of the snorkel can be removed separately from
the accordion-style elbow if space is too tight with them together. Now move over to there the
intake pipe connects and remove the mass airflow sensor. On the bottom side of the connector
is the locking tab. Push down on it and pull the connector out. Two T25 bolts are securing the
mass airflow sensor housing to the airbox. Remove the bolts and pull the housing off. On the
front side of the airbox, by the mass airflow housing, is the engine control unit. Grab the
protective cover at the bottom and pull it off. Pull off the battery cover as well. Remove the
negative battery connection using a 10mm wrench or socket. The negative terminal is closest to
the firewall. Tuck the connection to the side. Next, remove the ECU plugs. Push down on the
small black tab and pull the red lever back, this will pop the connection off of the ECU. Repeat
this for the other plug. Now remove the four T30 bolts that mount the ECU to the airbox. The
harness for the ECU connections needs to be taken off as well. Just down the harness from the
ECU plugs is a zip tie that secures the harness to the airbox. Just behind that, a bolt is used to
hold the harness on, and locating rivet holds the harness in place. The airbox itself sits in three
rubber grommets. Wiggle the airbox back and forth to pull it from the mounts. It will be a very
tight squeeze and will need some finesse. Using the 36mm socket, loosen the oil filter cap until
the o-ring is exposed. The hose is secured to the top of the head by a single-use crimp clamp.
Pry the clamp open using a flat blade screwdriver and pull the hose off. Now get under the car
and drop the plastic underbody panel. There are three T30 screws at the front of the panel and
one at that back. Use a 17mm socket to remove the drain plug. When all of the oil has drained,
torque the drain plug to 35 Nm, or At the front of the engine, under the car, three 10mm bolts
mount the housing to the engine block. Remove the bolts and move back to the engine bay. On
the front of the housing, three 8mm bolts secure the oil dipstick tube and a bracket to the
housing. Remove the bolts and move the dipstick tube aside. Next to the oil filter cap is an
electrical plug. Push down on the metal tab and pull it off. Next, use a razor blade and cut the
two hoses connected to the housing behind the oil filter. Now, the only thing holding on the
PCV assembly is one last bolt. The last 10mm bolt is at the top left of the housing, just behind a
coolant hose. Remove the bolt and pull out the housing. Take a rag and clean the engine block
where the PCV housing mounts to ensure a clean seal. Next, grab the top vacuum hose from
where you removed the one-time use clamp and pull it up to remove it. Then, take the new
vacuum hose and feed it through. The second cut hose is still on the engine, remove this too.
The bolts are specially made to cut the threads into the housing. Use an 8mm wrench or socket
to cut the threads into the housing slowly. Once the threads are cut, remove the bolts. Carefully
fit the housing into the engine bay and thread in the top 10mm bolt. Next, get under the car and
thread in the three remaining 10mm bolts. Once all of the bolts have been threaded in, they can
be tightened down. Using the new clamps supplied with the kit, secure the top vacuum hose to
the cylinder head and the housing. Now, plug in the electrical connection on the housing and
secure the bracket and oil dipstick tube with the 8mm bolts. Reverse the first two steps to
reassemble the engine bay. Before adding the airbox snorkel, remove the oil filter cap and
install the new oil filter. Next, fill the car with oil and check for any leaks. Next, start the car and
revel in your handy work. This is normal, and the system is working correctly. Reinstall the
underbody panel and go for a drive. Replacing a Volvo P1 timing belt is no easy task as it's an
extensive process with very little space to work. Follow our step-by-step guide to do it yourself.
What is a vacuum pump on a car and what does it do are the two most-asked questions we're
asked about them. Read or watch to learn more about car vacuum pumps. Choosing and
replacing a Volvo battery is as simple as can be. Follow this guide to choose the right battery

and replace it in just a few simple steps. Replacing the water pump on a Volvo P1 such as the
first-generation Volvo C30 is no small task. Follow this DIY to keep your P1 from overheating.
Learn how to test and replace the auxiliary battery on your SPA Volvo. Spark plugs and ignition
coils play a crucial role in any car by providing spark to each cylinder, and P3 Volvos are no
different. Like in any car, changing your oil on a Volvo SPA or P3 such as the S90 is one of the
most effective ways to keep your engine healthy. This guide shows how. Written by : Christian
Schaefer. More Related Articles. Quicksilver High-Performance Gear Lube SAE90 Over the
years, studies have proven that high-performance synthetic blends like Quicksilver gear lube
outperform conventional automotive gear oil for marine-oriented purposes. By continually using
Multi-viscosity 25W Quicksilver 25W Synthetic Blend Sterndrive Inboard Oil Maintaining your
engine's health is a vital part of engine maintenance, the synthetic blend by Quicksilver is a
great option for reducing friction and preventing damages. This Quicksilver High Performance
Synthetic Blend Gear Lube by Sierra Synthetic blended marine formulation reduces operating
friction for increased performance and protection of gears, bearings and other gearcase
components. Recommended for use in high performance Sierra 25W Synthetic Blend Engine Oil
Sierra 4-Stroke 25W Engine Oil is blended with premium grade synthetic and mineral based
stock combined with superior designed additives formulated for the stress endured by
sterndrive and inboard engines Sierra Full Synthetic Lower Unit Gear Lube - Qt Specifically
formulated to optimize gear life by reducing friction and providing superior wear protection in
severe operating conditions. The unique synthetic formulation is shear stable and resists A
special blend of synthetic base oil and a balanced additive system that exceeds the FC-W
requirements for marine engine oil Specifically formulated to meet or exceed the tough
requirements of the Marine 4-Stroke motor This high performance oil provides maximum
lubrication for your marine engine. This oil maintains viscosity under the most extreme
operating conditions such as: Racing: Operating engine at Stern drive and inboard engines
operate under high load and Quicksilver Premium 2-Cycle Outboard Oil Specifically formulated
with a marine additive package to meet the needs of: Low-to mid-horsepower outboard engines,
under general marine operating conditions. Exceeds TC-W3 standards. Reduces rust and The
special blend of synthetic base oil and a balanced additive system exceeds Sierra Diesel Oil
Filter Sierra high quality canister oil filters are engineered with premium grade materials that
will excel in the extreme marine environment. Sierra oil filters are designed to meet or exceed
OEM specifications. For Volvo Sierra Oil Filter Sierra high-quality replacement oil filters are
designed to meet or exceed OEM specifications. Sierra oil filters are designed to be
direct-replacement filters, making installation easy. Engineered with premium grade
Anti-Drain-Back Valve Engineered with premium grade materials that will excel in the extreme
marine environment Epoxy coated for corrosion You can always find the widest selection of
Volvo Penta Oil Filters as well as all boat-related products at Wholesale Marine. They are a team
of boat enthusiasts just like you who would be happy to help you with whatever you need. Also,
take a look at our Customer Rewards Program if you like to save money. Oops, something went
wrong. Please try again. Parts Selection Guide Find the parts you need. Prop Selection Guide
Find the right prop for your boat. Quick view. Quicksilver High Performance Gear Lube. List
Price:. Quicksilver Conventional 25w Engine Oil. Quick view Add to Cart. Sierra 30W Synthetic
Engine Oil. Sierra 10W30 4-Stroke Outboard Oil. Sierra 25W Conventional Engine Oil. Sierra
Diesel Oil Filter. Sierra Oil Filter. Email Address:. Register Forgot your password? Legacy Truck
Centers, Inc. My Account. Filters Performance - the filtration efficiency of Genuine Volvo Truck
Filters provides your engine with the best-operating conditions. Reliability - Volvo Truck's d
geo storm gsi
chevy repair manuals
instrument panel wiring diagram
esign team has devoted a great deal of time and effort developing engine filters that are leak
proof under normal operating conditions - both internally and at external connections Service
Life - The high dirt retention capacity of all Volvo Truck engine filters is the first step in a long
service life. Volvo Truck engine filters are made from strong materials that are built to withstand
the grueling engine environment, including heat and cold. Economy - Volvo Truck engine filters
give an engine the operating conditions it requires, which allows the engine to perform
efficiently. Volvo Truck engine filters are easy to install and work - with no special training or
tools required. Variety - Class8TruckParts. View as:. Page: 1 2 3. Show: 40 80 Wishlist Compare.
Road Choice Truck Parts. Alcoa Accuride. Sprague Devices Valeo. Shop By. Compare Products.
Contact Us. Performance - the filtration efficiency of Genuine Volvo Truck Filters provides your
engine with the best-operating conditions.

