Wiring diagram for pontiac grand prix 2001

Wiring Diagram Sample. Restoring electrical wiring, a lot more than any other home project is
about security. Install an outlet correctly and it's because safe as this can be; set it up
improperly and it can potentially deadly. Which why there are several rules surrounding
electrical electrical wiring and installations. Typically the rules can end up being complicated,
for certain, and sometimes puzzling, even for grasp electricians, but you will find basic
concepts in addition to practices that apply at almost every electrical wiring project, specifically
the kind of which DIYers are competent to tackle. Print the electrical wiring diagram off in
addition to use highlighters to trace the circuit. A single trick that I 2 to print out a similar wiring
plan off twice. Read electrical wiring diagrams from bad to positive in addition to redraw the
signal being a straight line. All circuits are the same : voltage, ground, solitary component, and
switches. They can include a multimeter, a non-contact voltage detector tests the temperature
of wire without touching it and a combo sheath and wire ma? Being equipped with the right
tools will help you be prepared for anything throughout the electrical switch cabling process.
When connecting electrical electrical wiring to a outlet, it may be important to not confuse your
wire connections or push them in the wrong terminal. The black cable, on the other hand, is the
hot wire and goes into the hot terminal, the one opposite the neutral terminal. Knowing the
distinction between the cables will allow you to wire your home appropriately and prevent the
high volts of swapping the neutral and hot. You can find wire extensions available if you ending
up cutting them short, but the wiring will work better if it is intact. Thankfully, there are
oversized plates available at hardware stores that you can use to cover your switches. They
have a tendency to be only slightly more expensive, but also last lengthier. A good way to tell a
quality switch or outlet is by the occurrence of a back-wire feature. Be sure to test the voltage of
wires and circuits before touching them. Testing electrical components with tools for instance a
cable sniffer or a multimeter think if they are safe to touch or if an electrical current is flowing
through them. Always test before touching. Searching for tutorials on what to wire a mild
change is a great way to learn more about how exactly to do it. Learning how to do electrical
work in an educational environment is the best way to ensure you know very well what youre
doing in home DIY electrical wiring. Save my name, email, and website in this browser for the
next time I comment. Electric Motor Switch Radio Latest. Understand your wires When
connecting electrical electrical wiring to a outlet, it may be important to not confuse your wire
connections or push them in the wrong terminal. Facebook Tweet Pin. Automotive wiring in a
Pontiac Grand Prix vehicles are becoming increasing more difficult to identify due to the
installation of more advanced factory oem electronics. One of the most time consuming tasks
with installing an after market car stereo, car radio, satellite radio, xm radio, car speakers,
tweeters, car subwoofer, crossovers, audio equalizer, car amplifier, mobile amp, car amplifier,
mp3 player, ipod or any car audio electronics is identifying the correct color car audio wires for
your Pontiac Grand Prix headlight bulb size you need for your low beam or high beam and save
time. Also, find your other car light bulb sizes including your fog light, reverse light, turn signal,
brake light and more. The Modified Life staff has taken all its Pontiac Grand Prix car radio wiring
diagrams, Pontiac Grand Prix car audio wiring diagrams, Pontiac Grand Prix car stereo wiring
diagrams, Pontiac Grand Prix car radio wiring schematics, Pontiac Grand Prix car wiring
diagrams and cataloged them online for use by our visitors for free. Our automotive wiring
diagrams allow you to enjoy your new mobile electronics rather than spend countless hours
trying to figure out which wires goes to which Pontiac Grand Prix part or component. Use of the
Pontiac Grand Prix wiring information is at your own risk. Always verify all wires, wire colors
and diagrams before applying any information found here to your Pontiac Grand Prix. If you
would like to help the Modified Life community by adding any missing information or adding a
new car audio wire diagram to our resource, please feel free to post it at the bottom of this page.
Your email address will not be published. Skip to content. Adding More Information If you would
like to help the Modified Life community by adding any missing information or adding a new car
audio wire diagram to our resource, please feel free to post it at the bottom of this page. Leave a
Comment Cancel Reply Your email address will not be published. Follow Us. Copyright by
ModifiedLife. Run a wire from the back of the radio to the steering column or fuse box for a
switched power source. Quick Links Download this manual. Table of Contents. General motors
pontiac aztek owner manual pages. Summary of Contents for Pontiac Grand Prix Page 2:
Emergency Towing Every Grand Prix under warranty is backed with the following services:
Courtesy Transportation For vehicles purchased in Canada, For vehicles purchased in Canada,
call call that provides in an emergency: Free lockout assistance Free dead-battery assistance
Free If you do this, it will help you learn about the features and controls for your vehicle. Many
times, this damage would not be covered by your warranty, and it could be costly. For example,
These symbols these symbols are important for are used on an you and your original battery:
passengers whenever your vehicle is driven You can also learn about some things you should

not do with air bags and safety belts. To move the seat forward or rearward, slide the switch
forward or rearward. Page Reclining Front Seatbacks Heated Seat Option If your vehicle has this
feature, the heated seat switch is located on the center console, behind the open storage bin.
Press LO to warm the seat to a lower temperature. Press HI to warm the seat to a higher
temperature. To turn this feature off, place the switch in the center position. Page Head
Restraints Head Restraints Slide the head restraint up or down so that the top of the restraint is
closest to the top of your ears. This position reduces the chance of a neck injury in a crash.
Seatback Latches 2-Door Models On two door models, the front passenger seat is designed to
make it easy to get into and out of the rear Page Safety Belts: They're For Everyone After
someone gets into the rear seat area, move the passenger front seatback to its original position.
Then move the seat rearward until it locks. To get out, tilt the seatback fully forward and slide
the seat forward out of the way. In a collision, people riding in these areas are more likely to be
seriously injured or killed. Do not allow people to ride in any area of your vehicle that is not
equipped with seats and safety belts. Put someone on it. Take the simplest vehicle. Page 22 Get
it up to speed. Then stop the vehicle. In a real vehicle, it could be the windshield Page 23 or the
instrument panel With safety belts, you slow down as the vehicle does. You get more time to
stop. You stop over more distance, and your strongest bones take the forces. Be aware that
there are special things to know about safety belts and children. And there are different rules for
smaller children and babies. Page 26 4. Push the latch plate into the buckle until it clicks. Pull
up on the latch plate to make sure it is secure. Make sure the release button on the buckle is
positioned so you would be able to unbuckle the safety belt quickly if you ever had to. Page 27
Shoulder Belt Height Adjuster 4 Before you begin to drive, move the shoulder belt adjuster to
the height that is right for you. Door Models To move it down, squeeze the release lever and the
shoulder belt guide as shown and move the height adjuster to the desired position. The
shoulder belt is too loose. In a crash, you would move forward too much, which could increase
injury. The belt is buckled in the wrong place. In a crash, the belt would go up over your
abdomen. The belt forces would be there, not at the pelvic bones. The shoulder belt is worn
under the arm. It should be worn over the shoulder at all times. In a crash, your body would
move too far forward, which would increase the chance of head and neck injury. The belt is
twisted across the body. If a belt is twisted, make it straight so it can work properly, or ask your
dealer to fix it. The belt should go back out of the way. Before you close the door, be sure the
belt is out of the way. If you slam the door on it, you can damage both the belt and your vehicle.
For pregnant women, as for anyone, the key to making safety belts effective is wearing them
properly. Your vehicle has air bags one air bag for the driver and another air bag for the right
front passenger. Frontal air bags are designed to help reduce the risk of injury from the force of
an inflating air bag. Safety belts help keep you in position before and during a crash. The path
of an inflating air bag must be kept clear. Page 38 How does an air bag restrain? In moderate to
severe frontal or near even belted occupants can contact the steering wheel or the instrument
panel. Air bags supplement the protection provided by safety belts. Page 39 Your vehicle is
equipped with a crash sensing and diagnostic module, which records information about the air
bag system. Accident statistics show that unbelted people in the rear seat are hurt more often in
crashes than those who are wearing safety belts. Page 41 If the belt stops before it reaches the
buckle, tilt the 3. To make the lap part tight, pull down on the buckle latch plate and keep pulling
until you can buckle it. Page 42 The lap part of the belt should be worn low and snug on the
hips, just touching the thighs. In a crash, this applies force to the strong pelvic bones. If you
slid under it, the belt would apply force at your abdomen. When installed on a shoulder belt, the
comfort guide better positions the belt away from the neck and head. Page 44 2. Slide the guide
under and past the belt. The elastic cord must be under the belt. Then, place the guide over the
belt, and insert the two edges of the belt into the slots of the guide. Be sure that the belt is not
twisted and it lies flat. The elastic cord must be under the belt and the guide on top. Page 45 4.
Make sure that the shoulder belt crosses the shoulder. To remove and store the comfort guides,
squeeze the belt edges together so that you can take them out from the guides. To make the
belt longer, tilt the latch plate and pull it along the belt. Page Children To make the belt shorter,
pull its free end as shown until the belt is snug. Buckle, position and release it the same way as
the lap part of a lap shoulder belt. During a crash a baby will become so heavy it is not possible
to hold it. Air bags plus lap shoulder belts offer outstanding protection for adults and older
children, but not for young children and infants. In a crash, an infant in a rear facing seat settles
into the restraint, so the crash forces can be distributed across the Page Restraint Systems For
Children Restraint Systems for Children An infant car bed A , a special bed made for use in a
motor vehicle, is an infant restraint system designed to restrain or position a child on a
continuous flat surface. Some like shields. Page 53 How do child restraints work? A child
restraint system is any device designed for use in a motor vehicle to restrain, seat, or position

children. A built in child restraint system is a permanent part of the motor vehicle. Page Where
To Put The Restraint Where to Put the Restraint Accident statistics show that children are safer
if they are restrained in the rear rather than the front seat. General Motors, therefore,
recommends that child restraints be secured in the rear seat including an infant riding in a rear
facing infant seat, a child riding in a forward Page 55 In Canada, the law requires that forward
restraints have a top strap, and that the strap be anchored. In the United States, some child
restraints also have a top strap. If your child restraint has a top strap, it should be anchored.
Your vehicle has top strap anchors already installed for the rear seating positions. See the
earlier part about the top strap if the child restraint has one. Be sure to follow the instructions
that came with the child restraint. Page 57 3. Buckle the belt. Make sure the release button is
positioned so you would be able to unbuckle the safety belt quickly if you ever had to. Some
vehicles have a child restraint locking feature on the shoulder belt retractor. You can tell if your
vehicle has this feature by pulling the shoulder belt all the way out of the retractor. Page 58 If
your vehicle has the child restraint locking feature on the shoulder belt retractor, pull the rest of
the shoulder belt all the way out of the retractor to set the lock. To tighten the belt, feed the
shoulder belt back into the retractor while you push down on the child restraint. Secure the
child in the child restraint when and as the instructions say. Page Front Seat Position 4. To
tighten the belt, pull its free end while you push down on the child restraint. This is because the
back of the rear facing child restraint would be very close to the inflating air bag. Always secure
a rear facing child restraint in the rear seat. Page 62 4. Page 63 Door Models Page 64 Four Door
Models If your vehicle has the child restraint locking feature on the shoulder belt retractor, pull
the rest of the shoulder belt all the way out of the retractor to set the lock. Page 65 6. Push and
pull the child restraint in different directions to be sure it is secure. The safety belt will move
freely again and be ready to work for an adult or larger child passenger. If you have the choice,
a child should sit next to a window so the child can wear a lap get the additional restraint a
shoulder belt can provide. If possible, an older child should wear a Here two children are
wearing the same belt. In a crash, the two children can be crushed together and seriously
injured. A belt must be used by only one person at a time. Here a child is sitting in a seat that
has a shoulder belt, but the shoulder part is behind the child. If the child wears the belt in this
way, in a crash the child might slide under the belt. When you go in to order it, take the heaviest
coat you will wear, so the extender will be long enough for you. Page 70 Section 2 Features and
Controls Here you can learn about the many standard and optional features on your vehicle,
and information on starting, shifting and braking. Also explained are the instrument panel and
the warning systems that tell you if everything is working properly and what to do if you have a
problem. A child can be overcome by the extreme heat and can suffer permanent injuries or
even death from heat stroke. Never leave a child alone in a vehicle, especially with the windows
closed in warm or hot weather. In addition, each passenger door has its own window switch. A
child or others could be badly injured or even killed. They could operate the power windows or
other controls or even make the vehicle move. Page 74 III key must be programmed before it will
start your vehicle. In an emergency, contact Pontiac Roadside Assistance. Passengers
especially children easily open the doors and fall out of a moving vehicle. Page Power Door
Locks Power Door Locks To unlock all doors from inside the vehicle, press the front of the
power door lock switch on either front door. If your vehicle is equipped with a content theft
system, the power door lock switch will not unlock the doors until the system is disarmed. All
doors will unlock automatically when the ignition is turned off while the shift lever is in PARK P.
Page Remote Keyless Entry System If Equipped The rear doors of your vehicle cannot be
opened from inside the vehicle when this feature is in use. If you want to open a rear door when
the security lock is on, unlock the door from the inside and then open the door from the outside.
Page 79 Changes or modifications to this system by other than an authorized service facility
could void authorization to use this equipment. At times you may notice a decrease in range.
This is normal for any remote keyless entry system. If the transmitter does not work or if you
have to stand closer to your vehicle for the transmitter to work, try this: Check the distance. If
your vehicle is equipped with the content theft system, the LOCK button may arm the system.
Page Battery Replacement Battery Replacement Under normal use, the battery in your remote
keyless entry transmitter should last about three years. The features you can program depend
on the options that came with your vehicle. The following chart shows the features that can be
programmed. Follow these steps: 1. Page 84 When your vehicle was shipped from the factory, it
was programmed to Mode 4. The mode to which your vehicle was programmed may have been
changed since it left the factory. To determine the mode to which your vehicle is programmed or
to program your vehicle to a different mode, do the following: 1. Page Remote Driver's Unlock
Control 4. Repeat Step 4 until you hear the number of chimes that matches the mode you want.
The mode you selected is now set. You can either exit the programming mode by following the

instructions earlier in this section or program the next feature available on your vehicle. The
horn will sound briefly and the headlamps will flash if you press the LOCK button again within
five seconds. Once armed, the system will go off if someone tries to enter the vehicle without
using the remote keyless entry transmitter or the correct key, or when someone turns the
ignition on with an incorrect key. Page 92 Mode 3: Standard Arming and Disarming The content
theft deterrent system will arm when you lock the doors using either power door lock switch
while any door is open and the key is removed from the ignition. The content theft deterrent
system will arm when you lock the doors with your remote keyless entry transmitter. It can
cause unconsciousness and even death. If you must drive with the trunk lid open or if electrical
wiring or other cable connections must pass through the seal between the body and the trunk
lid Improper use of the trunk release handle could damage it. There is a glow dark trunk release
handle located inside the trunk on the latch. Page 95 Theft Vehicle theft is big business,
especially in some cities. Although your vehicle has a number of theft features, we know that
nothing we put on it can make it impossible to steal. However, there are ways you can help. A
red light located on top of the instrument panel toward the center of the vehicle, near the
windshield will flash slowly when the system is armed. While armed, the doors will not unlock
with the power door lock switch. Page 97 Arming with the Remote Keyless Entry Transmitter
The alarm system will arm when you use the remote keyless entry transmitter to lock the doors
after the key is removed from the ignition. The red light will turn on to let you know the system
is arming. After all doors are closed and locked, the red light will begin flashing at a very slow
rate to let you know the system is armed. Page 98 If your vehicle does start, the first key may be
faulty. See your dealer who can service the PASS have a new key made. Page 99 To program
the new key do the following: 1. Insert the master key in the ignition and start the engine. If the
engine will not start, see your dealer for service. Page Ignition Positions Ignition Positions The
ignition switch is located on the right side of the steering column. With the key in the ignition
switch, you can turn the switch to five positions. Retained Accessory Power RAP With retained
accessory power, the power windows, audio system and sunroof will continue to work up to 10
minutes after the ignition key is turned to OFF and none of the doors are opened. Page The
override access slot is located on the upper right side of the console shift panel. To use the slot
do the following: 1. Page 2. Try pushing your accelerator pedal all the way to the floor and
holding it there as you hold the key in START for not more than 15 seconds at a time. Page 3.
Try pushing your accelerator pedal all the way to the floor and holding it there as you hold the
key in START for about three seconds. Turn off the engine. Open the hood and unwrap the
electrical cord. Page Automatic Transaxle Operation Automatic Transaxle Operation The
automatic transaxle has a shift lever on the console between the seats. There is also a display
of the gear positions on the instrument panel cluster near the speedometer and tachometer. The
vehicle has an automatic transaxle shift lock control system. It can help control your speed as
you go down steep mountain roads, but then you would also want to use the brakes off and on.
Page Parking Brake Parking Brake To set the parking brake, hold the regular brake pedal down
with the right foot. To release the parking brake, hold the regular brake pedal down with the
right foot and push the parking brake pedal with the left foot. Your vehicle can roll. If you have
left the engine running, the vehicle can move suddenly. Your vehicle could move suddenly if the
shift lever is not fully in PARK P with the parking brake firmly set. And, if you leave the vehicle
with the engine running, it could overheat and even catch fire. It can cause unconsciousness
and death. You might have exhaust coming in if: Your exhaust system sounds strange or
different. Your vehicle gets rusty underneath. Page Windshield Wipers If a bulb is burned out,
replace it to help avoid an accident. To spray washer fluid on the windshield, push the paddle.
The wipers will run for several sweeps and then either stop or return to your preset speed. You
could be startled and even lose control. Keep the cruise control switch off until you want to use
cruise control. To slow down in very small amounts, push the SET button briefly. Page Exterior
Lamps Exterior Lamps The lamp controls are located on the lower left side of the instrument
panel, to the left of the steering wheel. Page Fog Lamps The DRL system will make your low
come on at a reduced brightness when the following conditions are met: The ignition is on, the
headlamp switch is off, the transaxle is not in PARK P and the parking brake is released. When
the DRL are on, only your low at a reduced brightness, will be on. Page Courtesy Lamps Interior
Lamps Instrument Panel Intensity Control You can brighten or dim the instrument panel lights
by turning the interior lamps thumbwheel. Turn the thumbwheel to the right to increase the
brightness of the instrument panel lights and to the left to decrease the brightness. Turn the
thumbwheel completely to the left to turn them off. Page Delayed Exit Lighting Delayed
Illumination The delayed illumination feature will continue to light the interior of the vehicle for
25 seconds after all the doors have been closed so that you can find the ignition and buckle the
seat belt at night. They will go on when you open the doors. When the doors are closed, push

the button next to each lamp to turn them on and off. The console also contains an open
storage bin. This lever is used to change the mirror from day to night position. To reduce glare
from headlamps behind you while driving at night, turn the lever 90 degrees. Page Automatic
Dimming Feature The automatic dimming feature is turned on or off by briefly pressing the
COMP button located on the bottom of the mirror face. A light on the mirror will be lit when the
feature is turned on. It will go out when the feature is turned off. Page To adjust for compass
variance, do the following: 1. Find your current location and variance zone number on the map.
Press and hold the COMP button for three seconds. When turned on, this mirror functions
exactly like the electrochromic mirror described previously. Turn the control counterclockwise
to adjust the left mirror or clockwise to adjust the right mirror. Then move the control in the
direction you want to move the mirror. Page Overhead Console Option The optional overhead
console has reading lamps and storage compartments including one for your garage door
opener and one for sunglasses. These features are explained on the following pages. Reading
Lamps To turn either reading lamp on or off, press the switch next to it. The console has
cassette and CD storage and a coinholder. The center console also contains two cupholders. To
access the cupholders, pull the cupholder door, located behind the console shift lever. Put
small loads, like grocery bags, in the net. It can help keep them from falling over during sharp
turns or quick starts and stops. You can also swing them from front to side. Visor Vanity Mirrors
Open the cover to expose the vanity mirror. If the vehicle has the optional lighted vanity mirrors,
the lamps come on when you open the cover. A service subscription agreement and fee are
required in order to receive OnStar service. Services are available 24 hours a day, 7 days a
week. Page The light will be red in the event of an OnStar system malfunction. If this occurs
press the OnStar button to attempt to contact an advisor. If the connection is made, the advisor
will assist you with steps to take to make sure that the system is functioning properly. In
addition, they can help you locate gas stations, rest areas, ATMs, hospitals, hotels, stores,
eateries and more. Page Sunroof Option Sunroof Option The sunroof includes a sliding glass
panel and a piece sunshade. The switch works only when the ignition or retained accessory
power RAP is active. Push the rear of the switch once and the sunroof will open to the vent
position only. Page The main components of the instrument panel are listed here: A. Side
Window Defogger Vents B. Fog Lamp Switch C. Multifunction Lever D. Instrument Panel Cluster
E. Hazard Button F. It includes indicator warning lights and gages that are explained on the
following pages. Be sure to read about them. The odometer shows how far the vehicle has been
driven in either miles used in the United States or in kilometers used in Canada. The pictures
will help you locate them. Warning lights and gages can signal that something is wrong before it
becomes serious enough to cause an expensive repair or replacement. The light tells you if
there is an electrical problem. Then it will go out. If it stays on, or comes on while you are
driving, you may have a problem with the electrical charging system. You may notice that the
pedal is harder to push. Or, the pedal may go closer to the floor. It may take longer to stop. If the
light is still on, have the vehicle towed for service. Page Enhanced Traction System Warning
Light Traction Control System Warning Light Supercharged V6 Engine Only The traction control
system warning light may come on for the following reasons: If you turn the system off by
pressing the TCS button located on the far right side of the trip computer, the warning light will
come on and stay on. Page Low Traction Light If the traction control system is affected by an
engine related problem, the system will turn off and the warning light will come on. When this
warning light is on, the system will not limit wheel spin. Adjust your driving accordingly. If the
gage pointer moves into the shaded area, the engine is too hot. That reading means the same
thing as the warning light. It means that the engine coolant has overheated. Page This light
should come on, as a check to show you it is working, when the ignition is on and the engine is
not running. This light will also come on during a malfunction in one of two ways: Light
Flashing A misfire condition has been Page Are you low on fuel? As your engine starts to run
out of fuel, your engine may not run as efficiently as designed since small amounts of air are
sucked into the fuel line causing a misfire. The system can detect this. Adding fuel should
correct this condition. Page Oil Warning Light United States If you have a problem with your oil
pressure, this light may stay on after you start your engine, or come on when you are driving.
This indicates that oil is not going through your engine quickly enough to keep it lubricated. If
the light does not flash, have it fixed so it will be ready to warn you if there is a problem. When
the indicator nears empty, you still have a little fuel left, but you should get more soon. Here are
four things owners usually ask about the fuel gage. When you turn the ignition on, all of the DIC
lights illuminate for a few seconds. After this, the DIC will begin working. Page Functions : If
one of the doors is ajar, this light will appear next to that door on the vehicle outline. The
system predicts remaining oil life using inputs from length of drives, coolant temperature,
engine rpm and vehicle speed. Page V6 Supercharged Engine When you start the engine, the

trip computer will display a mode. A lighted oval will appear to the left of the mode currently
being used. Page Control Buttons Control Buttons The trip computer has three buttons that
control its functions. MODE: Press this button to change the mode being displayed. Page To
adjust the HUD so you can see it properly do the following: 1. Adjust your seat, if necessary, to
a comfortable position. Page Care of the Head-Up Display Clean the inside of the windshield as
needed to remove any dirt or film that reduces the sharpness or clarity of the HUD image. To
clean the HUD, spray household glass cleaner on a soft, clean cloth. Wipe the HUD lens gently,
then dry it. Do not spray cleaner directly on the lens because the cleaner could leak into the
unit. Be sure to read about the particular systems supplied with your vehicle. The system works
best if you keep the windows closed while using it. Fan Knob The knob on the left side of the
climate control panel regulates the fan speed. Page Mode Knob The knob on the right side of
the climate control panel has several settings to adjust the direction of the airflow: MAX: This
setting recirculates much of the air inside your vehicle and sends it through the instrument
panel outlets. Page Air Conditioning On very hot days, open the windows long enough to let
hot, inside air escape. This reduces the time for the vehicle to cool down. For quick cool down
on very hot days, use MAX with the temperature levers all the way in the blue area. If this setting
is used for long periods of time, the air in your vehicle may become too dry. It is marked REAR.
The rear window defogger uses a warming grid to remove fog from the rear window. Press the
button to turn the rear defogger on. Outside air will also enter the vehicle when the air
conditioning fan is running. Ventilation Tips Keep the hood and front air inlet free of ice, snow
or any other obstruction, such as leaves. To increase volume, turn the knob clockwise. Turn it
counterclockwise to decrease volume. If a station is weak or noisy, you may want to decrease
the treble. Page E The tape is broken. Try a new tape. E Wrapped tape. If your radio displays an
error number, write it down and provide it to your dealer when reporting the problem. The tape
symbol with an arrow will appear on the display when the tape is active. If you hold the button
or press it more than once, the player will continue moving back through the disc. Slide the
levers up to boost or down to reduce frequency range. Turn it to move the sound to the left or
right speakers. It works by using a secret code to disable all radio functions whenever battery
power is removed. If ignored, the system plays normally and the radio is not protected by the
feature. Turn the ignition on. SEEK: Press the up arrow to tune to the next radio station and the
down arrow to tune to the previous radio station. The longer range, however, can cause stations
to interfere with each other. AM can pick up noise from things like storms and power lines. Try
reducing the treble to reduce this noise if you ever get it. Cassette tapes should be stored in
their cases away from contaminants, direct sunlight and extreme heat. Cassettes are subject to
wear and the sound quality may degrade over time. Always make sure the cassette tape is in
good condition before you have your tape player serviced. Please start with a very important
safety device in your vehicle: Buckle up. Page Drunken Driving Drunken Driving Death and
injury associated with drinking and driving is a national tragedy. Alcohol affects four things that
anyone needs to drive a vehicle: Judgment Muscular Coordination Vision A person who
consumes food just before or during drinking will have a somewhat lower BAC level. Page The
body takes about an hour to rid itself of the alcohol in one drink. No amount of coffee or number
of cold showers will speed that up. A person with even a moderate BAC might not be able to
react quickly enough to avoid the collision. They are the brakes, the steering and the
accelerator. All three systems have to do their work at the places where the tires meet the road.
Some people drive in spurts heavy acceleration followed by heavy braking rather than keeping
pace with traffic. This is a mistake. Your brakes may not have time to cool between hard stops.
Your brakes will wear out much faster if you do a lot of heavy braking. Page Braking In
Emergencies You slam on the brakes and continue braking. A computer senses that wheels are
slowing down. If one of the wheels is about to stop rolling, the computer will separately work
the brakes at each front wheel and at both rear wheels. This is especially useful in slippery road
conditions. The system operates only if it senses that one or both of the front wheels are
spinning or beginning to lose traction. The traction control system warning light will come on
and stay on. If the system is limiting wheel spin when you press the button, the warning light
will come on and the system will turn off instantly. Page The Enhanced Traction System
operates in all transaxle shift lever positions. Page Steering Steering Power Steering If you lose
power steering assist because the engine stops or the system is not functioning, you can steer
but it will take much more effort. Page Steering In Emergencies Speed limit signs near curves
warn that you should adjust your speed. Of course, the posted speeds are based on good
weather and road conditions. If you need to reduce your speed as you approach a curve, do it
before you enter the curve, while your front wheels are straight ahead. If the level of the
shoulder is only slightly below the pavement, recovery should be fairly easy. Ease off the
accelerator and then, if there is nothing in the way, steer so that your vehicle straddles the edge

of the pavement. Keep trying to steer and constantly seek an escape route or area of less
danger. One reason is that some drivers are likely to be impaired by alcohol or drugs, with night
vision problems, or by fatigue. Here are some tips on night driving. Drive defensively. It can take
a second or two, or even several seconds, for your eyes to readjust to the dark. Page The
heavier the rain, the harder it is to see. Even if your windshield wiper blades are in good shape,
a heavy rain can make it harder to see road signs and traffic signals, pavement markings, the
edge of the road and even people walking. So much water can build up under your tires that
they can actually ride on the water. When your vehicle is hydroplaning, it has little or no contact
with the road. If you try to drive through flowing water, as you might at a low water crossing,
your vehicle can be carried away. As little as six inches of flowing water can carry away a
smaller vehicle. Page Freeway Driving Here are ways to increase your safety in city driving:
Know the best way to get to where you are going. Get a city map and plan your trip into an
unknown part of the city just as you would for a cross country trip. Are all windows clean inside
and outside? Wiper Blades: Are they in good shape? Lamps: Are they all working? Are the
lenses clean? Tires: They are vitally important to a safe, trouble Your brakes will have to do all
the work of slowing down. You would then have poor braking or even none going down a hill.
Page Winter Driving Winter Driving Here are some tips for winter driving: Have your vehicle in
good shape for winter. You may want to put winter emergency supplies in your trunk. Include an
ice scraper, a small brush or broom, a supply of windshield washer fluid, a rag, some winter
outer clothing, a small shovel, a flashlight, a red cloth and a couple of reflective warning
triangles. However, if there is snow or ice between your tires and the road, you can have a very
slippery situation. Put on extra clothing or wrap a blanket around you. If you have no blankets
or extra clothing, make body insulators from newspapers, burlap bags, rags, floor mats
anything you can wrap around yourself or tuck under your clothing to keep warm. Page Loading
Your Vehicle Then, shut the engine off and close the window almost all the way to preserve the
heat. Start the engine again and repeat this only when you feel really uncomfortable from the
cold. But do it as little as possible. Preserve the fuel as long as you can. The GVWR includes the
weight of the vehicle, all occupants, fuel and cargo. Put things in the trunk of your vehicle. In a
trunk, put them as far forward as you can. Try to spread the weight evenly. But trailering is
different than just driving your vehicle by itself. Page Weight Of The Trailer And, it can also
depend on any special equipment that you have on your vehicle. Box Detroit, MI If you have a
weight hitch, the trailer tongue A should weigh 12 percent of the total loaded trailer weight B.
Page Passing Safety Chains You should always attach chains between your vehicle and your
trailer. Cross the safety chains under the tongue of the trailer so that the tongue will not drop to
the road if it becomes separated from the hitch. Instructions about safety chains may be
provided by the hitch manufacturer or by the trailer manufacturer. Then, to move the trailer to
the left, just move that hand to the left. To move the trailer to the right, move your hand to the
right. Always back up slowly and, if possible, have someone guide you. Apply your regular
brakes and hold the pedal down while you: Start your engine; Shift into a gear; and Release the
parking brake. Let up on the brake pedal. They also let police know you have a problem. Your
front and rear turn signal lamps will flash on and off. Press the button on top of the steering
column to make your front and rear turn signal lamps flash on and off. Page Jump Starting
Jump Starting If your battery has run down, you may want to use another vehicle and some
jumper cables to start your vehicle. But please follow the steps listed to do it safely. They can
be dangerous because: They contain acid that can burn you. People have been hurt doing this,
and some have been blinded. Use a flashlight if you need more light. Keep your hands away
from moving parts once the engine is running. If they do, you could get a shock. The vehicles
could be damaged, too. Page 6. Page 8. The other end of the negative go to the dead battery. It
goes to a heavy, unpainted, metal part on the engine of the vehicle with the dead battery. Good
Battery C. Dead Battery To disconnect the jumper cables from both vehicles, do the following:
1. Disconnect the black negative heavy, unpainted metal engine part on the vehicle that had the
dead battery. Page Engine Overheating Engine Overheating You will find a coolant temperature
gage and a warning light about a hot engine on your instrument panel cluster. You also have a
low coolant light on your instrument panel cluster. Stay away from the engine if you see or hear
steam coming from it. Just turn it off and get everyone away from the vehicle until it cools
down. Sometimes the engine can get a little too hot when you: Climb a long hill on a hot day.
Stop after high speed driving. Electric Engine Cooling Fans B. Radiator Pressure Cap C. Keep
hands, clothing and tools away from any underhood electric fan. If you do, you can be burned. If
you run the engine, it could lose all coolant. That could cause an engine fire, and you could be
burned. Coolant contains ethylene glycol and it will burn if the engine parts are hot enough.
When the coolant in the coolant recovery tank is at the COLD mark, start your vehicle. Failure to
follow this procedure could cause your engine to overheat and be severely damaged. Then keep

turning the pressure cap, but now push down as you turn it. Remove the pressure cap. One is
located on the thermostat housing. The other is located on the thermostat bypass tube. It is
located on the thermostat housing. Page 5. Fill the radiator with the proper DEX coolant mixture,
up to the base of the filler neck. If you see a stream of coolant coming from an air bleed valve,
close the valve. Then fill the coolant recovery tank to the COLD mark. Put the cap back on the
coolant recovery tank, but leave the radiator pressure cap off. Start the engine and let it run
until you can feel the upper radiator hose getting hot. Then replace the pressure cap. At any
time during this procedure if coolant begins to flow out of the filler neck, reinstall the pressure
cap. Be sure the arrows on the pressure cap line up like this. Check the coolant in the recovery
tank. Turn on your hazard warning flashers. The vehicle can slip off the jack and roll over you or
other people. Turn the center nut on the compact spare tire cover counterclockwise to remove
it. Remove the compact spare tire. Page Turn the nut holding the jack counterclockwise and
remove it. Then remove the jack and wrench. Then, using the flat end of the wheel wrench, pry
along the edge of the cover until it comes off. If the vehicle slips off the jack, you could be badly
injured or killed. Never get under a vehicle when it is supported only by a jack. Put the compact
spare tire near you. Page 4. Remove any rust or dirt from the wheel bolts, mounting surfaces
and spare wheel. The wheel could come off and cause an accident. Tighten the wheel nuts
firmly in a crisscross sequence as shown. Lower the vehicle by turning the jack handle
counterclockwise. Lower the jack completely. Page 9. Reinstall the wheel trim. If present,
tighten plastic caps by hand. With a wheel wrench tighten plastic caps an additional quarter
turn clockwise. In a sudden stop or collision, loose equipment could strike someone. Store all
these in the proper place. The compact spare is for temporary use only. Page Compact Spare
Tire Compact Spare Tire Although the compact spare tire was fully inflated when your vehicle
was new, it can lose air after a time. Check the inflation pressure regularly. It should be 60 psi
kPa. After installing the compact spare on your vehicle, you should stop as soon as possible
and make sure your spare tire is correctly inflated. Page Section 6 Service and Appearance Care
Here you will find information about the care of your vehicle. This section begins with service
and fuel information, and then it shows how to check important fluid and lubricant levels. There
is also technical information about your vehicle, and a part devoted to its appearance care. Be
sure you have sufficient knowledge, experience, the proper replacement parts and tools before
you attempt any vehicle maintenance task. If this occurs, return to your authorized Pontiac
dealer for diagnosis to determine the cause of failure. In the event it is determined that the
cause of the condition is the type of fuels used, repairs may not be covered by your warranty.
Page Fuels In Foreign Countries To provide cleaner air, all gasolines in the United States are
now required to contain additives that will help prevent deposits from forming in your engine
and fuel system, allowing your emission control system to function properly. Therefore, you
should not have to add anything to the fuel. While refueling, let the cap hang by the tether below
the fuel fill opening. To remove the cap, turn it slowly to the left counterclockwise. The cap has
a spring in it; if you let go of the cap too soon, it will spring back to the right. Gasoline can
spray out on you if you open the fuel filler cap too quickly. This spray can happen if your tank is
nearly full, and is more likely in hot weather. Static electricity discharge from the container can
ignite the gasoline vapor. You can be badly burned and your vehicle damaged if this occurs.
Page Hood Release Hood Release To open the hood, first pull the handle located inside the
vehicle near the parking brake pedal. Next go to the front of the vehicle and release the
secondary hood latch. Lift the hood. Windshield Washer Fluid B. Battery C. Radiator Fill Cap D.
Engine Coolant Reservoir E. Power Steering Fluid Reservoir F. Engine Oil Fill Cap G. Power
Steering Fluid Reservoir low in engine compartment F. Page Engine Oil Before closing the
hood, be sure all the filler caps are on properly. Then pull the hood down and close it firmly.
Page Turn off the engine and give the oil several minutes to drain back into the oil pan. Pull out
the dipstick and clean it with a paper towel or cloth, then push it back in all the way. But you
must use the right kind. This part explains what kind of oil to use. Do not use any oil which does
not carry this starburst symbol. These numbers on an oil container show its viscosity, or
thickness. Failure to use the recommended oil can result in engine damage not covered by your
warranty. GM Goodwrench oil meets all the requirements for your vehicle. With the ignition key
in RUN but the engine off, fully push and release the accelerator pedal slowly three times within
five seconds. The air cleaner not only cleans the air, it stops flame if the engine backfires. Allow
the engine to cool two to three hours after running. CAUTION: If you remove the supercharger
oil fill plug while the engine is hot, pressure may cause hot oil to blow out of the oil fill hole.
Page How To Check How to Check Because this operation can be a little difficult, you may
choose to have this done at the dealership service department. If you do it yourself, be sure to
follow all the instructions here, or you could get a false reading on the dipstick. Page Then,
without shutting off the engine, follow these steps: V6 Engine V6 or V6 Supercharged Engine

The transaxle fluid dipstick handle is the red loop located near the back of the engine. Check
both sides of the dipstick, and read the lower level. The fluid level must be in the cross hatched
area. If the fluid level is in the acceptable range, push the dipstick back in all the way. This
coolant is designed to remain in your vehicle for 5 years or , miles km , whichever occurs first, if
you add only COOL extended life coolant. When your engine is cold, the coolant level should be
at the COLD mark or a little higher. With the coolant recovery tank, you will almost never have to
add coolant at the radiator. Never turn the radiator pressure cap little when the engine and
radiator are hot. Page Power Steering Fluid Power Steering Fluid When to Check Power Steering
Fluid It is not necessary to regularly check power steering fluid unless you suspect there is a
leak in the system or you hear an unusual noise. A fluid loss in this system could indicate a
problem. Page How To Check Power Steering Fluid How to Check Power Steering Fluid Turn the
key off, let the engine compartment cool down, wipe the cap and the top of the reservoir clean,
then unscrew the cap and wipe the dipstick with a clean rag. Replace the cap and completely
tighten it. Then remove the cap again and look at the fluid level on the dipstick. Always use the
proper fluid. Failure to use the proper fluid can cause leaks and damage hoses and seals. Water
can cause the solution to freeze and damage your washer fluid tank and other parts of the
washer system. Page There are only two reasons why the brake fluid level in the reservoir might
go down. The first is that the brake fluid goes down to an acceptable level during normal brake
lining wear. When new linings are put in, the fluid level goes back up. Some driving conditions
or climates may cause a brake squeal when the brakes are first applied or lightly applied. This
does not mean something is wrong with your brakes. We recommend an ACDelco battery. For
any bulb changing procedure not listed in this section, contact the service department of your
dealer. Carefully remove the headlamp assembly from the vehicle. Be careful to avoid
scratching or chipping the paint on the vehicle while removing. Lift the plastic tab on the
electrical connector and pull the connector. Turn the lamp socket ring a quarter turn
counterclockwise to remove it from the headlamp assembly. Pull the old bulb from the socket.
Place the new bulb into the socket. Turn the lamp socket ring a quarter turn clockwise to place
it back into the headlamp assembly. Lift the plastic tab on the electrical connector and reinstall
the connector. Open the hood, and support it properly. Remove the two bolts from the top of the
headlamp assembly. Remove the headlamp assembly from the vehicle. Be careful to avoid
scratching or chipping the paint on the vehicle while removing it. Page Fog Lamps 1. Reach
behind the fog lamp that needs to be replaced from underneath the front of the vehicle. The bulb
socket is above the wing nut. Turn the bulb socket a quarter turn counterclockwise to remove
the socket from the assembly. Remove old the bulb by turning it a quarter turn
counterclockwise. Place the new bulb into the bulb socket. Turn the bulb a quarter turn
clockwise. Reinstall the vent you removed earlier. Close the trunk. Carefully remove the taillamp
assembly. Be careful to 6. Turn the lamp socket a quarter turn counterclockwise avoid
scratching or chipping the paint on the vehicle. Page License Plate Lamp 7. Remove the old
bulb. Turn the lamp socket a quarter turn clockwise to reinstall it. Carefully reinstall the taillamp
assembly by reversing Steps 1 through 5. Replacement blades come in different types and are
removed in different ways. Page Your new vehicle comes with high a leading tire manufacturer.
If you ever have questions about your tire warranty and where to obtain service, see your
Pontiac Warranty booklet for details. Any time you notice unusual wear, rotate your tires as
soon as possible and check wheel alignment. Also check for damaged tires or wheels. You need
a new tire if any of the following statements are true: You can see the indicators at three or
more places around the tire. If you mix tires of different sizes or types radial and bias belted
tires , the vehicle may not handle properly, and you could have a crash. Using tires of different
sizes may also cause damage to your vehicle. Page Treadwear The treadwear grade is a
comparative rating based on the wear rate of the tire when tested under controlled conditions
on a specified government test course. Page Wheel Replacement Wheel Alignment and Tire
Balance The wheels on your vehicle were aligned and balanced carefully at the factory to give
you the longest tire life and best overall performance. Scheduled wheel alignment and wheel
balancing are not needed. However, if you notice unusual tire wear or your vehicle pulling one
way or the other, the alignment may need to be reset. It could fail suddenly and cause an
accident. If you have to replace a wheel, use a new GM original equipment wheel. Some are
toxic. Others can burst into flame if you strike a match or get them on a hot part of the vehicle.
Some are dangerous if you breathe their fumes in a closed space. Page Special Fabric Cleaning
Problems Here are some cleaning tips: Always read the instructions on the cleaner label. Clean
up stains as soon as you can Carefully scrape off any excess stain. Use a clean cloth or
sponge, and change to a clean area often. A soft brush may be used if stains are stubborn. Rub
with a clean, damp cloth to remove dirt. You may have to do it more than once. GM Glass
Cleaner or a liquid household glass cleaner will remove normal tobacco smoke and dust films

on interior glass. Page Cleaning Tires Foreign materials such as calcium chloride and other
salts, ice melting agents, road oil and tar, tree sap, bird droppings, chemicals from industrial
chimneys, etc. Wash the vehicle as soon as possible. If necessary, use non abrasive cleaners
that are marked safe for painted surfaces to remove foreign matter. Page Chemical Paint
Spotting Although no defect in the paint job causes this, Pontiac will repair, at no charge to the
owner, the surfaces of new vehicles damaged by this fallout condition within 12 months or 12,
miles 20 km of purchase, whichever occurs first. You can see it if you look through the
windshield from outside your vehicle. Some add on electrical equipment can keep other
components from working as they should. Page Instrument Panel Fuse Block Some fuses are in
a fuse block located inside of the glove box behind a small bin on the right side. To open, pull
the cover out. The fuse block is inside. On the back edge of this cover is a fuse puller and a fuse
usage chart. To use the fuse puller, place the wide end of the fuse puller over the plastic end of
the fuse. Center High Mounted Stop. GM Part No. Page Maintenance Schedule Section 7
Maintenance Schedule This section covers the maintenance required for your vehicle. Your
vehicle needs these services to retain its safety, dependability and emission control
performance. The Plan supplements your new vehicle warranties. See your Warranty and Owner
Assistance booklet or your dealer for details. Introduction Your Vehicle and the Environment
Proper vehicle maintenance not only helps to keep your vehicle in good working condition, but
also helps the environment. You may drive very short distances only a few times a week. Or you
may drive long distances all the time in very hot, dusty weather. Page Scheduled Maintenance
Scheduled Maintenance The services shown in this schedule up to , miles km should be
performed after , miles km at the same intervals. The services shown at , miles km should be
performed at the same interval after , miles km. Reset the system. The system will show you
when to change the oil usually between 3, miles 5 km and 10, miles 16 km since your last oil
change. Page Scheduled Maintenance Page Scheduled Maintenance 7, Miles 12 km Rotate tires.
Replace filter if necessary. Page Scheduled Maintenance 30, Miles 50 km Rotate tires. Replace
engine air cleaner filter. An Emission Control Service. For supercharged engines only: Check
the supercharger oil level and add oil as needed or every 36 months, whichever occurs first.
Page Scheduled Maintenance 60, Miles km For supercharged engines only: Check the
supercharger oil level and add oil as needed or every 36 months, whichever occurs first. See
footnote Rotate tires. Page Scheduled Maintenance 82, Miles km Rotate tires. Page Scheduled
Maintenance , Miles km j Inspect spark plug wires. Page At Each Fuel Fill Part B: Owner Checks
and Services Listed in this part are owner checks and services which should be performed at
the intervals specified to help ensure the safety, dependability and emission control
performance of your vehicle. Be sure any necessary repairs are completed at once. Whenever
any fluids or lubricants are added to your vehicle, make sure they are the proper ones, as
shown in Part D. Look for any other loose or damaged safety belt system parts. If you see
anything that might keep a safety belt system from doing its job, have it repaired. If it does, you
or others could be injured. Follow the steps below. Before you start, be sure you have enough
room around the vehicle. The key should come out only in LOCK. Page Part C: Periodic
Maintenance Inspections Listed in this part are inspections and services which should be
performed at least twice a year for instance, each spring and fall. Inspect all pipes, fittings and
clamps; replace as needed. Clean the outside of the radiator and air conditioning condenser. To
help ensure proper operation, a pressure test of the cooling system and pressure cap is
recommended at least once a year. Page Maintenance Record Part E: Maintenance Record After
the scheduled services are performed, record the date, odometer reading and who performed
the service in the boxes provided after the maintenance interval. Also, you should retain all
maintenance receipts. Your owner information portfolio is a convenient place to store them.
Page Section 8 Customer Assistance Information Here you will find out how to contact Pontiac
if you need assistance. This section also tells you how to obtain service publications and how
to report any safety defects. Page Pontiac Cares Pontiac is focusing on the changing needs of
our customers and is committed to giving you an exceptional level of customer care throughout
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your ownership experience. Page Your satisfaction and goodwill are important to your dealer
and to Pontiac. Sometimes, however, despite the best intentions of all concerned,
misunderstandings can occur. This program can also provide you with free resource
information, such as area driver assessment centers and mobility equipment installers. This
value added service is intended to provide you with peace of mind as you drive in the city or

travel the open road. While we hope you never have the occasion to use our service, it is added
security while traveling for you and your family. Page Courtesy Transportation Transportation
Options Warranty service can generally be completed while you wait. However, if you are unable
to wait Pontiac helps minimize your inconvenience by providing several transportation options.
Depending on the circumstances, Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

