Yamaha r6 fuel pump relay

The lowest-priced item that has been used or worn previously. The item may have some signs
of cosmetic wear, but is fully operational and functions as intended. This item may be a floor
model or store return that has been used. See details for description of any imperfections.
Verified purchase: Yes Condition: Pre-owned. Skip to main content. The listing you're looking
for has ended. View original item. Sell one like this. We found something similar. About this
product. Make an offer:. Pre-owned: Lowest price The lowest-priced item that has been used or
worn previously. From a running bike. Good used condition. See all 6 pre-owned listings. Buy It
Now. Add to cart. About this product Product Identifiers Brand. Product Key Features
Placement on Vehicle. Show More Show Less. Pre-owned Pre-owned. See all 6 - All listings for
this product. Ratings and Reviews Write a review. Most relevant reviews. Best Selling in Relays.
Save on Relays Trending price is based on prices over last 90 days. You may also like. Yamaha
YZF-R. Yamaha YZF. Yamaha Motorcycle Relays. Quick Links. First Edition, September All
rights reserved. Any reproduction or unauthorized use without the written permission of
Yamaha Motor Co. Page 4: Important Information It is not possible to include all the knowledge
of a mechanic in one manu- al, so it is assumed that anyone who uses this book to perform
maintenance and repairs on Yamaha motorcycles has a basic understanding of the mechanical
ideas and the procedures of motorcycles repair. Comprehensive explanations of all installation,
removal, disassembly, assembly, repair and inspection procedures are laid out with the
individual steps in sequential order. INFO Symbols 1 to 9 indicate the subject of each chapter. O
Fasten the main harness, ground lead and battery Mount the cable so that the side covered with
a box with a plastic clamp. P The end of the clamp is facing upward. Page Periodic Checks And
Adjustments S The annual checks must be performed every year, except if a kilometer-based
maintenance is performed instead. S From 50, km, repeat the maintenance intervals starting
from 10, km. S Items marked with an asterisk should be performed by a Yamaha dealer as they
require special tools, data and technical skills. Sidestand S Lubricate. S Check operation.
Sidestand switch S Check operation and for oil leakage. Front fork Rear shock absorber S
Check operation and shock absorber for oil leakage. Stand the motorcycle on a level surface. S
Make sure that the motorcycle is upright. Check: S brake fluid level Below the minimum level
mark a! Add the recommended brake fluid to the proper lev- Recommended brake fluid
Measure: S tire pressure Out of specification! The front and rear tires should always be by the
same manufacturer and of the same design. No guarantee con Therefore, approximately km
sould be traveled at normal speed before any highspeed riding is done. Measure: S ten-link
section a of the drive chain Out of specification! Replace the drive chain. Print page 1 Print
document 26 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Quick Links. See also: Service Manual. Page 3
Service Manual together with the following manual. First Edition, September All rights reserved.
Any reproduction or unauthorized use without the written permission of Yamaha Motor Co. It is
not possible to include all the knowledge of a mechanic in one manu- al. Therefore, anyone who
uses this book to perform maintenance and repairs on Yamaha vehicles should have a basic
understanding of mechanics and the techniques to repair these types of vehicles.
Comprehensive explanations of all installation, removal, disassembly, assembly, repair and
check procedures are laid out with the individual steps in sequential order. INFO Symbols 1 to 9
indicate the subject of each chapter. Immobilizer unit lead, main switch lead and left han- B
Install the throttle cables to the hook so that the pull- dlebar switch lead Place I Pass the fuel
tank breather hose and fuel tank drain the coupler at the rear side of the vehicle against the
hose over the fuel hose and fuel return hose. Fuel tank drain hose B Pass the fuel tank drain
hose and fuel tank breather Fuel tank breather hose hose through the clamp. Install: S fuel
pump 4 Nm 0. Battery S Check the condition of the battery. Ignition spark gap The following
procedure applies to all of the spark plugs. S Disconnect the spark plug cap from the spark
plug. S Connect the ignition checker and ignition coil Engine stop switch 6. Crankshaft position
sensor resistance S Check the engine stop switch for continuity. Starting circuit cut-off relay
NOTE: When you switch the positive and negative S Disconnect the starting circuit cut-off relay
tester probes, the readings in the above chart coupler from the wire harness. EAS Replace the
ignitor Properly connect or The headlight and the high beam indicator Negative tester probe!
The meter light fails to come on. Meter light LEDs 1. The license light fails to come on. License
light bulb and socket S Check the license light bulb and socket for continuity. This manual is
also suitable for: moto matrix yzf-r6s. Print page 1 Print document 41 pages. Cancel Delete. Sign
In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.
Skip to main content. Related: yamaha r6 fuel pump r1 fuel pump r6s fuel pump r6 fuel pump.
Include description. Brand Type. Aftermarket Branded 37 Items Unbranded 6 Items 6. Genuine
OEM 5 Items 5. Not Specified 39 Items ACDelco 6 Items 6. Autobest 4 Items 4. Brock 4 Items 4.
Carter 5 Items 5. Unbranded 11 Items Unspecified Length 3 Items 3. New Items Used Items

Please provide a valid price range. Buying Format. All Listings. Buy It Now. Item Location.
Canada Only. North America. Delivery Options. Free International Shipping. Free In-store
Pickup. Free Local Pickup. Show only. Free Returns. Returns Accepted. Authorized Seller.
Completed Items. Sold Items. More filters Any Condition New Used. Gallery View Customize.
See search results that fit your vehicle. Select Vehicle Tell us about your vehicle to find the right
parts faster. Free returns. Last one. Amounts shown in italicized text are for items listed in
currency other than Canadian dollars and are approximate conversions to Canadian dollars
based upon Bloomberg's conversion rates. For more recent exchange rates, please use the
Universal Currency Converter. This page was last updated: Feb Number of bids and bid
amounts may be slightly out of date. See each listing for international shipping options and
costs. Table of Contents. First edition, November All rights reserved. Any reproduction or
unauthorized use without the written permission of Yamaha Motor Co. It is not possible to
include all the knowledge of a mechanic in one man- ual. Therefore, anyone who uses this book
to perform maintenance and repairs on Yamaha vehicles should have a basic understanding of
mechanics and the techniques to repair these types of vehicles. Comprehensive explanations of
all installation, removal, disassembly, assembly, repair and check procedures are laid out with
the individual steps in sequential order. Page 5: Symbols EAS 1. Filling fluid The following
symbols are used in this manual 3. Lubricant for easier understanding. Special tool NOTE: 5.
Tightening torque The following symbols are not relevant to every 6. Wear limit, clearance
vehicle. This information will be needed to order spare parts. In the conventional carburetor
system, the air-fuel ratio of the mixture that is supplied to the combustion chamber is created
by the volume of the intake air and the fuel that is metered by the jet used in the respective
carburetor. The pressure regulator maintains the fuel pressure that is applied to the fuel injector
at only kPa 3. Accordingly, when the energizing signal from the ECU energizes the fuel injector,
the fuel passage opens, causing the fuel to be injected into the intake manifold only during the
time the passage remains open. Electronic control throttle systems have been used on
automobiles, but Yamaha has developed a fast- er, more compact system specifically for the
needs of a sports motorcycle. Throttle position sensor for throttle cable Atmospheric pressure
sensor pulley 2. Throttle servo motor 3. Throttle position sensor for throttle valves 4. ECU
engine control unit 5. Idle speed control pulley Calculated throttle valve opening angle 2.
Throttle position sensor for throttle valves 3. Crankshaft position sensor 4. Speed sensor 5.
Coolant temperature sensor 6. This set- ness of the displays and tachometer to suit the ting is
selected when the indicator light flash- outside lighting conditions. The dis- play will return to
the odometer or tripmeter mode. Page Important Information 5. Keep all parts away from any
source of fire. Use oil and grease recommended by Yamaha for all lubrication jobs. Other
brands may be similar in function and appearance, but inferior in quality. When installing oil
seals, lubricate the oil seal lips with a light coat of lithium-soap-based grease. Oil bearings
liberally when installing, if appropriate. YUC 1. Use only the appropriate special tools as this will
help prevent damage caused by the use of inappropriate tools or improvised techniques.
Special tools, part numbers or both may differ depending on the country. When placing an
order, refer to the list provided below to avoid any mistakes. Illustration pages Oil filter wrench
YU Oil pressure gauge set Oil pressure adapter H Steering nut wrench , Spanner wrench YU
Fork spring compressor , YM Rod holder Page 27 Valve guide reamer 4. Illustration pages
Universal clutch holder , YM Thickness gauge 0. Tightening torque specifications for special
com- ponents or assemblies are provided for each chapter of this manual. To avoid warpage,
tight- en multi-fastener assemblies in a crisscross pat- tern and progressive stages until the
specified tightening torque is reached. First, tighten the lower ring nut to approximately 52 Nm
5. Retighten the lower ring nut to 14 Nm 1. Page Lubrication Points And Lubricant Types
Primary driven gear inner surface Clutch pull rod Transmission gears wheel and pinion and
collars Main axle and drive axle Shift forks and shift fork guide bars Shift shaft Yamaha bond
No. Oil strainer 2. Oil pump 3. Relief valve 4. Oil filter 5. Oil cooler 6. Main gallery 7. Oil nozzle 8.
Timing chain tensioner 9. Intake camshaft Exhaust camshaft Oil pipe Main axle Ventilation
chamber cover 2. Relief valve 3. Ventilation chamber oil drain pipe 4. Oil cooler Timing chain
tensioner 2. Intake camshaft 3. Exhaust camshaft 4. Oil check bolt 5. Oil strainer 6. Ventilation
chamber oil drain pipe 7. Oil pipe 8. Oil pump Oil cooler 2. Oil filter 3. Oil pipe 4. Oil pump 5. Oil
strainer Main axle 2. Ventilation chamber oil drain pipe 5. Relief valve Cylinder head 2.
Crankshaft 5. Oil nozzle Oil pipe 2. Main axle 3. Drive axle Radiator inlet hose 2. Radiator inlet
pipe 3. Thermostat outlet hose 4. Radiator Water pump breather hose 2. Coolant reservoir hose
3. Coolant reservoir 4. Radiator 5. Radiator outlet hose 6. Oil cooler outlet hose 7. Radiator
outlet pipe 8. Water jacket joint inlet hose 9. Water pump outlet pipe Front brake light switch
lead 2. Front brake fluid reservoir hose 3. Right handlebar switch lead 4. Clutch cable 5.
Immobilizer unit lead 6. Main switch lead 7. Left handlebar switch lead 8. Clutch switch lead 9.

Horn lead EXUP servo motor lead K. Face the end of the plastic 2. Crankshaft position sensor
lead locking tie rearward, and then cut off the excess 3. Main switch lead 2. Immobilizer unit
lead 3. Left handlebar switch lead 4. Left radiator fan motor lead 5. Wire harness 6. Radiator inlet
pipe 7. Fuel tank breather hose 8. Sidestand switch lead 9. AC magneto lead Front right turn
signal light lead L. Pass the neutral switch lead between the frame and the engine. Right
radiator fan motor lead M. To the ECU 3. Throttle position sensor for throttle valves lead N.
Install both the engine ground lead terminal and 4. Throttle cable decelerator cable 2. Throttle
cable accelerator cable 3. Front brake hose A. Pass the throttle cables between the front fork
and the front brake hose. When installing the guide on the lower bracket, be sure to pass the
front brake hose through it. Fuel tank breather hose fuel tank to hose joint 2. Fuel hose fuel tank
to primary injector fuel rail 3. Crankcase breather hose 4. Fuel tank overflow hose 5. Fuel tank
breather hose 6. Fuel tank overflow hose fuel tank to hose joint 7. Negative battery lead 2. Main
fuse leads 3. Lean angle sensor lead 4. ECU engine control unit 6. Turn signal light lead right
and left side 8. License plate light lead 9. Check the thickness of the current valve pad. Start the
engine, warm it up for several min- utes, and then let it run at the specified en- Prior to
synchronizing the throttle bodies, the gine idling speed. Use this alternate procedure if you are
unable to adjust the throttle body synchronization using EAS the basic procedure. Install: page
Start the engine, warm it up for several min- utes, and then turn it off. Check the engine oil level
again. NOTE: Before checking the engine oil level, wait a few minutes until the oil has settled. If
the projection does not contact the stop- per, adjust the EXUP cable free play. Other After
adjusting the installed rear master cyl- inder length, make sure there is no brake brake fluids
may cause the rubber seals to deteriorate, causing leakage and poor drag. Operate the brake.
Check: 2. Limit 1. Tighten the locknuts to specification. NOTE: Measure the drive chain slack
halfway between Drive chain adjusting locknut the drive axle and the rear wheel axle. Adjust: d.
Steering head tension â€” g 3. Hold the vehicle upright and apply the front brake. No guarantee
con- cerning handling characteristics can be giv- en if a tire combination other than one
approved by Yamaha is used on this vehicle. Recommended lubricant NOTE:
Lithium-soap-based grease After a tire or wheel has been changed or re- placed, always balance
the wheel. Left headlight B. Left front brake hose holder Right front brake hose holder Left front
brake caliper Right front brake caliper Front wheel axle pinch bolt Stand the vehicle on a level
surface. Securely support the vehicle so that there is no danger of it falling over. Spin the front
wheel. Front wheel axle pinch bolt 21 Nm 2. Rear brake caliper Drive chain adjusting locknut
Loosen. Drive chain adjusting bolt Loosen. Drive chain slack Brake hose holder Front brake
caliper Brake pad clip Brake pad pin Brake pad spring Front brake pad For installation, reverse
the removal proce- dure. Brake hose holder Front brake hose union bolt Copper washer Front
brake hose Brake pad clip Brake pad pin Brake pad spring Front brake pad Brake caliper piston
Brake caliper piston seal Bleed screw For assembly, reverse the disassembly pro- cedure.
Mixing brake fluids To collect any remaining brake fluid, place a may result in a harmful
chemical reaction, container under the master cylinder and the end leading to poor brake
performance. Rear brake hose union bolt Copper washer Rear brake hose Rear brake caliper
Brake pad spring For installation, reverse the removal proce- dure. Adjust: sembly. Other brake
fluids may cause the rubber seals to deteriorate, causing leakage and poor brake performance.
Mixing brake fluids may result in a harmful chemical reaction, leading to poor brake
performance. Apply a thin coat of rubber adhesive onto the There should be 1â€”3 mm 0.
Remove the cap bolt. Fully compress the front fork leg. This rear shock absorber contains
highly 2. Remove: compressed nitrogen gas. Ring nut wrench 5. NOTE: Place the vehicle on a
suitable stand so that the rear wheel is elevated. Correct 1. Measure: Correct 5. Measure: 1.
Rotate the crankshaft a few times to release the timing chain tensioner rod. Remove: 0. Install
the new valve guide with the valve 0. Install the valve into the cylinder head. Press the valve
through the valve guide and onto the valve seat to make a clear impres- sion. Measure: 3. Free
length intake Spring tilt intake Remove: 1. YUC 2. Thickness above is for the plates with the
standard thick- ness only. If a clutch plate with one of the other 3J 2. NOTE: Pitting on the clutch
housing dogs will cause er- ratic clutch operation. Universal clutch holder YM 8. Circlip Washer
Shift shaft Install: delivery pipes. Connecting rod cap Big end lower bearing Piston pin clip If
out of specification, replace the piston and NOTE: piston rings as a set. Calculate the
piston-to-cylinder clearance and front-to-back measurements of the cylinder. Then, find the
average of the measurements. Assemble the connecting rod halves. Blue 2. Black 3. Brown 4.
Green L LLL Replace the connecting rod bolts and nuts with new ones. Crankshaft Crankshaft
journal lower bearing Crankshaft journal upper bearing Oil nozzle For installation, reverse the
removal proce- dure. Apply compressed air to the rear of the radia- tor. NOTE: Straighten any
flattened fins with a thin, flat-head b. Apply the specified pressure for ten seconds screwdriver.
Check: 4. Extract the fuel in the fuel tank through the 1. Remove: fuel tank cap with a pump.

Lower air filter case 2. Air induction system hose air filter case to air cut-off valve 3. Air cut-off
valve 4. Air induction system hose air cut-off valve to cylinder head cover 5. Reed valve
assembly 6. Air induction system cover Immobilizer unit coupler holder Air induction system
solenoid coupler Disconnect. Main switch 4. Ignition fuse 6. Main fuse 7. Battery Engine ground
Relay unit Neutral switch Sidestand switch ECU engine control unit Spark plug Cylinder- 1
ignition coil Cylinder- 2 ignition coil Cylinder- 3 ignition coil Cylinder- 4 ignition coil Crankshaft
position sensor Lean angle sensor Engine stop switch Rider seat 2. Fuel tank 3. Air filter case 4.
Side cowlings 5. Check the engine stop switch. Check the neutral switch. Battery 8. Starter relay
Starter motor Starting circuit cut-off relay Engine stop switch Start switch Clutch switch Battery
2. Main fuse 3. Ignition fuse 5. Engine stop switch 6. Check the fuses. Main and ignition Replace
the fuse s. Check the sidestand switch. AC magneto 2. Check the fuse. Main Replace the fuse.
Main switch 6. High beam indicator light Meter light Pass switch Dimmer switch Headlight low
beam Headlight high beam Auxiliary light License plate light Headlight relay dimmer Taillight
fuse Headlight fuse Check the headlight relay dimmer. Fuel sender Coolant temperature sensor
Cylinder identification sensor Speed sensor Fuel level warning light Oil level warning light
Neutral indicator light The brake light fails to come on. The neutral indicator light fails to come.
The coolant temperature warning light fails to come. Radiator fan motor relay Right radiator fan
motor fuse Left radiator fan motor fuse Right radiator fan motor Left radiator fan motor Main,
ignition and radiator fan mo- tor Replace the fuse s. Backup fuse odometer, clock and
immobilizer system 6. Battery 9. Fuel injection system fuse ETV fuse Fuel pump relay Fuel
pump If this function detects a malfunction in the system, it immediately operates the en- gine
under substitute characteristics and illuminates the engine trouble warning light to alert the
rider that a malfunction has occurred in the system. Engine trouble warning light on for 1. Able
Able stuck Sidestand switch Open circuit is detected in the in- open circuit in the put line from
the sidestand switch Unable Unable Disconnect the wire harness coupler from the fuel pump.
Cylinder- 4 ignition coil second intervals. Actuates the primary injector 1 five times at
one-second Check the operating sound Symptom No normal signals are received from the
cylinder identifi- cation sensor when the engine is started or while the ve- hicle is being driven.
Diagnostic code No. Symptom No normal signals are received from the crankshaft posi- tion
sensor. Cranking the tion sensor. Symptom Intake air pressure sensor: open or short circuit
detected. Symptom Throttle position sensor for throttle valves : open or short circuit detected.
Symptom EXUP servo motor circuit: open or short circuit detected. Symptom Open circuit is
detected in the input lead from the side- stand switch to the ECU. Symptom Coolant
temperature sensor: open or short circuit detect- Diagnostic code No. Symptom Atmospheric
pressure sensor: open or short circuit de- tected. Symptom No normal signal is received from
the O sensor. Check for looseness or pinching. Symptom Open circuit detected in the primary
lead of the cylinder- 1 ignition coil. Symptom Open circuit detected in the primary lead of the
cylinder- 3 ignition coil. Symptom Open circuit detected in the primary lead of the cylinder- 4
ignition coil. Symptom Open circuit detected in a primary injector. Symptom Open circuit
detected in a secondary injector. Symptom Lean angle sensor: open or short circuit detected.
Symptom A. No normal signals are received from the speed sensor. Open circuit is detected in
the neutral switch. Symptom Power supply to the injectors and fuel pump is not nor- mal.
Symptom Throttle position sensor for throttle cable pulley : open or short circuit detected.
Throttle position sensor for throttle cable pulley : coupler connection is loose. Symptom
Throttle servo motor: open or short circuit detected. Defective throttle servo motor. Malfunction
in ECU servo motor driving system. Er-4 Symptom Non-registered data has been received from
the meter. Main, ignition and fuel injection system Replace the fuse s. Immobilizer unit
Immobilizer system indicator light Multi-function meter LED off b. Standby mode on c. LED on f.
Standby mode off Standard key registration: Standard key registration is required when a
standard key is lost and needs to be replaced, or when the code re-registering key is
re-registered after the immobilizer unit or ECU are replaced. First standard key b. Second
standard key c. LED on i. Registration mode d. LED off A. Registration of the second standard
key is e. Less than 5. Main, ignition, and backup Replace the fuse s. Signal received from 1.
Place the immo- UNIT key and immobilizer other transponder bilizer unit at unit do not match.
Light on b. Light off Main switch 2. Immobilizer unit 3. Front brake light switch 4. Clutch switch
5. Battery 6. Fuse box backup, ETV 7. Main fuse 8. Fuel injection system fuse 9. EXUP servo
motor Air temperature sensor 2. Atmospheric pressure sensor 3. Coolant temperature sensor 4.
Fuel pump 5. Lean angle sensor 7. Relay unit 8. Intake air pressure sensor Clutch switch 2. Main
switch 3. Hazard switch 4. Pass switch 5. Dimmer switch 6. Horn switch 7. Turn signal switch 8.
Sidestand switch 9. Front brake light switch If the continuity reading is incorrect, check the
wiring connections and if necessary, replace the switch. Always insert the probes from the
opposite end of the coupler, taking care not to loosen or damage the leads. Since headlight

bulbs get
67 camaro rs headlight wiring diagram
3 way light switch with dimmer wiring diagram
megane ii
extremely hot, keep flammable products and your hands Check each bulb and bulb socket for
damage or away from them until they have cooled wear, proper connections, and also for
continuity down. Connect the pocket tester to the fuse and check the continuity. Pocket tester
Analog pocket tester YUC Checking the condition of the bulb sockets b. Measure the
open-circuit voltage prior to charging. Connect a charger and ammeter to the bat- tery and start
charging. Positive battery terminal tester. Check the relay unit diode for continuity. Pocket
tester d. Check the relay unit diode for no continuity. Connect a battery 12 V to the horn.
Measure the oil level switch resistance. Output voltage reading cycle 0. Measure the throttle
position sensor for b. Rotate the crankshaft. If the air temperature sen- d. It should 3. Coolant
temperature warning 2. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

